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(57) ABSTRACT 

The present invention provides an undergarment that 
includes a loWer pants portion con?gured to encompass the 
legs and crotch of a Wearer, the loWer pants portion com 
prising a ?rst Waistband made of a substantially-elastic 
material. The undergarment also includes an upper Waist 
portion con?gured to encompass the Waist of the Wearer, the 
upper Waist portion comprising a Waist panel and a second 
Waistband made of a substantially-elastic material, Wherein 
at least a portion of the Waist panel is disposed betWeen the 
?rst Waistband and the second Waistband When the under 
garment is Worn by the Wearer, and Wherein the ?rst Waist 
band and the second Waistband are in at least a partially 
spaced-apart relationship When the undergarment is Worn by 
the Wearer. 
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FIG. 1. 
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FIG. 2. 
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UNDERGARMENT HAVING MULTIPLE 
WAISTBANDS AND ASSOCIATED METHOD OF 

MANUFACTURE 

FIELD OF THE INVENTION 

[0001] The present invention relates generally to the cloth 
ing ?eld. More speci?cally, the present invention relates to 
an undergarment, such as a pair of men’s boxer briefs, boxer 
shorts, briefs, or the like, having multiple Waistbands and an 
associated method of manufacture. 

BACKGROUND OF THE INVENTION 

[0002] There is a current fashion trend among young 
adults, teenagers, and pre-teenagers to Wear “baggie” pants. 
“Baggie” pants are typically over-siZed, loW-slung, full 
length pants or shorts that ride on the hips of a Wearer. 
Examples of such “baggie” pants include, but are not limited 
to, over-siZed, loW-slung denim pants and shorts, cargo 
pants and shorts, military pants and shorts, and athletic pants 
and shorts. “Baggie” pants typically alloW the Wearer to 
partially expose their undergarment above the Waistband of 
their “baggie” pants, especially the Waistband of their under 
garment. This fashion display is acceptable and, in fact, 
desirable in today’s youth culture. Today’s young adults, 
teenagers, and pre-teenagers often Wear multiple undergar 
ments underneath their “baggie” pants for the purpose of 
exposing multiple Waistbands above the Waistband of their 
“baggie” pants. These Waistbands may be embroidered or 
otherWise adorned With a variety of manufacturer’s indicia, 
labels, graphics, and/or the like, thus making a desirable 
fashion statement. 

[0003] One problem With Wearing multiple undergarments 
underneath “baggie” pants or the like for the purpose of 
exposing multiple Waistbands above the Waistband of the 
“baggie” pants or the like is that a Wearer may become hot 
and/or uncomfortable due to the excessive amount of fabric 
that they are Wearing underneath their “baggie” pants or the 
like. In other Words, sWeating, bunching, and binding are 
signi?cant problems. Another problem With Wearing mul 
tiple undergarments underneath “baggie” pants or the like 
for the purpose of exposing multiple Waistbands above the 
Waistband of the “baggie” pants or the like is that the panels 
and the openings for providing access to the interior portion 
of each of the undergarments, individually, may become 
misaligned, making access to the interior portion of the 
multiple undergarments, collectively, dif?cult. 

[0004] Thus, What is needed is a single, lightWeight under 
garment that may be Worn underneath “baggie” pants or the 
like and that has multiple Waistbands that may be exposed 
above the Waistband of the “baggie” pants or the like. There 
should be easy access to the interior portion of the under 
garment and the undergarment should be fashionable. Each 
of the multiple Waistbands should be suitable for displaying 
a variety of manufacturer’s indicia, labels, graphics, and/or 
the like. 

BRIEF SUMMARY OF THE INVENTION 

[0005] In various embodiments, the present invention pro 
vides a single, lightWeight undergarment, such as a pair of 
men’s boxer briefs, boxer shorts, briefs, or the like, that may 
be Worn underneath “baggie” pants or the like and that has 
multiple Waistbands that may be exposed above the Waist 
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band of the “baggie” pants or the like. There is easy access 
to the interior portion of the undergarment and the under 
garment is fashionable. Each of the multiple Waistbands is 
suitable for displaying a variety of manufacturer’s or spon 
sor’s indicia, labels, graphics, and/or the like. 

[0006] In one speci?c embodiment of the present inven 
tion, an undergarment includes a loWer pants portion con 
?gured to encompass the legs and crotch of a Wearer, the 
loWer pants portion comprising a ?rst Waistband made of a 
substantially-elastic material. The undergarment also 
includes an upper Waist portion con?gured to encompass the 
Waist of the Wearer, the upper Waist portion comprising a 
Waist panel and a second Waistband made of a substantially 
elastic material, Wherein at least a portion of the Waist panel 
is disposed betWeen the ?rst Waistband and the second 
Waistband When the undergarment is Worn by the Wearer, 
and Wherein the ?rst Waistband and the second Waistband 
are in at least a partially-spaced-apart relationship When the 
undergarment is Worn by the Wearer. 

[0007] In another speci?c embodiment of the present 
invention, a method for manufacturing an undergarment 
includes providing a loWer pants portion con?gured to 
encompass the legs and crotch of a Wearer, the loWer pants 
portion comprising a ?rst Waistband made of a substantially 
elastic material. The method also includes providing an 
upper Waist portion con?gured to encompass the Waist of the 
Wearer, the upper Waist portion comprising a Waist panel and 
a second Waistband made of a substantially-elastic material, 
Wherein at least a portion of the Waist panel is disposed 
betWeen the ?rst Waistband and the second Waistband When 
the undergarment is Worn by the Wearer, and Wherein the 
?rst Waistband and the second Waistband are in at least a 
partially-spaced-apart relationship When the undergarment 
is Worn by the Wearer. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0008] The features, aspects, and advantages of the present 
invention are described more fully herein beloW With refer 
ence to the folloWing ?gures, in Which: 

[0009] FIG. 1 is a partially-exploded front perspective 
vieW of one embodiment of the undergarment of the present 
invention, illustrating the use of multiple Waistbands 
arranged in a substantially-parallel and fully-spaced-apart 
con?guration; 

[0010] FIG. 2 is a partially-exploded front perspective 
vieW of another embodiment of the undergarment of the 
present invention, illustrating the use of multiple Waistbands 
arranged in an intersecting and partially-spaced-apart con 
?guration; 

[0011] FIG. 3 is a front perspective vieW of the undergar 
ment of FIGS. 1 and 2 in a fully-assembled con?guration; 

[0012] FIG. 4 is a partially-exploded front perspective 
vieW of the undergarment of FIGS. 1 and 2, illustrating the 
use of an outer panel and an outer opening for providing 
access to the interior portion of the undergarment; 

[0013] FIG. 5 is a partially-exploded front perspective 
vieW of the undergarment of FIGS. 1 and 2, illustrating the 
use of an inner panel and an inner opening for providing 
access to the interior portion of the undergarment; and 
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[0014] FIG. 6 is a partially-exploded front perspective 
vieW of the undergarment of FIGS. 1 and 2, illustrating the 
use of both an outer panel and an outer opening and an inner 
panel and an inner opening for providing access to the 
interior portion of the undergarment. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0015] In various embodiments, the present invention pro 
vides a single, lightWeight undergarment, such as a pair of 
men’s boxer briefs, boxer shorts, briefs, or the like, that may 
be Worn underneath “baggie” pants or the like and that has 
multiple Waistbands that may be exposed above the Waist 
band of the “baggie” pants or the like. There is easy access 
to the interior portion of the undergarment and the under 
garment is fashionable. Each of the multiple Waistbands is 
suitable for displaying a variety of manufacturer’s or spon 
sor’s indicia, labels, graphics, and/or the like. 

[0016] Referring to FIG. 1, in one embodiment of the 
present invention, the undergarment 10 includes a loWer 
pants portion 12 and an upper Waist portion 14. The loWer 
pants portion 12 of the undergarment 10 includes a ?rst leg 
panel 16 con?gured to encompass one leg of a Wearer, a 
second leg panel 18 con?gured to encompass another leg of 
a Wearer, and a crotch panel 20 con?gured to encompass the 
crotch of the Wearer. The ?rst leg panel 16, the second leg 
panel 18, and the crotch panel 20 are each made of one or 
more natural or synthetic materials, such as a cotton fabric, 
a nylon fabric, a blended fabric, a substantially-elastic 
material, or the like. The ?rst leg panel 16, the second leg 
panel 18, and the crotch panel 20 are seWn together or 
otherWise suitably joined to form a pair of pants or shorts 
(intended to be Worn as an outer garment), a pair of boxer 
briefs, boxer shorts, or briefs (intended to be Worn as an 
undergarment), or the like, Well knoWn to those of ordinary 
skill in the art. Although three (3) panels are illustrated and 
described herein, any suitable number of panels may be 
used. 

[0017] The loWer pants portion 12 of the undergarment 10 
also includes a ?rst Waistband 22 con?gured to encompass 
the Waist of the Wearer. The ?rst Waistband 22 is seWn or 
otherWise suitably joined to the ?rst leg panel 16, the second 
leg panel 18, and the crotch panel 20 (or to any other panels 
that may be used) and is made of one or more natural or 
synthetic materials, such as a cotton fabric, a nylon fabric, 
a blended fabric, a substantially-elastic material, or the like. 
Preferably, the ?rst Waistband 22 has an elasticity that is 
sufficient to hold the loWer pants portion 12 of the under 
garment 10 snugly around the Waist of the Wearer. In 
general, the ?rst Waistband 22 has a Width of betWeen about 
0.5 inches and about 3 inches, and a circumference of 
betWeen about 10 inches and about 50 inches, although other 
suitable dimensions may be used. Optionally, the ?rst Waist 
band 22 includes a belt (not shoWn) and/or loops (not 
shoWn) for supporting a belt. The ?rst Waistband 22 is 
suitable for displaying a variety of manufacturer’s or spon 
sor’s indicia 24, labels, graphics, and/or the like. 

[0018] The upper Waist portion 14 of the undergarment 10 
includes a Waist panel 26 con?gured to encompass the Waist 
of the Wearer and a second Waistband 28. The Waist panel 26 
is made of one or more natural or synthetic materials, such 
as a cotton fabric, a nylon fabric, a blended fabric, a 
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substantially-elastic material, or the like. Although one (1) 
panel is illustrated and described herein, any suitable num 
ber of panels may be used. The second Waistband 28 is seWn 
or otherWise suitably joined to the Waist panel 26 (or to any 
other panels that may be used) and is made of one or more 
natural or synthetic materials, such as a cotton fabric, a 
nylon fabric, a blended fabric, a substantially-elastic mate 
rial, or the like. Preferably, the second Waistband 28 has an 
elasticity that is suf?cient to hold the upper Waist portion 14 
of the undergarment 10 snugly around the Waist of the 
Wearer. In general, the second Waistband 28 has a Width of 
betWeen about 0.5 inches and about 3 inches, and a circum 
ference of betWeen about 10 inches and about 50 inches, 
although other suitable dimensions may be used. Optionally, 
the second Waistband 28 includes a belt (not shoWn) and/or 
loops (not shoWn) for supporting a belt. The second Waist 
band 28 is suitable for displaying a variety of manufacturer’s 
or sponsor’s indicia 30, labels, graphics, and/or the like. 

[0019] Referring to FIGS. 1 and 2, the Waist panel 26 
holds the second Waistband 28 in a partially or fully-spaced 
apart relationship With the ?rst Waistband 22, such that at 
least a portion 32 of the Waist panel 26 is exposed betWeen 
the ?rst Waistband 22 and the second Waistband 28. Refer 
ring again to FIG. 1, in one embodiment of the present 
invention, the Waist panel 26 is substantially cylindrical With 
all portions 32 of the Waist panel 26 exposed betWeen the 
?rst Waistband 22 and the second Waistband 28 having the 
same Width. Thus, the ?rst Waistband 22 and the second 
Waistband 28 are held in a substantially-parallel con?gura 
tion. Referring to FIG. 3, in another embodiment of the 
present invention, the Waist panel 26 is substantially cylin 
drical With the front portion 34 of the Waist panel 26 relative 
to the Wearer and exposed betWeen the ?rst Waistband 22 
and the second Waistband 28 having a greater Width than the 
back portion 36 of the Waist panel 26 relative to the Wearer 
and exposed betWeen the ?rst Waistband 22 and the second 
Waistband 28. Thus, the ?rst Waistband 22 and the second 
Waistband 28 are held in an intersecting con?guration, such 
that the ?rst Waistband 22 and the second Waistband 28 are 
closer to each other proximate to the Wearer’s back than they 
are proximate to the Wearer’s front, optionally touching each 
other proximate to the Wearer’s back. 

[0020] Referring to FIGS. 1 and 3, the Waist panel 26 and 
the second Waistband 28 are seWn or otherWise suitably 
joined to the loWer pants portion 12 of the undergarment 10 
along the loWer edge 38 of the Waist panel 26. In other 
Words, the upper Waist portion 14 of the undergarment 10 is 
seWn or otherWise suitably joined to the loWer pants portion 
12 of the undergarment 10 along the loWer edge 38 of the 
Waist panel 26. In one embodiment of the present invention, 
the loWer edge 38 of the Waist panel 26 is seWn or otherWise 
suitably joined to the upper edge 40 of the ?rst Waistband 22. 
Alternatively, in another embodiment of the present inven 
tion, the loWer edge 38 of the Waist panel 26 is seWn or 
otherWise suitably joined to the loWer edge 42 of the ?rst 
Waistband 22 and/or the upper edge 44 of the ?rst leg panel 
16, the second leg panel 18, and the crotch panel 20. 
Alternatively, in a further embodiment of the present inven 
tion, the loWer edge 38 of the Waist panel 26 is seWn or 
otherWise suitably joined to the interior portion of the ?rst 
leg panel 16, the second leg panel 18, and the crotch panel 
20. In the later tWo cases, an area of overlap 46 is created 
betWeen the ?rst Waistband 22 and, optionally, a portion of 
the ?rst leg panel 16, the second leg panel 18, and the crotch 
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panel 20 and the Waist panel 26. Because of this area of 
overlap 46, the ?rst Waistband 22 and, optionally, a portion 
of the ?rst leg panel 16, the second leg panel 18, and the 
crotch panel 20 may be pulled doWn and aWay from the 
Waist panel 26, Which remains snugly against the body of the 
Wearer, providing access to the interior portion of the loWer 
pants portion 12 of the undergarment 10 and the eXterior 
portion of the upper Waist portion 14 of the undergarment 
10. It should be noted that the loWer edge 38 of the Waist 
panel 26 may be uniform or, alternatively, non-uniform. For 
example, referring to FIG. 5, the loWer edge 38 of the Waist 
panel 26 may be in closer proXimity to the second Waistband 
28 at the ?rst leg panel 16 and the second leg panel 18 than 
at the crotch panel 20. In other Words, the Waist panel 26 
may be more narroW at the ?rst leg panel 16 and the second 
leg panel 18 than at the crotch panel 20. 

[0021] Referring to FIG. 4, in one embodiment of the 
present invention, the crotch panel 20 includes one or more 
panels and openings 48 for providing access to the interior 
portion of the undergarment 10. Such panels and openings 
48 are Well knoWn to those of ordinary skill in the art. 
Referring to FIG. 5, in another embodiment of the present 
invention, the Waist panel 26 includes one or more panels 
and openings 48 for providing access to the interior portion 
of the undergarment 10. In this embodiment, access to the 
one or more panels and openings 48 and the interior portion 
of the undergarment 10 is provided When the ?rst Waistband 
22 and a portion of the ?rst leg panel 16, the second leg 
panel 18, and the crotch panel 20 are pulled doWn and aWay 
from the Waist panel 26. Referring to FIG. 6, in a further 
embodiment of the present invention, both the crotch panel 
20 and the Waist panel 26 include one or more panels and 
openings 48 for providing access to the interior portion of 
the undergarment 10. Preferably, the one or more panels and 
openings 48 of the crotch panel 20 and the one or more 
panels and openings 48 of the Waist panel 26 are substan 
tially aligned. 
[0022] Although the present invention has been illustrated 
and described With reference to preferred embodiments and 
speci?c examples thereof, it should be noted that other 
embodiments and eXamples may perform the same functions 
and/or achieve similar results. All such equivalent embodi 
ments and eXamples are Within the scope and spirit of the 
present invention and are intended to be covered by the 
folloWing claims. 

What is claimed is: 
1. An undergarment, comprising: 

a loWer pants portion con?gured to encompass the legs 
and crotch of a Wearer, the loWer pants portion com 
prising a ?rst Waistband made of a substantially-elastic 
material; and 

an upper Waist portion con?gured to encompass the Waist 
of the Wearer, the upper Waist portion comprising a 
Waist panel and a second Waistband made of a substan 
tially-elastic material, Wherein at least a portion of the 
Waist panel is disposed betWeen the ?rst Waistband and 
the second Waistband When the undergarment is Worn 
by the Wearer, and Wherein the ?rst Waistband and the 
second Waistband are in at least a partially-spaced-apart 
relationship When the undergarment is Worn by the 
Wearer. 
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2. The undergarment of claim 1, Wherein the ?rst Waist 
band and the second Waistband are in a partially-spaced 
apart and partially-intersecting relationship When the under 
garment is Worn by the Wearer. 

3. The undergarment of claim 1, Wherein the ?rst Waist 
band and the second Waistband are in a fully-spaced-apart 
relationship When the undergarment is Worn by the Wearer. 

4. The undergarment of claim 3, Wherein the ?rst Waist 
band and the second Waistband are in a substantially-parallel 
relationship When the undergarment is Worn by the Wearer. 

5. The undergarment of claim 1, Wherein the loWer pants 
portion further comprises one or more panels de?ning one or 
more openings for providing access to an interior portion of 
the undergarment. 

6. The undergarment of claim 1, Wherein the upper Waist 
portion further comprises one or more panels de?ning one or 
more openings for providing access to an interior portion of 
the undergarment. 

7. The undergarment of claim 6, Wherein the Waist panel 
comprises one or more panels de?ning one or more openings 

for providing access to the interior portion of the undergar 
ment. 

8. The undergarment of claim 1, Wherein a loWer edge of 
the Waist panel is joined to an upper edge of the ?rst 
Waistband. 

9. The undergarment of claim 1, Wherein a loWer edge of 
the Waist panel is joined to a loWer edge of the ?rst 
Waistband. 

10. The undergarment of claim 1, Wherein a loWer edge of 
the Waist panel is joined to an interior portion of the loWer 
pants portion. 

11. The undergarment of claim 1, Wherein the ?rst Waist 
band is con?gured such that it may be pulled doWn and aWay 
from the Waist panel and the second Waistband. 

12. The undergarment of claim 11, Wherein the loWer 
pants portion is con?gured such that a portion of the loWer 
pants portion may be pulled doWn and aWay from the Waist 
panel and the second Waistband. 

13. A method for manufacturing an undergarment, com 
prising: 

providing a loWer pants portion con?gured to encompass 
the legs and crotch of a Wearer, the loWer pants portion 
comprising a ?rst Waistband made of a substantially 
elastic material; and 

providing an upper Waist portion con?gured to encompass 
the Waist of the Wearer, the upper Waist portion com 
prising a Waist panel and a second Waistband made of 
a substantially-elastic material, Wherein at least a por 
tion of the Waist panel is disposed betWeen the ?rst 
Waistband and the second Waistband When the under 
garment is Worn by the Wearer, and Wherein the ?rst 
Waistband and the second Waistband are in at least a 
partially-spaced-apart relationship When the undergar 
ment is Worn by the Wearer. 

14. The method of claim 13, Wherein the ?rst Waistband 
and the second Waistband are in a partially-spaced-apart and 
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partially-intersecting relationship When the undergarrnent is 
Worn by the wearer. 

15. The method of claim 13, Wherein the ?rst Waistband 
and the second Waistband are in a fully-spaced-apart rela 
tionship When the undergarrnent is Worn by the Wearer. 

16. The method of claim 15, Wherein the ?rst Waistband 
and the second Waistband are in a substantially-parallel 
relationship When the undergarrnent is Worn by the Wearer. 

17. The method of claim 13, Wherein the loWer pants 
portion further comprises one or more panels de?ning one or 
more openings for providing access to an interior portion of 
the undergarrnent. 

18. The method of claim 13, Wherein the upper Waist 
portion further comprises one or more panels de?ning one or 
more openings for providing access to an interior portion of 
the undergarrnent. 

19. The method of claim 18, Wherein the Waist panel 
comprises one or more panels de?ning one or more openings 
for providing access to the interior portion of the undergar 
rnent. 
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20. The method of claim 13, further comprising joining a 
loWer edge of the Waist panel to an upper edge of the ?rst 
Waistband. 

21. The method of claim 13, further comprising joining a 
loWer edge of the Waist panel to a loWer edge of the ?rst 
Waistband. 

22. The method of claim 13, further comprising joining a 
loWer edge of the Waist panel to an interior portion of the 
loWer pants portion. 

23. The method of claim 13, further comprising con?g 
uring the ?rst Waistband such that it may be pulled doWn and 
away from the Waist panel and the second Waistband. 

24. The method of claim 23, further comprising con?g 
uring the loWer pants portion such that a portion of the loWer 
pants portion may be pulled doWn and away from the Waist 
panel and the second Waistband. 


