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(57) ABSTRACT 
A tamper-evident evidence bag including a blank having 
?rst and second planar shaped and pivotally connected 
panels. The bag has an open perimeter edge and is secured 
to ?rst selected facing surfaces of the pivotally connected 
panels and such that an interior of the bag is communicable 
through an aperture de?ned betWeen the panels. The ?rst and 
second panels are folded from an open position, in Which 
they panels are established in a substantially parallel rela 
tionship, to a closed position in Which opposingly facing 
surfaces of are adhered against one another and in order to 
maintain, in tamper-evident fashion, items placed Within the 
bag enclosure. 
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FOLDABLE BLANK IN USE WITH A BAG 
MATERIAL FOR SECURING AND RETAINING 

ARTICLES OF EVIDENCE IN TAMPER-EVIDENT 
FASHION 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates generally to a fold 
able and reclosable blank having an open center. More 
particularly, the present invention discloses a blank in use 
With an attachable bag-like structure for the purpose of 
providing for secure holding and retention of evidence, such 
as in particular by laW enforcement personnel. 

[0003] 2. Description of the Prior Art 

[0004] The prior art is Well documented With varying 
examples of storage and retention articles, such including 
bag-like structures, containers and the like. These articles 
are con?gured for a variety of different uses, among these 
being the storage and retention of solids and ?uids for 
varying applications. 
[0005] US. Pat. No. 6,048,008, issued to ShaW, teaches a 
device for the removal and disposition of animal Waste and 
Which includes, in a preferred embodiment, a body consist 
ing of ?rst and second planar shaped members arranged in 
parallel extending and proximate fashion and such that the 
planar members de?ne opposingly facing surfaces. First and 
second elongate handles extend from the planar members 
and a ?exible bag having an open end and a closed end is 
?tted to the device so that the planar members de?ne a 
perimeter of the open end. The ?rst and second handles are 
engaged to outWardly actuate the ?rst and second planar 
shaped members relative to one another and so that the open 
end of the bag encompasses a solid Waste object setting upon 
a ground location. The opposingly facing surfaces of the 
planar shaped members are capable of grasping and elevat 
ing the solid Waste object and the device is adapted to being 
inverted to deposit the object With the bag interior. 

[0006] US. Pat. No. 5,186,900, issued to Jenson, teaches 
a blood collection and transportation assembly for eviden 
tiary purposes and Which includes an impact resistant outer 
container having a soft foam cushioning pad disposed across 
the bottom and top thereof. A protective Wrap of plastic 
bubble packaging material surrounds a pair of blood sam 
pling tubes and a multi-sample syringe assembly disposed 
betWeen the cushioning pads. Additional items include a 
sealable evidence bag, tamper evidencing tapes, an instruc 
tion manual, a non-alcoholic sWab, and a liquid absorbent 
packet contained therein. The outer container and its con 
tents are initially enclosed and sealed in a tamper evidencing 
Wrapper and such that the assembly can be subjected to 
rough handling With the contents of the blood sampling 
tubes remaining intact. 

[0007] US. Pat. No. 4,653,113, issued to Taylor, teaches a 
security bag arrangement having a transparent polymeric 
material comprising a pair of side Walls and a transverse 
Weld forming a receptacle. A paper panel is applied on the 
inner surface of one side Wall, and closure members in the 
form of strips of adhesive material join the other side Wall 
to the paper panel in such a Way that breaching of the 
adhesive material is evident by delaminating or tearing the 
panel. 
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[0008] US. Pat. No. 4,479,588, issued to Davis, teaches a 
sealed carton With tamper indicating means. An outermost 
closure panel is provided With a tuck ?ap Which extends 
doWn betWeen inner and outer panels of a double Wall carton 
body Wall, the inner surface of the tuck ?ap being bonded to 
the exterior surface of the inner panel to provide an inac 
cessible bond. Panels of the cartons Which are bonded 
together have an accessible seam and may be provided With 
an arrangement of Weakening lines so that, if one attempts 
to destroy the bond using a knife or raZor blade, the exposed 
outer panel Will give evidence of rupturing and thus indicate 
tampering even though the tWo panels are later resealed. The 
inner panels may further include an arrangement of Weak 
ening lines Which match that of the exterior panel and Which 
may be arranged in roWs extending transversely of the 
panels so that the bonded together panels may be readily torn 
to effect an opening of the package. 

[0009] US. Pat. No. 4,573,634, issued to Kohler et al., 
teaches another example of a one-piece tamper-evident 
paperboard carton having overlapped end ?aps secured to 
each other in such a Way that the ends of the carton cannot 
be opened Without tearing the paperboard and so that 
observation of the carton Would indicate that it had been 
previously opened. 

[0010] Finally, US. Pat. No. 4,614,297, issued to Davis et 
al., teaches a tamper resistant carton Wherein the outermost 
closure ?ap is provided With a sealing ?ap of Which at least 
a portion functions as a tuck ?ap and Which passes betWeen 
a front panel and a terminal inner panel With a tuck ?ap 
portion being bonded on its inner surface to the outer surface 
of the inner terminal panel in an inaccessible position 
Whereby the carton cannot be opened Without rupturing the 
same to the extent that tampering Would be apparent. 

SUMMARY OF THE PRESENT INVENTION 

[0011] The present invention discloses a blank for use With 
an attachable bag-like structure, such including either a 
Waterproof/non-?uid absorbent or ?uid absorbent material, 
and for the purpose of providing for secure holding and 
retention of items of evidence. The present invention is 
particularly suited for use by laW enforcement personnel in 
the collection of evidence for criminal prosecution. 

[0012] Ablank includes ?rst and second planar shaped and 
pivotally connected panels. In a preferred application, the 
blank may be constructed either of a paperboard material or 
plasticiZed material, and Which includes aligning handle 
cutout portions. 

[0013] A bag includes an open perimeter edge and is 
secured to ?rst selected facing surfaces of the pivotally 
connected panels. Typically, the bag exhibits a plurality of 
fold lines such that, upon expanding to a full open position, 
the blank is supported in an upWardly displaced position and 
such that an interior of the bag is communicable through an 
aperture de?ned betWeen the panels. 

[0014] The ?rst and second panels are folded from an open 
position, folloWing placement of evidentiary items Within an 
interior of the bag, to a closed position in Which opposingly 
facing surfaces of the panels are adhered against one another 
in order to maintain, in tamper-evident fashion, items placed 
Within the bag enclosure. An adhesive surface covers at least 
a portion of at least one opposing surface of a panel and, 
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upon removal of a tear-aWay strip or like covering, permits 
the panels to be retrained in a tamper-evident fashion upon 
being folded together. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0015] Reference Will noW be made to the attached draW 
ings, When read in combination With the folloWing detailed 
description, Wherein like reference numerals refer to like 
parts throughout the several vieWs, and in Which: 

[0016] FIG. 1 is a perspective vieW of a foldable blank 
incorporated into an evidence bag according to a ?rst 
preferred embodiment of the present invention; 

[0017] FIG. 2 is a top vieW of the blank incorporated into 
FIG. 1 and shoWing the feature of the tear-aWay adhesive 
strip for accomplishing sealing of the bag interior; 

[0018] FIG. 3 is a cutaWay side vieW illustration taken 
along line 3-3 of FIG. 1 and again illustrating the blank in 
a fully opened and loading position; 

[0019] FIG. 4 is a succeeding side vieW illustration of the 
blank in a partially sealed condition; 

[0020] FIG. 5 is a further succeeding side vieW illustration 
of the blank in a fully closed and sealed position; 

[0021] FIG. 6 is an illustration of a plurality of blanks and 
such as Which may be produced according to a manufactur 
ing process; and 

[0022] FIG. 7 is a perspective vieW of a foldable blank 
and evidence bag application according to a further pre 
ferred embodiment of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0023] Referring noW to FIG. 1, a tamper-evident evi 
dence bag is illustrated at 10 according to a ?rst preferred 
embodiment of the present invention. As described previ 
ously, the present invention also discloses a blank in use 
With an attachable bag-like structure for the purpose of 
providing for secure holding and retention of evidence, such 
as in particular by laW enforcement or crime scene investi 
gation personnel. 
[0024] As best shoWn in the illustrations of FIGS. 1-5, the 
tamper-evident evidence bag 10 includes a blank con 
structed of a ?rst planar shaped panel 12 and a second panel 
14 pivotally attached to the ?rst panel 12 along center line 
16. The panels 12 and 14 each typically exhibit a substan 
tially planar and polygonal shape and Which are constructed 
of a paperboard (such as corrugated material for providing 
strength) or, alternatively, a plasticiZed or other suitable 
material exhibiting the necessary properties of strength and 
durability. The centerline 16 further exhibits a hinge Which, 
as Will be subsequently described, facilitates opening and 
closing of opposing facing surfaces of the panels 12 and 14 
in the manner shoWn in FIGS. 3-5. 

[0025] A bag 18 having an open perimeter edge (see as 
referenced at 20 in FIG. 1) is secured to ?rst selected, and 
underside facing surfaces 22 and 24, of the pivotally con 
nected panels 12 and 14. As illustrated, the bag 18 may be 
of a conventional paperboard variety and Which exhibits a 
plurality of fold lines such that, upon expanding the bag to 
a full open position, the blank is supported in an upWardly 
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displaced position, and further such that an interior of the 
bag 18 is communicable through an aperture (see inWardly 
facing and rectangular de?ning side Walls 26, 28, 30 and 32) 
to de?ned betWeen the panels 12 and 14. 

[0026] In a preferred application, the bag 18 is constructed 
of a someWhat ?uid absorbent material, this typically being 
preferred in evidence gathering operations Where it is nec 
essary to maintain the integrity of items such as blood or 
semen covered clothing. In applications such as these, it has 
been found that a non-breathing, or Waterproof/imperme 
able, material Would result in compromising the contained 
evidence items. In additional applications, it is desired that 
the bag enclosure exhibit some degree of non-absorbency of 
?uids, and this may be provided either by substituting the 
paperboard bag material With another material exhibiting the 
necessary properties. Alternatively, it is also envisioned that 
a plasticiZed ?lm or like suitable insert may be provided for 
placement Within the paperboard bag enclosure in order to 
establish the necessary retention properties. 

[0027] Referring again to FIGS. 1 and 2, the panels 12 
and 14 each include aligning and cutout portions, see at 34 
for panel 12 and at 36 for panel 14. In particular, and in a 
preferred embodiment, the cutout portion 34 is provided as 
a pivotally attached portion and Which, upon rotating the 
panels to the position illustrated in FIG. 5, engages through 
aligning aperture 36 in panel 14 and in order to further assist 
in securing the panels together. Although not further shoWn, 
it is envisioned and understood that carrying handles can be 
formed in the nature of extending or looped portions pro 
jecting from outermost extending edges of the panels 12 and 
14, or in any other suitable fashion to facilitate grasping and 
portability of the device. 

[0028] An adhesive surface is represented, see at 38 in 
FIG. 2, upon at least a portion, and typically all, of an 
opposing and inWardly facing surface of the ?rst panel 12 
(this further being de?ned as being the surface opposite that 
to Which the bag 18 is secured). In the preferred embodiment 
illustrated, the adhesive backing extends to a portion of the 
second panel 14 just beyond the contiguous and hinged 
center line 16 and it is also envisioned that the adhesive may 
extend across the entire opposing faces of the ?rst and 
second panels. 

[0029] A peel-aWay strip 40 (see again FIG. 2) may be 
provided and Which, upon being removed from the adhesive 
backing 38, permits the hingedly connected panels 12 and 14 
to be pivoted, from the fully open position of FIG. 3, 
through the closing position (illustrated by intermediate 
positions 12‘ and 14‘ in FIG. 4), and to their closed and 
tamper-evident positions (see at 12“ and 14“ in FIG. 5) and 
upon pre-insertion of desired evidence items, see as further 
represented at 42 in FIG. 5. It is also envisioned that, Within 
the scope of the present invention, the adhesive backing and 
peel-aWay strip can be substituted by other structure for 
securing together the opposing facing surfaces of the panels, 
these including the provisions of other types of mechanical 
or chemical based fasteners and including, Without limita 
tion, clips, heat staking portions and the like. 

[0030] Referring again to FIGS. 1 and 2, an elongated 
Wand element 44 (such as a sanitiZed pencil, chopstick or 
like item) is secured to one of the panels, in this instance 
panel 14. The purpose of the Wand may be tWofold, ?rstly 
to provide for lifting and depositing of the evidence items in 
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a non-contaminating fashion and, secondly, to provide a 
convenient Writing utensil for recording information rel 
evant to the evidence item, and such as Which may be 
provided upon an indicia recording surface of the bag or 
blank for recording such information. In a preferred embodi 
ment, the Wand element 44 is releasably secured to a surface 
of the panel (again 12 or 14) and this may further include the 
provision at least one pair of opposing and biasingly resilient 
tabs, see pairs of tabs at 46 and 48, extending from a surface 
of said panel and Which grippingly engages therebetWeen 
said Wand. 

[0031] Referring further to FIG. 6, a general representa 
tion is shoWn at 50 of a plurality of blanks 52, 54, 56, 58 and 
60. The blanks 52-60 each exhibit a speci?ed shape and siZe 
(and such as Which are substantially identical to those 
described in reference to FIGS. 1-5), the blanks further 
being detachable engaged together along selected and inter 
connecting edges, see at 62, 64, 66, 68 and 70 and such as 
Which may be produced according to a manufacturing 
process. 

[0032] The illustration of FIG. 6 is intended to illustrate 
that the blank design is usually produced separately from the 
bag (although the present invention also contemplates that 
the bag and blank can be produced together in certain 
embodiments). One envisioned manufacturing process con 
templates a corrugated cardboard forming and stamping 
operation, succeeded by a cutting process for sectioning the 
individual blanks 52-60 at their interconnecting edges 
62-70. 

[0033] Referring ?nally to FIG. 7, a general illustration is 
shoWn at 72 of a foldable blank and evidence bag application 
according to a further preferred embodiment of the present 
invention. A blank is provided, similar in function to that 
described in FIGS. 1-5, With the exception that the hingedly 
connected panels 74 and 76 are recon?gured such that they 
de?ne a larger central opening, see hinged center line 78 and 
inWardly facing and aperture de?ning edges 80, 82, 84 and 
86. 

[0034] Handle portions 88 and 90 are formed in the panels 
74 and 76 and, as also With the ?rst disclosed embodiment, 
an adhesive backing 92 is applied to the ?rst panel 74. The 
embodiment 72 of FIG. 7 is generally understood to qualify 
as a larger-siZed tamper-evident and sealable bag and in 
order to secure and retain larger siZed evidence items, and 
Which is further characteriZed by a larger siZed bag 18‘ With 
open perimeter edge 20‘. 

[0035] Having described my invention, other and addi 
tional preferred embodiments Will become apparent to those 
skilled in the art to Which it pertains, and Without deviating 
from the scope of the appended claims. 

I claim: 

1. A tamper-evident and sealable blank in use With an 
attached bag enclosure, said blank further comprising: 

?rst and second planar shaped and pivotally connected 
panels, the bag including an open perimeter edge 
securing to ?rst selected facing surfaces of said pivot 
ally connected panels and such that an interior of the 
bag is communicable through an aperture de?ned 
betWeen said panels; and 
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said ?rst and second panels being folded from an open 
position to a closed position in Which opposing facing 
surfaces of said panels are adhered against one another 
and in order to maintain, in tamper-evident fashion, 
items placed Within the bag enclosure. 

2. The invention as described in claim 1, further com 
prising an adhesive surface covering at least a portion of one 
of said opposing facing surfaces associated With a selected 
panel. 

3. The invention as described in claim 2, further com 
prising a peel-aWay strip covering said adhesive surface. 

4. The invention as described in claim 1, further com 
prising ?rst and second aligning and cutout handle portions 
associating With said ?rst and second pivotally connected 
panels. 

5. The invention as described in claim 1, said blank 
having a speci?ed shape and siZe and being constructed of 
a paperboard material. 

6. The invention as described in claim 1, said blank 
having a speci?ed shape and siZe and being constructed of 
a plasticiZed material. 

7. The invention as described in claim 1, further com 
prising an elongated Wand element secured to one of said 
panels. 

8. The invention as described in claim 7, further com 
prising said Wand element being releasably secured to said 
panel. 

9. The invention as described in claim 8, further com 
prising at least one pair of opposing and biasingly resilient 
tabs extending from a surface of said panel and Which 
grippingly engages therebetWeen said Wand. 

10. The invention as described in claim 1, further com 
prising a plurality of individual blanks, each having a 
speci?ed shape and siZe, and being detachably engaged 
together along selected edges. 

11. A tamper-evident evidence bag, comprising: 

a blank having ?rst and second planar shaped and pivot 
ally connected panels; 

a bag having an open perimeter edge and Which is secured 
to ?rst selected facing surfaces of said pivotally con 
nected panels, and such that an interior of the bag is 
communicable through an aperture de?ned betWeen 
said panels; and 

said ?rst and second panels being folded from an open 
position, in Which said panels are established in a 
substantially parallel relationship, to a closed position, 
in Which opposingly facing surfaces of said panels are 
adhered against one another and in order to maintain, in 
tamper-evident fashion, items placed Within the bag 
enclosure. 

12. The tamper-evident bag as described in claim 11, 
further comprising an adhesive surface covering at least a 
portion of one of said opposing facing surfaces associated 
With a selected panel, a peel-aWay strip covering said 
adhesive surface. 

13. The tamper-evident bag as described in claim 11, 
further comprising ?rst and second aligning and cutout 
handle portions associating With said ?rst and second piv 
otally connected panels. 

14. The tamper-evident bag as described in claim 11, said 
blank having a speci?ed shape and siZe and being con 
structed of a paperboard material. 
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15. The tamper-evident bag as described in claim 11, said 
blank having a speci?ed shape and siZe and being con 
structed of a plasticiZed material. 

16. The tamper-evident bag as described in claim 11, 
further comprising an elongated Wand element secured to 
one of said panels. 

17. The tamper-evident bag as described in claim 16, 
further comprising at least one pair of opposing and bias 
ingly resilient tabs extending from a surface of said panel 
and Which grippingly engages therebetWeen said Wand. 

18. The tamper-evident bag as described in claim 11, 
further comprising a plurality of individual blanks, each 
having a speci?ed shape and siZe, and being detachably 
engaged together along selected edges. 

19. A tamper-evident evidence bag, comprising: 

a blank having ?rst and second planar shaped and pivot 
ally connected panels; 
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a bag having an open perimeter edge and Which is secured 
to ?rst selected facing surfaces of said pivotally con 
nected panels, said bag eXhibiting a plurality of fold 
lines and such that, upon expanding said bag to a full 
open position, said blank is supported in an upWardly 
displaced position and further such that an interior of 
the bag is communicable through an aperture de?ned 
betWeen said panels; and 

said ?rst and second panels being folded from an open 
position to a closed position in Which opposingly facing 
surfaces of said panels are adhered against one another 
and in order to maintain, in tamper-evident fashion, 
items placed Within the bag enclosure. 

20. The tamper-evident bag as described in claim 19, said 
bag having a speci?ed shape and siZe and further comprising 
at least one of a ?uid absorbent material and a Waterproof 
material. 


