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DYNAMIC VOLUME ADJUSTMENT IN A SLOT 
MACHINE 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates to the ?eld of gaming 
machines, and more speci?cally to gaming machines 
capable of producing sounds. 

[0002] Sound is an important Way to communicate infor 
mation to a player in a casino. Sound can be used to attract 
a player to a game and to communicate information about 
hoW to play it. For a player at the gaming machine, sounds 
can be used to prompt the player to perform certain tasks, to 
celebrate Winning events, and to announce Winning events to 
nearby players. 

[0003] One draWback to using sound is sound volume 
regulation. The ambient noise level in a casino varies greatly 
throughout the day. At peak times, a casino is quite loud. At 
off-peak times, hoWever, a casino is relatively quiet. 

[0004] The dynamic range of the ambient noise level 
creates a problem for game designers Wishing to fully utiliZe 
sounds to communicate With players. If a gaming machine’s 
volume is set high enough to be heard in the casino during 
peak times, it Will be unpleasantly loud during non-peak 
times. The off-peak “hyper-volume” problem is suf?ciently 
disturbing that casino personnel reduce the volume on 
sound-generating gaming machines. As a result, game 
designers minimize the use of sounds to avoid losing sound 
altogether. 

[0005] Adjusting audio volume level is knoWn in combi 
nation With cellular telephones, and for home and automo 
bile stereo systems. In typical scenarios, the ambient noise 
level varies due to extrinsic noises. There are a myriad of 
ambient noise sources that such systems must be designed to 
overcome. These are typically transient, such as passing 
vehicles, household appliances, and the like. 

[0006] By contrast, the ambient noise level in a casino or 
other gaming establishment is relatively constant in the short 
term. Further, the volume of sounds produced by conven 
tional casino gaming machines cannot be altered by a player. 
Manual doWnWard volume adjustment by casino personnel 
during non-peak casino periods is time-consuming, and 
subsequent adjustment is then required as the casino busi 
ness again increases. 

[0007] The invention Will become more readily apparent 
from the folloWing detailed description, Which proceeds 
With reference to the draWings, in Which: 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0008] FIG. 1 is a diagram of a gaming machine of the 
prior art. 

[0009] FIG. 2 is a diagram of a casino gaming machine in 
accordance With the present disclosure, having a volume 
adjustment system therein. 

[0010] FIG. 3 is a diagram of a second embodiment of the 
gaming machine having a plurality of ambient noise level 
detector devices. 

[0011] FIG. 4 is a diagram of a third embodiment of the 
gaming machine. 
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[0012] FIG. 5 is a diagram of the embodiment of FIG. 2, 
shoWing the How of signals. 

[0013] FIG. 6 is a diagram of a fourth embodiment of the 
gaming machine. 

[0014] FIG. 7 is a diagram of the embodiment of FIG. 4, 
shoWing the How of signals. 

DETAILED DESCRIPTION OF PREFERRED 

EMBODIMENT(S) 
[0015] The present disclosure provides a system for 
detecting an ambient noise level adjacent a gaming machine 
and adjusting the sound output of the gaming machine in 
relation to the ambient noise level. 

[0016] Casino gaming machine 1, shoWn in FIG. 1, gen 
erally includes electronic processor 10 programmed to oper 
ate a casino game. Sound generator 12 generates a gaming 
sound pre-amp signal, Which is delivered to audio ampli?er 
14 for ampli?cation and transmission to one or more speak 
ers 16. 

[0017] Further, these audio outputs have a constant vol 
ume for all sounds. Manual volume control 18 can be 
employed to adjust the sound level of gaming machine 1. 

[0018] Turning to FIG. 2, a gaming machine 100 in 
accordance With the present disclosure includes electronic 
processor 10 structured to operate a casino game. In 
response to a gaming sound generation command 11, sound 
generator 12 is structured to produce a gaming sound 
pre-amp signal 13 for communication audio ampli?er 14. 
Audio ampli?er 14 generates a corresponding gaming sound 
ampli?ed signal 15 having an ampli?cation level. The 
gaming sound ampli?ed signal 15 is received by speaker 16 
and emitted as a gaming sound output 17 (FIG. 5) audible 
to a player or passerby. 

[0019] Ambient noise level detector 20 is structured to 
detect an ambient noise level near gaming machine 100. 
Ambient noise level detector 20 can be a microphone or 
other device that detects a sound level. The sensitivity of 
ambient noise level detector 20 can be set, alloWing an 
operator to detect an ambient noise level of a de?nable space 
(or environment) adjacent gaming machine 100. For 
eXample, ambient noise level detector 20 can be structured 
to detect an ambient noise level adjacent the player at 
gaming machine 100. Alternatively, ambient noise level 
detector 20 can be set to detect an ambient noise level of a 
de?ned area around gaming machine 100. The breadth of the 
detectable ambient noise environment surrounding gaming 
machine 100 can be programmed into electronic processor 
10 or, alternatively, can be de?ned by a machine operator. 

[0020] Ambient noise level detector 20 can include one or 
more of such sound level measuring devices. As an eXample, 
gaming machine 100‘ (FIG. 3) has a ?rst detector device 20a 
used to measure, e.g., a local ambient noise level adjacent a 
user of the gaming machine. A second detector device 20b 
can measure, in this example, a more global casino-area 
ambient noise level in the environment of gaming machine 
100‘. 

[0021] Returning to FIG. 2, gaming machine 100 further 
includes electronic volume controller 40 con?gured to regu 
late the volume of the gaming sound output in relation to a 
detected ambient noise level. The present system can adjust 
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the entirety of a given gaming sound output or a portion 
thereof. In a ?rst example, a relatively high ambient noise 
level is detected, i.e. The noise level typical of a casino 
during peak hours. Electronic volume controller 40 can 
adjust the volume of gaming sound outputs 17 to compen 
sate for the higher background noise level of the casino. 

[0022] Electronic volume controller 40 can adjust a gam 
ing sound output 17 at a number of stages. In an embodiment 
having audio ampli?er 14 that ordinarily ampli?es the 
gaming sound pre-amp signal 13 to produce a gaming sound 
ampli?ed signal 15, electronic volume controller 40 (FIG. 
5) can cause audio ampli?er 14 to produce adjusted gaming 
sound ampli?ed signal 15‘, having an ampli?cation level 
adjusted in relation to the ambient noise level. Volume 
control can be accomplished through circuitry con?gured to 
accept a volume input for a signal 13 and reduce or attenuate 
the voltage thereof. 

[0023] Gaming sound pre-amp signal 13 can be an elec 
tronic signal, such as a .WAV ?le, having a volume control 
register, i.e. a component of the pre-amp signal 13 that 
speci?es a sound loudness. In one embodiment, the volume 
control register of gaming sound pre-amp signal 13 can be 
adjusted by electronic volume controller 40. 

[0024] Alternatively, electronic volume controller 40 can 
adjust gaming sound pre-amp signal 13 (FIG. 7). Gaming 
sound pre-amp signal 13 can be an electronic signal com 
prising a plurality of signals 11a-11c corresponding to 
individual sounds. Electronic processing device 10 issues 
gaming sound regulation commands 23a-23c in relation to 
detected ambient noise signal 21. In response to the regu 
lation signals 23-a-23c, electronic volume controller 40 
produces gaming sound regulation signal 41, causing sound 
generator 12 to issue adjusted gaming sound pre-amp signal 
13‘. 

[0025] It can be appreciated that, functioning in this capac 
ity, electronic volume controller 40 also can serve as sound 
generator 12, effectively generating a gaming sound pre 
amp signal 13‘ for transmission to audio ampli?er 14. 
Gaming sound pre-amp signal 13‘ is ampli?ed by audio 
ampli?er 14 to produce gaming sound ampli?ed signal 15‘, 
resulting in gaming sound output 17‘. 

[0026] After an ambient noise level is detected for the 
vicinity of gaming machine 100, the detected ambient noise 
level can be compared to values in a reference table of 
ambient noise levelzadjustment values. The volume of the 
gaming sound pre-amp signal 13 or gaming sound ampli?ed 
signal 15 is then adjusted in accordance With a value in the 
reference table to yield an appropriately adjusted gaming 
sound output. 

[0027] Alternatively, electronic volume controller 40 can 
attenuate the voltage of pre-amp signal 13. A voltage cor 
responding to a maXimum loudness is selected as a default 
voltage for pre-amp signal 13. Electronic volume controller 
40 thereby can attenuate the gaming sound output 17 by 
doWnWardly adjustment through electronic attenuation of 
signal 13 voltage. 

[0028] Sound-producing casino gaming machines gener 
ally are structured to produce a plurality of gaming sounds. 
In gaming machine 100, gaming sounds can be classi?ed 
into tWo or more classes. For instance, it sometimes is 
desired to communicate a game instruction (instruction 
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sound) to a player. These signals can include musical tones, 
or they can be synthesiZed or recorded speech. 

[0029] Modern casino gaming machines, such as a slot 
machine, are electronic devices. Using a slot machine as an 
eXample, the symbol-bearing spinning reels of traditional 
machines are currently presented by electronic displays. A 
modern gaming machine therefore typically issues a spin 
ning reel sound (game-play sound), mimicking the sound 
traditionally produced by older mechanical reels. 

[0030] Gaming machine 100 also can produce attraction 
sounds, that is, sounds, music, and other noises to attract a 
player to that machine or to an adjacent gaming machine. 

[0031] Sounds issued to celebrate a Winning event by a 
player (Winning sounds) typically are desired to be easily 
heard by the player, and are also preferred to be heard by 
others in the casino. Winning sounds increase player plea 
sure, alert others of the player’s success, and stimulate 
others to play a casino gaming machine. 

[0032] It can be appreciated that sounds, or classes of 
sounds, can have varying volume regulation pro?les. 
Instruction sounds and game-play sounds are relevant only 
to the player and need not be heard elseWhere in the casino. 
Attraction sounds generally are intended only for those 
persons near gaming machine 100. On the other hand, it is 
generally preferred that Winning sounds be heard by the 
greatest number of people and not limited to those near 
gaming machine 100. 

[0033] Further, it is undesirable to indiscriminately 
amplify instruction sounds, attraction sounds and game-play 
sounds and thereby potentially increase the overall ambient 
noise of the casino. 

[0034] In one embodiment, electronic volume controller 
40 can be con?gured to differentially regulate the volumes 
of the plurality of gaming machine sound outputs in relation 
to a detected ambient noise level. Differential regulation can 
be by classi?cation of the gaming sound (e.g., Winning 
sound v. Instruction sound) or identity of a particular sound 
(e.g., a large jackpot Winning sound can be upWardly 
adjusted more than a small jackpot Winning sound). 

[0035] As has been seen, attraction sounds can be 
employed Whether gaming machine 100 is active or inactive. 
Casino gaming machine 100 as described herein can further 
include timer 50 (FIG. 2) operative to measure a game 
inactive time period. Attraction sounds can be increased in 
volume after gaming machine 100 has been unplayed for a 
speci?ed period of time. 

[0036] Similarly, gaming machine 100 can be structured to 
adjust gaming sound output volumes When a person is 
detected at the gaming machine. For eXample, gaming 
machine 100 can increase attraction sound volumes to attract 
a person near but not at the gaming machine. The volume 
level of such sounds may be suitable for player attraction but 
overloud for a player at the machine. Upon detecting a 
player at the machine (e.g., When a player sits at gaming 
machine 100 or enters a coin, or When a person comes Within 

the vicinity of gaming machine), the gaming machine then 
can reduce the sound output volume to a level more appro 
priate for the player. 

[0037] A conventional manual volume adjustment control 
18 can be provided, by Which a player or casino personnel 
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can increase or decrease the overall audio volume of the 
machine. Electronic volume controller 40 can be activated to 
override a manual volume setting upon the occurrence of a 
speci?ed event, eg Gaming machine 100 being inactive for 
a speci?c time period or detection by ambient noise level 
detector 20 of a signi?cant change in the detected ambient 
noise level. 

[0038] Conventional gaming machines can be Widely var 
ied, for eXample having a plurality of speakers 16 for 
stereophonic sound, a multi-channel audio ampli?er and/or 
one or more single-channel audio ampli?ers. It is understood 
that the present system can be employed With these various 
sound component con?gurations. 

[0039] A person skilled in the art Will be able to practice 
the present invention in vieW of the description present in 
this document, Which is to be taken as a Whole. Numerous 
details have been set forth in order to provide a more 
thorough understanding of the invention. In other instances, 
Well-knoWn features have not been described in detail in 
order not to obscure unnecessarily the invention. 

[0040] While the invention has been disclosed in its pre 
ferred form, the speci?c embodiments thereof as disclosed 
and illustrated herein are not to be considered in a limiting 
sense. Indeed, it should be readily apparent to those skilled 
in the art in vieW of the present description that the invention 
can be modi?ed in numerous Ways. The inventor regards the 
subject matter of the invention to include all combinations 
and subcombinations of the various elements, features, 
functions and/or properties disclosed herein. 

What is claimed is: 
1. A gaming machine, comprising: 

A speaker structured to produce a gaming sound output 
having a volume; 

an ambient noise level detector structured to detect an 

ambient noise level (ambient noise level) of a gaming 
machine vicinity and produce a detected ambient noise 
level signal; and 

an dynamic volume controller con?gured to regulate the 
volume of the gaming sound output in response to a 
detected ambient noise level signal. 

2. The gaming machine of claim 1 Wherein the gaming 
machine vicinity is a de?nable gaming machine vicinity. 

3. The gaming machine of claim 2 Wherein the de?nable 
gaming machine vicinity is de?nable by either of a user or 
a gaming electronic processor. 

4. The gaming machine of claim 1 Wherein: 

the speaker is structured to produce a plurality of gaming 
sound outputs, each of said gaming sound outputs 
having a volume; and 

the dynamic volume controller is con?gured to regulate 
the volumes of a sub-plurality of gaming sound outputs 
in relation to a detected ambient noise level. 

5. The gaming machine of claim 4 Wherein the dynamic 
volume controller is con?gured to differentially regulate a 
volume of a ?rst gaming sound output in relation to the 
detected ambient noise level. 

6. The gaming machine of claim 5 Wherein the plurality 
of gaming sound outputs are categoriZed into a plurality of 
gaming sound classes; and 
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the dynamic volume controller is con?gured to differen 
tially regulate a volume of a ?rst gaming sound output 
in relation to the detected ambient noise level on the 
basis of the gaming sound class to Which the ?rst 
gaming sound output is assigned. 

7. The gaming machine of claim 6 Wherein the plurality 
of gaming sound classes includes at least one of attraction 
sounds, instruction sounds, game-play sounds or Winning 
sounds. 

8. The gaming machine of claim 1 Wherein the dynamic 
volume controller is operative to upWardly increase the 
gaming sound output volume if the gaming machine is 
unplayed for a de?ned time period. 

9. The gaming machine of claim 1 Wherein the dynamic 
volume controller is con?gured to regulate the volume of the 
gaming sound output in response to a detected player 
presence. 

10. A gaming device having a dynamic audio output, 
comprising: 

an audio ampli?er structured to generate a ?rst gaming 
sound ampli?ed signal having a ?rst ampli?cation 
level; 

a speaker structured to emit a gaming sound output having 
an output volume, said gaming sound output corre 
sponding to the ?rst gaming sound ampli?ed signal; 

an ambient noise meter con?gured to measure an ambient 
noise level of an environment Within a gaming machine 
vicinity; and 

a dynamic volume controller con?gured to modulate the 
?rst ampli?cation level of the gaming sound output in 
relation to the ambient noise level. 

11. The gaming device of claim 10 Wherein: 

the audio ampli?er is further structured to generate a 
second gaming sound ampli?ed signal having a second 
ampli?cation level; and 

the dynamic volume controller is con?gured to modulate 
the ampli?cation level of one of the ?rst gaming sound 
ampli?ed signal and the second gaming sound ampli 
?ed signal in relation to the ambient noise level. 

12. A gaming device, comprising: 

a sound generator structured to produce a gaming sound 
pre-amp signal having an input volume component; 

a speaker structured to emit a gaming sound output 
corresponding to the gaming sound pre-amp signal, 
said gaming sound output having an output volume 
corresponding to the input volume component of the 
gaming sound pre-amp signal; 

an ambient noise detector con?gured to detect an ambient 
noise level of an environment Within a gaming machine 
vicinity; and 

a dynamic volume controller con?gured to regulate the 
audio output volume in relation to the detected ambient 
noise level via adjustment of the input volume com 
ponent. 

13. The gaming device of claim 12 Wherein the sound 
generator is structured to produce a plurality of gaming 
sound pre-amp signals having a corresponding plurality of 
volume components; and 
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The dynamic volume controller is con?gured to modulate the dynamic volume controller is con?gured to differen 
a sub-plurality of input volume components in relation tially modulate an input volume component of a gam 
to the ambient noise level. ing sound pre-amp signal in relation to the ambient 

14. The gaming device of claim 13 Wherein the plurality noise level on the basis of the gaming sound class to 
of gaming sound pre-amp signals are categoriZed into a Which the gaming sound pre-amp signal is assigned. 
plurality of game sound classes including at least one of 
attraction sounds, instruction sounds, game-play sounds and 
Winning sounds; and * * * * * 


