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(54) METHOD FOR FITTING BEDDING TO A (57) ABSTRACT 
MATTRESS 

(76) Inventor Ram Gomeh Kfar Saba (IL) A method for ?tting bedding to a mattress in a ?xed, taut 
' ’ position, comprising: providing a side surface formed With 

Correspondence Address: an interconnectable fastening means comprising band pairs 
Edward Langer of a tWo-sided, hooks-and-loops type material; providing 
Shiboleth Yisraeli Roberts Zisman & C0 bedding having double bands of fastening means ?xedly 
350 Fifth ’Ave ’ ’ attached along stretching bands on at least three sides; 
New York, NY 10116 (Us) stretching and draWing a ?rst component of the bedding over 

the side surface; attaching the ?rst component to the fasten 
(21) APPL NO; 10/941,024 ing means in a removable attachment; stretching and draW 

ing a second component of the bedding over the side surface; 
(22) Filed; Sep_ 15, 2004 attaching the second component to the mattress fastening 

means in a removable attachment at a point beloW that of the 
Publication Classi?cation ?rst component; and repeating the above steps in sequential 

order for additional components of the bedding as needed, 
(51) Int. Cl. each additional component being attached in a stepped 

A47G 9/04 (2006.01) position extending beloW the attachment of a prior compo 
(52) US. Cl. ................................................... .. 5/502; 5/496 nent on the side surface. 
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METHOD FOR FITTING BEDDING TO A 
MATTRESS 

FIELD OF THE INVENTION 

[0001] The present invention relates generally to ?tting of 
bedding to a mattress, and more particularly to a method for 
?tting bedding to a mattress in a ?xed, taut position, While 
alloWing for easy removal and laundering thereof When 
necessary. 

BACKGROUND OF THE INVENTION 

[0002] The prior art has mainly focused on the functional 
service of securing bedding, including a mattress cover, to 
the mattress to provide for healthy and convenient use. To 
this end, several methods and means Were developed that 
Would stabiliZe the ?tting of bedding to a mattress When a 
person lies (and moves) on the bed and prevent the bedding 
from slipping off the mattress and thus maintain it more or 
less in a spread position. 

[0003] One solution for this problem is the use of special 
iZed mechanical fasteners, such as springs, clamps, and the 
like, as taught by Reaser in Us. Pat. No. 4,520,518; Knebel 
III in US. Pat. No. 6,108,837; and Schieberl in Us. Pat. No. 
6,295,670 B1. The disadvantage of such mechanical fasten 
ers is that they are not integral to the bedding system and add 
unnecessary expense. Furthermore, being specialiZed, they 
require extra effort to operate. 

[0004] Another solution for this problem has been the use 
of elastic bands seWn or otherWise attached to mattress 
covers or other bedding, such as ?tted sheets, as is taught by 
J. W. Whitley in Us. Pat. No. 5,325,555 Where an inelastic 
mattress covering is used With an elastic underskirt, in order 
to provide the desired fastening of the cover to the mattress. 
As is Well knoWn to those skilled in the art, elastic bands 
have the disadvantage of losing their elasticity after periods 
of repeated use and therefore become ineffectual in ?rmly 
attaching bedding to mattresses. 

[0005] Yet another alternative to the problem of securing 
bedding on mattresses is the use of hook-and-loop fastening 
means, such as Velcro®, generally in the form of bands or 
strips seWn or otherWise attached to bedding. For example, 
Auburn in Us. Pat. No. 5,490,292 teaches the use of strips 
of Velcro® material to secure in place various bedding 
elements, including a cover and a sheet, to a toddler’s 
molded cot. LepoW in US. Pat. No. 5,008,966 teaches 
positioning a bedsheet having an elastic band partially 
around its perimeter onto a foam sofa bed mattress and 
?xing it into place With tWo strips of Velcro® material. 
These prior art have the disadvantage in the use of Velcro®V 
material in a limited Way for simply holding bedding in 
place. LepoW has the further disadvantage in the use of an 
elastic band, as mentioned heretofore. 

[0006] LeWis in US. Pat. No. 4,964,184 teaches a “?tted 
top and bottom bedsheet combination” used With a mattress 
“to facilitate securement of the top sheet With respect to the 
mattress” using a Velcro®-covered underportion of the 
bedding. The top bedsheet has “lateral extensions” Which are 
simply tucked under the mattress to keep it in place, but not 
necessarily in a ?xed or taut position. There are also 
“gatherings or pleatings” in the material Which “facilitate 
some bunching”. 
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[0007] AinsWorth in US. Pat. No. 3,965,504 teaches a 
bedding assembly that stays together comprising bedding 
“disposed in stacked, non-slip relation and releasably inter 
connected” through Zippers or, alternatively, Velcro® strips 
to minimize rearranging bedding over the mattress every 
morning after use. The mattress cover is attached to the 
mattress by elastic bands or rings at the four corners alloW 
ing for some freedom of movement of the mattress cover 
material and, consequently, ruf?ing of the interconnected 
bedding attached to it by the fastening means. 

[0008] Gilreath in US. Pat. No. 4,040,133 teaches a 
bedding attachment system Which uses “a section of Vel 
cro® material . . . positioned on the edge of Waterbed 

mattress adjacent each corner”. Gilreath’s system provides 
for holding the bedding to the mattress only on the four 
corners of the mattress so that there is “relative movement 
of the mattress and bedding”. 

[0009] Thus there is a need for 

[0010] Facilitating the smooth spreading of all bedding 
items on the mattress in a ?xed and taut manner; 

[0011] Preventing unWanted separation of bedding 
items from the mattress; 

[0012] Enabling bedding to be ?xed in position, and 
held tautly on a mattress; 

[0013] Preventing the need to stretch and fasten the 
bedding repeatedly; 

[0014] Improving the quality of the sleep, on Well 
stretched and tightly set bedding; 

[0015] Facilitating the laundering of ?tted bedding; and 

[0016] Facilitating the orderly folding of bedding items 
for stoWing them aWay. 

SUMMARY OF THE INVENTION 

[0017] Accordingly, it is a principal object of the present 
invention to overcome the above disadvantages and draW 
backs of the prior art by providing a method for ?tting 
bedding to a mattress in a ?xed, taut position, the method 
comprising: 

[0018] providing a side surface of a mattress integrally 
formed With an interconnectable fastening means, 

Wherein the fastening means comprises bands of a tWo 
sided, hooks-and-loops type material, and Wherein the out 
Ward surface of the side surface exposes a loops side; 

[0019] providing bedding having double bands of the 
interconnectable fastening means ?xedly attached along 
stretching bands on at least three sides of the bedding, 

Wherein the double bands comprise adjacent hooks side 
fastening means and loops side fastening means; 

[0020] stretching and draWing a ?rst component of the 
bedding over the side surface of the mattress; 

[0021] attaching the ?rst component to the fastening 
means on the mattress in a removable attachment; 

[0022] stretching and draWing a second component of the 
bedding over the side surface of the mattress; 
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[0023] attaching the second component to the fastening 
means on the mattress in a removable attachment at a point 
below that of the ?rst component; and 

[0024] repeating the stretching, draWing, and attaching 
steps in sequential order for additional components of the 
bedding as needed, each additional component being 
attached in a stepped position extending beloW the attach 
ment of a prior component of the bedding on the side 
surface. 

[0025] The method further comprises the step of folding 
the bedding so that the pairs of adjacent double bands 
comprising fastening means are removably attached to each 
other for laundering and storing the bedding. 

[0026] The present invention introduces an absolutely neW 
aspect and approach, making a mattress not just an entity 
unto itself, but rather an integral part of a “sleeping system” 
Which includes the mattress; a mattress protective cover, if 
used; at least one bedsheet; at least one blanket; a cushion; 
and even a bedspread or the like. 

[0027] Another aspect of the present invention is related to 
the manner the mattress is vieWed When in service—it is 
suggested that its function is not only to provide a healthy 
and convenient support to the person lying on it, but also to 
enable easy, convenient manner for, by Way of eXample, 
handling the “making of the bed” With the items on it 
properly held in place at all times. 

[0028] The present invention relates to both the mattress 
Which is provided With bands of a fastening means, such as 
Velcro® (manufactured by Velcro USA), formed With or 
attached to at least three sides, and bedding Which is 
provided With bands of a similar fastening means enabling 
it to be sequentially attached to the mattress. 

[0029] As is knoWn to those skilled in the art, bands made 
of Velcro® have tWo different surfaces—a loops side and a 
hooks side Which When joined, form a ?rm, but detachable 
union. 

[0030] In a preferred embodiment of the present invention, 
the side surface of the mattress is covered totally by the 
fastening means bands, preferably provided as part of the 
mattress manufacturing process, and made so that the “loops 
side”, Which is the soft and more pleasant side When 
touched, is the one applied facing outWards on the fabricated 
mattress. 

[0031] In another preferred embodiment of this invention, 
the mattress is manufactured as a unit by itself and then the 
fastening means material is applied on the vertical portions 
of the periphery, ensuring that the “loops side” is facing 
outWards. 

[0032] In a preferred embodiment of the present invention, 
the bedding incorporates a protective mattress cover, 
Wherein along at least three sides of its periphery there are 
fastening means bands that, after it is properly laid and 
stretched, enable it to be attached ?ush to the mattress 
preventing the mattress cover from separating (being non 
intentionally removed) from the mattress. 

[0033] Similarly, the sleeping system includes a bedsheet 
having eXtended portions made in accordance With a pre 
ferred embodiment of the invention. It has lengthWise 
dimensions Which are larger than those of the protective 
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mattress cover and is also equipped With fastening means 
bands so that it stays put once spread above the matress 
cover and fastened to the eXposed peripheral surfaces of the 
mattress Where there are protruding fastening means. 

[0034] By preferably the same manufacturing principle 
and implementation, additional items on top (such as a 
blanket) are secured in the same manner. 

[0035] Obviously, the dimensions of the eXtended portions 
of the bedsheet are preferably someWhat larger than those of 
the protective mattress cover. 

[0036] The present invention relies on using pairs of the 
tWo different sides of the bands. Preferably, these pairs 
Would be seWed upon the sheets so that they Would provide 
the coupling betWeen bedsheets and mattress. 

[0037] In addition, these pairs Would enable one to cover 
the “hooks side” of the fastening means, so that other items 
in the laundry Would not be caught or tangled up With them 
by the “hooks side” of the fastening means. 

[0038] In a preferred embodiment of the present invention, 
the mattresses endoWed With the attachable side surfaces as 
disclosed above, are manufactured in a uniform production 
process. HoWever, such fastening means may also be seWed, 
glued, and the like, on the mattresses’ side surfaces, pref 
erably at the end of the production process. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0039] For a better understanding of the invention in 
regard to the embodiments thereof, reference is made to the 
accompanying draWings (not to scale) and description, in 
Which like numerals designate corresponding elements or 
sections throughout, and in Which: 

[0040] FIG. 1 illustrates a perspective vieW of a mattress 
provided With a loops-and-hooks fastening means along the 
sides thereof; 

[0041] FIG. 2 shoWs a cross-section, end vieW of the 
mattress shoWn in FIG. 1, illustrating a preferred method of 
the invention for removably attaching bedding to a mattress 
Whose side surface is provided With a fastening means; 

[0042] FIG. 3A presents a spread vieW of a protective 
mattress cover provided With short stretching bands along its 
periphery on four sides in accordance With another embodi 
ment of the invention; 

[0043] FIG. 3B is a detailed, partial cross-section vieW of 
a typical stretching band of the mattress cover shoWn in 
FIG. 3A shoWing a pair of interconnectable fastening means 
?xedly attached thereto in an unfolded, draped position; and 

[0044] FIG. 3C is a detailed, partial cross-section vieW of 
the stretching band of FIG. 3B shoWing the cover fabric 
folded over so as to join the pair of fastening means to 
facilitate easy laundering of the mattress cover. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0045] The invention Will noW be described in connection 
With certain preferred embodiments With reference to the 
prior referenced, illustrative ?gures so that it may be more 
fully understood. 
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[0046] Referring noW to FIG. 1, there is shown a perspec 
tive vieW of a mattress provided With a loops-and-hooks 
interconnectable fastening means along the sides thereof in 
accordance With a preferred embodiment of the invention. 
Side surfaces 12 of mattress 10 are provided With a fastening 
means 14 (see cut-aWay), such as Velcro®V (trademark of 
Velcro USA) manufactured integrally With the production of 
mattress 10 so as to envelop all the vertical surface areas of 
side surfaces 12. Generally, the material comprising fasten 
ing means 14 has preferably tWo different sides, namely the 
“hooks side” and the “loops side” made to interconnect one 
With the other. In FIG. 1, the “loops side” of fastening means 
14 covering side surfaces 12 faces outWards so as to provide 
a pleasant and smooth texture to human touch and serve as 
a hold for the corresponding “hooks side” of fastening 
means 14 applied in bands or strips to bedding elements (see 
FIG. 2). 

[0047] FIG. 2 shoWs a cross-section, end vieW of the 
mattress shoWn in FIG. 1, illustrating a preferred method of 
the invention for removably attaching bedding to a mattress 
Whose side surface is provided With a fastening means. 
Fastening means 14 on side surfaces 12 enables stretching 
and securing to it, sequentially, all bedding items generally 
used With a mattress, so that items attached thereto remain 
Well stretched and prevented from separating (being 
detached) from the side surfaces 12 and neither lifted up 
from it nor getting crumpled on it. 

[0048] Bedding shoWn attached to mattress 10, by Way of 
example, comprises a protective mattress cover 18, a bed 
sheet 20, and a blanket 22. Preferably, fastening means 14 
along the sides 12 of mattress 10 enables other matching 
bedding items to be sequentially put over the mattress cover 
18 and secured to mattress 10, because the fastening means 
14 is exposed and extends beyond the edge of mattress cover 
18. 

[0049] Fastening means 14 is ?xedly attached to the edges 
of each item comprising the bedding in paired bands of loops 
15 and hooks 16. Adjacent to each “hooks side” band 16 
there lies “loops side” bands 15 serving to cover the “hooks 
side”16 for laundering and storing the bedding, Without 
becoming snagged or entangled in the process due to the 
nature of the materials comprising the fastening means. The 
hooks 16 are removably attached to fastening means 14 of 
side surface 12 Whereas the bands comprising loops 15 do 
not interconnect With fastening means 14 since they are not 
interconnectablely paired. 

[0050] FIG. 3A presents a spread, underside vieW of a 
protective mattress cover provided With short stretching 
bands along its periphery on four sides in accordance With 
a preferred embodiment of the invention. 

[0051] Mattress cover 18 is shoWn in an underside vieW so 
that four stretching bands 17 are exposed together With 
bands of fastening means—both “loops side”15 and “hooks 
side”16 ?xedly attached thereon. The broken line 19 repre 
sents the outline of a typical mattress (not visible). 

[0052] FIG. 3B is a detailed, partial cross-section vieW of 
a typical stretching band of the mattress cover shoWn in 
FIG. 3A shoWing an interconnectable pair of fastening 
means ?xedly attached thereon in an unfolded, draped 
position. Along each stretching band 17 there are sections of 
double fastening means bands, the “loops side”15 and the 
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“hooks side”16, respectively. The hooks band 16 is used to 
secure the mattress cover 18 to the mattress 10 and keeps the 
cover 18 tight to the mattress 10. The loops band 15 is used 
to cover the hooks band 16 to enable laundering Without 
being snagged With other items being laundered. The 
unfolded position enables removable attachment of hooks 
band 16 on various types of bedding to fastening means 14 
on side surfaces 12 of a mattress (shoW in dashed outline 
19). The streching bands 17 are used to srtech the mattress 
cover 18 over the mattress 10 and ?x it to the side surfaces 
12. 

[0053] FIG. 3C is a detailed, partial cross-section vieW of 
the stretching band of FIG. 3B shoWing the stretching band 
17 of the mattress cover 18 folded over so as to join the pair 
of fastening means 15, 16 to each other to facilitate easy 
laundering of mattress cover 18. 

[0054] It is speci?cally noted that although the present 
invention and its background are presented With reference to 
an application of fastening bedding (such as mattress covers, 
sheets, blankets, and the like) to a mattress, anyone skilled 
in the art Would understand that the invention is not 
restricted solely to fastening applications of certain bedding 
items as cited, but rather it can be applied also for attachment 
of other items such as continental quilts, ornamental bed 
spreads or protective covers for sofa surfaces to guard 
against dust or the dirty shoes of spraWling kids. 

[0055] Having described the present invention With regard 
to certain speci?c embodiments thereof, it is to be under 
stood that the description is not meant as a limitation, since 
further modi?cations Will noW suggest themselves to those 
skilled in the art, and it is intended to cover such modi? 
cations as fall Within the scope of the appended claims. 

1. A method for ?tting bedding to a mattress in a ?xed, 
taut position, said method comprising: 

providing a side surface of a mattress integrally formed 
With an interconnectable fastening means, 

Wherein said fastening means comprises pairs of inter 
connectable bands of a tWo-sided, hooks-and-loops 
type material, and Wherein the outWard surface of said 
side surface exposes a loops side; 

providing bedding having double bands of said intercon 
nectable fastening means ?xedly attached along 
stretching bands on at least three sides of said bedding, 

Wherein said double bands comprise adjacent hooks side 
fastening means and loops side fastening means; 

stretching and draWing a ?rst component of said bedding 
over said side surface of said mattress; 

attaching said ?rst component to said fastening means on 
said mattress in a removable attachment; 

stretching and draWing a second component of said bed 
ding over said side surface of said mattress; 

attaching said second component to said fastening means 
on said mattress in a removable attachment at a point 
beloW that of said ?rst component; and 

repeating said stretching, draWing, and attaching steps in 
sequential order for additional components of said 
bedding as needed, each additional component being 
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attached in a stepped position extending below the 
attachment of a prior component of said bedding on 
said side surface. 

2. The method of claim 1 further comprising the step of 
folding said bedding so that said pairs of adjacent double 
bands comprising fastening means provided thereon are 
removably attached to each other for laundering and storing 
said bedding. 

3. (canceled) 
4. The method of claim 1 Wherein said double bands 

comprise pairs of at least one strip each of hooks bands and 
loops bands. 

5. The method of claim 1 Wherein said ?rst component, 
said second component, and said additonal components 
comprise bedding selected from at least one of the group; 
mattress cover, loWer bedsheet, upper bedsheet, blanket, top 
cover, and bedspread. 

6. The method of claim 5 Wherein said bedding is pro 
vided With a plurality of fastening means seWed in pairs of 
roWs along the periphery of stretching bands of said bedding 
so as to be removably attachable to said side surface. 
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7. The method of claim 1 Wherein said side surface 
comprises fastening means material formed as an attachment 
to a mattress after its production. 

8. The method of claim 1 Wherein said side surface 
comprises integral stretching bands. 

9. The method of claim 1 Wherein said side surface 
comprises connected, non-integral stretching bands pro 
vided With bands of fastening means formed along their 
length. 

10. The method of claim 1 Wherein said bedding surface 
is made from at least one of rubber and. integral stretching 
bands provided With pairs of fastening means. 

11. (canceled) 
12. The method of claim 5 Wherein said bedding is 

provided With a plurality of fastening means seWed in pairs 
of roWs along the periphery of stretching bands of said 
bedding so as to be removably attachable to said at least 
three sides of its peripheral surfaces. 


