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The machine includes a rotor With an inner rotor core and an 
outer rotor core and a double-sided stator With an inner stator 
side and an outer stator side. The double-sided stator is 
concentrically disposed between the inner rotor core and the 
outer rotor core of the Wind turbine generator. The double 
sided stator is con?gured to enable at least a portion of 
magnetic ?ux to be shared between the inner stator side and 
the outer stator side. Examples of particularly useful 
embodiments for the machine include Wind turbine genera 
tors and ship propulsion motors. 
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ELECTRICAL MACHINE WITH DOUBLE-SIDED 
LAMINATION STACK 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application includes subject matter that is 
related to US. patent application Ser. No. (Applicant’s 
Docket No. 148901 -1), entitled “ELECTRICAL MACHINE 
WITH DOUBLE-SIDED STATOR”, ?led concurrently 
herewith, Which is herein incorporated by reference. 

BACKGROUND OF THE INVENTION 

[0002] The present invention relates generally to Wind 
turbine generators and ship propulsion motors. 

[0003] Wind is usually considered to be a form of solar 
energy caused by uneven heating of the atmosphere by the 
sun, irregularities of the earth’s surface, and rotation of the 
earth. Wind ?oW patterns are modi?ed by the earth’s terrain, 
bodies of Water, and vegetation. The terms Wind energy or 
Wind poWer, describe the process by Which the Wind is used 
to generate mechanical poWer or electricity. 

[0004] Typically, Wind turbines are used to convert the 
kinetic energy in the Wind into mechanical poWer. This 
mechanical poWer may be used for speci?c tasks (such as 
grinding grain or pumping Water) or a generator may convert 
this mechanical poWer into electricity. A Wind turbine usu 
ally includes an aerodynamic mechanism for converting the 
movement of air into a mechanical motion, Which is then 
converted With a generator into electrical poWer. PoWer 
output from the generator is proportional to the cube of the 
Wind speed. As Wind speed doubles, the capacity of Wind 
generators increases almost eightfold. 

[0005] The majority of commercially available Wind tur 
bines utiliZe geared drive trains to connect the turbine blades 
to the Wind generators. The Wind turns the turbine blades, 
Which spin a shaft, Which feeds into a gear-box and then 
connects to a Wind generator and makes electricity. The 
geared drive aims to increase the velocity of the mechanical 
motion. The draWback of a geared drive is that it reduces the 
reliability of the Wind turbine and increases the noise and 
cost of the Wind turbine. 

[0006] A feW Wind turbines utiliZing direct-drive genera 
tors are also commercially available. The large diameters of 
the direct drive generators present formidable transportation 
and assembly challenges, both at the factories and at the 
Wind turbine installation sites. As the Wind turbine industry 
matures and technology improves, larger poWer ratings Will 
be required to continue the doWnWard push in the cost of 
energy. Standard poWer ratings for land-based turbines are 
expected to be 3 MW or greater in the next feW years, and 
the offshore turbines are expected to be 5 MW or greater. 

[0007] For the Wind turbines to evolve to higher poWer 
ratings, conventional approaches typically include an 
increase in the direct-drive generator diameter or axial 
(stack) length. Increasing the diameter is preferred from a 
purely generator electromagnetic perspective, but is not 
attractive from the transportation, frame, and assembly 
perspectives, especially for land-based turbines. Increasing 
the axial length of the generators, While maintaining the 
diameter to be less than approximately 4 meters, alleviates 
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the land-based transportation issue, but results in complex 
and costly frame structures With long axial lengths. 

[0008] It is therefore desirable to provide cost-effective 
Wind turbines of increased poWer ratings and reduced diam 
eters. 

BRIEF DESCRIPTION OF THE INVENTION 

[0009] Brie?y, in accordance With one embodiment of the 
present technique, a Wind turbine generator includes a rotor 
With an inner rotor core and an outer rotor core. The outer 

rotor core is inverted With respect to the inner rotor core, 
according to the aspects of present technique. The Wind 
turbine generator also includes a double-sided stator With an 
inner stator side and an outer stator side. The double-sided 
stator is con?gured to enable all or a portion of magnetic ?ux 
to be shared betWeen the inner stator side and the outer stator 
side. 

[0010] In accordance With another aspect of the present 
technique, a ship propulsion motor is provided. The motor 
includes a rotor With an inner rotor core and an outer rotor 

core, and a double-sided stator With an inner stator side and 
an outer stator side. The inner stator side and the outer stator 
side include a double-sided lamination stack. The double 
sided stator is concentrically disposed betWeen the inner 
rotor core and the outer rotor core of the motor. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0011] These and other features, aspects, and advantages 
of the present invention Will become better understood When 
the folloWing detailed description is read With reference to 
the accompanying draWings in Which like characters repre 
sent like parts throughout the draWings, Wherein: 

[0012] FIG. 1 illustrates a sectional vieW of a Wind turbine 
including an exemplary direct-drive double-sided permanent 
magnet (PM) generator according to aspects of the present 
technique; 

[0013] FIG. 2 illustrates a sectional vieW of a direct-drive 
double-sided ?ux-sharing PM generator of FIG. 1; 

[0014] FIG. 3 illustrates a close up vieW of the direct 
drive PM generator of FIG. 2 With the air cooling passages; 

[0015] FIG. 4 illustrates a sectional vieW of a double 
sided stator of the PM generator useful for the embodiments 
of FIGS. 1-3; 

[0016] FIG. 5 illustrates a close-up vieW of the double 
sided stator of FIG. 4; 

[0017] FIG. 6 illustrates a cross-sectional vieW of the 
double-sided stator and inner and outer rotors; 

[0018] FIG. 7 illustrates the magnet ?ux paths in the 
double-sided stator and inner and outer rotors at one instant 

of time; 

[0019] FIG. 8 illustrates an exemplary embodiment With 
liquid cooling channels in the arrangement of FIG. 2; and 

[0020] FIG. 9 illustrates a portion of an exemplary ship 
propulsion motor With a double-sided lamination stack for 
the double-sided stator in accordance With aspects of present 
technique. 
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DETAILED DESCRIPTION OF THE 
INVENTION 

[0021] The present invention includes different embodi 
ments for double-sided generators that are particularly use 
ful for direct-drive Wind turbines and ship propulsion 
motors. The different direct-drive con?gurations for Wind 
turbines described herein beloW are based upon a double 
sided, radial-?ux, synchronous electrical machines. 
Although permanent magnet (PM) machines are described 
and shoWn for the purpose of illustration, other electrical 
machines such as Wound ?eld synchronous machines can 
alternatively be used. These con?gurations contribute 
toWards achieving cost-effective Wind turbines of increased 
poWer ratings (>2.0 MW) and are especially advantageous 
for land-based applications Where the outside diameter may 
be constrained by transportation limitations. 

[0022] Turning noW to the ?gures, FIG. 1 is a diagram 
matic representation of a sectional vieW of a Wind turbine 10 
With an exemplary embodiment of a direct-drive double 
sided PM generator 12. The PM generator 12 of the Wind 
turbine 10 includes at least tWo concentric air gaps (not 
shoWn in FIG. 1 and discussed later in reference to FIG. 2), 
thereby effectively converting the PM generator 12 into tWo 
concentric generators. Thus, it Would be appreciated by 
those skilled in the art that for the same total envelope 
de?ned by the outside diameter and axial length, the PM 
generator 12 can produce considerably more poWer output 
than as a single-sided generator. In practice, thus a 2 MW 
single-sided generator might be replaced by a double-sided 
generator capable of producing 3-3.6 MW for the same total 
diameter and axial length. Equivalently, a 3 MW single 
sided PM generator having a diameter of 6 meters might be 
replaced With a double-sided generator of the same axial 
length With only a 4.3 meter diameter, thereby enabling 
land-transportation of the entire generator as one unit. 

[0023] Referring again to FIG. 1, the PM generator 12 is 
mounted on a nacelle main frame 36 via a main shaft and 
bearing assembly 56. The nacelle main frame 36 is further 
mounted to a toWer 38 through a conventional yaW bearing 
and gear drive system (not shoWn). More detailed features of 
the PM generator 12 are described herein beloW With 
reference to FIG. 2. A rotor blade hub 44 connects the Wind 
turbine rotor blades 42 to the PM generator 12. A rotor hub 
cover 49 contains the Wind turbine rotor blades 42 and other 
turbine rotor components. A nacelle cover 50 is also pro 
vided and it typically protects the components inside the 
nacelle from the environment. 

[0024] FIG. 2 illustrates a sectional vieW of a direct-drive 
double-sided ?ux-sharing PM generator of FIG. 1. The PM 
generator 12 includes a rotor 14 (generator rotor) With an 
outer rotor core 16 With outer permanent magnets 18 and an 
inner rotor core 20 With inner permanent magnets 22. The 
outer rotor core 16 is inverted With respect to the inner rotor 
core 20. The permanent magnet generator 12 also includes 
a double-sided stator 24 With an outer stator side 26 With an 
outer stator Winding (coils) 28 and an inner stator side 30 
With inner stator Winding (coils) 32. It Will be Well under 
stood by one skilled in the art that the stator 24 is concen 
trically disposed betWeen the outer rotor core 16 and the 
inner rotor core 20. The outer stator side 26 and the inner 
stator side 30, thus contribute to the at least tWo concentric 
air gaps 62, 64 (the inner stator side 30 and the inner rotor 
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core 20 de?ne an inner air gap 64 and the outer stator side 
26 and the outer rotor core 16 de?ne an outer air gap 62). In 
a speci?c embodiment as illustrated in FIG. 2, the outer and 
inner stator sides 26 and 30 are typically constructed of a 
single double-sided lamination stack 66 that is bolted axially 
by axial bolts 68 to the stationary frame 34. Steel coreplates 
82 betWeen both sides of the lamination stack 66 and the 
heads of the axial bolts 68 provide uniform compression of 
the stack from the axial bolts 68. The double-sided stator 24 
is thus con?gured to enable at least a portion (and in some 
embodiments all) of the magnetic ?ux to be shared betWeen 
the inner stator side 26 and the outer stator side 30. 

[0025] Optional outer rotating seal 84 located betWeen the 
stationary frame 34 and the rotor 14 provides further pro 
tection of the components of the double-sided stator 24 and 
rotor 14 from the environment. An optional inner seal 86 
provides sealing betWeen the stator and rotor components 
and the corresponding frame structures 34 and 52. The seals 
are preferably of a labyrinth or brush-type seal. 

[0026] In operation, the poWer output of the double-sided 
stator 24 is controlled by a poWer converter unit (not shoWn) 
capable of full poWer conversion. The stator 24 is connected 
to a stationary frame 34, Which may include structural 
stiffening members or ribs 35. A rotor shaft 46 connects to 
the rotor 14 via a rotating frame 52 at one end and to the 
rotor blade hub ?ange 54 on the other end, Which connects 
to a turbine rotor blade hub (44 in FIG. 1). The rotating 
frame 52 may also include structural stiffening members or 
ribs 53. The generator rotor shaft 46 is mounted on a bearing 
assembly, consisting of tWo main bearings, front main 
bearings 58 and rear main bearings 60. Although tWo main 
bearings are illustrated, alternative bearings con?gurations, 
including a single main bearing, are possible. The bearings 
are mounted on a stationary inner shaft 33, that mounts to the 
nacelle main frame 36 via main frame ?ange 80. It Will be 
appreciated by those skilled in the art, that the main bearing 
and shaft diameters may be siZed accordingly With the 
means for hub access; e.g., larger-diameter main bearings 
(about 1.5 meters or more, for example) Would facilitate hub 
access. The use of loWer-cost small diameter bearings less 
than or equal to about 1.0 meter, for example, Would likely 
require hub access through access port(s). 

[0027] FIG. 3 is a detailed side-sectional vieW of an 
air-cooled arrangement in the double-sided ?ux sharing PM 
generator 12 of FIG. 2. As illustrated, a plenum 88 is 
attached to the stationary frame 34 of the PM generator 12. 
Through the plenum 88 cooling ducts 90 are provided into 
the stator and rotor. The air passages as described hereinafter 
describe the How of air in the cooling duct. The cooling air 
is passed axially through the cooling duct in the double 
sided stator. The cooling duct may be located betWeen at 
least tWo adjacent stator coils of a respective stator slot for 
passing of the cooling air (as shoWn by passages 112 and 114 
in FIG. 6). A cooling air passage 92 depicts the exit of 
cooling air from the stator and rotor into a cooling air 
passage inlet 94 through the rotor frame and a cooling air 
passage inlet through the stationary frame 34. Additionally 
a sealed passage 98 may be provided for passage of cooling 
air through the rotor frame. An inlet 100 and an exhaust 102 
are provided for the cooling air in the above arrangement. 
Note that alternative air ?oW paths are possible, including air 
How in the reverse direction from illustrated. 
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[0028] FIG. 4 is a sectional vieW of double-sided stator 24 
With outer stator side 26 and the inner stator side 30 disposed 
about the stationary frame 34. FIG. 4 also illustrates the 
front main bearings 58 and the rear main bearings 60 and the 
stationary shaft 33. 

[0029] FIG. 5 is a close-up vieW of the double-sided stator 
of FIG. 4 disposed about the stationary frame 34 and 
showing the outer stator Windings (coils) 28, inner stator 
Windings (coils) 32, axial bolts 68 and outer stator tooth 
(teeth) 104. Air cooling passage 90 is also shoWn Which 
alloWs the cooling air to How into the double-sided stator 
and rotor 

[0030] FIG. 6 is a cross-sectional vieW of the double 
sided stator and inner and outer rotors. The illustration 
shoWs the outer rotor core 16 With outer permanent magnets 
18 and an inner rotor core 20 With inner permanent magnets 
22. The outer and inner stator tooth (teeth) are denoted 
generally by reference numerals 104 and 106 respectively 
and the outer stator Winding (coils) 28 and the inner stator 
Winding (coils) 32 are retained respectively by the outer 
stator coil retaining Wedge 108 and inner stator coil retaining 
Wedge 110. The double-sided stator as described herein 
above contributes the outer air gap 62 and inner air gap 64. 
The structural integrity of the stator is achieved through 
compression of the lamination stack 66, via numerous axial 
bolts 68 located in the stator yoke 116. The bolt bodies 
(shafts) (not shoWn) and at least one end are insulated from 
the laminations and frame structures to avoid induced elec 
trical currents and resulting losses and heating. In one 
example, at least one bolt per slot is used; e.g., With bolt 
holes 69 as illustrated in FIG. 6. It Would be appreciated by 
those skilled in the art that the bolt hole positions may vary. 
In a speci?c example the bolt hole positions may be aligned 
With stator teeth. Also illustrated are cooling air passages as 
described herein above, the cooling air passage 112 betWeen 
outer stator Windings and the cooling air passage 114 
betWeen the inner stator Windings. 

[0031] FIG. 7 illustrates the shared magnet ?ux paths or 
?ux lines 130 Which ?oW radially in the double-sided stator 
and permanent magnets, and How predominantly circumfer 
entially in the inner and outer rotor core of the PM generator 
12 at any one instant of time. As described earlier the single 
stator lamination stack enables the ?ux sharing as illustrated 
in FIG. 7. 

[0032] FIG. 8 illustrates a stator and rotor cross-section 
With an exemplary arrangement for liquid cooling in the 
double-sided stator. In one example a liquid cooling channel 
140 (or cooling duct) may be placed adjacent to the outer 
stator tooth 104. Liquid cooling channel 140, in one example 
is placed in the bottom of the slots formed betWeen the outer 
stator tooth 104. The liquid used is typically at least one of 
Water-glycol and de-ioniZed Water, but any other liquid 
commonly used for cooling of electric machines may be 
used. Cooling channel 140 may be of any material used 
commonly for manufacturing cooling pipes, for example but 
not limited to aluminum, copper, stainless steel or any 
combination thereof. Cooling channel 140 may be con 
nected in a range of series and parallel connections With one 
or multiple circuits. A heat exchanger (not shoWn) may be 
used to transfer the heat absorbed in the cooling liquid to the 
ambient air. Liquid cooling is advantageous since it provides 
a more compact machine that may be totally enclosed for 
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protection from the environment. In particular, in the 
examples of liquid cooling described above, the net stator 
core thickness is reduced compared to an air or Wind cooled 
design. It therefore enables the diameter of the inner air gap 
64 (FIG. 2) to increase, thereby enabling increased poWer 
capability of the PM generator 12 for the same total outside 
diameter and axial length. 

[0033] Also illustrated in FIG. 8 are pole caps 118 that are 
attached to each of the air-gap-facing surfaces of the inner 
and outer permanent magnets, 22 and 18, respectively. The 
pole caps are preferably of a high-resistivity, ferromagnetic, 
material such as a soft-magnetic-composite or bonded lami 
nation stack. The pole cap provides mechanical protection to 
the permanent magnets, reduced rotor (magnet) losses, and 
also protection from demagnetiZation during fault condi 
tions. The use of the pole caps 118 is not limited to liquid 
cooling, but may also be used in the prior PM generator 
embodiments illustrated in FIGS. 1-7. 

[0034] It Would be appreciated by those skilled in the art 
that other cooling techniques such as but not limited to 
forced-air cooling similar are also equally applicable. 

[0035] The double-sided generator 12 as described in 
different embodiments hereinabove, offers several advan 
tages over single-sided generators for Wind turbines. The 
most signi?cant advantages include reduced manufacturing 
and assembly costs, reduced stator mass, reduced machine 
outer diameter (thereby enabling land-transportation), and 
improved balancing of radial magnetic forces. 

[0036] Although embodiments of the present invention 
have been described primarily in terms of Wind turbines, the 
concepts are additionally useful in other applications With 
one example being ship propulsion motors. FIG. 9 illus 
trates a sectional vieW of a portion of a ship propulsion pod 
unit 910 comprising an exemplary double-sided ship pro 
pulsion motor 912, a propeller 934, a mounting and bearing 
assembly 936, and a frame assembly 938. The ship propul 
sion motor 912 includes a rotor 914, including an outer rotor 
core 916 With outer permanent magnets 918 and an inner 
rotor core 920 With inner permanent magnets 922. The 
motor 912 also includes a double-sided stator 924 With an 
outer stator side 926 With an outer stator Winding 928 and an 
inner stator side 930 With inner stator Windings 932. The 
double-sided stator includes a double-sided lamination stack 
966 and is concentrically disposed betWeen the inner rotor 
core and the outer rotor core of the ship propulsion motor. 
The double-sided lamination stack is con?gured to enable 
the magnetic ?ux to How radially betWeen the inner stator 
side and the outer stator side. As in the Wind turbine 
con?guration, the inner stator side and the inner rotor core 
de?ne an inner air gap and the outer stator side and the outer 
rotor core de?ne an outer air gap 

[0037] Many of the speci?c rotor construction details are 
similar to the Wind turbine embodiments and are not 
repeated here. The ship propulsion motor may also include 
a cooling duct for cooling the motor via passing a liquid 
cooling medium as shoWn in FIG. 8 With respect to Wind 
turbine. The cooling duct may be an axial cooling duct in the 
double-sided stator or alternatively, the cooling duct may be 
located betWeen at least tWo adjacent stator coils of a 
respective stator slot. In a speci?c example the cooling duct 
may be located in a plurality of slots of the double-sided 
stator. 
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[0038] While only certain features of the invention have 
been illustrated and described herein, many modi?cations 
and changes Will occur to those skilled in the art. It is, 
therefore, to be understood that the appended claims are 
intended to cover all such modi?cations and changes as fall 
Within the true spirit of the invention. 

1. A Wind turbine comprising; 

a Wind turbine generator, the generator comprising: 

at least one rotor comprising an inner rotor core and an 
outer rotor core, Wherein the outer rotor core is 
inverted With respect to the inner rotor core; and 

at least one double-sided stator comprising an inner stator 
side including an inner stator Winding and an outer 
stator side including an outer stator Winding, Wherein 
the at least one double-sided stator is con?gured to 
enable at least a portion of magnetic ?ux to be shared 
betWeen the inner stator side and the outer stator side. 

2. The Wind turbine of claim 1, Wherein the inner stator 
side and the outer stator side comprise a double-sided 
lamination stack con?gured to enable the magnetic ?ux to 
How radially betWeen the inner stator side and the outer 
stator side. 

3. The Wind turbine of claim 2, further comprising a 
plurality of axial bolts for providing compression of the 
double-sided lamination stack. 

4. The Wind turbine of claim 3, Wherein the plurality of 
axial bolts are suf?ciently long enough for mounting of the 
double-sided lamination stack to a stationary frame. 

5. The Wind turbine of claim 1, further comprising a 
cooling duct for cooling the Wind turbine generator via 
passing of at least one of cooling air or a liquid cooling 
medium. 

6. The Wind turbine of claim 5, Wherein the cooling duct 
comprises an axial cooling duct in the double-sided stator. 

7. The Wind turbine of claim 6, Wherein the cooling duct 
is located betWeen at least tWo adjacent stator coils of a 
respective stator slot. 

8. The Wind turbine of claim 5, Wherein the cooling duct 
is located in a plurality of slots of the double-sided stator. 

9. The Wind turbine of claim 1, Wherein the inner stator 
side and the inner rotor core de?ne an inner air gap and the 
outer stator side and the outer rotor core de?ne an outer air 
gap, and Wherein portion of cooling air ?oWs axially through 
the inner and outer air gap. 

10. The Wind turbine of claim 1, Wherein the at least one 
double-sided stator is concentrically disposed betWeen the 
inner rotor core and the outer rotor core of the Wind turbine 
generator. 

11. The Wind turbine of claim 1, Wherein the Wind turbine 
generator is a direct-drive permanent magnet generator. 

12. A generator for a Wind turbine comprising: 

at least one rotor comprising an inner rotor core and an 

outer rotor core; and 

at least one double-sided stator comprising an inner stator 
side including an inner stator Winding and an outer 
stator side including an outer stator Winding, the inner 
stator side and the outer stator side comprising a 
double-sided lamination stack, 

Wherein the at least one double-sided stator is concentri 
cally disposed betWeen the inner rotor core and the 
outer rotor core of the generator. 
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13. The generator of claim 12, Wherein the double-sided 
lamination stack is con?gured to enable the magnetic ?ux to 
How radially betWeen the inner stator side and the outer 
stator side. 

14. The generator of claim 12, further comprising a 
plurality of axial bolts for providing compression of the 
double-sided lamination stack. 

15. The generator of claim 14, Wherein the plurality of 
axial bolts are suf?ciently long enough for mounting of the 
double-sided lamination stack to a stationary frame. 

16. The generator of claim 12, further comprising a 
cooling duct for cooling the Wind turbine generator via 
passing of at least one of cooling air or a liquid cooling 
medium. 

17. The generator of claim 16, Wherein the cooling duct 
comprises an axial cooling duct in the double-sided stator. 

18. The generator of claim 16, Wherein the cooling duct 
is located betWeen at least tWo adjacent stator coils of a 
respective stator slot. 

19. The generator of claim 16, Wherein the cooling duct 
is located in a plurality of slots of the double-sided stator. 

20. The generator of claim 12, Wherein the inner stator 
side and the inner rotor core de?ne an inner air gap and the 
outer stator side and the outer rotor core de?ne an outer air 
gap, and Wherein portion of cooling air ?oWs axially through 
the inner and outer air gap. 

21. The generator of claim 12, Wherein the Wind turbine 
generator is a direct-drive permanent magnet generator. 

22. A generator for a Wind turbine comprising; 

at least one rotor comprising an inner rotor core and an 

outer rotor core; and 

at least one double-sided stator comprising an inner stator 
side including an inner stator Winding and an outer 
stator side including an outer stator Winding, the inner 
stator side and the outer stator side comprising a 
double-sided lamination stack, Wherein the double 
sided lamination stack is con?gured to enable the 
magnetic ?ux to How radially betWeen the inner stator 
side and the outer stator side, and 

Wherein the generator is a direct-drive permanent magnet 
generator. 

23. The generator of claim 22, Wherein the at least one 
double-sided stator is concentrically disposed betWeen the 
inner rotor core and the outer rotor core of the generator. 

24. The generator of claim 22, further comprising a 
plurality of axial bolts for providing compression of the 
double-sided lamination stack. 

25. The generator of claim 22, further comprising a 
cooling duct for cooling the Wind turbine generator via 
passing of at least one of cooling air or a liquid cooling 
medium. 

26. A ship propulsion motor comprising: 

at least one rotor comprising an inner rotor core and an 

outer rotor core; and 

at least one double-sided stator comprising an inner stator 
side including an inner stator Winding and an outer 
stator side including an outer stator Winding the inner 
stator side and the outer stator side comprising a 
double-sided lamination stack, 
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wherein the at least one double-sided stator is concentri 
cally disposed betWeen the inner rotor core and the 
outer rotor core of the motor. 

27. The motor of claim 26, Wherein the double-sided 
lamination stack is con?gured to enable the magnetic ?ux to 
How radially betWeen the inner stator side and the outer 
stator side. 

28. The motor of claim 26, further comprising a cooling 
duct for cooling the motor Via passing of at least one of 
cooling air or a liquid cooling medium. 

29. The motor of claim 28, Wherein the cooling duct 
comprises an axial cooling duct in the double-sided stator. 
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30. The motor of claim 28, Wherein the cooling duct is 
located betWeen at least tWo adjacent stator coils of a 
respective stator slot. 

31. The motor of claim 28, Wherein the cooling duct is 
located in a plurality of slots of the double sided stator. 

32. The motor of claim 26, Wherein the inner stator side 
and the inner rotor core de?ne an inner air gap and the outer 
stator side and the outer rotor core de?ne an outer air gap, 
and Wherein portion of cooling air ?oWs axially through the 
inner and outer air gap. 

* * * * * 


