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(57) ABSTRACT 

A tag and method of making it. The tag includes a ?rst 
adhesive layer provided in a ?rst predetermined pattern 
between a surface of a ?rst substrate and a ?rst conductive 

foil. The ?rst pattern corresponds to a pattern for a ?rst 

conductive trace, e.g., a portion of a resonant circuit. The 

?rst conductive foil is laminated, e.g., adhesively secured, to 
the surface of the ?rst substrate to form a ?rst conductive 

layer. A ?rst portion of that layer is shaped, e.g., die-cut, to 
generally correspond to the ?rst pattern. A second portion of 
the ?rst conductive layer not corresponding to the ?rst 
portion is removed, to establish the ?rst conductive trace, 
With the adhesive layer con?ned Within the boundaries of the 
?rst conductive trace. Another conductive trace is secured to 

the ?rst conductive trace, With a dielectric therebetWeen, to 
form a resonant circuit. 
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SECURITY TAG AND PROCESS FOR MAKING 
SAME 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application is a continuation of US. patent 
application Ser. No. 10/235,733, ?led on Sep. 5, 2002 
entitled “Security Tag and Process for Making Same”, Which 
claims the bene?t of Provisional Application Ser. No. 
60/322,666, ?led on Sep. 17, 2001, the subject matter of 
Which is incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of Invention 

[0003] The present invention relates to resonant tags and 
more particularly to a process for making resonant fre 
quency circuits for use as resonant tags. 

[0004] 2. Description of Related Art 

[0005] Resonant tags are tags Which include a passive 
electrically resonant frequency circuit Which resonates at a 
predetermined frequency When stimulated by a radio fre 
quency electromagnetic ?eld at about the resonant frequency 
of the tag and Which is incident upon the resonant tag. The 
resonant frequency circuit resonating Within a region occu 
pied by the electromagnetic ?eld per‘turbs the electromag 
netic ?eld. The perturbation of the electromagnetic ?eld is 
detectable by suitable equipment. Consequently, the pres 
ence of a resonant tag Within a prescribed region may be 
detected. 

[0006] Typically, resonant tags are attached to goods sold 
at retail in order to deter theft. Resonant tags used for this 
purpose are capable of being removed from the goods or 
deactivated When a legitimate sale is consummated. Reso 
nant tags Which are not removed or deactivated at the point 
of sale may be detected by suitable detection apparatus, 
generally placed at points of exit from a retail establishment. 

[0007] Typically, a resonant tag comprises a generally ?at 
thin laminate of a dielectric layer separating conductor 
layers. Typically, one of the conductor layers comprises a 
?at spiral conductor (coil) forming an inductance, and one 
plate of a capacitor connected to a proximal end of the coil. 
A second plate of the capacitor is formed on the second 
conductor layer. A through connection betWeen the second 
plate and a distal end of the coil completes the resonant 
frequency circuit comprising the coil inductor and the 
capacitor. 
[0008] It is required that the inductive and capacitive 
elements of resonant tags be manufactured With precision in 
order that the resonant frequency of the tags be held Within 
prescribed limits. A generally used method for making 
resonant tags employs etching a metallic foil to form the 
components of the conductive layers. This process, While 
yielding the necessary precision, results in excessive Waste 
of the metallic foil. 

[0009] Accordingly, it Would be desirable to have a pro 
cess for making resonant tags Which maximiZes the yield of 
completed tags and minimiZes Waste material resulting from 
making the tags. 

BRIEF SUMMARY OF THE INVENTION 

[0010] Brie?y stated, the present invention comprises a 
preferred method of making a resonant frequency circuit. 
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The method includes the steps of: (l) forming a ?rst adhe 
sive layer in a ?rst predetermined pattern on a surface of a 
?rst substrate; (2) laminating a ?rst conductive foil to the 
surface of the ?rst substrate to form a ?rst conductive layer; 
(3) forming a ?rst portion of the ?rst conductive layer in a 
shape generally corresponding to the ?rst predetermined 
pattern; and (4) removing a second portion of the ?rst 
conductive layer not corresponding to the ?rst portion to 
thereby establish a ?rst conductive trace on the surface of the 
?rst substrate. 

[0011] The present invention also comprises an alternate 
method of making a resonant frequency circuit. The method 
includes the steps of: (l) securing a ?rst conductive foil to 
a ?rst surface of a ?rst substrate to form a ?rst conductive 
layer; (2) etching the ?rst conductive layer to form a ?rst 
conductive trace, the ?rst conductive trace including at least 
one inductor and at least one ?rst capacitor plate; (3) 
securing a second conductive foil to a second substrate to 
form a second conductive layer; (4) forming a second 
conductive trace on the second substrate by cutting the 
second conductive layer; (5) removing a Waste portion of the 
second conductive layer, Wherein the second conductive 
trace includes at least a second capacitor plate; and (6) 
laminating the second conductive trace to the ?rst conduc 
tive trace With a dielectric layer therebetWeen, the at least 
one second capacitor plate overlying and generally aligned 
With the at least one ?rst capacitor plate. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

[0012] The foregoing summary, as Well as the folloWing 
detailed description of preferred embodiments of the inven 
tion, Will be better understood When read in conjunction With 
the appended draWings. For the purpose of illustrating the 
invention, there is shoWn in the draWings embodiments 
Which are presently preferred. It should be understood, 
hoWever, that the invention is not limited to the precise 
arrangements and instrumentalities shoWn. 

[0013] FIG. 1 is schematic diagram of a process for 
making ?rst and second laminates of a resonant tag accord 
ing to a ?rst preferred embodiment; 

[0014] FIG. 2 is a schematic diagram of a process for 
making a third laminate and securing the third laminate to 
either the ?rst laminate or the second laminate; 

[0015] FIGS. 3A-3F are schematic cross-section dia 
grams of portions of the resonant tag as fabricated by the 
process shoWn in FIG. 1; 

[0016] FIGS. 3G-3O are schematic cross-section dia 
grams of the resonant tag as fabricated by the process shoWn 
in FIG. 2; 

[0017] FIG. 4 is an illustration of a metallic foil diecut in 
accordance With the process shoWn in FIG. 1; 

[0018] FIG. 5 is an illustration of removing the second 
substrate from the ?rst substrate to form the ?rst and second 
laminates in accordance With the process shoWn in FIG. 1; 

[0019] FIG. 6 is a schematic diagram of a process for 
making a ?rst laminate of a resonant tag according to a 
second preferred embodiment; and 

[0020] FIG. 7 is a schematic block diagram of a process 
for making the resonant tag according to a third preferred 
embodiment. 
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DETAILED DESCRIPTION OF THE 
INVENTION 

[0021] Referring to the drawings, Wherein like numerals 
are used to indicate like elements throughout the several 
?gures, the use of the inde?nite article “a” may indicate a 
quantity of one, or more than one, of an element, and the use 
of the article “or” indicates a Boolean “exclusive or” func 
tion there is shoWn in FIGS. 1 and 3A-3E a process 1011 for 
making a resonant tag according to a ?rst preferred embodi 
ment. 

[0022] According to a ?rst preferred embodiment, a ?rst 
substrate 13 for the resonant tag is stored on a ?rst unWind 
roll 12. Preferably, the ?rst substrate 13 is paper Which has 
been calendared in order to provide a densi?ed sheet having 
a smooth ?nish and a uniform thickness. An adhesive is 
applied to a surface 13a of the ?rst substrate 13 as the ?rst 
substrate 13 is removed from the unWind roll 12 (FIG. 3A). 
The adhesive forms a ?rst adhesive layer 19 in a ?rst 
predetermined pattern on the surface 13a of the substrate 13. 
Preferably, the adhesive forming the ?rst adhesive layer 19 
is an aggressive, pressure sensitive adhesive such as a vinyl 
acetate monomer, Which provides a high initial tack When 
cured by an air dryer 62 and Which achieves a high bonding 
strength When subjected to pressure. Other types of aggres 
sive adhesives such as heat seal adhesives and those Which 
may be cured by ultra violet rays or electron beams may also 
be used. Preferably, the adhesive is applied to the surface 
13a of the ?rst substrate 13 by a printing station 14. More 
preferably, the adhesive is applied to the surface 1311 by 
?exo graphic printing. HoWever, other methods for providing 
the adhesive layer 19 in the ?rst pattern, such as gravure 
printing, letter pressing etc. are Within the spirit and scope of 
the invention. 

[0023] A ?rst conductive foil 15, is stored on a second 
unWind roll 16. Preferably, the ?rst conductive foil 15 is an 
aluminum alloy having a purity of about 98%, a thickness in 
the range of 20-100 microns and preferably 30-70 microns, 
and forming properties such as hardness and ductility suit 
able for diecutting. The ?rst conductive foil 15 is removed 
from the unWind roll 16 and is laminated to the surface 13a 
of the ?rst substrate 13 by laminating rolls 18 to form a ?rst 
conductive layer 35 (FIG. 3B). The ?rst adhesive layer 19 
acts as an agent for bonding the ?rst conductive layer 35 to 
the ?rst substrate 13 in a region corresponding to the ?rst 
predetermined pattern. 

[0024] Prior to being laminated to the ?rst substrate 13, 
both sides of the ?rst conductive foil 15 are ?ood coated 
With a dielectric to provide dielectric layers 21, 23 having a 
thickness in the range of l-25 microns and preferably l-l0 
microns. Preferably, the dielectric is a heat seal dielectric 
material, such as polyethylene Which readily bonds to alu 
minum. HoWever, other dielectric materials, such as a sty 
rene-acylate polymer or a vinyl acetate could also be used. 
Preferably, the foil 15 is purchased With the dielectric layers 
21, 23 already applied. HoWever, the dielectric layers 21, 23 
may be applied to the foil 15 by printing the dielectric 
on-line using a gravure knife over roll or a similar printing 
process. 

[0025] The ?rst conductive layer 35 is patterned to form a 
patterned ?rst conductor layer 35a having a ?rst portion and 
a second portion (FIG. 3D). Preferably, the ?rst portion of 
the patterned ?rst conductive layer 3511 is formed into a 
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shape generally corresponding to the location and to the 
pattern of the ?rst such that the ?rst adhesive layer 19 lays 
substantially Within an area of the ?rst portion (FIG. 3C). 
Preferably, the ?rst portion is formed by cutting the ?rst 
dielectric layer 21, the ?rst conductive layer 35 and the 
second dielectric layer 23 With a die 20a and an anvil 20b, 
or a similar tool, Without cutting the ?rst substrate 13. 

[0026] A second substrate 17 is stored on a third unWind 
roll 24. Preferably, the second substrate 17 is paper Which 
has been calendared in a manner similar to the ?rst substrate 
13. An adhesive is applied to a surface 17a of the second 
substrate as the second substrate 17 is removed from the 
third unWind roll 24. The adhesive forms a second adhesive 
layer 25 (FIG. 3D) on the surface 17a of the second 
substrate 17. The second adhesive layer 25 is applied to form 
a second predetermined pattern Which generally corresponds 
to the shape and the location of the second portion of the 
patterned ?rst conductive layer 35a (FIG. 3D). In the ?rst 
preferred embodiment, the ?rst and the second predeter 
mined patterns are interlocking and non-overlapping pat 
terns Which minimize the Wasting of foil in making the tags. 
Preferably, the adhesive forming the second adhesive layer 
25 is an aggressive, pressure sensitive adhesive such as a 
vinyl acetate monomer, Which provides a high initial tack 
When cured by an air dryer 64 and Which achieves a high 
bonding strength When subjected to pressure. Other types of 
aggressive adhesives such as heat seal adhesives and those 
Which may be cured by ultra violet rays or electron beams 
may also be used. Preferably, the adhesive is applied to the 
surface 17a of the second substrate 17 by a printing station 
26 and cured at station 64. More preferably, the adhesive is 
applied to the second substrate 17 by ?exographic printing. 
HoWever, other methods for providing the adhesive layer 25, 
such as gravure printing, are Within the spirit and scope of 
the invention. 

[0027] The second portion of the patterned ?rst conductive 
layer 3511 is removed from the ?rst conductive layer 35 to 
thereby establish a ?rst conductive trace on the surface 13a 
of the ?rst substrate 13. Preferably, the second portion is 
removed by ?rst laminating the second substrate 17 to the 
patterned ?rst conductive foil 35a on the ?rst substrate 13 by 
laminating rolls 22 such that the second adhesive pattern 
engages the second portion of the patterned ?rst conductive 
layer 3511. After the ?rst substrate 13 and the second sub 
strate 17 are laminated together, the second portion is 
removed from the patterned ?rst conductive foil 3511 by 
separating the second substrate 17, including the second 
portion of the patterned ?rst conductive layer 3511, from the 
?rst substrate 13 by passing the laminated ?rst substrate 13 
and second substrate 17 through splitting rolls 68 and 
subsequently draWing the second substrate 17 onto a ?rst 
reWind roll 28 and the ?rst substrate 13 onto a second reWind 
roll 30. As a result of removing the second substrate 17 from 
the ?rst substrate 13, a ?rst conductive trace is established 
on the surface 13a of the ?rst surface 13, and a ?rst laminate 
is formed comprising the ?rst substrate 13, the ?rst adhesive 
19, the ?rst portion of the patterned ?rst conductive layer 
3511 and the dielectric layers 21, 23 (FIG. 3E). The ?rst 
laminate is stored on a second reWind roll 30. 

[0028] Preferably, as a result of removing the second 
substrate 17 from the ?rst substrate 13 including the second 
portion of the patterned ?rst conductive layer 3511, a second 
conductive trace is established on the surface 17a of the 
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second substrate 17 and a second laminate is formed Which 
comprises the second substrate 17, the second adhesive layer 
25, the second portion of the ?rst conductive layer 35 and the 
dielectric layers 21, 23 (FIG. 3F). The second laminate is 
stored on the ?rst reWind roll 28 simultaneously With storing 
the ?rst laminate on the second reWind roll 30. 

[0029] Preferably, the ?rst and the second conductive 
traces each comprise an inductor and a capacitor plate. FIG. 
4 illustrates the ?rst conductive foil 15 after it has been cut 
by the diecutter 20a and the anvil 20b to form the patterned 
?rst conductive layer 35a. As Will be appreciated by exam 
ining FIG. 4, the die cut lines 1511 formed in the ?rst 
conductive foil 15 separate the ?rst conductive layer 35 into 
the ?rst and second portions. The ?rst and second portions 
form the ?rst and the second conductive traces When the 
second portion is removed from the patterned ?rst conduc 
tive layer 35a. The ?rst and the second conductive traces 
each comprise one or more planar spiral patterns (i.e. coils). 
each functioning as an inductor, and one or more lands, each 
of Which functions as a ?rst plate of a capacitor. Preferably, 
the ?rst and the second conductive traces each comprise a 
single coil and a single land, With the inductance of the coil 
formed from the ?rst conductive trace being substantially 
equal to the inductance of the coil formed from the second 
conductive trace but coiled in the opposite direction. Thus 
the ?rst and second conductive traces are generally the same 
(except for the orientations of the spiral) and both can be 
used to form resonant frequency tags. Also, the shape and 
the area of the land on the ?rst conductive trace is preferably 
substantially equal to the area of the land of the second 
conductive trace. 

[0030] FIG. 5 illustrates the process of separating the 
second substrate 17 from the ?rst substrate 13. 

[0031] Referring noW to FIG. 2 and FIGS. 3G-30, there 
is shoWn a process 10b for making a third laminate and for 
securing the third laminate to one of the ?rst and the second 
laminates to form the completed resonant tag. A second 
conductive foil 27 (FIG. 3G) is stored on a fourth unWind 
roll 32. Preferably, the second conductive foil 27 is an 
aluminum alloy having a purity of about 98%, a thickness in 
the range of 8-50 microns and properties such as hardness 
and ductility suitable for diecutting. The second conductive 
foil 27 is used for making a second conductive layer 37 
(FIG. 3H). A third dielectric layer 29 (FIG. 3H) having a 
thickness in the range of l-25 microns, and preferably l-lO 
microns, is formed on a ?rst surface of the second conduc 
tive layer 37 by ?ood coating the ?rst surface of the second 
conductive foil 27 With a dielectric material. Preferably, the 
dielectric is a heat seal dielectric material, such as polyeth 
ylene, or a vinyl acetate Which readily bonds to aluminum. 
In the ?rst preferred embodiment, the third dielectric layer 
29 is formed by a printing station 34 as the second foil 27 
is draWn from the fourth unWind roll 32 (FIG. 3H). The heat 
seal dielectric is subsequently cured by an air dryer 67. 
Alternatively, the second conductive foil 27 may be pur 
chased With the dielectric pre-cast to the foil 27. 

[0032] A third substrate 33 used as a carrier is stored on a 
?fth unWind roll 38. Preferably, the third substrate 33 is 
calendared paper, similar in properties to the paper used for 
the ?rst and the second substrates 13, 17. In the ?rst 
preferred embodiment, an adhesive is ?ood coated on a ?rst 
surface of the of the third substrate 33 by a third adhesive 
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printing station 36 to form a third adhesive layer 31, as the 
second conductive foil is draWn from the fourth unWind roll 
32 (FIG. 3I). Preferably, the adhesive is a removable 
pressure sensitive adhesive, cured by an air dryer 66. Alter 
natively, the adhesive on the third adhesive layer 31 may be 
cured by other means such as for example, ultraviolet 
radiation or electron beam radiation. The third substrate 33 
is laminated to a second side of the second conductive foil 
27 by laminating rolls 40 (FIG. 3J). FolloWing the lamina 
tion of the third substrate 33 to the second conductive foil 
27, the second conductive foil 27 is cut to form a patterned 
second conductive layer 37a having a ?rst portion in the 
shape of a third conductive trace. Preferably the second 
conductive foil 27 is cut With a diecutter 42a and an anvil 
42b, Which cuts the third dielectric layer 29 and the second 
conductive layer 37 Without cutting the third substrate 33. 
Preferably, the shape and the siZe of the third conductive 
trace corresponds to one or more of the third capacitor plates 
formed in the patterned ?rst conductive layer 35a. 

[0033] FolloWing the cutting of the second conductive 
layer 37 (FIG. 3K), a second portion of the patterned second 
conductive layer 3711 not corresponding to the ?rst portion is 
removed from the third substrate 33 by draWing the lami 
nated third substrate 33 through splitting rollers 70. Subse 
quently, the second portion of the patterned second conduc 
tive layer 37a is then draWn to a third reWind roll 44 as 
Waste. Simultaneously, the third substrate 33, including the 
?rst portion forming the third conductive trace is draWn to 
a fourth reWind roll 46 to form a third laminate. 

[0034] In order to complete the fabrication of the resonant 
tag, either the ?rst conductive trace formed on the ?rst 
laminate or the second conductive trace formed on the 
second laminate is secured to the third conductive trace With 
a dielectric layer therebetWeen to form a ?nal laminate. In 
the ?rst preferred embodiment, either the ?rst laminate or 
the second laminate is mounted on a sixth unWind roll 50. 
The third laminate is mounted on a seventh unWind roll 48. 
The ?rst or second laminate mounted on the sixth unWind 
roll 50 and the third laminate mounted on the seventh 
unWind roll 48 are simultaneously draWn from the respective 
unWind rolls 48, 50. The ?rst or the second laminate is 
secured to the third laminate such that the respective ?rst or 
second conductive capacitor plate is overlying and generally 
aligned With the third capacitor plate to form the capacitor 
portion of a resonant frequency circuit (FIGS. 3L and 3M). 
Preferably, the repeat length of the third conductive trace 
(third capacitor) matches the repeat length of the respective 
?rst or second conductive trace. Alternatively, the repeat 
length of the third conductive trace may be made smaller 
than the respective ?rst or second conductive trace and 
aligned With the respective ?rst or second capacitor plate by 
re-registration of the third laminate at each repeat length of 
the respective ?rst or second conductive trace. 

[0035] The ?rst or second laminate is secured to the third 
laminate by pressing and heating the laminates at pressing 
and heating station 52. At least an area of the third substrate 
Which is greater than the area of the third conductive trace 
is heated in order to activate and cure the heat seal dielectric 
previously applied to the surfaces of the ?rst conductive foil 
15 and the second conductive foil 27. 

[0036] FolloWing the securing of the ?rst or second lami 
nates to the third laminate, the third substrate 33 carrier and 
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third adhesive layer 31, (i.e. the removable adhesive), are 
stripped from the ?rst or the second laminates by stripping 
rolls 72 and stored as Waste on a ?fth reWind 58. The 
remaining ?rst or second laminate forms a ?nal laminate 
(FIGS. 3N and 30). An electrical connection is then formed 
betWeen the end of the ?rst or second coil not connected to 
the respective ?rst or second capacitor plate, and the third 
capacitor plate. Preferably, the connection is made by a 
crimper 54 Which crimps the sides of the ?nal laminate 
together With pressure and/or heat so that a loW resistance 
connection betWeen the ?rst conductive layer and the second 
conductive layer is formed. The remaining ?nal laminate is 
then subjected to heat and/ or pressure in a portion of the area 
of the capacitor plates by a deactivation station 56 to create 
a Weak spot in the dielectric to facilitate deactivation of the 
resonant tag. As Would be understood by those skilled in the 
art, a variety of techniques for creating a connection and a 
deactivation region are suitable for use With the present 
invention, and are considered to be Within the spirit and 
scope of the invention. Following the forming of the con 
nection and of the deactivation areas, the ?nal laminate is 
stored on the reWind roll 60. 

[0037] The ?nal laminate stored on reWind roll 60 is then 
further processed in a Well knoWn ?nishing process to form 
a pressure sensitive resonant frequency security tag (label). 
In preparing the ?nal laminate for a typical application, the 
?nishing process includes coating the patterned second 
conductive layer 3711 With a pressure sensitive adhesive, 
laminating a silicone release liner against the pressure 
sensitive adhesive, printing and diecutting ?nal laminate in 
registration With the conductive traces, removing Waste, 
slitting the ?nal laminate to form lanes of tags and reWinding 
the lanes onto individual rolls. The speci?c steps for pro 
cessing of the ?nal laminates into tags is Well knoWn to those 
skilled in the art and is not repeated here for the sake of 
brevity. 

[0038] As Would be clear to those skilled in the art, it is not 
necessary to form the ?nal laminate With tWo layers of 
dielectric (29 and 21 or 23) betWeen the conductive layers 
35, 37. The ?nal laminate may be formed With only one 
dielectric and Would still be considered Within the spirit and 
scope of the invention. The ?nal laminate could be formed 
by either (1) not coating the ?rst conductive foil 15 With the 
?rst and second dielectric layers 21, 23 and relying on the 
third dielectric layer 29 or (2) not coating the second 
conductive foil 27 With the third dielectric layer 29 and 
relying on the ?rst and second dielectric layers 21, 23. 

[0039] Referring noW to FIG. 6, there is shoWn a second 
preferred embodiment of a process 1011' for making a 
resonant tag. The second preferred embodiment is identical 
to the ?rst preferred embodiment except that only a ?rst 
conductive trace on the ?rst substrate 13 is formed on the 
second substrate 17 and not a second conductive trace. 
According to the second preferred embodiment, a ?rst 
substrate 13 for the resonant tag is stored on a ?rst unWind 
roll 12'. Preferably, the ?rst substrate 13 is paper Which has 
been calendared in order to provide a densi?ed sheet having 
a smooth ?nish and a uniform thickness. An adhesive is 
applied to a surface 13a of the ?rst substrate 13 as the ?rst 
substrate 13 is removed from the unWind roll 12' (FIG. 3A). 
The adhesive forms a ?rst adhesive layer 19 in a ?rst 
predetermined pattern on the surface 13a of the substrate 13. 
Preferably, the adhesive forming the ?rst adhesive layer 19 

Apr. 6, 2006 

is an aggressive, pressure sensitive adhesive such as a vinyl 
acetate monomer, Which provides a high initial tack When 
cured by an air dryer 62' and Which achieves a high bonding 
strength When subjected to pressure. Other types of aggres 
sive adhesives such as heat seal adhesives and those Which 
may be cured by ultra violet rays or electron beams may also 
be used. Preferably, the adhesive is applied to the surface 
13a of the ?rst substrate 13 by a printing station 14'. More 
preferably, the adhesive is applied to the surface 1311 by 
?exo graphic printing. HoWever, other methods for providing 
the adhesive layer 19, such as gravure printing, are Within 
the spirit and scope of the invention. 

[0040] A ?rst conductive foil 15 is stored on a second 
unWind roll 16'. Preferably, the ?rst conductive foil 15 is a 
98% pure aluminum alloy having a thickness in the range of 
20-100 microns and preferably 30-70 microns, Which has 
forming properties such as hardness and ductility suitable 
for diecutting. The ?rst conductive foil 15 is removed from 
the unWind roll 16' and is laminated to the surface 13a of the 
?rst substrate 13 by laminating rolls 18' to form a ?rst 
conductive layer 35 (FIG. 3B). The ?rst adhesive layer 19 
acts as an agent for bonding the ?rst conductive layer 35 to 
the ?rst substrate 13 in a region corresponding to the ?rst 
predetermined pattern. 

[0041] Prior to being laminated to the ?rst substrate 13, 
both sides of the ?rst conductive foil 15 are ?ood coated 
With a dielectric to provide dielectric layers 21, 23 having a 
thickness in the range of l-25 microns and preferably l-lO 
microns. Preferably, the dielectric is a heat seal dielectric 
material, such as polyethylene Which readily bonds to alu 
minum. HoWever, other materials, such as a styrene-acylate 
polymer or a vinyl acetate could also be used. Preferably, the 
foil 15 is purchased With the dielectric layers 21, 23 already 
applied. HoWever, the dielectric layers 21, 23 may be 
applied to the foil 15 by printing the dielectric on-line using 
a gravure knife over roll or a similar printing process. 

[0042] The ?rst conductive layer 35 is patterned to form a 
patterned ?rst conductor layer 3511 having a ?rst portion and 
a second portion (FIG. 3D). Preferably, the ?rst portion of 
the patterned ?rst conductive layer 3511 is formed into a 
shape generally corresponding to the location and to the 
pattern of the ?rst adhesive layer 19 such that the ?rst 
adhesive layer 19 lays substantially Within an area of the ?rst 
portion (FIG. 3C). Preferably, the ?rst portion is formed by 
cutting the ?rst dielectric layer 21, the ?rst conductive layer 
35 and the second dielectric layer 23 With a die 20a‘ and an 
anvil 20b‘, or a similar tool, Without cutting the ?rst substrate 
13. 

[0043] The second portion of the patterned ?rst conductive 
layer 3511 is removed from the ?rst conductive layer 35 to 
thereby establish a ?rst conductive trace on the surface 13a 
of the ?rst substrate 13. Preferably, the second portion is 
removed from the patterned ?rst conductive foil 3511 by 
separating the second portion of the patterned ?rst conduc 
tive layer 3511 from the ?rst substrate 13 by ?rst passing the 
?rst substrate through the splitting rollers 74 and subse 
quently: (1) drawing the second portion of the ?rst conduc 
tive layer 3511 onto a ?rst reWind roll 28' as Waste and (2) the 
?rst substrate 13, including the ?rst portion, onto a second 
reWind roll 30'. As a result of removing the second portion 
from the ?rst substrate 13, a ?rst conductive trace is estab 
lished on the surface 13a of the ?rst substrate 13 and a ?rst 
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laminate is formed comprising the ?rst substrate 13, the ?rst 
adhesive layer 19, the ?rst portion of the patterned ?rst 
conductive layer 3511 and the dielectric layers 21, 23 (FIG. 
3E). The ?rst laminate is stored on the second reWind roll 
30'. The fabrication of the resonant tag is completed by 
mounting the ?rst laminate onto the unWind roll 48 (FIG. 2) 
and completing the process 10b as described above. 

[0044] A third preferred embodiment of a process 100 
(FIG. 7) for forming the resonant frequency circuit com 
prises the steps of: (l) securing a ?rst conductive foil to a 
?rst surface of a ?rst substrate to form a ?rst conductive 
layer (step 102); (2) applying an acid resist to the foil and 
curing the resist by heat or by ultra-violet radiation (step 
104); (3) etching the ?rst conductive layer to form a ?rst 
conductive trace Where the ?rst conductive trace includes 
one or more inductors and one or more ?rst capacitor plates 
(step 106); (4) securing a second conductive foil to a second 
substrate to form a second conductive layer (step 108); (5) 
forming a second conductive trace on the second substrate 
by cutting the second conductive layer, Where the second 
conductive trace includes one or more second capacitor 
plates (step 110); (6) removing a Waste portion of the second 
conductive layer (step 112); (7) laminating the second 
conductive trace to the ?rst conductive trace With a dielectric 
layer therebetWeen, and With each second capacitor plate 
overlying and generally aligned With a respective ?rst 
capacitor plate (step 114); crimping the laminate and form 
ing the deactivation area in the laminate (step 116); and 
?nishing the laminate to form a resonant frequency tag as 
previously described (step 118). 
[0045] The third preferred embodiment differs from the 
?rst preferred embodiment and the second preferred 
embodiment by forming the ?rst conductive trace by etching 
(rather than by cutting) the ?rst conductive foil using a 
standard etching process Well knoWn to those skilled in the 
art. Etching the ?rst conductive foil alloWs the ?rst conduc 
tive trace to be formed With narroWer line Widths and closer 
spacing than can be achieved by diecutting. The ability to 
form the narroWer line Widths and closer spacing alloWs for 
the coils to be formed With more turns per unit area. 
Accordingly, the resonant frequency circuits may be made 
smaller in area than those made by diecutting the ?rst 
conductive trace. Forming the ?rst conductive trace accord 
ing to the third preferred embodiment provides a capability 
for maximizing the ratio of the radiated signal amplitude of 
the resonant circuit to the area of the resonant circuit. 

[0046] Preferably, the ?rst substrate is a dielectric material 
such as polyethylene or polyester and the dielectric layer 
betWeen the ?rst and the second conductive traces is formed 
from the ?rst substrate. Alternatively, the ?rst conductive 
trace may be ?ood coated With a dielectric material to form 
the dielectric layer. Then again, an ink having dielectric 
properties may be used as the acid resist in the etching 
process to form the ?rst conductive trace, and the resist may 
then be used to form the dielectric layer. The dielectric layer 
used With the ?rst conductive trace formed by etching has a 
thickness in the range of about l-lO microns and preferably 
in the range of 2-4 microns. As Would be clear to those 
skilled in the art, many knoWn options are available for 
forming a resonant frequency circuit by etching a foil, and 
are not described here for the sake of brevity. 

[0047] As Will be apparent to one skilled in the art, the 
present invention provides a method for making resonant 
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tags Which does not require etching for forming the resonant 
circuit. Further, the present invention reduces Wastage by 
utiliZing both the ?rst and the second portions of the diecut 
foil, thus using substantially all of the conductive foil for 
making the tags. 

[0048] It Will be appreciated by those skilled in the art that 
changes could be made to the embodiments described above 
Without departing from the broad inventive concept thereof. 
For instance, although the method for making the security 
tags is described as using continuous Webs for forming the 
tags, the method also applies to forming the tags from sheets 
by using sheet feeders and sheet handling equipment. It is 
understood, therefore, that this invention is not limited to the 
particular embodiments disclosed, but it is intended to cover 
modi?cations Within the spirit and scope of the present 
invention as de?ned by the appended claims. 

What is claimed is: 
1. A method of fabricating a tag for re?ecting electro 

magnetic energy for the purpose of indicating the presence 
of said tag, said tag comprising a substrate having a surface, 
said method comprising: 

a. applying a ?rst patterned adhesive to said surface of 
said substrate; 

b. applying a ?rst electrically conductive foil to said ?rst 
patterned adhesive to adhere said ?rst electrically con 
ductive foil thereto; 

c. removing a portion of said ?rst electrically conductive 
foil not adhered to said ?rst patterned adhesive; 

d. applying a second adhesive layer to a portion of a 
surface area of said tag, said surface area comprising 
said surface and said ?rst electrically conductive foil; 

e. applying a preformed second electrically conductive 
foil to said second adhesive layer to adhere said second 
electrically conductive foil to said surface area; and 

f. electrically coupling portions of said ?rst and second 
electrically conductive foils to each other to form a tag 
circuit. 

2. The method of claim 1, Wherein said second adhesive 
layer comprises a heat sealable dielectric. 

3. The method of claim 2 , Wherein said second adhesive 
layer is disposed betWeen said ?rst and second electrically 
conductive foils. 

4. The method of claim 1, Wherein said adhesive layer is 
disposed on said second preformed electrically conductive 
foil and applied to said surface of said substrate simulta 
neously With said second preformed electrically conductive 
foil. 

5. The method of claim 4, Wherein one of said ?rst and 
second electrically conductive foils forms a portion of an 
inductor and a plate of a capacitor and the other of said ?rst 
and second electrically conductive foils forms another plate 
of said capacitor. 

6. The method of claim 1, Wherein said tag circuit 
comprises an antenna. 

7. The method of claim 1, comprising the further step of 
removing said portion of said ?rst electrically conductive 
foil by die cutting. 

8. The method of claim 1, comprising the further step of 
dimpling said tag to provide a preferred deactivation point 
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Where said ?rst and second electrically conductive foils are 
disposed relatively closer to each other. 

9. A tag arranged to re?ect electromagnetic energy for the 
purpose of indicating the presence of said tag, said tag 
comprising a substrate having a surface, comprising: 

a. a preformed ?rst patterned adhesive disposed over said 
surface of said substrate; 

b. a ?rst layer of electrically conductive material having 
a shape corresponding to a desired ?nal pattern for a 
?rst electrically conductive trace secured to said sur 
face of said substrate by said preformed ?rst patterned 
adhesive Wherein said preformed ?rst patterned adhe 
sive corresponds to said desired ?nal pattern; 

c. a second adhesive layer disposed over a portion of a 
surface area of said tag, said surface area comprising 
said surface and said ?rst electrically conductive trace; 

d. a second electrically conductive trace disposed over 
said second adhesive layer to adhere said second elec 
trically conductive trace thereto; and 

e. an electrical connection for electrically coupling por 
tions of said ?rst and second electrically conductive 
traces to form a tag circuit. 

10. The tag of claim 9, Wherein at least one of said ?rst 
and second electrically conductive traces comprises an 
inductive element and Wherein one of said ?rst and second 
electrically conductive traces comprises a ?rst plate of a 
capacitive element. 

11. The tag of claim 10, Wherein the other of said ?rst and 
second electrically conductive traces comprises a second 
plate of said capacitive element. 

12. The tag of claim 11, Wherein said tag circuit comprises 
an LC resonant circuit. 

13. The tag of claim 9, Wherein said preformed ?rst 
patterned adhesive is a printed layer. 

14. The tag of claim 13, Wherein said printed layer is a 
?exographic printed layer. 

15. The tag of claim 9, Wherein said ?rst electrically 
conductive trace is formed from a ?rst sheet of conductive 
material applied to said preformed ?rst patterned adhesive. 

16. The tag of claim 1, Wherein at least one of said ?rst 
and second electrically conductive traces comprises a coat 
ing of dielectric material thereon. 

17. The tag of claim 16, Wherein said coating of dielectric 
material comprises a ?ood coated dielectric layer. 

18. The tag of claim 16, Wherein at least a portion of said 
coating of dielectric material is disposed betWeen said ?rst 
and said second electrically conductive traces to form a 
capacitive element. 
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19. The tag of claim 9, Wherein said substrate comprises 
a non-polymeric material. 

20. The tag of claim 9, Wherein said substrate comprises 
paper. 

21. A tag arranged to re?ect electromagnetic energy for 
the purpose of indicating the presence of said tag, said tag 
comprising a substrate having a surface, comprising: 

a. a ?rst patterned adhesive disposed over said surface of 
said substrate, said ?rst patterned adhesive having a 
shape corresponding to a desired ?nal pattern for a ?rst 
electrically conductive trace; 

b. said ?rst electrically conductive trace disposed over 
said ?rst patterned adhesive to adhere to said ?rst 
electrically conductive trace thereto; 

c. a second adhesive layer disposed over a portion of a 
surface area of said tag, said surface area comprising 
said surface and said ?rst electrically conductive trace; 

d. a second electrically conductive trace disposed over 
said second adhesive layer to indirectly adhere said 
second electrically conductive trace to said ?rst elec 
trically conductive trace; and 

e. an electrical connection for electrically coupling por 
tions of said ?rst and second electrically conductive 
traces to form a tag circuit. 

22. The tag of claim 21, Wherein at least one of said ?rst 
and second electrically conductive traces comprises an 
inductive element and Wherein one of said ?rst and second 
electrically conductive traces comprises a ?rst plate of a 
capacitive element. 

23. The tag of claim 22, Wherein the other of said ?rst and 
second electrically conductive traces comprises a second 
plate of said capacitive element. 

24. The tag of claim 23, Wherein said tag circuit comprises 
an LC resonant circuit. 

25. The tag of claim 21, Wherein said ?rst patterned 
adhesive is a printed layer. 

26. The tag of claim 25, Wherein said printed layer is a 
?exographic printed layer. 

27. The tag of claim 21, Wherein said ?rst electrically 
conductive trace is formed from a ?rst sheet of conductive 
material applied to said ?rst patterned adhesive. 


