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(57) ABSTRACT 

Radio frequency identi?cation devices, backscatter commu 
nication device Wake-up methods, communication device 
Wake-up methods and a radio frequency identi?cation 
device Wake-up method are described. In one aspect, a 

Wireless communication device includes a processor con 

?gured to process a plurality of received Wireless signals and 
to control the communication of a plurality of outputted 
Wireless signals, Wherein the processor is con?gured to 
control the communication of the outputted Wireless signals 
using backscatter modulation, circuitry coupled With the 
processor and con?gured to control operations of the pro 
cessor, and Wherein the processor is con?gured to output a 
reference signal responsive to detection of radio frequency 
energy, the circuitry is con?gured to analyZe the reference 
signal and the radio frequency energy, and the processor is 
con?gured to enter a prede?ned mode of operation utilizing 

(51) In‘; C]_ an increased amount of electrical energy responsive to the 
H04B 1/16 (200601) analysis of the reference signal and the radio frequency 
H04B 1/38 (2006.01) energy by the circuitry. 
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BACKSCATTER COMMUNICATION DEVICE 
WAKE-UP METHODS, COMMUNICATION 
DEVICE WAKE-UP METHODS, AND RADIO 
FREQUENCY IDENTIFICATION DEVICE 

WAKE-UP METHODS 

TECHNICAL FIELD 

[0001] The present invention relates to radio frequency 
identi?cation devices, backscatter communication device 
Wake-up methods, communication device Wake-up methods 
and a radio frequency identi?cation device Wake-up method. 

BACKGROUND OF THE INVENTION 

[0002] Remote Wireless communications may be imple 
mented using radio frequency (RF) technology. Exemplary 
applications utilizing RF technology include identi?cation 
applications including, for example, locating, identifying, 
and tracking of objects. Radio frequency identi?cation 
device (RFID) systems have been developed to facilitate 
identi?cation operations. For example, one device may be 
arranged to output and receive radio frequency communi 
cations and one or more remotely located device may be 
con?gured to communicate With the one device using the 
radio frequency communications. The remotely located 
device(s) may be referred to as a tag, While the other device 
may be referred to as a reader. Some advantages of radio 
frequency communications of exemplary radio frequency 
identi?cation device systems include abilities to communi 
cate Without contact or line-of-sight, at relatively fast 
speeds, and With robust communication channels. 

[0003] Some remote device con?gurations are arranged to 
utiliZe electrical energy from a source resident upon the 
device itself including, for example, a battery. Some of these 
remote device con?gurations may operate in a plurality of 
different states Wherein different amounts of electrical 
energy are utiliZed by the device. In one possible imple 
mentation, the device may typically operate in a given state 
Wherein a minimal amount of electrical energy is utiliZed, 
and another state Wherein an increased amount of electrical 
energy is utiliZed by the device to process received com 
munications and implement external communications. 

[0004] Aspects of the present invention described beloW 
provide exemplary methods and apparatuses arranged to 
reduce the consumption of electrical energy of a Wireless 
communication device. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0005] Preferred embodiments of the invention are 
described beloW With reference to the folloWing accompa 
nying draWings. 
[0006] FIG. 1 is functional block diagram of an exem 
plary Wireless communication system. 

[0007] FIG. 2 is a functional block diagram of compo 
nents of an exemplary Wireless communication device of the 
system. 

[0008] FIG. 3 is a schematic representation of compo 
nents depicted in FIG. 2 according to one exemplary con 
?guration. 
[0009] FIG. 4 is a How chart of an exemplary methodol 
ogy executable Within a Wireless communication device of 
the system. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0010] Attention is directed to the folloWing commonly 
assigned applications, Which are incorporated herein by 
reference: 

[0011] US. Patent Application Attorney Docket 13094-B 
(BA4-094) entitled “Radio Frequency Identi?cation Device 
Communications Systems, Wireless Communication 
Devices, Backscatter Communication Methods and Radio 
Frequency Identi?cation Device Communication Methods,” 
by inventors Mike A. Hughes and Richard M. Pratt; US. 
Patent Application Attorney Docket 12961-B (BA4-095), 
entitled “Method of Simultaneously Reading Multiple Radio 
Frequency Tags, RF Tag, and RF Reader,” by inventors 
Emre Ertin, Richard M. Pratt, Mike A. Hughes, Kevin L. 
Priddy, and Wayne M. Lechelt; US. Patent Application 
Attorney Docket 13095-B (BA4-096), entitled “RFID Sys 
tem and Method Including Tag ID Compression,” by inven 
tors Richard M. Pratt and Mike A. Hughes; US. Patent 
Application Attorney Docket 13096-B (BA4-097), entitled 
“System and Method to Identify Multiple RF Tags,” by 
inventors Mike A. Hughes and Richard M. Pratt; US. Patent 
Application Attorney Docket 13218-B (BA4-099), entitled 
“Wireless Communication Systems, Radio Frequency Iden 
ti?cation Devices, Methods of Enhancing a Communica 
tions Range of a Radio Identi?cation Frequency Device, and 
Wireless Communication Methods,” by inventors Richard 
Pratt and Steven B. Thompson; US. Patent Application 
Attorney Docket 13219-B (BA4-100), entitled “Wireless 
Communications Devices, Methods of Processing a Wire 
less Communication Signal, Wireless Communication Syn 
chroniZation Methods and a Radio Frequency Identi?cation 
Device Communication Method,” by inventors Richard M. 
Pratt and Steven B. Thompson; US. Patent Application 
Attorney Docket 13252-B (BA4-101), entitled “Wireless 
Communications Systems, Radio Frequency Identi?cation 
Devices, Wireless Communications Methods, and Radio 
Frequency Identi?cation Device Communications Meth 
ods,” by inventors Richard Pratt and Steven B. Thompson; 
US. Patent Application Attorney Docket 13097-B (BA4 
102), entitled “A Challenged-Based Tag Authentication 
Model,” by inventors Mike A. Hughes and Richard M. Pratt; 
US. patent application Ser. No. 09/589,001, ?led Jun. 6, 
2000, entitled “Remote Communication System and 
Method,” by inventors R. W. Gilbert, G. A. Anderson, K. D. 
Steele, and C. L. Carrender; US. patent application Ser. No. 
09/802,408; ?led Mar. 9, 2001, entitled “Multi-Level RF 
Identi?cation System,” by inventors R. W. Gilbert, G. A. 
Anderson, and K. D. Steele; US. patent application Ser. No. 
09/833,465, ?led Apr. 11, 2001, entitled “System and 
Method for Controlling Remote Device,” by inventors C. L. 
Carrender, R. W. Gilbert, J. W. Scott, and D. Clark; US. 
patent application Ser. No. 09/588,997, ?led Jun. 6, 2000, 
entitled “Phase Modulation in RF Tag,” by inventors R. W. 
Gilbert and C. L. Carrender; US. patent application Ser. No. 
09/589,000, ?led Jun. 6, 2000, entitled “Multi-Frequency 
Communication System and Method,” by inventors R. W. 
Gilbert and C. L. Carrender; US. patent application Ser. No. 
09/588,998; ?led Jun. 6, 2000, entitled “Distance/Ranging 
by Determination of RF Phase Delta,” by inventor C. L. 
Carrender; US. patent application Ser. No. 09/797,539, ?led 
Feb. 28, 2001, entitled “Antenna Matching Circuit,” by 
inventor C. L. Carrender; US. patent application Ser. No. 
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09/833,391, ?led Apr. 11, 2001, entitled “Frequency Hop 
ping RFID Reader,” by inventor C. L. Carrender. 

[0012] According to one aspect of the invention, a Wire 
less communication device comprises a processor con?g 
ured to process a plurality of received Wireless signals and 
to control the communication of a plurality of outputted 
Wireless signals, Wherein the processor is con?gured to 
control the communication of the outputted Wireless signals 
using backscatter modulation, circuitry coupled With the 
processor and con?gured to control operations of the pro 
cessor, and Wherein the processor is con?gured to output a 
reference signal responsive to detection of radio frequency 
energy, the circuitry is con?gured to analyZe the reference 
signal and the radio frequency energy, and the processor is 
con?gured to enter a prede?ned mode of operation utiliZing 
an increased amount of electrical energy responsive to the 
analysis of the reference signal and the radio frequency 
energy by the circuitry. 

[0013] According to another aspect of the invention, a 
radio frequency identi?cation device comprises radio fre 
quency identi?cation device communication circuitry con 
?gured to receive a plurality of ?rst Wireless communication 
signals from a reader, to process the ?rst Wireless commu 
nication signals, and to control the communication of a 
plurality of second Wireless communication signals to the 
reader responsive to the processing of the ?rst Wireless 
communication signals; and Wake-up circuitry con?gured to 
receive electrical energy corresponding to radio frequency 
energy received Within the radio frequency identi?cation 
device, to analyZe the received electrical energy With respect 
to a reference signal, and to output a Wake-up signal to the 
communication circuitry responsive to the analysis. 

[0014] According to another aspect of the invention, a 
backscatter communication device Wake-up method com 
prises providing a backscatter communication device, 
detecting reception of radio frequency energy Within the 
backscatter communication device, generating a reference 
signal responsive to the detecting using the backscatter 
communication device, analyZing the radio frequency 
energy With respect to the reference signal using the back 
scatter communication device and changing a mode of 
operation of the backscatter communication device respon 
sive to the analyZing, Wherein the backscatter communica 
tion device consumes an increased amount of electrical 
energy after the changing. 

[0015] According to another aspect of the invention, a 
communication device Wake-up method comprises provid 
ing a communication device comprising a processor, pro 
viding the processor in a ?rst mode of operation utiliZing a 
?rst amount of electrical energy, detecting the presence of 
radio frequency energy, providing the processor in a second 
mode of operation to generate a reference signal responsive 
to the detecting, the processor utiliZing a second amount of 
electrical energy greater than the ?rst amount during the 
second mode of operation, analyZing the radio frequency 
energy With respect to the reference signal and providing the 
processor in a third mode operation responsive to the 
analyZing, the processor utiliZing a third amount of electrical 
energy greater than the second amount during the third mode 
of operation. 

[0016] According to yet another aspect of the invention, a 
radio frequency identi?cation device Wake-up method com 
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prises providing a radio frequency identi?cation communi 
cation device comprising a processor and Wake-up circuitry, 
the communication device being con?gured to communicate 
With a reader, providing the processor in a ?rst mode of 
operation utiliZing a ?rst amount of electrical energy, detect 
ing the presence of radio frequency energy, providing the 
processor in a second mode of operation responsive to the 
detecting including generating a clock signal having a 
frequency corresponding to a frequency of modulation of 
?rst Wireless signals outputted from the reader, providing 
operational electrical energy to the Wake-up circuitry, and 
enabling a Watchdog timer, the processor utiliZing a second 
amount of electrical energy greater than the ?rst amount 
during the second mode of operation, comparing a fre 
quency of the radio frequency energy With a frequency of the 
clock signal, generating an indication signal responsive to 
the comparing and indicating reception of the radio fre 
quency energy having the frequency of modulation of the 
?rst Wireless signals outputted from the reader and providing 
the processor in a third mode operation responsive to the 
generating including processing the ?rst Wireless signals and 
backscatter modulating received radio frequency energy to 
communicate second Wireless signals to the reader, the 
processor utiliZing a third amount of electrical energy 
greater than the second amount during the third mode of 
operation. 
[0017] Referring to FIG. 1, an exemplary Wireless com 
munications system 10 is depicted. The exemplary system 
10 includes a ?rst communication device 12 and a second 
communication device 14. The depicted system 10 including 
a single device 12 and a single device 14 is illustrative and 
additional communication devices are typically provided in 
other system con?gurations. 

[0018] First and second communication devices 12, 14 are 
arranged to implement Wireless communications 16 in the 
depicted exemplary embodiment. Possible Wireless commu 
nications 16 include ?rst Wireless signals 18 communicated 
from ?rst communication device 12 and second communi 
cation signals 20 communicated from second communica 
tion device 14. 

[0019] As mentioned above, system 10 is provided to 
illustrate exemplary structural and method aspects of the 
present invention. In one possible implementation, system 
10 is implemented as a radio frequency identi?cation device 
(RFID) communications system. For example, in such an 
arrangement, ?rst communication device 12 may be imple 
mented as a reader, and second communication device 14 
may be implemented as a transponder, such as an RFID tag. 
In one possible RFID system 10, one device 12 is con?gured 
to communicate With a plurality of devices 14. 

[0020] Wireless signals 18 may be referred to as forWard 
link Wireless signals and Wireless signals 20 may be referred 
to as return link Wireless signals typically communicated 
responsive to forWard link Wireless signals 18. Exemplary 
Wireless communications 16 include electromagnetic com 
munication signals, such as radio frequency signals. Alter 
natively, Wireless communications 16 may comprise infra 
red signals, acoustic signals, or any other appropriate 
Wireless signals capable of being communicated betWeen 
devices 12, 14. 

[0021] FIG. 1 also depicts spurious Wireless signals 22 
Which are present in the surrounding area of system 10. 
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Spurious signals 22 refer to electromagnetic or other energy 
present in the location of system 10 and may include noise 
or interference. Exemplary spurious signals 22 include cel 
lular telephone communications, microWave ovens, and/or 
other sources of energy Which may be proximately located 
to system 10. 

[0022] Referring to FIG. 2, an exemplary arrangement of 
second communication device 14 is shoWn. The exemplary 
con?guration of device 14 includes an antenna 30, commu 
nication circuitry 32, Wake-up circuitry 34 and a battery 36. 
The illustrated arrangement of second communication 
device 14 including battery 36 is typically implemented in a 
semi-passive con?guration or active device con?guration. 

[0023] In semi-passive implementations, battery 36 is 
utiliZed to provide electrical energy to communication cir 
cuitry 32 and Wake-up circuitry 34 to implement processing 
of Wireless signals 18 While electromagnetic energy received 
Within device 14 is utiliZed to generate Wireless signals 20. 

[0024] For active implementations, battery 36 is utiliZed to 
provide operational electrical energy to communication cir 
cuitry 32 and Wake-up circuitry 34. In addition, electrical 
energy of battery 36 may also be utiliZed to generate radio 
frequency energy for communication of signals 20. 

[0025] Device 14 may also be implemented in a passive 
con?guration. For passive implementations of device 14, 
received electromagnetic energy is utiliZed to provide opera 
tional electrical energy to components of device 14, as Well 
as provide radio frequency energy for communicating Wire 
less signals 20. In such an implementation, battery 36 may 
be omitted. 

[0026] It may be desired to conserve electrical energy of 
battery 36 in order to extend the useful, operational life of 
battery 36. In one embodiment, communication device 14 
including communication circuitry 32 is arranged to operate 
in a plurality of operational modes, including for example, 
?rst, second and third different operational modes in one 
embodiment. The operational modes (also referred to as 
modes of operation) have different poWer requirements and 
utiliZe electrical energy of battery 36 at different rates. 

[0027] In the illustrated exemplary con?guration, commu 
nication circuitry 32 includes processing circuitry 37 for 
controlling operations of device 14. Different circuitry of 
processing circuitry 37 and/or device 14 may be activated 
and/or utiliZed during the different modes of operation 
Which may result in different rates of consumption of 
electrical energy. An exemplary con?guration of processing 
circuitry 37 includes a processor 38. Processor 38 may be 
implemented as a model number MSP430F1121 available 
from Texas Instruments, Inc. Other con?gurations of pro 
cessing circuitry 37 (e.g., embedded circuitry) are possible. 

[0028] During a ?rst operational mode, a minimum 
amount of electrical energy is utiliZed by components of 
device 14. The ?rst mode of operation may be referred to as 
a sleep mode of operation. In one aspect, device 14 is 
provided in the ?rst mode of operation in the absence of 
Wireless communications 16. 

[0029] During a second mode of operation, an increased 
amount of electrical energy (compared With the ?rst mode of 
operation) is utiliZed. The second mode of operation may be 
referred to as an intermediate mode of operation. Device 14 
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may be arranged to perform additional operations or func 
tions compared With operations performed during the ?rst 
mode. For example, and as described beloW, a reference 
signal may be generated in the second mode, a Watchdog 
timer may be enabled, and/or Wake-up circuitry 34 may be 
energiZed. 
[0030] Aspects of the invention also provide a third mode 
of operation of device 14 Wherein electrical energy is 
consumed by components of device 14 at an increased rate 
compared With consumption during the ?rst and second 
operational modes. For example, device 14 is arranged to 
process received Wireless signals 18 and/or communicate 
Wireless signals 20 during the third mode of operation. 

[0031] Antenna 30 is arranged to receive electromagnetic 
energy including signals 18 and to output electromagnetic 
energy including signals 20. Antenna 30 may comprise a 
single antenna for communication of signals 18, 20 or 
include a plurality of respective dedicated antennas for 
communication of signals 18, 20. 

[0032] Processor 38 of communication circuitry 32 is 
con?gured to execute instructions to control communication 
operations and other operations of device 14. For example, 
processor 38 of communication circuitry 32 is arranged to 
process received Wireless signals 18 and to control commu 
nication of outputted Wireless signals 20. In one arrange 
ment, processor 38 is con?gured to control antenna 30 to 
generate Wireless signals 20 using backscatter modulation 
communication techniques. Communication circuitry 32 
may control outputting of Wireless signals 20 using back 
scatter modulation according to at least one radio frequency 
identi?cation device communications protocol. 

[0033] For example, communication circuitry 32 controls 
electrical characteristics of antenna 30 according to one 
backscatter embodiment. Processor 38 may provide a modu 
lation signal to alter electrical characteristics of antenna 30 
Wherein electromagnetic energy is selectively re?ected by 
antenna 30. Antenna 30 re?ects electromagnetic energy 
creating Wireless signals 20 responsive to the modulated 
signal according to one exemplary backscatter implementa 
tion. 

[0034] The modulated signal may be encoded With infor 
mation to be communicated from device 14 to device 12. 
Exemplary information includes identi?cation information, 
such as a unique serial number Which identi?es the com 
municating device 14, or any other desired information to be 
communicated. According to one exemplary arrangement, 
communication devices 12, 14 are con?gured to communi 
cate Wireless signals 18, 20 using on/olf key (OOK) modu 
lation, such as a FMO or FMl encoding scheme. Other 
modulation techniques or protocols may be utiliZed to 
communicate information betWeen devices 12, 14. 

[0035] Communication circuitry 32 arranged to imple 
ment RFID communications may be referred to as radio 
frequency identi?cation device communication circuitry. 
Communication circuitry 32 may be operable to control 
communication of Wireless signals 20 responsive to pro 
cessing of one or more Wireless signal 18. For example, 
circuitry 32 may implement transponder communications in 
one exemplary embodiment. 

[0036] Processing of received signals 18 may include 
extracting an identi?er from the Wireless signals 18 (e.g., an 
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identi?er of the communicating device 12 and/or device 14) 
and processing of commands Within signals 18. Responsive 
to the processing, device 14 may selectively output or 
communicate Wireless signals 20 including identi?cation 
information or other desired information requested by ?rst 
communication device 12. 

[0037] Wake-up circuitry 34 is coupled With communica 
tion circuitry 32 and processor 38 therein and is con?gured 
to control one or more operation of communication circuitry 
32 and/ or processor 38. In at least one embodiment, Wake-up 
circuitry 34 is arranged to control operations of communi 
cation circuitry 32 and/or processor 38 in the plurality of 
operational modes. 

[0038] Battery 36 is arranged to provide electrical energy 
to components of device 14. As mentioned above, battery 36 
may be omitted in some con?gurations and other poWer 
sources, such as received radio frequency energy, may be 
utiliZed. 

[0039] Referring to FIG. 3, exemplary circuitry of com 
munication device 14 is shoWn. The depicted circuitry of 
FIG. 3 illustrates exemplary con?gurations of antenna 30, 
communication circuitry 32, processor 38 and Wake-up 
circuitry 34. Battery 36 (not shoWn in FIG. 3) may be 
coupled With the illustrated VCC terminals and AGND 
terminals. The depicted exemplary circuitry of FIG. 3 is 
provided to illustrate possible methodologies and structures 
Which may be utiliZed to implement aspects of the present 
invention. Other alternative arrangements and methods are 
possible. 

[0040] At moments in time Wherein communication 
device 14 is not actively receiving Wireless signals 18 or 
outputting Wireless signals 20, device 14 and processor 38 
may be provided in a ?rst (i.e., sleep) mode of operation to 
reduce the consumption of electrical energy (e.g., from the 
battery). During the described ?rst mode, processor 38 is 
provided in a reduced poWer consumption state Wherein 
portions of internal circuitry of processor 38 may be deac 
tivated to minimiZe energy consumption. 

[0041] Accordingly, in at least one con?guration, process 
ing and outputting of Wireless signals are not implemented 
using device 12 during the ?rst mode of operation. HoWever, 
circuitry of device 14 is arranged to detect the presence of 
radio frequency energy during the ?rst mode of operation. 

[0042] For example, the depicted device 14 includes a 
comparator 40 coupled With antenna 30 and arranged to 
receive electrical energy from antenna 30 corresponding to 
radio frequency energy received using antenna 30. As shoWn 
in the illustrated embodiment, antenna 30 is coupled With a 
plurality of diodes Which operate to rectify electrical energy 
corresponding to the received radio frequency energy. The 
electrical energy received Within comparator 40 from 
antenna 30 corresponds to a modulation signal of device 12. 

[0043] Comparator 40 is con?gured to compare received 
radio frequency energy in the form of demodulated electrical 
energy With a reference. The reference may be selected to 
reject numerous types of spurious signals and to indicate 
reception of radio frequency energy Which more closely 
resembles radio frequency energy outputted from device 12. 
Responsive to su?icient electrical energy being received 
Within comparator 40 (e.g., a transition occurring in elec 
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trical energy from the antenna 30), the signal (FMO_IN) 
changes state Which is received by processor 38. 

[0044] Device 14 and processor 38 are arranged to enter 
another operational mode (e.g., second operational mode) 
and consume an additional amount of electrical energy 
compared With the consumption during the ?rst mode opera 
tion responsive to the change of state of the FMO_IN signal. 
During such second operational mode, processor 38 is 
arranged to output a reference signal responsive to the 
detection of received radio frequency energy as indicated by 
comparator 40. In one arrangement, processor 38 is arranged 
to provide the reference signal comprising a clock signal. In 
the exemplary con?guration of FIG. 3, an exemplary ref 
erence signal comprising a clock signal is indicated as 
ACLK. In one arrangement, the reference signal has a 
frequency corresponding (e.g., substantially equal) to a 
frequency of modulation of Wireless signals 18. An exem 
plary frequency of the clock signal is 4 kHZ. 

[0045] In addition, processor 38 is arranged to assert a 
signal WAKEUP_EN responsive to the radio frequency 
energy received via antenna 30 as indicated by comparator 
40. Assertion of the WAKEUP_EN signal, provides opera 
tional electrical energy to additional circuitry of device 14 
including, for example, Wake-up circuitry 34. According to 
additional aspects, processor 38 enables pin 9 to accept an 
interrupt and/or enables an internal Watchdog timer during 
the second operational mode. As described further beloW, 
processor 38 is arranged to monitor for the reception of an 
indication signal via pin 9. The processor 38 may operate in 
a loWest poWer state that sustains enabled operations during 
the second operational mode. 

[0046] As described above in the exemplary embodiment, 
upon reception of an appropriate signal using pin 10 of 
processor 38, communication circuitry 32 is con?gured to 
provide device 12 in the second operational mode respon 
sive to a suf?cient transition in electrical energy from 
antenna 30 as determined by comparator 40. 

[0047] The Watchdog timer may be utiliZed to conserve 
electrical energy of device 14 during the second mode of 
operation. If the Watchdog timer times out, processor 38 
returns to an operational mode having a loWer poWer state 
Wherein less electrical energy is consumed Within device 14 
(e.g., the sleep mode of operation). For example, processor 
38 disables the WAKEUP_EN signal Which de-energiZes 
Wake-up circuitry 34, disables internal circuitry con?gured 
to implement Watchdog timer operations, disables ACLK, 
and/or disables interrupt monitoring of pin 9. 

[0048] Processor 38 is arranged to monitor for the recep 
tion of signals (e.g., received via pin 9) during the second 
operational mode. For example, Wake-up circuitry 34 is 
arranged to selectively output an indication signal to pin 9 of 
processor 38 during the second operational mode. In one 
con?guration, Wake-up circuitry 34 is con?gured to compare 
a frequency of received electromagnetic (e.g., RF) energy as 
indicated by the signal outputted from comparator 40 With a 
frequency of the reference signal. Responsive to the com 
parison, Wake-up circuitry 34 selectively asserts the indica 
tion signal, also referred to as a Wake-up signal or WAKE 
UP_VALID signal. In one embodiment, outputting of the 
indication signal indicates reception of radio frequency 
energy via antenna 30 Which resembles modulated signals 
outputted from device 12. 
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[0049] In the illustrated exemplary con?guration, Wake-up 
circuitry 34 includes an XOR logic device 42, a ?lter 44, and 
a transistor 46. In the depicted embodiment, XOR logic 
device 42 is coupled With comparator 40 and is con?gured 
to receive the FMO_IN signal representative of radio fre 
quency energy received via antenna 30. XOR logic device 
42 is also coupled With processor 38 and is con?gured to 
receive the reference signal. 

[0050] Filter 44 is coupled intermediate XOR logic device 
42 and transistor 46 and is implemented as a loW pass ?lter 
in the exemplary con?guration. Filter 44 is arranged to 
smooth the output of XOR logic device 42 and selectively 
trigger transistor 46 responsive to received radio frequency 
energy via antenna 30 and outputted signals from compara 
tor 40. The output of ?lter 44 is the frequency difference of 
the tWo source signals inputted to device 42 (i.e., beat 
frequency). If the frequency difference is above a cut-off 
frequency of ?lter 44, the output signal has a voltage equal 
to approximately the mid-point voltage betWeen the supply 
and ground in the described exemplary con?guration. HoW 
ever, the output begins to oscillate at the beat frequency 
betWeen the ground and supply values if the frequency 
difference is beloW the cut-off frequency. The exemplary 
circuitry 34 utiliZes the ?ltered signal approaching ground to 
provide processor 38 in the third operational mode to sample 
the Waveform outputted from comparator 40 and Which 
corresponds to received radio frequency energy via antenna 
30. Transistor 46 is ON until the ?ltered output signal is 
Within 600 mV of ground. When the ?ltered output signal is 
beloW 600 mV, transistor 46 is turned OFF causing an 
indication signal (i.e., WAKEUP_VALID) to go high Which 
is monitored by processor 38 via pin 9. 

[0051] As described above in accordance With an exem 
plary implementation, Wake-up circuitry 34 is arranged to 
compare a frequency of received electrical energy 
(FMO_IN) With respect to a frequency of the reference signal 
to analyZe radio frequency energy received via antenna 30. 
The output of ?lter 44 is above a threshold of transistor 46 
if the frequency of the reference signal and the frequency of 
the signal outputted from comparator 40 are suf?ciently 
different and accordingly, transistor 46 is ON. If the fre 
quency of the output of comparator 40 is substantially equal 
to a frequency of the reference signal outputted from pro 
cessor 38, the voltage of ?lter 44 applied to transistor 46 
begins to fall. If such voltage falls beloW a threshold, such 
as 0.6 Volts, transistor 46 is provided in an OFF state 
indicating the reception of an appropriate modulated signal 
via antenna 30 and corresponding to communications from 
communication device 12. Accordingly, Wake-up circuitry 
34 including XOR logic device 42 and ?lter 44 operate to 
compare a frequency of received radio frequency energy 
With respect to a frequency of the reference signal outputted 
from processor 38. Other con?gurations for obtaining the 
beat frequency including the utiliZation of a digital delay 
line, retriggerable one-shot, band-pass ?lter, etc. are pos 
sible. 

[0052] In the described exemplary con?guration, transis 
tor 46 is arranged to provide device 14 and processor 38 in 
the third mode of operation having an increased consump 
tion rate of electrical energy responsive to the output of ?lter 
44. During operations in the third operational mode, 
received signals 18 may be sampled and processed Within 
device 14 and signals 20 may be generated using processor 
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38. Accordingly, folloWing the assertion of the WAKE 
UP_VALID signal via transistor 46, communication cir 
cuitry 32 is arranged to enter a prede?ned (e.g., third) mode 
of operation Wherein additional electrical energy is con 
sumed to process ?rst Wireless signals 18 received via 
antenna 30. 

[0053] According to the illustrated exemplary embodi 
ment, circuitry of device 14 is arranged to analyZe received 
radio frequency energy With respect to a reference signal. 
Device 14 is arranged to change a mode of operation 
responsive to the analysis of received radio frequency 
energy and the reference signal. The analysis of the received 
radio frequency energy and the reference signal comprises 
using circuitry external of processor 38 in at least one 
embodiment. As described herein, processor 38 is arranged 
to provide operational electrical energy to such external 
circuitry responsive to the detection of a suf?cient radio 
frequency energy transition received via antenna 30. Such 
operates to minimize the consumption of electrical energy in 
the absence of appropriate Wireless signals 18. 

[0054] A Watchdog timer may also be enabled during the 
third operational mode and responsive to the reception of the 
indication signal. The processor 38 returns operations to a 
loWer poWer state if communications are not received Within 
processor 38 via pin 10 and/or communications cease for a 
speci?ed period of time as determined by the Watchdog 
timer. 

[0055] In the exemplary con?guration of FIG. 3, radio 
frequency energy including communications are received 
and/or processed using a single receiver of device 14 
although other embodiments are possible. The implementa 
tion of a single receiver reduces the number of components 
utiliZed to implement Wake-up functions as Well as commu 
nications. 

[0056] Referring to FIG. 4, an exemplary methodology 
executable by processor 38 is illustrated. Other methods are 
possible Which use more, less or alternative steps. The 
exemplary method commences With operation of processor 
38 in the ?rst or sleep mode of operation Wherein the 
consumption of electrical energy by device 14 is minimiZed. 

[0057] At a step S10, the processor aWaits the reception of 
an appropriate signal from comparator 40 (e.g., FMO_IN) 
indicating the detection of radio frequency energy using 
antenna 30. The processor idles at step S10 or performs other 
operations until an appropriate signal is received. 

[0058] At a step S12, and responsive to the detection of 
appropriate radio frequency energy, the processor enters a 
second mode of operation and outputs the reference signal, 
enables an internal Watchdog timer, and enables external 
circuitry, such as the Wake-up circuitry. 

[0059] At a step S14, the processor monitors for the 
reception of an appropriate indication signal from the Wake 
up circuitry. 

[0060] If the condition of step S14 is negative, the pro 
cessor proceeds to a step S16 to increment the Watch dog 
timer. 

[0061] At a step S18, the processor determines Whether 
the Watch dog timer has timed out. If the condition of step 
S18 is a?irmative, the processor proceeds to a step S22. If 
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the condition of step S18 is negative, the processor returns 
to step S14 to monitor for the reception of the indication 
signal. 
[0062] If the condition of step S14 is affirmative, the 
processor proceeds to a step S20 to process received Wire 
less signals 18 and to implement communication of Wireless 
signals 20, if appropriate. 

[0063] Following appropriate communications, or if the 
condition of step S18 is a?irmative, the processor proceeds 
to step S22 to return to a loWer-poWer operational mode 
(e.g., sleep mode). 
[0064] In one arrangement, another Watchdog timer may 
be associated With communications performed in step S20. 
If the Watchdog timer expires during an absence of com 
munications, the processor proceeds to step S22 to enter a 
loWer electrical energy consumption state or mode. The 
processor then returns to step S10 to monitor for the detec 
tion of radio frequency energy for subsequent communica 
tions. 

[0065] Aspects of the invention may extend the useful life 
of a battery of a Wireless communication device 14. Accord 
ing to some aspects, circuitry of the device 14 discriminates 
signals originating from a reader from spurious signals from 
microWave ovens, Wireless modems, 802.11 Wireless net 
Works, “Bluetooth” Wireless netWorks, cellular telephones, 
or other sources. As described above, an exemplary dis 
crimination method compares frequencies of tWo periodic 
Waveforms, one of Which originates in a reader device and 
one Within the remotely located Wireless communication 
device. If the tWo Waveforms are Within a relatively small 
frequency difference of one another (e. g., 160 HZ for R5=l0 
K and C6=0.l uF), the Wireless communication device 
validates the source and commences processing of an 
incoming data stream. 

[0066] Aspects of the invention reduce the consumption of 
poWer in determining Whether incident RF energy is from a 
reader. In one exemplary method, the amount of time that a 
processor is operating at an increased poWer mode is 
reduced to conserve energy. For example, multiple loW 
poWer states of a processor may be utiliZed, including one 
mode Wherein a ?xed clock frequency is generated as 
mentioned above to provide discrimination operations. 

[0067] Wake-up circuitry 34 provides excellent “Wake 
up” discrimination of signals of device 12 from signals of 
other RF sources. In addition, the poWer consumed by 
circuitry 34 may be minimized by de-energiZing such cir 
cuitry When not in use. The described exemplary circuitry 
implements robust rejection of spurious signals While pro 
viding signi?cant reductions in poWer consumed by device 
14. In addition, the exemplary circuitry 34 described herein 
comprises components Which may be readily implemented 
in an Application Speci?c Integrated Circuit (ASIC) con 
?guration Which utiliZes a relatively minimal amount of real 
estate of device 14. 

[0068] In compliance With the statute, the invention has 
been described in language more or less speci?c as to 
structural and methodical features. It is to be understood, 
hoWever, that the invention is not limited to the speci?c 
features shoWn and described, since the means herein dis 
closed comprise preferred forms of putting the invention 
into effect. The invention is, therefore, claimed in any of its 
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forms or modi?cations Within the proper scope of the 
appended claims appropriately interpreted in accordance 
With the doctrine of equivalents. 

1-18. (canceled) 
19. Abackscatter communication device Wake-up method 

comprising: 

providing a backscatter communication device; 

detecting reception of radio frequency energy Within the 
backscatter communication device; 

generating a reference signal responsive to the detecting 
using the backscatter communication device; 

analyZing the radio frequency energy With respect to the 
reference signal using the backscatter communication 
device; and 

changing a mode of operation of the backscatter commu 
nication device responsive to the analyZing, Wherein 
the backscatter communication device consumes an 
increased amount of electrical energy after the chang 
ing. 

20. The method of claim 19 Wherein the generating 
comprises generating a clock signal. 

21. The method of claim 20 Wherein the analyZing com 
prises comparing a modulation frequency of the radio fre 
quency energy With a frequency of the clock signal. 

22. The method of claim 19 further comprising enabling 
a Watchdog timer of the backscatter communication device 
responsive to the detecting. 

23. The method of claim 19 further comprising providing 
operational poWer for the backscatter communication device 
using a battery. 

24. The method of claim 19 Wherein the providing com 
prises providing a radio frequency identi?cation device. 

25. The method of claim 19 Wherein the detecting com 
prises detecting using processing circuitry, and further com 
prising providing the processing circuitry in another mode of 
operation using an increased amount of electrical energy 
responsive to the detecting. 

26. The method of claim 25 Wherein the generating 
comprises generating using the processing circuitry pro 
vided in the another mode of operation. 

27. A communication device Wake-up method compris 
ing: 

providing a communication device comprising processing 
circuitry; 

providing the processing circuitry in a ?rst mode of 
operation utiliZing a ?rst amount of electrical energy; 

detecting the presence of radio frequency energy; 

providing the processing circuitry in a second mode of 
operation to generate a reference signal responsive to 
the detecting, the processing circuitry utiliZing a second 
amount of electrical energy greater than the ?rst 
amount during the second mode of operation; 

analyZing the radio frequency energy With respect to the 
reference signal; and 

providing the processing circuitry in a third mode opera 
tion responsive to the analyZing, the processing cir 
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cuitry utilizing a third amount of electrical energy 
greater than the second amount during the third mode 
of operation. 

28. The method of claim 27 Wherein the providings of the 
processing circuitry individually comprise activating respec 
tive different circuitry of the processing circuitry. 

29. The method of claim 27 further comprising generating 
the reference signal comprising a clock signal using the 
processing circuitry during the second mode of operation. 

30. The method of claim 29 Wherein the analyZing com 
prises comparing a frequency of the received radio fre 
quency energy With a frequency of the clock signal. 

31. The method of claim 27 further comprising enabling 
a Watchdog timer responsive to the detecting. 

32. The method of claim 27 Wherein the analyZing com 
prises analyZing using circuitry external to the processing 
circuitry, and further comprising providing electrical energy 
to the circuitry responsive to the detecting. 

33. The method of claim 32 Wherein the providing the 
electrical energy comprises providing using the processing 
circuitry. 

34. The method of claim 27 further comprising processing 
the radio frequency energy using the processing circuitry in 
the third mode of operation. 

35. The method of claim 27 Wherein the providing the 
communication device comprises providing a radio fre 
quency identi?cation device. 

36. The method of claim 27 further comprising providing 
electrical energy to the processing circuitry using a battery. 

37. The method of claim 27 Wherein the providing the 
processing circuitry in the third mode of operation enables 
backscatter communications circuitry. 

38. A radio frequency identi?cation device Wake-up 
method comprising: 
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providing a radio frequency identi?cation communication 
device comprising processing circuitry and Wake-up 
circuitry, the communication device being con?gured 
to communicate With a reader; 

providing the processing circuitry in a ?rst mode of 
operation utiliZing a ?rst amount of electrical energy; 

detecting the presence of radio frequency energy; 

providing the processing circuitry in a second mode of 
operation responsive to the detecting including gener 
ating a clock signal having a frequency corresponding 
to a frequency of modulation of ?rst Wireless signals 
outputted from the reader, providing operational elec 
trical energy to the Wake-up circuitry, and enabling a 
Watchdog timer, the processing circuitry utiliZing a 
second amount of electrical energy greater than the ?rst 
amount during the second mode of operation; 

comparing a frequency of the radio frequency energy With 
a frequency of the clock signal; 

generating an indication signal responsive to the compar 
ing and indicating reception of the radio frequency 
energy having the frequency of modulation of the ?rst 
Wireless signals outputted from the reader; and 

providing the processing circuitry in a third mode opera 
tion responsive to the generating including processing 
the ?rst Wireless signals and backscatter modulating 
received radio frequency energy to communicate sec 
ond Wireless signals to the reader, the processing cir 
cuitry utiliZing a third amount of electrical energy 
greater than the second amount during the third mode 
of operation. 


