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(57) ABSTRACT 

A computing machine includes programmable integrated 
circuits, a con?guration registry, and a processor. The reg 
istry stores a ?le that de?nes a circuit having portions, and 
the processor is, in response to the ?le, operable to instan 
tiate one of the circuit portions on one of the programmable 
integrated circuits. Consequently, by accessing a ?le that 
de?nes a circuit, such a computing machine can often 
instantiate the circuit on a pipeline accelerator regardless of 
the hardWare that compose the accelerator and despite 
modi?cations to the circuit or to the hardWare. That is, the 
computing machine can often “?t” the circuit into the 
pipeline accelerator regardless of its composition. 
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CONFIGURABLE COMPUTING MACHINE AND 
RELATED SYSTEMS AND METHODS 

CLAIM OF PRIORITY 

[0001] This application claims priority to US. Provisional 
Application Ser. Nos. 60/615,192, 60/615,157, 60/615,170, 
60/615,158, 60/615,193, and 60/615,050, ?led on Oct. 1, 
2004, Which are incorporated by reference. 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

[0002] This application is related to US. patent applica 
tion Ser. Nos. (Attorney Docket Nos. 1934-21-3, 
1934-23-3, 1934-24-3, 1934-26-3, 1934-31-3, 1934-35-3, 
and 1934-36-3), Which have a common ?ling date and 
assignee and Which are incorporated by reference. 

BACKGROUND 

[0003] A peer-vector computing machine, Which is 
described in the following US. Patent Publications, includes 
a pipeline accelerator that can often perform mathematical 
computations ten to one hundred times faster than a con 
ventional processor-based computing machine can perform 
these computations: 2004/0133763; 2004/0181621; 2004/ 
0136241; 2004/0170070; and, 2004/0130927, Which are 
incorporated herein by reference. The pipeline accelerator 
can often perform mathematical computations faster than a 
processor because unlike a processor, the accelerator pro 
cesses data in a pipelined fashion While executing feW, if 
any, softWare instructions. 

[0004] Unfortunately, despite its oft-superior data-pro 
cessing speed, a peer-vector computing machine may lack 
some of the popular features of a conventional processor 
based computing machine. 

[0005] For example, a peer-vector computing machine 
may lack the ability to con?gure itself to operate With the 
installed hardWare that composes the pipeline accelerator; 
and may lack the ability to recon?gure itself in response to 
a change in this hardWare. 

[0006] Typically, a conventional processor-based comput 
ing machine can con?gure its softWare and settings during 
its start-up routine to operate With the hardWare installed in 
the machine, and can also recon?gure its softWare and 
settings in response to a change in this hardWare. For 
example, assume that While the processor-based machine is 
“o?°’, one increases the amount of the machine’s random 
access memory (RAM). During the next start-up routine, the 
machine detects the additional RAM, and recon?gures its 
operating system to recogniZe and exploit the additional 
RAM during subsequent operations. Similarly, assume that 
one adds a Wireless-router card to the bus While the proces 
sor-based machine is off. During the next start-up routine, 
the machine detects the card and con?gures its operating 
system to recogniZe and alloW a softWare application such as 
a Web broWser to use the card (the machine may need to 
doWnload the card’s driver via a CD-ROM or the internet). 
Consequently, to install neW hardWare in a typical processor 
based machine, an operator merely inserts the hardWare into 
the machine, Which then con?gures or recon?gures the 
machine’s softWare and settings Without additional operator 
input. 
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[0007] But a peer-vector machine may lack the ability to 
con?gure or recon?gure itself to operate the hardWare that 
composes the pipeline accelerator. For example, assume that 
one Wants the peer-vector machine to instantiate a pre 
designed circuit on multiple programmable-logic integrated 
circuits (PLICs) such as ?eld-programmable gate arrays 
(FPGAs), each of Which is disposed on a respective pipeline 
unit of the pipeline accelerator. Typically, one manually 
generates con?guration-?rmware ?les for each of the PLICs, 
and loads these ?les into the machine’s con?guration 
memory. During a start-up routine, the peer-vector machine 
causes each of the PLICs to doWnload a respective one of 
these ?les. Once the PLICs have doWnloaded these ?rmWare 
?les, the circuit is instantiated on the PLICs. But if one 
modi?es the circuit, or modi?es the type or number of 
pipeline units in the pipeline accelerator, then he may need 
to manually generate neW con?guration-?rmware ?les and 
load them into the con?guration memory before the machine 
can instantiate the modi?ed circuit on the pipeline accelera 
tor. 

[0008] Furthermore, the peer-vector computing machine 
may lack the ability to continue operating if a component of 
the machine fails. 

[0009] Some conventional processor-based computing 
machines have redundant components that alloW a machine 
to be fault tolerant, i.e., to continue operating When a 
component fails or otherWise exhibits a fault or causes a 

fault in the machine’s operation. For example, a multi 
processor-based computing machine may include a redun 
dant processor that can “take over” for one of main proces 
sors if and When a main processor fails. 

[0010] But unfortunately, a peer-vector machine may have 
a loWer level of fault tolerance than a fault-tolerant proces 
sor-based machine. 

[0011] Moreover, existing fault-tolerant techniques may 
add signi?cant cost and complexity to a computing machine. 
Per the above example, assume that a processor-based 
computing machine includes a redundant processor. If the 
machine has only one main processor, then adding the 
redundant processor may double the area that the processors 
occupy, and may double the costs for procuring and main 
taining the processors. 

[0012] Therefore, a need has arisen for a peer-vector 
computing machine that can con?gure itself to operate With 
the hardWare that composes the pipeline accelerator, and that 
can recon?gure itself to recogniZe and operate With neWly 
modi?ed accelerator installed hardWare. 

[0013] A need has also arisen for a peer-vector machine 
having a higher level of fault tolerance. 

[0014] Furthermore, a need has arisen for a fault-tolerant 
technique that is less costly and complex than providing 
redundancy solely by the inclusion of dedicated redundant 
components. 

SUMMARY 

[0015] According to an embodiment of the invention, a 
computing machine includes programmable integrated cir 
cuits, a con?guration registry, and a processor. The registry 
stores a ?le that de?nes a circuit having portions, and the 










































