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(57) ABSTRACT 

An exemplary center housing for a turbocharger includes a 
?lter Well for receiving a lubricant ?lter unit. An exemplary 
?lter unit, for attachment to a center housing of a turbo 
charger, includes an attachment mechanism to attach the 
?lter unit to the center housing, a ?lter for ?ltering lubricant 
and a lubricant ?oW path Where the lubricant ?oW path 
commences at a peripheral surface of the ?lter unit, passes 
through the ?lter and ends at a bore surface of the ?lter unit. 
Various other exemplary devices, assemblies, systems, 
methods, etc., are also disclosed. 
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INTEGRATED TURBOCHARGER LUBRICANT 
FILTER SYSTEM 

TECHNICAL FIELD 

[0001] Subject matter disclosed herein relates generally to 
turbomachinery for internal combustion engines and, in 
particular, lubricant ?lter systems for ?ltering lubricant for 
rotating turbomachinery shafts. 

BACKGROUND 

[0002] Most turbomachinery include a shaft that extends 
from a hub of a turbine Wheel to a shaft bearing. For 
example, turbines for internal combustion engines typically 
include a turbine Wheel housing that directs exhaust of an 
engine to a turbine Wheel and another housing that houses a 
bearing for a shaft coupled to the turbine Wheel. In such an 
arrangement, the bearing exists in a lubricant environment 
that lubricates the bearing to reduce frictional forces, 
dampen vibration, etc., to thereby alloW for high speed 
operation of the turbine. Contamination of the lubricant by 
particulates or break-doWn of the lubricant or components 
thereof can result in a shortened bearing life or bearing 
failure. Of course, damage may occur to other components 
of a turbocharger as Well. Consequently, a need exists for 
technology that can ?lter contaminated lubricant. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0003] A more complete understanding of the various 
methods, devices, systems, arrangements, etc., described 
herein, and equivalents thereof, may be had by reference to 
the folloWing detailed description When taken in conjunction 
With the accompanying draWings Wherein: 

[0004] FIG. 1 is a diagram of a conventional turbocharger 
and internal combustion engine. 

[0005] FIG. 2 is a cross-sectional vieW of an exemplary 
housing of a turbocharger that includes an exemplary ?lter 
unit. 

[0006] FIG. 3A is a cross-sectional vieW of an exemplary 
?lter unit suitable for use With the exemplary housing of 
FIG. 2. 

[0007] FIG. 3B is a cross-sectional vieW of the exemplary 
?lter unit of FIG. 3A. 

[0008] FIG. 4 is a cross-sectional vieW of an exemplary 
housing of a turbocharger that includes an exemplary ?lter 
unit. 

[0009] FIG. 5A is a cross-sectional vieW of an exemplary 
?lter unit suitable for use With the exemplary housing of 
FIG. 4. 

[0010] FIG. 5B is a cross-sectional vieW of the exemplary 
?lter unit of FIG. 5A. 

[0011] FIG. 6 is a cross-sectional vieW of an exemplary 
?lter unit. 

[0012] FIG. 7A is a perspective vieW of an exemplary 
center housing for a variable geometry turbine that includes 
an oil control valve. 

[0013] FIG. 7B is a cutaWay vieW of the exemplary center 
housing of FIG. 7A that shoWs an exemplary oil control 
valve. 
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[0014] FIG. 8 is a side vieW of an oil control valve ?tted 
With a ?lter. 

DETAILED DESCRIPTION 

[0015] Various exemplary methods, devices, systems, 
arrangements, etc., disclosed herein address issues related to 
technology associated With turbochargers. 

[0016] Turbochargers are frequently utiliZed to increase 
the output of an internal combustion engine. Referring to 
FIG. 1, a prior art system 100, including an internal com 
bustion engine 110 and a turbocharger 120 is shoWn. The 
internal combustion engine 110 includes an engine block 
118 housing one or more combustion chambers that opera 
tively drive a shaft 112. As shoWn in FIG. 1, an intake port 
114 provides a How path for air to the engine block 118 While 
an exhaust port 116 provides a How path for exhaust from 
the engine block 118. 

[0017] The turbocharger 120 acts to extract energy from 
the exhaust and to provide energy to intake air, Which may 
be combined With fuel to form combustion gas. As shoWn in 
FIG. 1, the turbocharger 120 includes an air inlet 134, a 
shaft 122, a compressor 124, a turbine 126, a housing 128 
and an exhaust outlet 136. The housing 128 may be referred 
to as a center housing as it is disposed betWeen the com 
pressor 124 and the turbine 126. 

[0018] The output of the compressor 124 ?oWs to a heat 
exchanger (e.g., cooler) 130 that is typically used to extract 
heat from the compressed intake air prior to the intake port 
114 of the engine 110. As mentioned in the Background 
section, compression causes friction betWeen air molecules 
and hence frictional heating. Thus, air at a compressor outlet 
generally has a considerably higher temperature than air at 
a compressor inlet. In FIG. 1, the heat exchanger 130 is 
typically an intercooler that acts to remove heat from 
compressed air before the compressed air reaches one or 
more combustion chambers of the engine 110. 

[0019] Referring to the turbine 126, such a turbine option 
ally includes a variable geometry unit and a variable geom 
etry controller. Various exemplary ?ltration devices or sys 
tems presented herein are not limited to variable geometry 
turbines, for example, such devices or systems may be used 
With (or be part of) ?xed geometry turbines, Wastegated 
turbines, free ?oating turbochargers, etc. The variable geom 
etry unit and variable geometry controller optionally include 
features such as those associated With commercially avail 
able variable geometry turbochargers (V GTs), such as, but 
not limited to, the GARRETT® VNTTM and AVNTTM tur 
bochargers, Which use multiple adjustable vanes to control 
the How of exhaust across a turbine. FIGS. 7A, 7B and 8, 
described further beloW, shoW various components that may 
be used in a variable geometry turbocharger. Of course, an 
exemplary turbocharger may employ Wastegate technology 
as an alternative or in addition to variable geometry tech 
nology. 

[0020] FIG. 2 shoWs a cross-section of an exemplary 
assembly 200 that includes a housing 228 for housing a 
bearing to support a turbine Wheel shaft. The exemplary 
housing 228 is optionally suitable for use as the housing 128 
of FIG. 1. The exemplary housing 228 includes a through 
bore 242 that includes a compressor bore end 244 and a 
turbine bore end 248. In general, such a through bore has a 
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longitudinal axis that is coaxial With the axis of rotation of 
a turbine Wheel and a compressor Wheel. 

[0021] The housing 228 alloWs for lubrication of a bearing 
supported in the bore 242. Lubricant enters through an inlet 
252 and exits through an outlet 254. In this example, the 
inlet 252 provides passage to a ?lter unit 300, Which is 
described in more detail beloW With respect to FIGS. 3A 
and 3B. The ?lter unit 300 seats in a ?lter Well 260 of the 
housing 228 of FIG. 2. In this example, the center housing 
228 includes a feature 262 that cooperates With a feature of 
the ?lter unit 300 to alloW for attachment of the ?lter unit 
300 to the center housing 228. 

[0022] FIG. 3A shoWs the exemplary ?lter unit 300 of 
FIG. 2. The ?lter unit 300 includes a ?lter 304, an attach 
ment mechanism 308 and a cap 312. The ?lter 304 may be 
substantially annular in shape or be of a shape that matches 
a ?lter Well of an associated center housing. In the example 
of FIG. 3A, the attachment mechanism 308 is a bolt that 
includes perforations 309 and threads 310, Which secures the 
?lter 304 in a ?lter Well of a center housing. In the example 
of FIG. 3A, the bolt 308 passes through an aperture 314 in 
the cap 312 and extends beyond the length of the ?lter 304. 
As shoWn in FIG. 2, the portion of the bolt 308 that extends 
beyond the ?lter 304 couples With matching threads 262 in 
a lubricant passage at the loWer portion of the Well 260. The 
lubricant passage alloWs ?ltered lubricant to pass to the bore 
242. Thus, the ?lter unit 300 operates to ?lter lubricant that 
enters the housing 228 of FIG. 2 through the inlet 252 and 
then alloWs ?ltered lubricant to pass to the bore 242 of the 
housing. 

[0023] Various exemplary ?lter units include an attach 
ment mechanism to attach the ?lter unit to the center 
housing, a ?lter for ?ltering lubricant and a lubricant ?oW 
path Wherein the lubricant ?oW path commences at a periph 
eral surface of the ?lter unit, passes through the ?lter and 
ends at a bore surface of the ?lter unit. In the example of 
FIGS. 2, 3A and 3B, the ?lter 304 and hence, the ?lter unit 
300, includes a peripheral surface 305 and a bore surface 
306. 

[0024] FIG. 3B shoWs a cross-section of the exemplary 
?lter unit 300 of FIG. 3A. FIG. 3B shoWs an annular ?lter 
304 that surrounds a perforated bolt 308. While a perforated 
bolt is shoWn as the attachment mechanism 308, alternative 
attachment mechanisms may be used. FIG. 3B also shoWs 
the peripheral surface 305 and the bore surface 306. In 
general, a center housing includes a feature that cooperates 
With the attachment mechanism of an exemplary ?lter unit, 
for example, consider the feature 262 of the center housing 
228 of FIG. 2. In various other examples, a compression ?t 
may alloW for attachment, Which Would require a center 
housing to have an appropriately shaped ?lter Well, etc. 

[0025] The ?lter 304 is optionally replaceable as neces 
sary, at separate service intervals or during engine oil change 
service intervals. For example, upon disengaging the bolt 
308 from the housing 228 of FIG. 2, the ?lter 304 is 
accessible, removable and may be replaced With an unused 
?lter, a cleaned ?lter or otherWise refurbished ?lter. As 
described herein, an exemplary ?lter unit or an exemplary 
?lter may be replaceable or removable. 

[0026] A pressure monitor is optionally used to determine 
When to check, remove, clean, replace, etc., a ?lter. Such a 
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pressure monitor is separate or integrated into the ?lter unit. 
For example, the inlet 252 optionally includes a manometer 
type circuit that can indicate When the pressure drop across 
the ?lter 304 of the ?lter unit 300 increases beyond an 
acceptable level. In various other examples, a piezoelectric 
circuit may be used to indicate pressure. Further, a pressure 
sensor may optionally transmit a signal to an engine control 
unit. The signal may be used in conjunction With control 
logic to determine operating parameters of an engine, a 
turbocharger, etc. 

[0027] The exemplary ?lter unit of FIGS. 2 and 3 
includes a male feature (e.g., threaded post, bayonet post, 
etc.) to af?x the unit to the center housing, Which includes 
a corresponding female feature. In other examples, an exem 
plary ?lter unit may include a female feature and the center 
housing may include a male feature to af?x the ?lter unit to 
the center housing. Further, While the exemplary ?lter unit 
of FIGS. 2 and 3 seats substantially in a Well of the center 
housing, an exemplary ?lter unit may, alternatively, reside 
substantially adjacent to an exterior surface of a center 
housing. In the latter example, a portion of the ?lter unit may 
optionally extend into a Well or channel of the center 
housing or a portion of the center housing (or component 
associated thereWith) may extend outWard from the center 
housing and cooperate With the ?lter unit. 

[0028] FIG. 4 shoWs a cross-section of another exemplary 
assembly 204 that includes a housing 228 for housing a 
bearing to support a turbine Wheel shaft. The exemplary 
housing 228 is optionally suitable for use as the housing 128 
of FIG. 1. The exemplary housing 228 includes a through 
bore 242 that includes a compressor bore end 244 and a 
turbine bore end 248. In general, such a through bore has a 
longitudinal axis that is coaxial With the axis of rotation of 
a turbine Wheel and a compressor Wheel. 

[0029] The housing 228 alloWs for lubrication of a bearing 
supported in the bore 242. Lubricant enters through an inlet 
252 and exits through an outlet 254. In this example, the 
inlet 252 provides passage to a ?lter unit 400, Which is 
described in more detail beloW With respect to FIG. 5. The 
?lter unit 400 seats in a ?lter Well 260 of the housing 228 of 
FIG. 4. In this example, the center housing 228 includes a 
feature 262 that cooperates With a feature of the ?lter unit 
400 to alloW for attachment of the ?lter unit 400 to the center 
housing 228. 

[0030] Also shoWn in FIG. 4 is an optionally ?lter bypass 
feature that includes a valve 280 that includes a plunger that 
may open to alloW lubricant to How to the bore 242 in 
instances Where the pressure drop across the ?lter exceeds a 
certain limit. Such a feature acts to ensure that the bearing 
receives lubricant in the instance that fouling of the ?lter 
may jeopardize bearing lubrication. 

[0031] FIG. 5A shoWs the exemplary ?lter unit 400 of 
FIG. 4. The ?lter unit 400 includes a ?lter 404, a ?lter case 
408, a seal 412 (e.g., an o-ring, etc.) and threads 416 that 
cooperate With the feature 262 of the center housing 228 of 
FIG. 4. In this example, the ?lter case 408 includes perfo 
rations in a loWer surface 418 and perforations in a surface 
above the threads 416. A thick dashed arroW indicates a How 
path for lubricant through the ?lter unit 400. Lubricant 
enters the ?lter unit 400 through perforations in the loWer 
surface 418, passes through the ?lter 404 and then exits the 
?lter unit 400 through perforations in a surface above the 
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threads 416. The ?lter case 408 may include a slot on an 
upper surface to facilitate rotation of the ?lter unit 400 and 
hence the threads 416 to thereby alloW for attachment and/or 
removal of the ?lter unit 400 to or from a housing such as 
the housing 228 of FIG. 4. 

[0032] With respect to ?lters, an exemplary ?lter may be 
prepared With additives such that during use, the oil addi 
tives Would be released over time, Which may further the life 
of the ?lter. An exemplary ?lter (e.g., replaced at certain 
service intervals) may act to release oil additives that 
degrade during operation, especially turbocharger operation. 
In this example, turbocharger speci?c oil ?lter may be 
serviced more frequently than the engine oil. 

[0033] With reference to FIG. 4, the exemplary ?lter unit 
400 attaches to the housing 228 via the threads 416 and a 
matching set of threads 262 disposed in the housing 228, for 
example, in, or proximate to, the ?lter Well 260 of the 
housing 228. The seal 412 acts to seal the lubricant in the 
?lter Well 260. Thus, the ?lter unit 400 operates to ?lter 
lubricant that enters the housing 228 through the inlet 252 
and then alloWs ?ltered lubricant to pass to the bore 242 of 
the housing. 

[0034] FIG. 5B shoWs a cross-section of the exemplary 
?lter unit 400 of FIG. 5A. FIG. 5B shoWs an annular portion 
of the ?lter 404 that surrounds the threaded region 416. 
While threads are mentioned for attaching the ?lter unit 400 
to the housing 228 of FIG. 4, other mechanisms may be 
used, for example, compression ?t, bayonet, etc. Similarly, 
such other mechanisms may be used for the ?lter unit 300 to 
attach it to a center housing. The case 408 encases the ?lter 
404 While the seal 412 seats in a slot of the case 408. 

[0035] While the ?lter 404 may be optionally replaceable, 
the ?lter unit 400 as a Whole may also be replaceable. 
Alternatively, it may be cleaned or otherWise refurbished. 

[0036] A pressure monitor is optionally used to determine 
When to check, remove, clean, replace, etc., a ?lter. Such a 
pressure monitor is separate or integrated into the ?lter unit. 
For example, the inlet 252 optionally includes a manometer 
type circuit that can indicate When the pressure drop across 
the ?lter 404 of the ?lter unit 400 increases beyond an 
acceptable level. In various other examples, a pieZoelectric 
circuit may be used to indicate pressure. Further, a pressure 
sensor may optionally transmit a signal to an engine control 
unit. The signal may be used in conjunction With control 
logic to determine operating parameters of an engine, a 
turbocharger, etc. 

[0037] As already mentioned, any of a variety of mecha 
nisms may be used to a?ix an exemplary ?lter unit to a 
center housing. While the exemplary unit 400 included 
recessed threads (i.e., a female feature), in various other 
examples, a ?lter unit may include a threaded external 
surface (i.e., a male feature). 

[0038] FIG. 6 shoWs an exemplary ?lter unit 600 for 
attachment to a center housing of a turbocharger. A thick 
dashed arroW indicates a ?oW path for lubricant. The ?ler 
unit 600 includes a case 608 that encases a ?lter 604. The 
case 608 includes threads 616 and a seal 612. The overall 
operation of the exemplary ?lter unit 600 is similar to that 
of the exemplary ?lter unit 400 of FIGS. 4, 5A and 5B; 
hoWever, locations of the seal and threads are reversed. In 
the example of FIG. 6, the seal 612 (e.g., o-ring, etc.) is 
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located to seal ?ltered lubricant from un?ltered lubricant 
Whereas in the examples of FIGS. 4, 5A and 5B, the seal 412 
is located to seal un?ltered lubricant from the external 
environment of the housing 228 of FIG. 4. 

[0039] A center housing that corresponds to the ?lter unit 
600 of FIG. 6 includes a ?lter Well With threads that receive 
the threads 616. Of course, other attachment mechanism or 
mechanisms may be used. Yet further, various exemplary 
?lter units may include more than one seal. For example, the 
exemplary ?lter unit 600 may include an additional seal such 
as the seal of the ?lter unit 400 positioned above the threads 
616. In another example, threads are located near the top of 
the case 608 and a seal located beloW the threads. 

[0040] FIG. 7A shoWs a perspective vieW of an exemplary 
center housing 702 that includes an oil control valve. As 
shoWn, the oil control valve 705 includes a connector 706 
for communication of information and/or poWer. Various 
features of the center housing 702 correspond to those 
described With respect to the center housing 128 of FIG. 1, 
for example, the housing 702 includes a bore or opening 703 
for receiving a turbine shaft 122. The housing 702 further 
includes features for a variable geometry unit that may 
adjust ?oW to a turbine Wheel. For example, the housing 702 
includes a bore or opening 704 for receiving a rotatable 
crank shaft, various ports 707 for hydraulic ?uid (Which may 
be lubricating oil), and a casing 708 for a piston. 

[0041] FIG. 7B shoWs a cutaWay vieW of the exemplary 
center housing 702 of FIG. 7A. The oil control valve 705 
includes an electric actuator 710 and a valve stem 720. The 
electric actuator 710 alloWs for control of the valve stem 
720. As shoWn, the valve stem 720 includes various ori?ces 
capable of selectively controlling hydraulic ?uid paths, 
Which may be in communication With ports and/ or conduits. 
In general, control of such paths determines hydraulic pres 
sure experienced by a piston cased in the casing 708. In turn, 
movement of the piston causes movement of a shaft oper 
ably connected, directly or indirectly, to variable geometry 
elements (e.g., vanes, etc.) of a variable geometry unit. 

[0042] As described herein, one or more of the ports 707 
optionally include a ?lter to ?lter the hydraulic ?uid (Which 
may be a lubricant that also lubricates a shaft bearing). Such 
?lters optionally have features as shoWn in FIG. 2 through 
FIG. 6. 

[0043] FIG. 8 shoWs an exemplary oil control valve 805 
that includes an electric actuator 810 and a stem 820. The 
actuator 810 includes a connector 806 While the stem 820 
includes various ports 814, 816 and 818. In the example of 
FIG. 8, the inlet port is ?tted With a screen 812, Which ?lters 
?uid. 

[0044] Various exemplary systems that include lubricant 
?lters include a ?lter bypass feature, Which is optionally 
integral With a housing, a ?lter unit, etc. In one example, a 
?lter unit includes a spring that seats a valve Whereby When 
the pressure exceeds a certain level (due to a ?lter pressure 
drop), the oil pressure overcomes the spring force and the 
lubricating oil bypasses the ?lter. Such a bypass mechanism 
may be housed in a center housing, attached to a center 
housing or in-line With a lubricant feed. 

[0045] Various exemplary systems optionally rely on a 
separate in-line oil ?lter. Various exemplary systems option 
ally rely on a ?lter unit that can be attached to a turbocharger 
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center housing (e.g., a spin-on unit). Various exemplary 
systems optionally rely on a ?lter unit integrated into a 
turbocharger center housing (e.g., ?tted in a center housing 
cavity). 
[0046] The various exemplary housings and ?lter units are 
generally intended for use With turbomachinery. For 
example, an exemplary turbocharger may include a ?lter 
seated at least partially in a center housing of the turbo 
charger for ?ltering lubricant for lubrication of a bearing. 
Such a turbocharger optionally includes a pressure sensor 
for sensing pressure to an inlet to the ?lter Where the 
pressure sensor can indicate an end-of-life of the ?lter (e.g., 
an appropriate replacement time, service time, etc.). As 
described, an attachment mechanism typically alloWs for 
proper seating of the ?lter in the center housing Where the 
attachment mechanism may alloW for replacement of the 
?lter. Thus, as described herein, an exemplary turbocharger 
can include various means for ?ltering lubricant for lubri 
cation of a shaft bearing. 

[0047] Although some exemplary methods, devices, sys 
tems, arrangements, etc., have been illustrated in the accom 
panying DraWings and described in the foregoing Detailed 
Description, it Will be understood that the exemplary 
embodiments disclosed are not limiting, but are capable of 
numerous rearrangements, modi?cations and substitutions 
Without departing from the spirit set forth and de?ned by the 
folloWing claims. 

1. An assembly comprising: 

a lubricant ?lter unit that comprises a peripheral surface; 

a turbocharger center housing; 

a ?lter Well de?ned by the turbocharger center housing 
and capable of at least partially receiving the lubricant 
?lter unit; and 

an inlet de?ned by the turbocharger center housing to 
provide for passage of lubricant to the peripheral sur 
face of the lubricant ?lter unit. 

2. The assembly of claim 1 further comprising means for 
attaching the ?lter unit to the center housing Without inter 
rupting a lubricant feed line to the inlet. 

3. The assembly of claim 2 Wherein the means for 
attaching comprises threads capable of receiving threads of 
the ?lter unit. 

4. The assembly of claim 1 Wherein the lubricant ?lter unit 
comprises a replaceable lubricant ?lter unit, replaceable 
Without interrupting a lubricant feed line to the inlet. 

5. The assembly of claim 1 Wherein the lubricant ?lter unit 
comprises a replaceable lubricant ?lter, replaceable Without 
interrupting a lubricant feed line to the inlet. 

6. The assembly of claim 1 Wherein the ?lter unit com 
prises a perforated bolt for attaching the ?lter unit to the 
center housing. 

7. The assembly of claim 1 Wherein the ?lter unit com 
prises an annular-shaped ?lter. 

8. The assembly of claim 1 further comprising a valve 
responsive to lubricant pressure at the inlet. 

9. The assembly of claim 1 further comprising a lubricant 
bypass to alloW lubricant to bypass a ?lter of the ?lter unit. 

10. A ?lter unit for attachment to a center housing of a 
turbocharger, the ?lter unit comprising: 
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a bore that comprises a bore surface; 

a peripheral surface; 

an attachment mechanism to attach the ?lter unit to the 
center housing Wherein upon attachment the ?lter unit 
seats at least partially in a ?lter Well de?ned by the 
center housing; 

a ?lter at least partially housed by the ?lter unit for 
?ltering lubricant; and 

a lubricant ?oW path de?ned at least partially by the ?lter 
unit Wherein the lubricant ?oW path commences at the 
peripheral surface of the ?lter unit, passes through the 
?lter and ends at the bore surface of the ?lter unit and 
Wherein an inlet de?ned by the center housing provides 
for passage of lubricant to the peripheral surface of the 
lubricant ?lter unit. 

11. The ?lter unit of claim 10 Wherein the ?lter unit 
comprises a length that alloWs for a substantially ?ush ?t 
With an outer surface of the center housing When seated in 
the ?lter Well of the center housing. 

12. The ?lter unit of claim 11 Wherein the attachment 
mechanism comprises threads that cooperates With threads 
of the ?lter Well to attach the ?lter unit to the center housing. 

13. The ?lter unit of claim 10 Wherein the ?lter comprises 
a replaceable ?lter, replaceable Without interrupting a lubri 
cant feed line to the inlet. 

14. The ?lter unit of claim 10 further comprising one or 
more seals disposed betWeen the ?lter unit and the center 
housing. 

15. The ?lter unit of claim 14 Wherein at least one of the 
one or more seals comprises an o-ring. 

16. A turbocharger comprising a removable ?lter seated at 
least partially in a center housing of the turbocharger for 
?ltering lubricant Wherein an inlet de?ned by a center 
housing of the turbocharger provides for passage of lubri 
cant to a peripheral surface of the ?lter. 

17. The turbocharger of claim 16 further comprising a 
valve responsive to lubricant pressure at the inlet. 

18. The turbocharger of claim 17 Wherein the valve can 
indicate an end-of-life of the ?lter. 

19. The turbocharger of claim 16 Wherein an attachment 
mechanism alloWs for seating of the ?lter at least partially in 
the center housing. 

20. The turbocharger of claim 19 Wherein the attachment 
mechanism alloWs for replacement of the ?lter Without 
interrupting a lubricant feed line to the inlet. 

21. A turbocharger comprising means for ?ltering lubri 
cant for lubrication of a shaft bearing Wherein the means 
comprises: 

lubricant ?lter means that comprise a peripheral surface; 

a turbocharger center housing; 

a ?lter Well de?ned by the turbocharger center housing 
and capable of at least partially receiving the lubricant 
?lter means; and 

an inlet de?ned by the turbocharger center housing to 
provide for passage of lubricant to the peripheral sur 
face of the lubricant ?lter means. 


