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(57) ABSTRACT 

A method and apparatus for a mechanism for handling 
explicit Writeback in a cache coherent multi-node architec 
ture is described. In one embodiment, the invention is a 
method. The method includes receiving a read request 
relating to a ?rst line of data in a coherent memory system. 
The method further includes receiving a Write request relat 
ing to the ?rst line of data at about the same time as the read 
request is received. The method further includes detecting 
that the read request and the Write request both relate to the 
?rst line. The method also includes determining Which 
request of the read and Write request should proceed ?rst. 
Additionally, the method includes completing the request of 
the read and Write request Which should proceed ?rst. 
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MECHANISM FOR HANDLING EXPLICIT 
WRITEBACK IN A CACHE COHERENT 

MULTI-NODE ARCHITECTURE 

RELATED APPLICATIONS 

[0001] This application is a continuation of US. applica 
tion Ser. No. 10/896,151 ?led on Jul. 20, 2004, Which is a 
continuation of US. application Ser. No. 09/823,791, ?led 
on Mar. 31, 2001, entitled “Mechanism for Handling 
Explicit Writeback in a Cache Coherent Multi-Node Archi 
tecture.” 

BACKGROUND OF THE INVENTION 

[0002] 
[0003] The invention relates to communications betWeen 
integrated circuits and more speci?cally to data transfer and 
coherency in a multi-node or multi-processor system. 

[0004] 2. Description of the Related Art 

1. Field of the Invention 

[0005] Processors and caches have existed since shortly 
after the advent of the computer. HoWever, the move to using 
multiple processors has posed neW challenges. Previously, 
data existed in one place (memory for example) and might 
be copied into one other place (a cache for example). 
Keeping data coherent betWeen the tWo possible locations 
for the data Was a relatively simple problem. UtiliZing 
multiple processors, multiple caches may exist, and each 
may have a copy of a piece of data. Alternatively, a single 
processor may have a copy of a piece of data Which it needs 
to use exclusively. 

[0006] If tWo copies of the data exist, or one copy exists 
aside from the original, some potential for a con?ict in data 
exists in a multi-processor system. For example, a ?rst 
processor With exclusive use of a piece of data may modify 
that data, and subsequently a second processor may request 
a copy of the piece of data from memory. If the ?rst 
processor is about to Write the piece of data back to memory 
When the second processor requests the piece of data, stale 
data may be read from memory, or corrupted data may be 
read from the Write. The stale data results When the Write 
should have completed before the read completed (but did 
not), thus alloWing the read instruction to cause retrieval of 
the updated data. The corrupted data may result When the 
read retrieval of the updated data. The corrupted data may 
result When the read should have completed before the Write 
completed (but did not), thus alloWing the read instruction to 
cause retrieval of the data prior to the update. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0007] The present invention is illustrated by Way of 
example and not limitation in the accompanying ?gures. 

[0008] FIG. 1 illustrates a block diagram of an embodi 
ment of a system having multiple processors. 

[0009] FIG. 2 illustrates a block diagram of an alternate 
embodiment of a system having multiple processors. 

[0010] FIG. 3 illustrates a block diagram of an embodi 
ment of an I/O (input/output) subsystem. 

[0011] FIG. 4 illustrates a block diagram of an embodi 
ment of a scalability port. 
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[0012] FIG. 5 illustrates a ?oW diagram of an embodiment 
of a read-Write con?ict. 

[0013] FIG. 6A illustrates a ?oW diagram of an embodi 
ment of a process of handling a read-Write con?ict. 

[0014] FIG. 6B illustrates a ?oW diagram of an embodi 
ment of a process of handling a read-Write con?ict. 

[0015] FIG. 7 illustrates a ?oW diagram of an embodiment 
of a process including a read-Write con?ict. 

[0016] FIG. 8A illustrates a ?oW diagram of an embodi 
ment of a process suitable for resolving a read-Write con?ict. 

[0017] FIG. 8B illustrates a ?oW diagram of an alternate 
embodiment of a process suitable for resolving a read-Write 
con?ict. 

[0018] FIG. 9 illustrates a block diagram of an embodi 
ment of a processor having portions of a scalability port 
integrated therein. 

[0019] FIG. 10 illustrates a block diagram of an alternate 
embodiment of a processor having portions of a scalability 
port integrated therein. 

DETAILED DESCRIPTION 

[0020] A method and apparatus for a mechanism for 
handling explicit Writeback in a cache coherent multi-node 
architecture is described. In the folloWing description, for 
purposes of explanation, numerous speci?c details are set 
forth in order to provide a thorough understanding of the 
invention. It Will be apparent, hoWever, to one skilled in the 
art that the invention can be practiced Without these speci?c 
details. In other instances, structures and devices are shoWn 
in block diagram form in order to avoid obscuring the 
invention. 

[0021] Reference in the speci?cation to “one embodi 
ment” or “an embodiment” means that a particular feature, 
structure, or characteristic described in connection With the 
embodiment is included in at least one embodiment of the 
invention. The appearances of the phrase “in one embodi 
ment” in various places in the speci?cation are not neces 
sarily all referring to the same embodiment, nor are separate 
or alternative embodiments mutually exclusive of other 
embodiments. 

[0022] A coherent data architecture should reduce con 
?icts betWeen nodes Within the architecture Which need to 
read and Write data at about the same time. For example, 
processor (or node) A may be reading a ?rst data line for 
purposes of a calculation at the same time the processor B 
may be Writing the ?rst data line. In some instances, these 
con?icts Will resolve themselves, but attempting to let the 
con?icts resolve themselves randomly might lead to a non 
deterministic system. Therefore, it is preferable to resolve 
read-Write con?icts such as these in a manner Which is 
predictable. 
[0023] Read-Write con?icts may be resolved by sending 
reads and Writes through some sort of controller or port, such 
as a scalability port. Within the port, addresses of reads and 
Writes may be compared, such that con?icts may be 
detected. When a con?ict is detected, a decision may be 
made as to Whether to stall the read or the Write. Such a 
decision may be made based on a variety of factors, depend 
ing on the design of the system, and may consider such 
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things as When the requests Were received by the port, the 
priority of the requests, the nature of the requests, and other 
considerations. Once a decision is made, one of the con 
?icting operations Will complete, and then the other Will 
complete. Since the decision making Will be hardWired, any 
given situation Will have a predictable result, and users of 
the system (such as system designers and programmers) may 
adapt their use to the predictable result. 

[0024] FIG. 1 illustrates a block diagram of an embodi 
ment of a system having multiple processors. A ?rst pro 
cessor 110 and a second processor 120 are coupled to a node 

controller 130, and the ?rst processor 110 may be coupled 
directly to the second processor 120 as Well. Memory 150 is 
also coupled to node controller 130. Furthermore, scalability 
ports 135 are used to couple node controller 130 to I/O 
(input/output) hub 140, Which in turn may be coupled to 
various I/ O devices (not shoWn). In such an embodiment, the 
scalability ports 135 may be used to control accesses to 
secondary and higher level storage devices, as Well as 
maintain cache coherency Within the system. In one embodi 
ment, each of the processor 110, processor 120 and node 
controller 130 have an associated onboard cache. 

[0025] Processors typically have caches incorporated 
Within or associated With them, such that a processor may be 
vieWed as including a cache. In multi-processor systems, it 
is not uncommon to have caches associated With each 
processor Which maintain data lines in one of four states, 
those states being exclusive, shared, modi?ed, or invalid. 
Exclusive state is for data lines in use by that processor and 
locked or otherWise alloWed for use by that processor only 
Within the system. Shared state is for data lines Which are in 
use by the processor but may be used by other processors. 
Modi?ed state is for data lines in use by the processor Which 
have a data value the processor has modi?ed from its 
original value. Invalid state is for data lines Which have been 
invalidated Within the cache. Invalidation may occur When 
a processor Writes a line to memory or When another 
processor takes a shared line for exclusive use, thus calling 
into question the validity of the data in the copy of the line 
the ?rst processor has. 

[0026] FIG. 2 illustrates a block diagram of an alternate 
embodiment of a system having multiple processors. A ?rst 
processor 210 and a second processor 220 are coupled to a 
?rst node controller 230. Also coupled to the ?rst node 
controller 230 is a ?rst memory 250. A third processor 210 
and a fourth processor 220 are coupled to a second node 
controller 230. Also coupled to the second node controller 
230 is a second memory 250. Additionally, coupled sepa 
rately to the ?rst node controller 230 and the second node 
controller 230 are a ?rst and second scalability port sWitch 
and snoop ?lter 260. Furthermore, coupled to each of the 
?rst and second scalability port sWitches 260 are a ?rst and 
second I/O hub 240. In one embodiment, each of the 
processors 210, processors 220, node controllers 230 and 
I/O hubs 240 have an associated onboard cache. 

[0027] FIG. 3 illustrates a block diagram of an embodi 
ment of an I/O (input/output) subsystem. I/O hub 310 is 
coupled to a PCI bus 320 Which in turn is coupled to a PCI 
device or devices 330. I/O hub 310 is also coupled to anAGP 
(accelerated graphics port) 340, Which in turn is coupled to 
an AGP device or devices 350. It Will be appreciated that 
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numerous implementations of the PCI bus and the AGP 
exist, any of Which may Work With various I/ O hubs such as 
I/O hub 310. 

[0028] FIG. 4 illustrates a block diagram of an embodi 
ment of a scalability port. The scalability port, in one 
embodiment, includes a ?rst and second node controller 405 
and a sWitch and snoop ?lter 450. Each node controller 405 
includes a memory control block 410, a bus logic block 415, 
an IRB (incoming request buffer) block 420 and an ORB 
(outgoing request buffer) block 425, each of Which is 
coupled to the three other components. Furthermore, the 
node controller 405 includes a port 430 Which is coupled to 
the IRB 420 and the ORB 425. Also, the memory control 
block 410 may be coupled to a memory for interfacing 
thereWith and the bus logic block 415 may be coupled to a 
?rst and second processor for interfacing thereWith for 
example. The sWitch 450 includes a ?rst and second port 
455, each of Which are coupled to a sWitch 460, and a snoop 
pending table and snoop ?lter block 465. 

[0029] In one embodiment, incoming requests and outgo 
ing requests are generated and responded to by devices 
outside the scalability port. Each request is routed through 
the appropriate node controller 405, such that incoming 
requests (to the port 430) are placed in the IRB 420 and 
outgoing requests (to the port 430) are placed in the ORB 
425. Additionally, Within the sWitch 450, each port 455 
receives incoming and outgoing requests Which are routed 
through the sWitch 460. These requests may be targeted at 
another node coupled to the sWitch 450, or may be targeted 
at a node coupled to another sWitch 450, in Which case the 
request may either be routed to the appropriate node or 
ignored respectively. Determining Whether the target of the 
request is coupled to the sWitch 450 is the function of the 
snoop ?lter and table 465, Which may be expected to 
maintain information on What data (by address for example) 
is being utiliZed by the nodes coupled to the sWitch 450. 

[0030] The scalability port may be utiliZed to minimiZe the 
problem of read-Write con?icts, as described beloW. Note 
that the discussion of reads and Writes focuses on reading 
and Writing lines, Which typically refer to lines of data such 
as those stored in a cache (either onboard or associated With 
a processor for example). It Will be appreciated that lines of 
data may refer to various amounts of data, depending on 
hoW a system is implemented to transfer data. 

[0031] FIG. 5 illustrates a ?oW diagram of an embodiment 
of a read-Write con?ict. At block 510, a ?rst line is read by 
a ?rst node, While at block 520, at about the same time, the 
?rst line is Written by a second node. At block 530, specu 
lative reads of the ?rst line occur. At block 540, the Write of 
the ?rst line completes, While at block 550, at about the same 
time, the read of the ?rst line completes. With tWo discon 
nected processes for the read and Write of the same line, it 
is not clear Whether the read and Write resulted in proper data 
being read or Written. For example, in some situations, the 
data should be read before it is Written, Whereas in other 
situations, the data should be Written before it is read. 
HoWever, typically it is important that the read receive the 
most up-to-date data possible. 

[0032] FIG. 6A illustrates a ?oW diagram of an embodi 
ment of a process of handling a read-Write con?ict. At block 
610, a read operation on a ?rst line is commenced by a ?rst 
node. At block 620, a Write operation on the ?rst line is 
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commenced by a second node, at about the same time that 6A and 6B should be implemented. In most systems, it Will 
the read operation is commenced. At block 630, the con?ict be appreciated that there will be times when the process of 
between the read and Wrlte 15 detected, Sueh as by eehlpahhg FIG. 6A should be used and other times When the process 
the addresses of the read and Write requests for example. At of FIG_ 6B Should be used HOWeVer the exact details for 

3132:2242;?g?azvlgttevxlfligzggetooj011E213; z?athvi?fcef determining Which process should be used Will necessarily 
Written‘ At block 650 Once the Write Operation has Com_ depend on implementation details. In general, it Wlll be 

pleted, the read operation is alloWed to complete, using the appreclated that Such a System W111 detenmne_whlch of the 
data Written to the ?rst line by the Write operation. tWO Processes to use by exanhmng O_r Companng When 2_‘nd 
0033 FIG 6B _11 H d_ f b d_ Where the tWo con?1ct1ng instructions (read and Write) 

. 1 ustrates a oW 1a ram 0 an em 0 1- - - - - - - - 

Enent df a rocess of handlin a read-wrigte con?ict At block Ongmated and What pnonnes or propemes are asslgned to 
p . g . . ' the instructions, such as exclusive or shared use of the 

610, a read operation on a ?rst line is commenced by a ?rst _ _ _ 
node~ At block 620’ a Write Operation on the ?rst line is subJect data for example. Moreover, in some embodiments, 
Commenced by a Second node at about the Same time that an arbitration device independent of the nodes may deter 
the read operation is commenced. At block 670, the con?ict hhhe Whether to delay the read or Write Operation 
betWeen the read and Write is detected, such as by comparing _ _ _ _ _ 
the addresses of the read and Write requests for example. At [0035] The embodlmem descnbed 1n the fOHOWmg Secnon 
block 675, the Write operation is stalled. At block 680, the 1S_ Implemented uslng a Specl?c photocol' It Wllt be aPPre' 
read operation is completed, With the read operation receiv- elated that Such a Prot0001 may he hhplehlehted 1h a Vahety 
ing the data to be Written from the Write operation. At block of Ways WhlCh W111 he apparent to One skllled 1n the art. 
685, the Written data is invalidated at the second node. At Furthermore, it Will be appreciated that variations on such a 
block 690, if appropriate, the read Operation Completes the protocol may be implemented Within the spirit and scope of 
Write operation Without the involvement of the second node, the invention 
such as through the scalability port. Note that in some 
instances, the read operation need not complete the Write Coherent Request Types 
operation, because in some situations the ?rst node Will _ _ _ 

eventually have to Write the data it has read, and that Will [0036] In some emhedhhehts, a Partlcular PretOCOl 15 
e?‘ectively complete the Write operation. As Will be appre- implemented including the method 01‘ by the apparatus in 
ciated, this has the potential to save some of the effort of question. In these embodiments, the coherent requests sup 
Writing the data back tWiCe, Onee for the Write operation ported on the scalability port are listed in the folloWing table. 
from the seeehd node and once for the Wnte epehatleh the The table lists all the requests that are used by the coherence 
?rst node Wlll eventually complete With the data it reads. protocol’ and those requests are then discussed in the fol_ 

[0034] It will be appreciated that a variety of methods may loWing text. In the discussion in this section, a line indicates 
be used to determine Which of the tWo processes of FIGS. the length of a coherence unit. 

TABLE 1 

Coherent Request Types 

Allowed 
Request Type Name Description Targets 

Read PRLC Port Read Line Code Home 
PRLD Port Read Line Data Node, 
PRC Port Read Current Coherence 

Read PRIL Port Read and Invalidate Line Con-troller 
Invalidate PRILO Port Read and Invalidate Line With 

OWN# set 

PIL Port Invalidate Line 
PFCL Port Flush Cache Line 
PILND Port Invalidate Line No Data 

Memory PMWI, Port Memory Write. I/E/S indicates 
Update PMWE, state of line at the requesting node. 

PMWS When data is sent along With 
memory updates, it is indicated With 

PMW[I/E/S]>D. 
Cache Line PCLR Port Cache Line Replacement Coherence 
Replacement (Completion not required) Controller 

PCLRC Port Cache Line Replacement, 
Completion Required 

Snoop PSLC/PSLD Port Snoop Line Code/Data Coherence 
PSC Port Snoop Current Controller, 

Snoop PSIL Port Snoop Invalidate Line Any 
Invalidate PSILO Port Snoop Invalidate Line With Caching 

OWN# set Node 

PSFCL Port Snoop Flush Cache Line 
PSILND Port Snoop Invalidate Line No Data 
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TABLE l-continued 

Coherent Request Types 

Allowed 
Request Type Name Description Targets 

Memory Read PMR Port Memory Read Home 
Request PMRS Port Memory Read Speculative Node 

PMRSX Port Memory Read Speculative 
Cancel 

[0037] The Port Read Line (PRLC, PRLD and PRC) 
requests are used to read a cache line. They are used to both 
read form from memory and snoop the cache line in the 
caching agent(s) at the target node. The Port Read requests 
are always targeted to the coherence controller or the home 
node of a memory block. A node that is not the home if the 
block addressed by the transaction never receives a Port 
Read request. The code and data read and read current 
requests are different to facilitate different cache state tran 
sitions. The Port Read Current (PRC) request is used to fetch 
the most current copy of a cache line without changing the 
ownership of the cache line from the caching agent (typi 
cally used by an I/O node). 

[0038] The Port Read and Invalidate Line (PRIL and 
PRILO) requests are used to fetch an exclusive copy of a 
memory block. They are used to both read from memory and 
snoop invalidate a cache line in the caching agent(s) at the 
node. The Port Read and Invalidate requests are always 
targeted to the coherence controller or the home node of a 
memory block. A node that is not home of the block 
addressed by the transactions never receives these requests. 
These two request types dilfer in their behavior when the 
memory block is found in the modi?ed state at the snooped 
node. For a PRIL request, the data is supplied to the 
requesting node and the home memory is updated, whereas 
for a PRILO request, the data is supplied only to the source 
node, the home memory is not updated (the requesting node 
must cache the line in “M” state for PRILO). 

[0039] The Port Invalidate Line (PIL) request is a special 
case of the PRIL request with Zero length. This request is 
used by the requesting node to obtain exclusive ownership 
of a memory block already cached at the requesting node 
(for example when writing to a cache line in Shared state). 
Data can never be returned as a response to a PIL request on 

the scalability port. Due to concurrent invalidation requests, 
if the line is found modi?ed at a remote caching node, then 
this condition must be detected either by the requesting node 
controller or the coherence controller and the PIL request 
must be converted to a PRIL request. The PIL request is 
always targeted to the coherence controller or the home node 
of the requested memory block. A node that is not home of 
the block addressed by the transaction never receives this 
request. 

[0040] The Port Flush Cache Line (PFCL) request is a 
special case of the PIL request used to ?ush a memory block 
from all the caching agents in the system and update the 
home memory if the block is modi?ed at a caching agent. 
The ?nal state of all the nodes, including the requesting 
node, is Invalid and home memory has the latest data. This 
request is used to support the IA64 ?ush cache instruction. 
This request is always targeted to the coherence controller or 

the home node of the memory block. A node that is not home 
of the block addressed by the transaction never receives this 
request. 

[0041] The Port Invalidate Line No Data (PILND) request 
is used by the requesting node to obtain exclusive ownership 
of a memory block without requesting data. The memory 
block may or may not be present at the requesting node. The 
memory block is invalidated in all other nodes in the system. 
If the line is modi?ed at a remote caching node, then the 
home memory is updated but data is not returned to the 
requesting node. This request is intended to be used for 
efficient handling of full line writes which the requesting 
node does not intend to keep in its cache (for example I/O 
DMA writes). This request is always targeted to the coher 
ence controller of the home node of the requested memory 
block. A node that is not home of the block addressed by the 
transaction never receives this request. 

[0042] The Port Memory Write (PMWI_D, PMWE_D, 
PMWS_D) requests with Data are used to update the content 
of home memory and the state of the line in the coherence 
controller. Corresponding Port Memory Write (PMWI, 
PMWE, PMWS) requests without data are used to update 
the state of the line in the coherence controller. A PMW 
[HE/S] request with or without data does not snoop the 
caching agent(s) at the node. These requests are very similar 
in nature except for the state of the line at the originating 
node. The PMWI request indicates that the memory block is 
no longer cached at the originating node, the PMWS request 
indicates that the line is in a shared state at the originating 
node and the PMWE request indicates that the line is in 
exclusive state at the originating node. The PMW[I/E/S] 
requests are always targeted to the coherence controller or 
the home node of the memory block. 

[0043] The Port Cache Line Replacement (PCLR, 
PCLRC) requests are used to indicate to the coherence 
controller that the node no longer has a copy of the memory 
block in the caching agents at that node. They are intended 
to be used only by the originating node of the transaction. 
These requests are always targeted to the coherence con 
troller to facilitate better tracking of the cache state by the 
coherence controller. A node can generate a PCLR or 
PCLRC request only when the state of the cache line at the 
node changes from S or E to 1, generation of these requests 
when the cache line state at a node is I is not allowed to 
avoid starvation or livelock on accesses from other nodes. A 
PCLR or PCLRC request could be dropped or processed by 
the receiving agent without affecting its ?nal state. The 
protocol supports two versions of this request to facilitate 
implementation optimization depending on the type of net 
work implemented. The PCLR request does not expect any 
response back from the receiving agent and the requesting 
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agent can stop tracking this request in its outbound queue as 
soon as it is sent on the scalability port. The PCLRC request 
expects a completion response back from the receiving agent 
and is tracked in the requesting agent till this response is 
received. Implementation should use the PCLRC request if 
it cannot guarantee sequential ordering betWeen requests 
from the requesting node to the coherence controller over 
the netWork in order to properly handle race conditions 
betWeen this request and subsequent reads to the same line. 
If the implementation can guarantee sequential ordering 
betWeen requests over the netWork betWeen tWo nodes, it 
can use the PCLR request to save netWork bandWidth (no 
completion response) and for reduced bulfer requirements in 
the outbound queue at the requesting node. 

[0044] The Port Snoop (PSLC, PSLD and PSC) requests 
are used to initiate a snoop request at a caching node. The 
snoops caused by the code or data snoop request and the read 
current request are different to facilitate di?ferent cache state 
transitions. The Port Snoop requests could be targeted to any 
caching node. These requests do not have any effect on the 
home memory blocks, they only affect the state of a memory 
block in the caching agents at the target node. 

[0045] The Port Snoop (PSLC, PSLD and PSC) requests 
are used to initiate a snoop request at a caching node. The 
snoops caused by the code or data snoop request and the read 
current request are different to facilitate di?ferent cache state 
transitions. The Port Snoop requests could be targeted to any 
caching node. These requests do not have any effect on the 
home memory blocks, they only affect the state of a memory 
block in the caching agents at the target node. 

[0046] The Port Snoop and Invalidate (PSIL, PSILO and 
PSILND) requests are used to snoop and invalidate a 
memory block at a caching node. These requests could be 
targeted to any caching node. These three request types 
differ in their behavior When the memory block is found in 
the modi?ed state at the snooped node. For PSIL request, 
data is supplied to both the source node and the home 
memory is updated. For PSILO request, the data is supplied 
only to the source node, the home memory is not updated. 
For PSILND request, only the home memory is updated, the 
data is not supplied to the requesting node. 

[0047] The Port Snoop Flush Cache Line (PSFCL) request 
is used to ?ush a memory block from all the caching agents 
and update the home memory if the block is modi?ed at a 
caching agent. This request is used to support the IA64 ?ush 
cache instruction and to facilitate backWard invalidates due 
to snoop ?lter evictions at the coherence controller. The 
PSFCL request could be targeted to any caching node. 

[0048] The Port Memory Read (PMR) and Port Memory 
Read Speculative (PMRS) requests are used to read a home 
memory block. These requests are used to read memory and 
do not cause a snoop of caching agent(s) at the home node. 
They are alWays targeted to the home node of a memory 
block. The PMRS request is a speculative request Whereas 
PMR is a non-speculative request. The Port Memory Read 
Speculative Cancel (PMRSX) request is used to cancel a 
speculative read request (PMRS) to a cache line. A PMRS 
request depends on a non-speculative request for the same 
cache line for con?rmation. It is con?rmed by a PMR, 
PRLC, PRLD, PRC, PRIL, or PRILO request for the same 
cache line. The con?rmation request may or may not be due 
to the same transaction that caused the PMRS request. The 
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PMRS request is cancelled by a PMW[I/E/ S] or a PMRSX 
request for the same cache line. The cancellation request 
may or may not be due to the same transaction that caused 
the PMRS request. The PMRS request can be dropped by the 
responding agent Without any functional issue. 

Response Types for Coherent Requests 

[0049] Response types for coherent request transactions 
on the scalability port are listed in Table 2. These responses 
are used under normal circumstances or could be combined 
With special circumstances With proper response status to 
indicate failed, unsupported or aborted requests. 

TABLE 2 

Responses for Coherent Requests 

Responses Description 

PSNR[I/S/M/MS] Port Snoop Result. I/S/M/MS indicates 
state of the line in remote nodes (I = 

Invalid, S = Shared, M = Modi?ed 
transitioned to Invalid, MS = Modi?ed 

transitioned to Shared) 
PCMP Port Completion Response 
PRETRY Port Retry Response 
PDATA Port Normal Data Response 
PSNR[I/S/M/MS]iCMP Combined response for 

PSNR[I/S/M/MS] + PCMP 
Combined response for 
PSNR[I/S/M/MS] + PDATA 
Combined response for PCMP + 
PDATA 
Combined response for 
PSNR[I/S/M/MS] + PCMP + PDATA 

PsNRU/s/M/MsLD 

PCMPiD 

[0050] The Port Snoop Result (PSNR) response is used to 
convey the result of snoop back to the requesting node. 
PSNR response indicates if the line Was found in Modi?ed 
state and the ?nal state of the line at the snooped agent. The 
state of the line could be Invalid (except for PRC or PSC) at 
the snooped caching agent(s) (PSNRI), Shared (except for 
PRC or PSC) at the snooped caching agent(s) (PSNRS), 
Modi?ed transitioning to Invalid (except for PRC or PSC) at 
the snooped caching agent (PSNRM) or Modi?ed transi 
tioning to Shared at the snooped caching agent (PSNRMS). 
For a PRC or PSC transaction, if the cache line state at node 
is E, S, or I then either a PSNRI or PSNRS response is 
alloWed; if the cache line state is M then either a PSNRM of 
PSNRMS response if alloWed. 

[0051] The Port Completion (PCMP) response is used in 
determining the completion of a transaction under certain 
protocol conditions. This response can be generated only by 
the home node of the memory block or by the coherence 
controller for some transactions such as PRC, PSC. PRILO 
and PSILO. 

[0052] The Port Retry (PRETRY) response is the protocol 
level retry response. The corresponding request is retried 
from the requesting node. This response is used to resolve 
con?ict cases associated With multiple transactions to the 
same memory block. When the requesting agent receives the 
PRETRY response to a PMWx request, it retries the PMWx 
request if no con?ict has been detected. If the requesting 
agent has already seen the con?ict before it receives the 
PRETRY response, the PMWx request is converted into a 
response to the incoming request. 
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[0053] The Port Normal Data (PDATA) response is used 
to return the data requested by the corresponding read 
request. It does not have any other protocol level state 
information apart from the source node identi?er and the 
transaction identi?er of the request to associate it With the 
proper request. 

[0054] The protocol also supports certain combined 
responses Which could be used by the responding node to 
optimize use of bandWidth on SP. The PSNR[I/S/M/MS] 
_CMP response is same as PSNR[I/S/M/MS]+PCMP, the 
PSNR[I/S/M/MS]D response is same as PSNR[I/S/M/MS]+ 
PDATA, the PCMP_D response is same as PCMP+PDATA 
and the PSNR[I/S/M/MS]_CMP_D response is same as 
PSNR[I/S/M/MS]+PCMP+PDATA. 
[0055] FIG. 7 illustrates a ?oW diagram or timing diagram 
700 of an embodiment of a process including a read-Write 
con?ict. Initially, Node A initiates a PRL (read operation) 
and at about the same time, Node B initiates a PMWI (Write 
operation). The Write operation in question Will invalidate 
the line in the Node B cache. However, due to the simulta 
neous nature of the operations, the read operation does a 
PMRS (speculative read) to the home node and a PSL 
(snoop line) to check status of the line in the Node B cache. 
The resulting PSNRI indicates that the line in the Node B 
cache is invalid (due to the PMWI) and the PMR reads the 
unWritten line from the Home Node. The PDATA completes 
the read by sending the data back to Node A. Then, the 
PMWI from the SPS to the Home Node Writes the data and 
the PCMP signals that the Write completed successfully, 
ignoring the incorrect data sent to Node A. 

[0056] FIG. 8A illustrates a ?oW diagram or timing dia 
gram 800 of an embodiment of a process suitable for 
resolving a read-Write con?ict. The PRL from Node A 
initiates the read operation and the PMWI from Node B 
initiates the Write operation at about the same time, With the 
SPS (scalability port) receiving the PRL ?rst. This time, the 
PMRS and PSL are set up to trigger the SPS to detect any 
con?ict, and the PMWI is sent back to Node B With a 
PRETRY, causing the PSL to meet the returning PRETRY 
and read the data Which is about to be Written to the Home 
Node of the line. The read operation completes With the 
PSNRM_D completion, and the Write is completed as a 
result of the read operation With the PMWI operation, 
resulting in completion With the PCMP completions. 

[0057] FIG. 8B illustrates a ?oW diagram or timing dia 
gram 850 of an alternate embodiment of a process suitable 
for resolving a read-Write con?ict. A PMWI (Write opera 
tion) and PRL (read operation) are initiated, With the SPS 
receiving the PMWI ?rst. The PMWI proceeds to the Home 
Node, and the Write completes With the PCMP operations. In 
the meantime, the read operation is retried With the PRETRY 
and subsequent PRL operations, leading to the PSNRI 
(snoop invalidate), PMRS (speculative read) and PMR 
(read) operations, of Which the PMR operation results in a 
PDATA completion With the neWly Written data. As Will be 
appreciated, the determining factor in Whether to complete 
the read or Write ?rst is Which operation occurs at the SPS 
?rst. 

Alternative Scalability Port Implementations 

[0058] The folloWing section addresses some of the alter 
native scalability port implementations Which may be uti 
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liZed Within the spirit and scope of the invention. It Will be 
appreciated that these are exemplary in nature rather than 
limiting. Other alternative embodiments Will be apparent to 
those skilled in the art. 

[0059] FIG. 9 illustrates a block diagram of an embodi 
ment of a processor having portions of a scalability port 
integrated therein. Such an embodiment need not implement 
the protocol addressed in the previous section. In one 
embodiment, processor 900 includes scalability port node 
controller 910 and scalability port sWitch 920. Scalability 
port node controller 910 is suitable for coupling to a memory 
such as memory 930. Scalability port sWitch 920 is suitable 
for coupling to an I/O hub or interface such as I/O hub 940. 
Scalability port node controller 910 and scalability port 
sWitch 920 may collectively include an incoming request 
bulfer, outgoing request buffer, memory control logic, snoop 
pending table and snoop ?lter. In one embodiment, scalabil 
ity port node controller 910 includes an incoming request 
bulfer, outgoing request buffer and memory control logic 
suitable for interfacing With memory 930. In such an 
embodiment, scalability port sWitch 920 may also include a 
snoop pending table, snoop ?lter and i/o interface logic 
suitable for interfacing with U0 hub 940. In such an embodi 
ment, scalability port sWitch 920 may couple to the incom 
ing request buffer and outgoing request buffer of scalability 
port node controller 910, and include i/o interface logic 
suitable for coupling to the I/O hub 940. 

[0060] FIG. 10 illustrates a block diagram of an alternate 
embodiment of a processor having portions of a scalability 
port integrated therein. In one embodiment, each instance of 
processor 1000 includes a scalability port node controller 
1010 and scalability port sWitch 1020. Scalability port 
sWitch 1020 is part of scalability port node controller 1010, 
and collectively the tWo components (1010, 1020) include 
an incoming request bulfer, outgoing request buffer, and 
control logic. Scalability port sWitch 1020 includes a snoop 
pending table, snoop ?lter, and i/o interface logic suitable for 
coupling to an I/O hub or other i/o device, such as I/O hub 
1040. Scalability port node controller 1010 includes 
memory control logic suitable for interfacing With memory 
1030. Note that memory 1030 may be separate for each 
processor 1000 or shared betWeen tWo (or more) processors 
1000. 

[0061] In the foregoing detailed description, the method 
and apparatus of the present invention has been described 
With reference to speci?c exemplary embodiments thereof. 
It Will, hoWever, be evident that various modi?cations and 
changes may be made thereto Without departing from the 
broader spirit and scope of the present invention. In particu 
lar, the separate blocks of the various block diagrams 
represent functional blocks of methods or apparatuses and 
are not necessarily indicative of physical or logical separa 
tions or of an order of operation inherent in the spirit and 
scope of the present invention. For example, the various 
blocks of FIGS. 1 or 2 (among others) may be integrated into 
components, or may be subdivided into components. Simi 
larly, the blocks of FIGS. 6A or 7 (among others) represent 
portions of a method Which, in some embodiments, may be 
reordered or may be organiZed in parallel rather than in a 
linear or step-Wise fashion. The present speci?cation and 
?gures are accordingly to be regarded as illustrative rather 
than restrictive. 



US 2006/0106993 A1 

What is claimed is: 

1. An apparatus comprising: 

an incoming request buffer to store requests relating to 
read and Write operations, the requests including 
addresses to be read or Written, an assigned priority, and 
a property comprising that the operation involves data 
that is for exclusive use, shared use, modi?ed use, or is 

invalidated; 

an outgoing request buffer to store requests relating to 
read and Write operations coupled to the incoming 
request buffer; 

bus logic con?gured to interface With a bus, the bus logic 
coupled to the incoming request buffer and the outgo 
ing request buffer; 

a snoop pending table to contain entries related to cache 
lines coupled to the incoming request buffer and the 
outgoing request buffer; 

a snoop ?lter coupled to the snoop pending table; 

control logic to interface With and coupled to the incom 
ing request buffer, the outgoing request buffer, and the 
bus logic, the control logic to compare addresses of 
requests of the incoming request buffer and outgoing 
request buffer and detect identical addresses among 
requests of the incoming request buffer and the outgo 
ing request buffer, the control logic to stall a second 
request of the incoming request buffer and outgoing 
request buffer pending completion of a ?rst request of 
the incoming request buffer and outgoing request buffer 
When the second request and the ?rst request include 
identical addresses; and 

an arbitration device to determine Which request should 
proceed ?rst based on the property of the requests. 

2. The apparatus of claim 1 Wherein: 

the outgoing request buffer to receive read requests and 
Write requests from a bus through the bus logic. 

3. The apparatus of claim 2 Wherein: 

the control logic to pass requests to the outgoing request 
buffer and incoming request buffer to read data from or 
Write data to a cache associated With a processor. 

4. The apparatus of claim 2 further comprising: 

a memory controller to interface With and control a 
memory, the memory controller coupled to the incom 
ing request buffer, the outgoing request buffer, the bus 
logic, and the control logic; and Wherein: 

the control logic to pass requests to the memory controller 
to read data from or Write data to the memory. 

5. The apparatus of claim 1 Wherein: 

the arbitration device determines requests relating to a 
read operation should proceed ?rst based on the prop 
erty of the requests. 

6. The apparatus of claim 1 Wherein: 

the arbitration device determines requests relating to a 
Write operation should proceed ?rst based on the prop 
erty of the requests. 
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7. A system comprising: 

a ?rst processor; 

a second processor; 

a scalability port coupled through a bus to the ?rst 
processor and coupled through the bus to the second 
processor, the scalability port including: 

an incoming request buffer to store requests relating to 
read and Write operations, the requests including 
addresses to be read or Written, an assigned priority, and 
a property comprising that the operation involves data 
that is for exclusive use, shared use, modi?ed use, or is 

invalidated; 

an outgoing request buffer to store requests relating to 
read and Write operations, the requests including 
addresses to be read or Written, coupled to the incoming 
request buffer; 

bus logic to interface With the bus, the bus logic coupled 
to the incoming request buffer and the outgoing request 
buffer; 

a snoop pending table to contain entries related to cache 
lines coupled to the incoming request buffer and the 
outgoing request buffer; 

a snoop ?lter coupled to the snoop pending table; 

control logic to interface With and coupled to the incom 
ing request buffer, the outgoing request buffer, and the 
bus logic, the control logic to compare addresses of 
requests of the incoming request buffer and outgoing 
request buffer and detect identical addresses among 
requests of the incoming request buffer and the outgo 
ing request buffer, the control logic to stall a second 
request of the incoming request buffer and the outgoing 
request buffer pending completion of a ?rst request of 
the incoming request buffer and the outgoing request 
buffer When the second request and the ?rst request 
include identical addresses; and 

an arbitration device to determine Which request should 
proceed ?rst depending on the property of the requests. 

8. The system of claim 7 further comprising: 

a memory coupled to the scalability port; and Wherein the 
scalability port further includes: 

a memory controller to interface With and control the 
memory, the memory controller coupled to the incom 
ing request buffer, the outgoing request buffer, the bus 
logic, and the control logic; and Wherein: 

the control logic to pass requests to the memory controller 
to read from or Write data to the memory. 

9. The system of claim 7 Wherein: 

the outgoing request buffer and incoming request buffer to 
receive read requests and Write requests from the bus 
through the bus logic, the read requests and Write 
requests each individually originating from one of the 
?rst processor or the second processor. 
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10. The system of claim 7 wherein: 12. The system of claim 7 Wherein: 

the control logic to pass requests to the outgoing request the arbitration device determines requests relating to a 
bulTer and to the incoming request bu?cer to Write data read operation should proceed ?rst based on the prop 
to or read data from a cache associated With the ?rst erty of the requests. 
processor. 13. The system of claim 7 Wherein: 

11' The System of Clalm 10 Wherem: the arbitration device determines requests relating to a 

the control logic further to pass requests to the outgoing Write operation should proceed ?rst based on the prop 
request bulTer and to the incoming request bulTer to erty of the requests. 
Write data to or read data from a cache associated With 
the second processor. * * * * * 


