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(57) ABSTRACT 

A digital imaging device is provided With a touch sensitive 
display screen 10. The screen 10 displays an image 12 
captured by the imaging device. Along one side of the screen 
is a toolbar 14 upon Which is provided a plurality of 
individual icons 16. The icons 16 represent particular control 
functions that may be selected by a user. Examples of such 
control functions represented by the icons 16 include but are 
not limited to save, send, retrieve or discard image; rotate, 
re?ect, crop, resiZe or edit image; compare images; process 
image (e.g. sharpen, blur, emboss, edge detect, pixelise, 
apply ?lter or similar); or vary image properties (eg bright 
ness, colour balance, colour depth, contrast, convert to 
greyscale/black and White, effective surface temperature 
displayed (for infrared images) or similar). The user can 
select icons by touching the screen either directly or more 
preferably by tapping the screen With a suitable implement 
such as. a pen, a stylus or similar. Once a user has selected 

an icon, further icons may be displayed on the screen to 
alloW the user to operate the selected function as desired. 
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TOUCH SCREEN CONTROL 

TECHNICAL FIELD 

[0001] The present invention relates to a visual display 
unit Wherein image properties may be adjusted using suit 
able control means and more particularly to a digital imag 
ing device incorporating such a visual display unit. 

BACKGROUND 

[0002] Digital imaging devices such as digital cameras 
typically comprise means for capturing an image, means for 
storing the captured image, and means for displaying the 
captured image to a user. The means for displaying the 
image to the user is conventionally a display screen such as 
a liquid crystal display screen or similar. 

[0003] It is often desirable to process the displayed image 
or alter the properties of the displayed image (or the prop 
erties of the captured image) to alloW a user to see a feature 
or features displayed in the image more clearly. Typically, 
the adjustable properties may include brightness, colour 
balance, contrast etc. 

[0004] In a particular example, infrared sensing digital 
cameras are used to monitor the effective surface tempera 
ture of an apparatus to identify parts that are currently 
operational, overheating or under stress. Varying the range 
of and/or the maximum or minimum surface temperatures 
displayed in a captured image, alloWs particular parts at 
different temperatures to be identi?ed more clearly. This 
thus enables a person to monitor operation of the apparatus 
more easily and to detect parts at risk of failure earlier. 

[0005] To enable this control to be achieved, the imaging 
device is provided With control means for altering the 
properties of the displayed image or the properties of the 
captured image. Conventionally, such control means are 
embodied as control knobs or sWitches actuated by tWisting, 
pressing or sliding as appropriate. 

[0006] Use of conventional control means to vary image 
properties can hoWever be less than convenient for a user. In 
particular, if the user Wishes to select one of a number of 
properties to vary or Wishes to vary only one end of a range 
of an image property, then unless the device is provided With 
a large number of individual sWitches it is difficult for a user 
to rapidly and accurately vary the image properties. Addi 
tionally, provision of a large number of mechanical sWitches 
adds signi?cantly to the siZe, Weight, and cost of such a 
camera Whilst also signi?cantly detracting from the ease of 
carriage and reliability for such a camera, particularly if the 
mechanical sWitches are adapted to function in a harsh 
environment. 

[0007] It is thus an object of the present invention to 
provide an improved means for controlling the properties of 
an image displayed on a display screen. 

SUMMARY OF THE INVENTION 

[0008] According to a ?rst aspect of the present invention 
there is provided a digital imaging device comprising means 
for capturing an image and means for displaying said 
captured image Wherein the means for displaying the cap 
tured image is a touch sensitive display screen, said display 
screen displaying a plurality of icons in addition to the 
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image, Wherein a user may select an icon from the plurality 
of icons by touching the area of the screen upon Which the 
icon is displayed, and thereby control or vary properties of 
the displayed image. 

[0009] This thus provides a simple and accurate means by 
Which a user can control or vary the properties of the 
displayed image. 

[0010] The screen may be adapted to be sensitive to being 
touched or tapped by a user or by an implement such as a 
pen, a stylus or similar Wielded by a user. 

[0011] The plurality of icons may be provided on a toolbar. 
Said toolbar may be displayed along one side of the screen. 
Each icon in the plurality of icons may correspond to a 
different image property. 

[0012] Touching or tapping an icon corresponding to a 
particular image property causes information relating to the 
image property and/or control icons to be provided on an 
action bar, Which may be displayed at a side of the screen. 
In the case of some image properties, information relating to 
the image properties is displayed until the action bar is 
touched or tapped at Which point a control icon or icons are 
displayed. 

[0013] Control icons may have a plurality of different 
portions each portion having a different function to the other 
portions of the control icon When touched or tapped. In one 
particular embodiment a control icon comprises a ?rst end 
portion, a second end portion and an intermediate portion. 

[0014] In such embodiments, touching the ?rst end portion 
increases the value of a selected image property and touch 
ing the second end portion decreases the value of the 
selected property. Tapping the ?rst/second end portions of 
the icon may be used to increase/decrease the value of the 
image property incrementally. Also in such embodiments 
maintaining touching contact With the ?rst end portion may 
continuously increase the value of the selected image prop 
erty and maintaining touching contact With the second end 
portion may continuously decrease the value of the selected 
image property. The increase/decrease in the value of the 
selected image property may be determined by the duration 
of the touching contact. In some embodiments the increase/ 
decrease in the value of the image property is proportional 
to the duration of the contact and in alternative embodi 
ments, the rate of increase/decrease in value of the value of 
the image property is proportional to the duration of the 
contact. 

[0015] By touching the intermediate portion of the control 
icon, the user may de?ne an origin. If the touching contact 
is maintained, the value of the image property may be varied 
by dragging the point of contact toWards either end portion 
of the icon. If the point of contact is dragged toWards the ?rst 
end of the icon, the value of the image property may be 
increased and if the point of contact is dragged toWards the 
second end of the icon, the value of the image property may 
be decreased. The increase/decrease in the value of the 
image property may be proportional to the overall displace 
ment of the point of contact from the origin toWards either 
end portion. 

[0016] If the control icon has not been touched for a 
predetermined time interval, the action bar may revert to 
displaying information on the selected image property. 
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Additionally or alternatively, if the user touches or taps an 
area of the screen other than the action bar, the action bar 
reverts to displaying information on the selected image 
property. 

[0017] The digital imaging device may be operable in the 
visible and/or the infrared regions of the spectrum. The 
digital imaging device may be incorporated into another 
device such a cellular telephone or may be a standalone 
device. The digital imaging device may be provided With 
means for storing a plurality of captured images and With 
means for transferring stored images to an external device. 

[0018] The image properties that may be controlled and 
varied include but are not limited to brightness, colour 
balance, colour depth, contrast, convert to greyscale/black 
and White, e?fective surface temperature displayed (for infra 
red images) or similar. The toolbar icons may also alloW a 
user to perform other standard functions in relation to an 
image such as, but not limited to, save, send, retrieve or 
discard image; rotate, re?ect, crop, resiZe or edit image; and 
compare images or similar. The toolbar icons may addition 
ally alloW a user to perform image processing functions such 
as sharpen, blur, emboss, edge detect, pixelise, apply ?lter or 
similar. 

[0019] For some of the above image properties, it is only 
necessary to provide a single control icon, for other image 
properties a plurality of control icons may be displayed. For 
instance separate control icons may be provided for the 
upper and loWer limits of the value of an image property and 
a further icon may be provided for the overall range of the 
value of the image property. In other cases, separate icons 
may be provided for varying the value of an image property 
in relation to different colours. 

[0020] According to a second aspect of the present inven 
tion there is provided a method of controlling the properties 
of an image displayed on a touch sensitive screen, compris 
ing the steps of: displaying a control icon on said screen; and 
tapping and/or touching the area of the screen upon Which 
the control icon is displayed Wherein the control icon has at 
least tWo portions, each portion operative to vary the par 
ticular image property in a different manner. 

[0021] The method according to the second aspect of the 
present invention may incorporate any or all of the above 
disclosed features as described in relation to the ?st aspect 
of the present invention as desired or as appropriate. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0022] It should be understood that the draWings are 
provided for the purpose of illustration only and are not 
intended to de?ne the limits of the disclosure. The foregoing 
and other objects and advantages of the embodiments 
described herein Will become apparent With reference to the 
folloWing detailed description When taken in conjunction 
With the accompanying draWings in Which: 

[0023] FIG. 1 shoWs a touch sensitive display screen 
according to the present invention; 

[0024] FIG. 2 shoWs the display screen of FIG. 1, When 
in a mode Whereby image properties may be adjusted by 
touching bar icons displayed on the screen; and 

[0025] FIG. 3 is an expanded vieW of one of the bar icons 
for adjusting image properties. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0026] Referring noW to FIG. 1, a touch sensitive display 
screen 10 for a digital imaging device is shoWn. The screen 
10 displays an image 12 captured by the imaging device. 
Along one side of the screen is a toolbar 14 upon Which is 
provided a plurality of individual icons 16. The icons 16 
represent particular control functions that may be selected 
by a user. Examples of such control functions represented by 
the icons 16 include but are not limited to save, send, 
retrieve or discard image; rotate, re?ect, crop, resiZe or edit 
image; compare images; process image (e.g. sharpen, blur, 
emboss, edge detect, pixelise, apply ?lter or similar); or vary 
image properties (eg brightness, colour balance, colour 
depth, contrast, convert to greyscale/black and White, effec 
tive surface temperature displayed (for infrared images) or 
similar). The user can select icons by touching the screen 
either directly or more preferably by tapping the screen With 
a suitable implement such as a pen, a stylus or similar. Once 
a user has selected an icon, further icons may be displayed 
on the screen to alloW the user to operate the selected 
function as desired. 

[0027] Along a second side of the screen is provided an 
action bar 18. The content displayed in the action bar depend 
on the selected toolbar icon 16. If selection of a particular 
toolbar icon 16 necessitates the display of further selectable 
icons, these are displayed on the action bar 18. 

[0028] In the embodiment of FIG. 1, the digital imaging 
device is an infrared camera and the selected icon is the 
‘effective surface temperature displayed’ icon. In this case, 
the action bar 18 displays a scale indicating to the user hoW 
the colours or shades in the image 12 relate to the effective 
surface temperature of surfaces in the image 12 and an 
indicator icon 20. In the example of FIG. 1, effective surface 
temperatures of betWeen around 25° C. and around 65° C. 
are displayed in the image. 

[0029] If a user taps on the action bar 18 (or in alternative 
embodiments on the control icon 20 at the top of the action 
bar 18) three control icons 22a-c are displayed as is shoWn 
in FIG. 2. The control icons 22a-c alloW a user to vary the 
effective surface temperatures displayed in the image 12. 
Control icon 22a controls the value of the upper limit of 
effective surface temperature that is displayed in the image 
12. Control icon 220 controls the value of the loWer limit of 
effective surface temperature displayed in the image 12. 
Control icon 22b controls the extent of the range of effective 
surface temperatures displayed in the image 12. 

[0030] Referring noW to FIG. 3, an expanded vieW of 
control icon 22a is shoWn. The control icon comprises tWo 
end portions 24, 26 and an intermediate portion 28. The end 
portions 24, 26 are in the form of arroWheads, the interme 
diate portion 28 is in the form of three bars. The upper 
arroWhead 24 is used to increase the value maximum 
temperature displayed in the image 12. The loWer arroWhead 
26 is used to reduce the value of the maximum temperature 
displayed in the image 12. A user may increase or decrease 
the value of the maximum temperature incrementally by 
tapping arroWhead 24 or arroWhead 26 respectively. Alter 
natively, a user may maintain contact With either one of the 
arroWheads 24, 26 for a longer duration and the value of the 
maximum temperature increases/decreases continuously for 
the duration of the contact. In some embodiments, the 
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increase or decrease in the value of the maximum tempera 
ture is proportional to the duration of the contact, in other 
embodiments hoWever the rate of increase/decrease in the 
value of the maximum temperature is proportional to the 
duration of the contact. 

[0031] The bars 28 additionally alloW control of the value 
of the maximum temperature to be achieved by a different 
method. In this method, contact With the bar portion de?nes 
an origin 30. If the contact is subsequently maintained, 
movement of the point of contact relative to the origin 30 
alloWs the value of the maximum temperature to be 
increased or decreased, the value being increased if the point 
of contact move above the origin 30 and being decreased if 
the point of contact moves beloW the origin. 

[0032] In the example shoWn in FIG. 3, initial contact has 
been made With the uppermost of the three bars 28 and thus 
an origin 30 is de?ned at that point. For as long as contact 
is maintained, movement of the point of contact above the 
origin 30 Will increase the value of the maximum tempera 
ture and movement of the point of contact beloW the origin 
Will decrease the value of the maximum temperature. The 
amount by Which the value of the maximum temperature is 
increased or decreased at any particular time is proportional 
to hoW far the point of contact is above or beloW the origin 
30 at that time. When contact is broken, the value of the 
maximum temperature is ?xed until such time as further 
contact is made. This provides an intuitive Way to ?ne tune 
the image properties. 

[0033] Control icons 22b and 220 operate in the same 
manner to increase/decrease the range of temperatures dis 
played and to increase/decrease the value of the minimum 
temperature displayed respectively. When a user has ?nished 
varying the values of the displayed effective temperatures, 
he may cause the action bar to display the temperature scale 
again by either tapping an area of the screen other than the 
action bar 18. Additionally or alternatively, the action bar 
may revert to displaying the temperature scale if there is no 
contact With the screen Within a predetermined time interval. 

[0034] The above principle can equally be applied to the 
variation of other image properties. HoWever, if an alterna 
tive image property function is selected, more or less control 
icons 22 can be displayed as necessary. For instance, if 
image contrast is chosen, only a single control icon 22 may 
be required to increase or decrease the contrast level in the 
image Whereas colour balance may require three control 
icons 22 to vary the overall colour balance. 

[0035] It is of course to be understood that the invention 
is not to be restricted to the details of the above embodiment 
Which is described by Way of example only. 

1. A digital imaging device comprising means for captur 
ing an image and means for displaying said captured image 
Wherein the means for displaying the captured image is a 
touch sensitive display screen, said display screen display 
ing a plurality of icons in addition to the image, Wherein a 
user may select an icon from the plurality of icons by 
touching the area of the screen upon Which the icon is 
displayed, and thereby control or vary properties of the 
displayed image. 

2. A digital imaging device as claimed in claim 1 Wherein 
the screen is adapted to be sensitive to being touched or 
tapped by a user. 
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3. A digital imaging device as claimed in claim 1 Wherein 
the screen is adapted to be sensitive to being touched or 
tapped a pen or a stylus Wielded by a user. 

4. A digital imaging device as claimed in claim 1 Wherein 
the plurality of icons are provided on a toolbar. 

5. A digital imaging device as claimed in claim 4 Wherein 
said toolbar is displayed along one side of the screen. 

6. A digital imaging device as claimed in claim 1 Wherein 
each icon in the plurality of icons corresponds to a different 
image property. 

7. A digital imaging device as claimed in claim 1 Wherein 
touching or tapping an icon corresponding to a particular 
image property causes information relating to the image 
property and/or control icons to be provided on an action bar 
displayed at a side of the screen. 

8. A digital imaging device as claimed in claim 7 Wherein 
information relating to the image properties is displayed 
until the action bar is touched or tapped at Which point a 
control icon or icons are displayed. 

9. A digital imaging device as claimed in claim 8 Wherein 
said control icons each have a plurality of different portions, 
each portion having a different function to the other portions 
of the control icon When touched or tapped. 

10. A digital imaging device as claimed in claim 9 
Wherein each control icon comprises a ?rst end portion, a 
second end portion and an intermediate portion. 

11. A digital imaging device as claimed in claim 10 
Wherein touching the ?rst end portion increases the value of 
a selected image property and touching the second end 
portion decreases the value of the selected image property. 

12. A digital imaging device as claimed in claim 10 
Wherein tapping the ?rst or second end portions of the icon 
is used to increase or decrease the value of the image 
property incrementally. 

13. A digital imaging device as claimed in claim 10 
Wherein maintaining touching contact With the ?rst end 
portion continuously increases the value of the selected 
image property and maintaining touching contact With the 
second end portion continuously decreases the value of the 
selected image property. 

14. A digital imaging device as claimed in claim 13 
Wherein the increase or decrease in the value of the image 
property is proportional to the duration of the contact. 

15. A digital imaging device as claimed in claim 13 
Wherein the rate of increase or decrease in value of the value 
of the image property is proportional to the duration of the 
contact. 

16. A digital imaging device as claimed in claim 10 
Wherein by touching the intermediate portion of the control 
icon, the user de?nes an origin. 

17. A digital imaging device as claimed in claim 16 
Wherein if touching contact is maintained, the value of the 
image property is varied by dragging the point of contact 
toWards either end portion of the icon. 

18. A digital imaging device as claimed in claim 17 
Wherein if the point of contact is dragged toWards the ?rst 
end of the icon, the value of the image property is increased 
and if the point of contact is dragged toWards the second end 
of the icon, the value of the image property is decreased. 

19. A digital imaging device as claimed in claim 18 
Wherein the increase or decrease in the value of the image 
property is proportional to the overall displacement of the 
point of contact from the origin toWards either end portion. 
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20. A digital imaging device as claimed in claim 7 
wherein if the control icon has not been touched for a 
predetermined time interval, the action bar reverts to dis 
playing information on the selected image property. 

21. A digital imaging device as claimed in claim 7 
Wherein if the user touches or taps an area of the screen other 
than the action bar, the action bar reverts to displaying 
information on the selected image property. 

22. A digital imaging device as claimed in claim 1 
Wherein the digital imaging device is operable in the visible 
and/or the infrared regions of the spectrum. 

23. A digital imaging device as claimed in claim 1 
Wherein the digital imaging device is incorporated into 
another device 

24. A digital imaging device as claimed in claim 1 
Wherein the digital imaging device is a standalone device. 

25. A digital imaging device as claimed in claim 1 
Wherein the digital imaging device is provided With means 
for storing a plurality of captured images and With means for 
transferring stored images to an external device. 

26. A digital imaging device as claimed in claim 1 
Wherein the image properties that are controllable and 
variable include at least one of brightness, colour balance, 
colour depth, contrast, or effective surface temperature. 

27. A digital imaging device as claimed in claim 1 
Wherein the toolbar icons alloW a user to perform any one of 
the folloWing functions in relation to an image: save, send, 
retrieve image, discard image; rotate, re?ect, crop, resiZe or 
edit image; and compare images. 

28. A digital imaging device as claimed in claim 1 
Wherein the toolbar icons additionally alloW a user to 
perform any one of the folloWing image processing func 
tions: sharpen, blur, emboss, edge detect, pixelise, or apply 
?lter. 

29. A digital imaging device as claimed in claim 7 
Wherein separate control icons are provided for the upper 
and loWer limits of the value of an image property and a 
further icon is provided for the overall range of the value of 
the image property. 

30. A digital imaging device as claimed in claim 29 
Wherein separate icons are provided for varying the value of 
an image property in relation to different colours. 

31. A method of controlling the properties of an image 
displayed on a touch sensitive screen, comprising the steps 
of: displaying a control icon on said screen; and tapping 
and/or touching the area of the screen upon Which the 
control icon is displayed Wherein the control icon has at least 
tWo portions, each portion operative to vary the particular 
image property in a different manner. 

32. A method as claimed in claim 31 Wherein a plurality 
of control icons are provided, each control icon operative to 
control a different image property. 
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33. A method as claimed in claim 32 Wherein said control 
icons each have a plurality of different portions, each portion 
having a different function to the other portions of the 
control icon When touched or tapped. 

34. Amethod as claimed in claim 33 Wherein each control 
icon comprises a ?rst end portion, a second end portion and 
an intermediate portion. 

35. A method as claimed in claim 34 Wherein touching the 
?rst end portion increases the value of a selected image 
property and touching the second end portion decreases the 
value of the selected image property. 

36. A method as claimed in claim 34 Wherein tapping the 
?rst or second end portions of the icon is used to increase or 
decrease the value of the image property incrementally. 

37. A method as claimed in claim 34 Wherein maintaining 
touching contact With the ?rst end portion continuously 
increases the value of the selected image property and 
maintaining touching contact With the second end portion 
continuously decreases the value of the selected image 
property. 

38. A method as claimed in claim 37 Wherein the increase 
or decrease in the value of the selected image property is 
determined by the duration of the touching contact. 

39. A method as claimed in claim 37 Wherein the increase 
or decrease in the value of the image property is proportional 
to the duration of the contact. 

40. A method as claimed in claim 37 Wherein the rate of 
increase or decrease in value of the value of the image 
property is proportional to the duration of the contact. 

41. A method as claimed in claim 34 Wherein by touching 
the intermediate portion of the control icon, the user de?nes 
an origin. 

42. A method as claimed in claim 41 Wherein if touching 
contact is maintained, the value of the image property is 
varied by dragging the point of contact toWards either end 
portion of the icon. 

43. A method as claimed in claim 42 Wherein if the point 
of contact is dragged toWards the ?rst end of the icon, the 
value of the image property is increased and if the point of 
contact is dragged toWards the second end of the icon, the 
value of the image property is decreased. 

44. A method as claimed in claim 43 Wherein the increase 
or decrease in the value of the image property is proportional 
to the overall displacement of the point of contact from the 
origin toWards either end portion. 


