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ABSTRACT 

Atable saW having a brake mechanism con?gured to engage 
and stop a blade is disclosed. The table saW includes a brake 
positioning system con?gured to adjust the position of the 
brake mechanism to maintain the brake mechanism in an 
operative position relative to the blade as the blade is raised 
and loWered. 
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TABLE SAW WITH IMPROVED SAFETY SYSTEM 
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FIELD 

[0005] The present invention relates to table saWs and 
more particularly to a table saW With an improved safety 
system. 

BACKGROUND 

[0006] Table saWs are a type of WoodWorking machinery 
used to cut Workpieces of Wood, plastic and other materials. 
Table saWs include a ?at surface or table With a circular saW 
blade extending up through a slot in the table. A user slides 
a Workpiece on the table against and past the blade While the 
blade is spinning to cut the Workpiece. 

[0007] Of all the tools in a WoodWorking shop, table saWs 
present perhaps the greatest risk of injury. Table saWs 
present a risk of injury to users because the spinning blade 
is often exposed When in use. The blade cuts very quickly 
and can sever a ?nger upon the slightest slip or misplace 
ment. Accordingly, safety features or systems have been 
developed to minimize the risk of injury. Probably the most 
common safety feature is a blade guard that physically 
blocks a user from making contact With the spinning blade. 
In many situations, blade guards effectively reduce the risk 
of injury; hoWever, there are many instances Where the 
nature of the operations to be performed precludes using a 
guard that completely blocks access to the blade. 

[0008] There exists a need for a table saW With a safety 
system that signi?cantly reduces the risk of serious injury to 
a user accidentally contacting the spinning blade. The 
present invention provides such a table saW. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0009] FIG. 1 is a schematic block diagram of a table saW 
With a fast-acting safety system. 

[0010] FIG. 2 is a schematic diagram of an exemplary 
safety system con?gured to stop the blade of a table saW. 

[0011] FIG. 3 shoWs an exemplary table saW. 

[0012] FIG. 4 is a fragmentary schematic side elevation of 
one exemplary brake mechanism con?gured to stop the 
rotation of the blade on a table saW. 

[0013] FIG. 5 is a fragmentary cross-sectional schematic 
vieW taken generally along line 5-5 in FIG. 4. 

[0014] FIG. 6 is similar to FIG. 5 but the support brace 
has been removed to further illustrate other portions of the 
brake mechanism and table saW. 

[0015] FIG. 7 is a fragmentary schematic side elevation of 
an alternative exemplary brake mechanism con?gured to 
stop the rotation of the blade on a table saW. 

[0016] FIG. 8 is a fragmentary cross-sectional schematic 
vieW taken generally along line 8-8 in FIG. 7. 

[0017] FIG. 9 is a magni?ed, cross-sectional schematic 
vieW shoWing engagement of the shaft With the support 
brace, positioning member and cartridge. For clarity, the 
shaft is not shoWn in cross-section. 

[0018] FIG. 10 is a fragmentary schematic side elevation 
of another alternative exemplary brake mechanism con?g 
ured to stop rotation of the blade on a table saW. 
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[0019] FIG. 11 is similar to FIG. 10 but shows the rack 
assembly removed to better illustrate the motion of the 
cartridge and brake paWl as the height of the blade is 
adjusted. 
[0020] FIG. 12 is a fragmentary cross-sectional schematic 
vieW taken generally along line 12-12 in FIG. 10. 

[0021] FIG. 13 is a fragmentary schematic side elevation 
of an alternative embodiment for rotationally coupling the 
cartridge and brake paWl to the positioning member. 

[0022] FIG. 14 is a rear vieW of the embodiment of FIG. 
13. 

[0023] FIG. 15 is a top vieW of the embodiment of FIG. 
13. 

[0024] FIG. 16 is a fragmentary schematic side elevation 
of an alternative embodiment for rotationally coupling the 
cartridge and brake paWl to the positioning member. 

[0025] FIG. 17 is a rear vieW of the embodiment of FIG. 
16. 

[0026] FIG. 18 is a fragmentary schematic side elevation 
of an alternative embodiment for rotationally coupling the 
cartridge and brake paWl to the positioning member. 

DETAILED DESCRIPTION AND BEST MODE 

[0027] A table saW according to the present invention is 
shoWn schematically in FIG. 1 and indicated generally at 
10. Table saW 10 may be any of a variety of different types 
and con?gurations of table saW adapted for cutting Work 
pieces, such as Wood, plastic, etc. Table saW 10 includes an 
operative structure 12 having a cutting tool 14 and a motor 
assembly 16 adapted to drive the cutting tool. Table saW 10 
also includes a safety system 18 con?gured to minimize the 
potential of a serious injury to a person using table saW 10. 
Safety system 18 is adapted to detect the occurrence of one 
or more dangerous, or triggering, conditions during use of 
table saW 10. If such a dangerous condition is detected, 
safety system 18 is adapted to engage operative structure 12 
to limit any injury to the user caused by the dangerous 
condition. 

[0028] Table saW 10 also includes a suitable poWer source 
20 con?gured to provide poWer to operative structure 12 and 
safety system 18. PoWer source 20 may be an external poWer 
source such as line current, or an internal poWer source such 

as a battery. Alternatively, poWer source 20 may include a 
combination of both external and internal poWer sources. 
Furthermore, poWer source 20 may include tWo or more 
separate poWer sources, each adapted to poWer different 
portions of table saW 10. 

[0029] Motor assembly 16 includes one or more motors 
adapted to drive cutting tool 14. The motors may be either 
directly or indirectly coupled to the cutting tool. Cutting tool 
14 typically includes one or more blades or other suitable 
cutting implements that are adapted to cut or remove por 
tions from the Workpieces. The particular form of cutting 
tool 14 Will vary depending upon the various embodiments 
of table saW 10 and/or the Workpieces being cut. 

[0030] Safety system 18 includes a detection subsystem 
22, a reaction subsystem 24 and a control subsystem 26. 
Control subsystem 26 may be adapted to receive inputs from 
a variety of sources including detection subsystem 22, 
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reaction subsystem 24, operative structure 12 and motor 
assembly 16. The control subsystem may also include one or 
more sensors adapted to monitor selected parameters of 
table saW 10. In addition, control subsystem 26 typically 
includes one or more instruments operable by a user to 
control the table saW. The control subsystem is con?gured to 
control table saW 10 in response to the inputs it receives. 

[0031] Detection subsystem 22 is con?gured to detect one 
or more dangerous, or triggering, conditions during use of 
table saW 10. For example, the detection subsystem may be 
con?gured to detect that a portion of the user’s body is 
dangerously close to, or in contact With, a portion of cutting 
tool 14. As another example, the detection subsystem may 
be con?gured to detect the rapid movement of a Workpiece 
due to kickback by the cutting tool, as is described in US. 
Provisional Patent Application Ser. No. 60/ 182,866, ?led 
Feb. 16, 2000 and US. patent application Ser. No. 09/676, 
190, ?led Sep. 29, 2000, the disclosures of Which are herein 
incorporated by reference. In some embodiments, detection 
subsystem 22 may inform control subsystem 26 of the 
dangerous condition, Which then activates reaction sub 
system 24. In other embodiments, the detection subsystem 
may be adapted to activate the reaction subsystem directly. 

[0032] Once activated in response to a dangerous condi 
tion, reaction subsystem 24 is con?gured to engage opera 
tive structure 12 quickly to prevent serious injury to the user. 
It Will be appreciated that the particular action to be taken by 
reaction subsystem 24 Will vary depending on the type of 
table saW 10 and/ or the dangerous condition that is detected. 
Further, the reaction subsystem may be con?gured to take a 
combination of steps to protect the user from serious injury. 
For example, reaction subsystem 24 may be con?gured to do 
one or more of the folloWing: stop the movement of cutting 
tool 14, disconnect motor assembly 16 from poWer source 
20, place a barrier betWeen the cutting tool and the user, or 
retract the cutting tool from its operating position, etc. 
Placement of a barrier betWeen the cutting tool and teeth is 
described in more detail in US. Provisional Patent Appli 
cation Ser. No. 60/225,206, ?led Aug. 14, 2000 and US. 
patent application Ser. No. 09/929,226, ?led Aug. 13, 2001, 
the disclosures of Which are herein incorporated by refer 
ence. Retraction of the cutting tool from its operating 
position is described in more detail in US. Provisional 
Patent Application Ser. No. 60/225,089, ?led Aug. 14, 2000 
and US. patent application Ser. No. 09/929,242, ?led Aug. 
13, 2001, the disclosures of Which are herein incorporated 
by reference. 

[0033] The con?guration of reaction subsystem 24 typi 
cally Will vary depending on Which action(s) are taken. In 
the exemplary embodiment depicted in FIG. 1, reaction 
subsystem 24 is con?gured to stop the movement of cutting 
tool 14 and includes a brake mechanism 28, a biasing 
mechanism 30, a restraining mechanism 32, and a release 
mechanism 34. Brake mechanism 28 is adapted to engage 
operative structure 12 under the urging of biasing mecha 
nism 30. During normal operation of table saW 10, restrain 
ing mechanism 32 holds the brake mechanism out of 
engagement With the operative structure. HoWever, upon 
receipt of an activation signal by control subsystem 26, the 
brake mechanism is released from the restraining mecha 
nism by release mechanism 34, Whereupon, the brake 
mechanism quickly engages at least a portion of the opera 
tive structure to bring the cutting tool to a stop. 
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[0034] It Will be appreciated by those of skill in the art that 
the exemplary embodiment depicted in FIG. 1 and 
described above may be implemented in a variety of Ways 
depending on the type and con?guration of operative struc 
ture 12. Turning attention to FIG. 2, one example of the 
many possible implementations of table saW 10 includes a 
cutting tool 14 in the form of a circular blade 40 mounted on 
a rotating shaft or arbor 42. Blade 40 includes a plurality of 
cutting teeth (not shoWn) disposed around the outer edge of 
the blade. As described in more detail beloW, braking 
mechanism 28 is adapted to engage the teeth of blade 40 and 
stop the rotation of the blade. 

[0035] In the exemplary implementation, detection sub 
system 22 is adapted to detect the dangerous condition of the 
user coming into contact With blade 40. The detection 
subsystem includes a sensor assembly having contact detec 
tion electrodes 44 and 46, capacitively coupled to blade 40 
to detect any contact betWeen the user’s body and the blade. 
Typically, the blade, or some larger portion of cutting tool 14 
is electrically isolated from the remainder of table saW 10. 
Alternatively, detection subsystem 22 may include a differ 
ent sensor assembly con?gured to detect contact in other 
Ways, such as optically, resistively, etc. In any event, the 
detection subsystem is adapted to transmit a signal to control 
subsystem 26 When contact betWeen the user and the blade 
is detected. Various exemplary embodiments and implemen 
tations of detection subsystem 22 are described in more 
detail in U.S. Provisional Patent Application Ser. No. 
60/225,200, ?led Aug. 14, 2000, U.S. patent application Ser. 
No. 09/929,426, ?led Aug. 13, 2001, U.S. Provisional Patent 
Application Ser. No. 60/225,211, ?led Aug. 14, 2000 and 
U.S. patent application Ser. No. 09/929,221, ?led Aug. 13, 
2001, the disclosures of Which are herein incorporated by 
reference. 

[0036] Control subsystem 26 includes one or more instru 
ments 48 that are operable by a user to control the motion of 
blade 40. Instruments 48 may include start/stop sWitches, 
speed controls, direction controls, etc. Control subsystem 26 
also includes a logic controller 50 connected to receive the 
user’s inputs via instruments 48. Logic controller 50 is also 
connected to receive a contact detection signal from detec 
tion subsystem 22. Further, the logic controller may be 
con?gured to receive inputs from other sources (not shoWn) 
such as blade motion sensors, Workpiece sensors, etc. In any 
event, the logic controller is con?gured to control operative 
structure 12 in response to the user’s inputs through instru 
ments 48. HoWever, upon receipt of a contact detection 
signal from detection subsystem 22, the logic controller 
overrides the control inputs from the user and activates 
reaction subsystem 24 to stop the motion of the blade. 
Various exemplary embodiments and implementations of 
control subsystem 26 are described in more detail in U.S. 
Provisional Patent Application Ser. No. 60/225,059, ?led 
Aug. 14, 2000, U.S. patent application Ser. No. 09/929,237, 
?led Aug. 13, 2001, U.S. Provisional Patent Application Ser. 
No. 60/225,094, ?led Aug. 14, 2000 and U.S. patent appli 
cation Ser. No. 09/929,234, ?led Aug. 13, 2001, the disclo 
sures of Which are herein incorporated by reference. 

[0037] In the exemplary implementation shoWn in FIG. 2, 
brake mechanism 28 includes a paWl 60 mounted adjacent 
the edge of blade 40 and selectively moveable to engage and 
grip the teeth of the blade. PaWl 60 may be constructed of 
any suitable material adapted to engage and stop the blade. 

Jun. 15, 2006 

As one example, the paWl may be constructed of a relatively 
high strength thermoplastic material such as polycarbonate, 
ultrahigh molecular Weight polyethylene (UHMW), Acry 
lonitrile Butadiene Styrene (ABS), etc., or a metal such as 
aluminum, etc. It Will be appreciated that the construction of 
paWl 60 Will vary depending on the con?guration of blade 
40. In any event, the paWl is urged into the blade by a biasing 
mechanism in the form of a spring 66. In the implementation 
shoWn in FIG. 2, paWl 60 is pivoted into the teeth of blade 
40. It should be understood that sliding or rotary movement 
of paWl 60 may also be used. The spring is adapted to urge 
paWl 60 into the teeth of the blade With suf?cient force to 
grip the blade and quickly bring it to a stop. 

[0038] The paWl is held aWay from the edge of the blade 
by a restraining member in the form of a fusible member 70. 
The fusible member is constructed of a suitable material 
adapted to restrain the paWl against the bias of spring 66, and 
also adapted to melt under a determined electrical current 
density. Examples of suitable materials for fusible member 
70 include NiChrome Wire, stainless steel Wire, etc. The 
fusible member is connected betWeen the paWl and a contact 
mount 72. Preferably, member 70 holds the paWl relatively 
close to the edge of the blade to reduce the distance paWl 60 
must travel to engage blade 40. Positioning the paWl rela 
tively close to the edge of the blade reduces the time 
required for the paWl to engage and stop the blade. Typically, 
the paWl is held approximately l/32-inch to 1A-inch from the 
edge of the blade by fusible member 70; hoWever other 
paWl-to-blade spacings may also be used Within the scope of 
the invention. 

[0039] PaWl 60 is released from its unactuated, or cocked, 
position to engage blade 40 by a release mechanism in the 
form of a ?ring subsystem 76. The ?ring subsystem is 
coupled to contact mount 72, and is con?gured to melt 
fusible member 70 by passing a surge of electrical current 
through the fusible member. Firing subsystem 76 is coupled 
to logic controller 50 and activated by a signal from the logic 
controller. When the logic controller receives a contact 
detection signal from detection subsystem 22, the logic 
controller sends an activation signal to ?ring subsystem 76, 
Which melts fusible member 70, thereby releasing the paWl 
to stop the blade. Various exemplary embodiments and 
implementations of reaction subsystem 24 are described in 
more detail in U.S. Provisional Patent Application Ser. No. 
60/225,056, ?led Aug. 14, 2000, U.S. patent application Ser. 
No. 09/929,240, ?ledAug. 13, 2001, U.S. Provisional Patent 
Application Ser. No. 60/225,170, ?led Aug. 14, 2000, U.S. 
patent application Ser. No. 09/929,227, ?led Aug. 13, 2001, 
U.S. Provisional Patent Application Ser. No. 60/225,169, 
?led Aug. 14, 2000 and U.S. patent application Ser. No. 
09/929,241, ?led Aug. 13, 2001, the disclosures ofWhich are 
herein incorporated by reference. 

[0040] It Will be appreciated that activation of the brake 
mechanism may require the replacement of one or more 
portions of safety system 18. For example, paWl 60 and 
fusible member 70 typically must be replaced before the 
safety system is ready to be used again. Thus, it may be 
desirable to construct one or more portions of safety system 
18 in a cartridge that can be easily replaced. For example, in 
the exemplary implementation depicted in FIG. 2, safety 
system 18 includes a replaceable cartridge 80 having a 
housing 82. PaWl 60, spring 66, fusible member 70 and 
contact mount 72 are all mounted Within housing 82. Alter 



US 2006/0123964 A1 

natively, other portions of safety system 18 may be mounted 
Within the housing. In any event, after the reaction system 
has been activated, the safety system can be reset by 
replacing cartridge 80. The portions of safety system 18 not 
mounted Within the cartridge may be replaced separately or 
reused as appropriate. Various exemplary embodiments and 
implementations of a safety system using a replaceable 
cartridge are described in more detail in US. Provisional 
Patent Application Ser. No. 60/225,201, ?led Aug. 14, 2000, 
US. patent application Ser. No. 09/929,236, ?led Aug. 13, 
2001, US. Provisional Patent Application Ser. No. 60/225, 
212, ?ledAug. 14, 2000 and US. patent application Ser. No. 
09/929,244, ?led Aug. 13, 2001, the disclosures ofWhich are 
herein incorporated by reference. 

[0041] Turning attention noW to FIG. 3, one exemplary 
type of table saW, often called a contractor’s saW, is shoWn 
in more detail. Table saW 10 includes a table 84 through 
Which a blade 40 extends from beneath the table. The table 
and blade are supported by a housing 86 and legs 88. 
Housing 86 encloses the mechanics that support, position 
and drive the blade. A motor to drive the blade can be 
positioned in or outside the housing. A sWitch 48 turns the 
saW on and off, causing blade 40 to rotate. Handles, such as 
handle 90, are used to adjust the position of the blade relative 
to the table, for example, hoW far the blade extends above 
the table or hoW the blade tilts relative to the top of the table. 
Of course, table saWs take many different con?gurations, 
from large saWs siZed for industrial use to small saWs that 
can be placed on a bench top or counter, and table saWs come 
With various types of tables and housings. 

[0042] It Will be appreciated that reaction subsystem 24 
may be con?gured and mounted in a variety of different 
Ways to stop the rotation of blade 40. Typically, the reaction 
subsystem is con?gured to stop the blade regardless of the 
position (i.e., height and tilt) of the blade. In some embodi 
ments such as described in the references incorporated 
herein, the brake mechanism is shaped to engage the blade 
at any height and/or tilt angle. In alternative embodiments, 
the position of the brake mechanism is coupled to move 
along With the blade so that the blade is stationary relative 
to the brake mechanism. Examples of such embodiments are 
also described in the incorporated references. As a further 
alternative, brake mechanism 28 may be con?gured to move 
separately from the blade While maintaining a constant 
orientation adjacent the perimeter of the blade. One exem 
plary implementation of such an alternative embodiment is 
illustrated in FIGS. 4-6. 

[0043] In the depicted embodiment, blade 40 is mounted 
on an arbor 42 by a nut 43. The arbor spins the blade in the 
direction indicated. Table 84 Which de?nes the Work surface 
for the table saW, is adjacent the blade and the blade is 
selectively extendable above the table as shoWn. An arbor 
block 92 supports arbor 42 and holds the arbor in bearings 
to alloW the arbor to rotate. The arbor is connected to a 
motor (not shoWn), such as by a belt extending around a 
pulley on the arbor and a pulley on the motor’s drive shaft, 
and the motor drives or spins the arbor, as is knoWn in the 
art. 

[0044] Arbor block 92 is mounted on a pin 94 and may 
pivot around that pin. Arbor block 92 is con?gured to pivot 
up and doWn so that a user can raise and loWer the blade 
relative to the table as needed. A portion of arbor block 92 
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de?nes a gear segment 96. Table saW 10 includes a ?rst 
Worm gear control member 98, con?gured to engage and 
drive gear segment 96. First Worm gear control member 98 
is attached to a handle 90. Auser adjusts the vertical position 
of blade 40 by turning the ?rst Worm gear control member 
via the handle. Alternatively, table saW 10 may be con?gured 
in other Ways to adjust the height of the blade, such as are 
knoWn to those of skill in the art. 

[0045] Pin 94 is mounted to a ?rst support member 100 
that, along With a second support member 102, comprise at 
least part of a support frame 104. The support frame also 
includes one or more cross braces 106 extending betWeen 
loWer portions of the ?rst and second support members to 
connect the support members together. The upper portions of 
the ?rst and second support members are pivotally coupled 
to table 84. A pair of support brackets 108 extend doWnWard 
from the loWer surface of the table adjacent each of the ?rst 
and second support members. Each support member 
includes a projection 110 adapted to ?t Within and ride along 
an arcuate track (not shoWn) de?ned in each corresponding 
bracket 108. The arcuate tracks de?ne a pivot axis at or near 
the top surface of table 84. As a result, support frame 104 is 
pivotal about the top of table 84 to tilt blade 40. A portion 
of ?rst support member 100 de?nes a gear segment 112. 
Table saW 10 includes a second Worm gear control member 
114, con?gured to engage and drive gear segment 112. 
Second Worm gear control member 114 is attached to a 
handle 90. A user adjusts the tilt of blade 40 by turning the 
second Worm gear control member via the handle. Altema 
tively, table saW 10 may be con?gured in other Ways to 
adjust the tilt of the blade, such as are knoWn to those of skill 
in the art. 

[0046] Brake mechanism 28 includes a support brace 116 
pivotally coupled to support frame 104. In the depicted 
embodiment, support brace 116 includes a loWer fork struc 
ture 118 pivotally mounted onto a pivot pin 120. The pivot 
pin is supported by a collar 122 mounted on one of cross 
braces 106. Pivot pin 120 is aligned generally perpendicular 
to blade 40 so that support brace 116 pivots adjacent and 
parallel to the blade. 

[0047] Support brace 116 also includes an upper fork 
structure 124 coupled to a shaft 126 that extends through the 
upper fork structure in a direction perpendicular to blade 40. 
Shaft 126 is adapted to support cartridge 80 and one or more 
brake paWls 60 adjacent the perimeter of blade 40. Altema 
tively, cartridge 80 may be omitted. The brake paWl is 
formed to de?ne an ori?ce 128 adapted to slide onto, and 
rotate about, shaft 126. The brake paWl is positionable on 
shaft 126 to be selectively pivotal into the teeth of the blade. 
A restraining mechanism holds the brake paWl aWay from 
the blade against the urging of a biasing mechanism. When 
a dangerous condition is detected, a release mechanism 
releases the brake paWl from the restraining mechanism to 
pivot into the blade. Typically, the blade is stopped Within 
approximately 2-5 milliseconds. Exemplary restraining 
mechanisms, biasing mechanisms, release mechanisms, car 
tridges and brake paWls are described above and in the 
incorporated references. 

[0048] Brake mechanism 28 also includes a positioning 
member 130 con?gured to maintain the cartridge and brake 
paWl in a constant orientation adjacent the perimeter of the 
blade. In the exemplary embodiment, positioning member 
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130 includes a collar structure 132 adapted to ?t around, and 
pivot about, a cylindrical channel 134 de?ned in arbor block 
92. Collar structure 132 may be formed by tWo or more 
semi-cylindrical segments connectable together by bolts, 
etc. Such a construction Would facilitate the positioning of 
the collar structure around the arbor block. Alternatively, the 
collar structure may be connected to the arbor block in any 
other suitable manner. 

[0049] In any event, channel 134 is generally symmetrical 
about the elongate central axis of arbor 42. As a result, 
positioning member 130 is pivotal about the arbor. The 
positioning member also includes a fork structure 136 
adapted to ?t around shaft 126. Thus, the positioning mem 
ber is coupled to support brace 116 and brake paWl 60 by 
shaft 126. 

[0050] As arbor block 92 is pivoted to raise and loWer the 
blade, positioning member 130 rotates around the arbor 
block in channel 134 and pivots support brace 116 toWard 
and aWay from second support member 102, thereby main 
taining shaft 126 at a constant radial distance from the arbor. 
In addition, positioning member 130 is rotationally coupled 
to cartridge 80 and/or brake paWl 60 so that the angle 
betWeen positioning member 130 and brake paWl 60 does 
not change. Therefore, While the brake paWl and cartridge 
travel in an arc de?ned by pivot pin 120 and support brace 
116, the orientation of the brake paWl relative to the arbor 
and the perimeter of the blade does not change as the height 
of the blade is adjusted. 

[0051] In the exemplary embodiment, the cartridge and 
brake paWl are rotationally coupled to the positioning mem 
ber by one or more nuts 138 adapted to engage threads on 
each end of shaft 126. When tightened, nuts 138 clamp the 
cartridge against fork structure 136 to produce a frictional 
contact betWeen the cartridge and fork structure 136. Alter 
natively, the cartridge and/or brake paWl may be rotationally 
coupled to the positioning member in a variety of other 
Ways, such as Will be described in more detail beloW. 

[0052] Since the radial distance and orientation of the 
brake paWl does not change relative to the blade, the brake 
paWl may be spaced very close to the edge of the blade to 
minimiZe the time required to pivot the brake paWl into the 
blade. The close spacing betWeen the brake paWl and the 
blade edge is maintained throughout the full range of 
adjustment of the blade. Further, since the brake mechanism 
is mounted on support frame 104, the brake paWl also 
maintains a constant position When the blade is tilted. 

[0053] Upon receipt of an activation signal from control 
subsystem 26, brake paWl 60 is pivoted into the teeth of 
blade 40 by a biasing mechanism (not shoWn) such as 
described above. The blade cuts into the brake paWl causing 
the brake paWl to pivot further into the blade until the blade 
binds and stops. The force of the moving blade is transferred 
through the brake paWl to shaft 126. The direction of the 
force on shaft 126 Will vary depending on the height of the 
blade When the brake paWl is triggered. 

[0054] It should be noted that in the exemplary embodi 
ment, brake paWl 60 is positioned at the back of the blade 
(i.e., betWeen the blade and the rear of table saW 10). It is 
believed that this arrangement Will tend to cause blade 40 to 
move at least slightly doWnWard as it rides doWn the face of 
the brake paWl. The clockWise (as vieWed in FIG. 4) angular 
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momentum of the blade may be at least partially transferred 
to positioning member 130 Which links arbor 42 and shaft 
126. Thus, shaft 126 is urged to move in a clockWise 
direction about the arbor. Since the shaft is constrained by 
support brace 116, the shaft tends to pivot generally hori 
Zontally toWard ?rst support member 100, thereby pushing 
the arbor doWnWard. Typically, blade 40 is prevented from 
signi?cant doWnWard retraction during braking by the 
engagement of ?rst Worm gear control member 98 With gear 
segment 96. Alternatively, at least a portion of ?rst Worm 
gear control member 98 may be con?gured to release gear 
segment 96 to alloW the arbor block to pivot doWnWard, 
thereby retracting the blade beloW table 84. 

[0055] As best seen in FIGS. 5 and 6, shaft 126 is 
supported on only one side of the blade. While this facilitates 
the installation and removal of the brake paWl and cartridge, 
a substantial amount of bending force Will be produced on 
the end of the shaft When the brake paWl pivots into the 
blade. By coupling to the shaft at tWo spaced-apart locations, 
upper fork structure 124 provides stability to the shaft during 
braking. LikeWise, fork structure 136 is coupled to the shaft 
at tWo-spaced apart locations to provide increased stability. 
Alternatively, shaft 126 may be supported on both sides of 
blade 40. One example of such an embodiment is illustrated 
in FIGS. 7-9. 

[0056] As best seen in FIG. 8, support brace 116 includes 
an inner arm 140 and an outer arm 142. The upper end of 
inner arm 140 is coupled to shaft 126 on the side of the blade 
adjacent arbor block 92, While the upper end of outer arm 
142 is coupled to the shaft on the side of the blade opposite 
the arbor block. Cartridge 80 and brake paWl 60 are mounted 
on shaft 126 betWeen the inner and outer arms of support 
brace 116. The loWer ends of the inner and outer arms are 
mounted on pivot pin 120. A spacer 144 disposed on the 
pivot pin maintains an equal distance betWeen the upper and 
loWer ends of the inner and outer arms. Pivot pin 120 is 
mounted in a pair of bearing structures 146, one on each 
cross brace 106. 

[0057] The loWer end of positioning member 130 is 
coupled to arbor 42 by a bearing (not shoWn) that alloWs the 
arbor to rotate relative to the positioning member. The upper 
end of the positioning member is connected to shaft 126. In 
the exemplary embodiment, positioning member 130 is 
connected to shaft 126 at a single point betWeen inner arm 
140 and outer arm 142. As shoWn in FIG. 9, the cartridge is 
clamped betWeen the positioning member and a shoulder 
portion 148 of shaft 126. The shaft includes a threaded 
portion 150 Which engages a threaded bore through the 
positioning member to rotationally couple the cartridge and 
brake paWl to the positioning member. 

[0058] Alternatively, the upper end of the positioning 
member may include a fork structure adapted to connect to 
the shaft at tWo points on either side of inner arm 140. As a 
further alternative, the positioning member may include a 
collar structure such as described above to pivotally couple 
around a channel in arbor block 92. In such an embodiment, 
the upper fork structure of the positioning member may 
connect to the shaft on the side of the inner arm opposite the 
cartridge provided the cartridge is rotationally coupled to the 
positioning member by other means. Examples of such other 
mechanisms for rotationally coupling the cartridge and 
brake paWl to the positioning member are described beloW. 






