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Fig.2 
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METHOD OF DETECTING POSITION OF 
RECTANGULAR OBJECT AND OBJECT 

DETECTOR 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention generally relates to a method 
and an apparatus for detecting a position of an object and its 
angle to a speci?c reference and, more particularly, it relates 
to a method and an apparatus that precisely detects a position 
and its angle of a tool used in computer games. 

[0003] 2. Description of the Background Art 

[0004] Sports computer games directed to baseball, foot 
ball, golf, tennis, table tennis, boWling, and so on forms one 
of the categories of computer games. Most of these sports 
games require associated tools for playing. A bat for base 
ball, a racket for tennis or table tennis, a boWling ball for 
boWling, to name a feW. The game program running on a 
CPU (Central Processing Unit) of a game apparatus creates 
virtual game situation Where a user is supposed to be a 
player, generates a video image of the surroundings, and 
shoWs the image on a television set (TV). When a speci?c 
situation arises, the player is requested to take an action 
using the tool. In response to the player’s action, the game 
program changes the virtual situation, and the player is 
requested to take a next action. 

[0005] Take a golf game as an example. At the start of a 
game, the golf game program creates a scene of a teeing 
ground. The green can be seen on the backside of the teeing 
ground and the virtual golf ball is placed at the center (or any 
other place) of the teeing ground. When the scene changes 
and the golf ball is displayed at the center of the screen, the 
player “addresses” an image sensor unit placed on the ?oor 
and try to hit the virtual With a club, i.e., sWings the club 
above the image sensor unit. 

[0006] When the player sWings the club, the image sensor 
detects the positions of the moving club head and associated 
computation program Within the image sensor unit computes 
the speed and the direction of the club head. The detected 
speed and the movement are applied to the golf game 
program. In response, the golf game program computes the 
direction and speed of the club head, computes the resultant 
trajectory of the imaginary golf ball hit by the imaginary golf 
club in accordance With the direction and the speed of the 
club head, and creates a neW game situation in accordance 
With the neW position of the golf ball. 

[0007] Naturally, speci?c hardWare is necessary for 
detecting the position of the club head. Japanese Patent 
Application Laying-Open (Tokkai) No. 2004-85524 dis 
closes an apparatus for detecting such positions of a game 
tool. The apparatus is used in a computer golf game and 
includes a stroboscope having four LED’s (light emitting 
diodes), a CMOS (Complementary Metal-Oxide-Silicon) 
image sensor (hereinafter “CIS”), and a processor. A retro 
re?ector is attached to the bottom (sole) of a club head or a 
putter head. The retro-re?ector has a long rectangular shape 
With circular ends. The apparatus is connected to a TV 
monitor and a golf game program running on the processor 
generates the video image of a virtual golf course in 
response to the player’s action With the club or the putter. 
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[0008] In operation, the CIS captures tWo kinds of images: 
images during the stroboscope LED’s are on (emitting 
light); and images during the stroboscope LED’s are o?‘. The 
image signals are applied to the processor, Where necessary 
computation is carried out. 

[0009] When LED’s are emitting light, the retro-re?ector 
re?ects that light to the CIS; therefore, the CMOS sensor 
forms the image of the retro-re?ector. Other light sources 
also form images on the CIS. When the LED’s are off, the 
retro-re?ector does not re?ect the light; their images are not 
formed. Only other light sources form their images. By 
computing the difference betWeen these tWo kinds of images 
in the processor, therefore, the processor can detect the 
images of the retro-re?ectors separate from other images. 

[0010] The processor detects tWo points farthest from each 
other in an image of the retro-re?ector. These tWo points 
indicate the tWo ends of the mid line of the retro-re?ector; 
by knoWing the X and Y coordinates of these points, the 
processor can knoW the position of the club head or the 
putter head as an average of these tWo points. By computing 
this point for each of the captured images, the processor 
computes the direction and the speed of the movement of the 
club head. Also, the processor can compute the angle 6 
betWeen the line connecting the tWo end points of the 
retro-re?ector and a prescribed reference line. From this 
angle 6, the angle of the head face can be computed. 

[0011] A golf game program running on the processor 
processes these data, determines the trajectory of the virtual 
golf ball, and creates next virtual situation. 

[0012] HoWever, in order to determine the tWo farthest 
points in the image of the retro-re?ector, the processor have 
to compute the distance of each combination of tWo points 
in the image of the retro-re?ector. This is relatively com 
plicated operation and requires a considerable amount of 
computing time. Further, the CIS has a 32x32 pixel, 8 bits 
per pixel image plane. The data siZe of one image therefore 
amounts to 8192 bits=l024 bytes. The processor needs to 
receive the data from the CIS, store the data, and carry out 
the above-described computations on the stored data. 

[0013] Therefore, a processor With relatively high perfor 
mance is necessary in order to carry out the computation 
necessary for the game in real time. Also, the processor 
needs to have storage With a capacity large enough to store 
the data output from the CIS. This results in a computer 
game machine With a relatively high cost. Because children 
are the main users of the computer game machines, the game 
machines should be inexpensive although they should have 
enough performance to fully operate in real time. 

SUMMARY OF THE INVENTION 

[0014] Therefore, one of the objects of the present inven 
tion is to provide an object detector that detects a position of 
an object With a simple operation and a method thereof. 

[0015] Another object of the present invention is to pro 
vide an object detector that detects a position of an object 
With smaller amount of computation compared With the 
prior art and a method thereof. 

[0016] Yet another object of the present invention is to 
provide an object detector having simple structure that 
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detects a position of an object With smaller amount of 
computation compared With the prior art and a method 
thereof. 

[0017] In accordance With a ?rst aspect of the present 
invention, a method of detecting a position of a rectangular 
object includes the steps of: capturing an image of the object 
by an image sensor having a rectangular image plane having 
four edges; detecting, for each edge of the four edges, a 
distance to a point of the image of the object closest to said 
each edge; and determining a position of a prede?ned point 
of the image of the object based on the detected distances. 

[0018] The distances of the four points closest to the 
respective edges of the image plane from the respective 
edges can be detected With simple operation and does not 
require a large amount of computation time. Therefore, a 
method that can detect a position of an object With a simple 
operation can be provided. 

[0019] The step of determining may include the step of 
determining a position of the center point of the image of the 
object based on the distances. 

[0020] Preferably, a coordinate system having a ?rst axis 
and a second axis is de?ned on the image plane. The ?rst 
axis of the coordinate system is perpendicular to a ?rst pair 
of opposite edges of the image plane, and the second axis of 
the coordinate system is perpendicular to a second pair of the 
edges of the image plane. The step of determining a position 
of the center point may include the step of: determining 
?rst-axis coordinates of points closest to respective edges of 
the ?rst pair of edges; calculating a ?rst-axis coordinate of 
the center point by averaging the ?rst-axis coordinates 
determined in the step of determining ?rst-axis coordinates; 
determining second-axis coordinates of points closest to 
respective edges of the second pair of edges; and calculating 
a second-axis coordinate of the center point by averaging the 
second-axis coordinates determined in the step of determin 
ing second-axis coordinates. 

[0021] Scanning the image plane searching for four points 
closest to the four edges from the edges can be implemented 
With simple algorithm. By detecting these four points, the 
center point of the image of the object is easily calculated. 
Therefore, a simple method for detecting a position of an 
object is provided. 

[0022] More preferably, the method further includes the 
steps of calculating an angle 6 that one of the edges of the 
image of the object forms With one of the four edges of the 
rectangular image plane using the ?rst-axis coordinates 
determined in the step of determining ?rst-axis coordinates, 
and the second-axis coordinates determined in the step of 
determining second-axis coordinates. 

[0023] Still more preferably, the ?rst-axis coordinates 
determined in the step of determining ?rst-axis coordinates 
includes coordinate values Rlx and L1x Where R1x>L1x; 
and the second-axis coordinates determined in the step of 
determining second-axis coordinates includes coordinate 
values T1); and B1y Where T1y>B1y. The step of calculating 
an angle may include the step of calculating the angle 6 by 
a folloWing equation: 
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[0024] By simply detecting four coordinate values T1y, 
B1y, Rlx and L1x of the four points, the angle 6 can be 
computed. There is no need to knoW the eight, full coordi 
nate values of the four points. 

[0025] Further preferably, the objects includes a rectan 
gular retro-re?ective strip, and the step of capturing includes 
the steps of: turning on a lighting device; capturing and 
storing a ?rst image of the object by the image sensor While 
the lighting device is on; turning off the lighting device; 
capturing and storing a second image of the object by the 
image sensor While the lighting device is off, and subtracting 
the second image from the ?rst image. 

[0026] The image plane of the image sensor may have a 
plurality of pixels each producing a pixel signal having a 
plurality of signal levels, and the method further includes the 
step of doWn-sampling the pixel signals of the plurality of 
pixels of the image sensor to l-bit signals. 

[0027] Preferably, the step of detecting includes the steps 
of, for each edge of the four edges of the image plane, 
scanning the doWn-sampled rectangular image plane starting 
from the each edge in a direction to an opposite edge until 
a point having a predetermined ?rst value is found. 

[0028] An object detector for detecting a position of a 
rectangular object in accordance With another aspect of the 
present invention includes: an image sensor having a rect 
angular image plane having four edges; a distance detector 
that detects, for each edge of the four edges, a distance to a 
point of the image of the object closest to said each edge; and 
a position determiner that determines a position of a pre 
de?ned point of the image of the object based on the 
detected distances. 

[0029] Preferably, the object includes a rectangular retro 
re?ective strip, and the object detector further includes: a 
light source; a light source controller that causes the light 
source to periodically emit a light; an exposure controller 
that causes the image sensor to capture a ?rst image While 
the light source is emitting a light and to capture a second 
image While the light source is not emitting a light; and an 
image subtracting device that subtracts the second image 
from the ?rst image. 

[0030] More preferably, the image plane of the image 
sensor has a plurality of pixels each producing a pixel signal 
having a plurality of signal levels; and the object detector 
further includes a doWn sampling circuit that doWn-samples 
the pixel signals of the plurality of pixels of the image sensor 
to l-bit signals. 

[0031] Still more preferably, the object detector further 
includes a Wireless transmitter that transmits the position of 
the predetermined point of the image of the object via 
Wireless communication. 

[0032] The foregoing and other objects, features, aspects 
and advantages of the present invention Will become more 
apparent from the folloWing detailed description of the 
present invention When taken in conjunction With the 
accompanying draWings. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

[0033] FIG. 1 illustrates an overall arrangement of a golf 
game system 30 in accordance With one embodiment of the 
present invention; 

[0034] FIG. 2 shoWs a game cassette 76 including a CPU 
and a memory that stores a golf game program, and an 
adaptor 46 for the game cassette 76 having TV connection 
capabilities and IR communication capability; 

[0035] FIG. 3 is a perspective vieW of a sWing detector 44 
for detecting the direction and the speed of a club head as 
Well as an angle of its face in accordance With the embodi 

ment; 

[0036] FIG. 4 shoWs a golf club 42 for a golf game used 
With the sWing detector 44 shoWn in FIG. 3; 

[0037] FIG. 5 shoWs a functional block diagram of the 
sWing detector 44; 

[0038] FIG. 6 schematically shoWs the image plane of 
CIS 146 of the sWing detector 44 shoWn in FIG. 5 and an 
image of a retro-re?ector strip 124 of the golf club 42 shoWn 
in FIG. 4; 

[0039] FIG. 7 is a Waveform diagram of the signals Within 
sWing detector 44 shoWn in FIG. 3; 

[0040] FIG. 8 is Waveform diagrams of an image signal 
outputted from CIS 146 to doWn sampling comparator 150 
shoWn in FIG. 5 and an image signal down-sampled by 
doWn sampling comparator 150; 

[0041] FIGS. 9 to 12 shoW the overall control structure of 
golf club detecting program running on the processor of 
sWing detector 44; 

[0042] FIG. 13 shoWs directions of a clubface that can be 
detected by sWing detector 44; 

[0043] FIG. 14 shoWs a detected direction 344 of the 
movement of the golf club With reference to a predetermined 
reference direction 342; 

[0044] FIG. 15 shoWs a conventional Way of determining 
a direction of a golf ball movement hit by a golf club; 

[0045] FIG. 16 shoWs a novel Way of determining a 
direction of a golf ball in accordance With the ?rst embodi 
ment; 

[0046] FIG. 17 shoWs the detected angle 62 of the club 
face in accordance With the ?rst embodiment; and 

[0047] FIG. 18 shoWs hoW the direction of a golf ball in 
the screen is determined in the embodiment of the present 
invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0048] Overall Arrangement of the System 

[0049] FIG. 1 shoWs an overall arrangement of a golf 
game system 30 in accordance With one embodiment of the 
present invention. Referring to FIG. 1, golf game system 30 
includes: an adaptor 46 having connection facility to TV 48 
via a cable 52 and a Wireless IR (Infrared) communication 
capability; and a game cassette 76 that is to be mounted on 
adaptor 46. 
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[0050] Referring to FIG. 2, adaptor 46 has a housing 72 
and a receiving stage 74 that moves up and doWn Within 
housing 72. A connector is provided Within the housing of 
adaptor 46 and by pushing doWn receiving stage 74, the 
connector is exposed. Adaptor 46 further has an IR emitting/ 
receiving WindoW 70 for IR communication. 

[0051] Game cassette 76 has a connector 78 With connec 
tor pins Tn. When game cassette 76 is put on receiving stage 
74 and pushed doWn, receiving stage 74 moves doWn and 
connector 78 Will be coupled With the connector (not shoWn) 
of adaptor 46. Although not illustrated, game cassette 76 
includes a CPU and a memory that stores a golf game 
program. Through the connection of the connectors 78 and 
the connector of adaptor 46 not shoWn, the processor of 
game cassette 76 can utiliZe the IR communication capabil 
ity of adaptor 46. The processor can also apply video image 
of a golf game to TV 48 shoWn in FIG. 1. 

[0052] Referring again to FIG. 1, golf game system 30 
further includes: a golf club 42 Which a player 40 uses to 
play the golf game; and a sWing detector 44 for detecting the 
position of the head of golf club 42 as Well as the angle of 
clubface of golf club 42 With reference to a prede?ned 
reference direction. SWing detector 44 also has a Wireless IR 
communication capability and can transmit the detected 
position of the head of golf club 42 as Well as the angle of 
the clubface to adaptor 46 through the IR light 50. 

[0053] Structure of SWing Detector 44 

[0054] Referring to FIG. 3, sWing detector 44 includes a 
relatively ?at housing 80. SWing detector 44 further 
includes: an IR LED 106 for transmitting data; a poWer 
sWitch 90; four sWitches 98, 100, 102, and 104 for adjusting 
the function of sWing detector 44; a CIS 146; and tWo IR 
LED’s 94 and 96 for exposure provided on either side of CIS 
146, all arranged on the upper surface of housing 80. The 
arrangement of the circuitry Within sWing detector 44 Will be 
described later With reference to FIG. 5. 

[0055] Referring to FIG. 4, golf club 42 includes a shaft 
120; a club head 122 With a neck 121 that is connected to 
shaft 120. On the bottom (sole) of club head 122, a retro 
re?ector strip 124 having a rectangular shape is attached. 
Retro-re?ector strip 124 has tWo sets of edges; longer ones 
and shorter ones. Retro-re?ector strip 124 is attached to club 
head 122 so that its longer edges are parallel to the edge of 
the clubface. 

[0056] Referring to FIG. 5, in addition to IR LED 106, IR 
LED’s 94 and 96 and four buttons 98, 100, 102 and 104, 
sWing detector 44 includes as its inner circuitry: CIS 146 
having 32H (HoriZontal)><32V (Vertical) resolution output 
ting VOUTS signal, Which includes a series of pixel values 
quantized to 8 levels; a doWn sampling comparator 150 
connected to receive the VOUTS signal from CIS 146 for 
doWn-sampling the VOUTS signal to a l-bit binary signal; 
an MCU (Micro Controller Unit) 148 that receives the 
output of doWn sampling comparator 150 for computing the 
position of the center point of the club head as Well as the 
angle of the clubface; and a poWer LED 152 embedded 
Within poWer key 90 shoWn in FIG. 3 for the indication of 
poWer on and o?‘. Although not shoWn, MCU 148 has an 
internal memory, registers, and a processor. 

[0057] DoWn sampling comparator 150 includes a 
Schmidt trigger. In this embodiment, the positive going 
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threshold and the negative going threshold of Schmidt 
trigger is the same: VTH When the level of the input signal 
goes higher than the threshold VTH, the output of doWn 
sampling comparator 150 immediately goes High. If the 
level of the input signal falls to a level loWer than the 
threshold VTH, the output of doWn sampling comparator 150 
immediately falls to LoW. Thus, the VOUTS signal, Which 
is a multi-level signal, is converted into a l-bit binary signal. 

[0058] SWing detector 44 further includes: a battery box 
140 operatively coupled to poWer key 90; a voltage regulator 
circuit 142 for regulating the voltage outputted by battery 
box 140 and for supplying poWer to MCU 148 and other 
circuits in sWing detector 44 via poWer lines; and a poWer 
control sWitch 144 that, under control of MCU 148, supplies 
the poWer from voltage regulator circuit 142 to CIS 146 so 
that CIS 146 captures images at prescribed timings. PoWer 
control sWitch 144 and CIS 146 receives control commands 
from MCU 148 via a control bus 149. Outputs of CIS 146 
and doWn sampling comparator 150 are connected to the 
input of MCU 148 via a data bus 151. 

[0059] Referring to FIG. 6, MCU 148 ?nds the angle 6 
Which one of the edge of the image 182 of retro-re?ector 
strip 124 forms With one of the edges of the image plane of 
CIS 146 in the folloWing manner. First, MCU 148 scans the 
image 180 captured by CIS 146 roW by roW from the top to 
the bottom searching for an image 182 of retro-re?ector strip 
124. The ?rst bright point at a roW With a y-coordinate T1y 
indicates the top most comer 190 of the image 182. For that 
purpose, a coordinate system is de?ned on the image 180 
(i.e., on the image plane of CIS 146). Likewise, MCU 148 
scans image 180 column by column from the rightmost 
column until it ?nds the rightmost bright point. This point 
indicates the column With an x-coordinate value R1x of the 
corner 192 of image 182. In a similar manner, MCU 148 
?nds the leftmost bright point 196 at a point With x-coor 
dinate L1x and the bottom bright point 194 With a y-coor 
dinate B1y. Here, T1y>B1y holds. Likewise, R1x>L1x 
holds. In other Words, in this operation, the distances of the 
four points 190, 192, 194 and 196 closest to respective edges 
of image 180 from the respective edges are detected and then 
their x- or y-coordinate values are computed. 

[0060] Points 190, 192, 194 and 196 correspond to the 
four comers of image 180 of retro-re?ector strip 124. The 
coordinates Qi, Y) of the center point 198 of the image 182 
of retro-re?ector strip 124 then are then computed by: 

X=(Llx+Rlx)/2 
Y=(Tly+Bly)/2. 

[0061] The angle 6, Which the longer edge of image 182 
of retro-re?ector strip 124 makes With the x-axis, is deter 
mined by: 

[0062] By the above-described simple computation, the 
position of the center point of retro-re?ector strip 124 and its 
angle betWeen the x-axis can be computed. This requires a 
relatively small amount of computation compared With the 
prior art. 
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[0063] FIG. 7 shoWs the Waveforms of the signals among 
CIS 146, MCU 148 and doWn sampling comparator 150 
shoWn in FIG. 5. Referring to FIG. 7, “FS” is the frame 
signal for synchronization of circuits external to CIS 146. 
One cycle period of signal FS is predetermined by a clock 
signal (SCLK) and, in this embodiment, it equals to 12288 
clock cycles. In this embodiment, CIS 146 captures an 
image While signal FS is at the LoW level. This period Will 
be called an exposure time “Texp” hereinafter. When CIS 
146 is ready to output the captured image signal, signal FS 
is at the High level. 

[0064] The time period of CIS 146 for capturing an image 
(hereinafter “intemal exposure time”) depends on the set 
tings of a speci?c 8-bit register E0(7:0) internal to CIS 146. 
The settings may be externally changed. The exposure time 
Texp is divided into 255 (=28) parts. CIS 146 determines the 
internal exposure time by Texp times register value E0(7:0) 
divided by 255. Thus, if the register value E0(7:0) is 200, the 
internal exposure time Will be Texp*200/255 as shoWn in 
FIG. 7. 

[0065] When signal FS is at the High level, i.e., signal FS 
indicates the data transfer period, CIS 146 is ready to 
transfer the captured image data VOUTS. The rising edges 
of signal STR shoW the timings of data hold and sampling 
of VOUTS at doWn sampling comparator 150. During the 
data transfer period, signal STR includes 32x32+l pulses. At 
each of the falling edges of these pulses, doWn sampling 
comparator 150 samples the VOUTS signal 220, compares 
the level of VOUTS signal 220 With the threshold level VTH 
221, and outputs the result as a l-bit signal 222. The ?rst 
data is a dummy and is discarded; therefore, doWn sampling 
comparator 150 outputs 32x32 pixel data Within the data 
transfer period. VOUTS signal 220 shoWs the intensity of 
the image quantized to 8 levels. This signal is reduced to the 
l-bit signal and is supplied to MCU 148. 

[0066] Because the image signal is reduced to l-bit 32x32 
pixel signals, memory capacity of MCU 148 required for 
storing the image data is substantially reduced and an MCU 
With relatively loW cost can be used. 

[0067] FIG. 8 shoWs the doWn sampling carried out by 
doWn sampling comparator 150. VOUTS outputted from 
CIS 146 has 8-bit resolution as shoWn in Waveforms 220 
(FIG. 8(b)). DoWn sampling comparator 150 compares the 
level of VOUTS With a predetermined threshold level 221 
and outputs the resultant l-bit binary signal as shoWn by the 
Waveform 222 (FIG. 8(a)). 

[0068] Program Structure of SWing Detector 44 

[0069] FIGS. 9 to 12 shoW the overall control structure of 
the program running on MCU 148 of sWing detector 44 for 
controlling CIS 146, capturing the image of retro-re?ector 
strip 124, and computing the position of its center point and 
its angle 6 With reference to the x-axis. 

[0070] Referring to FIG. 9, after the poWer-on, the pro 
gram starts at step 240 Where registers of MCU 148 are 
initialiZed. At step 242, MCU 148 clears its RAM (random 
access memory). Then, at step 244, PIO (programmed 
input/output) setting of MCU 148 is carried out. At step 246, 
MCU 148 read option code setting and resets CIS 146 and 
set up registers of CIS 146 in accordance With the option 
code setting. At step 248, Watchdog timer is reset. 
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[0071] At step 250, it is determined Whether the signal FS 
is LoW or not. If not, the control returns to step 250 and the 
determination is repeated until the signal FS is LoW. When 
signal FS is LoW, MCU 148 turns on the exposure IR LED’s 
94 and 96 (see FIGS. 3 and 5). At step 254, exposure IR 
LED’s 94 and 96 are kept on until the signal FS is High. 
When the signal FS is found to be High, exposure IR LED’s 
94 and 96 are turned off at step 256. 

[0072] Referring to FIG. 10, MCU 148 Waits until the 
signal STR is at its falling edge at step 258. When the STR 
is at its falling edge, MCU 148 reads the VOUTS doWn 
sampled by doWn sampling comparator 150 at step 260. 

[0073] At step 262, it is determined Whether all 32x32 data 
are received from CIS 146. If not, the control returns to step 
258. When all of the 32x32 data are received, the control 
goes to step 264, Where RAM loaded With the received data 
Within MCU 148 is organiZed. The 32x32 data received at 
steps 258 to 262 forms the exposure data. 

[0074] At step 266, CIS 146 tries to get key press data. At 
step 268, a sleep counter (not shoWn) Within MCU 148 is 
checked ant it is determined Whether the sleep counter has 
over?oWed or not. If over?oWed, the control goes to step 
270; otherWise, it goes to step 280 (FIG. 11). 

[0075] At step 270, MCU 148 controls poWer control 
sWitch 144 to stop the poWer supply to CIS 146 and enters 
the sleep mode. At step 272, MCU 148 turns on the sleep 
LED, Which is poWer LED shoWn in FIGS. 3 and 5. At step 
274, MCU 148 Waits for a predetermined period by a delay 
loop. After the predetermined period, MCU 148 turns on the 
sleep LED at step 276. At step 278, it is determined Whether 
key is pressed or not. If there is no key press, then control 
returns to step 270 and MCU 148 enters sleep mode again. 
If there is a key press, the control jumps back to step 240 and 
MCU 148 carries out the steps 240 and seq. again. 

[0076] When it is determined at step 268 that the sleep 
counter has not over?oWed, control goes to step 280 shoWn 
in FIG. 11. Referring to FIG. 11, at step 280, MCU 148 
Waits until the signal FS is High. When the signal FS is High, 
MCU 148 turns on poWer on LED 152 at step 282 and Waits 
until the signal FS is LoW at step 284. By turning on poWer 
on LED 152, MCU 148 indicates that MCU 148 and CIS 146 
are operating. When the signal FS is LoW, MCU 148 turns 
off poWer on LED 152. By turning off the poWer on LED 
152, MCU 148 indicates that it Will not receive any key 
input. 

[0077] Next, at step 288, MCU 148 Waits until the signal 
STR is at is falling edge. When the signal STR is at its falling 
edge, MCU 148 again reads VOUTS data at step 290. Steps 
288 and 290 are repeated until it is determined that 32x32 
data are received at step 292. The 32x32 data received at 
steps 258 to 262 form the dark data. Then, the control goes 
to step 294, Where MCU 148 subtracts the dark data from the 
exposure data. By this operation, images of light sources 
other than retro-re?ector strip 124 are removed from the 
32x32 exposure data. Control goes to step 296 shoWn in 
FIG. 12. 

[0078] At step 296, it is determined Whether there is no 
blight point in the image or any key press. If there is a blight 
point or a key press, control goes to step 298; otherWise, 
control goes to step 318. 
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[0079] At step 298, it is determined Whether there is no 
bright point in the image but a key press. If there is no bright 
point but a key press, control goes to step 314; otherWise, 
control goes to step 300. 

[0080] At step 300, MCU 148 scans the 32x32 image from 
top to bottom roW until it gets the topmost bright point T1y. 
At step 302, MCU 148 scans the image from bottom to top 
roW to get the bottommost bright point B1y. At step 304, 
MCU 148 scans the image from left to right column to get 
the leftmost bright point L1x. Finally, at step 306, MCU 148 
scans the image from right to left column to get the right 
most bright point R1x. 

[0081] At step 308, MCU 148 calculates center point (X, 
Y) of the image of retro-re?ector strip 124 by the folloWing 
equations (1): 

[0082] At step 310, it is determined Whether the game is 
in an angle mode Where the angle of the clubface is 
considered in the golf game. If it is not in the angle mode, 
control goes to step 314; otherWise, control goes to step 312 
Where club angle 6 is calculated by the folloWing equation 
(2)1 

[0083] Then control goes to step 314. At step 314, MCU 
148 sets up the IR output pattern for the IR communication 
to adaptor 46 in accordance With the computed result. 

[0084] The data format of the position data and angle data 
for IR communication includes 22 bits. The ?rst bit is a start 
bit, Which is alWays is l. The next thirteen bits represent the 
X and Y coordinates of the center point including parity bits. 
Because X and Y are in the range from 0 to 31 (32 pixels), 
it requires 5 bits to represent each of the X and Y coordi 
nates. The parity bits include three bits. 

[0085] The next four bits represent the club angle. The 
angle computed at step 312 is rounded to the nearest 15 
degrees (15°) as shoWn by the tWelve angles 61 to 612 in 
FIG. 13. Thus, the club angle requires 4 bits in transmission. 

[0086] The next three bits indicates the pressed key. If no 
key is pressed, these three bits are not transmitted. 

[0087] Referring again to FIG. 12, at step 316, MCU 148 
resets the sleep mode counter. At step 320, MCU 148 outputs 
the IR data set up at step 314. The golf game program 
running on adaptor 46 can then utiliZe the data and change 
the game situation. After step 320, the control returns to step 
248 shoWn in FIG. 9. 

[0088] When it is determined at step 296 that there is no 
bright point in the 32x32 image nor a key press, control goes 
to step 318. At step 318, MCU 148 clears the IR output 
patterns. Then the control goes to step 320 Where the cleared 
IR output pattern is output to adaptor 46. 

[0089] Operation of SWing Detector 44 

[0090] SWing detector 44 of the present embodiment oper 
ates as folloWs. At the time of poWer-up, MCU 148 of sWing 
detector 44 initialiZes its registers (FIG. 9, step 240), clears 
its RAM (step 242), sets up PIO settings (step 244), and 
reads option code setting and starts supplying poWer to CIS 
146 (step 246). In response to the poWer supply, CIS 146 








