
US 20060156276A1 

(19) United States 
(12) Patent Application Publication (10) Pub. No.: US 2006/0156276 A1 

Brown et al. (43) Pub. Date: Jul. 13, 2006 

(54) WORKFLOW DECISION MANAGEMENT Publication Classi?cation 
WITH HEURISTICS 

(51) Int. Cl. 
(76) Inventors: William A. Brown, Raleigh, NC (US); G06F 9/44 (200601) 

U-S. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. (US); Francis Xavier Reddmgton, (57) ABSTRACT 

Richmond, VA (US) 
Methods, systems, and computer program products are 

Correspondence Addfessi provided for Work?ow decision management. Embodiments 
INTERNATIONAL CORP (BLF) typically include maintaining a device state history; identi 
c/o BIGGERS & OHANIAN, LLP fying a device usage pattern in dependence upon the device 
P.O. BOX 1469 state history; identifying a derived scenario in dependence 
AUSTIN, TX 78767-1469 (US) upon the device usage pattern; and selecting a heuristic in 

dependence upon the derived scenario. In typical embodi 
ments, the heuristic has a tolerance. Embodiments also 

(21) Appl, No.1 11/032,336 include identifying a Work?ow in dependence upon the 
selected heuristic and executing the Work?ow in dependence 

(22) Filed: Jan. 10, 2005 upon the tolerance. 

Device Scenario Device Threshold 
m & @ 

Device ID ~ m - N Device ID ~ E 
Addmss N E Device. ID E2 Max N 310 
A“ .b t N306 Scenar1oID~1? _ — 

n u e — Work?ow ID ~ m M1“ ~ 3J2 

Description ~ @ 

Device State User 

@ Work?ow 1B 

Devicdmm i? User 1mm 
Devicestate ID ~ 3_1_ Work?ow ID N m Role 1}) A. 318 
Descnpuon N 32 Sequence Number ~ E 

User Session State 
Device State History Work?ow Session & 

3M 362 . 
. -— Session State 

Device“) N E Work?ow Session ID ~ g 11) ~ QM 
Dev1ceState ID ~ 3; Work?ow ID ~ 3L0 Msg ID~ 39 
Value N m User Session State ID ~ @ User ID '“ 3% 
Time Stamp~ 3_2Q Msg ID ~ E. Role ID ~ m 

User ID ~ m 

Device Usage Role ID ~ i7_2 
3% 

Usage [D N m Derived Scenario 
Device ID ~ 302 Q 

gzlvlcisgaltg ID ~ l2— Derived Scenario ID ~ i 
ue — Description ~ E 

Usage Tolerance 
i3—2 360 

Usage ID ~ 33_4 
Description~ a Tolerance Level ID ~ Q 



Patent Application Publication Jul. 13, 2006 Sheet 1 of 6 US 2006/0156276 A1 

Workstation 
M 

UUUD 

PVR 

mi 

Desk Lamp 

% 
Personal 
Computer 

1_1_2 FIG. 1 



Patent Application Publication Jul. 13, 2006 Sheet 2 of 6 

L 
US 2006/0156276 A1 

Other Devices 184 
? \ _ _ B2 f 

Device 
m 

RAM 

@ 

WDM Application 
1Q 

Y 
' OS Comms 

Processor m Adapter 
E 167 

System Bus ~ @ 
4 > 

l/O Interface Hff'rd Optical Flash 
DlSk m 1_7_4 178 

— E 

Memory 
@ 

User Input Display 
Device Device 

m 1% 

FIG. 2 



13 

Usage ID ~ 1% 
Device ID ~ 302 

Derived Scenario 
Q 

gericesgaltg ID ~ l2—6 Derived Scenario ID ~ 3_541 
a ue N — Description ~ @ 

Usage Tolerance 
i2 360 

Usage ID ~ 33 ~ 
Description~ 3E Tolerance Level ID Q 

Patent Application Publication Jul. 13, 2006 Sheet 3 0f 6 US 2006/0156276 A1 

Device Scenario Device Threshold 
HQ _34_4 M 

Device ID ~ 302 - Device ID ~ 302 
—— Device ID ~ 1); _ 

iddrgss ~ %6 Scenario ID ~ 1% Mrdx N 3i 
ttn ute N — Work?ow ID ~ w Mm N 312 

Description ~ @ 

Device State User 

3Q Work?ow QB 

DeviceID ~ m 33 User ID ~ @ 

DeviceState ID ~ 3_1__6_ Work?ow ID N giq Role ID ~ 1125 
Descnptlon N 33—9 Sequence Number ~ E 

User Session State 
Device State Work?ow Session & 

314 
'_ 3Q Session State 

DevlcdD ~ 1% Work?ow Session ID ~ @ ID N 28-4 
Dev1ceState ID ~ _l_ Work?ow ID N 5L0 Msg ID~ 3Q 

vfllue N 3—l§ User Session State ID ~ §_6§ User ID ~ 3L6 
Time Stamp~ 29 Msg ID ~ R016 ID ~ 3_78_ 

User ID ~ w 

Device Usage Role ID ~ 3_7Z 

FIG. 3 



Patent Application Publication Jul. 13, 2006 Sheet 4 of 6 US 2006/0156276 A1 

Role Heuristic 
£92 33_9 

Role ID N 3—8 Heuristic ID ~ g 

Work?ow ID ~ m 

Role Device Privileges Tolerance Level ID ~ 35 

M 
Role Privileges ID ~ j4__Q§ 
Privileges ID ~ M 
Role ID ~ 3_73 

Privileges 
m 

Privileges ID ~ @ 
Description ~ ?Q 
Read Flag ~ _4_Q 
Write Flag ~ m 

416 

Msg ID ~ & 
Origin Address ~ m 
Destination Address ~ Q 

Device Privileges 
Q 

Device Privilege ID ~ g 
Device ID ~ 2% 
Privileges ID ~ 13_7 

FIG. 4 



Patent Application Publication Jul. 13, 2006 Sheet 5 of 6 US 2006/0156276 A1 

Device 
Threshold 

3_0§ 

Scenario 
E 

Device 
Usage 
% Device State 

M 

Derived 
Scenario 

§5_2 

Heuristic 
E 

Tolerance 
@ 

Device State 
History 

13.15 

Device 
Privileges 
@ 

Privileges 
@ Workflow 

a 

Role 
Device 

Privileges 
fm 

User 
Session 
State 

3; 

Work?ow 
Session 
l6_2 

FIG. 5 



Patent Application Publication Jul. 13, 2006 Sheet 6 of 6 US 2006/0156276 A1 

Device Device State History 
150 51-4 
— Maintain Device ID ~ 302 

Device ID ~ 1% 602 . — 
Address ~ 304 — Device State ID ~ Q6 

AttributeValue~ @ cimem Value N E 
Time Stamp~ QQ 

Device Usage 
28. ' 

. / \ 
Device Usage ID ~ @ ldentlfy \____/ 
Device State ID ~ @ 5-95 Device Usage Pattern 
Value ~ 3_1_§ Database 
Time Stamp~ 2Q 

Device 

Derived Scenario Identify Usage 
;5_2 606 Q 

__ V 
Derived Scenario ID ~ @ 

Device ID ~ @ Derived Scenario 

Description ~ g 8 e1 6 ct Table ~ @ 
Heuristic ID~ E —— 607 _ , 

—— Denved Scenano 

ID ~ l5_4 

' Device Usage 

V ID ~ @ 
Heuristic Rule N w 

33_9 . Identlfy 
Heuristic ID ~ g Q Work?ow 
Work?ow ID ~ w E 

Tolerance Level ID ~ 3i Work?ow ID N ?g 

Execute Sequence 
614 Number ~ 2Q 

FIG. 6 



US 2006/0156276 A1 

WORKFLOW DECISION MANAGEMENT WITH 
HEURISTICS 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The ?eld of the invention is data processing, or, 
more speci?cally, methods, systems, and products for Work 
How decision management. 

[0003] 2. Description of Related Art 

[0004] Conventional netWorks contain various netWorked 
devices. User’s often use the various devices, or adjust 
particular settings of the devices, in accordance With con 
sistent patterns and scenarios of device usage. Despite 
routinely using devices according to these consistent pat 
terns and scenarios of device usage, conventional netWorked 
devices still often require user intervention to change 
attribute values of a device. It Would be advantageous if 
there Were a method of Work?oW decision management that 
used Work?oWs to change in values of device attributes in a 
netWork in dependence upon identi?ed patterns of usage and 
identi?ed scenarios that did not require user intervention. 

SUMMARY OF THE INVENTION 

[0005] Methods, systems, and computer program products 
are provided for Work?oW decision management. Embodi 
ments typically include maintaining a device state history, 
identifying a device usage pattern in dependence upon the 
device state history, identifying a derived scenario in depen 
dence upon the device usage pattern, and selecting a heu 
ristic in dependence upon the derived scenario. In typical 
embodiments, the heuristic has a tolerance. Embodiments 
also include identifying a Work?oW in dependence upon the 
selected heuristic and executing the Work?oW in dependence 
upon the tolerance. 

[0006] In typical embodiments of the present invention, 
maintaining a device state history includes recording a 
plurality of attribute values for a device. In many embodi 
ments, identifying a device usage pattern in dependence 
upon the device state history includes comparing the device 
state history With a plurality of device usage patterns 
records. In some embodiments, identifying a derived sce 
nario in dependence upon the device usage pattern includes 
retrieving a derived scenario ID from a derived scenario 
table. 

[0007] In typical embodiments, selecting a heuristic in 
dependence upon the derived scenario is carried out by 
reading a heuristic ID from a derived scenario record. In 
some embodiments, selecting a heuristic in dependence 
upon the derived scenario includes retrieving a heuristic ID 
from a heuristic table. In many embodiments, identifying a 
Work?oW in dependence upon the selected heuristic includes 
retrieving a Work?oW ID from a heuristic record. 

[0008] In many embodiments, executing the Work?oW in 
dependence upon the tolerance is carried out by sending a 
message to a device. In some embodiments, executing the 
Work?oW in dependence upon the tolerance is carried out by 
calling a member method in a device class. 

[0009] The foregoing and other objects, features and 
advantages of the invention Will be apparent from the 
folloWing more particular descriptions of exemplary 

Jul. 13, 2006 

embodiments of the invention as illustrated in the accom 
panying draWings Wherein like reference numbers generally 
represent like parts of exemplary embodiments of the inven 
tion. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0010] FIG. 1 depicts an exemplary data processing sys 
tem capable of Work?oW decision management according to 
embodiments of the present invention. 

[0011] FIG. 2 sets forth a block diagram of an exemplary 
device useful in implementing Work?oW decision manage 
ment according to embodiments of the present invention. 

[0012] FIG. 3 is a block diagram illustrating exemplary 
data structures useful in implementing methods of Work?oW 
decision management according to aspects of the present 
invention. 

[0013] FIG. 4 is a block diagrams illustrating more exem 
plary data structures useful in implementing methods of 
Work?oW decision management according to aspects of the 
present invention 

[0014] FIG. 5 is a block diagram illustrating an exemplary 
relationship among the data structures of FIGS. 3 and 4. 

[0015] FIG. 6 sets forth a data How diagram illustrating an 
exemplary method for Work?oW decision management. 

DETAILED DESCRIPTION OF EXEMPLARY 
EMBODIMENTS 

Introduction 

[0016] The present invention is described to a large extent 
in this speci?cation in terms of methods for Work?oW 
decision management. Persons skilled in the art, hoWever, 
Will recogniZe that any computer system that includes suit 
able programming means for operating in accordance With 
the disclosed methods also falls Well Within the scope of the 
present invention. Suitable programming means include any 
means for directing a computer system to execute the steps 
of the method of the invention, including for example, 
systems comprised of processing units and arithmetic-logic 
circuits coupled to computer memory, Which systems have 
the capability of storing in computer memory, Which com 
puter memory includes electronic circuits con?gured to store 
data and program instructions, programmed steps of the 
method of the invention for execution by a processing unit. 

[0017] The invention also may be embodied in a computer 
program product, such as a diskette or other recording 
medium, for use With any suitable data processing system. 
Embodiments of a computer program product may be imple 
mented by use of any recording medium for machine 
readable information, including magnetic media, optical 
media, or other suitable media. Persons skilled in the art Will 
immediately recogniZe that any computer system having 
suitable programming means Will be capable of executing 
the steps of the method of the invention as embodied in a 
program product. Persons skilled in the art Will recogniZe 
immediately that, although most of the exemplary embodi 
ments described in this speci?cation are oriented to softWare 
installed and executing on computer hardWare, nevertheless, 
alternative embodiments implemented as ?rmWare or as 
hardWare are Well Within the scope of the present invention. 
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De?nitions 

[0018] “802.11” refers to a family of speci?cations devel 
oped by the IEEE for wireless LAN technology. 802.11 
speci?es an over-the-air interface between a wireless client 
and a base station or between two wireless clients. 

[0019] “API” is an abbreviation for “application program 
ming interface.” An API is a set of routines, protocols, and 
tools for building software applications. 

[0020] “Bluetooth” refers to an industrial speci?cation for 
a short-range radio technology for RF couplings among 
client devices and between client devices and resources on 
a LAN or other network. An administrative body called the 
Bluetooth Special Interest Group tests and quali?es devices 
as Bluetooth compliant. The Bluetooth speci?cation consists 
of a ‘Foundation Core,’ which provides design speci?ca 
tions, and a ‘Foundation Pro?le,’ which provides interoper 
ability guidelines. 
[0021] “CEBus” is an abbreviation for Consumer Elec 
tronics Bus. CEBus is an open international standard for 
controlling devices over different media such as power line, 
radio frequency (RF), infrared (IR), coaxial cable, twisted 
pair, ?ber optics and audio/video. The CEBus standard is 
promulgated by the Consumer Electronic Manufacturers 
Association (CEMA), a sector of the Electronics Industries 
Association (EIA) and described in 12 standards: the ANSI/ 
EIA-600 series. The CEBus standard describes a physical 
design and topology of network media, a protocol for 
message generation, and a common application language 
(“CAL”). The CEBus speci?cation is available for down 
load at http://www.cebus.org. 

[0022] CEBus provides a Common Application Language 
(CAL) de?ned in EIA 600.81 that uses an object-oriented 
model to provide interoperability between diverse devices in 
a networked environment. The CAL speci?cation de?nes a 
set of classes that provide an interface to the internal 
operations of these disparate networked devices. If a func 
tion or feature cannot be mapped well to one of the classes 
de?ned in the CAL speci?cation, the CAL speci?cation has 
set aside a speci?c range of class identi?ers for de?ning 
special classes. 

[0023] CAL objects have two important attributes Instance 
Variables and Methods. Instance Variables contain informa 
tion about a particular CAL object such as Boolean indica 
tions, numeric information, character-string information, 
and other data. Boolean Instance Variables can only be set to 
TRUE or FALSE. As the name implies, numeric Instance 
Variables are intended for storage of numbers. The charac 
ter-string type Instance Variables provide storage of text. 
And other data-type Instance Variables provide storage of 
other information as a single-dimensioned array of one or 
more elements; each element containing the same number of 
one or more bytes. 

[0024] Access to the information contained in CAL 
Instance Variables is accomplished through a set of member 
methods speci?c to that object. Examples of common meth 
ods include: setOn, setOlf, setValue, getValue, setArray and 
getArray. Not all methods are appropriate for each Instance 
Variable type. For example, a setOn method is intended for 
manipulating Boolean Instance Variables and is therefore 
unde?ned for an Instance Variable of the character-string 
type 
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[0025] “Coupled for data communications” means any 
form of data communications, wireless, 802.11b, Bluetooth, 
infrared, radio, intemet protocols, HTTP protocols, email 
protocols, networked, direct connections, dedicated phone 
lines, dial-ups, serial connections with RS-232 (EIA232) or 
Universal Serial Buses, hard-wired parallel port connec 
tions, network connections according to the Power Line 
Protocol, and other forms of connection for data communi 
cations as will occur to those of skill in the art. Couplings for 
data communications include networked couplings for data 
communications. Examples of networks useful with various 
embodiments of the invention include cable networks, intra 
nets, extranets, internets, local area networks, wide area 
networks, and other network arrangements as will occur to 
those of skill in the art. The use of any networked coupling 
among television channels, cable channels, video providers, 
telecommunications sources, and the like, is well within the 
scope of the present invention. 

[0026] “HAVi” stands for ‘Home Audio Video interoper 
ability,’ the name of a vendor-neutral audio-video standard 
particularly for home entertainment environments. HAVi 
allows different home entertainment and communication 
devices (such as VCRs, televisions, stereos, security sys 
tems, and video monitors) to be networked together and 
controlled from one primary device, such as a services 
gateway, PC, or television. Using IEEE 1394, the ‘Firewire’ 
speci?cation, as the interconnection medium, HAVi allows 
products from different vendors to comply with one another 
based on de?ned connection and communication protocols 
and APIs. Services provided by HAVi’s distributed applica 
tion system include an addressing scheme and message 
transfer, lookup for discovering resources, posting and 
receiving local or remote events, and streaming and con 
trolling isochronous data streams. 

[0027] “HomePlug” stands for The HomePlug Powerline 
Alliance. HomePlug is a not-for-pro?t corporation formed to 
provide a forum for the creation of open speci?cations for 
high speed home powerline networking products and ser 
vices. The HomePlug speci?cation is designed for delivery 
of Internet communications and multimedia to homes 
through the home power outlet using powerline networking 
standards. 

[0028] The HomePlug protocol allows HomePlug-enabled 
devices to communicate across powerlines using Radio 
Frequency signals (RF). The HomePlug protocol uses 
Orthogonal Frequency Division Multiplexing (OFDM) to 
split the RF signal into multiple smaller sub-signals that are 
then transmitted from one HomPlug enabled-device to 
another HomePlug-enabled device at different frequencies 
across the powerline. 

[0029] “HTTP” stands for ‘HyperText Transport Proto 
col,’ the standard data communications protocol of the 
World Wide Web. 

[0030] “ID” abbreviates “identi?cation” as used by con 
vention in this speci?cation with nouns represented in data 
elements, so that ‘user ID’ refers to a user identi?cation and 
‘userID’ is the name of a data element in which is stored a 
user identi?cation. 

[0031] “LAN” is an abbreviation for “local area network.” 
A LAN is a computer network that spans a relatively small 
area. Many LANs are con?ned to a single building or group 
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of buildings. However, one LAN can be connected to other 
LANs over any distance via telephone lines and radio waves. 
A system of LANs connected in this way is called a 
wide-area network (WAN). The Internet is an example of a 
WAN. 

[0032] “LonWorks” is a networking platform available 
from Echelons. Lon Works is currently used in various 
network applications such as appliance control and lighting 
control. The LonWorks networking platform uses a protocol 
called “LonTalk” that is embedded within a “Neuron Chip” 
installed within Lon Works-enabled devices. 

[0033] The Neuron Chip is a system-on-a-chip with mul 
tiple processors, read-write and read-only memory (RAM 
and ROM), and communication and I/O subsystems. The 
read-only memory contains an operating system, the Lon 
Talk protocol, and an I/O function library. The chip has 
non-volatile memory for con?guration data and for appli 
cation programs, which can be downloaded over a Lon 
Works network to the device. The Neuron Chip provides the 
?rst 6 layers of the standard OSI network model. That is, the 
Neuron Chip provides the physical layer, the data link layer, 
the network layer, the transport layer, the session layer, and 
the presentation layer. 

[0034] The Neuron Chip does not provide the application 
layer programming. Applications for LonWorks networks 
are written in a programming language called “Neuron C.” 
Applications written in Neuron C are typically event-driven, 
and therefore, result in reduced traffic on the network. 

[0035] “OSGI” refers to the Open Services Gateway Ini 
tiative, an industry organiZation developing speci?cations 
for services gateways, including speci?cations for delivery 
of service bundles, software middleware providing compli 
ant data communications and services through services 
gateways. The Open Services Gateway speci?cation is a 
java based application layer framework that gives service 
providers, network operator device makers, and appliance 
manufacturer’s vendor neutral application and device layer 
APIs and functions. 

[0036] “USB” is an abbreviation for “universal serial 
bus.” USB is an external bus standard that supports data 
transfer rates of 12 Mbps. A single USB port can be used to 
connect up to 127 peripheral devices, such as mice, modems, 
and keyboards. USB also supports Plug-and-Play installa 
tion and hot plugging. 

[0037] “WAP” refers to the Wireless Application Protocol, 
a protocol for use with handheld wireless devices. Examples 
of wireless devices useful with WAP include mobile phones, 
pagers, two-way radios, and hand-held computers. WAP 
supports many wireless networks, and WAP is supported by 
many operating systems. Operating systems speci?cally 
engineered for handheld devices include PalmOS, EPOC, 
Windows CE, FLEXOS, OS/9, and JavaOS. WAP devices 
that use displays and access the Internet run “microbrows 
ers.” The microbrowsers use small ?le siZes that can accom 
modate the low memory constraints of handheld devices and 
the low-bandwidth constraints of wireless networks. 

[0038] The “X-10” means the X-10 protocol. Typical X-10 
enabled devices communicate across AC powerline wiring, 
such as existing AC wiring in a home, using an X-10 
transmitter and an X-10 receiver. The X-10 transmitter and 
the X-10 receiver use Radio Frequency (RF) signals to 
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exchange digital information. The X-10 transmitter and the 
X-10 receiver communicate with short RF bursts which 
represent digital information. 

[0039] In the X-10 protocol, data is sent in data strings 
called frames. The frame begins with a 4 bit start code 
designated as “1110.” Following the start code, the frame 
identi?es a particular domain, such as house, with a 4 bit 
“house code,” and identi?es a device within that domain 
with a 4 bit “devices code.” The frame also includes a 
command string of 8 bits identifying a particular preset 
command such as “on,”“o?“,”“dim,”“bright,”“status 
on, status off,” and “status request.” 

Work?ow Decision Management with Derived 
Scenarios and Work?ow Tolerances 

[0040] Exemplary methods, systems, and products for 
work?ow decision management, are now explained with 
reference to the accompanying drawings, beginning with 
FIG. 1. FIG. 1 depicts an exemplary data processing system 
capable of work?ow decision management according to 
embodiments of the present invention. The exemplary sys 
tem of FIG. 1 includes a number of work?ow decision 
management compliant devices capable of implementing 
work?ow decision management according to embodiments 
of the present invention that are connected for data com 
munications through a local area network (“LAN”) (103). In 
the example of FIG. 1, the exemplary work?ow decision 
management compliant devices include a personal digital 
assistant (“PDA”) (104), a computer workstation (106), a 
personal video recorder (108), a server (110), personal 
computer (112), a thermostat (114), a laptop (116), a desk 
lamp (118), a compact disc player (120), and a telephone 
(102) are coupled for data communications through a LAN. 
The network connection aspect of the architecture of FIG. 
1 is only for explanation, not for limitation. In fact, systems 
for work?ow decision management according to embodi 
ments of the present invention may implemented with 
LANs, WANs, intranets, internets, the Internet, webs, the 
World Wide Web itself, or other connections as will occur to 
those of skill in the art. Such networks are media that may 
be used to provide data communications connections 
between various devices and computers connected together 
within an overall data processing system. 

[0041] In the example of FIG. 1, the PDA (104) is coupled 
for data communications to the LAN (103) through a 
wireless link (124). The Workstation (106), the server (110), 
the personal computer (112), the laptop (116), and the 
telephone (102) are coupled for data communications to the 
LAN through twisted pair wireline connections (126, 130, 
132, 136, 122). The personal video recorder (108) and the 
compact disc player (120) are coupled for data communi 
cations to the LAN through a coaxial cable wireline con 
nection (128, 140). The thermostat (114) and the desk lamp 
(118) are coupled for data communications to the LAN 
through a powerline connection (134, 138). 

[0042] The exemplary devices of FIG. 1 are capable of 
reporting current values of supported device attributes and 
the exemplary devices of FIG. 1 are also capable of receiv 
ing messages from other devices instructing the device to 
change values of supported attributes. The exemplary sys 
tem of FIG. 1 is capable generally of maintaining a device 
state history; identifying a device usage pattern in depen 
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dence upon the device state history, identifying a derived 
scenario in dependence upon the device usage pattern, and 
selecting a heuristic in dependence upon the derived sce 
nario. The heuristic typically has a tolerance. The system of 
FIG. 1 is also capable generally of identifying a Work?oW 
in dependence upon the selected heuristic and executing the 
Work?oW in dependence upon the tolerance. 

[0043] A device state history is a data structure containing 
the history of the values of one or more attributes of one or 
more devices. In the example of FIG. 1, each device may 
maintain its oWn device state history and store the device 
history in computer memory installed on the device or single 
device state history of all the devices in the netWork maybe 
maintained in computer memory accessible to application 
programming implementing Work?oW decision manage 
ment that is installed on one or more devices. 

[0044] A device usage pattern is typically implemented as 
a data structure representing a predetermined pattern of 
device usage for one or more devices. That is, a data 
structure representing a pattern of device usage. A device 
usage pattern may represent a pattern of usage of a single 
device or a pattern of usage of more than one device. The 
system of FIG. 1 typically identi?es a device usage pattern 
in dependence upon the device state history by searching a 
plurality of stored device usage records for a device usage 
record that matches recent entries in the device state history. 

[0045] The system of FIG. 1 is also capable of identifying 
a derived scenario in dependence upon the identi?ed device 
usage pattern. A derived scenario is typically implemented 
as a data structure representing a particular state of devices 
in a networked environment. Derived scenarios are created 
in dependence upon actual past device usage Within the 
netWorked environment and such derived scenarios often 
represent scenarios of device usage of more than one device. 
The system of FIG. 1 typically identi?es a derived scenario 
by retrieving a derived scenario ID from a derived scenario 
table in dependence upon the identi?ed device usage pattern 
ID. 

[0046] The system of FIG. 1 is also capable of identifying 
a heuristic in dependence upon the derived scenario. A 
heuristic represents a simpli?ed solution directed at admin 
istering devices according to a particular derived scenario. 
That is, a heuristic is a data structure representing an 
approximate solution to a particular state of devices in a 
netWorked environment comprising the scenario. 

[0047] The system of FIG. 1 is also capable of identifying 
a Work?oW in dependence upon the heuristic and executing 
the Work?oW. AWork?oW is softWare implementing a device 
controlling action that When executed changes the values of 
one or more attributes of one or more devices. Executing 

Work?oWs typically includes calling member methods in a 
CAL object for a device, doWnloading an OSGi bundle to a 
device, calling member methods in a device class, sending 
a message to a device, or any other method of executing a 
Work?oW as Will occur to those of skill in the art. 

[0048] The arrangement of devices making up the exem 
plary system illustrated in FIG. 1 is for explanation, not for 
limitation. Data processing systems useful according to 
various embodiments of the present invention may include 
additional servers, routers, other devices, and peer-to-peer 
architectures, not shoWn in FIG. 1, as Will occur to those of 
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skill in the art. NetWorks in such data processing systems 
may support many data communications protocols, includ 
ing for example, CEBus, X-lO, LonTalk, HomePlug, HAVl, 
TCP/IP, HTTP, WAP, and others as Will occur to those of 
skill in the art. Various embodiments of the present invention 
may also be implemented in various computer environments 
such as for example CEBus, OSGi, and others that Will occur 
to those of skill in the art. Although much of the present 
speci?cation describes exemplary embodiments of the 
present invention With particular reference to CEBus, the 
such descriptions are for explanation not for limitation. In 
fact, many environments and frameWorks support Work?oW 
decision management according to the present invention 
such as, for example, CEBus, HAVi, HomePlug, LonWorks, 
X-lO, OSGi, as Well as others that Will occur to those of skill 
in the art, and all such environments and frameWorks are 
Within the scope of the present invention. 

[0049] Work?oW decision management in accordance 
With the present invention is generally implemented With 
automated computing machinery installed on one or more 
Work?oW decision management compliant devices. For fur 
ther explanation, FIG. 2 sets forth a block diagram of an 
exemplary device (150) useful in implementing Work?oW 
decision management according to embodiments of the 
present invention. The device (150) of FIG. 2 includes at 
least one computer processor (156) or ‘CPU’ as Well as 
random access memory (168) (“RAM”). Stored in RAM 
(168) is an operating system (154). Operating systems useful 
in computers according to embodiments of the present 
invention include Unix, Linux, Microsoft NTTM, and many 
others as Will occur to those of skill in the art. Operating 
system (154) in the example of FIG. 2 is shoWn in RAM 
(168), but many components of an operating system typi 
cally are stored in non-volatile memory (166) also. 

[0050] Also stored in RAM is a Work?oW decision man 
agement application (162). The Work?oW decision manage 
ment application is application computer programming gen 
erally capable of maintaining a device state history, 
identifying a device usage pattern in dependence upon the 
device state history, and identifying a derived scenario in 
dependence upon the device usage pattern. The Work?oW 
decision management application is also generally capable 
of selecting a heuristic in dependence upon the derived 
scenario. The heuristic typically has a tolerance governing 
the execution of Work?oWs. The exemplary devices of FIG. 
2 are also capable of identifying a Work?oW in dependence 
upon the derived scenario; and executing the Work?oW in 
dependence upon the tolerance. Methods of Work?oW deci 
sion management in accordance With the present invention 
can be implemented using many programming languages 
including CAL, OSGi, Java, C++, Smalltalk, C, Pascal, 
Basic, COBOL, Fortran, and so on, as Will occur to those of 
skill in the art. 

[0051] The device (150) of FIG. 2 includes non-volatile 
computer memory (166) coupled through a system bus (160) 
to processor (156) and to other components of the device 
(150). Non-volatile computer memory (166) may be imple 
mented as a hard disk drive (170), optical disk drive (172), 
electrically erasable programmable read-only memory space 
(so-called ‘EEPROM’ or ‘Flash’ memory) (174), RAM 
drives (not shoWn), or as any other kind of computer 
memory as Will occur to those of skill in the art. 
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[0052] The exemplary device (150) of FIG. 2 includes a 
communications adapter (167) for implementing connec 
tions for data communications (184), including connections 
through networks, to other Work?oW management compliant 
devices (182), including servers, other Work?oW manage 
ment client devices, and others as Will occur to those of skill 
in the art. Communications adapters implement the hard 
Ware level of connections for data communications through 
Which local devices and remote devices or servers send data 
communications directly to one another and through net 
Works. Examples of communications adapters useful for 
Work?oW decision management according to embodiments 
of the present invention include modems for Wired dial-up 
connections, Ethernet (IEEE 802.3) adapters for Wired LAN 
connections, and 802.1lb adapters for Wireless LAN con 
nections. 

[0053] The example device of FIG. 2 includes one or 
more input/output interface adapters (178). Input/output 
interface adapters in Work?oW management compliant 
devices implement user-oriented input/output through, for 
example, softWare drivers and computer hardWare for con 
trolling output to display devices (180) such as computer 
display screens, as Well as user input from user input devices 
(181) such as keyboards and mice. 

[0054] FIGS. 3 and 4 are block diagrams illustrating 
exemplary data structures useful in implementing methods 
of Work?oW decision management according to aspects of 
the present invention. In this speci?cation, the terms “?eld” 
and “data element,” unless the context indicates otherWise, 
generally are used as synonyms, referring to individual 
elements of digital data. Aggregates of data elements are 
referred to as “records” or “data structures.” Aggregates of 
records are referred to as “tables” or “?les.” Aggregates of 
?les or tables are referred to as “databases.” 

[0055] The example of FIG. 3 includes a device record 
(150) that represents a Work?oW decision management 
compliant device in accordance With the present invention. 
The exemplary device record (150) includes a device ID 
?eld (302) uniquely identifying the device. The exemplary 
device record (150) also includes an address ?eld (304) 
containing the netWork address of the device. The exemplary 
device record (150) includes an attribute ?eld (306). The 
attribute ?eld contains the value of a particular attribute of 
a device indicating a device state such as on, o?‘, a volume 
setting, and so on. Although only one attribute ?eld is shoWn 
in the example of FIG. 3, this for simplicity of explanation. 
Many Work?oW decision management compliant devices 
support more than one attribute as Will occur to those of skill 
in the art. 

[0056] The example of FIG. 3 includes an exemplary 
device state record (330) that represents the alloWable 
device states of a particular device. The device state record 
includes a device ID ?eld (302) uniquely identifying the 
device for Which the device state record represents accept 
able device states. The device state record (330) also 
includes a device state ID ?eld (316) uniquely identifying 
the device state. The device state record (330) also includes 
a description ?eld (339) containing a description of the 
acceptable states or attribute values of the device. 

[0057] The example of FIG. 3 includes a devices state 
history (314). The device state history is a data structure 
containing the history of the state of one or more devices. 
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That is, the current as Well as past values of attributes of a 
device. Records in the exemplary device state history (314) 
include a device ID (3 02) uniquely identifying the device for 
Which the device state is recorded. Records of the exemplary 
device state history also include a device state ID ?eld (316) 
uniquely identifying acceptable device states for the device. 
Records of the exemplary device state history (314) include 
a value ?eld (318) containing the value of a particular 
attribute of the device. As stated above, typical devices 
support more than one attribute and therefore typical records 
of device state histories include a plurality of value ?elds 
containing the values of the supported attributes. Records of 
the exemplary device state history include a time stamp ?eld 
(320) containing date and time information identifying the 
date and time that a particular device attribute of a particular 
device had a particular value. 

[0058] The example of FIG. 3 includes a device usage 
record (328) that represents a predetermined pattern of 
device attributes for a device. That is, a device usage is a 
data structure used to identify Whether the states of the 
devices in a particular netWorked environment conform to a 
predetermined pattern. To determine Whether the state of 
current devices in a particular netWorked environment con 
form to a predetermined pattern, recent entries in the device 
state history compared With a plurality of device usage. If 
the comparison results in a match, it is inferred that the state 
of the devices in the particular netWorked environment 
conform to a predetermined pattern. 

[0059] The exemplary devices usage (328) includes a 
usage ID (376) uniquely identifying a particular predeter 
mined pattern of device usage. The exemplary device usage 
of FIG. 3 includes a device ID (302) uniquely identifying a 
particular device. The device usage (328) also includes a 
device state ID (326) uniquely identifying the acceptable 
device states for the particular device. The exemplary device 
usage (328) includes a value ?eld (318) containing the value 
of a particular supported attribute of the device. 

[0060] The example of FIG. 3 includes a usage record 
(332) that identi?es and describes a particular pattern of 
device usage in the netWorked environment. The usage 
record (332) includes usage ID (334) that uniquely identi?es 
the pattern of device usage, and a description ?eld (336) that 
contains a description of the pattern of device usage repre 
sented by the usage record (332). 

[0061] The example of FIG. 3 includes a scenario record 
(344) that represents a particular scenario of device usage 
consistent With an identi?ed predetermined device usage 
pattern. Scenarios (344) are predetermined and prede?ned 
generally from many users in many netWorked environ 
ments. That is, they are not created from the actual device 
usage in the netWorked domain in Which they are imple 
mented. When the current states of a device conform to a 
predetermined pattern of device usage, the current states of 
a device may also conform to one of a plurality of scenarios. 
The exemplary scenario record (344) of FIG. 3 includes a 
scenario ID ?eld (346) uniquely identifying the scenario. 
The exemplary scenario record (344) of FIG. 3 includes a 
Work?oW ID (340) identifying a Work?oW for execution 
When the current device states in a particular netWorked 
environment identify a scenario. Although the scenario 
record of FIG. 3 includes a single Work?oW ID ?eld, this for 
simplicity of explanation, not for limitation. In many 
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embodiments of the present invention, a particular scenario 
supports the execution of more than one Work?oW. The 
scenario (344) of FIG. 3 also contains a description ?eld 
(350) that contains a description of the scenario. 

[0062] The example of FIG. 3 includes a Work?oW record 
(338) that represents a particular device controlling action or 
a set of device controlling actions. A Work?oW is software 
implementing a device controlling action that When 
executed changes the values of one or more attributes of one 
or more devices in accordance With the present invention. 
The exemplary Work?oW record (338) includes a Work?oW 
ID (340) uniquely identifying the Work?oW. The exemplary 
Work?oW record (338) of FIG. 3 also includes a sequence 
?eld (342) identifying Whose value is used to execute this 
Work?oW in a particular sequence of execution of a plurality 
of Work?oWs. That is, When more than one Work?oW is 
executed for a scenario, the value of the sequence ?eld is 
used to sequence the execution of the plurality of Work?oWs. 
Work?oWs can be implemented using CAL, OSGi, Java, 
C++, Smalltalk, C, Pascal, Basic, COBOL, Fortran, and so 
on, as Will occur to those of skill in the art. 

[0063] The example of FIG. 3 includes a Work?oW ses 
sion (362) that represents an instance of an executed Work 
How. The exemplary Work?oW session (362) includes a 
Work?oW session ID (364) uniquely identifying the Work 
How session and a Work?oW ID (340) identifying the 
executed Work?oW. The exemplary Work?oW session also 
includes a user session state ID (366) uniquely identifying 
the particular user session for Which the Work?oW is 
executed. The exemplary Work?oW session also includes a 
message ID (368) identifying a message sent to a device to 
e?fect the Work?oW. That is the message send to a device 
instructing the device to change the value of a particular 
attribute. Sending such messages to the device, in some 
embodiments, e?fect changes in device status and therefore, 
carry out the Work?oW. The exemplary Work?oW session 
(362) includes a user ID (370) identifying the user on Whose 
behalf the Work?oW is executed and a role ID ?eld (372) 
identifying the security role of the user. 

[0064] The example of FIG. 3 includes a derived scenario 
(352) that represents a particular scenario of device usage in 
the netWorked domain. Derived scenarios are created in 
dependence upon the actual device usage Within the net 
Worked environment. Derived scenarios (352) have tWo 
important distinctions from scenarios (344). First, the 
derived scenarios are created in dependence upon the device 
usage of the devices Within the netWorked environment and 
therefore re?ect scenarios of device usage of the particular 
netWorked environment from Which they are derived rather 
than canned or oif the shelf scenarios. Second, derived 
scenarios have an associated tolerance (360) Which is a rule 
set that governs the execution of Work?oWs executed in 
dependence upon identifying the derived scenario. 

[0065] The exemplary derived scenario (352) of FIG. 3 
includes a derived scenario ID ?eld (354) uniquely identi 
fying the derived scenario. The derived scenario (352) 
record contains a description ?eld (358) containing a 
description of the derived scenario. 

[0066] The example of FIG. 3 includes a tolerance record 
(360) that represents a rule set governing the execution of a 
Work?oW executed in dependence upon a selected heuristic. 
Often a tolerance is a subset of the range of acceptable 
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attribute values that a device supports. For example, a 
thermostat may support attribute values that Will, if set, 
eventually damage either the thermostat itself or other 
devices. A tolerance is therefore often designed to govern the 
execution of Work?oWs such that device usage is not harm 
ful to devices Within the netWorked environment. The exem 
plary tolerance (360) of FIG. 3 includes a tolerance level ID 
?eld (362) uniquely identifying the tolerance. 

[0067] The example of FIG. 3 includes a device threshold 
record (308) that represents the threshold minimum and 
threshold maximum attribute values that device Will support. 
The exemplary device threshold record (308) of FIG. 3 
includes a device ID (302) identifying the device for Which 
the thresholds are valid. The exemplary device threshold 
record also includes MAX ?eld (310) containing the maxi 
mum attribute value that the device Will support and a MIN 
?eld (312) that includes the minimum attribute value that the 
device Will support. 

[0068] The example of FIG. 3 includes a user record (374) 
representing a user for Which Work?oWs are performed to 
a?fect device status. Users according to aspects of Work?oW 
decision management of the present invention are not lim 
ited to human users, but also include processes as Will occur 
to those of skill in the art. The exemplary user record (374) 
of FIG. 3 includes a user ID (376) uniquely identifying the 
user and a role ID (378) uniquely representing the role of the 
user. A role is security role for the user such as a systems 
administrator, a guest, and so on. 

[0069] The example of FIG. 3 also includes a user session 
state (382) that represents a session for a user. A session for 
a user indications current Work?oW decision management 
being executed on the user’s behalf. The user session state 
(382) of FIG. 3 includes a session state ID (384) that 
uniquely identi?es the user session state and a message ID 
(386) that identi?es a message sent to give e?fect to a 
particular Work?oW identi?ed in a Work?oW session and 
executed on behalf of the user. The user session state also 
includes a user ID (376) identifying the user on Whose behalf 
the Work?oW is executed and a role ID (378) identifying the 
role of the user. 

[0070] FIG. 4 is a block diagram of more data structures 
useful in Work?oW decision management according to 
embodiments of the present invention. The example of FIG. 
4 includes a role record (402) that represents a security role 
for a user. The exemplary role record (402) of FIG. 4 
includes a role ID (378) that uniquely identi?es a security 
role. 

[0071] The example of FIG. 4 includes a role device 
privileges record (404) that representing the privileges 
assigned to a particular role for a device. For example, some 
security roles have only limited access to some devices. The 
role device privileges record (404) includes a role privileges 
ID ?eld (406) uniquely identifying the role device privi 
leges. The exemplary role device privileges record (404) of 
FIG. 4 includes a privileges ID (408) identifying an alloW 
able privilege and a role ID (378) identifying a particular 
security role having the privilege. 

[0072] The example of FIG. 4 includes a privilege record 
(415) representing a particular privilege. The exemplary 
privilege record (415) includes a privilege ID ?eld (436) 
identifying the privilege and a description ?eld (410) con 
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taining a description of the privilege. The exemplary privi 
lege record (415) includes a read ?ag (412) and a Write ?ag 
(414) containing a Boolean indication of read and Write 
privileges. 
[0073] The example of FIG. 4 includes a message record 
(416) representing a message. The message record (416) 
includes a message ID ?eld (386) uniquely representing the 
message. The example message (416) of FIG. 4 also 
includes an origin address ?eld (418) containing the netWork 
address of the device originating the message and a desti 
nation address ?eld (420) containing the netWork address of 
the device receiving the message. 

[0074] The example of FIG. 4 includes a device privilege 
record (422) that represents an available privilege appropri 
ate for a device. The exemplary device privilege record 
(422) of FIG. 4 includes a device privilege ID (424) 
uniquely identifying the device privilege and a device ID 
(302) identifying the device. The exemplary device privilege 
record (422) includes a privilege ID (437) identifying an 
privilege appropriate for the device. 

[0075] The example of FIG. 4 includes a heuristic record 
(338). In computer science the term ‘heuristic’ typically 
means a simpli?ed solution or an educated guess that 
reduces the search for solutions in domains that are dif?cult 
and poorly understood. Unlike algorithms, heuristics often 
do not guarantee optimal, or even feasible, solutions and are 
often used With no theoretical guarantee. In the case of 
Work?oW decision management according to embodiments 
of the present invention, a heuristic record represents a 
simpli?ed solution directed at administering devices accord 
ing to a particular derived scenario. That is, a heuristic is a 
data structure representing an approximate solution to a 
particular scenario. For example, a device usage pattern may 
demonstrate that a ceiling fan is operating at its maximum 
capacity and thermostat is set to a target temperature of 72 
degrees Farenheit. HoWever, the room temperature is over 
80 degrees Farenheit. One derived scenario representing this 
device usage pattern may be that the temperature outside the 
WindoW of the room is over 90 degrees Farenheit. In this 
speci?cation, a heuristic is a data structure representing an 
approximate solution to the problem. In this example, a 
heuristic record representing ‘cool the room’ may have 
associated Work?oWs that give effect to the heuristic by 
administering devices to cool the room, such as by calling 
member methods for the thermostat to reduce the thermostat 
setting to 68 degrees Farenheit. 

[0076] The exemplary heuristic record of FIG. 4 includes 
a heuristic ID (341) uniquely identifying the heuristic. The 
exemplary heuristic record (339) of FIG. 4 includes a 
Work?oW ID ?eld (340) identifying a Work?oW that When 
executed gives effect to the heuristic. The exemplary heu 
ristic record of FIG. 4 also includes a tolerance ID (356) 
identifying an associated tolerance for Work?oWs executed 
in dependence upon the heuristic. The Work?oW associated 
With the heuristic is executed in dependence upon the 
associated tolerances of the heuristic. 

[0077] FIG. 5 is a block diagram illustrating an exemplary 
relationship among the data structures of FIGS. 3 and 4. In 
the example of FIG. 5, the device record is related one-to 
many to the identi?ed device usage record (328) through the 
device ID ?eld (302 on FIG. 3) used as a foreign key. The 
identi?ed device usage record (328) is related many-to-one 
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to the usage record (332) through the usage ID ?eld (376 on 
FIG. 3) used as a foreign key. The device record (150) is 
related one-to-many to the device threshold record (308) 
through the device ID ?eld (302 on FIG. 3) used as a foreign 
key. 

[0078] In the example of FIG. 5, the device record (150) 
is related one-to-many to the device state record (330) 
through the device ID ?eld (302 on FIG. 3) used as a foreign 
key. The device state record (330) is related one-to-many to 
the device state history record (314) through the device state 
ID ?eld (316 on FIG. 3) used as a foreign key. The device 
state history record (314) is related many-to-one to the 
device record (150) through the device ID ?eld (302 on FIG. 
3) used as a foreign key. 

[0079] In the example of FIG. 5, the device record (150) 
is related one-to-many to the scenario record (344) through 
the device ID ?eld (302 on FIG. 3) used as a foreign key. 
The scenario record (344) is related many-to-many to the 
heuristic record (339) through the heuristic ID ?eld (341 on 
FIG. 4). The heuristic record is related one-to-many to the 
Work?oW record (338) through a Work?oW ID ?eld (340 on 
FIG. 3) used as a foreign key. The Work?oW record (338) is 
related one-to-many to the Work?oW session (362) through 
the Work?oW ID ?eld (340 on FIG. 3) used as a foreign key. 

[0080] In the example of FIG. 5, the device record (150) 
is related one-to-many to the derived scenario record (352) 
through the device ID ?eld (302 on FIG. 3) used as a foreign 
key. The derived scenario record (352) is related many-to 
many to the heuristic record (339) through the heuristic ID 
?eld (341 on FIG. 4). The heuristic record (339) is related 
many-to-one to the tolerance record (360) through the 
tolerance ID ?eld (356 on FIG. 4) used as a foreign key. 

[0081] In the example of FIG. 5, the device record (150) 
is related one to many With the device privileges record 
(422) through the device ID ?eld (302 on FIG. 3) used as a 
foreign key. The device privileges record (422) is related 
many-to-one through to the privileges record (415) through 
the privilege ID ?eld (437 on FIG. 4) used as a foreign key. 
The privileges record (415) is related one-to-many to the 
role device privileges record (404) through the privilege ID 
?eld (436 on FIG. 4) used as a foreign key. The role device 
privileges record (404) is related many-to-one to the role 
record (402) through a role ?eld (378 on FIG. 4) used as a 
foreign key. 

[0082] In the example of FIG. 5, the user record (374) is 
related many-to-one through to the role record (402) through 
the role ID ?eld (378 on FIG. 4) used as a foreign key. The 
user record (374) is related to the user session state (382) 
one-to-many through the user ID ?eld (376 on FIG. 3) used 
as a foreign key. In the example of FIG. 5, the user session 
state (382) is related many-to-one to the message record 
(416) through the message ID ?eld (386 on FIG. 4) used as 
a foreign key. In the example of FIG. 5, the user session 
state (382) is related one-to-many to the Work?oW session 
(362) through the user session state ID (384 on FIG. 3) used 
as a foreign key. 

Work?oW Decision Management With Heuristics 

[0083] FIG. 6 sets forth a data How diagram illustrating an 
exemplary method for Work?oW decision management. The 
method of FIG. 6 includes maintaining (602) a device state 
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history (314). As discussed above, the device state history is 
a data structure containing the history of the values of one 
or more attributes of one or more devices. A device state 

history for a single device can be maintained in computer 
memory on the device itself or a single device state history 
for many devices in the networked environment can be 
maintained in computer memory accessible to application 
programming implementing the method of FIG. 6. 

[0084] In the method of FIG. 6, maintaining (602) a 
device state history (314) includes recording a plurality of 
attribute values (306) for a device (150). In the example of 
FIG. 6, each time an attribute value (306) of a device (150) 
is changed, the change is recorded by creating a neW entry 
in a device state history. In some such embodiments, the 
latest entry in the device state history (314) represents the 
current state of the device. In some embodiments, Work?oW 
decision management devices are con?gured to report to 
application programming implementing a device state man 
ager With each change in an attribute value and the device 
state manager creates a neW entry in a device state history 
recording the change in attribute value. 

[0085] The method of FIG. 6 also includes identifying 
(604) a device usage pattern (328) in dependence upon the 
device state history (314). As discussed above, a device 
usage record represents a predetermined pattern of device 
usage and includes a collection of device attribute values 
de?ning the device usage pattern. In the method of FIG. 6, 
identifying (604) a device usage pattern (328) in dependence 
upon the device state history (314) includes comparing the 
device state history (314) With a plurality of device usage 
patterns records (329). In the example of FIG. 6, a WindoW 
of the entries of the device state history (314) representing 
recent device states is compared With device usage records 
(329) in a device usage pattern database (616) to identify a 
matching an identi?ed device usage record (328). If such a 
matching an identi?ed device usage record (328) exists, the 
current state of devices Within a networked environment 
conform to a device usage pattern represented by the record. 

[0086] As Will occur to those of skill in the art, in typical 
embodiments, the values of the entries in the device state 
history do not have to be exactly the same as the values of 
the device usage records to identify a matching device usage 
record. In fact, the values of the entries of the device state 
history Will often not be the exactly the same as the values 
of the device usage records When a matching record is 
identi?ed. The degree to Which the values of the entries in 
the device state history must be similar to the values of the 
device usage records to be considered a match Will vary 
according to factors such as tolerances and methods used to 
used to compare the device state history With the device 
usage records, prede?ned tolerances for identifying a match, 
as Well as other numerous factors that Will occur to those of 
skill in the art. 

[0087] The method of FIG. 6 also includes identifying 
(606) a derived scenario (352) in dependence upon the 
identi?ed device usage pattern (328). As discussed above, a 
derived scenario (352) represents a particular scenario cre 
ated in dependence upon actual device usage Within the 
netWorked environment. Derived scenarios (352) have at 
least one important distinction from other canned scenarios 
or olf-the-shelf scenarios. The derived scenarios are created 
in dependence upon the actual past device usage of the 
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devices Within the netWorked environment and therefore 
re?ect scenarios of device usage of the particular netWorked 
environment. 

[0088] In the method of FIG. 6, identifying (606) a 
derived scenario (352) in dependence upon the identi?ed 
device usage pattern (328) further comprises retrieving a 
derived scenario ID from a derived scenario table. In the 
example of FIG. 6 a derived scenario table (609) includes 
a plurality of derived scenario IDs (354) indexed by device 
usage IDs (330) identifying prede?ned device usage pat 
terns. Identifying (606) a derived scenario (352) in depen 
dence upon the identi?ed device usage pattern (328) there 
fore includes retrieving a derived scenario ID from a derived 
scenario table in dependence upon the device usage ID (330) 
of the identi?ed device usage record (328). 

[0089] In the method of FIG. 6, identifying (606) a 
derived scenario (352) in dependence upon the identi?ed 
device usage pattern (328) includes identifying a derived 
scenario (352) in dependence upon a rule (608). Arule (608) 
governs the identi?cation of a particular derived scenario 
among a plurality of derived scenarios When more than one 
derived scenario associated With a single device usage 
pattern exists. Consider the example of a user cooking in a 
netWorked kitchen. The states of the devices in a living room 
match a device usage pattern that the user is cooking. 
HoWever, more than one scenario corresponds With the 
device usage pattern as the user may be cooking breakfast, 
cooking lunch, or cooking supper. An exemplary rule iden 
tifying a scenario is: Iftime of day is betWeen 4:30 pm. and 
7:30 pm. and device usage pattern identi?es a cooking 
scenario, then user is cooking supper. 

[0090] The method of FIG. 6 also includes selecting (607) 
a heuristic (339) in dependence upon the derived scenario 
(609). As discussed above, a heuristic record represents a 
simpli?ed solution directed at administering devices accord 
ing to a particular derived scenario. That is, a heuristic is a 
data structure representing an approximate solution to a 
particular state of devices in a netWorked environment. For 
example, a device usage pattern may be identi?ed for a 
ceiling fan operating at its maximum capacity, a thermostat 
set to a target temperature of 72 degrees Fahrenheit, but the 
room temperature is still over 80 degrees Fahrenheit. One 
derived scenario representing this device usage pattern may 
be that the temperature outside the WindoW of the room is 
over 90 degrees Fahrenheit. An example heuristic represent 
ing an approximate solution is implemented as a heuristic 
record representing ‘cool the room.’ Such a heuristic has 
associated one or more Work?oWs that administer devices to 

carry out the approximate solution. Continuing With the 
same example, Work?oWs that turn on a fan, draW shades, 
and loWer the thermostat by one degree every 10 minutes 
carry out an approximate solution to cool the room. Those of 
skill in the art Will recogniZe that the heuristics provide a 
vehicle to separate the problem from the solution and 
advantageously provide increased granularity in approach 
ing executing Work?oWs to administer devices in response 
to identifying derived scenarios. 

[0091] In the method of FIG. 6, selecting (607) a heuristic 
(339) in dependence upon the derived scenario (352) 
includes reading a heuristic ID (359) from a derived scenario 
record (352). In other embodiments, selecting (607) a heu 
ristic (339) in dependence upon the derived scenario (352) 
includes retrieving a heuristic ID from a heuristic table. 
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[0092] In the example of FIG. 6, the heuristic (339) also 
has an associated tolerance (356). As discussed above, a 
tolerance is a rule set governing the execution of work?ows 
executed in dependence upon the selected heuristic. Often a 
tolerance is a subset of the range of acceptable attribute 
values that a device supports. Such tolerances are often 
designed to prevent the execution of work?ows from dam 
aging devices within the networked environment. 

[0093] The method of FIG. 6 also includes identifying 
(612) a work?ow (338) in dependence upon the heuristic 
(339). As discussed above, a work?ow is software imple 
menting a device controlling action that when executed 
changes the values of one or more attributes of one or more 

devices in accordance with the present invention. In the 
method of FIG. 6, identifying (612) a work?ow (338) in 
dependence upon the selected heuristic comprises retrieving 
a work?ow ID (340) from a heuristic record (339). 

[0094] The method of FIG. 6 also includes executing 
(614) the work?ow (338) in dependence upon the tolerance 
(356). As discussed above, a tolerance represents a rule 
governing the execution of a work?ow. Often a tolerance is 
a subset of the range of acceptable attribute values that a 
device supports. Such tolerances are often designed to 
prevent the execution of work?ows from damaging devices 
within the networked environment. 

[0095] Consider the following example. A networked 
home has a number of devices that are used to cool the west 
wing of the home. These devices include a fan, an air 
conditioner, and automatic shades. However, the automatic 
shades are currently not working and they currently will not 
close properly. A work?ow decision management applica 
tion operating according to the present invention has iden 
ti?ed a scenario within a home network demonstrating that 
the west wing of the home is too warm and identi?ed an 
appropriate heuristic to cool the wing. The work?ow deci 
sion management application identi?es and executes a work 
?ow associated with the heuristic to cool the wing that 
includes reducing the thermostat for the air conditioner, 
increasing fan speed and closing the automatic shades. 

[0096] Because the automatic shades are not working 
properly, the work?ow does not reduce the temperature in 
the west wing suf?ciently and soon thereafter the scenario 
that the room is too hot is again identi?ed and again the same 
heuristic is identi?ed. The same work?ow is again identi?ed 
and executed. By providing a tolerance for the execution of 
the work?ow that de?nes a minimum tolerance value 
allowed for the thermostat, the air conditioner is spared from 
being overworked to the point of damage. That is, tolerances 
provide some boundaries for the execution of work?ow 
preventing devices from being damaged by unforeseen 
problems with the execution of a work?ow, such as in this 
case, the automatic shades not working properly. These 
tolerance values are often designed as a subset of the actual 
values that devices support. Such design advantageously 
recogniZes that devices often support attribute values that 
will ultimately lead to damaging the device. 

[0097] In the method of FIG. 6, executing (614) the 
work?ow (338) in dependence upon the tolerance (356) 
further comprises sending a message to a device instructing 
the device to change the value of an attribute. In some such 
examples, a device receiving such a method can effect the 
change in value of the device by calling a member methods 
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in a device class representing the device such as, for 
example, SomeDeviceClass.setAtrribute( ) parameteriZed 
with an attribute value. 

[0098] It will be understood from the foregoing descrip 
tion that modi?cations and changes may be made in various 
embodiments of the present invention without departing 
from its true spirit. The descriptions in this speci?cation are 
for purposes of illustration only and are not to be construed 
in a limiting sense. The scope of the present invention is 
limited only by the language of the following claims. 

What is claimed is: 
1. A method for work?ow decision management, the 

method comprising: 

maintaining a device state history; 

identifying a device usage pattern in dependence upon the 
device state history; 

identifying a derived scenario in dependence upon the 
device usage pattern; 

selecting a heuristic in dependence upon the derived 
scenario; 
wherein the heuristic has a tolerance; 

identifying a work?ow in dependence upon the selected 
heuristic; and 

executing the work?ow in dependence upon the tolerance. 
2. The method of claim 1 wherein maintaining a device 

state history further comprises recording a plurality of 
attribute values for a device. 

3. The method of claim 1 wherein identifying a device 
usage pattern in dependence upon the device state history 
further comprises comparing the device state history with a 
plurality of device usage patterns records. 

4. The method of claim 1 wherein identifying a derived 
scenario in dependence upon the device usage pattern fur 
ther comprises retrieving a derived scenario ID from a 
derived scenario table. 

5. The method of claim 1 wherein selecting a heuristic in 
dependence upon the derived scenario further comprises 
reading a heuristic ID from a derived scenario record. 

6. The method of claim 1 wherein selecting a heuristic in 
dependence upon the derived scenario further comprises 
retrieving a heuristic ID from a heuristic table. 

7. The method of claim 1 wherein identifying a work?ow 
in dependence upon the selected heuristic comprises retriev 
ing a work?ow ID from a heuristic record. 

8. The method of claim 1 wherein executing the work?ow 
in dependence upon the tolerance further comprises sending 
a message to a device. 

9. The method of claim 1 wherein executing the work?ow 
in dependence upon the tolerance further comprises calling 
a member method in a device class. 

10. A system for work?ow decision management, the 
system comprising: 

means for maintaining a device state history; 

means for identifying a device usage pattern in depen 
dence upon the device state history; 

means for identifying a derived scenario in dependence 
upon the device usage pattern; 
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means for selecting a heuristic in dependence upon the 
derived scenario; 

Wherein the heuristic has a tolerance; 

means for identifying a Work?oW in dependence upon the 
selected heuristic; and 

means for executing the Work?oW in dependence upon the 
tolerance. 

11. The system of claim 10 Wherein means for maintain 
ing a device state history further comprises means for 
recording a plurality of attribute values for a device. 

12. The system of claim 10 Wherein means for identifying 
a device usage pattern in dependence upon the device state 
history further comprises means for comparing the device 
state history With a plurality of device usage patterns 
records. 

13. The system of claim 10 Wherein means for identifying 
a derived scenario in dependence upon the device usage 
pattern further comprises means for retrieving a derived 
scenario ID from a derived scenario table. 

14. The system of claim 10 Wherein means for selecting 
a heuristic in dependence upon the derived scenario further 
comprises means for reading a heuristic ID from a derived 
scenario record. 

15. The system of claim 10 Wherein means for selecting 
a heuristic in dependence upon the derived scenario further 
comprises means for retrieving a heuristic ID from a heu 
ristic table. 

16. The system of claim 10 Wherein means for identifying 
a Work?oW in dependence upon the selected heuristic further 
comprises means for retrieving a Work?oW ID from a 
heuristic record. 

17. The system of claim 10 Wherein means for executing 
the Work?oW in dependence upon the tolerance further 
comprises means for sending a message to a device. 

18. The system of claim 10 Wherein means for executing 
the Work?oW in dependence upon the tolerance further 
comprises means for calling a member system in a device 
class. 

19. A computer program product for Work?oW decision 
management, the computer program product comprising: 

a recording medium; 

means, recorded on the recording medium, for maintain 
ing a device state history; 

means, recorded on the recording medium, for identifying 
a device usage pattern in dependence upon the device 
state history; 

means, recorded on the recording medium, for identifying 
a derived scenario in dependence upon the device usage 
pattern; 
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means, recorded on the recording medium, for selecting a 
heuristic in dependence upon the derived scenario; 

Wherein the heuristic has a tolerance; 

means, recorded on the recording medium, for identifying 
a Work?oW in dependence upon the selected heuristic; 
and 

means, recorded on the recording medium, for executing 
the Work?oW in dependence upon the tolerance. 

20. The computer program product of claim 19 Wherein 
means, recorded on the recording medium, for maintaining 
a device state history further comprises means, recorded on 
the recording medium, for recording a plurality of attribute 
values for a device. 

21. The computer program product of claim 19 Wherein 
means, recorded on the recording medium, for identifying a 
device usage pattern in dependence upon the device state 
history further comprises means, recorded on the recording 
medium, for comparing the device state history With a 
plurality of device usage patterns records. 

22. The computer program product of claim 19 Wherein 
means, recorded on the recording medium, for identifying a 
derived scenario in dependence upon the device usage 
pattern further comprises means, recorded on the recording 
medium, for retrieving a derived scenario ID from a derived 
scenario table. 

23. The computer program product of claim 19 Wherein 
means, recorded on the recording medium, for selecting a 
heuristic in dependence upon the derived scenario further 
comprises means, recorded on the recording medium, for 
reading a heuristic ID from a derived scenario record. 

24. The computer program product of claim 19 Wherein 
means, recorded on the recording medium, for selecting a 
heuristic in dependence upon the derived scenario further 
comprises means, recorded on the recording medium, for 
retrieving a heuristic ID from a heuristic table. 

25. The computer program product of claim 19 Wherein 
means, recorded on the recording medium, for identifying a 
Work?oW in dependence upon the selected heuristic further 
comprises means, recorded on the recording medium, for 
retrieving a Work?oW ID from a heuristic record. 

26. The computer program product of claim 19 Wherein 
means, recorded on the recording medium, for executing the 
Work?oW in dependence upon the tolerance further com 
prises means, recorded on the recording medium, for send 
ing a message to a device. 

27. The computer program product of claim 19 Wherein 
means, recorded on the recording medium, for executing the 
Work?oW in dependence upon the tolerance further com 
prises means, recorded on the recording medium, for calling 
a member computer program product in a device class. 

* * * * * 


