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(57) ABSTRACT 

Materials for organic electroluminescence devices are rep 
resented by following general formula [1]: 

general foirnula [1] 
(Y4)d—X4 Xl_(Yl)a 

\ / 

[1] 

Wherein A represents a chrysene group, X1 to X4 each 
independently represent a substituted or unsubstituted 
arylene group having 6 to 30 carbon atoms, X1 and X2 
may be bonded to each other, X3 and X4 may be bonded 
to each other, Y1 to Y4 each independently represent an 
organic group represented by general formula [2], a to 
d each represent an integer of 0 to 2 and, a+b+c+d§0; 

general formula [2] being: 

general formula [2] 
R1 R2 R3 

l l l 
R4 

| 

(2) 

wherein R1 to R4 each independently represent hydrogen 
atom, a substituted or unsubstituted alkyl group having 
1 to 20 carbon atoms, a substituted or unsubstituted aryl 
group having 6 to 20 carbon atoms, cyano group or 
form a triple bond by a linkage of R1 and R2 or R3 and 
R4, Z represents a substituted or unsubstituted aryl 
group having 6 to 20 carbon atoms and n represents 0 
or 1. 
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ORGANIC ELECTROLUMESCENCE DEVICE 

REFERENCE TO PRIOR APPLICATIONS 

[0001] This application is a Continuation of US. applica 
tion Ser. No. 10/814,121, ?led Apr. 1, 2004; Which is a 
Division of US. application Ser. No. 09/623,057, noW 
patented; Which is a 371 of PCT/JP99/07390, ?led Dec. 28, 
1999. 

TECHNICAL FIELD 

[0002] The present invention relates to materials for 
organic electroluminescence devices Which are used as a 
light source such as a planar light emitting member of 
televisions and a back light of displays, exhibit high effi 
ciency of light emission and have excellent heat resistance 
and a long life, organic electroluminescence devices using 
the materials, novel compounds and processes for producing 
materials for electroluminescence devices. 

BACKGROUND ART 

[0003] Electroluminescence (EL) devices using organic 
compounds are expected to be used for inexpensive full 
color display devices of the solid light emission type Which 
can display a large area and development thereof has been 
actively conducted. In general, an EL device is constituted 
With a light emitting layer and a pair of electrodes faced to 
each other at both sides of the light emitting layer. When a 
voltage is applied betWeen the electrodes, electrons are 
injected at the side of the cathode and holes are injected at 
the side of the anode. The electrons are combined With the 
holes in the light emitting layer and an excited state is 
formed. When the excited state returns to the normal state, 
the energy is emitted as light. 

[0004] Heretofore, organic EL devices require higher driv 
ing voltages and shoW inferior luminance of emitted light 
and inferior ef?ciencies of light emission in comparison With 
inorganic devices. Moreover, properties of organic EL 
devices deteriorate very rapidly. Therefore, heretofore, 
organic EL devices have not been used practically. Although 
the properties of organic EL devices have been improved, 
organic EL devices exhibiting a suf?cient ef?ciency of light 
emission and having su?icient heat resistance and life have 
not been obtained. For example, a phenylanthracene deriva 
tive Which can be used for EL devices is disclosed in 
Japanese Patent Application Laid-Open No. Heisei 8(1996) 
12600. HoWever, an organic EL device using this compound 
exhibited an ef?ciency of light emission as loW as about 2 to 
4 cd/A and improvement in the e?iciency is desired. In 
Japanese Patent Application Laid-Open No. Heisei 8(1996) 
199162, an EL device having a light emitting layer contain 
ing a ?uorescent dopant of a derivative of an amine or a 
diamine is disclosed. HoWever, this EL device has a life as 
short as 700 hours at an initial luminance of emitted light of 
300 cd/m2 although the ef?ciency of light emission is 4 to 6 
dc/A and improvement in the life is desired. In Japanese 
Patent Application Laid-Open No. Heisei 9(1997)-268284, a 
material for EL devices having phenylanthracene group is 
disclosed. This material exhibits a marked decrease in the 
luminance of emitted light When the material is used at a 
high temperature for a long time and heat resistance is 
insufficient. Moreover, these devices do not emit light in the 
region of orange to red color. Since emission of red color is 
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indispensable for the full color display by an EL device, a 
device emitting light in the region of orange to red color is 
desired. When these materials are used as the host material 
and other compounds are used as the doping material, a long 
life cannot be obtained. It is necessary for practical use that 
an initial luminance of emitted light of 10,000 d/m2 or 
greater be exhibited. HoWever, this value has not been 
achieved. In Japanese Patent Application Laid-Open No. 
Heisei 11(1999)-152253, an example is disclosed in Which 
a material for organic EL devices having a binaphthalene 
structure is added to a light emitting layer having the 
property to transfer electrons such as a layer of an aluminum 
complex or the like. HoWever, in this example, the alumi 
num complex or the like emits light and the material for 
organic EL devices does not function as the light emitting 
center since the energy gap of the light emitting layer of the 
aluminum complex or the like is smaller than the energy gap 
of the material for organic EL devices. 

[0005] Synthesis of arylamines used as a material for 
organic EL devices has been conducted by the Ullmann 
reaction using an amine and an iodobenZene. It is described, 
for example, in Chem. Lett., pp. 1145 to 1148, 1989; the 
speci?cation of US. Pat. No. 4,764,625; and Japanese 
Patent Application Laid-Open No. Heisei 8(1996)-48974 
that a triarylamine is produced by the reaction of a corre 
sponding iodobenZene and a diarylamine in an inert hydro 
carbon solvent such as decaline at 1500 C. or higher in the 
presence of one equivalent or more of copper poWder and a 
base such as potassium hydroxide as the typical example. 

[0006] HoWever, the process using the Ullmann reaction 
has draWbacks in that an expensive iodide must be used as 
the reacting agent, that the reaction cannot be applied to 
many types of compounds, that the yield of the reaction is 
not suf?cient, that the reaction requires a temperature as high 
as 1500 C. and a long time and that Waste liquid containing 
a great amount of copper is formed since copper poWder is 
used in a great amount and environmental problems arise. 

DISCLOSURE OF THE INVENTION 

[0007] The present invention has been made to overcome 
the above problems and has an object to provide a material 
for organic electroluminescence devices, an organic elec 
troluminescence device and a novel compound Which 
exhibit high efficiency of light emission and have a long life 
and excellent heat resistance and a process for producing the 
material for organic electroluminescence devices. 

[0008] As the result of extensive studies by the present 
inventors to develop the material for organic EL devices 
having the advantageous properties described above and an 
organic EL device using the material, it Was found that the 
object can be achieved by using the compounds represented 
by general formulae [1] and [3] to [10] Which are shoWn 
beloW. The present invention has been completed based on 
this knoWledge. 

[0009] It Was also found by the present inventors that the 
above object can be achieved by using the compounds 
represented by general formulae [11] and [11'] as the doping 
material or the light emitting center. 

[0010] It Was further found by the present inventors that a 
tertiary arylamine Which is a material for organic EL devices 
can be synthesiZed With a high activity by the reaction of an 
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amine and an aryl halide in the presence of a catalyst 
comprising a phosphine compound and a palladium com 
pound and a base. The present invention has been completed 
based on the above knowledge. 

[0011] The material for organic electroluminescence 
devices (referred to as the material for organic EL devices) 
of the present invention is a compound represented by 
folloWing general formula [1]: 

General formula [1] 

[1] 

Wherein A represents a substituted or unsubstituted arylene 
group having 22 to 60 carbon atoms, X1 to X4 each inde 
pendently represent a substituted or unsubstituted arylene 
group having 6 to 30 carbon atoms, X1 and X2 may be 
bonded to each other, X3 and X4 may be bonded to each 
other, Y1 to Y4 each independently represent an organic 
group represented by general formula [2], a to d each 
represent an integer of 0 to 2 and, When the arylene group 
represented by A has 26 or less carbon atoms, a+b+c+d>0 
and the arylene group does not contain tWo or more 
anthracene nuclei; general formula [2] being: 

General formula [2] 

R3 R4 

[2] 

wherein R1 to R4 each independently represent hydrogen 
atom, a substituted or unsubstituted alkyl group having 1 to 
20 carbon atoms, a substituted or unsubstituted aryl group 
having 6 to 20 carbon atoms or cyano group or form a triple 
bond by a linkage of R1 and R2 or R3 and R4, Z represents 
a substituted or unsubstituted aryl group having 6 to 20 
carbon atoms and n represents 0 or 1. 

[0012] The material for organic electroluminescence 
devices of the present invention may also be a compound 
represented by folloWing general formula [3]: 

General formula [3] 

[3] 

Wherein B represents a substituted or unsubstituted arylene 
group having 6 to 60 carbon atoms, X1 to X4 each indepen 
dently represent a substituted or unsubstituted arylene group 
having 6 to 30 carbon atoms, X1 and X2 may be bonded to 
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each other, X3 and X4 may be bonded to each other, Y1 to Y4 
each independently represent an organic group represented 
by general formula [2] described above, a to d each represent 
an integer of 0 to 2 and at least one of groups represented by 
B, X1, X2, X3 and X4 has a chrysene nucleus. 

[0013] It is preferable that general formula [3] means 
folloWing general formula [4], general formula [5] or gen 
eral formula 

General formula [4] : 

wherein X1 to X4, Y1 to Y4 and a to d are each independently 
the same as those in general formula 

f) 
General Formula [5]: 

q, 
Wherein B, X1, X2, Y1, Y2, a and b are each independently 
the same as those in general formula 

General Formula [6] : 

Wherein B, X1, X2, Y1, Y2, a and b are each independently 
the same as those in general formula 
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[0014] The material for organic electroluminescence 
devices of the present invention may also be a compound 
represented by following general formula [7]: 

General formula [7] 

E 

Wherein D represents a divalent group having a tetracene 
nucleus or a pentacene nucleus, X1 to X4 each independently 
represent a substituted or unsubstituted arylene group con 
taining 6 to 30 carbon atoms, X1 and X2 may be bonded to 
each other, X3 and X4 may be bonded to each other, Y1 to Y4 
each independently represent an organic group represented 
by general formula [2] described above and a to d each 
represent an integer of 0 to 2. 

[0015] It is preferable that general formula [7] means 
folloWing general formula [8]: 

wherein X1 to X4, Y1 to Y4 and a to d are each independently 
the same as those in general formula [7], R51 to R60 each 
independently represent hydrogen atom, a substituted or 
unsubstituted alkyl group having 1 to 20 carbon atoms, a 
substituted or unsubstituted alkoxy group having 1 to 20 
carbon atoms, a substituted or unsubstituted aryl group 
having 6 to 20 carbon atoms or cyano group and adjacent 
groups among the groups represented by R51 to R60 may be 
bonded to each other to form a saturated or unsaturated and 
substituted or unsubstituted carbon ring. 

[0016] The material for organic electroluminescence 
devices of the present invention may also be a compound 
represented by folloWing general formula [9]: 

General formula [9] 

E 
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Wherein E represents a divalent group comprising an 
anthracene nucleus Which is substituted With aryl groups or 
unsubstituted, X5 to X8 each independently represent a 
substituted or unsubstituted arylene group having 6 to 20 
carbon atoms, X5 and X6 may be bonded to each other, X7 
and X8 may be bonded to each other, Y1 to Y4 each inde 
pendently represent an organic group represented by general 
formula [2], a to d each represent an integer of 0 to 2, and 
When the group represented by E is an unsubstituted group: 

at least tWo of X5 to X8 contains a substituted or unsubsti 
tuted group: 

[0017] The material for organic electroluminescence 
devices of the present invention may also be a compound 
represented by folloWing general formula [10]: 

Wherein Ar1 and Ar3 each independently represents a diva 
lent group selected from a group consisting of substituted 
and unsubstituted phenylene groups, substituted and unsub 
stituted 1,3-naphthalene groups, substituted and unsubsti 
tuted 1,8-naphthalene groups, substituted and unsubstituted 
?uorene groups and substituted and unsubstituted biphenyl 
groups, Ar2 represents a divalent group selected from a 
group consisting of substituted and unsubstituted anthracene 
nuclei, substituted and unsubstituted pyrene nuclei, substi 
tuted and unsubstituted phenanthrene nuclei, substituted and 
unsubstituted chrysene nuclei, substituted and unsubstituted 
pentacene nuclei, substituted and unsubstituted naphthacene 
nuclei and substituted and unsubstituted ?uorene nuclei, X5 
to X8 each independently represent a substituted or unsub 
stituted arylene group having 6 to 20 carbon atoms, X5 and 
X6 may be bonded to each other, X7 and X8 may be bonded 
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to each other, Y1 to Y4 each independently represent an 
organic group represented by general formula [2] described 
above, a to d each represent an integer of 0 to 2, a+b+c+d§2, 
e represents 0 or 1, f represents 1 or 2 and, When Ar2 
represents an anthracene nucleus, a case in Which a=b=c=d 
and Ar1 and Ar3 both represent p-phenylene group is 
excluded. 

[0018] The material for organic electroluminescence 
devices of the present invention may also be a compound 
represented by following general formula [11]: 

General formula [ll] 

[11] 

Wherein F represents a substituted or unsubstituted arylene 
group having 6 to 21 carbon atoms, X1 to X4 each indepen 
dently represent a substituted or unsubstituted arylene group 
having 6 to 30 carbon atoms, X1 and X2 may be bonded to 
each other, X3 and X4 may be bonded to each other, Y1 to Y4 
each independently represent an organic group represented 
by general formula [2] described above, a to d each represent 
an integer of 0 to 2, and a+b+c+d>0. 

[0019] It is preferable that the group represented by F in 
general formula [11] is a group represented by folloWing 
general formula [12], general formula [13] or general for 
mula [14]: 

General formula [1 2] 

wherein R5’ to R24’ each independently represent hydrogen 
atom, a substituted or unsubstituted alkyl group having 1 to 
20 carbon atoms, a substituted or unsubstituted aryl group 
having 6 to 20 carbon atoms or cyano group and adjacent 
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groups among the groups represented by R5’ to R24’ my be 
bonded to each other to form a saturated or unsaturated 
carbon ring; 

General formula [14] 

[14] 

Wherein R25 v to R34’ each independently represent hydrogen 
atom, a substituted or unsubstituted alkyl group having 1 to 
20 carbon atoms, a substituted or unsubstituted aryl group 
having 6 to 20 carbon atoms or cyano group and adjacent 
groups among the groups represented by R5’ to R24’ my be 
bonded to each other to form a saturated or unsaturated 
carbon ring. 

[0020] The material for organic EL devices of the present 
invention Which is represented by any of general formulae 
[1 ], [3] to [l l] and [11'] can be used also as the light emitting 
material for organic electroluminescence devices. 

[0021] The organic electroluminescence (EL) device of 
the present invention comprises a light emitting layer or a 
plurality of thin ?lms of organic compounds comprising a 
light emitting layer disposed betWeen a pair of electrodes, 
Wherein at least one of the thin ?lms of organic compounds 
is a layer comprising a materials for organic EL devices 
represented by any of general formulae [1], [3] to [11] and 
[l 1']. 
[0022] It is preferable that, in the above organic EL device, 
a layer comprising the material for organic EL devices 
represented by any of general formulae [1], [3] to [11] and 
[l l'] as at least one material selected from a group consisting 
of a hole injecting material, a hole transporting material and 
a doping material is disposed betWeen the pair of electrodes 

[0023] It is preferable that, in the above organic EL device, 
the light emitting layer comprises 0.1 to 20% by Weight of 
a material for organic EL devices represented by any of 
general formulae [1], [3] to [11] and [11']. 
[0024] It is preferable that, in the above organic electrolu 
minescence device, one or more materials selected from a 

group consisting of a hole injecting material, a hole trans 
porting material and a doping material each independently 
comprise 0.1 to 20% by Weight of the material for organic 
EL devices represented by any of general formulae [1], [3] 
to [11] and [11']. 
[0025] It is preferable that, in the above organic EL device, 
the light emitting layer is a layer comprising a stilbene 
derivative and a material for organic EL devices represented 
by any of general formulae [1], [3] to [11] and [11']. 
[0026] In the above organic EL device, a layer comprising 
an aromatic tertiary amine derivative and/or a phthalocya 
nine derivative is disposed betWeen a light emitting layer 
and an anode. 
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[0027] It is preferable that, in the above organic EL device, 
the energy gap of the material for organic electrolumines 
cence devices represented by general formula [11] is smaller 
than the energy gap of a host material by 0.07 eV or greater. 

[0028] The novel compound of the present invention is 
represented by folloWing general formula [11']: 

General formula [11'] 

Wherein F represents a group represented by general formula 
[14], X1 to X4 each independently represent a substituted or 
unsubstituted arylene group having 6 to 30 carbon atoms, X1 
and X2 may be bonded to each other, X3 and X4 may be 
bonded to each other, Y1 to Y4 each independently represent 
an organic group represented by general formula [2] 
described above, a to d represent each an integer of 0 to 2, 
and a+b+c+d>0; general formula [14] being: 

General formula [14] 

[14] 

Wherein R25 v to R34’ each independently represent hydrogen 
atom, a substituted or unsubstituted alkyl group having 1 to 
20 carbon atoms, a substituted or unsubstituted aryl group 
having 6 to 20 carbon atoms or cyano group and adjacent 
groups among the groups represented by R5’ to R24’ my be 
bonded to each other to form a saturated or unsaturated 
carbon ring. 

[0029] The process for producing a material for organic 
EL devices of the present invention comprises reacting, in a 
presence of a catalyst comprising a phosphine compound 
and a palladium compound and a base, a primary amine or 
a secondary amine represented by folloWing general formula 
[15]: 

R(NR'H)k [15] 

Wherein k represents an integer of 1 to 3; When k represents 
1, R and R' represent hydrogen atom, an alkyl group or a 
substituted or unsubstituted aryl group; and When k repre 
sents 2 or 3, R represents an alkylene group or substituted or 
unsubstituted arylene group and R' represents hydrogen 
atom, an alkyl group or a substituted or unsubstituted aryl 
group, With an aryl halide represented by folloWing general 
formula [16]: 

Ar(X)m [16] 
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Wherein Ar represents a substituted or unsubstituted aryl 
group, X represents F, Cl, Br or I and m represents an integer 
of 1 to 3, and producing a material for organic electrolumi 
nescence devices comprising an arylamine compound. 

[0030] It is preferable that the arylamine described above 
is a compound represented by folloWing general formula 
[17]: 

General formula [17] 

[17] 

Wherein F represents a substituted or unsubstituted arylene 
group having 6 to 60 carbon atoms, X1 to X4 each indepen 
dently represent a substituted or unsubstituted arylene group 
having 6 to 30 carbon atoms, X1 and X2 may be bonded to 
each other, X3 and X4 may be bonded to each other, Y1 to Y4 
each independently represent an organic group represented 
by general formula [2] described above, a to d each represent 
an integer of 0 to 2, and a+b+c+d>0. 

[0031] It is preferable that the phosphine compound is a 
trialkylphosphine compound, a triarylphosphine compound 
or a diphosphine compound. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0032] FIG. 1 shoWs a lHNMR chart of compound a 
synthesiZed in accordance With the process of the present 
invention. 

[0033] FIG. 2 shoWs a lHNMR chart of compound b 
synthesiZed in accordance With the process of the present 
invention. 

[0034] FIG. 3 shoWs a lHNMR chart of compound e 
synthesiZed in accordance With the process of the present 
invention. 

THE MOST PREFERRED EMBODIMENT TO 
CARRY OUT THE INVENTION 

[0035] In general formula [1] in the present invention, A 
represents a substituted or unsubstituted arylene group hav 
ing 22 to 60 carbon atoms. Examples of the arylene group 
include divalent groups formed from biphenyl, terphenyl, 
naphthalene, anthracene, phenanthrene, pyrene, ?uorene, 
thiophene, coronene and ?uoranthene and divalent groups 
formed by bonding a plurality of these groups to each other. 
X1 to X4 in general formula [1] each independently represent 
a substituted or unsubstituted arylene group having 6 to 30 
carbon atoms. Examples of the group represented by X1 to 
X4 include monovalent or divalent groups containing skel 
eton structures of phenyl, biphenyl, terphenyl, naphthalene, 
anthrathene, phenanthrene, pyrene, ?uorene, thiophene, 
coronene and chrysene. X1 and X2 may be connected to each 
other and X3 and X4 may be connected to each other. 

[0036] The groups used as the substituents to the groups 
represented by X1 to X4 are each independently an alkyl 
group having 1 to 20 carbon atoms, an alkoxy group having 
1 to 20 carbon atoms or an aryl group having 6 to 20 carbon 
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atoms. Aryloxy groups, arylthio groups, arylalkyl groups 
and aryl ketone groups are excluded from the above sub 
stituent because compounds having the groups excluded 
above tend to decompose under heating in vapor deposition 
and the life of the obtained device is short. 

[0037] In general formula [1], a to d each represent an 
integer of 0 to 2. HoWever, When the group represented by 
A has 26 or less carbon atoms, a+b+c+d>0 and the group 
represented by A does not contain 2 or more anthracene 
nuclei. 

[0038] In general formula [2] in the present invention, Rl 
to R4 each independently represent hydrogen atom, a sub 
stituted or unsubstituted alkyl group having 1 to 20 carbon 
atoms, a substituted or unsubstituted aryl group having 6 to 
20 carbon atoms or cyano group. Examples of the group 
represented by R1 to R4 include substituted and unsubsti 
tuted alkyl groups such as methyl group, ethyl group, propyl 
group, butyl group, sec-butyl group, tert-butyl group, pentyl 
group, hexyl group, heptyl group, octyl group, stearyl group, 
2-phenylisopropyl group, trichloromethyl group, tri?uorom 
ethyl group, benZyl group, ot-phenoxybenzyl group, 0t,0t 
dimethylbenZyl group, 0t,0t-methylphenylbenZyl group, 
0t,0t-ditri?uoromethylbenzyl group, triphenylmethyl group 
and (x-benZyloxybenZyl group; and substituted and unsub 
stituted aryl groups such as phenyl group, 2-methylphenyl 
group, 3-methylphenyl group, 4-methylphenyl group, 4-eth 
ylphenyl group, biphenyl group, 4-methylbiphenyl group, 
4-ethylbiphenyl group, 4-cyclohexylbiphenyl group, terphe 
nyl group, 3,5-dichlorophenyl group, naphthyl group, 5-me 
thylnaphthyl group, anthryl group and pyrenyl group. 

[0039] In general formula [2] in the present invention, Z 
represents a substituted or unsubstituted aryl group having 6 
to 20 carbon atoms. Examples of the group represented by 
Z include aryl groups such as phenyl group, biphenyl group, 
terphenyl group, naphthyl group, anthryl group, phenanthryl 
group, ?uorenyl group, pyrenyl group and thiophene group. 
The above aryl groups may have substituents. Examples of 
the substituent include alkyl groups and aryl groups 
described above as the examples of the group represented by 
R1 to R4, alkoxy groups, amino group, cyano group, 
hydroxyl group, carboxylic acid group, ether group and ester 
groups. In general formula [2], n represents 0 or 1. 

[0040] As described above, since the compound repre 
sented by general formula [1] in the present invention has a 
diamine structure at the central portion and a styrylamine 
structure at end portions, the ioniZation energy is 5.6 eV or 
smaller and holes can be easily injected. The mobility of 
holes is 10-4 m2/V~s or greater. Therefore, the compound has 
the excellent properties as the hole injecting material and the 
hole transporting material. Due to the polyphenyl structure 
at the center, the electron affinity is 2.5 eV or greater and 
electrons can be easily injected. 

[0041] Moreover, since the structure represented by A has 
22 or more carbon atoms, an amorphous thin ?lm can be 
easily formed. The glass transition temperature is raised to 
100° C. or higher and heat resistance can be improved. 
When tWo or more anthracene groups are contained in the 
structure represented by A, there is the possibility that the 
compound represented by general formula [1] decomposes 
under heating. 

[0042] Compounds having a structure in which X1 and X2 
or X3 and X4 are bonded to each other through a single bond 
or a carbon ring bond has elevated glass transition tempera 
tures and shoW improved heat resistance. 
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[0043] In the compounds represented by general formulae 
[3] to [6] of the present invention, B represents a substituted 
or unsubstituted arylene group having 6 to 60 carbon atoms. 
Examples of the group represented by B include divalent 
groups formed from biphenyl, terphenyl, naphthalene, 
anthracene, phenanthrene, pyrene, ?uorene, thiophene, 
coronene and ?uoranthene and divalent groups formed by 
bonding a plurality of these groups to each other. X1 to X4, 
Y1 to Y4 and a to d are the same as those in general formula 
[1 ], Wherein at least one of the groups represented by B, X1, 
X2, X3 and X4 has a chrysene nucleus. 

[0044] As described above, since the compounds repre 
sented by general formulae [3] to [6] in the present invention 
have a diamine structure at the central portion and a styry 
lamine structure at end portions, the ioniZation energy is 5.6 
eV or smaller and holes can be easily injected. The mobility 
of holes is 10'4 m2/V~s or greater. Therefore, the compound 
has the excellent properties as the hole injecting material and 
the hole transporting material. Due to the chrysene nucleus 
contained in at least one of the groups represented by B, X1, 
X2, X3 and X4, durability and heat resistance are improved. 
Therefore, driving for a long time is enabled and an organic 
EL device Which can be stored or driven at high tempera 
tures can be obtained. 

[0045] Moreover, the life of the organic EL device can be 
extended When the compounds represented by general for 
mulae [3] to [6] are used as the doping material and the 
ef?ciency of light emission can be improved When the 
compounds are used as the material of the light emitting 
layer. 
[0046] In the compound represented by general formula 
[7] of the present invention, D represents a divalent group 
containing a substituted or unsubstituted tetracene nucleus 
or pentacene nucleus. Examples of the group represented by 
D include divalent groups formed by connecting a plurality 
of at least one group selected from the group consisting of 
biphenyl, naphthalene, anthracene, phenanthrene, ?uorene 
and thiophene and the tetracene nucleus or the pentacene 
nucleus. X1 to X4, Y1 to Y4 and a to d are the same as those 
in general formula [1], wherein X1 and X2 may be bonded to 
each other and X3 and X4 may be bonded to each other. 

[0047] In the compound represented by general formula 
[8] of the present invention, X1 to X4, Y1 to Y4 and a to d 
each independently represent the same atom and groups as 
those described above in general formula R51 to R60 
each independently represent hydrogen atom, a substituted 
or unsubstituted alkyl group having 1 to 20 carbon atoms, a 
substituted or unsubstituted alkoxy group having 1 to 20 
carbon atoms, a substituted or unsubstituted aryl group 
having 6 to 20 carbon atoms or cyano group and adjacent 
groups among the groups represented by R51 to R60 may be 
bonded to each other to form a saturated or unsaturated and 
substituted or unsubstituted carbon ring. 

[0048] The groups used as the substituent in general 
formulae [7] and [8] are each independently an alkyl group 
having 1 to 20 carbon atoms, an alkoxy group having 1 to 
20 carbon atoms or an aryl group having 6 to 20 carbon 
atoms. Aryloxy groups, arylthio groups, arylalkyl groups 
and aryl ketone groups are excluded from the above sub 
stituent because compounds having the groups excluded 
above tend to decompose under heating in vapor deposition 
and the life of the obtained device is short. 
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[0049] As described above, the compound represented by 
general formula [7] in the present invention exhibits strong 
?uorescence in the region of orange to red color due to the 
tetracene or pentacene structure. Holes are easily injected 
due to the diamine structure. When this compound is con 
tained in the light emitting layer, holes are easily trapped and 
recombination of electrons and holes is promoted. There 
fore, a light emitting device emitting yelloW color, orange 
color and red color in a high ef?ciency can be obtained. 

[0050] In particular, When the compound represented by 
general formula [7] is used as the doping material, the 
obtained light emitting device has a long life and exhibits 
more excellent stability than that exhibited by any conven 
tional devices. 

[0051] In the compound represented by general formula 
[9] in the present invention, E represents a divalent group 
comprising an anthracene nucleus Which is substituted With 
aryl groups or unsubstituted. X5 to X8 each independently 
represent a substituted or unsubstituted arylene group having 
6 to 20 carbon atoms. Examples of the group represented by 
X5 to X8 include monovalent and divalent groups containing 
the skeleton structure of phenylene, biphenyl, terphenyl, 
naphthalene, anthracene, phenanthrene, ?uorene and 
thiophene. X5 and X6 may be bonded to each other and X7 
and X8 may be bonded to each other. Y1 to Y4 and a to d are 
the same as those in general formula 

[0052] HoWever, When E represents an unsubstituted 
group: 

at least tWo of X5 to X8 contain a substituted or unsubstituted 
group: 

[0053] As described above, since the compound repre 
sented by general formula [9] in the present invention has a 
diamine structure, the ionization energy is 5.6 eV or smaller 
and4 holes can be easily injected. The mobility of holes is 
10 mZ/V-s or greater. Therefore, the compound has the 
excellent properties as the hole injecting material and the 
hole transporting material. Due to the substituted or unsub 
stituted anthracene nucleus at the center, electrons are easily 
injected. 

[0054] When the anthracene nucleus represented by E is 
unsubstituted, the glass transition temperature is as loW as 
100° C. or loWer. The glass transition temperature can be 
elevated by bonding at least tWo substituents and preferably 
2 to 4 substituents to the nucleus as described above. The 
speci?c biphenyl structure described above enhances solu 
bility of the compound represented by general formula [9] 
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and puri?cation can be facilitated. When phenyl group is 
bonded at a position other than the above position, i.e., at the 
para-position, the content of impurities increases since puri 
?cation becomes dif?cult and the properties of the obtained 
organic EL device deteriorate. By the substitution of aryl 
groups as described above, formation of pairs of the mol 
ecules by association is suppressed and the quantum effi 
ciency of ?uorescence emission increases. Thus, the effi 
ciency of light emission of the organic EL device is 
improved. 

[0055] In the compound represented by general formula 
[10] in the present invention, Ar1 and Ar3 each indepen 
dently represents a divalent group selected from the group 
consisting of substituted and unsubstituted phenylene 
groups, substituted and unsubstituted 1,3-naphthalene 
groups, substituted and unsubstituted 1,8-naphthalene 
groups, substituted and unsubstituted ?uorene groups and 
substituted and unsubstituted biphenyl groups, Ar2 repre 
sents a divalent group selected from the group consisting of 
substituted and unsubstituted anthracene nuclei, substituted 
and unsubstituted pyrene nuclei, substituted and unsubsti 
tuted phenanthrene nuclei, substituted and unsubstituted 
chrysene nuclei, substituted and unsubstituted pentacene 
nuclei, substituted and unsubstituted naphthacene nuclei and 
substituted and unsubstituted ?uorene nuclei. Examples of 
the divalent group include: 

ooo ©©©ooooooooo @ o o o 
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-continued 

[0056] X5 to X8 and Y1 to Y4 each independently represent 

the same groups as those described in general formula a to d each represent an integer of 0 to 2, a+b+c+dé2, e 

represents 0 or 1 and f represents 1 or 2, Wherein, When Ar2 
represents an anthracene nucleus, the case in Which a=b=c=d 
and Ar1 and Ar3 both represent p-phenylene group is 
excluded. 

[0057] As described above, since the compound repre 
sented by general formula [10] in the present invention has 
a diamine structure, the ioniZation energy is 5.6 eV or 
smaller and holes can be easily injected. The mobility of 
holes is 10'4 m2/V~s or greater. Therefore, the compound has 
the excellent properties as the hole injecting material and the 
hole transporting material, in particular as the light emitting 
material. Due to the polyphenyl structure of the compound 
having the condensed ring at the center, electrons can be 
easily injected. 

[0058] Since the compound has both of the polyphenyl 
structure and the diamine structure, a stable amorphous thin 
?lm can be formed and exhibits excellent heat resistance due 
to the glass transition temperature of 100° C. or higher. 
When the compound contains tWo or more structures rep 
resented by general formula [2], the condition of a+b+c+ 
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d§2 is required because the compound decomposes under 
heating in vapor deposition for formation of the thin ?lm. 
When Ar2 represents an anthracene nucleus, decomposition 
under heating and oxidation in vapor deposition can be 
prevented by the above speci?c structures of Ar1 and Ar3. 

[0059] In the compounds represented by general formulae 
[11] and [11'] in the material for the organic EL devices and 
the novel compound used in the organic EL device of the 
present invention, F represents a substituted or unsubstituted 
arylene group having 6 to 21 carbon atoms. Examples of the 
group represented by F include divalent groups formed from 
biphenyl, terphenyl, naphthalene, anthracene, phenanthrene, 
pyrene, ?uorene, thiophene and ?uoranthene. 

[0060] In general formulae [11] and [11'], a to d each 
represent an integer of 0 to 2, Wherein a+b+c+d>0. 

[0061] As described above, since the compounds repre 
sented by general formulae [11] and [11'] in the present 
invention have a diamine structure at the center and a 
styrylamine structure at end portions, the ioniZation energy 
is 5.6 eV or smaller. Therefore, the property of injecting 
holes into the light emitting layer is improved by adding the 
compound into the light emitting layer. Moreover, the bal 
ance betWeen electrons and holes in the light emitting layer 
is improved by catching holes and the e?iciency of light 
emission and the life are improved. The ef?ciency of light 
emission and the life are improved in comparison With the 
case in Which the light emitting layer is composed of the 
above compound represented by general formula [11] or 
[11'] alone as the sole material for the organic EL material 
The compound having the structure in which X1 and X2 are 
bonded to each other and X3 and X4 are bonded to each other 
through a single bond or through a carbon ring bond 
provides an elevated glass transition temperature and 
improved heat resistance. 

[0062] In the group represented by general formulae [12] 
to [14] in the present invention, R5’ to R34’ each indepen 
dently represent hydrogen atom, a substituted or unsubsti 
tuted alkyl group having 1 to 20 carbon atoms, a substituted 
or unsubstituted aryl group having 6 to 20 carbon atoms or 
cyano group and adjacent groups among the groups repre 
sented by R5’ to R24’ may be bonded to each other to form 
a saturated or unsaturated carbon ring. Examples of the 
group represented by R5’ to R34’ include substituted and 
unsubstituted alkyl groups such as methyl group, ethyl 
group, propyl group, butyl group, sec-butyl group, tert-butyl 
group, pentyl group, hexyl group, heptyl group, octyl group, 
stearyl group, 2-phenylisopropyl group, trichloromethyl 
group, tri?uoromethyl group, benZyl group, ot-phenoxyben 
Zyl group, 0t,0t-dimethylbenZyl group, 0t,0t-methylphenyl 
benZyl group, 0t,ot-ditri?uoromethylbenzyl group, triphenyl 
methyl group and (x-benZyloxybenZyl group; and substituted 
and unsubstituted aryl groups such as phenyl group, 2-me 
thylphenyl group, 3-methylphenyl group, 4-methylphenyl 
group, 4-ethylphenyl group, biphenyl group, 4-methylbiphe 
nyl group, 4-ethylbiphenyl group, 4-cyclohexylbiphenyl 
group, terphenyl group, 3,5-dichlorophenyl group, naphthyl 
group, 5-methylnaphthyl group, anthryl group and pyrenyl 
group. 

[0063] In the folloWing, Compounds (1) to (28) as the 
typical examples of the compound represented by general 
formula [1], Compounds (29) to (56) as the typical examples 
of the compounds represented by general formulae [3] to [6], 
Compounds (57) to (74) as the typical examples of the 
compound represented by general formula [7], Compounds 
(75) to (86) as the typical examples of the compound 
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represented by general formula [8], Compounds (87) to formula [10] and Compounds (127) to (141) as the typical 
(104) as the typical examples of the compound represented examples of the compounds represented by general formulae 
by general formula [9], Compounds (105) to (126) as the [11] and [11'] are shoWn. However, the present invention is 
typical examples of the compound represented by general not limited to these typical examples. 
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-continued 
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