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(57) ABSTRACT 

Process for improving the brilliance of color and the stability 
of a colored polymer system, Which is composed of a matrix 
and of discrete polymer particles distributed in accordance 
With a de?ned spatial lattice structure in the matrix, and 
Which is obtained by ?lming of an emulsion polymer With 
core/ shell structure, Which comprises using an emulsion 
polymer obtainable by polymerizing monomers in at least 
one ?rst stage (core monomers), then polymerizing mono 
mers in at least one further, second stage (transition stage), 
and ?nally polymerizing monomers in a third stage (shell 
monomers), 

Where, based on the percentage constitution of the monomer 
mixtures of the three stages, at most 30% by Weight of the 
monomers of the ?rst stage are identical With those of the 
third stage, and 5% of the monomers of the second stage are 
identical With, respectively, those of the ?rst and those of the 
third stage, and not more than 60% by Weight of the 
monomers of the 2nd1 stage here are monomers absent in the 
1st stage and also absent in the 3rd stage. 
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POLYMER DISPERSION WITH A COLOUR 
EFFECT 

[0001] The invention relates to a process for improving the 
brilliance of color and the stability of a colored polymer 
system, Which is composed of a matrix and of discrete 
polymer particles distributed in accordance With a de?ned 
spatial lattice structure in the matrix, and Which is obtained 
by ?lming of an emulsion polymer With core/ shell structure, 
Which comprises 

[0002] using an emulsion polymer obtainable by 

[0003] polymerizing monomers in at least one ?rst stage 
(core monomers), 

[0004] then polymerizing monomers in at least one 
further, second stage (transition stage), and 

[0005] ?nally polymerizing monomers in a third stage 
(shell monomers), 

Where, based on the percentage constitution of the mono 
mer mixtures of the three stages, at most 30% by 
Weight of the monomers of the ?rst stage are identical 
With those of the third stage, and 5% of the monomers 
of the second stage are identical With, respectively, 
those of the ?rst and those of the third stage, and not 
more than 60% by Weight of the monomers of the 2nd 
stage here are monomers absent in the 1St stage and also 
absent in the 3rd stage. 

[0006] The invention further relates to colored polymer 
systems Which are obtainable by this process, and to the use 
of the colored polymer systems for the coating of, by Way of 
example, plastics or paper, or in visual displays. 

[0007] DE-19717879, DE-19820302 and DE-19834194 
have disclosed colored polymer systems in Which discrete 
polymer particles have been dispersed in a matrix. 

[0008] DE 10229732 (PF 53679) describes the use of 
polymer layers of this type in elements of visual displays. 

[0009] It is an object of the present invention to improve 
the brilliance of color and the stability of the colored 
polymer systems. 

[0010] We have found that this object is achieved by Way 
of the process described at the outset. 

[0011] The colored polymer systems are substantially 
composed of a matrix and of discrete polymer particles, 
Which have been distributed in accordance With a de?ned 
spatial lattice structure in the matrix. 

The Polymer Particles 

[0012] In order to develop a de?ned spatial lattice struc 
ture, the intention is that the discrete polymer particles have 
maximum size uniformity. A measure of the uniformity of 
the polymer particles is What is knoWn as the polydispersity 
index, calculated from the formula 

PI=(D90-D10)/D5o 

Where D90, D10, and D50 are particle diameters for Which the 
folloWing apply: 

[0013] D90: 90% by Weight of the total Weight of all of the 
particles have a particle diameter smaller than or equal to 

D90 
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[0014] D50: 50% by Weight ofthe total Weight of all ofthe 
particles have a particle diameter smaller than or equal to 

D50 
[0015] D10: 10% by Weight ofthe total Weight of all ofthe 

particles have a particle diameter smaller than or equal to 

D10 
[0016] Further explanations concerning the polydispersity 
index are found, by Way of example, in DE-A 19717879 (in 
particular draWings on page 1). 

[0017] The particle size distribution may be determined in 
the knoWn manner, by Way of example using an analytical 
ultracentrifuge (W. Machtle, Makromolekulare Chemie 185 
(1984) pages 1025-1039), and from this the D10, D50, and 
D90 values can be derived, and the polydispersity index 
determined (this being the method used to determine the 
values in the examples). 

[0018] As an alternative, the particle size and particle size 
distribution may also be determined by measuring light 
scattering, using commercially available equipment (eg 
Autosizer 2C from Malvem, England). 

[0019] The polymer particles preferably have a D50 value 
in the range from 0.05 to 5 um. The polymer particles may 
comprise one type of particle or tWo or more types of 
particle With different D5O value, and each type of particle 
here preferably has a polydispersity index smaller than 0.6, 
particularly preferably smaller than 0.4, and very particu 
larly preferably smaller than 0.3, and in particular smaller 
than 0.15. 

[0020] The polymer particles are in particular composed 
only of a single type of particle. The D5O value is then 
preferably from 0.05 to 20 um, particularly preferably from 
100 to 400 nanometers. 

[0021] In the inventive process, the colored polymer sys 
tem is obtained by ?lming of an emulsion polymer With 
core/ shell structure. 

[0022] The shell of the emulsion polymer is ?lmable and 
forms the matrix, While the cores of the emulsion polymer 
has been distributed as discrete polymer particles in the 
matrix. 

[0023] The statements above relating to the particle size 
and particle size distribution of the discrete polymer par 
ticles also apply to the emulsion polymer itself. 

[0024] The use of emulsion polymers With core/shell 
structure for preparing colored polymer systems has been 
previously described in the prior art (see DE-A-19820302, 
DE-A-19834194). 
[0025] In contrast, a novel feature of the inventive process 
is that a transition stage is formed betWeen the core and the 
shell. 

[0026] Accordingly, the emulsion polymer used according 
to the invention is obtained by multistage polymerization, 

Where 

[0027] the monomers Which form the core are ?rst poly 
merized in at least one 1St stage, 

[0028] then the monomers in at least one 2nd stage (tran 
sition stage) are polymerized, and ?nally, in a 3m1 stage, the 
monomers Which form the ?lmable shell are polymerized. 
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[0029] The core and the shell naturally differ markedly in 
monomer constitution. The core has preferably been 
crosslinked, Whereas the shell has not been crosslinked. 
Monomers With a high glass transition temperature (Tg) are 
preferably used in the core, Whereas the monomers of the 
shell have a loWer Tg. 

[0030] Based in each case on the percentage constituent of 
the 1St and 3rd stage, not more than 30% by Weight of the 
monomers of the 1St stage are identical With those of the 3rd 
stage; it is preferable that not more than 15% by Weight, and 
particularly preferable that not more than 5% by Weight, and 
Very particularly preferable that none, of the monomers of 
the 1St and 3rd stage are identical. 

EXAMPLE 

1ST [0031] By Way of example, the stage is intended to be 
composed of 80% by Weight of styrene, 10% by Weight of 
butyl acrylate, 5% by Weight of butanediol diacrylate, and 
5% by Weight of acrylic acid; the 3rd stage of 90% by Weight 
of butyl acrylate, 5% by Weight of styrene, and 5% by 
Weight of acrylic acid. 

[0032] 5% by Weight of acrylic acid, 10% by Weight of 
butyl acrylate, and 5% by Weight of styrene are present both 
in the 1St and in the 3rd stage. 20% by Weight of the entirety 
of the monomers are identical. 

[0033] After the polymeriZation of the monomers of the 1St 
stage and prior to the polymerization of the monomers of the 
3rdl stage, the monomers of the 2ndl stage (transition stage) are 
polymeriZed. 
[0034] The folloWing applies to the monomer mixture of 
the 2nd stage: 

[0035] At least 5% by Weight of the monomers of the 2nd 
stage are identical With those of the 1St stage and at least 5% 
by Weight of the monomers of the 2ndl stage are identical With 
those of the 3rd stage. 

[0036] In each case it is preferable that at least 10% by 
Weight, particularly preferable that at least 20% by Weight, 
and Very particularly preferable that at least 30% by Weight, 
in particular at least 40% by Weight, of the monomers of the 
2ndl stage are identical With those of the 1St stage and, 
respectively, of the 3rd stage. 

[0037] The total amount of the monomers of the 2ndl stage 
Which are monomers absent in the 1St stage and also absent 
in the 3m1 stage is at most 60% by Weight, preferably at most 
40% by Weight, particularly preferably at most 20% by 
Weight, Very particularly preferably at most 5% by Weight, 
in particular 0% by Weight. 

EXAMPLE 

[0038] 

15‘ stage 2nd stage 3rd stage 

80% by Weight of styrene 40% by Weight of 90% by Weight of butyl 
styrene acrylate 

10% by Weight of butyl 55% by Weight of 5% by Weight of styrene 
acrylate butyl acrylate 
5% by Weight of 4% by Weight of 5% by Weight of acrylic 
acrylic acid acrylic acid acid 
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-continued 

15‘ stage 2nd stage 3rd stage 

5% by Weight of 
butanediol diacrylate 

1% by Weight of 
methacrylic acid 

[0039] In the present example, 54% by Weight of the 
monomers of the 2nd stage are identical With those of the 1St 
stage (speci?cally 40% of styrene, 10% of butyl acrylate, 
and 4% of acrylic acid from the 2nd stage). 

[0040] Furthermore, 64% by Weight of the monomers of 
the 2nd stage of are identical With those of the 3rd stage (55% 
by Weight of butyl acrylate, 5% by Weight of styrene, and 
4% by Weight of acrylic acid). 

[0041] A total of 99% by Weight of the monomers of the 
2ndl stage are present in the 1St or 3rd stage, and only 1% by 
Weight (methacrylic acid) is absent in the 1St and also in the 
3m1 stage. 

[0042] The monomers of the 1St stage preferably comprise 
crosslinking monomers, in particular monomers having tWo 
polymeriZable groups, eg diVinylbenZene or alkanediol 
diacrylates. 

[0043] The proportion of the crosslinking monomers in the 
monomer mixture of the 1St stage is preferably from 0.01 to 
10% by Weight, preferably from 0.1 to 5% by Weight, based 
on the monomers of the 1St stage. 

[0044] The monomer mixture of the 1St stage preferably 
has a glass transition temperature (Tg), calculated by the Fox 
equation, of from 15 to 150° C., particularly preferably from 
25 to 120° C. 

[0045] The monomer mixture of the 3rd stage is ?lmable 
and preferably comprises no crosslinking agents. 

[0046] The Tg of the monomer mixture of the 3rd stage, 
calculated by the Fox equation, is preferably from —50 to 
110° C., particularly preferably from —40 to 25° C. The Tg 
of the monomer mixture of the 3rd stage is preferably loWer 
than the Tg of the monomer mixture of the 1St stage by at 
least 10° C., particularly preferably by at least 20° C. 

[0047] The ratio by Weight of the monomers Which form 
the non-?lming core to the monomers Which form the 
?lming shell is preferably from 1:0.05 to 1:20, particularly 
preferably from 1:0.2 to 1:5. The monomers of the transition 
stage are counted here as part of the core if they are 
non-?lming, eg due to content of crosslinking monomers, 
and counted as part of the shell if they ?lm. 

[0048] It is preferable that the 2nd stage has been 
crosslinked, therefore forming, together With the 1St stage, 
the discrete polymer particles in the matrix. 

[0049] The proportion of the monomers of the transition 
stage is preferably from 2 to 40% by Weight, based on all of 
the monomers of the emulsion polymer. 

[0050] The preferred total proportion of the stages, based 
on the entire polymer, is as folloWs: 

[0051] 1St stage (core) from 10 to 90% by Weight, particu 
larly preferably from 40 to 60% by Weight. 
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[0052] 2nd stage (transition stage) from 2 to 40% by 
Weight, particularly preferably from 5 to 15% by Weight. 

[0053] 3rd stage (shell) from 8 to 88% by Weight, particu 
larly preferably from 30 to 50% by Weight. 

[0054] The entire emulsion polymer is preferably com 
posed of at least 40% by Weight, With preference at least 
60% by Weight, particularly preferably at least 80% by 
Weight, of What are knoWn as main monomers. 

[0055] The main monomers have been selected from 
Cl-Czo-alkyl (meth)acrylates, vinyl esters of carboxylic 
acids Which contain up to 20 carbon atoms, vinylaromatics 
having up to 20 carbon atoms, ethylenically unsaturated 
nitriles, vinyl halides, vinyl ethers of alcohols Which contain 
from 1 to 10 carbon atoms, aliphatic hydrocarbons having 
from 2 to 8 carbon atoms and one or tWo double bonds, or 
mixtures of these monomers. 

[0056] By Way of example, mention may be made of alkyl 
(meth)acrylates having a Cl-ClO-alkyl radical, for example 
methyl methacrylate, methyl acrylate, n-butyl acrylate, ethyl 
acrylate, and 2-ethylhexyl acrylate. 

[0057] Mixtures of the alkyl (meth)acrylates are also par 
ticularly suitable. 

[0058] Examples of vinylesters of carboxylic acids Which 
have from 1 to 20 carbon atoms are vinyl laurate, vinyl 
stearate, vinyl propionate, vinyl versatate, and vinyl acetate. 

[0059] Vinylaromatic compounds Which may be used are 
vinyltoluene, 0t— and p-methylstyrene, alpha-butylstyrene, 
4-n-butylstyrene, 4-n-decylstyrene, and preferably styrene. 
Examples of nitriles are acrylonitrile and methacrylonitrile. 

[0060] The vinyl halides are chlorine-, ?uorine-, or bro 
mine-substituted ethylenically unsaturated compounds, 
preferably vinyl chloride and vinylidene chloride. 

[0061] By Way of example of vinyl ethers, mention may be 
made of vinyl methyl ether or vinyl isobutyl ether. Prefer 
ence is given to vinyl ethers of alcohols Which contain from 
1 to 4 carbon atoms. 

[0062] Of hydrocarbons having from 2 to 8 carbon atoms 
and one or tWo ole?nic double bonds, mention may be made 
of butadiene, isoprene, and chloroprene, and by Way of 
example of those having one double bond mention may be 
made of ethylene or propylene. 

[0063] Preferred main monomers are the CI-CZO-alkyl 
acrylates and CI-CZO-alkyl methacrylates, in particular 
Cl-Cs-alkyl acrylates and Cl-Cs-alkyl methacrylates, viny 
laromatics, in particular styrene, and mixtures of these, and 
also in particular mixtures of the alkyl (meth)acrylates and 
vinylaromatics. 

[0064] Very particular preference is given to methyl acry 
late, methyl methacrylate, ethyl acrylate, n-butyl acrylate, 
n-hexyl acrylate, octyl acrylate, and 2-ethylhexyl acrylate, 
and styrene, and also mixtures of these monomers. 

[0065] The emulsion polymer is prepared by emulsion 
polymerization. The emulsion polymerization method uses 
ionic and/or non-ionic emulsi?ers and/or protective colloids, 
or stabilizers as surface-active compounds. 

[0066] A detailed description of suitable protective col 
loids is found in Houben-Weyl, Methoden der organischen 
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Chemie, volume XIV/1, Makromolekulare Stolfe, Georg 
Thieme-Verlag, Stuttgart, 1961, pp. 411-420. Emulsi?ers 
Which may be used are either anionic, cationic or non-ionic 
emulsi?ers. The surface-active substances preferably com 
prise emulsi?ers Whose molecular Weight is usually beloW 
2000 g/mol, in contrast to that of protective colloids. 

[0067] The amounts usually used of the surface-active 
substance are from 0.1 to 10% by Weight, based on the 
monomers to be polymerized. 

[0068] Examples of Water-soluble initiators for the emul 
sion polymerization are the ammonium and alkali metal salts 
of peroxydisulfuric acid, eg sodium peroxodisulfate, 
hydrogen peroxide, or organic peroxides, e.g. tert-butyl 
hydroperoxide. 
[0069] The systems knoWn as reduction-oxidation (redox) 
initiator systems are also suitable. 

[0070] Redox initiator systems are composed of at least 
one, mostly inorganic, reducing agent, and of an inorganic or 
organic oxidant. 

[0071] The abovementioned initiators for the emulsion 
polymerization are examples of the oxidation component. 

[0072] Examples of the reduction components are alkali 
metal salts of sulfurous acid, eg sodium sul?te, sodium 
hydrogensul?te, alkali metal salts of disulfurous acid, such 
as sodium disul?te, bisul?te addition compounds of ali 
phatic aldehydes and ketones, such as acetone bisul?te, or 
reducing agents such as hydroxymethanesul?nic acid and its 
salts, or ascorbic acid. When the redox initiator systems are 
used, concomitant use may be made of soluble metal com 
pounds Whose metallic component can occur in more than 
one valence state. 

[0073] Examples of conventional redox initiator systems 
are ascorbic acid/ferrous sulfate/sodium peroxodisulfate, 
tert-butyl hydroperoxide/ sodium disul?te, tert-butyl hydro 
peroxide/Na hydroxymethanesul?nic acid. The individual 
components, eg the reduction component, may also be 
mixtures, eg a mixture of the sodium salt of 
hydroxymethanesul?nic acid and sodium disul?te. 

[0074] The amount of the initiators is generally from 0.1 
to 10% by Weight, preferably from 0.5 to 5% by Weight, 
based on the monomers to be polymerized. It is also possible 
to use tWo or more different initiators in the emulsion 
polymerization. 

[0075] The emulsion polymerization generally takes place 
from 30 to 1300 C., preferably from 50 to 900 C. The 
polymerization medium may be composed either entirely of 
Water or else of mixtures of Water and liquids miscible 
thereWith, for example methanol. It is preferable to use only 
Water. The emulsion polymerization may be carried out 
either as a batch process or else as a feed process, Which 
includes a staged or gradient method. Preference is given to 
the feed process, in Which some of the polymerization 
mixture forms an initial charge and is heated to the poly 
merization temperature and begins to polymerize, and then 
the remainder of the polymerization mixture is introduced to 
the polymerization zone continuously, in stages, or as 
required by a concentration gradient, usually via tWo or 
more spatially separated feeds, of Which one or more com 
prise(s) the monomers in pure or emulsi?ed form, so as to 
maintain progress of the polymerization. A polymer seed 
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may also form an initial charge in the polymerization for 
better particle-size control, for example. 

[0076] Before the addition of the monomers of the next 
stage is begun, the polymerization of the monomers of the 
monomer mixture of the 1st or 2nd stage is preferably at least 
90% by Weight complete, particularly preferably at least 
95% by Weight complete, and very particularly preferably at 
least 99% by Weight complete. 

[0077] The average skilled Worker is aWare of the manner 
in Which the initiator is added to the polymerization vessel 
during the course of the free-radical aqueous emulsion 
polymerization. All of the initiator may form an initial 
charge in the polymerization vessel, or else it may be used 
in a continuous or staged manner as required by its con 
sumption in the course of the free-radical aqueous emulsion 
polymerization. The detail here depends on the chemical 
nature of the initiator system and also on the polymerization 
temperature. It is preferable for a portion to form an initial 
charge and for the remainder to be introduced to the poly 
merization zone as required by consumption. 

[0078] Uniform particle size, i.e. loW polydispersity index, 
is obtainable via the methods knoWn to the skilled Worker, 
eg by varying the amount of the surface-active compound 
(emulsi?er or protective colloids) and/or appropriate stirrer 
speeds. 
[0079] Initiator is also usually added after the end of the 
actual emulsion polymerization, i.e. after at least 95% con 
version of the monomers, in order to remove the residual 
monomers. 

[0080] The individual components may be added to the 
reactor during the feed process from above, at the side, or 
from beloW through the ?oor of the reactor. 

[0081] The emulsion polymer may be ?lmed in the usual 
Way With removal of the Water, thereby forming the colored 
polymer system. 

[0082] The polymer system produces a visual effect, i.e. an 
observable re?ection, through interference generated by the 
light scattered at the polymer particles. 

[0083] The Wavelength of this re?ection can be anyWhere 
in the electromagnetic spectrum, depending on the distance 
betWeen the polymer particles. The Wavelength is preferably 
in the UV region, IR region, and in particular in the visible 
light region. 
[0084] The Wavelength of this observable re?ection 
depends, in accordance With the knoWn Bragg equation, on 
the distance betWeen the lattice planes, in this case the 
distance betWeen the polymer particles arranged in a spatial 
lattice structure in the matrix. 

[0085] The proportion by Weight of the matrix has in 
particular to be selected appropriately in order to establish 
the desired spatial lattice structure With the desired distance 
betWeen the polymer particles. In the preparation methods 
described above, the appropriate amount of the organic 
compounds, eg polymeric compounds, should be used. 

[0086] The proportion by Weight of the matrix, i.e. the 
proportion of the ?lming shell, is in particular judged so that 
the spatial lattice structure produced and comprising the 
polymer particles re?ects electromagnetic radiation in the 
desired region. 
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[0087] The distance betWeen the polymer particles (in 
each case measured to the center of the particles) is suitably 
from 100 to 400 nm if a color e?fect, i.e. a re?ection in the 
visible light region, is desired. 

[0088] A transparent polymer layer may be applied to the 
colored polymer system in order to improve the brilliance of 
color and the stability of the colored polymer system. 

[0089] The polymer Which forms the transparent layer 
may be any desired polymer. Use may be made of polycon 
densates, polyadducts, or polymers obtainable from com 
pounds (monomers) capable of free-radical polymerization. 
The latter are preferred. 

[0090] The entirety of the polymer of the transparent layer 
is composed of at least 40% by Weight, preferably at least 
60% by Weight, of What are knoWn as main monomers, 
selected from Cl-C2O-alkyl (meth)acrylates, vinylesters of 
carboxylic acids Which contain up to 20 carbon atoms, 
vinylaromatics having up to 20 carbon atoms, ethylenically 
unsaturated nitrites, vinyl halides, vinyl ethers of alcohols 
Which contain from 1 to 10 carbon atoms, aliphatic hydro 
carbons having from 2 to 8 carbon atoms and one or tWo 
double bonds, or mixtures of these monomers. 

[0091] The polymer of the transparent polymer layer is 
particularly preferably an emulsion polymer. 

[0092] The preparation of the emulsion polymers has been 
described above. 

[0093] The ponderal median particle diameter in the aque 
ous polymer dispersion obtained by emulsion polymeriza 
tion is preferably from 10 to 200 nm, preferably from 10 to 
50 nm. 

[0094] To prepare the transparent polymer layer, the poly 
mer, preferably in the form of a dispersion or solution, is 
applied to the colored polymer system, Which is generally in 
the form of a colored coating or in the form of a molding. 

[0095] In the case of a dispersion or solution, a drying 
process takes place, Where appropriate also at an elevated 
temperature. 

[0096] The resultant transparent polymer layer preferably 
has a thickness of from 0.2 to 500 um, preferably from 2 to 
100 pm. The transparent polymer layer improves the bril 
liance of color and the stability of the color e?fects. 

[0097] A further improvement is achieved by heating the 
colored polymer system and, Where appropriate, the applied 
transparent polymer layer, to temperatures above 50° C. 

[0098] This temperature should in particular be higher 
than the glass transition temperature of the matrix. The 
temperature is preferably above 1000 C. It does not generally 
exceed 2000 C. The heating period is preferably at least 5 
seconds and at most 5 minutes. 

[0099] The colored polymer systems obtainable or 
obtained by the inventive process have improved brilliance 
of color and stability. 

EXAMPLES OF APPLICATION OF THE 
PATENT 

[0100] All of the syntheses Were carried out in a 2000 ml 
four-necked ?ask Which had been equipped With a re?ux 
condenser, a nitrogen inlet tube, inlet tubes for the supply of 
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the monomer emulsion and of the initiator solution, and have 
an anchor stirrer With a rotation rate of 150 rpm. 

Example 1 

Synthesis of a Core Particle Dispersion (1St Stage) 

[0101] 258.6 g of Water Were ?rst used to form an initial 

charge in a reactor With anchor stirrer, thermometer, gas inlet 
tube, feed tubes, and re?ux condenser, and 5.08 g of 
polystyrene seed particle dispersion With a particle siZe of 30 
nm and a solids content of 33% by Weight Were then added. 
The contents of the ?ask Were then heated and stirred at a 

rotation rate of 150 rpm. During this period, nitrogen Was 
introduced into the reactor. Once a temperature of 85° C. had 
been achieved in the heating bath and a temperature of 80° 
C. had been achieved in the reactor, the nitrogen supply Was 
stopped, and air Was prevented from entering the reactor. 
Prior to the polymeriZation, 19.3% of a sodium persulfate 
solution composed of 3.6 g of sodium persulfate in 100 g of 
Water Were introduced into the reactor and the mixture Was 

pre-oxidiZed for 5 minutes, and then the remainder of the 
sodium persulfate solution Was added Within a period of 4 
hours. During these 4 hours, 8.6% by Weight of monomer 
emulsion (a), Texapon NSO (conc.: 28% by Weight), 5.22 g, 
and 35.0 g of n-butyl acrylate Were added Within a period of 
40 minutes. The remainder of the monomer emulsion (a) 
Was then added over a period of 3 hours and 20 minutes. It 
Was assumed that the reaction proceeded under de?cit 
conditions, thus avoiding any formation of secondary seeds. 
Once monomer addition has been concluded, the dispersion 
is alloWed to post-polymer for one hour. Cooling to room 
temperature folloWed. 

Monomer emulsion 

540.0 g of styrene 

13.33 g of divinylbenzene 

1.67 g of allyl methacrylate 

10.0 g of acrylic acid 

16.39 g of Texapon, conc. by Weight: 28% 

22.11 g of sodium hydroxide solution, conc. by Weight: 25% 

501.3 g of Water 

[0102] The dispersion has the folloWing properties: 

Solids content: 40% by Weight 
Particle size: 206.3 nm 

Coagulation: <1.5 g 
pH: 6.59 
Polydispersity index: 0.14 

[0103] Core particles of di?‘erent siZes can be obtained by 
changing the seed particle concentrations. Table 1 shoWs 
di?‘erent particles. 
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TABLE 1 

Example No. 

1A 1B 1C 1D 1E 1F 

Seed 0.65 0.55 0.44 0.275 0.2 0.17 

conc. % 

Solids 35.0 35.4 40.2 39.9 30.0 34.8 

content 

Particle 149.1 161.5 170.6 206.3 208.6 254.8 

size (nm) 
PI 0.13 0.16 0.17 0.14 0.26 0.14 

Example 2 

Synthesis of a Core/ Shell Particle Dispersion 

[0104] 325.8 g of dispersion as in Example 1 D form an 
initial charge in a reactor With anchor stirrer, thermometer, 
gas inlet tube, feed tubes, and re?ux condenser. The heating 
process Was then begun, as Was stirring at a rotation rate of 

150 rpm. During this period, nitrogen Was introduced into 
the reactor. Once a temperature of 85° C. had been reached 
in the heating bath and 80° C. had been reached in the 
reactor, the nitrogen feed Was stopped and air Was prevented 
from entering the reactor. 9.8% of a sodium persulfate 
solution composed of 0.8 g of sodium persulfate in 50 g of 
Water (initiator solution) Were added prior to the polymer 
iZation. After 5 minutes, the remainder of the sodium 
persulfate solution Was added Within a period of 3 hours. 
During the same 3 hours, the monomer emulsion (a) Was 
added Within a period of 45 minutes, and the mixture Was 
then alloWed to post-polymerize for 15 minutes. The mono 
mer emulsion (b) Was then added Within a period of 2 hours, 
and, after a further hour of post-polymerization, the mixture 
Was cooled to room temperature. 

Monomer emulsion (2nd stage) 

11.7 g of styrene 
9.1 g of n-butyl acrylate 

1.17 g of allyl methacrylate 
1.46 g of acrylic acid 
1.86 g of Texapon, conc. by Weight: 28% 
1.46 g of sodium hydroxide solution, conc. by Weight: 25% 
55.0 g of Water 

[0105] 

Monomer emulsion (3rd stage) 

71.5 g of n-butyl acrylate 
34.6 g of methyl methacrylate 
1.3 g of acrylic acid 

1.16 g of Texapon, conc. by Weight: 28% 
0.77 g of sodium hydroxide solution, conc. by Weight: 25% 
53.5 g of Water 
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[0106] The dispersion has the following properties: 

Core: envelope ratio by Weight: 1:1 
Solids content: 40% by Weight 
Particle size: 279.8 nm 

Coagulation: <2 g 
pH: 5.66 
Polydispersity index: 0.15 

[0107] It is possible to prepare core/ shell particles With a 
core: envelope ratio of 1:1. Table 1 shoWs the properties of 
core/shell particles and of the ?lms produced from the 
dispersions. 

TABLE 2 

Fxamnle No. 

2A 2B 2C 2D 2E 2F 

Core 1A 1B 1C 1D 1E 1F 
number 
Solids 40.2 40.3 40.2 40.8 40.0 39.9 
content 

Particle 234.2 224.0 233.7 279.8 364.7 332.6 

size (nm) 
PI 0.19 0.17 0.16 0.15 0.26 0.13 
Film very violet blue green orange red 
color (p) dark 

violet 
Film black very very pale bluish green 
color (0) dark dark blue green 

violet blue 

Example 3 

Synthesis of a Core Particle Ddispersion 

[0108] 206.3 g of Water Were used to form an initial charge 

in a reactor With anchor stirrer, thermometer, gas inlet tube, 
feed tubes, and re?ux condenser, and 2.73 g of polystyrene 
seed particle dispersion With a particle size of 30 nm and a 
solids content of 33% by Weight Were then added. The 
heating and stirring process Was then started, the rotation 
rate being 150 min-l. During this period, nitrogen Was 
introduced into the reactor. Once a temperature of 85° C. had 
been achieved in the heating bath and 80° C. had been 
achieved in the reactor, the nitrogen feed Was stopped and air 
Was prevented from entering the reactor. Prior to the poly 
merization, 2.4% by Weight of a sodium persulfate solution 
composed of 2.7 g of sodium persulfate in 187.0 g of Water 
Were added to the reactor, and after 5 minutes the remainder 
of the sodium persulfate solution Was added over a period of 
4 hours. During these 4 hours, 8.6% by Weight of the 
monomer emulsion (a) and 30.0 g of n-butyl acrylate Were 
added Within a period of 40 minutes; the remainder of the 
monomer emulsion (a) Was then added over a period of 3 

hours and 20 minutes. It Was assumed that the reaction 

proceeded under de?cit conditions, thus avoiding formation 
of any secondary seed. Once monomer addition had been 
concluded, the dispersion Was permitted to post-polymerize 
for one hour and to cool to room temperature. 
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Monomer emulsion 

405.0 g of styrene 
11.25 g of divinylbenzene 
3.75 g of acrylic acid 

9.643 g of Texapon, conc. by Weight: 28% 
10.0 g of sodium hydroxide solution, conc. by Weight: 25% 

650.0 g of Water 

[0109] The dispersion has the folloWing properties: 

Solids content: 30% by Weight 
Particle size: 244.5 nm 
Coagulation: <1.5 g 
pH: 7.2 
Polydispersity index: 0.14 

[0110] Core particles of different sizes can be prepared by 
changing the concentrations of seed particles. Table 3 shows 
different particles. 

TABLE 3 

Fxamnle number 

3A 3B 3C 

Seed conc., % by Weight 0.42 0.275 0.2 
Solids content 34.9 39.9 30.0 
Particle size (nm) 166.5 264.1 246.5 
Pl 0.20 0.20 0.14 

Example 4 

Synthesis of a Core/ Shell Particle Dispersion 

[0111] 376.3 g of dispersion as in Example 3C form an 
initial charge in a reactor With anchor stirrer, thermometer, 
gas inlet tube, feed tubes, and re?ux condenser. 24 g of Water 
Were added, and the heating process Was then begun, as Was 
stirring at a rotation rate of 150 rpm. During this period, 
nitrogen Was introduced into the reactor. Once a temperature 
of 85° C. had been reached in the heating bath and 80° C. 
had been reached in the reactor, the nitrogen feed Was 
stopped and air Was prevented from entering the reactor. 5% 
of a sodium persulfate solution composed of 2.25 g of 
sodium persulfate in 153.8 g of Water (initiator solution) Was 
added prior to the polymerization, and the mixture Was 
pre-oxidized for 5 minutes. The remainder of the sodium 
persulfate solution Was then added Within a period of 2 
hours. During these 2 hours, the monomer emulsion (a) Was 
added, and after one hour of post-polymerization the mix 
ture Was then cooled to room temperature. 

Monomer emulsion 

221.3 g of n-butyl acrylate 
146.3 g of methyl methacrylate 

7.5 g of acrylic acid 
5.8 g of Texapon, conc. by Weight: 28% 
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-continued 

Monomer emulsion 

17.5 g 
268.8 g 

of sodium hydroxide solution, conc. by Weight: 25% 
of Water 

[0112] The dispersion has the following properties: 

Core: envelope ratio by Weight: 1:3 
Solids content: 40% by Weight 
Particle siZe: 390.4 nm 
Coagulation: <1.5 g 
pH: 7.14 
Polydispersity index: 0.11 

Example 5 

Synthesis of a Core/Shell Dispersion 

[0113] 444.7 g of dispersion as in Example 3A form an 
initial charge in a reactor With anchor stirrer, thermometer, 
gas inlet tube, feed tubes, and re?ux condenser. The heating 
process Was then begun, as Was stirring at a rotation rate of 
150 rpm. During this period, nitrogen Was introduced into 
the reactor. Once a temperature of 85° C. had been reached 
in the heating bath and 80° C. had been reached in the 
reactor, the nitrogen feed Was stopped and air Was prevented 
from entering the reactor. 2.8% of a sodium persulfate 
solution composed of 1.38 g of sodium persulfate in 95.8 g 
of Water (initiator solution) Were added prior to the poly 
meriZation. After 5 minutes, the remainder of the sodium 
persulfate solution Was added Within a period of 3 hours. 
During the same 3 hours, the monomer emulsion (a) Was 
added Within a period of 45 minutes, and the mixture Was 
then alloWed to post-polymerize for 15 minutes. Mixture (b) 
Was then added Within a period of 2 hours, and, after one 
hour of post-polymerization, the mixture Was cooled to 
room temperature. 

Monomer emulsion 

20.7 g of styrene 
16.1 g of n-butyl acrylate 
1.15 g of acrylic acid 
3.36 g of Texapon, conc. by Weight: 28% 
2.6 g of sodium hydroxide solution, conc. by Weight: 25% 

91.1 g of Water 

[0114] 

Monomer emulsion 

189.8 g of n-butyl acrylate 
2.3 g of acrylic acid 
2.1 g of Texapon, conc. by Weight: 28% 
4.6 g of sodium hydroxide solution, conc. by Weight: 25% 

74.5 g of Water 
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[0115] The dispersion has the following properties: 

Core: envelope ratio by Weight: 1:1.5 
Solids content: 39.8% by Weight 
Particle siZe: 233.5 nm 
Coagulation: <1.5 g 
pH: 7.30 
Polydispersity index: 0.24 

Example 6 

Synthesis of an Overlayer Dispersion 

[0116] A reactor With anchor stirrer, thermometer, gas inlet 
tube, feed tubes, and re?ux condenser Was heated to 50° C. 
and then charged With a mixture composed of 13.2 g of 
methyl methacrylate, 13.0 g of n-butyl acrylate, 99.8 g of 
Lutensol TO89i20% strength, 82.29 g of DoWfax 2A1i 
45% strength, and 312 g of Water. The stirrer Was started 
With a rotation rate of 200 rpm, and nitrogen Was passed into 
the reactor for a period of one minute; 9.42 g of hydroper 
oxide and 25% by Weight of the initiator solution (b) Were 
then added to the reactor. The polymerization time Was 10 
minutes. The mixture (a) and the remainder of the mixture 
(b) Were then added during the course of 2 and, respectively, 
3 hours. 

Monomer emulsion 

160.5 g of n-butyl acrylate 
283.3 g of methyl methacrylate 
12.7 g of DoWfax 2A1; 45% strength 

388.6 g of demineraliZed Water 

[0117] 

Initiator solution 

2.83 g of ascorbic acid 
0.09 g of Dissolvine E-Fe, 6.4% strength 

181.2 g ofWater 

[0118] Once the addition of the monomer emulsion (a) 
had been concluded, the mixture Was alloWed to post 
polymeriZe for a further hour. Cooling to room tem 
perature folloWed. 

[0119] The dispersion has the folloWing properties: 

Solids content: 38.2% by Weight 
Particle siZe: 38.2 nm 

pH: 2.6 

Example 7 

Production of the Film 

[0120] A doctor Was used to cast a ?lm from the 
material in Example 2 on smooth black paper or on a 
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glass plate. After a drying time of 10 minutes in the 
ambient atmosphere, each ?lm has a thickness of 30 um 
and slight coloration underlaid by a strong White color. 

Example 8 

Production of the Film 

[0121] On heat-treatment of Example 7 at 140° C. for a 
period of from 1-60 minutes the color of the ?lm 
remained the same, but the gloss became much more 
pronounced and the underlying White color Was almost 
entirely lost. The ?lm has an angle-dependent color 
corresponding to the data in Table 2. The color of the 
?lms differed as a function of the particle siZe. If the 
direction of observation Was perpendicular to the ?lm 
surface the ?lm color changed in the sequence violet, 
blue, green, orange, and red, these colors corresponding 
to the particle diameters of 226.5 nm, 240.9 nm, 281.3 
nm, 294.7 nm, and, respectively, 321.1 nm. If the angle 
of observation Was oblique (about 45°), the abovemen 
tioned color changed to bluish violet, blue, pale blue, 
bluish green, and, respectively, green. From this it is 
apparent that the ?lm color can be varied continuously 
across the entire visible region of the spectrum, merely 
by simply selecting the correct core/envelope particle 
size. 

Example 9 

Production of the Film 

[0122] If, onto the ?lm of Example 7, an overlayer 
dispersion corresponding to the example is cast, and the 
overlayer ?lm is dried for one hour at room tempera 
ture, or for only from 5-10 minutes at a high tempera 
ture (100° C.), the result is a glossy colored ?lm. The 
?lm has an angle-dependent color corresponding to the 
data in Table 2. The color of the ?lms changes as a 
function of the particle siZe. If the direction of obser 
vation is perpendicular to the ?lm surface the color 
changed in the sequence violet, blue, green, orange, and 
red, these colors corresponding to the particle diam 
eters of226.5 nm, 240.9 nm, 281.3 nm, 294.7 nm, and, 
respectively, 321.1 nm. If the angle of observation is 
oblique (about 450) the abovementioned color changed 
to bluish violet, blue, pale blue, bluish green, and, 
respectively, green. From this it is apparent that the ?lm 
color can be varied continuously across the entire 
visible region of the spectrum, merely by simply select 
ing the correct core/envelope particle siZe. 

Example 10 

Production of the Film 

[0123] If, onto the ?lm corresponding to Example 8, an 
overlayer dispersion corresponding to Example 6 is 
cast, and the overlayer ?lm is dried for one hour at 
room temperature or for only from 5-10 minutes at a 
high temperature (100° C.), the result is a glossy 
colored ?lm. The color intensity achieved is the same 
as that in Example 9. 

Example 11 

[0124] The overlayer dispersion of Example 6 is mixed 
With the core/shell dispersion of Example 2 in an 
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overlayer: core/ shell dispersion ratio by Weight of from 
5:100 to 12:100, and a ?lm is cast on smooth black 
paper and dried at ambient temperature for about 10 
minutes; the result is a glossy colored ?lm. The result 
ant color intensity of the ?lm is the same as that in 
Example 9. 

Example 12 

Production of the Film 

[0125] A doctor Was used to cast a ?lm from the 
dispersion in Example 4 on smooth black paper or on 
a glass plate. After a drying time of 10 minutes in the 
ambient atmosphere, each ?lm has a thickness of 30 um 
and slight red coloration underlaid by a strong White 
color. 

Example 13 

[0126] Heat-treatment of Example 12 at 140° C. for a 
period of from 1-60 minutes caused no change in the 
color intensity obtained. 

Example 14 

[0127] A doctor Was used to cast a ?lm from the 
dispersion in Example 5 on smooth black paper or on 
a glass plate. After a drying time of 10 minutes in the 
ambient atmosphere, each ?lm has a thickness of 30 um 
and slight violet coloration underlaid by a strong White 
color. 

Example 15 

[0128] Heat-treatment of Example 14 at 140° C. for a 
period of from 1-60 minutes caused no change in the 
color intensity obtained. 

Example 16 

[0129] Tetraethylene glycol (TEG) or other plasticiZers 
are mixed in an overlayer: core/envelope dispersion 
ratio by Weight of from 5:100 to 10:100 With the 
core/envelope dispersion of Example 2, and a ?lm is 
cast on smooth black paper and dried at ambient 
temperature for about 10 minutes; a glossy colored ?lm 
is obtained, the color being underlaid by a strong White 
color. 

Example 17 

[0130] Tetraethylene glycol (TEG) or other plasticiZers 
are mixed in an overlayer: core/envelope dispersion 
ratio by Weight of from 5:100 to 20:100 With the 
core/envelope dispersion of Example 2, and a ?lm is 
cast on smooth black paper and dried for three days at 
ambient temperature and humidity; the resultant ?lm 
has a thickness of 100 um and attractive gloss. 

1. A process for improving the brilliance of color and the 
stability of a colored polymer system, Which is composed of 
a matrix and of discrete polymer particles distributed in 
accordance With a de?ned spatial lattice structure in the 
matrix, and Which is obtained by ?lming of an emulsion 
polymer With core/ shell structure, Which comprises 

utiliZing an emulsion polymer obtained by 
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polymerizing monomers in at least one ?rst stage (core 
monomers), 

then polymerizing monomers in at least one further, 
second stage (transition stage), and 

?nally polymerizing monomers in a third stage (shell 
monomers), 

Where, based on the percentage constitution of the mono 
mer mixtures of the three stages, at most 30% by 
Weight of the monomers of the ?rst stage are identical 
With those of the third stage, and 5% of the monomers 
of the second stage are identical With, respectively, 
those of the ?rst and those of the third stage, and not 
more than 60% by Weight of the monomers of the 2nd 
stage here are monomers absent in the 1St stage and also 
absent in the 3rd stage. 

2. The process as claimed in claim 1, Wherein the polymer 
particles of the colored polymer system comprise one or 
more types of particle With a median particle diameter in the 
range from 0.05 to 5 pm, Where, hoWever, each type of 
particle has a polydispersity index (PI) smaller than 0.6, 
calculated from the formula 

Where D90, D10, and D50 are particle diameters for Which 
the folloWing apply: 

D90: 90% by Weight of the total Weight of all of the 
particles have a particle diameter smaller than or equal 
to D90 

D50: 50% by Weight of the total Weight of all of the 
particles have a particle diameter smaller than or equal 
to D50 

D10: 10% by Weight of the total Weight of all of the 
particles have a particle diameter smaller than or equal 
to D10 

3. The process as claimed in claim 1, Wherein the polymer 
particles of the colored polymer system comprise one type 
of particle. 

4. The process as claimed in claim 1, Wherein the entirety 
of the emulsion polymer is composed of at least 40% by 
Weight of What are knoWn as main monomers, selected from 
the group, consisting of CI-CZO-alkyl (meth)acrylates, vinyl 
esters of carboxylic acids Which contain up to 20 carbon 
atoms, vinylaromatics having up to 20 carbon atoms, eth 
ylenically unsaturated nitriles, vinyl halides, vinyl ethers of 
alcohols Which contain from 1 to 10 carbon atoms, aliphatic 
hydrocarbons having from 2 to 8 carbon atoms and one or 
tWo double bonds and mixtures of these monomers. 

5. The process as claimed in claim 1, Wherein the polymer 
particles of the colored polymer system and the matrix differ 
in refractive index. 

6. The process as claimed in claim 1, Wherein the differ 
ence in refractive index is at least 0.01. 

7. The process as claimed in claim 1, Wherein the poly 
dispersity index of the discrete polymer particles is smaller 
than 0.45. 
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8. The process as claimed in claim 1, Wherein the core of 
the emulsion polymer has been crosslinked. 

9. The process as claimed in claim 1, Wherein the core 
to-shell Weight ratio in the emulsion polymer is from 1:0.05 
to 1:20. 

10. The process as claimed in claim 1, Wherein the 
distance betWeen the discrete polymer particles of the col 
ored polymer layer is from 20 to 50 000 nanometers. 

11. The process as claimed in claim 1, Wherein a trans 
parent polymer layer is applied to the colored polymer 
system. 

12. The process as claimed in claim 1, Wherein the 
entirety of the polymer of the transparent layer is composed 
of at least 40% by Weight of What are knoWn as main 
monomers, selected from the group consisting of CI-CZO 
alkyl (meth)acrylates, vinyl esters of carboxylic acids Which 
contain up to 20 carbon atoms, vinylaromatics having up to 
20 carbon atoms, ethylenically unsaturated nitrites, vinyl 
halides, vinyl ethers of alcohols Which contain from 1 to 10 
carbon atoms, aliphatic hydrocarbons having from 2 to 8 
carbon atoms and one or tWo double bonds, and mixtures of 
these monomers. 

13. The process as claimed in claim 1, Wherein the 
polymer of the transparent layer is an emulsion polymer. 

14. The process as claimed in claim 13, Wherein the 
emulsion polymer has a ponderal median particle diameter 
of from 10 to 500 nm. 

15. The process as claimed in claim 1, Wherein the 
polymer of the transparent layer is applied in the form of a 
solution or dispersion to the colored layer, and a drying 
process then takes place. 

16. The process as claimed in claim 1, Wherein the 
thickness of the transparent layer is from 0.2 to 500 um. 

17. Aprocess for improving the brilliance of color and the 
stability of a colored polymer system, Which is composed of 
a matrix and of discrete polymer particles distributed in 
accordance With a de?ned spatial lattice structure in the 
matrix, Which comprises heating the colored polymer sys 
tem and, optionally, the transparent polymer layer to tem 
peratures above 600 C. 

18. A colored polymer system, obtained by a process as 
claimed in claim 1. 

19. (canceled) 
20. The process as claimed in claim 1, Wherein the 

difference in refractive index is at least 0.1. 
21. The process as claimed in claim 13, Wherein the 

emulsion polymer has a ponderal median particle diameter 
of from 30 to 200 nm. 

22. A method of coating a composition comprising coat 
ing the composition With the colored polymer system as 
claimed in claim 18. 

23. The method as claimed in claim 22, Wherein the 
composition is plastic, plastic ?lm, paper, packaging or a 
visual display. 

24. A coated composition Wherein the coated composition 
is coated by the method as claimed in claim 22. 

* * * * * 


