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(57) ABSTRACT 

The invention relates to a real time-capable control system 
essentially consisting of a software-implemented SPS appli 
cation that exchanges the output data and input data by 
means of a ?eld bus connecting module. The SPS applica 
tion runs on a computer under the control of a non-real 
time-capable operating system, Whereby the full function 
ality of the non-real-time-capable operating system is main 
tained. The real time capability makes the ?eld bus con 
necting module ready for use, and the data are exchanged 
between the ?eld bus connecting module and the SPS 
application Via the host interface located inside the com 
puter. 
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REAL TIME-CAPABLE CONTROL SYSTEM 
HAVING AN SPS APPLICATION UNDER A 
NON-REAL TIME-CAPABLE OPERATING 

SYSTEM 

[0001] The present invention relates to a real-time capable 
control system including a computer on Which the PLC 
application is executed under the control of a non-real-time 
capable operating system. 

[0002] In control systems, the output data to the actuators 
must be output in real time, for example, to enable servo 
motors to move synchronously. In order to comply With the 
real-time requirements, a control application, hereinafter 
referred to as “PLC application”, must then be executed on 
a computer under the control of a real-time capable operat 
ing system. In addition to the application-speci?c control 
program, the PLC application includes at least the compiler 
or interpreter for executing the control program. The PLC 
application may also include additional functions for pro 
gramming or verifying the control program. NoW, if a PLC 
application Were executed under the control of a non-real 
time capable operating system, the instants for outputting 
the output data Would not be clearly predictable. In this 
connection, What is decisive is not that other applications 
and the non-real-time capable operating system require time 
for themselves, but the determinability of the instant at 
Which the output data is output to the actuator and the input 
data is valid. This problem is knoWn to be solved in that 
these control systems, Which include at least one computer, 
a non-real-time capable operating system and a PLC appli 
cation, Which achieve the real-time capability of the control 
system using additional measures Within the computer. 
German Patent DE 44 06 094 C2 discloses a control system 
in Which a PLC application running on a computer under a 
non-real-time capable operating system is made real-time 
capable by additional measures. Here, the interrupt requests 
to the processor are controlled by a so-called distributor in 
such a manner that the PLC application can be immediately 
activated upon request. The disadvantage here is that the 
so-called distributor for the interrupt requests must be 
adapted for each type of processor. Furthermore, this dis 
tributor must handle all interrupt requests, so that the time 
requirements of all applications requiring interrupts must be 
knoWn. 

[0003] German Patent DE 196 48 422 C2 discloses a 
control system in Which a real-time capable PLC application 
is implemented in a non-real-time capable operating system. 
Here, a timer already present in the computer is repro 
grammed such that the PLC application is regularly acti 
vated to enable real-time capability. While the system is 
operating, the non-real-time capable operating system is 
deactivated as long as the real-time capable PLC application 
is active. After a predeterminable time, the timer deactivates 
the real-time capable PLC application and activates the 
non-real-time capable operating system. The activation of 
the real-time capable PLC application and deactivation of 
the non-real-time capable operating system alternates, at 
speci?able periods of time, With the deactivation of the 
real-time capable PLC application and activation of the 
non-real-tine capable operating system. Since, in the control 
system described in DE 196 48 422 C2, the non-real-time 
capable operating system is deactivated While the real-time 
capable PLC application is active, the time requirements of 
all other applications and programs that are activated under 
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the control of the non-real-time capable operating system 
must be knoWn and taken into account. The computer 
speci?c timers must also be knoWn because they sWitch 
activity betWeen the non-real-time capable operating system 
and the real-time capable PLC application via the interrupt 
control. 

[0004] US. Pat. No. 5,903,752 describes a computer 
Which has a non-real-time capable operating system and 
Which is capable of activating the real-time capable appli 
cations through the addition of a program called real-time 
scheduler, This real-time scheduler is started by a non-real 
time capable application, after Which it then controls the 
real-time capable applications. A special feature of this type 
of real-time capability is that a real-time capable application 
Without any functions called idle task, is activated by the 
real-time scheduler When the conditions for the real-time 
capable applications have expired. During this period, While 
the idle task is active, the non-real-time capable operating 
system controlling the non-real-time capable applications is 
activated. Here too, the real-time scheduler must be care 
fully implemented because the non-real-time capable oper 
ating system is intermittently interrupted. During this period, 
it is not possible to execute any functions of the non-real 
time capable operating system, or to execute any non-real 
time capable applications. Therefore, in case of faulty real 
time-capable applications, the entire computer may be 
disabled unintentionally, Which may further result in data 
loss. 

[0005] The object of the present invention is to also 
provide a real-time capable control system, the PLC appli 
cation being executed on a computer under the control of a 
non-real-time capable operating system, While maintaining 
the full functionality of the non-real-time capable operating 
system. 

[0006] This objective is achieved in accordance With the 
present invention by the features speci?ed in the Claim 1. In 
this connection, a PLC application includes all necessary 
functions required for the execution of an application 
speci?c control program. These functions include, for 
example, a compiler, an interpreter, or programming or 
command input tools. As a rule, the PLC application is a 
softWare running under a non-real-time capable operating 
system, such as the commonly knoWn WindoWs NT, 95, 98, 
2000, CE, XP operating systems of the Microsoft company. 
In the folloWing, “real-time capable” is taken to refer to the 
predeterminable time during Which output data is regularly 
output to the application-speci?c actuators. The control 
system of the present invention is suitable, for example, for 
positioning drives Which, in each instance, receive the 
calculated output data for their neW positions at predeter 
mined time intervals With tight tolerance limits. The prede 
termined time intervals for outputting the output data are 
implemented using a ?eldbus interface card additionally 
inserted into the PC and ?eldbus modules connected via the 
?eldbus. Fieldbus interface cards are generally knoWn and 
described, for example, in the “User Manual General Intro 
duction to the INTERBUS System, IBS SYS INTRO G4 
UM”. Since the operating system is not real-time capable, 
the instant for the PLC application to start calculating the 
output data is not predeterminable, but it is ensured that the 
PLC application calculates output data and transfers this 
data to the ?eldbus interface module once Within the pre 
determined time intervals. The output data, Which repre 
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sents, for example, states of sensors or limit switches, are 
read in by the ?eldbus interface module, also Within the 
predetermined time intervals, and are available to the PLC 
application for calculating the output data. 

[0007] For the sake of completeness, it should be added 
that that transmission of the data from the ?eldbus interface 
module to the positioning drives is via a ?eldbus, such as 
Interbus, for Which purpose the positioning drives contain a 
?eldbus module or receive the output data via a ?eldbus 
module. The data from the sensors or limit sWitches to the 
?eldbus interface module is transmitted via the same ?eld 
bus, for example Interbus, for Which purpose the sensors or 
limit sWitches each contain a ?eldbus module or provide the 
input data via a ?eldbus module. 

List of Reference Numerals 

1 computer 

2 ?eldbus interface module 

3 ?eldbus 

4-7 ?eldbus module 

8 computer core 

9 non-real-time capable operating system 

10 PLC application 

11 non-real-time capable applications 

12 control of the ?eldbus 

13 host interface 

14 sWitchover time to the PLC application 

15 execution of the control program in the PLC application 

16 execution of the operating system 

17 event request of the ?eldbus interface module 

18 execution of the Interbus cycle 

19 time of output of the output data at the ?eldbus module 

20 time of input of the input data at the ?eldbus module 

21 validity of the input data for the PLC application 

22 validity of the output data from the PLC application 

23 ?xed time-slot pattern 

TITLE OF THE FIGURES 

[0008] FIG. 1 shoWs an exemplary system including a 
computer, a ?eldbus, and ?eldbus modules; 

[0009] FIG. 2 is an overvieW of the functional units for a 
PLC application in conjunction With a ?eldbus interface 
module; 
[0010] FIG. 3 is a diagram of the behavior of the PLC 
application and the non-real-tine capable operating system 
over time. 

[0011] The exemplary system shoWn in FIG. 1 includes a 
computer 1 on Which a PLC application is executed, Which 
calculates output data for ?eldbus modules 5 or positioning 
drives 7 (not further described) and receives input data from 
?eldbus modules 4, 6. In this connection, ?eldbus interface 
module 2 forms the interface betWeen computer 1 and 
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?eldbus 3; said ?eldbus 3 being used to transmit the output 
data calculated in the computer to ?eldbus module 4 or 
positioning drive 7 and to transmit the input data from 
?eldbus modules 4, 6 to the computer. The ?eldbus provided 
may be the Interbus, but other ?eldbuses can also be used. 

[0012] In computer 1 shoWn in FIG. 2, the non-real-time 
capable operating system 9 is executed Which controls the 
activity of applications 10, 11. The activity of PLC appli 
cation 10 is also controlled by non-real-time capable oper 
ating system 9. Non-real-time capable operating system 9 
and all applications 10, 11 are executed in computer core 8. 
In this context, computer core 8 is taken to include all 
hardWare components, non-real-time capable operating sys 
tem 9, and all applications 10, 11 that are required for the 
operation of the computer. A ?eldbus interface module 2 is 
connected to computer core 8 via a host interface 13, such 
as a PCI interface, Which is a standard component of the 
computer. Fieldbus interface module 2 includes the control 
12 of ?eldbus 3; said control 12 of ?eldbus 3 being param 
eteriZed by PLC application 10. Fieldbus interface module 2 
provides the input data from ?eldbus modules 4, 6 to host 
interface 13 and receives the output data for ?eldbus mod 
ules 5, 7 via the host interface. The real-time capability is 
achieved in ?eldbus interface module 2, Whereby ?eldbus 12 
is controlled under real-time conditions. Due to the constant 
predictable cycle time 23 for the ?eldbus, the output data 
and input data also meet the real-time conditions. The time 
sequence of the activities of cycle time 23 for the ?eldbus 
and the control of ?eldbus 12 in relation With PLC appli 
cation 10 in computer core 8 are illustrated in FIG. 3. In the 
example outlined, thc end of a cycle time 18 for the ?eldbus 
is signaled to computer core 8 With an event request 17. 
Event requests are, for example, interrupt requests or other 
status messages. After an undeterminable period of time, 
called sWitchover time 14, the non-real-time capable oper 
ating system activates PLC application 10 in computer core 
8. The execution of control program 15 Within the PLC 
application starts With reading-in the input data from ?eld 
bus interface module 2 via host interface 13, after Which the 
output data is calculated as a function of the input data, and, 
?nally, the output data is output to ?eldbus interface module 
2 via host interface 13. The ?eldbus interface module is 
parameteriZed such that the execution of the next folloWing 
?eldbus cycle 18 is started only When the speci?able time 
slot patterns 23 for the start of the previous ?eldbus cycle 
has expired. When ?eldbus cycle 18 has expired, the output 
data is output to ?eldbus modules 5, 7, and the neW input 
data is read in from ?eldbus modules 4, 6. This ensures that 
the output times 19 of the output data are related to cach 
other by the ?xed time-slot pattern 23. In the example shoWn 
in FIG. 3, a time-slot pattern of 1000 us is provided, Which 
means that the output data is output every 1000 us With a 
very high accuracy. For example, if control program 15 
Within the PLC application requires, for example, 300 us and 
the execution of ?eldbus cycle 18 takes 400 us, then 
sWitchover time 14 to the PLC application may be betWeen 
0 us and 300 us. In the process, control 12 of the ?eldbus is 
performed such that a ?eldbus cycle 18 is started every 1000 
us in the ?xed time-slot pattern 23. 

What is claimed is: 
1. A real-time capable control system comprising a com 

puter (1) having a non-real-time capable operating system 
(9), at least one PLC application (10) Which is executed on 
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the computer (1) under the control of the non-real-time 
capable operating system (9), further comprising a ?eldbus 
interface module connected to the computer core (8) via a 
host interface (13), and further comprising a ?eldbus 3, and 
at least one ?eldbus module (4,5,6,7) connected via the 
?eldbus (3), 

Wherein the real-time capability of the control system is 
achieved by the ?xed time-slot pattern (23) for the 
execution of the ?eldbus cycle (18). 

2. The real-time capable control system as recited in claim 
1: 
Wherein the PLC application (10) is executed under the 

full control of the non-real-time capable operating 
system (9). 

3. The real-time capable control system as recited in claim 
1 or 2, 

Wherein the PLC application (10) is a softWare capable of 
being executed in computer core (8). 

4. The real-time capable control system as recited in claim 
2 or 3, 

Wherein the PLC application (10) provides functions for 
the execution (15) of an application-speci?c control 
program. 

5. The real-time capable control system as recited in claim 
1 or 2, 

Wherein the non-real-time capable operating system (9) is 
a Windows operating system. 

6. The real-time capable control system as recited in one 
of claims 1 through 5, 

Wherein the ?eldbus interface module (2) is connected to 
the computer core (8) via a host interface (13). 

7. The real-time capable control system as recited in claim 
6: 

Wherein the host interface (13) is a PCl interface. 
8. The real-time capable control system as recited in one 

of claims 1 through 7, 
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Wherein the PLC application (10) reads in or outputs the 
input data and output data via the host interface (13). 

9. The real-time capable control system as recited in one 
of claims 1 through 8, 

Wherein the output data received from the PLC applica 
tion (10) via the host interface (13) is output by the 
?eldbus interface module (2) via a ?eldbus (3) to the 
?eldbus modules (5, 7) connected to the ?eldbus. 

10. The real-time capable control system as recited in one 
of claims 1 through 8, 

Wherein the input data read-in from the ?eldbus modules 
(4, 6) connected to the ?eldbus (3) is provided by the 
?eldbus interface module (2) to the PLC application 
(10) via the host interface (13). 

11. The real-time capable control system as recited in one 
of claims 1 through 10, 

Wherein the ?eldbus interface module (2) includes a 
device (12) for controlling the ?eldbus. 

12. The real-time capable control system as recited in one 
of claims 1 through 11, 

Wherein the device (12) for controlling the ?eldbus con 
trols the time sequence of the ?eldbus cycle. 

13. The real-time capable control system as recited in one 
of claims 1 through 12, 

Wherein the device (12) for controlling the ?eldbus con 
trols the time sequence in a ?xed time-slot pattern (23). 

14. The real-time capable control system as recited in one 
of claims 1 through 13, 

Wherein the ?xed time-slot pattern (23) can be param 
eteriZed. 

15. The real-time capable control system as recited in one 
of claims 1 through 14, 

Wherein the ?eldbus (3) is an lnterbus. 

* * * * * 


