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(57) ABSTRACT 

A liquid immersion lithography system including a projec 
tion optical system for directing electromagnetic radiation 
onto a substrate, and a shoWerhead for delivering liquid ?oW 
between the projection optical system and the substrate. The 
shoWerhead includes an injection noZZle and a retrieval 
noZZle located at different heights. The liquid How is tilted 
relative to the substrate. A direction from the injection 
noZZle to the retrieval noZZle is tilted at approximately 1 to 
2 degrees relative to the substrate. 
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LIQUID IMMERSION LITHOGRAPHY SYSTEM 
WITH TILTED LIQUID FLOW 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention is related to liquid immer 
sion lithography, and more particularly, to ef?cient recircu 
lation of liquid in immersion lithography systems. 

[0003] 2. Description of the Related Art 

[0004] An integrated circuit (“IC”) integrates a large num 
ber of electronic circuit elements, including transistors. The 
circuit elements are manufactured and interconnected on a 
semiconductor substrate, e.g., on a single crystalline silicon 
Wafer. During manufacturing, the Wafers undergo cycles of 
?lm deposition and lithography, in addition to other pro 
cessing. Film deposition is the process of depositing a layer 
of material, e.g., insulating or metallic, over the entire 
substrate; lithography is the process of patterning the depos 
ited layer. The ?rst step in lithography involves coating the 
Wafer With photoresist that is sensitive to particular radia 
tion, typically ultra-violet light. During the next stepi 
exposureithe substrate is exposed to a radiation pattern 
stored on a mask, also called a reticle. Radiation locally 
changes the physical or chemical properties of the photore 
sist, and the exposed (or unexposed) areas are selectively 
dissolved during a developing step that leaves behind a 
pattern of photoresist. The patterned photoresist provides a 
pattern for a subsequent etching step. The etching step 
removes undesired areas of the deposited layer, leaving 
behind structures associated With circuit elements, such as 
Wires, resistors and transistors, and the like. 

[0005] Highly integrated circuits require small circuit ele 
ments. Since the radiation pattern shapes the circuit ele 
ments, the smallest feature siZe depends on the resolution 
achieved in the lithography exposure step, or the resolution 
of the proj ection device used to project the radiation pattern 
onto the substrate. According to the Raleigh criterion, this 
resolution is proportional to the wavelength 7» of the pro 
jected light and to an adjustment factor kl, and inversely 
proportional to the sine function of the marginal, or capture, 
angle 6 of the projection optics, Where: 

Resolution=k1*7\./sin(6) 

[0006] The resolution can be decreased, i.e., improved, in 
one of three Ways. First, the wavelength 7» of the projected 
light can be decreased. A shorter Wavelength, hoWever, may 
require neW photoresist and a number of changes in the 
projection device, such as using a different light source and 
light ?lters, and special lenses for the projection optics. 
Second, the resolution can be decreased by decreasing the 
adjustment factor k1. Decreasing kl may also require the use 
of different photoresist and high precision tools. Third, the 
marginal angle 6 can be increased by increasing the siZe of 
the projection optics. The effect of this increase, hoWever, is 
limited by the sine function above. 

[0007] One Way to reduce the wavelength 7» of the pro 
jected light is through the use of immersion lithography, 
Where a liquid is injected betWeen the projection optics and 
the Wafer, taking advantage of the higher refractive index of 
the liquid compared to air (and, therefore, resulting in a 
smaller effective Wavelength 7»). 
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[0008] One of the persistent problems in immersion 
lithography relates to ensuring purity and lack of contami 
nation of the immersion liquid. The immersion liquid is 
generally recirculated, using some form of an injection 
system to inject the liquid into the volume betWeen the 
projection optics and the substrate, and extracted using some 
form of a extraction, or suction system to extract the liquid 
from the exposure area back into recirculation. HoWever, the 
liquid can get contaminated, for example, due to pickup of 
particles from the air, or due to pickup of material from the 
photo resist that is being exposed. Normally, ?ltering sys 
tems are in place to remove the contaminants. HoWever, not 
all of the liquid that is injected into the exposure area can 
actually be recirculated. This is due to the surface tension 
that exists betWeen the liquid and the substrate surface. 
Although most of the liquid can be extracted, using the 
suction pressure of the extraction/recirculation system, some 
droplets of liquid remain on the surface of the Way of the 
substrate, together With their contaminants. Increasing the 
suction pressure generally does not help past a certain point, 
since this Will increase the recirculation speed, but Will not 
address the problems caused by the surface tension of the 
liquid. 
[0009] Even With the current designs, many liquid injec 
tion and extraction systems utiliZe a fairly complex shoW 
erhead design to deliver and extract the immersion liquid. 
HoWever, even in such complex designs, the problem of the 
surface tension of the liquid is not entirely solved. 

[0010] Accordingly, What is needed is an approach that 
ensures that all of the injected liquid is collected by the 
extraction system in an immersion lithography tool. 

SUMMARY OF THE INVENTION 

[0011] The present invention is directed to liquid immer 
sion lithography system With tilted liquid ?oW that substan 
tially obviates one or more of the problems and disadvan 
tages of the related art. 

[0012] There is provided a liquid immersion lithography 
system including a projection optical system for directing 
electromagnetic radiation onto a substrate, and a shoWer 
head for delivering liquid ?oW betWeen the projection 
optical system and the substrate. The shoWerhead includes 
an injection noZZle and a retrieval noZZle located at different 
heights. The liquid How is tilted relative to the substrate. A 
direction from the injection noZZle to the retrieval noZZle is 
tilted at approximately 1 to 2 degrees relative to the sub 
strate. 

[0013] In another aspect, a liquid immersion lithography 
system includes a projection optical system for exposing a 
substrate, an injection noZZle and a retrieval noZZle for 
delivering tilted liquid ?oW betWeen the projection optical 
system and the substrate. The liquid How is tilted at approxi 
mately 1 to 2 degrees relative to the substrate. 

[0014] In another aspect, an exposure system includes, in 
order of light propagation, an illumination source, a con 
denser lens, a mask (or contrast device) and projection 
optics. A liquid delivery system provides liquid to an expo 
sure area beloW the projection optics. The exposure system 
also includes means for providing tilted liquid How of the 
liquid. 
[0015] In another aspect, an exposure system includes, in 
order of light propagation, an illumination source, a con 
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denser lens, a mask and projection optics. A liquid delivery 
system provides liquid to an exposure area of a substrate. 
The substrate is tilted relative to a horizontal. 

[0016] Additional features and advantages of the inven 
tion Will be set forth in the description that folloWs. Yet 
further features and advantages Will be apparent to a person 
skilled in the art based on the description set forth herein or 
may be learned by practice of the invention. The advantages 
of the invention Will be realiZed and attained by the structure 
particularly pointed out in the Written description and claims 
hereof as Well as the appended draWings. 

[0017] It is to be understood that both the foregoing 
general description and the folloWing detailed description 
are exemplary and explanatory and are intended to provide 
further explanation of the invention as claimed. 

BRIEF DESCRIPTION OF THE 
DRAWINGS/FIGS. 

[0018] The accompanying draWings, Which are included 
to provide a further understanding of the exemplary embodi 
ments of the invention and are incorporated in and constitute 
a part of this speci?cation, illustrate embodiments of the 
invention and together With the description serve to explain 
the principles of the invention. In the draWings: 

[0019] FIG. 1 illustrates one embodiment of the invention 
that uses a tilted shoWerhead for injection and extraction of 
the immersion liquid. 

[0020] FIG. 2 illustrates a close-up vieW of the tilted 
shoWerhead arrangement of FIG. 1. 

[0021] FIG. 3 is another illustration of the exposure area 
of a liquid immersion lithography system With a liquid in the 
exposure area. 

[0022] FIG. 4 illustrates a meniscus region A of FIG. 3. 

[0023] 
[0024] FIG. 6 illustrates a three-dimensional isometric 
vieW of the embodiment illustrated in FIGS. 1-5. 

FIG. 5 illustrates a meniscus region B of FIG. 3. 

[0025] FIG. 7 shoWs an exemplary photolithographic sys 
tem that uses the tilted shoWerhead. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0026] Reference Will noW be made in detail to the 
embodiments of the present invention, examples of Which 
are illustrated in the accompanying draWings. 

[0027] The inventors have discovered a rather unexpected 
phenomenon: 
[0028] When the liquid How in an immersion lithography 
system is tilted, even by a relatively small angle, as little as 
one or tWo degrees, the tilt, and the corresponding effect of 
gravity on the liquid How, is suf?cient to overcome the 
residual surface tension forces acting on the liquid. Accord 
ingly, With such a tilted arrangement, the pooling of the 
immersion liquid in certain portions of the exposure area can 
be avoided, reducing the possibility of contamination. 

[0029] FIG. 7 shoWs an exemplary photolithographic sys 
tem that uses the tilted shoWerhead. As shoWn in FIG. 7, the 
lithographic system 700 (shoWn in side vieW) includes a 
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light source (illumination source) 710, such as a laser or a 
lamp, illumination optics 712 (such as a condenser lens), and 
a reticle (i.e., a, mask, or a contrast device) 714, Which is 
usually mounted on a reticle stage (not shoWn). Note that the 
reticle 714 can be a plate With an exposure pattern on it, or 
a spatial light modulator array, such as used in maskless 
lithography. Light from the reticle 714 is imaged onto a 
Wafer 718 using projection optics 716. The Wafer 718 is 
mounted on a Wafer stage 720. 

[0030] FIG. 1 illustrates one embodiment of the invention 
that uses a tilted shoWerhead for injection and extraction of 
the immersion liquid. As shoWn in FIG. 1, the projection 
optics 716 is mounted above a substrate, such as the semi 
conductor Wafer 718. One portion of a shoWerhead is used 
for liquid injection, and a second portion of the shoWerhead 
is used for liquid extraction. 

[0031] FIG. 1 thus illustrates a cross-sectional vieW (at the 
top) and a plan vieW (at the bottom) of one embodiment of 
the immersion lithography system With tilted liquid ?oW 
arrangement. A loWer portion of the projection optical 
system 716 is located above the Wafer 718 (note that the last 
element of the projection optical system 716 can be a prism, 
or a lens, or a glass WindoW). Also shoWn in FIG. 1 is a 
immersion head, or shoWer head 110, Which is shoWn in 
cross section. Liquid ?oW enters the exposure area through 
an injection noZZle 106, and exits through a retrieval, or 
suction, noZZle 108. Note the different heights of the injec 
tion noZZle 106 and the retrieval noZZle 108 in the exposure 
area illustrated in more detail in FIG. 2, Which provides for 
a height differential, and therefore for a tilted liquid How. 

[0032] The dimension of the gap betWeen the loWest 
element of the projection optics 716 (Which can be either a 
lens or a prism) and the surface of the substrate 718 is 
usually on the order of approximately one millimeter (typi 
cally ranging betWeen about 0.5 millimeters and 2 millime 
ters). Thus, it is possible to leave one of the noZZles (either 
injection or extraction) in its original place and correspond 
ingly raise or loWer the other noZZle, so as to create a tilt. 

[0033] The relative arrangement of the tWo noZZles is such 
that there is a natural gravity-induced liquid ?oW from the 
injection shoWerhead to the extraction shoWerhead. As noted 
above, the tilt can be relatively small, even as little as one or 
tWo degrees. Note that the important aspect is the relative 
arrangement of the injection and extraction noZZles, such 
that there is a relative tilt of the liquid ?oW compared to the 
plane of the Wafer 102 (Which is normally horiZontal). 
[0034] FIG. 2 illustrates a close up vieW of the tilted 
noZZle arrangement. Note in particular the bottom surface of 
the shoWerhead, labeled X in FIG. 2, Which is tilted at 
approximately one or tWo degrees as shoWn in the ?gure. 
Note also that the suction noZZle 108 is located beloW a 
bottom surface 202 of the projection optical system 716 by 
a distance t (see left hand side of the ?gure). 

[0035] FIG. 3 is another illustration of the exposure area 
of a liquid immersion lithography system, similar to FIG. 2, 
but shoWing a liquid 302 in the exposure area, as Would be 
the case during actual operation of the device. Note also a 
WithdraWal pressure pW, and tWo regions A and B, Which 
include tWo meniscus regions, discussed further beloW. 

[0036] FIG. 4 illustrates a meniscus region A from FIG. 
3. Note a height “h,” Which refers to a gap height, and the 
shape of the meniscus, Which is outWard. 
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[0037] The pressure in the liquid adjacent to the meniscus 
(pm) Will be reduced due to the effect of surface tension. The 
exact pressure at this location Will depend on the detailed 
shape of the meniscus and include effects related to the 
contact angles. However, an order of magnitude estimate of 
this pressure depression is given by: 

40' 

[0038] Where pamb is the ambient pressure, pW is the 
WithdraWal pressure, (I is the surface tension and h is the gap 
height (see FIG. 4). (See generally I. Fay, Introduction to 
Fluid Mechanics, MIT Press, Cambridge, Mass. (1994), 
Which is incorporated herein by reference. 

[0039] FIG. 5 illustrates a region B from FIG. 3 With a 
gap height “H” betWeen the shoWerhead 110 and the Wafer 
718. Note that the meniscus is inWard shaped, With the 
pressure in the liquid given by: 

40' 

[0040] Because H>h, pM>pIn and liquid Will start flowing 
from the side that has the bigger gap. 

[0041] FIG. 6 is another illustration of the embodiment 
illustrated in FIGS. 1-5, in this case, a three-dimensional 
isometric vieW. ShoWn in FIG. 6 is the Wafer 718 positioned 
beloW the projection system 716 (only a portion of Which is 
shoWn). The shoWerhead 110 is visible in the ?gure, With the 
liquid 302 ?oWing under the projection optical system 716. 

[0042] In another embodiment, it is possible to accomplish 
the tilting effect by tilting the Wafer surface. Normally, in 
conventional systems, the Wafer 718 is kept perfectly hori 
Zontal (or, as horiZontal as practical), to ensure good image 
quality. HoWever, it is possible to tilt the Wafer 718 (and, 
correspondingly, the rest of the exposure optics, such that the 
Wafer surface is tilted by approximately one or tWo degrees, 
so as to encourage liquid How in the direction from the 
injection port to the extraction port. Such an approach is 
more complicated to implement than the embodiment 
described above, since tilting the entire lithographic tool 
may be undesirable or mechanically problematic. HoWever, 
such a tilting of the entire lithographic tool Will accomplish 
the same purpose4creation of a preferred direction of liquid 
?oW even in the absence of suction pressure for extraction. 

[0043] As yet a third embodiment, the tilting effect can be 
simulated using forced air ?oW. In other Words, even if the 
injection and extraction ports are level With each other, and 
the substrate is also oriented perfectly horiZontally, an air 
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pressure gradient in the direction from the injection port to 
the extraction port Will also achieve a similar elfectithat is, 
overcoming the surface tension forces that otherWise impede 
liquid ?oW. 

CONCLUSION 

[0044] While various embodiments of the present inven 
tion have been described above, it should be understood that 
they have been presented by Way of example, and not 
limitation. It Will be apparent to persons skilled in the 
relevant art that various changes in form and detail can be 
made therein Without departing from the spirit and scope of 
the invention. 

What is claimed is: 
1. A liquid immersion lithography system, comprising: 

a projection optical system to direct electromagnetic 
radiation onto a substrate; and 

a shoWerhead to deliver liquid ?oW betWeen the projec 
tion optical system and the substrate, 

Wherein the shoWerhead includes an injection noZZle and 
a retrieval noZZle located at different heights. 

2. The liquid immersion lithography system of claim 1, 
Wherein the liquid How is tilted relative to the substrate. 

3. The liquid immersion lithography system of claim 1, 
Wherein a direction from the injection noZZle to the retrieval 
noZZle is tilted at approximately 1 to 2 degrees relative to the 
substrate. 

4. A liquid immersion lithography system comprising: 

a projection optical system to expose a substrate; and 

an injection noZZle and a retrieval noZZle to deliver tilted 
liquid ?oW betWeen the projection optical system and 
the substrate. 

5. The liquid immersion lithography system of claim 4, 
Wherein the tilted liquid How is tilted at approximately 1 to 
2 degrees relative to the substrate. 

6. An exposure system comprising: 

in order of light propagation, an illumination source, a 
condenser lens, a contrast device and projection optics; 

a liquid delivery system to provide liquid to an exposure 
area beloW the projection optics; and 

means for providing tilted liquid How of the liquid. 
7. An exposure system comprising: 

in order of light propagation, an illumination source, a 
condenser lens, a contrast device and projection optics; 

a liquid delivery system to provide liquid to an exposure 
area of a substrate; and 

means for tilting the substrate relative to a horizontal. 
8. The system of claim 6, Wherein the means for tilting 

also tilts the projection optics. 

* * * * * 


