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SEMICONDUCTOR CHIP WITH FUSE UNIT 

CROSS REFERENCE TO RELATED 
APPLICATION 

[0001] This application is a Divisional of and claims the 
bene?t of priority under 35 USC § 120 from US. Ser. No. 
10/933,525, ?led Sep. 3, 2004, Which is a Divisional of US. 
Ser. No. 10/178,748 ?led Jun. 25, 2002, and under 35 USC 
§ 119 from Japanese Patent Application No. 2001-193014, 
?led on Jun. 26, 2001, the entire contents of Which are 
incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] The present invention relates to a semiconductor 
device, Which has memory and a logic circuit unit mounted 
upon the same substrate. In particular, it is related to a 
semiconductor chip and a semiconductor module, Which 
respectively include a fuse unit used for defect cell recovery 
in memory. 

[0004] 2. Description of the Related Art 

[0005] Conventionally, a redundant memory structure, 
Which has an internal defect cell recovery circuit, is Widely 
employed in semiconductor memory chips. When there is a 
defect cell in a memory device, this redundant memory 
structure replaces it by using a spare cell. 

[0006] With a semiconductor chip including this type of 
redundant memory structure, there is a region having a 
plurality of fuse units (hereafter referred to as a ‘fuse unit 
group’) on a portion of the defective memory recovery 
circuit. 

[0007] Typically, With a semiconductor chip testing pro 
cess, once the existence of a defect cell is con?rmed With a 
tester and the speci?c address of the defect cell is identi?ed, 
the corresponding fuse of the fuse unit is melted and bloWn 
by using a laser to store the address of the defect cell in the 
fuse unit. 

[0008] Upon reading out a memory cell, the stored defect 
cell address and an inputted address are compared; if they 
match, a redundant cell is selected, otherWise, if they do not 
match, the cell of the inputted address is selected. 

[0009] FIG. 1 is a planar vieW shoWing a con?guration of 
a conventional memory chip 100. As shoWn in the same 
Figure, With the memory chip 100, electrode pad roWs 200 
for bonding are respectively arranged along ones of the 
edges of the chip. Inside thereof, a plurality of memory 
arrays 300 are arranged, and next to each memory array 300 
a corresponding decoder circuit 500 and fuse unit group 400 
are arranged. 

[0010] MeanWhile, in recent years, due to reductions in 
mounting area and improvements in data transfer speed, 
memory embedded chips having memory and a logic circuit 
on the same substrate have come to be Widely used. 

[0011] FIG. 2 is a planar vieW shoWing a structural 
example of a conventional memory embedded chip 10. As 
shoWn in the same ?gure, electrode pad roWs 210 for 
bonding are arranged along all four edges of the chip, and a 
logic circuit unit 700 and a memory macro unit 610 are 
formed there inside. 
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[0012] The memory macro unit 610 includes memory 600, 
Which includes memory arrays and a decoder circuit, etc., 
and a fuse unit group 410. The memory macro unit 610 
includes a redundant cell con?guration for defect cell recov 
ery as With the case of the memory chip 100. In this manner, 
the same memory functions as the conventional memory 
chip 100 may be included With merely the memory macro 
unit 610, and normally, design of the memory macro unit 
610 and design of the logic circuit unit 700 are independent 
of each other. 

[0013] In recent years, calculation processing requested of 
the logic circuit has become more complex, and conse 
quently, poWer consumption has increased. Together With 
such conditions, the number of poWer source terminals 
required for the chip has increased, and interconnects such 
as poWer source lines and signal lines for connecting the 
logic circuit unit Within the chip to the electrode pads, Which 
function as poWer source terminals, have also become more 
complex. 

[0014] In addition, the memory capacity that is loaded 
upon the memory embedded chip together With the logic 
circuit unit has increased, and the space occupied by the 
memory macro unit relevant to the entire chip area has 
increased. As a result, it has become necessary for intercon 
nects such as the signal lines and poWer source lines formed 
in the highest layer, Which connect the logic circuit unit and 
the electrode pads, to pass over the top of the memory macro 
unit. 

[0015] HoWever, since the fuse melting/blowing operation 
is performed after forming the interconnects on the upper 
most layer, these interconnects cannot be formed above the 
fuse unit group. Accordingly, as shoWn in FIG. 2, the 
interconnects 800 such as the poWer source lines and signal 
lines connecting, for example, the logic circuit unit 700 and 
the electrode pad 210 must be routed around the fuse unit 
group 410. Therefore, the existence of the fuse unit group 
410 places great constraints on the interconnect routing 
design for connecting each electrode pad 210a and the logic 
circuit unit 700. 

[0016] MeanWhile, With recent logic circuit unit LSI, the 
trend in increased integration continues, further increasing 
the number of input/output signal terminals on a chip. In 
addition, due to the increase in poWer consumption accom 
panying this, the number of poWer source terminals has been 
further increased. As a result, With the conventional mount 
ing method Where the electrode pads are connected to an 
external board via the Wire bonding, the number of electrode 
pads is limited, causing situations to develop Where the 
number of terminals may be insuf?cient. Therefore, recent 
semiconductor chips are utiliZing mounting methods that 
make use of bumps. 

[0017] FIG. 3 is a planar vieW shoWing a structural 
example of a memory embedded chip 120 using bumps. 
Electrode pad roWs 210 are arranged along all four edges of 
the chip, and a logic circuit unit 700 and a memory macro 
unit 610 are formed there inside. Within the memory macro 
unit 610, memory 600 and a fuse unit group 410 are formed. 

[0018] On the chip surface, a plurality of bumps 900, 
Which are formed as, for example, protuberances of lead, are 
laid out in a tWo-dimensional pattern. Each electrode pad 
210!) is connected to each corresponding bump 900 by 
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interconnects in the upper-most layer, and then via the 
bumps 900 is connected to an external board. More speci? 
cally, the input/output terminals are respectively connected 
to electrode pads 21019 on the chip edge. These electrode 
pads 21019 are further connected to bumps 900, respectively, 
arranged on the chip surface. These bumps 900 are then 
connected to, for example, an external package board. 

[0019] In this manner, in cases Where bumps 900 are used, 
it is possible to increase the number of input/output termi 
nals since the input/output terminals may be laid out on the 
chip surface in a tWo-dimensional pattern. In addition, since 
the distance betWeen each bump terminal laid out in the 
tWo-dimensional pattern may be Widened, connection With 
the external board also becomes easier. 

[0020] Nonetheless, in this case as Well, as shoWn in FIG. 
3, the interconnect connecting each electrode pad 210!) With 
a respective bump 900 must be routed around the fuse unit 
group 410. This also causes there to be electrode pads that 
are not connected to a bump 900, as shoWn in the same 
Figure. 

[0021] In addition, bumps 900 may not be formed over the 
fuse unit group 410. As a result, bumps cannot be laid out in 
an even pattern throughout the entire chip surface. In cases 
Where the semiconductor chip is mounted on, for example, 
a package board, it is easy for stress to develop in the bumps 
due to differences in the thermal expansion of the chip and 
that of the package board. Accordingly, if the bumps are not 
laid out evenly throughout the chip surface, an imbalance in 
stress may develop making it easy for problems to occur 
such as the package peeling back. 

[0022] Moreover, With an Application Speci?c Integrated 
Circuit (ASIC), since the memory macro unit upon the chip 
may be arranged at the discretion of each user, the location 
of the fuse unit group may also differ for each user depend 
ing on the arrangement of the memory macro unit. And since 
the arrangement of bumps may be affected by the position of 
the fuse unit, various changes may be possible depending on 
the user. Accordingly, assuming all of these combinations, it 
is extremely di?icult to perform ASIC layout so that prob 
lems such as peeling back of the package do not occur. 

SUMMARY OF THE INVENTION 

[0023] A semiconductor chip, according to a ?rst aspect of 
the present invention, includes a logic circuit unit, at least 
one memory macro unit having a redundant memory cell 
Which recovers a defect cell, electrode pad roWs being 
arranged around an outside of the logic circuit unit and the 
memory macro unit, and at least one fuse unit group storing 
addresses of the defect cell and being arranged in a region 
along any edge of the semiconductor chip, and on an outside 
of the logic circuit unit, the memory macro unit and the 
electrode pad roWs. Here, the logic circuit unit, the memory 
macro unit, the electrode pad roWs and the fuse unit group 
are positioned on a semiconductor chip surface. 

[0024] A semiconductor chip, according to a second 
aspect of the present invention, includes a logic circuit unit 
positioned on a semiconductor chip surface, at least one 
memory macro unit having a redundant memory cell Which 
recovers a defect cell and positioned on the semiconductor 
chip surface, a plurality of bumps arranged in a tWo dimen 
sional pattern above the logic circuit unit and the memory 
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macro unit, and at least one fuse unit group storing addresses 
of the defect cell. Here, the fuse unit group is arranged along 
any edge of the semiconductor chip, outside of a region 
Where the plurality of bumps are arranged and on the 
semiconductor chip surface. 

[0025] A semiconductor module, according to a third 
aspect of the present invention, includes the semiconductor 
chip according to the above-mentioned ?rst aspect and a 
package board, on Which this semiconductor chip is 
mounted. 

[0026] A semiconductor module, according to a fourth 
aspect of the present invention, includes the semiconductor 
chip according to the above-mentioned second aspect and a 
package board, on Which this semiconductor chip is 
mounted. 

[0027] A semiconductor module, according to a ?fth 
aspect of the present invention, includes the semiconductor 
chip according to the above-mentioned second aspect, a 
package board on Which this semiconductor chip is mounted 
so that the surface thereof faces the bump formation plane, 
an attachment resin layer Which is ?lled in betWeen the 
semiconductor chip and the package board, and soldering 
balls Which are provided on the under-surface of the board. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0028] FIG. 1 is a planar vieW of a conventional memory 
Chip; 
[0029] FIG. 2 is a planar vieW of the conventional chip 
With a logic circuit unit and a memory macro unit; 

[0030] FIG. 3 is a planar vieW of another conventional 
chip With a logic circuit unit and a memory macro unit; 

[0031] FIG. 4 is a planar vieW shoWing a structural 
example of a semiconductor chip according to a ?rst 
embodiment of the present invention; 

[0032] FIG. 5A is a schematic cross-sectional vieW cut 
along line A-A' in FIG. 4; FIG. 5B is a schematic cross 
sectional vieW cut along line B-B' in FIG. 4; FIG. 5C is a 
perspective vieW shoWing the positional relationship 
betWeen electrode pads 41 and a fuse data transfer line 60 in 
FIG. 4; 

[0033] FIG. 6 is a circuit block diagram shoWing an 
individual fuse unit according to the ?rst embodiment of the 
present invention; 

[0034] FIG. 7 is a circuit block diagram of a fuse unit 
group according to the ?rst embodiment of the present 
invention; 
[0035] FIG. 8 is a diagram shoWing the sequence of each 
signal occurring With the fuse unit group circuit according to 
the ?rst embodiment of the present invention; 

[0036] FIG. 9 is a circuit block diagram of the intercon 
nects for signal lines betWeen a fuse unit group and a 
memory macro unit according to the ?rst embodiment of the 
present invention; 

[0037] FIG. 10 is a planar vieW of a semiconductor chip 
according to a second embodiment of the present invention; 

[0038] FIG. 11 is a planar vieW of a semiconductor chip 
according to a third embodiment of the present invention; 
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[0039] FIG. 12A is a schematic cross-sectional vieW cut 
along line A-A' in FIG. 11; 12B is a schematic cross 
sectional vieW cut along line B-B' in FIG. 11; 

[0040] FIG. 13 is a planar vieW of a semiconductor chip 
according to a fourth embodiment of the present invention; 

[0041] FIG. 14 is a perspective vieW of a semiconductor 
chip according to the fourth embodiment of the present 
invention; and 

[0042] FIG. 15 is a cross-sectional vieW of a semicon 
ductor module according to the fourth embodiment of the 
present invention. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

First Embodiment 

[0043] A semiconductor chip according to a ?rst embodi 
ment of the present invention is a memory embedded chip, 
Which comprises electrode pads to be used as bonding pads, 
and has a fuse unit group arranged on the outside of the 
bonding pads. This is described in more detail in the 
folloWing While referencing the draWings. 

[0044] FIG. 4 is a planar vieW shoWing a con?guration of 
a semiconductor chip 10 according to the ?rst embodiment. 
A memory macro unit 20 and a logic circuit unit 30 are 
provided on respectively independent regions upon semi 
conductor chip 10, and there surrounding, electrode pad 
roWs 40 or the bonding pads, are arranged substantially 
along each edge of the semiconductor chip. 

[0045] Amemory cell array, a memory circuit, and the like 
are formed inside a memory macro unit 20. Further, redun 
dant cells and a redundant circuit are provided for defect cell 
recovery inside the memory macro unit 20. MeanWhile, a 
fuse unit group 50, Which stores the address of a defect cell, 
is arranged in a region along an edge of the semiconductor 
chip on the outside of an electrode pad roW 40 that is 
separated from the memory macro unit 20. More speci? 
cally, the fuse unit group 50 is disposed betWeen the edge of 
the chip and an electrode pad roW 40. 

[0046] Since the fuse unit group 50 is arranged on the 
outside of an electrode pad roW 40, it is not necessary for the 
upper-most layer of interconnects such as the signal lines 
and poWer source lines, Which are formed on the inside of 
the electrode pad roWs 40, to be routed around the fuse unit 
group 50. Accordingly, a Wider degree of freedom is alloWed 
for the interconnect layout, Which makes interconnect layout 
much easier. In addition, since it is also possible to simplify 
the interconnect architecture and shorten the length of each 
interconnect, a Wire delay time accompanying the intercon 
nect length may be reduced. 

[0047] It is noted that the address information for a defect 
cell stored in the fuse unit group 50 must be transferred to 
the memory macro unit 20. The number of transfer inter 
connects connecting the memory macro unit 20 and the fuse 
unit group 50 should be kept to a minimum, preferably using 
only one fuse data transfer line 60 as shoWn in FIG. 4. 

[0048] FIG. 5A is a schematic cross-sectional vieW cut 
along line A-A' in FIG. 4; 5B is a schematic cross-sectional 
vieW cut along line B-B' in FIG. 4. 
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[0049] A semiconductor chip 10 includes a substrate layer 
10A, and an interconnect layer 10B thereupon. The neces 
sary elements of the memory macro unit 20, each memory 
cell of the logic circuit unit 30, and each circuit are formed 
in the upper layer of the substrate layer 10A. The intercon 
nects necessary for the memory macro unit 20 and the 
logical circuit unit 30 as Well as the interconnects connecting 
the electrode pads 41 to these circuits are formed in an 
interconnect layer 10B. These interconnects are formed With 
a multi-layer construction Wherein a dielectric ?lm insulates 
betWeen each layer of interconnects. 

[0050] A fuse 51 is formed in the interconnect layer 10B 
betWeen the electrode pads 41 and the edge of the chip. A 
WindoW 52 is provided on the fuse 51 to make the bloW 
process using laser radiation easier. In addition, data for each 
fuse indicating Whether or not bloWing has been performed 
(hereafter referred to as ‘fuse data’) is transferred to a 
redundant circuit inside memory macro unit 21 via fuse data 
transfer line 60, Which is shoWn by a broken line in the 
Figure. 
[0051] FIG. 5C is a perspective vieW shoWing the posi 
tional relationship betWeen the electrode pads 41 and the 
fuse data transfer line 60. Since the electrode pads 41 are 
used as bonding pads and they are under great stress during 
the bonding process, interconnects should not pass directly 
under electrode pads 41. Accordingly, it is desirable that the 
fuse data transfer line 60, as shoWn in FIG. 5B and FIG. 5C, 
pass betWeen electrode pads 41. Alternatively, in the case 
Where the ?lse data transfer line 60 is passed directly under 
any of the electrode pads 41, it is preferable that such 
electrode pad 41 be made a dummy pad and not be subjected 
to bonding. 

[0052] In this manner, When an electrode pad 41 is used as 
a bonding pad, it is preferable that the number of intercon 
nects betWeen the memory macro unit 20 and the fuse unit 
group 50 be kept to a minimum, because there is little room 
for interconnects to pass betWeen the electrode pads. 

[0053] FIG. 6 shoWs an example of the circuit structure of 
each fuse unit in the semiconductor chip of the ?rst embodi 
ment. FIG. 7 shoWs an example of the overall circuit 
structure of the fuse unit group. FIG. 8 shoWs the sequence 
of each signal in the fuse unit circuit. 

[0054] As shoWn in FIG. 6, each fuse unit includes a fuse 
51, a latch circuit 100, and a transfer circuit 200, and as 
shoWn in FIG. 7, these circuits are repeated and arranged in 
a roW Within fuse unit group 50. Initialization signals bBP, 
AN, and bTR for each circuit are inputted to each fuse unit. 

[0055] As shoWn in FIG. 8, as energiZing occurs (V CC 
becomes ON), ?rst, the bBP signal becomes “HIGH” level, 
initialiZing latch circuit 100. Then, the AN signal develops 
a “HIGH” pulse signal, and transfers a signal corresponding 
to the data of the fuse 51, namely a signal shoWing the state 
of the fuse 51, either “bloWn” or “not bloWn”. FolloWing 
this, the bTR signal develops a “LOW” pulse signal, the 
latch circuit 100 sends the fuse data to the transfer circuit 
200, and the data is temporarily stored here. 

[0056] Thereafter, as a “HIGH” level pulse signal, Which 
is the transfer CLOCK (Shift CLK) signal, is sent, pieces of 
fuse data having a count corresponding to the signal count 
of this pulse signal are transferred sequentially from the 
transfer circuit via the one strand of fuse data transfer line to 
the memory macro unit. 
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[0057] FIG. 9 is a diagram showing the con?guration of 
a signal line between the fuse unit group 50 and the memory 
macro unit 20. 

[0058] It is preferable that the bBP signal, the AN signal, 
the bTR signal, and the Shift CLK signal be generated 
synchronous to the semiconductor chip initialiZation control 
signal generated upon the rising edge of the poWer source of 
semiconductor chip. For example, When the poWer source 
for the memory peripheral circuit Within the memory macro 
unit 20 is made by stepping doWn the external voltage by 
inside the semiconductor chip, it is preferable for the bBP 
signal to be generated Within the memory macro unit 20 
When this voltage has reached a predetermined voltage. 
After that, the bBP signal is transmitted to the fuse unit 
group 55. 

[0059] MeanWhile, the AN signal, the bTR signal, and the 
Shift CLK signal are generated by the control circuit pro 
vided Within the fuse unit group. For example, the bBP 
signal transmitted from the memory macro unit 25 is also 
transmitted to this control circuit. Then the control circuit 
generates the AN signal, the bTR signal, and the Shift CLK 
signal based on this bBP signal, and these signals are sent to 
the fuse unit. This makes it possible to reduce the number of 
signal lines betWeen the memory macro unit 20 and the fuse 
unit group 50. 

[0060] It is noted that since the Shift CLK signal is a signal 
for data transmission, it must also be supplied to the memory 
macro unit. 

[0061] Accordingly, it is desirable that, as shoWn in FIG. 
9, betWeen the memory macro unit 20 and the fuse unit 
group 50, only the bBP signal line from the memory macro 
unit 20 to the fuse unit group 50 be provided, and the fuse 
data transfer line and the Shift CLK line from the fuse unit 
group 50 to the memory macro unit 20 be provided. 

[0062] With the semiconductor chip according to the ?rst 
embodiment, the fuse unit group 50 is positioned outside of 
the electrode pad that is some distance aWay from the 
memory macro unit 20, Without arranging a fuse electron 
group 50 Within the memory macro unit 20. Therefore, if the 
interconnects directly to the memory macro unit 20 are 
arranged for every fuse unit, the interconnects of the signal 
lines made to pass through the electrode pad roW 40 may 
become complicated. HoWever, as described above, if a 
plurality of fuse data is sent sequentially over a single signal 
line using a shift register, the number of signal lines may be 
greatly reduced. In addition, if the signal controlling the 
circuit operation of the fuse unit group 50 is generated by a 
control circuit arranged in the fuse unit group 50 Whenever 
possible, then the number of signal lines connecting the fuse 
unit group 50 and the memory macro unit 20 may be reduced 
and may pass betWeen electrode pads easily. 

Second Embodiment 

[0063] A semiconductor chip according to a second 
embodiment, as With the semiconductor chip of the ?rst 
embodiment, is a memory embedded chip including elec 
trode pads that are used as bonding pads. 

[0064] FIG. 10 is a planar vieW shoWing the con?guration 
of a semiconductor chip 11 according to the second embodi 
ment. As With the semiconductor chip 10 of the ?rst embodi 
ment, a memory macro unit 20 and a logic circuit unit 30 are 
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formed in the chip plane. There surrounding, electrode pad 
roWs 42, Which are bonding pads, are arranged, and a fuse 
unit group 50 is arranged on the outside of these. It differs 
from the ?rst embodiment in that the electrode pad roWs 42 
are arranged along the shape of the fuse unit group 50. More 
speci?cally, in regions Where the fuse unit group 50 does not 
exist betWeen the electrode pad roWs 42 and the chip edge, 
the electrode pad roWs are arranged along the edge of the 
chip. Therefore, as in the ?rst embodiment, unlike When the 
electrode pad roWs 42 are formed in a straight line, it is 
possible to eliminate the Wasted space that is not used that 
exists betWeen the electrode pad roWs and the chip edge. 
Accordingly, a larger e?fective surface area upon a chip 
alloWing formation of logic chips may be obtained With the 
same chip siZe. 

[0065] It is noted that With the semiconductor chip of the 
second embodiment, it is also preferable that the circuit 
con?guration of the fuse unit group 50 utiliZe the same 
circuit con?guration as that of the ?rst embodiment, and 
there be feW signal lines connecting the fuse unit group 50 
and the memory macro unit 20. 

Third Embodiment 

[0066] A semiconductor chip according to a third embodi 
ment includes electrode pads and bumps, and has a fuse unit 
group arranged on the outside of the electrode pads. 

[0067] FIG. 11 is a planar vieW shoWing a con?guration 
of a semiconductor chip 12 of the third embodiment. A 
memory macro unit 20 and a logic circuit unit 30 are 
provided on respectively independent regions upon semi 
conductor chip 12, and there surrounding, electrode pad 
roWs 42 are arranged substantially along each edge of the 
semiconductor chip. MeanWhile, a fuse unit group 50 is 
arranged in a region along an edge of the chip on the outside 
of an electrode pad roW 42 that is separated from the 
memory macro unit 20. 

[0068] The electrode pad roWs 42, as With the second 
embodiment, are bent part-Way through to keep alongside of 
the fuse unit group 50 and not create any Wasted space upon 
the chip. HoWever, if there is room, the electrode pad roWs 
may be arranged in a straight line as With the ?rst embodi 
ment. 

[0069] In addition, above the memory macro unit 20 and 
the logic circuit unit 30, bumps 70 formed With a protuberant 
conductive material are arranged in a tWo-dimensional 
shape. Each electrode pad 42a is connected to each respec 
tive bump 70 With bump-pad interconnecting line 80, and 
each electrode pad 42a is connected to the external board, 
not With bonding, but via these bumps 70. 

[0070] FIG. 12A is a schematic cross-sectional vieW cut 
along line A-A' in FIG. 11. FIG. 12B is a schematic 
cross-sectional vieW cut along line B-B' in FIG. 11. 

[0071] The semiconductor chip 12, as With the ?rst 
embodiment, includes a substrate layer 12A and an inter 
connect layer 12B there above, and has, for example, a 
memory macro unit 20 and a logic circuit unit 30 formed in 
the upper layer portion of the substrate layer 12A, and the 
interconnects required for the memory macro unit 20 and the 
logic circuit unit 30 and the interconnects that connect the 
electrode pads 10 and these circuits formed in the intercon 
nect layer 12B. 








