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(57) ABSTRACT 

A top assembly includes a top having a holloW cone-shaped 
body for containing snacks. A partition is made of transpar 
ent material and centrally mounted to the holloW body. A 
lighting device is disposed on the partition and lights due to 
a centrifugal force from the rotating top. A cover is centrally 
attached to the top of the partition. An operator selectively 
engaged to the top to drive the top for a rotation. 
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TOP ASSEMBLY 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to a top assembly, and 
more particularly to a top assembly With a lighting device. 

[0003] 2. Description of Related Art 

[0004] A conventional top in accordance With the prior art 
only has a monotone type. Some top manufacturer changes 
the Weight of the conventional top for an adult to train 
his/her arms or for a child to easily operating the top. For an 
amusing effect, some conventional tops provide Whistle 
effect When being rotated. 

[0005] HoWever, all the conventional tops provide no 
lighting effect such that the conventional top needs to be 
advantageously altered. 

[0006] The present invention has arisen to mitigate and/or 
obviate the disadvantages of the conventional top assembly. 

SUMMARY OF THE INVENTION 

[0007] The main objective of the present invention is to 
provide an improved top assembly that can contain snacks 
and provide a lighting effect When rotating. 

[0008] To achieve the objective, the top assembly in 
accordance With the present invention comprises a top 
having a holloW cone-shaped body for containing snacks. A 
partition is made of transparent material and centrally 
mounted to the holloW body. A lighting device is disposed on 
the partition and lights due to a centrifugal force from the 
rotating top. A cover is centrally attached to the top of the 
partition. An operator selectively engaged to the top to drive 
the top for a rotation. 

[0009] Further bene?ts and advantages of the present 
invention Will become apparent after a careful reading of the 
detailed description With appropriate reference to the accom 
panying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0010] FIG. 1 is a perspective vieW of a top assembly in 
accordance With the present invention; 

[0011] FIG. 2 is an exploded perspective vieW of the top 
assembly in FIG. 1; 

[0012] FIG. 3 is a perspective vieW in partial cross-section 
of the top in FIG. 1; 

[0013] FIG. 4 is a side plan vieW of the top assembly in 
FIG. 1; 

[0014] FIG. 5 is a side cross-sectional vieW of the top 
assembly in FIG. 4 along line B-B; 

[0015] FIG. 6 is a top cross-sectional vieW of the top 
assembly in FIG. 4 along line D-D; and 

[0016] FIG. 7 is a cross-sectional operational vieW of the 
top of the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0017] Referring to the draWings and initially to FIGS. 
1-5 and 7, a top assembly in accordance With the present 
invention comprises a top (10) and an operator (20) for 
rotating the top (10). 
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[0018] The top (10) includes a holloW cone-shaped body 
(11) for containing snacks, such as candy or jelly, for 
promoting the buying purpose to the top assembly. A plastic 
?lm is provided to close the holloW body (11) When the 
holloW body (11) contains jelly therein. A partition (12) is 
made of transparent material and centrally attached to the 
top of the holloW body (11). A lighting device (121) is 
mounted on the partition (12) and lights due to a centrifugal 
force from the rotating top (10). A round recess (122) is 
centrally de?ned in a top of the partition (12) and a series of 
ratchets (123) is formed on a periphery of the round recess 
(122). An engaging element (124) upWardly extends from a 
center of the round recess (122). A cover (13) is centrally 
attached to the top of the partition (12). In the preferred 
embodiment of the present invention, the cover (13) is made 
of transparent material for promoting the lighting effect of 
the present invention. A through hole (131) is centrally 
de?ned in the cover (13). The through hole (13) has an area 
slightly greater than that of the round recess (122) to alloW 
the operator (20) extend into the round recess (122). 

[0019] The operator (20) includes a cylinder (21) having a 
closed end corresponding to the top (10) and an open end 
opposite to the closed end of the cylinder (21). A loWer 
portion of the closed end has a series of paWls (211) radially 
extending therefrom and engaged to the series of ratchets 
(123) of the partition (12). Consequently, the top (10) only 
can be rotated in one-Way relative to the operator (20) before 
detached from the operator (20). A holloW post (212) 
upWardly and centrally extends from the closed end of the 
cylinder (21) for movably and rotatably receiving an actu 
ated rod (22). The actuated rod (22) has a loWer end 
extending through the closed end of the cylinder (21) and 
formed With a tenon (221) selectively engaged to the engag 
ing element (124) of the partition (12). Atorsion spring (23) 
is sleeved on the actuated rod (22). The torsion spring (23) 
has a ?rst end secured in the actuated rod (22) and a second 
end hooked on the holloW post (212). A cap (24) is longi 
tudinally mounted to the cylinder (21) for closing the open 
end of the cylinder (21). The actuated rod (22) includes an 
upper end extending through the cap (24) and having a hat 
(222) mounted thereon for user to conveniently press the 
actuated rod (22) and make the top (10) detach from the 
operator (20) for rotating. The cap (24) has tWo ears (241) 
outWardly extending therefrom and diametrically corre 
sponding to each other. The user’s ?ngers can hold the tWo 
ears (241) for easily pressing the actuated rod (22). 
[0020] With reference to FIGS. 4-7, When operating the 
top assembly of the present invention, the top (10) is 
connected to the closed end of the cylinder (21) to make the 
series of ratchets (123) and the tenon (221) respectively 
engaged to the series of paWls (211) and the engaging 
element (124), and then rotating the top (10) relative to the 
operator (20) according to the direction that is set by the 
series of ratchets (123) and the series of paWls (211). As a 
result, the top (10) rotates the actuated rod (22) relative to 
the cylinder (20) to Wrench the torsion spring (23) for saving 
energy that temporarily can not be released due to the 
engaged series of ratchets (123) and the series of paWls 
(211). The user can press the actuated rod (22) to doWnWard 
push the top (10) and make the series of ratchets (123) 
detach from the series of paWls (211). The saved energy in 
the torsion spring (23) is immediately released and rotates 
the actuated rod (22) in a high speed to drive the top (10) for 
rotation. 
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[0021] As described above, the top assembly in accor 
dance With the present invention has advantages as fol 
loWed. The lighting device (121) lights and forms a ring of 
light that promotes the amusing effect of a top When the top 
is rotated. In addition, the holloW cone-shaped body (11) is 
provided for containing snacks, such as candy or jelly, to 
promote the buying purpose to the top assembly. 

[0022] Although the invention has been explained in rela 
tion to its preferred embodiment, it is to be understood that 
many other possible modi?cations and variations can be 
made Without departing from the spirit and scope of the 
invention as hereinafter claimed. 

What is claimed is: 
1. A top assembly comprising: 

a top including a holloW cone-shaped body for containing 
snacks, a partition made of transparent material and 
centrally attached to the top of the holloW body, a 
lighting device mounted on the partition and lights due 
to a centrifugal force from the rotating top, a round 
recess centrally de?ned in the top of the partition and 
a series of ratchets formed on the periphery of the round 
recess, an engaging element upWardly extending from 
the center of the round recess, a cover centrally 
attached to the top of the partition, a through hole 
centrally de?ned in the cover, the through hole having 
an area slightly greater than that of the round recess; 
and 

a operator selectively connected to the top, the operator 
including a cylinder having a closed end corresponding 
to the top and an open end opposite to the closed end 
of the cylinder, a loWer portion of the closed end having 
a series of paWls radially extending therefrom and 
selectively engaged to the series of ratchets of the 
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partition, a holloW post upWardly and centrally extend 
ing from the closed end of the cylinder for movably and 
rotatably receiving an actuated rod, the actuated rod 
having a loWer end extending through the closed end of 
the cylinder and formed With a tenon selectively 
engaged to the engaging element of the partition, a 
torsion spring sleeved on the actuated rod, the torsion 
spring having a ?rst end secured in the actuated rod and 
a second end hooked on the holloW post, a cap longi 
tudinally mounted to the cylinder for closing the open 
end of the cylinder, the actuated rod having an upper 
end extending through the cap. 

2. The top assembly as claimed in claim 1 further com 
prising a hat mounted on the upper end of the actuated rod 
for user to conveniently press the actuated rod and make the 
top detach from the operator for rotating. 

3. The top assembly as claimed in claim 1, Wherein the 
cap has tWo ears outWardly extending therefrom and dia 
metrically corresponding to each other for user to easily 
press the actuated rod. 

4. The top assembly as claimed in claim 1, Wherein the 
cover is made of transparent material for promoting the 
lighting effect from the lighting device. 

5. The top assembly as claimed in claim 2, Wherein the 
cap has tWo ears outWardly extending therefrom and dia 
metrically corresponding to each other for user to easily 
press the actuated rod. 

6. The top assembly as claimed in claim 2, Wherein the 
cover is made of transparent material for promoting the 
lighting effect from the lighting device. 

7. The top assembly as claimed in claim 3, Wherein the 
cover is made of transparent material for promoting the 
lighting effect from the lighting device. 

* * * * * 


