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Correspondence Address: A nest-like mattress is disclosed. The mattress comprises a 
LEONG C LEI multiple compartments and a nest-like ?tting characterized 
PMB # 1008 in that the multiple inner compartments are soft, air-?lled 
1867 YGNACIO VALLEY ROAD sac structure and are ?tted Within an individual cavity of the 
WALNUT CREEK, CA 94598 (Us) nest-like ?tting, each air-?lled inner compartment is pro 

vided With an independent noZZle, and the inner compart 
(21) APPL NO, 11/171,424 ment has a pulling strap Which alloWs mounting at corre 

sponding cavity of the nest-like ?tting, the nest-like ?tting is 
(22) Filed; JUL 1, 2005 provided With a plurality of cavities and each cavity alloWs 

an inner compartment and the air-?lled inner compartments 
Publication Classi?cation are located on the individual cavity, the lateral side opening 

of the ?tting is provided With a covering cloth, the edge of 
(51) Int. Cl. the covering cloth and that of the ?tting are mounted With 
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A4 7C 27/08 (2006.01) opening. 
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NEST-LIKE AIR MATTRESS 

BACKGROUND OF THE INVENTION 

[0001] (a) Technical Field of the Invention 

[0002] The present invention relates to an air mattress, and 
in particular, an air mattress having a plurality of inner 
compartments and nest-like ?ttings, and each of the com 
partments is an independent member. 

[0003] (b) Description of the Prior Art 

[0004] FIG. 1 shoWs a conventional air mattress Al that is 
a fully sealed air chamber A11. A pulling rim A2 is mounted 
at the bottom of the bed. The pulling rim A2 prevents an 
air-?lled mattress from expansion. The conventional air 
mattress does not provide balanced support to the bed and 
therefore one side of the mattress Al Will depress at one side 
subsequently. In vieW of the above, the air mattress Will 
cause an abnormal sleeping position. 

SUMMARY OF THE INVENTION 

[0005] The primary purpose of the present invention is to 
provide an air mattress having multiple compartments and a 
nest-like ?tting characterized in that the multiple inner 
compartments are soft, air-?lled sac structures and are ?tted 
Within an individual cavity of the nest-like ?tting, each 
air-?lled inner compartment is provided With an independent 
noZZle, and the inner compartment has a pulling strap Which 
alloWs mounting at corresponding cavity of the nest-like 
?tting, the nest-like ?tting is provided With a plurality of 
cavities and each cavity alloWs an inner compartment and 
the air-?lled inner compartments are located on the indi 
vidual cavity, the lateral side opening of the ?tting is 
provided With a covering cloth, the edge of the covering 
cloth and that of the ?tting are mounted With Zip or fasten 
ing/button member so as to close the side opening. 

[0006] Yet still another object of the present invention is to 
provide a nest-like air mattress, Wherein the lateral side of 
the nest-like ?tting is provided With a pressure controlled 
valve and an air-pump, Which is connected to each of the 
inner compartment by a speci?cally ?tted soft air delivery 
tube. 

[0007] Another object of the present invention is to pro 
vide a nest-like air mattress, Wherein the inner compartment 
has a square tube shape, and the compartments are arranged 
in a single layer or a multiple layer to form a single layered 
or multiple layered mattress. 

[0008] A further object of the present invention is to 
provide a nest-like air mattress, Wherein the inner compart 
ment has an elongated shape, and the compartments are 
arranged in a single layer or a multiple layer to form a single 
layered or multiple layered mattress. 

[0009] A further object of the present invention is to 
provide a nest-like air mattress, Wherein the con?guration 
structure and the application include 

[0010] 1. Change of con?guration 

[0011] 2. Structure change: The inner compartments are 
provided With pulling strap Which could prevent in?ation of 
the compartments. Thus, the inner compartment provides the 
required shape. 
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[0012] 3. Change of application: The inner compartment is 
?tted With a soft tube connected to a pressure-controlled 
valve, Which connects to an air pump such that the height of 
the bed can be adjusted. 

[0013] The foregoing object and summary provide only a 
brief introduction to the present invention. To fully appre 
ciate these and other objects of the present invention as Well 
as the invention itself, all of Which Will become apparent to 
those skilled in the art, the folloWing detailed description of 
the invention and the claims should be read in conjunction 
With the accompanying draWings. Throughout the speci? 
cation and draWings identical reference numerals refer to 
identical or similar parts. 

[0014] Many other advantages and features of the present 
invention Will become manifest to those versed in the art 
upon making reference to the detailed description and the 
accompanying sheets of draWings in Which a preferred 
structural embodiment incorporating the principles of the 
present invention is shoWn by Way of illustrative example. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0015] FIG. 1 is a sectional vieW of a conventional air 
mattress. 

[0016] FIG. 2 is a perspective vieW of an air mattress of 
the present invention. 

[0017] FIG. 3 is a schematic vieW shoWing individual 
components of the air mattress of the present invention. 

[0018] FIG. 4 is a sectional vieW shoWing the air inner 
compartment of the air mattress of the present invention. 

[0019] FIG. 5 is a perspective vieW of another preferred 
embodiment in accordance With the present invention. 

[0020] FIG. 6 is a sectional vieW of the air inner compart 
ment of FIG. 5 of the present invention. 

[0021] FIG. 7 is a perspective vieW of another preferred 
embodiment of the present invention. 

[0022] FIG. 8 is a sectional vieW of the air inner compart 
ment of FIG. 7 of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0023] The folloWing descriptions are of exemplary 
embodiments only, and are not intended to limit the scope, 
applicability or con?guration of the invention in any Way. 
Rather, the folloWing description provides a convenient 
illustration for implementing exemplary embodiments of the 
invention. Various changes to the described embodiments 
may be made in the function and arrangement of the 
elements described Without departing from the scope of the 
invention as set forth in the appended claims. 

[0024] Referring to FIGS. 2 and 3, the air mattress 1 
includes a plurality of inner compartments 11 and a nest-like 
?tting 12. The inner compartments 11 is a soft air-?lled sac 
body Which can be mounted on each of the cavity 121 of the 
?tting 12. Each of the air-?lled compartment 11 has an 
independent noZZle 111 for air ?lling or for air releasing. In 
practice, the ?tting 12 is provided With a pressure-controlled 
valve 2 and an air pump, at one lateral side of the ?tting 12. 
Each of the inner compartments 11 has a speci?c soft air 
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delivery hose 112 linked to the airpump 3. Thus, each of the 
compartments 11 can be effectively adjusted for air ?lling or 
air releasing. 

[0025] As shoWn in FIG. 3, the inner compartment 11 is 
provided at the individual cavity 121 of the ?tting 12, and 
When the compartments 11 are ?lled With air, the compart 
ments are placed into the cavity 121. The inner compartment 
11 is ?rmly ?tted to the entire inner compartment 11 and the 
bed is supported. The end face of the inner compartment 11 
at one lateral side of the ?tting 12 is a covering cloth 122, 
Which has an edge, is fastened With a Zip 123 or button or 
pin With the edge of the ?tting 12 such that the end face of 
the ?tting 12 is covered. A through slot extends the soft 
delivery hose 112 speci?cally provided to the inner com 
partment 11 so as to link to the pressure controlled valve 2 
connected to the air pump 3. 

[0026] As shoWn in FIG. 4, the inner compartment 11 is 
square and tubular shaped Which is provided With a diagonal 
pulling strap 113. By pulling the strap 113, the inner com 
partment 11 forms into square shape to ?t the square cavity 
121 of the ?tting 12. Referring to FIG. 5, there is shoWn 
another preferred embodiment of the present invention. In 
this preferred embodiment, the inner compartment 11 is 
rectangular elongated tubular shaped. There is a vertical 
direction pulling strap 113 Which can be pulled so as to 
provide air to the inner compartment 11 to ?t the required 
shape of the cavity, as shoWn in FIG. 6. 

[0027] Referring to FIG. 5, the cavity 121 is a single 
horizontal, and the interior of the inner compartment, a 
horizontal pulling strap 113 is provided. If the pulling strap 
113 is pulled, the inner compartment 11 is ?lled With air and 
the inner compartment 11 ?ts the rectangular or elongated 
cavity 121, as shoWn in FIG. 8. 

[0028] It Will be understood that each of the elements 
described above, or tWo or more together may also ?nd a 
useful application in other types of methods differing from 
the type described above. 
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[0029] While certain novel features of this invention have 
been shoWn and described and are pointed out in the 
annexed claim, it is not intended to be limited to the details 
above, since it Will be understood that various omissions, 
modi?cations, substitutions and changes in the forms and 
details of the device illustrated and in its operation can be 
made by those skilled in the art Without departing in any Way 
from the spirit of the present invention. 

1-6. (canceled) 
7. An air mattress comprising: 

a plurality of inner compartments Which are a soft air 
?lled sac body, each of said inner compartments having 
an independent noZZle for air ?lling or air releasing, 
each of said inner compartments having a soft air 
delivery hose, each of said inner compartment being 
square and tubular shaped and provided With a diagonal 
pulling strap, an outermost one of said inner compart 
ment having an arch-shaped upper side serving as a 
pilloW; 

a ?tting having a plurality of cavities, said ?tting being 
provided With a pressure-controlled valve and an air 
pump, said pump being linked to said hose, an lateral 
side of said ?tting being provided With a covering cloth 
Which has an edge fastened With a Zipper for Zipping 
said ?tting closed; and 

each of said inner compartments being ?tted in a respec 
tive one of said cavities of said ?tting, each of said 
inner compartments being connected to said pressure 
controlled valve and said air pump via a soft delivery 
hose. 


