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(57) ABSTRACT 

A key pad lighting apparatus for a portable terminal 
includes: a Waveguide in Which a plurality of key buttons are 
arranged at one surface thereof; at least one light source 
provided at one side of the Waveguide for introducing the 
light into the Waveguide; and a guide member surrounding 
the light source for preventing a discharge of the light and 
for guiding the light into the Waveguide. The key pad 
lighting apparatus can uniformly illuminate the key buttons 
installed in the key pad With a feW light source using less 
light sources Which helps to reduce the poWer consumption. 
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KEY PAD LIGHTING APPARATUS FOR A 
PORTABLE TERMINAL 

CLAIM OF PRIORITY 

[0001] This application claims priority to an application 
entitled “KEY PAD LIGHTING APPARATUS OF POR 
TABLE TERMINAL,” ?led With the Korean Intellectual 
Property Of?ce on Jul. 15, 2005 and assigned Serial No. 
2005-64237, the contents of Which are incorporated herein 
by reference. 

BACKGROUND OF THE INVENTION 

[0002] 
[0003] The present invention relates to a portable terminal, 
and more particularly to a key pad lighting apparatus of a 
portable terminal. 

[0004] 2. Description of the Related Art 

1. Field of the Invention 

[0005] A modern portable terminal is capable of provid 
ing, in addition to radio communication functions, various 
types of content services such as voice communication 
service, short message transmission, mobile banking, TV, 
online gaming, VOD (video on demand), etc. 

[0006] Portable terminals are classi?ed according to their 
form: a bar-type terminal in Which communication circuits 
and input/output devices, such as a microphone unit and a 
speaker unit, are installed in a single housing, a ?ip-type 
terminal in Which a ?ip cover is installed in the bar-type 
terminal, and a folder-type terminal Which can be opened 
and closed and in Which input/output devices are distributed 
in the housing. Recently, a slider-type terminal has appeared 
together With the folder-type terminal to improve the port 
ability, convenience, and aesthetic enhancement. 

[0007] A portable terminal typically includes a key pad as 
an input device for inputting information, searching and 
executing stored information and multimedia ?les, and 
selecting a menu. The input devices can also be a touch 
screen, but most users still control the portable terminal 
using a key pad having a plurality of keys. 

[0008] FIG. 1 is a cross-sectional vieW of a conventional 
key pad 100 used in a portable terminal. As shoWn, the 
conventional key pad 100 includes a printed circuit board 
101 in Which dome sWitches 111 are arranged on one surface 
thereof and a silicone pad 102 on Which a plurality of key 
buttons 123 are arranged. The printed circuit board 101 can 
be formed of a ?exible printed circuit board. 

[0009] The key buttons 123 are disposed above the dome 
sWitches 111, and contact bosses 121 facing the dome 
sWitches 111 are formed on the silicone pad 102. If the key 
buttons 123 are activated by a user, the silicone pad 102 is 
deformed Which in turn causes the contact bosses 121 to 
activate the dome sWitches 111. Letters are printed on the 
key buttons 123 so that a user can input letters to actuate 
different functions through the key buttons 123. Further, in 
order to facilitate the use of the key pad at night, the key pad 
100 includes a lighting apparatus using light emitting diodes 
113, etc. The lighting apparatus including a plurality of light 
emitting diodes 113 installed on the printed circuit board 101 
is provided in the key pad 100. More particularly, the light 
emitting diodes 113 are provided on both sides of the loWer 
portion of each key button 123. The light generated from the 
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light emitting diodes 113 is diffused through the silicone pad 
102 to illuminate the letters printed on the key buttons 123. 
The lighting apparatuses can be used to illuminate the key 
pads Whenever the key pads are in use. 

[0010] HoWever, according to the conventional lighting 
apparatus used in a portable terminal, the assembling pro 
cess is complicated as the light emitting diodes more than or 
equal to the number of the key buttons are typically installed 
on the loWer portion of the key buttons. Namely, in the case 
of a general 3><4 arrangement number key pad, sixteen light 
emitting diodes are typically provided on both sides of the 
loWer portion of the key buttons. HoWever, in order to 
accommodate the plurality of light emitting diodes on the 
printed circuit board, the printed circuit patterns becomes 
complicated, and additional processes for installing the light 
emitting diodes are required, thereby increasing the manu 
facturing cost. 

SUMMARY OF THE INVENTION 

[0011] Accordingly, the present invention has been made 
to solve the above-mentioned problems occurring in the 
prior art and provides additional advantages, by providing a 
key pad lighting apparatus for a portable terminal Which 
reduces the number of light sources required for illuminating 
a key pad, While simplifying the manufacturing process and 
reducing cost. 

[0012] One aspect of the invention is to provide a key pad 
lighting apparatus for a portable terminal Which can restrict 
an unnecessary discharge of the light generated from the 
light sources, While uniformly illuminating a key pad even 
though the number of light sources are reduced. 

[0013] In one embodiment, a key pad lighting apparatus 
for a portable terminal includes: a Waveguide in Which a 
plurality of key buttons is arranged at one surface thereof; at 
least one light source provided at one side of the Waveguide 
for introducing the light to illuminate the key buttons into 
the Waveguide; and a guide member surrounding the light 
source for preventing a discharge of the light and for guiding 
the light into the Waveguide. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] The above features, and advantages of the present 
invention Will be more apparent from the folloWing detailed 
description taken in conjunction With the accompanying 
draWings, in Which: 

[0015] FIG. 1 is a cross-sectional vieW of a conventional 
key pad used in a portable terminal; 

[0016] FIG. 2 is an exploded perspective vieW of a key pad 
for a portable terminal Which includes a key pad lighting 
apparatus according to a ?rst embodiment of the present 
invention; 
[0017] FIG. 3 is a cross-sectional vieW of the lighting 
apparatus of FIG. 2; 

[0018] FIG. 4 is a cross-sectional vieW of a key pad for a 
portable terminal Which includes a lighting apparatus 
according to a second embodiment of the present invention; 
and 

[0019] FIG. 5 is a cross-sectional vieW of a key pad for a 
portable terminal Which includes a lighting apparatus 
according to a third embodiment of the present invention. 
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DETAILED DESCRIPTION 

[0020] Hereinafter, embodiments of the present invention 
Will be described With reference to the accompanying draW 
ings. For the purposes of clarity and simplicity, a detailed 
description of knoWn functions and con?gurations incorpo 
rated herein is omitted to avoid making the subject matter of 
the present invention unclear. 

[0021] FIG. 2 illustrates a key pad 200 for a portable 
terminal according to an embodiment of the present inven 
tion, and FIG. 3 is a cross-sectional of the key pad lighting 
apparatus of FIG. 2. 

[0022] The construction and operation of the second 
embodiment (FIG. 4) and third embodiment (FIG. 5) are 
essentially same as that described above With respect to 
FIGS. 2 and 3, except that the Waveguide 202 and the 
placement of a guide body 231 and a bu?er 233 are different. 
Hence, the discussion of similar components described in 
FIGS. 4 and 5 is omitted to avoid redundancy in the 
speci?cation, as they are described With respect to FIG. 3. 

[0023] As shoWn in FIGS. 2 and 3, the key pad 200 of a 
portable terminal according to the embodiment of the 
present invention includes a Waveguide 202 in Which a 
plurality of key buttons 223 are disposed at one surface 
thereof, at least one light source 213 provided at one side of 
the Wave guide 202, and a guide member 203 provided so as 
to surround the light source 213 to introduce light to 
illuminate the key buttons into the Waveguide 202. It is 
preferable that the light source 213 includes a light emitting 
diode having a loW poWer consumption that can be used for 
a long time. 

[0024] The Waveguide 202 may be manufactured using an 
optical material or a light panel formed of polyurethane, 
silicone, etc. The methods of manufacturing the Waveguide 
using an optical material may involve integrating a plastic 
optical ?ber in a pad of planar-type, forming a core layer of 
planar-type and clad layers on both surfaces of the core 
layer, and forming an optical ?ber array by arranging optical 
?bers in Which the optical ?ber array is used as the 
Waveguide. It is the plastic optical ?ber may be manufac 
tured of a material such as polyurethane, silicone, etc., 
Which can guide or di?‘use the light. At least one plastic 
optical ?ber may be buried in the pad so that the light can 
be guided through the buried optical ?ber. Scattered re?ec 
tion patterns may be formed in the plastic optical ?ber at 
positions corresponding to the key buttons 223. 

[0025] Referring to FIG. 3, the plastic optical ?ber may be 
arranged in an optical axis A of the light source 213 to guide 
the light generated from the light source 213. Then, the light 
guided through the plastic optical ?ber is re?ected by the 
scattered re?ection patterns, and the light of the optical ?ber, 
Which does not satisfy the total re?ection conditions, is 
discharged outside the plastic ?ber, thus illuminating the key 
buttons 223. It is preferable that the scattered re?ection 
patterns are formed more densely at positions aWay from the 
light source, thereby securing uniform intensities of illumi 
nation over the entire Waveguide 202. 

[0026] If the plastic optical ?ber is used to form the 
Waveguide 202, one or more than tWo plastic optical ?bers 
can be arranged according to the arranged patterns of the key 
buttons 223. As such, the number of the light sources 213 
may correspond to the number of the plastic optical ?bers. 
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[0027] MeanWhile, the key buttons 223 can be illuminated 
by forming an optical ?ber array With a plurality of plastic 
optical ?bers and then forming scattered re?ection patterns 
in the plastic optical ?bers constituting the optical ?ber 
array. For example a Waveguide 202 can be formed only 
With plastic optical ?bers by arranging the plurality of 
plastic optical ?bers along the arrangement direction of the 
key pads 223. 

[0028] If a core layer and a clad layer are used to form the 
Waveguide 202, the core layer functions as a light guiding 
layer. Namely, the light generated from the light source 213 
is guided and di?‘used to the entire Waveguide through the 
core layer. Then, scattered re?ection patterns are formed in 
a border surface betWeen the core layer and the clad layer 
and at positions corresponding to the key buttons 223 to 
re?ect the light guided and diffused through the core layer. 
The light re?ected by the scattered re?ection patterns, Which 
does not satisfy the total re?ection conditions, is discharged 
outside the Waveguide 202 to illuminate the key buttons 223. 

[0029] If an optical material is used to form the Waveguide 
202, the pad includes the light guiding layer 225, the light 
generated from the light source 213 is guided, and the light 
guided through the scattered re?ection patterns is discharged 
to the outside to illuminate the key buttons 223. Here after 
the key buttons 223 are arranged by using a separate base 
?lm etc., the key buttons 223 can be attached to one surface 
of the Wave guide 202. 

[0030] If the Waveguide 202 is manufactured With a light 
panel of polyurethane or silicone, since it is manufactured 
With a single material, the manufacturing cost is loWer 
compared With that of an optical material. Further, since the 
polyurethane or silicone can guide and diffuse the light, no 
additional light guiding layer 225 is required. The light 
generated from the light source 213 is dilfused to the light 
panel of polyurethane or silicone to illuminate the key 
buttons 223. It is preferable that in order to prevent an 
excessive discharge of the light, both surfaces of the 
Waveguide 202 are coated With a light shielding material, 
and the light shielding coat is removed at a portion at Which 
the key buttons 223 are attached. 

[0031] Any one of the above-mentioned Waveguides 202 
is mounted onto a printed circuit board 201 in Which a 
plurality of dome sWitches 211 is disposed so as to corre 
spond to the key buttons 223. The printed circuit board 201 
may be manufactured using a ?exible printed circuit. The 
dome sWitches 211 are located so as to be opposite to contact 
bosses 221 formed on the other surface of the Waveguide 
202, and if the key buttons 223 are manipulated, the corre 
sponding dome sWitches 211 are operated to generate signals 
corresponding to the key values. 

[0032] The periphery of the Waveguide 202 is ?xed to the 
printed circuit board 201, and the light source 213 is also 
installed to the printed circuit board 201 at one side of the 
Wave guide 202. In order to arrange the Waveguide 202 in 
the optical axis A of the light source 213, a height regulation 
member 229 can be attached betWeen the Waveguide 202 
and the printed circuit board 201. 

[0033] Referring to FIGS. 3 and 5, When the Waveguide 
202 is arranged in the optical axis A of the light source 213 
by using the height regulation member 229, the periphery of 
the Waveguide 202 can be curved or planar. As shoWn in 
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FIG. 5, in the case that the Waveguide 202 has a planar 
shape, the loss or discharge of the light guided and di?fused 
through the interior of the Waveguide 202 can be prevented 
more effectively. 

[0034] The guide member 203 surrounds the light source 
213 and includes a guide body 231. The guide member 203 
is ?xed to the printed circuit board 201 or the inner surface 
of a terminal housing 209 (partially shoWn). As shoWn in 
FIGS. 3 and 4, a bulfer member 233 can be interposed 
betWeen the printed circuit board 201 and the guide body 
231, or betWeen the inner surface of the terminal housing 
209 and the guide body 231. This structure addresses a 
manufacture tolerance Which can be generated When the 
guide member 203 is manufactured in a condition in Which 
the interval betWeen the printed circuit board 201 and the 
inner surface of the terminal housing 209 is maintained 
constant. Namely, in the case that tolerance is generated in 
the manufacturing process of the guide member 203, if the 
guide member 203 is assembled, the stress generated in the 
printed circuit board 201 and the terminal housing 209 can 
be lessened by the bulfer member 233. Since this structure 
is provided to lessen the stress due to a manufacture toler 
ance, it is preferable that the bulfer member 233 is formed 
of a resilient member, i.e., polyurethane, silicone, sponge, or 
the like. 

[0035] The guide member 203, particularly, the guide 
body 231 has a hexahedral shape surrounding the light 
source 213, and a portion of the guide body 231 Which 
makes a contact With one side end of the Waveguide is 
opened. Further, the surface of the guide body 231 Which is 
?xed to the inner side surface of the terminal housing 209, 
or Which is ?xed to the printed circuit board 201, can be 
opened. As a result, all surfaces of the guide member 203 
except for the surface through Which the light of the light 
source 213 is discharged are closed to shield the light source 
from outside. Further, even though the guide member 203 is 
formed of a metal material or a synthetic resin, it is prefer 
able that at least the inner surface thereof is coated With a 
material Which can re?ect a visible ray, such as a metal 
material. 

[0036] In the case that the guide member 203 is formed of 
a synthetic resin, the guide member 203 can be manufac 
tured to be integrated With the terminal housing 209 through 
inj ection-molding. 

[0037] Since the inner surface of the guide member 203 
re?ects the light, even in the case that the light generated 
from the light source 213 is not introduced into the 
Waveguide 202, it is re?ected by the inner surface of the 
guide member 203 and is consequentially introduced into 
the Waveguide 202. Therefore, the light generated from the 
light source 213 can be prevented from being discharged to 
the outside unnecessarily and can be introduced mainly into 
the Waveguide 202. Therefore, the light generated from the 
light source 213 is prevented from being discharged to the 
outside, is guided and di?fused to the entire Waveguide 202, 
and is discharged at positions corresponding to the key 
buttons 223, thereby illuminating the key buttons 223 e?i 
ciently. 

[0038] As mentioned above, according to the key pad light 
apparatus according to the present invention, the light source 
is installed at one side of the Waveguide, and the Waveguide 
is arranged in the optical axis of the light source. The key 
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buttons installed in the entire key pad can be illuminated 
With a feW light sources. Since a discharge of the light 
generated from the light source to the outside is minimiZed 
by using the guide member, the illumination intensity of the 
key pad can be uniformly maintained. Therefore, the manu 
facturing process for installing a lighting apparatus in a key 
pad of a portable terminal becomes simple, thereby reducing 
the manufacturing cost. Further, the number of light sources 
and poWer consumption is reduced compared to the con 
ventional technique. 

[0039] While the invention has been shoWn and described 
With reference to a certain preferred embodiment thereof, it 
Will be understood by those skilled in the art that various 
changes in form and details may be made therein Without 
departing from the spirit and scope of the invention as 
de?ned by the appended claims. 

What is claimed is: 
1. A key pad lighting apparatus for a portable terminal, 

comprising: 
a Waveguide in Which a plurality of key buttons are 

disposed at one surface thereof, and 

at least one light source provided at one end of the 
Waveguide for generating a light into the Waveguide to 
illuminate the key buttons, 

Wherein the Waveguide is arranged in an optical axis of 
the light source. 

2. The key pad lighting apparatus according to claim 1, 
the lighting apparatus further comprises a guide member 
surrounding the light source for preventing a discharge of 
the light and for guiding the light into the Waveguide. 

3. The key pad lighting apparatus according to claim 2, 
Wherein the guide member has a hexahedral shape having an 
opened surface toWards the Waveguide. 

4. The key pad lighting apparatus according to claim 2, 
Wherein an inner surface of the guide member is coated With 
a metal material to re?ect the light generated from the light 
source. 

5. The key pad lighting apparatus according to claim 2, 
Wherein the guide member is made of a metal material and 
the inner surface thereof re?ects the light generated from the 
light source. 

6. The key pad lighting apparatus according to claim 1, 
Wherein the light source is a light emitting diode. 

7. The key pad lighting apparatus according to claim 1, 
Wherein the Waveguide is a light panel formed of polyure 
thane or silicone. 

8. The key pad lighting apparatus according to claim 1, 
Wherein the Waveguide comprises at least one plastic optical 
?ber. 

9. The key pad lighting apparatus according to claim 8, 
Wherein the plastic optical ?ber comprises scattered re?ec 
tion patterns formed at positions corresponding to the key 
buttons so that the light guided by the plastic optical ?ber is 
partially discharged to illuminate the key buttons. 

10. The key pad lighting apparatus according to claim 9, 
Wherein the scattered re?ection patterns are formed more 
densely at positions aWay from the light source to secure 
uniform illumination intensities over the entire Waveguide. 

11. The key pad lighting apparatus according to claim 1, 
Wherein the Waveguide comprises a core layer and clad 
layers stacked on both surfaces of the core layer so that the 
light from the light source is guided through the core layer. 
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12. The key pad lighting apparatus according to claim 1, 
wherein a portion of the Waveguide is formed of a light 
guiding layer arranged in an optical axis of the light source. 

13. The key pad lighting apparatus according to claim 2, 
Wherein the terminal comprises a housing and a printed 
circuit board disposed in the housing, Wherein the guide 
member is ?xed to an inner side Wall of the housing or the 
printed circuit board. 

14. The key pad lighting apparatus according to claim 13, 
Wherein a buffer member is interposed betWeen the guide 
member and the housing. 

15. The key pad lighting apparatus according to claim 14, 
Wherein the bulTer member is formed of a resiliently deform 
able material. 
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16. The key pad lighting apparatus according to claim 14, 
Wherein the bulTer member is formed of either polyurethane, 
silicone, or sponge. 

17. The key pad lighting apparatus according to claim 1, 
Wherein a portion of the Waveguide is formed of a light 
guiding layer. 

18. The key pad lighting apparatus according to claim 17, 
Wherein the lighting apparatus further comprises a height 
regulating member for regulating a height of the Waveguide 
adjacent to the light source to arrange the light guiding layer 
in an optical axis of the light source. 

19. The key pad lighting apparatus according to claim 13, 
Wherein a bulTer member is interposed betWeen the guide 
member and the printed circuit board. 

* * * * * 


