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(57) ABSTRACT 

A golf club head is provided having a body and a face insert, 
With a slot in a perimeter region of the body of the club head 
adjacent the face insert. The slot increases the ?ex of the 
hitting surface on impact With a golf ball, thereby increasing 
the speed With Which the ball rebounds oif the hitting face 
and increases the overall distance the ball is hit. The slot 
preferably moves the sWeet spot of the hitting face a distance 
X from the face center of the hitting face. The slot may be 
?lled With an elastomeric material. 
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METAL WOOD CLUB 

FIELD OF THE INVENTION 

[0001] The present invention relates to an improved golf 
club head. More particularly, the present invention relates to 
a golf club head having a through-slot provided in a perim 
eter region of a body of the club head adjacent the face insert 
to improve the ?ex of the face of the club head. 

BACKGROUND 

[0002] The complexities of golf club design are Well 
knoWn. The speci?cations for each component of the club 
(i.e., the club head, shaft, grip, and subcomponents thereof) 
directly impact the performance of the club. Thus, by 
varying the design speci?cations, a golf club can be tailored 
to have speci?c performance characteristics. 

[0003] The design of club heads has long been studied. 
Among the more prominent considerations in club head 
design are loft, lie, face angle, horizontal face bulge, vertical 
face roll, center of gravity, inertia, material selection, and 
overall head Weight. While this basic set of criteria is 
generally the focus of golf club engineering, several other 
design aspects must also be addressed. The interior design of 
the club head may be tailored to achieve particular charac 
teristics, such as the inclusion of hosel or shaft attachment 
means, perimeter Weights on the club head, and ?llers Within 
holloW club heads. 

[0004] Golf club heads must also be strong to Withstand 
the repeated impacts that occur during collisions betWeen 
the golf club and the golf ball. The loading that occurs 
during this transient event can create a peak force of over 
2,000 lbs. Thus, a major challenge is designing the club face 
and body to resist permanent deformation or failure by 
material yield or fracture. Conventional holloW metal Wood 
drivers made from titanium typically have a uniform face 
thickness exceeding 2.5 mm to ensure structural integrity of 
the club head. 

[0005] Players generally seek a metal Wood driver and 
golf ball combination that delivers maximum distance and 
landing accuracy. The distance a ball travels after impact is 
dictated by the magnitude and direction of the ball’s trans 
lational velocity and the ball’s rotational velocity or spin. 
Environmental conditions, including atmospheric pressure, 
humidity, temperature, and Wind speed, further in?uence the 
ball’s ?ight. HoWever, these environmental effects are 
beyond the control of the golf equipment manufacturer. Golf 
ball landing accuracy is driven by a number of factors as 
Well. Some of these factors are attributed to club head 
design, such as center of gravity and club face ?exibility. 

[0006] The United States Golf Association (USGA), the 
governing body for the rules of golf in the United States, has 
speci?cations for the performance of golf balls. These 
performance speci?cations dictate the siZe and Weight of a 
conforming golf ball. One USGA rule limits the golf ball’s 
initial velocity after a prescribed impact to 250 feet per 
second 12% (or 255 feet per second maximum initial 
velocity). To achieve greater golf ball travel distance, ball 
velocity after impact and the coe?icient of restitution of the 
ball-club impact must be maximiZed While remaining Within 
this rule. 

[0007] Generally, golf ball travel distance is a function of 
the total kinetic energy imparted to the ball during impact 
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With the club head, neglecting environmental effects. During 
impact, kinetic energy is transferred from the club and stored 
as elastic strain energy in the club head and as viscoelastic 
strain energy in the ball. After impact, the stored energy in 
the ball and in the club is transformed back into kinetic 
energy in the form of translational and rotational velocity of 
the ball, as Well as the club. Since the collision is not 
perfectly elastic, a portion of energy is dissipated in club 
head vibration and in viscoelastic relaxation of the ball. 
Viscoelastic relaxation is a material property of the poly 
meric materials used in all manufactured golf balls. 

[0008] Viscoelastic relaxation of the ball is a parasitic 
energy source, Which is dependent upon the rate of defor 
mation. To minimize this effect, the rate of deformation must 
be reduced. This may be accomplished by alloWing more 
club face deformation during impact. Since metallic defor 
mation may be purely elastic, the strain energy stored in the 
club face is returned to the ball after impact thereby increas 
ing the ball’s outbound velocity after impact. 

[0009] A variety of techniques may be utiliZed to vary the 
deformation of the club face, including uniform face thin 
ning, thinned faces With ribbed sti?‘eners and varying thick 
ness, among others. These designs should have su?icient 
structural integrity to Withstand repeated impacts Without 
permanently deforming the club face. In general, conven 
tional club heads also exhibit Wide variations in initial ball 
speed after impact, depending on the impact location on the 
face of the club. Hence, there remains a need in the art for 
a club head that has a larger “sWeet Zone” or Zone of 
substantially uniform high initial ball speed. 

[0010] Technological breakthroughs in recent years pro 
vide the average golfer With more distance, such as making 
larger head clubs While keeping the Weight constant or even 
lighter, by casting consistently thinner shell thickness and 
going to lighter materials such as titanium. Also, the faces of 
clubs have been steadily becoming extremely thin. The 
thinner face maximiZes the coe?icient of restitution (COR). 
The more a face rebounds upon impact, the more energy that 
may be imparted to the ball, thereby increasing distance. In 
order to make the faces thinner, manufacturers have moved 
to a forged or stamped metal face Which are stronger than 
cast faces. Common practice is to attach the forged or 
stamped metal face by Welding them to the body or sole. The 
thinner faces are more vulnerable to failure. The present 
invention provides a novel manner for providing the face of 
the club With the desired ?ex and rebound at impact thereby 
maximiZing COR. 

SUMMARY OF THE INVENTION 

[0011] The present invention relates to a golf club head 
adapted for attachment to a shaft. An embodiment of the 
present invention is a golf club head that includes a body 
having a perimeter region de?ning an opening and a face 
insert disposed in the opening. The face insert has a geo 
metric face center and an area of maximum coe?icient of 
restitution. At least one slot is disposed in the perimeter 
region of the body, Wherein the area of maximum coe?icient 
of restitution is disposed betWeen the geometric face center 
and the slot. The club head may be for a fairWay Wood, a 
driver or iron. 

[0012] The slot may be an elongated slot substantially 
parallel to a portion of an edge of the body. The slot may 
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have a Width of greater than 1 mm and a length of greater 
than 15 mm. The slot may comprise tWo opposing ends, the 
ends having expanded slot portions. The slot may provide a 
space in the body, such that the face insert ?exes When the 
face insert impacts a golf ball. The slot may be substantially 
?lled With at least one elastomeric material. 

[0013] The face insert de?nes a face plane and the slot 
may be disposed less than 30 mm from the face plane. The 
area of maximum coef?cient of restitution may be provided 
less than 20 mm from the geometric face center. In one 
embodiment, the coefficient of restitution may be provided 
less than about 10 mm from the geometric face center. In 
another embodiment, the area of maximum coef?cient of 
restitution is provided Within 2 mm of the geometric face 
center. 

[0014] In one embodiment, the face insert de?nes a plane 
and at least one of the slots is disposed on a sole portion of 
the perimeter region adjacent the face plane. In another 
embodiment, the face insert de?nes a plane and at least one 
of the slots is disposed on a croWn portion of the perimeter 
region adjacent the face plane. In another embodiment, the 
face insert de?nes a plane and at least one of the slots is 
disposed on a heel portion of the perimeter region adjacent 
the face plane. In yet another embodiment, the face insert 
de?nes a plane and at least one of the slots is disposed on a 
toe portion of the perimeter region adjacent the face plane. 

[0015] The slot may increase the carry distance of a ball 
hit With the club head as compared With a club head Without 
a slot. The slot may increase the speed at Which a golf ball 
rebounds from the face insert of the club head as compared 
With a club head Without a slot. In one embodiment, the 
speed at Which a golf ball rebounds from the face insert of 
the club head is increased at least 0.5 mph as compared With 
a club head Without a slot. The slot may increase the launch 
angle of a golf ball leaving the face insert after impact With 
the club head as compared With a club head Without a slot. 
In one embodiment, the launch angle of a golf ball leaving 
the face insert is increased by at least 0.5 degrees as 
compared With a club head Without a slot. The slot may 
decrease the back spin of a golf ball leaving the face insert 
after impact With the club head as compared With a club head 
Without a slot. In one embodiment, the slot decreases back 
spin by at least 100 rpm as compared With a club head 
Without a slot. 

[0016] In another embodiment, a golf club head is pro 
vided. The club head includes a body having a perimeter 
region de?ning an opening and a face insert disposed in the 
opening. The face insert has a geometric face center and an 
area of maximum coe?icient of restitution. At least one slot 
disposed in the perimeter region of the body, Wherein the 
speed at Which a golf ball rebounds from the face insert of 
the club head is increased at least 0.5 mph as compared With 
a club head Without a slot. In one embodiment, the speed at 
Which a golf ball rebounds from the face is increased at least 
1 mph as compared With a conventional club head Without 
a slot. 

[0017] In another embodiment, a golf club head is pro 
vided. The club head includes a body having a perimeter 
region de?ning an opening and a face insert disposed in the 
opening. The face insert has a geometric face center and an 
area of maximum coe?icient of restitution. At least one slot 
is disposed on the perimeter region of the body, Wherein the 
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area of maximum coef?cient of restitution is disposed Within 
a Zone on the face insert and the maximum coef?cient of 
restitution is closer to the geometric face center as compared 
With a club Without a slot. In one embodiment, the coeffi 
cient of restitution over the entire face is a least 80% of the 
maximum coef?cient of restitution Within the Zone. 

[0018] In another embodiment, a golf club head is pro 
vided. The club head includes a body having a perimeter 
region de?ning an opening and a face insert disposed in the 
opening. The face insert has a geometric face center and an 
area of maximum coef?cient of restitution. At least one slot 
is disposed on the perimeter region of the body, Wherein a 
launch angle of a golf ball leaving the face insert is increased 
by at least 0.5 degrees as compared With a club head Without 
a slot. 

[0019] In another embodiment, a golf club head is pro 
vided. The club head includes a body having a perimeter 
region de?ning an opening and a face insert disposed in the 
opening. The face insert has a geometric face center and an 
area of maximum coef?cient of restitution. At least one slot 
is disposed on the perimeter region of the body, Wherein 
back spin is decreased by at least 100 rpm as compared With 
a club head Without a slot. 

[0020] In yet another embodiment, a golf club head is 
provided. The club head includes a body having a croWn 
forming the upper surface of the body, a sole forming the 
loWer surface of the body, a club face disposed betWeen the 
croWn and sole, the club face having a face center and an 
area of maximum resilience; and a transition region adjacent 
the sole and club face. The transition region de?nes a slot, 
Wherein the area of maximum resilience is located a distance 
X from the face center. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0021] Preferred features of the present invention are 
disclosed in the accompanying draWings, Wherein similar 
reference characters denote similar elements throughout the 
several vieWs, and Wherein: 

[0022] FIG. 1 is a perspective vieW of an embodiment of 
a club head of the present invention; 

[0023] FIG. 2 is bottom plan vieW of an embodiment ofa 
club head of FIG. 1; 

[0024] FIG. 3 is a cross-sectional vieW of the club head of 
FIG. 2 taken along line 3-3 in FIG. 1; 

[0025] FIGS. 4A-C are detailed cross-sectional vieWs of 
other embodiments of the club head of FIG. 2 taken along 
line 3-3 of FIG. 1; 

[0026] FIG. 5 is a bottom perspective vieW of another 
alternative embodiment of a club head of the present inven 
tion; 
[0027] FIG. 6 is a bottom perspective vieW of another 
alternative embodiment of a club head of the present inven 
tion; 

[0028] FIG. 7 is a top perspective vieW of another alter 
native embodiment of a club head of the present invention; 

[0029] FIG. 8 is a front perspective vieW of another 
alternative embodiment of a club head of the present inven 
tion; 
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[0030] FIG. 9 is a graph of estimated carry distance versus 
vertical impact position for the inventive club and a con 
ventional club; 

[0031] FIG. 10 is a graph of impact speed versus vertical 
impact position and the club head construction for the 
inventive club and a conventional club; 

[0032] FIGS. 11-12 are graphs of launch angle versus 
vertical impact position and the club head construction for 
the inventive club and a conventional club; 

[0033] FIGS. 13-14 are graphs of back spin versus vertical 
impact position and the club head construction for the 
inventive club and a conventional club; and 

[0034] FIG. 15 is a graph of estimated carry distance 
versus heel/toW impact position and club head construction 
for the inventive club and a conventional club; 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

[0035] COR or coef?cient of restitution is a measure of 
collision ef?ciency. COR is the ratio of the velocity of 
separation to the velocity of approach. In this model, there 
fore, COR Was determined using the folloWing formula: 

(vclubepost_vballepost)/(vballepre_vclubepre) 
Where, vclub_post represents the velocity of the club after 
impact; 

[0036] vbalbpost represents the velocity of the ball after 
impact; 

[0037] vclub_1M6 represents the velocity of the club before 
impact (a value of Zero for USGA COR conditions); 
and 

[0038] vbanqpre represents the velocity of the ball before 
impact. 

[0039] COR, in general, depends on the shape and mate 
rial properties of the colliding bodies. A perfectly elastic 
impact has a COR of one (1.0), indicating that no energy is 
lost, While a perfectly inelastic or perfectly plastic impact 
has a COR of Zero (0.0), indicating that the colliding bodies 
did not separate after impact resulting in a maximum loss of 
energy. Consequently, high COR values are indicative of 
greater ball velocity and distance. 

[0040] Referring to FIG. 1, a ?rst embodiment of a golf 
club head 10 of the present invention is shoWn. Club head 
10 includes shell 12 With body 14 and a face insert 16. The 
body 14 includes a toe portion 18, a heel portion 20, a sole 
portion 22, a hosel 24, a croWn portion 26 and a skirt portion 
28. Optionally, the sole portion 22 may include a plate (not 
shoWn) that ?ts in a recess (not shoWn) in the bottom of the 
body 14. The body 14 also de?nes a face perimeter or 
perimeter region 30 adjacent the face insert 16. The body 14 
and face insert 16 create an inner cavity 32 (FIG. 3). The 
face insert 16 has an exterior surface 34 and an interior 
surface 36 (FIG. 3). The exterior surface may have optional 
grooves 38. 

[0041] A golf club shaft (not shoWn) is attached at hosel 24 
and is disposed along a shaft axis A-A. The hosel 24 may 
extend to the bottom of the club head 10 and may terminate 
at a location betWeen the sole and croWn portions 22 and 26 
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of the head 10, or the hosel 24 may terminate ?ush With the 
croWn portion 26 and extend into the cavity 32 in the head 
10. 

[0042] The inner cavity 32 of club head 10 may be empty, 
or alternatively may be ?lled With foam or other loW speci?c 
gravity material. It is recommended that the inner cavity 32 
have a volume greater than 250 cubic centimeters, and more 
preferably greater than 275 cubic centimeters. Preferably, 
the mass of the inventive club head 10 is greater than 150 
grams, but less than 220 grams; although the club head may 
have any suitable Weight. The body 14 may be formed of 
sheets Welded together or cast, preferably from a titanium 
alloy any other suitable material. 

[0043] The perimeter region 30 de?nes an opening for 
receiving the face insert 16. The face insert 16 is preferably 
connected to the perimeter region 30 of the body 14 by 
Welding. For example, a plurality of chads (not shoWn) may 
be in alignment With an inner surface of the body to provide 
a pocket for receiving the face insert 16, Which is therein 
integrally connected to the body 14 by Welding. The face 
insert 16 may be made by milling, casting, forging or 
stamping and forming. The face insert 16 may be made of 
any suitable material, including titanium, titanium alloy, 
carbon steel, stainless steel, beryllium copper, and other 
metals or composites. 

[0044] Alternatively, the body 14 and face insert 16 may 
be cast simultaneously forming a homogeneous shell and 
eliminating the need to bond or otherWise permanently 
secure a separate face insert 16 to the body 14. Alternatively, 
the sole portion 22 or croWn portion 26 may be formed 
separately and ?tted to the remainder of the shell as is knoWn 
to those of skill in the art. 

[0045] The thickness of the face insert 16 is preferably 
betWeen about 0.5 mm and about 3 mm, although the face 
insert 16 may have any suitable thickness. The insert 16 may 
be of a uniform thickness as shoWn in FIG. 3 or have a 
variable thickness. For example, the face insert 16 may have 
a thicker center section and thinner outer section. In another 
embodiment, the face insert 16 may have tWo or more 
different thicknesses and the transition betWeen thicknesses 
may be radiused or stepped. Alternatively, the face insert 16 
may increase or decrease in thickness toWards the toe, heel, 
sole or croWn portions 18, 20, 22 and 26 ofthe club head 10. 
It Will be appreciated that one or both of the exterior or 
interior surfaces 34 and 36 may have at least a portion that 
is curved, stepped or ?at to vary the thickness of the face 
insert 16. As Will also be appreciated, the face insert 16 may 
have any suitable construction. 

[0046] As shoWn in FIGS. 1-2, a slot 40 is formed in the 
perimeter region 30. As illustrated, the slot 40 is elongated 
and is formed in the sole portion 22 of the body 14 of the 
club head 10. The slot 40 provides a space or opening in the 
club head 10, such that the face insert 16 ?exes When the 
face insert 16 impacts a golf ball. This slot 40 alloWs the face 
insert 16 to ?ex differently than Would otherWise be pos 
sible, and this ?exure provides the bene?t of longer distance 
and reduction in error for miss-hit shots. The slot 40 
provides more forgiveness, such that a Zone 42 for a sWeet 
spot on the face insert 16 is increased, resulting in the ball 
being hit a consistent distance from a larger area on the face 
insert 16. 

[0047] The slot 40 may provide a localiZed bene?t of 
longer distance and reduction in error betWeen the slot 40 
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and a geometric face center GFC of the face insert 16. For 
example, by providing a slot 40 in the perimeter region 30 
adjacent the sole portion 22 of the club head, a reduction in 
error for thin shots, shots hit loW on the club face, may be 
found. Thus, shots hit loWer on the club face of the inventive 
club head Will go farther than When compared With the same 
shot off a club face of a conventional club head. Similar 
results may be found for a club head 10 With slots 40 
provided on other portions of the perimeter region 30 and 
shots hit aWay from the geometric face center GFC, betWeen 
the face center and the slot 40. 

[0048] In a preferred embodiment, the slot 40 is provided 
such that it is substantially parallel to a portion of an edge 
44 of the body 14 and is provided Within a certain distance 
D from a face plane 46 de?ned by the face insert 16. 
Preferably, the slot 40 is provided a distance D Within 30 mm 
of the face plane 46 of the face insert 16, more preferably 
Within 20 mm of the face plane 46, and most preferably 
Within 10 mm of the face plane 46. The slot 40 has ?rst and 
second opposing ends 48 and 50. Preferably, the slot is 
elongated. The slot 40 has a Width W and a length L. 
Preferably, the slot 40 has a Width W greater than 1 mm and 
a length L of greater than 15 mm. Although, it Will be 
appreciated that the slot may have any suitable Width or 
length. 
[0049] The 40 slot may be formed in the perimeter region 
30 by any suitable manner. Preferably, the slot is machined 
into the perimeter region 30 of the body 14 of the club head 
10. Alternatively, the slot 40 may be cast, forged or stamped 
into the perimeter region 30 of the body 14 While the club 
head 10 is being formed. 

[0050] The slot 40 may remain empty. HoWever, as illus 
trated in FIGS. 3-4C, in order to comply With the United 
States Golf Association (USGA) rules, the slot 40 may be at 
least partially ?lled With one or more nonstructural or 
cosmetic materials 52. Preferably, the material is an elasto 
meric material, such as silicone. As illustrated in FIG. 3, the 
slot 40 is simply an opening in the body 14 of the club head 
10. An elastomeric material may be provided Within the 
opening. The elastomeric material may be held Within the 
slot by an interference ?t, adhesive, or any other suitable 
means or combination thereof. The material may extend to 
any desired degree into the cavity 32 of the club head 10. As 
Will be appreciated, if the cavity 32 of the club head is ?lled 
With a foam or other loW speci?c gravity material, this may 
also ?ll the slot 40, such that it is not an exposed opening on 
the club head 10. 

[0051] Referring noW to FIGS. 4A-4C, the slot 40 may 
have numerous different constructions other than being a 
simple opening in the club head as shoWn in FIG. 3. 
Although, these embodiments illustrate the slot 40 formed 
adjacent the sole, it Will be appreciated that slots of any of 
these constructions may be provided at any location on the 
perimeter region 30. In one embodiment, as illustrated in 
FIG. 4A, the slot 40 may be ?lled With an elastomeric insert 
54. In order to keep the elastomeric insert 54 Within the slot 
40, the slot 40 may be provided With grooves 56 in the edges 
of the slot 40 along at least a portion of its length. The 
elastomeric insert 54 may have protrusions 58 that ?t Within 
the grooves 56, such that the insert is kept Within the slot 
through normal use of the club head. 

[0052] Alternatively, as shoWn in FIG. 4B, the slot 40 may 
be formed in the perimeter region 30 by having a portion 60 
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of the perimeter region 30 spaced from a portion 62 of the 
body 14 of the club head 10. As illustrated, the portion 60 of 
the perimeter region is bent into the cavity 32 of the club 
head 10 such that a pathWay 64 betWeen the body 14 and the 
perimeter region 30 is formed. The pathWay 64 may be 
Wholly or partially ?lled With one or more elastomeric 
materials. 

[0053] In another embodiment illustrated in FIG. 4C, the 
portion 62 of the body 14 of the club head 10 may instead 
be bent inWard into the cavity 32 of the club head forming 
a pathWay 64 With the portion 60 of the perimeter region 30 
to make the slot 40. As illustrated, the pathWay 64 may be 
partially or Wholly ?lled With one or more elastomeric 
materials. 

[0054] In another embodiment illustrated in FIG. 5, in 
order to reduce stress on the slot 40, the opposing ends 48 
and 50 of the slot 40 may have expanded slot portions 66 and 
68. The expanded slot portions at the ends of the slot reduce 
stress on the slot that may occur during normal play. This 
may reduce the chance of a fracture occurring at one or both 
ends of the slot. 

[0055] It Will be appreciated that the slot may have dif 
ferent shapes other than a simple straight slot, an elongated 
slot or a slot With expanded slot portions. The slot may have 
a C-shape. For example as illustrated in FIG. 6, the slot 40 
may have the opposing ends 48 and 50 angled from a center 
portion 70 of the slot 40. The opposing ends 48 and 50 may 
be angled at any desired angle 0 relative to the center portion 
or have any desired curvature or radius. 

[0056] In an alternative embodiment illustrated in FIG. 7, 
the slot 40 may be provided in the perimeter region 30 on the 
croWn portion 26 of the body 14 of the club head 10. 
Additionally, as illustrated in FIG. 8, slots 40 may be 
provided in one or both of the toe or heel portions 18, 20 of 
the body of the club head. By placing one or more slots 40 
in different areas of the perimeter region 30, the ?ex of the 
face insert 16 may be modi?ed compared With a conven 
tional club face. The change in ?ex may result in more 
distance and greater accuracy for miss-hit shots. For 
example, by providing the slot 40 in the perimeter region 30 
adjacent the croWn portion 26 of the club head, a reduction 
in error for shots hit high on the club face may be found. 
Thus, shots hit higher on the club face of the inventive club 
Will go farther than When compared With the same shot off 
a club face With a conventional club head. A slot provided 
adjacent the toe or heel portion 18, 20 Will achieve similar 
results for shots hit betWeen the geometric face center GFC 
and either the toe or heel. 

[0057] It Will be appreciated that one or more of the slots 
illustrated in FIGS. 1-8 may be combined With one another. 
It Will be appreciated that providing slots in each of the toe, 
heel, sole and croWn portions 18, 20, 22 and 26 of the 
perimeter region 30 may provide global improvement to the 
overall distance; hoWever, localiZed bene?ts betWeen the 
geometric face center GFC and each slot may be decreased. 
Additionally, it Will be appreciated that the slot 40 may not 
be a single slot, but may be comprised of multiple openings 
(not shoWn) that form the slot 40. 

[0058] As illustrated, the slot 40 is provided in a fairWay 
Wood; hoWever, it Will be appreciated that the slot 40 may 
be provided in a driver or iron. In particular, it may be 
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bene?cial to provide a slot 40 on a driver in the crown 
portion and/or both the crown portion and sole portion. For 
irons, a slot 40 in the sole portion might provide the same 
bene?ts as for a fairway wood, increased distance and 
forgiveness for thin shots. Preferably, an iron with a slot 
according to the invention would have a thin face. 

[0059] As will be appreciated, the face insert 16 has a 
geometric face center GFC and an area of maximum coef 
?cient of restitution or maximum resilience. Preferably, the 
area of maximum resilience is disposed between the geo 
metric face center GFC and the slot 40. In another embodi 
ment, the area of maximum coef?cient of restitution is 
disposed within the Zone 42 on the face insert 16 and the 
maximum coefficient of restitution is closer to the geometric 
face center GFC as compared with a club head without a 
slot. Preferably, the coef?cient of restitution over the entire 
face insert 16 is at least 70% and more preferably at least 
80% of the maximum coef?cient of restitution within the 
Zone 42. 

[0060] In another embodiment, the area of maximum 
coef?cient of restitution MCR is provided a distance X from 
the geometric face center GFC. Preferably, the distance X is 
less than about 20 mm, more preferably less than about 10 
mm. In another embodiment, the maximum coefficient of 
restitution is within 2 mm of the geometric face center GFC. 
It is expected that as the COR increases the ball ?ight 
distance will increase and the maximum total distance will 
increase. The COR of the area between the geometric face 
center GFC and the slot 40 may be increased. For the 
inventive club head, preferably the COR is greater than 
about 0.8, and more preferably greater than 0.81. Preferably, 
the COR for the Zone 42 is at least about 0.81, and more 
preferably, at least about 0.82. 

[0061] Now referring to FIG. 9, the graph plots carry 
distance versus vertical impact position and head construc 
tion comparing a conventional club with an inventive club 
having a slot 40 as illustrated in FIG. 1. As illustrated, an 
impact at the geometric face center GFC of the club face is 
0 on the graph, with negative numbers showing an impact 
toward the sole and positive numbers showing an impact 
toward the crown. The inventive club may result in an 
increase, for the average PGA Tour player, in his fairway 
wood distance of 7 yards (245 yard to 252 yards) for a center 
shot, and a 60% reduction in the error caused by a shot hit 
1/s" too low on the face. Thus, the club with the slot 40 would 
hit a 1/s" thin shot 250.6 yards, versus 252.6 yards for a 
center shot for a difference of 2 yards, while a conventional 
club would hit a 1/s" thin shot 240.5 yards versus 245.3 yards 
for a center shot for a difference of 4.8 yards. Thus, a club 
head according to the invention as shown in FIG. 1 is more 
forgiving of shots hit low on the club face. 

[0062] FIG. 10 illustrates a graph showing ballspeed ver 
sus height off the ground at impact for a conventional club 
without a slot, a club according to the invention as shown in 
FIG. 5 with a slot 40 having expanded slot portions 66 and 
68 in the perimeter region 30 of the sole portion 22, and a 
club according to the invention as shown in FIG. 1 with an 
elongated slot in the perimeter region of the sole portion 22. 
Generally, with shots hit lower on the club face the slots 40 
provide an increase in ballspeed. For example, at about 12 
mm from the ground the club with the slot having expanded 
slot portions provides about an additional 1.5 mph of ball 
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speed compared with a conventional club, while the club 
with the elongated slot provides about an additional 4 mph 
of ball speed compared to a conventional club. The higher 
off the ground the impact, the less the increase in ballspeed 
when compared to a conventional club. Preferably, the speed 
at which a golf ball rebounds from the face insert of the 
inventive club head is increased at least 0.5 mph as com 
pared with a club head without a slot. The speed at which a 
golf ball rebounds from the face insert of the inventive club 
head may be increased by at least 0.3 mph, preferably at 
least 0.5 mph and more preferably at least 1 mph as 
compared with a conventional club. 

[0063] Referring to FIGS. 11-12, graphs plotting launch 
angle versus impact location for a fairway wood having a 
slot 40 according to the invention and for a conventional 
club without a slot are illustrated. The conventional club is 
a Titleist 980F Fairway wood with a 130 loft, and the 
inventive club is the same club having a slot 40 provided in 
the perimeter region 30 of the sole portion 22 as illustrated 
in FIG. 1. A comparison of the graphs illustrates that the club 
according to the invention has an increase in launch angle 
for similar impact positions. Preferably, the launch angle at 
which a golf ball leaves the face insert 16 of the inventive 
club is increased by at least 0.5 degrees as compared with a 
conventional club without a slot in the club head. The launch 
angle at which a golf ball leaves the face insert 16 of the 
inventive club may be increased by at least 0.3 degrees, 
preferably at least 0.5 degrees and more preferably at least 
1 degree as compared with a conventional club. 

[0064] FIGS. 13-14, illustrate graphs plotting back spin 
versus impact location for a fairway wood having a slot 40 
according to the invention and for a conventional club 
without a slot. The conventional club is a Titleist 980F 
Fairway wood with a 130 loft, and the club according to the 
invention is the same club having a slot 40 provided in the 
perimeter region 30 of the sole portion 22 as illustrated in 
FIG. 1. A comparison of the graphs illustrates that the 
inventive club has a decrease in back spin for similar impact 
locations. Preferably, the back spin of a golf ball leaving the 
face insert 16 of the inventive club is decreased by at least 
100 rpm as compared with a conventional club without a slot 
in the club head. Thus, a golf club according to the invention 
is more forgiving of off-center hits than a conventional club 
without a slot. The back spin of a golf ball leaving the face 
insert of the inventive club may be decreased by at least 50 
rpm, preferably 100 rpm, and more preferably 150 rpm as 
compared with a conventional club. 

[0065] As illustrated in FIG. 15, a graph of estimated carry 
distance versus distance heelward of impact for a conven 
tional club having no slot and a club according to the 
invention having a slot in the heel and toe as illustrated in 
FIG. 8 is shown. As illustrated the farther from the geometric 
face center GFC of the club face the ball is hit (the geometric 
face center GFC between the heel and toe being 0 in the 
graph) the more distance a club according to the invention 
provides. For example, at —16 mm from geometric face 
center GFC the inventive club provides over an additional 
yard of distance, while at +16 mm the inventive club 
provides almost an additional yard. Thus, a club with a slot 
40 according to the invention as illustrated in FIG. 8 is more 
forgiving of hits not directly on the geometric face center 
GFC of the club head 10 between the heel and toe than a 
conventional club. 




