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(57) ABSTRACT 

A removable seat cover having storage compartments for 
attachment to a Wheelchair or motorized scooter. A substan 
tially “T-shaped” seat portion has pockets disposed both 
laterally and forwardly thereon. When the seat portion is 
placed upon the seat of the scooter and attached thereto by 
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_ means of straps, the lateral pockets hang doWnWardly from 
(21) Appl' NO" 11/308,522 the seat on both sides thereof, and forward pocket (s) depend 
(22) Filed: API._ 1, 2006 doWnWardly from the front of the seat behind the user’s legs. 

All pockets comprising the seat portion are accessible to the 
Related U_s_ Application Data user. A back portion ?ts over the scooter’s backrest and 

provides additional storage in pockets contained therein. 
(60) Provisional application No, 60/720,285, ?led on Sep Both the seat portion and the back portion are removable for 

26, 2005. cleaning. 
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SEAT COVER WITH STORAGE FOR A 
MOTORIZED WHEELCHAIR OR SCOOTER 

[0001] The present invention relates to a seat cover and a 
back cover for a motorized scooter and the like, the seat and 
back covers having storage pockets disposed thereon. 

BACKGROUND AND PRIOR ART 

[0002] Handicapped people con?ned to a motorized 
Wheelchair or scooter employ such ambulating devices for 
performing daily activities such as shopping. Storage space 
for personal articles and purchased articles is minimal or 
nonexistent. Many handicapped people hand a back pack 
from the chair or scooter to provide means for storing such 
articles. There is a need for a slip cover that can be releasably 
attached to a motorized Wheelchair or scooter that provides 
organized storage space. 

[0003] US. Pat. No. 5,121,938 to Gross, et al. discloses a 
Wheelchair slip cover that includes an elongated member 
having an anterior portion that is received over the front 
surface of the seat back, and a posterior portion received 
over the rear surface of the seat back. The anterior and 
posterior portions merge at an intermediate portion Which is 
received over the upper side of the seat back. A ?rst 
connecting member extends from the elongated member and 
is Wrappingly received about the ?rst post of the seat back. 
A second connecting member also extends from the elon 
gated member, and is Wrappingly received about the second 
post of the seat back. The slip cover, While releasably 
attachable to a Wheelchair, does not provide storage means 
for the user. 

[0004] MaxWell, in US. Pat. No. 5,207,477, discloses a 
storage compartment for a Wheelchair that includes a loWer 
tray for holding at least one item, the loWer tray or a holding 
member for the loWer tray, being bolted permanently to one 
arm of the Wheelchair and the loWer tray having an upper 
opening. A cover member is pivotally secured on the loWer 
tray for covering the upper opening of the loWer tray When 
the cover member is in a closed position, the cover member 
having an upper surface Which provides an arm rest for a 
user of the Wheelchair. Detachable storage compartments, 
and compartments for use With clothing guards, are also 
disclosed. The device is adaptable to all knoWn Wheelchairs, 
and can be used to replace existing arm rests. The device, 
Which is permanently mounted on the Wheelchair, disposes 
storage compartments at points that are inconvenient or 
inappropriate for the user When performing an activity such 
as shopping. There remains a need for a releasably attach 
able cover for attachment to a motorized Wheelchair or 

scooter that includes a plurality of pockets disposed for easy 
access by the user. 

SUMMARY 

[0005] A combination cover and pocket system for an 
ambulatory device such as a Wheelchair or scooter is dis 
closed. The ambulatory device has a seat portion and a 
backrest portion. The seat portion has a horizontal top 
surface and four vertical side surfaces; the backrest portion 
has a vertical front surface and a vertical back surface. 

[0006] The cover for the ambulatory device also has a seat 
portion and a backrest portion. The seat portion ?ts snugly 
over the seat portion of the ambulatory device; the backrest 
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portion ?ts snugly over the backrest portion of the ambula 
tory device. The cover further comprises storage pockets 
intergrally disposed thereWithin. 

[0007] The features of the invention believed to be novel 
are set forth With particularity in the appended claims. 
HoWever the invention itself, both as to organization and 
method of operation, together With further objects and 
advantages thereof may be best understood by reference to 
the folloWing description taken in conjunction With the 
accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0008] FIG. 1 is a someWhat front perspective vieW of a 
motorized scooter (in phantom) having a seat and back rest 
assembly a?ixed thereto. 

[0009] FIG. 2 is a side perspective vieW of a motorized 
scooter (again, in phantom) having a seat cover in accor 
dance With the present invention releasably attached to the 
seat and back rest of the scooter. 

[0010] FIG. 3 is a rear elevational vieW of the motorized 
scooter in accordance With FIGS. 1 and 2 of the present 
invention shoWing the back portion of the seat cover releas 
ably attached to the back rest of the scooter. 

[0011] FIG. 4(a) is a top plan vieW of the seat portion of 
the seat cover of the present invention. 

[0012] FIG. 4(b) is a front plan vieW of the back portion 
of the seat cover. 

[0013] FIG. 4(c) is a rear plan vieW of the back portion of 
the seat cover shoWn in FIG. 4(b). 

DESCRIPTION OF NUMERALS USED IN THE 
DRAWINGS 

[0014] 10iscooter or Wheelchair 

[0015] 11iseat of scooter or Wheelchair 

[0016] 12iback rest of scooter or Wheelchair 

[0017] 21ipocket 

[0018] 22ipocket 

[0019] 23izipper 

[0020] 40iseat cover 

[0021] 41iseat portion of cover 

[0022] 42iback portion of cover 

[0023] 434central section of seat portion 

[0024] 44ileft lateral ?ange of seat portion 

[0025] 45iright lateral ?ange of seat portion 

[0026] 46iforWard ?ange of seat portion 

[0027] 47istrap 

[0028] 48istrap 

[0029] 49ifastenings means 

[0030] 50ipocket for receiving back rest 
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DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0031] With reference ?rst to FIGS. 4(a)-(c), the seat 
cover of the present invention is indicated at numeral 40. 
The seat cover 40 comprises a seat portion 41 (FIG. 4(a)) 
and a back portion 42 (FIGS. 4(b)-4(c)). If preferred, the seat 
portion can be ?xably attached to the back portion either by 
temporary means such as velcro, or by permanent means 
such as stitching. The seat portion 41 includes a central 
portion 43 having a left lateral ?ange 44 and a right lateral 
?ange 45 attached thereto and integral thereWith. The seat 
portion 41 further includes a forWard ?ange 46 a?ixed 
thereto. The seat portion 41 is generally “T- shaped”, With the 
forWard ?ange 46 forming the “base” of the T. A pair of 
straps 47 and 48 attached to the seat portion 41 have 
fastening means 49 thereon, such as hook and loop fasteners, 
that are operable for releasably attaching the seat portion 41 
to the seat 11 of the motorized scooter 10 (FIG. 1). 

[0032] With continued reference to FIGS. 4(b) and 4(0), 
the back portion 42 of the seat cover 40 is shoWn in front 
plan vieW in FIG. 4(b). The back portion 42 has a pocket 50 
therein operable for receiving the back rest 12 (FIG. 1) of the 
scooter 10 thereWithin to support the back portion thereon. 
The rear side of the back portion 42 is shoWn in FIG. 4(0). 
The rear side of the back portion 42 has at least one, and 
more preferably tWo, pockets 21 and 22 disposed thereon. A 
closure such as a zipper 23 can be employed to secure 
articles Within pocket 21. 

[0033] Turning noW to FIGS. 1-3, Wherein a seat cover 40 
in accordance With the present invention is disposed upon a 
motorized scooter 10, various portions of the seat cover 40 
are visible, depending upon the vieW. The scooter 10 
includes a seat 11 and a backrest 12. In FIG. 1, Which 
illustrates the scooter 10 in front perspective vieW, the back 
portion 42 is shoWn disposed upon the back rest 12 of the 
scooter. In FIG. 2, Which illustrates the scooter 10 in rear 
vieW, a rear vieW of the back portion 42 is shoWn disposed 
upon the back rest 12 of the scooter. The back portion 42 
includes tWo pockets 21 and 22. The pocket 21 includes a 
zipper 23 to provide secure closure thereof. FIG. 3 illustrates 
the scooter 10 in side vieW, With the back portion 42 
disposed upon the back rest 12 of the scooter, and the seat 
portion 41 disposed upon the seat 11 of the scooter 10. 

[0034] While particular embodiments of the present 
invention have been illustrated and described, it Would be 
obvious to those skilled in the art that various other changes 
and modi?cations can be made Without departing from the 
spirit and scope of the invention. The seat cover 40 can be 
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made from a fabric or a sheet of plastic. The pockets can be 
formed by seWing, gluing or Welding the pockets thereinto. 
It is therefore intended to cover in the appended claims all 
such changes and modi?cations that are Within the scope of 
this invention. 

What is claimed is: 
1. A combination cover and pocket system for an ambu 

latory device such as a Wheelchair or scooter, said ambula 
tory device having a seat portion and a backrest portion, said 
seat portion of said ambulatory device having a horizontal 
top surface and four vertical side surfaces, said backrest 
portion of said ambulatory device having a vertical front 
surface and a vertical back surface, said combination cover 
and pocket system comprising: 

A cover for said ambulatory device, said cover having a 
seat portion and a backrest portion, Wherein said seat 
portion of said cover ?ts snugly over said seat portion 
of said ambulatory device, Wherein said backrest por 
tion of said cover ?ts snugly over said backrest portion 
of said ambulatory device, and Wherein said cover 
further comprises storage pockets intergrally disposed 
thereWithin. 

2. A combination cover and pocket system for an ambu 
latory device as in claim 1 Wherein said seat portion of said 
cover comprises a horizontal top surface and one or more 
vertical side surfaces, and Wherein at least one of said one 
or more vertical side surfaces of said seat portion of said 
cover comprises one or more storage pockets intergrally 
disposed thereWithin. 

3. A combination cover and pocket system for an ambu 
latory device as in claim 1 Wherein said backrest portion of 
said cover comprises a vertical front surface and a vertical 
back surface, and Wherein said back surface of said backrest 
portion of said cover comprises one or more storage pockets 
intergrally disposed thereWithin. 

4. A combination cover and pocket system for an ambu 
latory device as in claim 1 Wherein said seat portion of said 
cover is ?xably connected to said backrest portion of said 
cover. 

5. A combination cover and pocket system for an ambu 
latory device as in claim 1 Wherein said seat portion of said 
cover is not connected to said backrest portion of said cover. 

6. A combination cover and pocket system for an ambu 
latory device as in claim 1 Wherein said cover further 
comprises connection means capable of securing said cover 
to said ambulatory device. 

* * * * * 


