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(57) ABSTRACT 

A method and apparatus for intelligent scrolling. In a com 
puter system that has a user interface Which alloWs for the 
movement of items from a ?rst open WindoW to a second 
open WindoW or to a second region, such as a desktop, the 
present invention alloWs a user to select one or more items 

in the ?rst WindoW, move the selected item(s) to Within a 
predetermined distance from an edge of the ?rst WindoW for 
a predetermined period of time and cause the viewable 
portion of the data and/ or document Within the ?rst WindoW 
to scroll in a corresponding direction. 
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INTELLIGENT SCROLLING 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to the ?eld of user 
interfaces for computer systems. In particular, this invention 
relates to an improved user interface for scrolling a visible 
portion of a document Within a WindoW in a computer 
system. 

[0003] 2. Description of the Related Art 

[0004] A portion of the disclosure of this patent document 
contains material Which is subject to copyright protection. 
The copyright oWner has no objection to the facsimile 
reproduction by any one of the patent disclosure, as it 
appears in the Patent and Trademark O?ice patent ?les or 
records, but otherWise reserves all copyright rights Whatso 
ever. 

[0005] A user interface is the means by Which a user 
interacts With a computer system. Known user interfaces 
utiliZe WindoWs and icons in conjunction With a cursor 
control device. The cursor control device, commonly a 
mouse or trackball device is used to position a cursor on a 

display. The mouse or trackball typically includes a sWitch 
having at least tWo positions for generating signals to the 
computer to indicate a selection or other action by a user. 
The combination of the WindoWs, ICONs, and a cursor 
control device alloWs a user to operate in a visual “point and 
click” fashion rather then through the typing of terse com 
puter commands. “Point and click” operation refers to 
positioning a cursor on a display so it is over a desired icon, 
setting a sWitch (usually a button) on the cursor control 
device into a second position (usually by depressing the 
button) and immediately resetting the sWitch in a ?rst 
position (usually by releasing the button). The ‘click’ gen 
erally refers to tactile and audible feedback to the user on 
depressing and releasing the button. An example of such a 
user interface is the FinderTM interface of the Macintosh® 
family of Computers available from Apple® Computer Inc. 
of Cupertino, Calif. The Finder interface as implemented 
alloWs a user to locate, manage and organiZe data ?les and 
applications on the Macintosh Computer System. Portions 
of this point and click interface, as Well as a mouse, have 
been described in US. Pat. No. 4,464,652. 

[0006] The Macintosh system organiZes ?les in a hierar 
chical fashion. Hierarchical ?les systems are Well knoWn in 
the art and have been utiliZed on numerous computer 
systems, eg the UNIX® (a registered trademark of AT&T) 
operating system. A directory in a hierarchical ?le system is 
comprised of items. These items include data ?les, execut 
able code ?les, and other directories (e.g. sub-directories) 
that are directly accessible. The Macintosh system uses the 
term folder to denote a directory or sub-directory. 

[0007] As utiliZed by the Finder interface, a WindoW 
displays the contents of a folder or a storage medium (eg 
a diskette). Known computer systems, including the Macin 
tosh Computer, alloW for the concurrent display of multiple 
WindoWs. A desirable feature of the Finder interface is the 
ability to select an item or set of items in one WindoW and 
move them to another WindoW. This feature is described 
With reference to FIG. 111 “@1986 Apple Computer, incor 
porated” (17 U.S.C. 401). FIG. 1a illustrates a ?rst WindoW 
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1 and a second WindoW 2, both open on display 3. To utiliZe 
this feature, the user moves the cursor (eg by moving the 
mouse) to position it over the item to be selected and then 
places the sWitch associated With the mouse in a predeter 
mined position (usually in the doWn position); this indicates 
to the computer system that the item has been selected 
(typically for some further action to be speci?ed by the 
user). In FIG. 1a, the item 4 has been selected. To move the 
selected item, the user keeps the sWitch in the predetermined 
position and the cursor over the item and then moves the 
cursor to another WindoW(e.g. WindoW 2 in FIG. 1a). With 
the Finder interface, an outline of the selected item Will 
move With the cursor to the second WindoW 2. This is often 
called “dragging” the item. At this point, the user may 
release the sWitch associated With the mouse into an up 
position and the item 4 Will appear in the second WindoW 2. 
With the Finder interface, this has the effect of moving the 
selected item(s) from one folder (directory or sub-directory) 
to another folder (directory or sub-directory) or copying the 
item(s) from one storage medium, to another storage 
medium, eg a diskette to a ?xed hard disk. If the movement 
of the item is characterized as a movement from one folder 
to a second folder, the item 4 Would disappear from WindoW 
1, otherWise item 4 Would remain in WindoW 1 as Well as be 
displayed in WindoW 2. Additionally, the Finder interface 
alloWs items to be removed from a WindoW and placed on 
the Finder desktop and further alloWs selected items to be 
copied to ICONs located on the Finder desktop, the ICONs 
representing folders or a storage medium. These capabilities 
are Well knoWn to users of the Macintosh Computer System 
and have been described in numerous references. 

[0008] A WindoW (also called a visible display area) 
utliZed by the Finder interface is illustrated in FIG. 1b 
“@1986 Apple Computer, Incorporated” (17 U.S.C. 401). A 
data display area 101 contains names and ICONs of items 
Within that particular folder or storage medium, 102. The 
ICON represents the type of item, ie a folder, data ?le or 
executable code ?le. The WindoW is further comprised of 
WindoW control means, including a Zoombox 103, a title bar 
104, a closebox 105, a title 106, a horizontal scroll box 107, 
a horiZontal scroll bar 121, a left scroll arroW 108, a right 
scroll arroW 109, a siZe box 110, a vertical scroll box 112, 
a vertical scroll bar 122, an up scroll arroW 111, and a doWn 
scroll arroW 113. Use of the WindoW control means identi 
?ed in FIG. 1 Will be familiar to users of the Apple 
Macintosh computer. 

[0009] When the data and/or document Which is being 
displayed Within the WindoW is larger than the data display 
area 101 or the WindoW, some of the data is “hidden”. This 
“hidden” data can be brought into the data display area 101 
through scrolling. Scrolling refers to moving the data/docu 
ment in a user de?ned direction in order to bring “hidden” 
portions Within the data display area 101. KnoWn WindoW 
interfaces provide different methods for scrolling. One 
method is to provide predetermined scroll areas Where 
scrolling can be invoked; e.g. scroll bars, scroll arroWs or 
scroll boxes. Using this method, the user positions the cursor 
in the scroll area and a sWitch associated With the cursor 
control device is placed in a predetermined position or 
clicked. Scrolling Will occur in a direction and manner 
associated With the particular scroll area. A second method 
is to initiate scrolling Whenever the computer system detects 
that a cursor is on or near the edge of the WindoW and a 
sWitch associated With the cursor control device is in a 
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predetermined position. Scrolling Will then occur in a cor 
responding direction of the WindoW edge detected. A third 
knoWn method, primarily used in application software, 
alloWs a user to select an icon from a function palette, to 
enable the cursor to control movement of the data Within the 
WindoW in a corresponding fashion. This action is analogous 
to moving a ?at piece of paper around on a desk With one’s 
hand. 

[0010] The Finder interface, as shoWn in FIG. 1b, provides 
three alternative means for scrolling. It should ?rst be noted 
that the position of scroll boxes 112 and 107 Within scroll 
bars 122 and 121 respectively, represent a relative position 
of the data being displayed, Within the document. In a ?rst 
direct means to move the data display area 101 vertically, the 
cursor is moved into the vertical scroll box 112 and the 
sWitch associated With the cursor control device is placed 
and kept in a predetermined position While the cursor control 
device is manipulated to cause the cursor to be moved 
vertically, Which also causes the vertical scroll box 112 to be 
moved vertically Within the vertical scroll bar 122, in a 
corresponding fashion. As long as the sWitch is kept in the 
predetermined position, the vertical position of the scroll 
box 112 is determined by the vertical displacement of the 
cursor. When the sWitch is taken out of the predetermined 
position, the vertical scroll box 112 is deposited at its current 
location and the data Within the visible area 101 of the 
WindoW shoWn in FIG. 111 Will have scrolled according to 
the ?nal position of the vertical scroll box 112 relative to the 
original position of the vertical scroll box 112. In this 
manner, some or all of the hidden data and/or document 
Within the WindoW Will be scrolled into the data display area 
101. 

[0011] A second method for vertical scrolling is by posi 
tioning the cursor at a desired location Within the scroll area 
122 and clicking on the sWitch associated With the cursor 
control device. It should be noted that the vertical scroll area 
122 may be either atop and/or beloW the vertical scroll box 
112. By positioning the cursor either above or beloW the 
vertical scroll box 112 and clicking the sWitch on the cursor 
control device, the “next WindoWful” of data Will be dis 
played. If the cursor is positioned above the vertical scroll 
box 112, the “next WindoWful” Will be above the data that is 
currently being displayed. If the cursor is positioned beloW 
the vertical scroll box 112, the “next WindoWful” Will be 
beloW the data that is currently being displayed. “Next 
WindoWful” refers to data adjacent to that Which is currently 
being displayed, up to the amount alloWable by the data 
display area 101. 

[0012] A third means for vertical scrolling may be accom 
plished by manipulating the cursor control device to position 
the cursor over the directional arroWs 111 or 113 and then 

placing the sWitch in a predetermined position; the data 
and/or document Within the WindoW Will scroll in the 
appropriate direction (until the data and/ or document has 
been scrolled completely to the particular vertical end) While 
the cursor is kept over the appropriate arroW 108 or 109 and 
the sWitch is kept in the predetermined position. This is often 
called scrolling by line. 

[0013] An example of the result of vertical scrolling is 
illustrated by comparing FIG. 1b With FIG. 10 “@1986 
Apple Computer, Incorporated” (l7 U.S.C. 401). To reveal 
more items Which are hidden in the vieW shoWn in FIG. 1b, 
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either the vertical scroll box 112 is moved doWnWard or the 
cursor is placed over the doWn scroll arroW 113 and the 
sWitch is placed in the predetermined position. The results of 
such scrolling is illustrated in FIG. 1b. Referring to FIG. 1b, 
items 114, 115, and 116 represent the three topmost items 
listed. After a vertical scroll, the display is as illustrated in 
FIG. 10. The items 114, 115, and 116 have been scrolled off 
of the screen. Item 117, Which Was the fourth listed item in 
FIG. 1b, is noW the ?rst item in FIG. 10. Additionally, more 
items, i.e. items 118, 119, and 120 are noW visible in the 
display. Further, the vertical scroll box 112 has been verti 
cally displaced to re?ect a vertical scrolling and a relative 
position of the items displayed. 

[0014] Horizontal scrolling is accomplished in a similar 
fashion With the horizontal scroll box 107, the horizontal 
scroll area 121 or the horizontal scroll arroWs 108 and 109. 
In the Finder interface, horizontal scrolling is disabled When 
the items are being vieWed “by Name”. VieWing by name 
refers to a disk display of the items With certain character 
istic information included (e.g. size, kind, and last modi 
?ed). Alternatively, the items may be vieWed as ICONs. 
When vieWed as ICONs, horizontal scrolling is enabled. 

[0015] As noted above, it is a desirable feature of the 
Finder interface to be able to select and move or copy items 
to and from open, WindoWs. For knoWn WindoW interfaces, 
this feature is mutually exclusive With the scrolling method 
Where the cursor is detected in a predetermined area (e. g. the 
scroll bars or the scroll arroWs) and the sWitch associated 
With the cursor control device is in a predetermined position. 
The reason for this is to avoid undesired results. For 
example, unintended scrolling may occur if selected items 
are being “dragged” from one WindoW to another. This 
occurs because the sWitch associated With the cursor control 
device Will be in the position to invoke scrolling and in order 
to position the cursor to another WindoW, a WindoW edge and 
a scroll area Will usually be entered and detection in the 
scroll area Will cause scrolling to occur. 

[0016] In the instance Where selected item(s) are being 
moved to a folder that is “hidden” in the WindoW, prior 
methods of accomplishing this task are cumbersome and 
unproductive. Such methods include selecting the items, 
“dragging” and depositing. the item(s) on the Finder desk 
top, scrolling to the desired folder, reselecting the item(s) 
from the Finder desktop and “dragging” the items for 
deposit into the desired folder. A second method Would be to 
open the desired folder as a second WindoW, scrolling and 
selecting the desired item(s), “dragging” the selected item(s) 
across the WindoWs depositing the item(s) in the second 
WindoW, and closing the WindoW representing the desired 
folder. In each of these methods the desired items are 
selected and dragged, but require additional operations to 
accomplish the task. Moreover, each of these methods is 
premised on the feature that an item may be “dragged” and 
deposited outside of the WindoW in Which it Was selected. 
Thus, it is desirable to provide for scrolling in a WindoW 
When item(s) have been selected and are being “dragged” to 
a folder Within the same WindoW. 

[0017] It is an object of the invention to provide an 
improved method and apparatus for scrolling; Where it is 
possible to select an item(s) Within a WindoW, drag the 
item(s) and invoke scrolling of data Within the WindoW When 
the cursor is detected in a predetermined area of the WindoW 
for a predetermined period of time. 
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SUMMARY OF THE INVENTION 

[0018] A method and apparatus for a computer controlled 
display system Which provides for context sensitive scroll 
ing is disclosed. In a computer system that has a user 
interface Which alloWs for the movement of items from a 
?rst open WindoW to a second open WindoW or to a second 
region, such as a desktop, the present invention alloWs a user 
to select one or more items in the ?rst WindoW, move the 
selected item(s) to Within a predetermined distance from an 
edge of the ?rst WindoW for a predetermined period of time 
and cause the vieWable portion of the data and/ or document 
Within the ?rst WindoW to scroll in a corresponding direc 
tion. 

[0019] The present invention detects that one or more 
items in a region, such as a WindoW have been selected, and 
that a sWitch associated With a cursor control device is in a 

second (usually doWn) position. Upon movement of the 
cursor, the selected item(s) are “dragged” or moved to 
another portion of the WindoW or potentially to a second 
open WindoW. The present invention then detects if a cursor 
on the display has been in a predetermined scroll area for a 
predetermined period of time When items are being 
“dragged”. If the predetermined area that is detected is near 
the top edge of the WindoW, the vieWable portion Will scroll 
doWn (i.e. the data and/ or document Within the WindoW Will 
scroll doWn so that the hidden data above the previously 
visible data Will become vieWable). If the predetermined 
area detected is near the bottom edge of the WindoW, the 
vieWable portion Will scroll up ( i.e. the data and/or docu 
ment Within the WindoW Will scroll up so that the hidden data 
beloW the previously visible data Will become visible). 
Similarly, if the predetermined area that is detected is near 
the left edge of the WindoW the vieWable portion Will scroll 
to the right (i.e. the data and/ or document Within the WindoW 
Will scroll to the right so that the hidden data to the left of 
the previously visible data Will become visible), and if the 
predetermined area that is detected is near the right edge of 
the WindoW, the vieWable portion Will scroll to the left (i.e. 
the data and/or document Within the WindoW Will scroll to 
the left so that the hidden data to the right of the previously 
visible data Will become visible). 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0020] FIG. 1a illustrates a screen display, displaying tWo 
WindoWs. 

[0021] FIG. 1b illustrates a prior art screen display as 
utiliZed by the Finder Interface. 

[0022] FIG. 10 illustrates a prior art screen display as 
illustrated in FIG. 1 after scrolling has been invoked. 

[0023] FIG. 2 illustrates a computer system as may be 
utiliZed by the present invention. 

[0024] FIG. 3 illustrates a document’s vieWable display 
area and corresponding WindoW (visible display area) as 
may be utiliZed by the present invention. 

[0025] FIG. 4 illustrates in detail a visible display area as 
may be utiliZed by the present invention. 

[0026] FIG. 5a illustrates a rectangular box outlining a 
cursor as may be utiliZed by the present invention. 

[0027] FIG. 5b illustrates the before scrolling contents of 
the rectangular box as may be utiliZed by the present 
invention. 

May 17, 2007 

[0028] FIG. 50 illustrates the after scrolling contents of the 
rectangular box as may be utiliZed by the present invention. 

[0029] FIG. 6 is a ?owchart outlining the steps a user 
Would undertake to perform a speci?c task in utiliZing the 
present invention. 

[0030] FIGS. 7a-7e are ?oWcharts outlining the process 
and steps a computer system Would undertake in utiliZing 
the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

[0031] A method for display of information in a computer 
system is described. In the folloWing description, numerous 
speci?c details are set forth such as pixel Widths and Wait 
times, in order to provide a thorough understanding of the 
present invention. It Will be obvious, hoWever, to one skilled 
in the art that the present invention may be practiced Without 
these speci?c details. In other instances, Well-knoWn control 
structures and coding techniques have not been shoWn in 
detail in order not to unnecessarily obscure the present 
invention. 

OvervieW of the Computer System of the Preferred 
Embodiment 

[0032] The computer system of the preferred embodiment 
is described With reference to FIG. 2. The present invention 
may be implemented on a general purpose microcomputer, 
such as one of the members of the Apple® Macintosh® 
family, one of the members of the IBM Personal Computer 
family, or one of several Work-station or graphics computer 
devices Which are presently commercially available. Of 
course, the present invention may also be implemented on a 
multi-user system While encountering all of the cost, speed 
and function advantages and disadvantages available With 
these machines. It is advantageous in the selection of any 
computer for implementation of the present invention that 
the computer is capable of supporting relatively high reso 
lution graphics devices. 

[0033] In any event, a computer system as may be utiliZed 
by the preferred embodiment generally comprises a bus or 
other communication means 201 for communicating infor 
mation, a processing means 202 coupled With said bus 201 
for processing information, a random access memory 
(RAM) or other storage device 204 (commonly referred to 
as a main memory) coupled With said bus 201 for storing 
information and instructions for said processor 202, a read 
only memory (ROM) or other static storage device 206 
coupled With said bus 201 for storing static information and 
instructions for said processor 202, a data storage device 
207, such as a magnetic disk and disk drive, coupled With 
said bus 201 for storing information and instructions, a 
display device 222, such as a cathode ray tube, liquid crystal 
display, etc, coupled to said bus 201 for displaying infor 
mation to the computer user, an alphanumeric input device 
225 including alphanumeric and other keys coupled to said 
bus 201 for communicating information and command 
selections to said processor 202, and a cursor control device 
227, such as a mouse, track-ball, cursor control keys, etc, 
coupled to said bus 201 for communicating information and 
command selections to said processor 202 and for control 
ling cursor movement. It should be noted that the cursor 
control device of the preferred embodiment Will be coupled 
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With at least one switch capable of being detected in at least 
tWo positions. Finally, it is useful if the system includes a 
hardcopy device 229, such as a printer, for providing per 
manent copies of information. The hardcopy device 229 is 
coupled With the processor 202, main memory 204, static 
memory 206 and mass storage device 207 through bus 201. 

[0034] The preferred embodiment of the present invention 
is implemented in the Finder Interface on a Macintosh 
computer available from Apple Computer, Inc. of Cupertino, 
Calif. 

Description of a WindoW in the Preferred 
Embodiment 

[0035] WindoWing systems provide the capability of dis 
playing data in user-de?nable regions, Which are usually 
rectangular portions of a display screen. Controls are typi 
cally provided to re-siZe and move WindoWs Within the 
con?nes of the physical display boundaries. Additional 
controls provide for scrolling data and/or a document 
through a data display area associated With the WindoW. It is 
a feature of WindoW systems to provide for multiple vieW 
able WindoWs Within the con?nes of the physical display 
boundaries. The WindoW system of the preferred embodi 
ment further provides a feature Whereby selected items from 
a ?rst WindoW may be moved to a second WindoW. 

[0036] A WindoW as may be utiliZed by the preferred 
embodiment is illustrated in FIG. 3“©1986 Apple Computer, 
Incorporated” (l7 U.S.C. 401). A vieWable display area 301 
is represented by the rectangular area Within the dashed lines 
302. The vieWable display area 301 represents, in concept, 
the area on Which data is contained for a particular WindoW 
or the entirety of a document. A WindoW or visible display 
area 303 is also illustrated. The terms WindoW and visible 
display area are used interchangeably to describe What a user 
Would see of the data or document and WindoW control 
means, on a display screen. The visible display area 303 is 
comprised of a data display area 304 and a plurality of 
WindoW control areas (described in more detail beloW). The 
data display area 304 contains the currently visible data. In 
the preferred embodiment, visible data consists of the con 
tents of a folder or the contents of a storage medium but 
alternatively may be a graphics document or other type of 
document. The contents in the preferred embodiment are 
singularly called items and include data ?les, executable 
code ?les, and other folders. It should be noted that if visible 
data does not exist, the corresponding folder or storage 
medium is empty. 

[0037] The WindoW control areas provide a means by 
Which a WindoW can be closed, re-siZed or means by Which 
the vieWable display area 301 can be moved through the data 
display area 304 (i.e. scrolling). It is obvious that, in many 
instances, the vieWable display area 301 can be Wholly 
contained Within the data display area 304. This often occurs 
When the vieWable display area 301 is small or if the visible 
display area 303 is large enough to cover all vieWable data 
and/ or the entire document. 

[0038] Referring noW to FIG. 4“©1986 Apple Computer, 
Incorporated” (17 U.S.C. 401), a visible display area 303 is 
shoWn in more detail. As described above, the visible 
display area 303 is comprised of a data display area 304 and 
a plurality of WindoW control areas. In the preferred embodi 
ment, these areas include a horiZontal scroll bar area 402, a 
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horiZontal scroll box 414, a left scroll arroW 412, a right 
scroll arroW 413, a vertical scroll bar area 401, vertical scroll 
box 415, an up scroll arroW 410, a doWn scroll arroW 411, 
a WindoW drag area 403 (to move the entire WindoW), a 
WindoW Zoom area 404, a WindoW resiZe area 405, a close 
WindoW area 406, and a header area 408. Also illustrated in 
FIG. 4 but not visible to the user in the preferred embodi 
ment is a line 407. The line 407 represents a distance “d”, 
measured in pixels, from the left edge of the WindoW, Which 
Would invoke the scrolling of the preferred embodiment 
When the computer system detects a particular sequence of 
events is occurring. It should be noted that the screen display 
of the present invention is substantially similar to that in 
FIG. 1b. 

[0039] Orienting from the vieWer’s perspective, in the 
preferred embodiment, the distance “d” extends 20 pixels 
from the left edge of the WindoW or visible display area 303. 
Use of an alternative distance “d” Would not depart from the 
spirit and scope of the present invention. Additionally, in the 
preferred embodiment, the distance “d” remains constant, 
independent of the siZe of the visible display area 303. It 
Would be obvious to one skilled in the art to vary the siZe of 
the distance “d” to be associated With the siZe of the visible 
display area 303. In any event, the distance “d” extends from 
the left edge of the visible display area 303 creating scroll 
area 409. 

[0040] In the preferred embodiment left to right scrolling 
is invoked in scroll area 409 When item(s) are selected and 
being dragged. Selection of items and dragging of selected 
items are discussed in greater detail beloW. Left to right 
scrolling refers to a change in the vieWed data Where data 
located toWards the right of the visible display area is 
removed from the visible display area, data located toWards 
the left is moved to the right, and neW data is displayed from 
the left side of the display area. The scroll area 409 has no 
visible display boundaries and is de?ned Within the the data 
display area 304. It Would be obvious to one skilled in the 
art to de?ne scroll area 409 so that it is not part of the data 
display area 304 but as a prede?ned scroll area. 

[0041] On the bottom edge of the WindoW 303, horiZontal 
scrolling means are de?ned, i.e. horiZontal scroll bar area 
402, horiZontal scroll box 414, left scroll arroW 412 and right 
scroll arroW 413. Further de?ned is the WindoW re-siZe area 
405. In the preferred embodiment, bottom to top(vertical) 
scrolling can be invoked When the cursor is in one of the 
areas 402, 405, 412, 413 or 414, When item(s) are selected 
and are being dragged. Bottom to top scrolling refers to a 
change in the vieWed data Where data located toWards the 
top of the visible display area is removed from the visible 
display area, data located toWards the bottom is moved up, 
and neW data is displayed from the bottom of the display 
area. This differs from the prior art in that the aforemen 
tioned areas 402, 412, 413 and 414 not only provides for 
horiZontal scrolling When an item is selected and not being 
dragged but also provides for vertical scrolling When an item 
is selected and is being dragged. 

[0042] On the right edge of the WindoW 303, the vertical 
scroll bar area 401, vertical scroll box 415, up scroll arroW 
410, doWn scroll arroW 411 are de?ned. In the preferred 
embodiment, right to left (horizontal) scrolling can be 
invoked When the cursor is positioned in one of the areas 
401, 410, 411 or 415 When item(s) are selected and are being 
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dragged. Right to left scrolling refers to a change in the 
vieWed data Where data located towards the left of the visible 
display area is removed from the visible display area, data 
located toWards the right is moved to the left, and neW data 
is displayed from the right side of the display area. This 
differs from the prior art in that the aforementioned areas 
401, 410, 411 and 415 not only provide for vertical scrolling 
When an item is selected and not being dragged but also 
provides for horizontal scrolling When an item is selected 
and is being dragged. 

[0043] The header area 408 is de?ned adjacent to and 
beloW the drag area 403. The header area 408 provides 
information concerning the data being displayed. In the 
preferred embodiment top to bottom scrolling is invoked in 
header area 408 When item(s) are selected and being 
dragged. Top to bottom scrolling refers to a change in the 
vieWed data Where data located toWards the bottom of the 
visible display area is removed from the visible display area, 
data located toWards the top is moved doWn, and neW data 
is displayed from the top of the display area. 

[0044] It Would be obvious to one skilled in the art to 
create the scroll areas of the preferred embodiment so that 
they did not exactly match those as described above for areas 
401, 402, 405, 408,410,411, 412, 413, 414 and 415 Further, 
the scrolling of the preferred embodiment is on a line by line 
basis for vertical scrolling, and on a column by column basis 
for horiZontal scrolling. It Would be obvious to one skilled 
in the art to scroll by other means, eg by the WindoWful. 
Such deviations Would not depart from the spirit and scope 
of the present invention. 

[0045] It should be noted that the corner intersections of 
each of the scroll areas may de?ne scrolling in a diagonal 
direction When an item is selected and being dragged. The 
corner 418 Will invoke scrolling in a top to bottom and left 
to right direction. The corner 419 Will invoke scrolling in a 
top to bottom and right to left direction. The corner 405 (also 
the WindoW re-siZe area) Will invoke scrolling in a bottom to 
top and right to left direction. Finally, the comer 412 (also 
the left scroll arroW) Will invoke scrolling in a bottom to top 
and left to right direction. 

[0046] It is also notable that the corners 405 and 412 
perform alternative functions depending on the task being 
performed. This differs from the prior art Where the comers 
405 and 412 provided not function When item(s) Were 
selected and being dragged. 

[0047] The scroll directions corresponding to each of the 
scroll areas in the preferred embodiment represent move 
ment of the data in a direction that is intuitively natural to the 
user for example, When the user Wishes to vieW data beloW 
the currently displayed data, it is natural to look doWnWards. 
Thus, movement of the cursor toWards the bottom of the 
WindoW, to invoke bottom to top scrolling is intuitively 
correct. 

Scrolling in the Preferred Embodiment 

[0048] The scheme by Which scrolling occurs in the pre 
ferred embodiment is explained With reference to FIGS. 
511-50 “@1986 Apple Computer, Incorporated”, (l7 U.S.C. 
401). Referring to FIG. 5a, a cursor 520 is surrounded by a 
rectangular area 521 (Which is not visible to the user). In the 
preferred embodiment, the rectangular area 521 is a square 
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Whose Width is 32 pixels (approximately 2 times that of a 
scroll bar e.g. vertical scroll bar 401). HoWever, it Would be 
obvious to have a rectangular area With different Widths or 
one that Was not de?ned as a square. When the cursor 520 

is detected in one of the scroll areas so that scrolling is 
invoked (described in greater detail beloW), the data is 
scrolled so that the contents of the Whole rectangle 521, is 
visible Within the WindoW. This is best illustrated by com 
paring FIG. 5b With FIG. 50. In FIG. 5b a cursor 523 is in 
a scroll area 522 before scrolling has occurred. It should be 
noted that the contents of a rectangular area 524 are not 
completely visible Within the data display area 301. Refer 
ring noW to FIG. 50, after scrolling, the contents of the 
rectangular area 524 are noW completely visible Within the 
data display area 304. The above described process repeats, 
for as long as the cursor is in the scroll area and there is data 
remaining to be vieWed in the direction being scrolled. 

[0049] The means by Which the portion of the rectangular 
area that needs to be made visible is calculated and dis 
played, is knoWn in the art. Such means are often embodied 
as WindoW control macros Within a user interface system. 
Such WindoW control macros exist in the Finder interface. 
Thus, in the preferred embodiment the rectangular box 
information is passed to WindoW control macros, Which in 
turn causes the neW data to be displayed, i.e. scrolled. 

[0050] The scheme of the preferred embodiment has tWo 
implications. The ?rst is that When the cursor is positioned 
in a corner intersection of tWo scroll areas, the scrolling 
necessary to make the rectangular area completely visible 
must be in a diagonal direction. Second, the position of the 
cursor relative to the edges of a scroll area determines the 
amount of data to be scrolled in order to make the rectan 
gular area completely visible. The closer to an outside edge 
of the WindoW, the more data that Will need to be scrolled for 
an individual step. Thus, the closer to an outside edge of the 
scroll area, the faster the scrolling of data Will appear to the 
user. 

[0051] The manner in Which scrolling is typically invoked 
Will be described in the context of a task. The task here is the 
selection of one or more items in a WindoW, scrolling the 
WindoW to locate a desired destination folder and depositing 
the selected items in that-folder. HoWever, other tasks may 
utiliZe the present invention e.g. scrolling to select another 
item While keeping the originally selected item still selected, 
With equal bene?t. It should be noted that the present 
invention operates in a WindoWing interface Where a plu 
rality of WindoWs may be open and items may be moved 
from one WindoW to another. 

[0052] To enable the scrolling of the preferred embodi 
ment, a user Would typically folloW the steps outlined in 
FIG. 6. The ?rst step 601 Would be for the user to open the 
desired WindoW. Opening of the WindoW may be accom 
plished by “double clicking” on a folder in a currently 
displayed WindoW or “double clicking” on an ICON repre 
senting a storage medium or folder. It should be noted that 
the users of the Macintosh Computer system are familiar 
With the terms “clicking”, “double clicking” and opening 
WindoWs. “Clicking” refers to depressing a button on the 
cursor control device and immediately releasing it. “Double 
clicking” refers to rapidly depressing/and releasing the but 
ton tWice This creates a signal to the computer system to 
perform a pre-de?ned task, in this case opening a folder or 
directory of a storage medium. 
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[0053] Next, the user Would select the desired item, step 
602 Within the opened WindoW. In the preferred embodi 
ment, this Would involve moving the cursor to the desired 
item and placing the sWitch associated With the cursor 
control device in a predetermined position (typically by 
depressing the button associated With the cursor control 
device). Alternatively, an item may be selected by “clicking” 
the button associated With the cursor control device When it 
is positioned on an item. Selection of an item may be veri?ed 
to the user by displaying the selected item in a highlighted 
fashion, eg by reverse video manner or by simply darken 
ing the icon. Display in a reverse video manner simply refers 
to inverting the display signals of the item verifying the 
selection of an item; displaying in a reverse video manner is 
Well-knoW. This causes the item to be displayed With a dark 
background and a light foreground rather then a light 
background and dark foreground. Darkening the icon refers 
to displaying the item in a darker manner. The preferred 
embodiment alloWs also multiple items to be selected, by 
using a shift-click selection technique. Using the shift-click 
technique, the user depresses a shift key on the keyboard 
While “clicking” on the desired item. This Will result in 
multiple items being highlighted. Another technique of 
selecting multiple items is alloWed When the items are being 
displayed as ICONs. With this technique, a point on the 
display is chosen for the creation of a selection rectangle. A 
sWitch associated With the cursor control device Will be 
placed in a second position and the cursor moved to a 
diagonal point of the selection rectangle. An outline of the 
selection rectangle Will be created as the cursor is moved 
across the display. When the sWitch associated With the 
cursor control device is placed in the ?rst position, the items 
Within the selection rectangle Will be “selected” and high 
lighted. 
[0054] To deposit in the desired folder, the user Would then 
drag the selected items to the desired folder, step 603. 
Dragging is accomplished by positioning the cursor on a 
selected item and placing the sWitch associated With the 
cursor control device in a second position. It should be noted 
that in some instances the sWitch associated With the cursor 
control device is already in the second position, typically 
When only one item is selected. While the sWitch is in the 
second position, the cursor can be moved and an outline of 
the selected item(s) Will folloW the cursor. Dragging of items 
in this manner is knoWn in the art. The user must then 
determine if the desired destination folder is visible in the 
data display area 304 (illustrated in FIG. 3), step 604. If the 
desired folder is visible in the data display area 304, then the 
cursor is placed on that folder, step 605, and the sWitch 
associated With the cursor control device is placed into the 
?rst position, step 606. This results in the items being placed 
Within that folder (i.e. moved to the desired directory), thus 
completing the tasks. 

[0055] If the desired folder is not displayed in the data 
display area 304, scrolling of the WindoW may be required 
to locate the desired folder. While the items are being 
dragged (and the sWitch is kept in the second position), 
scrolling is enabled by placing the cursor in one of the above 
described scroll areas of the visible display area 303 (illus 
trated in FIG. 3), step 607. Generally, the sequence of the 
items Will folloW some logical organiZation, eg by alpha 
betical order or by siZe. Thus, the direction of the scrolling 
can be determined in a logical manner. The cursor is placed 
in the scroll area for a predetermined period of time, step 
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608. In the preferred embodiment, the cursor is kept in the 
scroll area for a minimum of one-sixth of a second. It Would 
be obvious to vary this amount of time Without departing 
from the spirit and scope of the present invention. The user 
must then determine When scrolling is complete, step 609. 
As long as the desired destination folder is not in the data 
display area 304, the user Would choose to continue scroll 
ing, step 610 after Which the user Would then determine if 
scrolling is complete (i.e. repeat step 609). When the user 
moves the cursor out of the scroll area, scrolling is com 
pleted. The How of user steps Would then re-start at step 604. 

[0056] It should be noted that the completion of scrolling 
may be signaled by another event; the exhaustion of vieW 
able data in the direction being scrolled. When this occurs, 
the user may invoke scrolling in the above described man 
ner, in a different direction. 

[0057] FIGS. 7a-7e outline the computer system operation 
With respect to the user steps of FIG. 6. Referring to FIG. 7a, 
the system responds to the user request for a WindoW by 
displaying a WindoW, step 701. The system then determines 
if the user has selected an item in the WindoW, step 702. If 
the system detects that an item has been selected, the system 
highlights the item step 703. The system then detects 
Whether or not the user is selecting another item, step 704. 
This Will occur in the preferred embodiment by a detection 
of the shift key signal While a selection is being made, step 
704. If multiple items are being selected they Will be 
highlighted per step 703. The system Will then determine if 
the user has de-selected previously selected items. De 
selection may occur if another item is selected Without the 
depressing of the shift key. De-selection may also occur if 
the cursor is placed outside of the visible display area 303 
and the sWitch associated With the cursor control device is 
set in the second position or “clicked”. If de-selection 
occurs, the system Will unhighlight the item, step 705a. 

[0058] At this point, the system Will detect Whether the 
items are being dragged by monitoring cursor movement 
and the position of the sWitch associated With the cursor 
control device, step 706. As long as the user is not dragging 
the selected items, it Will check to see if the user has selected 
another item, step 704. When the items are being dragged, 
(the cursor is positioned over a selected item While the 
sWitch is set to the second position and movement of the 
cursor is initiated) an outline of the selected item(s) is 
displayed, step 707. The outline folloWs the cursor as it 
moves across the display. 

[0059] The system Will then enter a state Where it is 
detecting cursor movement and position, step 708. The 
system Will ?rst determine Whether or not the cursor is in a 
scroll area, step 70811. In essence, it is trying to determine 
Whether the user is attempting to scroll the data display area 
304, or Whether it is trying to move the selected items into 
another WindoW. Referring to FIG. 7b, assuming that the 
cursor has been detected in a scroll area, the next step is to 
determine if the cursor has been in the scroll area for a 
predetermined period of time, step 709. As described above, 
in the preferred embodiment the predetermined period of is 
time one-sixth of a second. If the cursor Was not in a scroll 
area for the predetermined period of time, the system returns 
to the state Where it is detecting cursor movement and 
position, step 708. Otherwise, the system Will detect Which 
scroll area the cursor is in. 








