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INPUT SHAFT FOR A LAMP ADJUSTER 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates generally to adjusters 
that are used to adjust the aim of a vehicle lamp. Speci?cally, 
this invention relates to an input shaft for a vehicle lamp 
adjuster that can be adjusted to multiple lengths and can 
include a clutching mechanism. 

[0002] Vehicles such as automobiles typically have sev 
eral lamps including head lamps and fog lamps. These lamps 
typically include a re?ector and a lens With a bulb mounted 
therebetWeen, and are typically securely ?t into mounting 
brackets attached to the vehicle. Together, a lamp and a 
mounting bracket form a complete lamp assembly. Once the 
lamp assembly has been manufactured and installed into a 
vehicle, the lamp must be adjusted to the proper aim. As a 
result of accidents, maintenance, and normal vibrations and 
Wear, the aim of the lamp must be occasionally adjusted 
during the lifetime of the vehicle as Well. 

[0003] One method of adjusting the aim of the lamp 
involves using an adjuster. The adjuster may be formed as 
part of the mounting bracket or may be a separate part that 
communicates With both the lamp and the mounting bracket. 
One knoWn type of adjuster comprises a housing and an 
output shaft extending therefrom. The output shaft is 
engaged to the lamp. Actuation or operation of the adjuster 
causes the output shaft to move With respect to the lamp 
assembly. Such movement causes the lamp to pivot or 
otherWise move With respect to the mounting bracket, 
thereby adjusting the aim of the lamp. 

[0004] One example of this type of adjuster, disclosed in 
US. Pat. No. 6,257,747 to Burton, requires manual opera 
tion. The housing of the adjuster has an opening and a gear 
positioned inside the housing. The gear is functionally 
engaged to the output shaft. An input shaft is inserted into 
the opening and interacts With the gear. Actuation of the 
input shaft results in rotation of the gear and engaged output 
shaft. The gear translates actuation of the input shaft into 
movement of the output shaft. Numerous variations and 
improvements exist on this concept. 

[0005] Due to the range of lamp assemblies and vehicles, 
a Wide range of input shafts for lamp assemblies are cur 
rently used. For example, the design of a particular vehicle 
may require lamp assemblies that have very long input 
shafts, very short input shafts, and any length in betWeen. 
The variety of vehicle designs, and consequently input shaft 
lengths, makes it dif?cult for manufacturers to sell a single 
adjuster con?guration for multiple applications. Instead, an 
adjuster must be developed for each application, Which is 
inef?cient and more expensive for the adjuster manufactur 
ers. As Well, current input shafts are typically manufactured 
as a single piece from a metal material such as Zinc. The 
metal input shafts are expensive to manufacture, and the 
single piece design does not alloW the input shaft to include 
any clutching mechanism to prevent damage to the adjuster 
When excessive torque is applied to the input shaft. 

[0006] Accordingly, a need exists for an improved lamp 
adjuster that solves these and other de?ciencies in the prior 
art. Of course, the present invention may be used in a 
multitude of situations Where similar performance capabili 
ties are required. 
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SUMMARY OF THE INVENTION 

[0007] The present invention provides an input shaft for a 
lamp adjuster that is cost-effective, provides improved func 
tionality, and eliminates certain of the de?ciencies inherent 
in existing designs. 

[0008] The input shaft of the present invention includes a 
top portion having an interior, and a bottom portion having 
a body disposed at least partially Within the interior of the 
top portion and supporting a gear. The top portion and 
bottom portion matingly engage so that rotation of the top 
portion causes the bottom portion to rotate in concert With 
the top portion. The input shaft can also include clutching 
slots in the top portion to prevent damage to the adjuster and 
lamp assembly from the application of excessive torque. The 
top portion can move relative to the bottom portion such that 
the input shaft adjusts to a plurality of different lengths for 
use in a variety of different applications. The clutching 
feature could also be incorporated in a ?xed-length input 
shaft design. 

[0009] An adjuster and a lamp assembly are also contem 
plated by the present invention. The adjuster includes a 
housing, an output shaft disposed partially Within the hous 
ing and engaging the lamp assembly, and an input shaft 
disposed partially Within the housing. The input shaft 
includes a top portion With at least one clutching slot and a 
bottom portion disposed at least partially Within the top 
portion and supporting a gear. The top portion can move 
axially relative to the bottom portion such that the input shaft 
adjusts to a plurality of different lengths, and rotation of the 
input shaft effects movement of the output shaft to adjust the 
lamp assembly. The lamp assembly includes a mounting 
bracket, a lamp positioned on the mounting bracket, and an 
adjuster having an input shaft according to the present 
invention. 

[0010] The input shaft, adjuster and lamp assembly of the 
present invention have many advantages over existing 
devices. In particular, one embodiment of the input shaft can 
include a clutching mechanism, Which prevents damage to 
the adjuster When excessive torque is applied to the input 
shaft and thus prolongs the life of the adjuster. The input 
shaft can also be adjusted to multiple lengths in one embodi 
ment, Which alloWs a single input shaft and a single adjuster 
to be used in a variety of applications. The use of a single 
design for the input shaft is more ef?cient and cost effective 
for adjuster manufacturers, and alloWs the input shaft to be 
sold separately as one component of the adjuster or together 
With the adjuster as a modular unit. These and other objects 
and advantages of the present invention Will become appar 
ent from the detailed description, claims, and accompanying 
draWings. 

[0011] While one possible application of the present 
invention is in connection With a vehicle lamp, many other 
applications are possible and references to use in connection 
With a vehicle lamp should not be deemed to limit the uses 
of the present invention. The terms “lamp,”“mounting 
bracket,”“lamp assembly,”“output shaft,”“input shaft,” or 
“housing” as used herein should not be interpreted as being 
limited to speci?c forms, shapes, or compositions. Rather, 
the parts may have a Wide variety of shapes and forms and 
may be composed of a Wide variety of materials. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

[0012] FIG. 1 is an exploded perspective vieW of an input 
shaft for an adjuster in accordance With one embodiment of 
the present invention; 

[0013] FIG. 2 is an exploded perspective vieW of the input 
shaft of FIG. 1, illustrating the use of a funnel locator 
accessory; 

[0014] FIG. 3 is a side vieW of the adjuster of FIG. 1, 
shoWn in a non-extended position; 

[0015] FIG. 4 is a side vieW of the adjuster of FIG. 1, 
shoWn in a partially extended position; 

[0016] FIG. 5 is a side vieW of the adjuster of FIG. 2, 
shoWn installed in a portion of a lamp assembly in an 
extended position; 

[0017] FIG. 6 is a side vieW of the adjuster of FIG. 2, 
shoWn installed in a portion of a lamp assembly in a 
non-extended position; 

[0018] FIG. 7 is a rear vieW of a headlamp having tWo 
prior art adjusters installed therein, the tWo prior art adjust 
ers using ?xed-length prior art input shafts of different 
lengths; 

[0019] FIG. 8 is a rear vieW of a headlamp having tWo 
adjusters according to one embodiment of the present inven 
tion, shoWing the use of multiple length input shafts accord 
ing to the present invention; 

[0020] FIG. 9a is a cross sectional vieW of the input shaft 
of FIG. 3 taken along the plane 9-9 in FIG. 3, shoWing one 
embodiment of the engagement betWeen the top portion and 
the bottom portion of the input shaft; 

[0021] FIG. 9b is a cross sectional vieW ofthe input shaft 
of FIG. 3 taken along the plane 9-9 in FIG. 3, shoWing 
another embodiment of the engagement betWeen the top 
portion and the bottom portion of the input shaft; 

[0022] FIG. 10a is a cross sectional vieW of the input shaft 
of FIG. 1211 taken along the plane 10-10 in FIG. 12a, 
shoWing one embodiment of the engagement betWeen the 
top portion and the bottom portion of the input shaft; 

[0023] FIG. 10b is a cross sectional vieW of the input shaft 
of FIG. 1211 taken along the plane 10-10 in FIG. 12a, 
shoWing another embodiment of the engagement betWeen 
the betWeen the top portion and the bottom portion of the 
input shaft; 
[0024] FIG. 11 is a partial cross sectional vieW of the input 
shaft of FIG. 4 taken along the plane 11-11 in FIG. 4; 

[0025] FIG. 12 is an exploded perspective vieW of another 
embodiment of an input shaft in accordance With the present 
invention; 

[0026] FIG. 12a is a perspective vieW of the input shaft of 
FIG. 12, shoWn in an extended position; 

[0027] FIG. 13 is a cross sectional vieW of the input shaft 
of FIG. 12, taken along plane 13-13 in FIG. 14, illustrating 
a clutching feature of the present invention; 

[0028] FIG. 14 is a perspective vieW of the input shaft of 
FIG. 12, shoWn in a non-extended position and illustrating 
a clutching feature of the present invention; 
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[0029] FIG. 15 is a side vieW ofa prior art lamp assembly 
illustrating the use of an adjuster having a prior art ?xed 
length input shaft; and 

[0030] FIG. 16 is a side vieW ofa lamp assembly accord 
ing to one embodiment of the present invention, illustrating 
the use of an input shaft according to the present invention 
in an extended position. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0031] Referring noW to the draWings, FIGS. 1-6 shoW an 
input shaft for an adjuster according to one embodiment of 
the present invention. The input shaft 10 of the present 
invention includes a top portion 12 and a bottom portion 14. 

[0032] The top portion 12 is a generally cylindrical shaft 
With an open interior 16, and the bottom portion 14 has a 
generally cylindrical body 18 that ?ts into the open interior 
16 of the top portion 12. The body 18 of the bottom portion 
14 and the open interior 16 of the top portion 12 are 
preferably formed to matingly engage. One Way in Which the 
body 18 and interior 16 can matingly engage is through the 
use of mating splines. FIGS. 1 and 2 shoW exterior splines 
20 on the body 18 of the bottom portion 14 that mate With 
interior splines 22 formed on the interior 16 of the top 
portion 12 (shoWn most clearly in FIGS. 9a/b, 10a/b and 11). 
The mating splines 20, 22 can have a number of different 
con?gurations. For example, FIGS. 9a and 1011 show one 
possible con?guration for the interior splines 22 Wherein the 
interior splines 22 receive the exterior splines 20 and FIGS. 
9b and 10b shoW another possible con?guration for the 
interior splines 22 Wherein the exterior splines 20 receive the 
interior splines 22. Any number of mating splines 20, 22 
could be used. Other methods of mating engagement could 
be employed as Well, including but not limited to threaded 
engagement. 

[0033] The top portion 12 may also include any number of 
grooves to accommodate accessories, mounting hardWare 
and the like. FIGS. 1-6, for example, shoW a ?rst groove 24 
to accommodate a mounting bracket 28 and a second groove 
26 to accommodate a locator accessory 30 as seen best in 
FIGS. 5 and 6. The locator accessory 30 can be used to help 
an operator locate the input shaft once the lamp assembly 
has been installed in a vehicle, and could be of a number of 
different shapes and siZes including but not limited to the 
funnel shape shoWn. Any number of grooves may be used, 
hoWever, no grooves are required for the present invention. 

[0034] Top portion 12 also includes at least one annular 
ring 38 that snap ?ts into notch 36 on the bottom portion 14 
to fasten the top portion 12 to the bottom portion 14. Any 
number of annular rings can be used, including a single 
annular ring 38 for applications that do not require a 
multiple-length input shaft. Multiple annular rings 38 Would 
be used for applications requiring a multiple-length input 
shaft, as described in more detail beloW. Tooling slots 39 can 
be used in connection With annular rings 38 to facilitate 
removal of the top portion 12 including the annular rings 38 
from the molding tool; hoWever, tooling slots 39 are not 
particular to the present invention and a number of other 
means could also be used to manufacture or facilitate 
manufacture of the annular rings 38. 

[0035] The bottom portion 14 includes a gear 32, such as 
a bevel gear 32 as shoWn, that Will engage the adjusting 
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mechanism, such as an adjustment gear (not shown) in an 
adjuster 40 to actuate the output shaft 42 as shown in FIGS. 
5 and 6. The gear 32 can be of any con?guration necessary 
for a particular adjuster, and could be integrally formed on 
the bottom portion or otherWise attached thereto. The bottom 
portion 14 can further include a base 34 in betWeen the body 
18 and the gear 32; hoWever, the body 18 and gear 32 could 
be formed Without base 34. The base 34 is preferably of the 
same diameter as the top portion 12. 

[0036] The bottom portion 14 also includes a notch 36 that 
snap ?ts into annular ring(s) 38 formed in the interior 16 of 
the top portion 12 to keep the top portion 12 and bottom 
portion 14 of the input shaft 10 secured together. Notch 36 
can have a variety of shapes, including but not limited to the 
rectangular shape shoWn in FIG. 1 and the annular shape 
shoWn in FIG. 11. The bottom portion 14 could also include 
any number of grooves to accommodate accessories, mount 
ing hardWare and the like; hoWever, no grooves are required. 

[0037] The input shaft 10 of the present invention alloWs 
a single input shaft 10 to be used for a variety of applications 
requiring input shafts of varying lengths, as shoWn best in 
FIGS. 3-6, 8 and 16. FIGS. 3 and 4 illustrate the variable 
length feature of the input shaft 10 independent of an 
adjuster or lamp assembly. The input shaft 10 in FIG. 3 is 
shoWn in the non-extended position, Wherein the top portion 
12 is in contact With the base 34 of the bottom portion 14. 
As previously mentioned, the base 34 is not necessary, and 
thus the top portion 12 could be in contact With the gear 32 
or any other end piece of the bottom portion When the input 
shaft 10 is in the non-extended position. FIG. 4 shoWs the 
input shaft 10 in an extended position, Wherein the top 
portion 12 is not in contact With the gear 32 or base 34 of the 
bottom portion and at least a portion of the body 18 of the 
bottom portion 14 is exposed. A number of extended posi 
tions are possible, including a single extended position and 
a plurality of extended positions. In addition, the input shaft 
10 of the present invention could be used in applications 
Where multiple lengths are not required, but the clutching 
feature described beloW is required. In such applications, the 
input shaft 10 Would only need to snap ?t in one position, 
Which could be a non-extended position. The input shaft 10 
of the present invention could of course also incorporate 
both the multiple-length feature and the clutching feature. 

[0038] FIGS. 5 and 6 illustrate the use of an input shaft 10 
of the present invention in two different applications requir 
ing input shafts of different lengths. Namely, FIGS. 5 and 6 
shoW an input shaft 10 installed in an adjuster 40 having a 
housing 41 and an output shaft 42. The adjuster housing 41 
and input shaft 10 engage a mounting bracket 28. The 
con?guration of the mounting brackets 28 in each of FIGS. 
5 and 6 requires a different length of input shaft, Which the 
input shaft 10 of the present invention is able to accommo 
date. The mounting bracket 28 of FIG. 5 for example 
requires a longer input shaft 10 than the mounting bracket 28 
of FIG. 6. Thus, the input shaft 10 of FIG. 5 is shoWn in an 
extended position in Which the body 18 is exposed, While the 
input shaft 10 of FIG. 6 is shoWn in a non-extended position 
in Which the top portion 12 is in contact With the base 34 of 
the bottom portion. Again, a plurality of different extended 
positions could be used depending on the particular con 
?guration required by a particular vehicle, adjuster, or 
mounting bracket. 
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[0039] FIGS. 8 and 16 shoW the input shaft 10 of the 
present invention installed in adjusters on lamp assemblies. 
In FIG. 8, a rear vieW ofa lamp assembly 50 is shoWn With 
tWo installed adjusters 40a, 40b. The adjusters 40a, 40b 
must be installed at different locations on the lamp assembly 
50 in order to facilitate each adjuster’s purpose. For 
example, adjuster 40a may be used to pivot the lamp 
assembly 50 right and left, While the adjuster 40b may be 
used to pivot the lamp assembly 50 up and doWn. Thus, 
adjuster 4011 should be located in the middle on the vertical 
length of the lamp assembly 50, While the adjuster 40b 
should be located near either the top or bottom of the vertical 
length of the lamp assembly 50. As a result, the adjusters 
40a, 40b require input shafts 10 of different lengths. In the 
prior art, shoWn in FIG. 7, tWo separate ?xed input shafts 
11a, 11b Would have had to be manufactured to meet the 
needs of both adjusters 40a, 40b, respectively. Instead, FIG. 
8 shoWs that an input shaft 10 of the present invention can 
be used in connection With each adjuster 40a, 40b. The input 
shaft 1011 used With adjuster 40a is in an extended position, 
Wherein the body 18 of the bottom portion 14 is exposed, 
While the input shaft 10b used With adjuster 40b is in the 
non-extended position. Thus, the adjuster manufacturers can 
make a single input shaft for use With both adjusters. 
Similarly, FIG. 16 shoWs a side vieW of a lamp assembly 50 
including a re?ector 51, a lens 52 and a mounting bracket 53 
With an adjuster 40 installed thereon and including an input 
shaft 10 of the present invention. The input shaft 10 is in an 
extended position, Wherein the body 18 of the bottom 
portion 14 is exposed. The input shaft 10 of the present 
invention can accommodate varying length requirements, 
Whereas the prior art input shaft 11 shoWn in FIG. 15 must 
be custom fabricated for each application requiring a dif 
ferent length. 
[0040] A number of different methods can be used to 
adjust the input shaft 10 of the present invention to different 
lengths. As shoWn in FIG. 11, one Way in Which the input 
shaft 10 of the present invention can adjust to different 
lengths is through the use of a series of snap ?t connections. 
In FIG. 11, the body 18 ofthe bottom portion 14 ofthe input 
shaft 10 includes an annular notch 36 that can mate or 
snap-?t into a series of annular rings 38 formed Within the 
interior 16 of the top portion 12 of the input shaft 10. Any 
number of annular notches 36 could be used, including a 
single annular notch 36. As Well, the annular ring 38 and 
annular notch 36 could be of a variety of shapes, and could 
be non-annular With respect to the body 18 and interior 16. 
For instance, simple notches and grooves could be used, as 
Well as a rectangular notch 36 as shoWn in FIG. 1 and 
previously described. 
[0041] Another embodiment of the input shaft 10 of the 
present invention is shoWn in FIGS. 10 and 12-14. The 
embodiment shoWn in FIGS. 10 and 12-14 includes a 
clutching feature. In particular, the top portion 12 of the 
input shaft 10 has a plurality of clutching slots 44. Any 
number of slots 44 could be used, including a single clutch 
ing slot 44. The clutching slots 44 alloW the top portion 12 
of the input shaft 10 to bend or how outWard in response to 
excessive torque, as shoWn in FIGS. 13 and 14 at reference 
number 46. The clutching feature thus prevents damage to 
the rest of the input shaft 10, adjuster or lamp assembly by 
creating a boWing point and disengaging the splines 20, 22 
(see FIG. 13) from one another to prevent further application 
of excessive torque. As previously described, the input shaft 
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10 of the present invention could be used in applications 
requiring multiple lengths and the clutching feature, mul 
tiple lengths alone, or the clutching feature alone. If the 
clutching feature is the only desired feature for an applica 
tion, the input shaft 10 could include the multiple length 
feature as Well, but Would only need a single length secured 
position. 
[0042] In operation, the input shaft 10 of the present 
invention is installed in an adjuster 40 such that the gear 32 
meshes With an adjustment gear (not shoWn) or other 
adjusting mechanism (not shoWn) to effect movement of the 
output shaft 42 of the adjuster 40. The input shaft 10 can be 
adjusted to the desired length for the particular application 
either before or after installation into the adjuster 40. The 
input shaft 10 can also be fastened to a mounting bracket 28 
using groove 24 or using other suitable means. The input 
shaft 10, once installed in the adjuster 40, can then be used 
to effect movement of the output shaft 28. As shoWn in FIG. 
11, the top portion 12 of the input shaft 10 has a head 70 
including a recess 72 formed to receive a driver (not shoWn). 
The recess 72 could be in a number of shapes to accommo 
date a Wide variety of drivers, such as a screWdriver, 
Phillips® head driver or TORX® head driver. An operator 
Would thus use a driver (not shoWn) to turn the input shaft 
10. The exterior splines 20 on the body 18 of the bottom 
portion 14 of the input shaft 10 mate With the interior splines 
22 on the interior 16 of the top portion 12 of the input shaft 
10, as shoWn best in FIGS. 9 and 10. Thus, the bottom 
portion 14, including gear 32, rotates in concert With the top 
portion 12 as the operator turns the top portion 12 With a 
driver. The rotation of gear 32 causes rotation of an adjust 
ment gear (not shoWn) or other portion of an adjusting 
mechanism (not shoWn) in the adjuster 40, Which in turn 
effects movement of the output shaft 42. If the input shaft 10 
includes clutching slots 44 as previously described, the 
clutching slots 44 Will boW outWard, as shoWn best in FIGS. 
13 and 14, in response to excessive torque applied to the 
head 70 of the input shaft 10 and thus prevent damage to the 
adjuster 40 or lamp assembly 50. 

[0043] Each portion of the input shaft 10 of the present 
invention can be formed from a number of different mate 
rials to meet the particular needs of the adjuster and vehicle. 
It has been found cost effective and otherWise bene?cial to 
form the top portion 12 and bottom portion 14 out of a 
plastic material. Alternatively, the bottom portion 14 can be 
formed from Zinc or other metal material, and the top portion 
12 can be formed from a plastic material. The use of a plastic 
material for the top portion 12 is a cost effective alternative 
to ?xed prior art input shafts formed from Zinc, especially 
When longer input shafts are required. HoWever, as previ 
ously mentioned, the portions of the input shaft of the 
present invention can be formed from any material that 
meets the needs of the particular application. 

[0044] The input shaft described herein could be used in 
connection With a Wide variety of headlamp adjuster types. 
For example, it could be used in connection With the adjuster 
types shoWn in the folloWing U.S. patents: U.S. Pat. No. 
6,257,747 to Burton; U.S. Pat. No. 5,023,759 to Eckenrode; 
U.S. Pat. No. 5,034,870 to Weber; U.S. Pat. No. 5.077,642 
to Lisak; U.S. Pat. No. 5,163,746 to Lisak; U.S. Pat. No. 
5,186,531 to Ryder et al.; U.S. Pat. No. 5,214,971 to Burton 
et al.; U.S. Pat. No. 5,355,287 to Denley; and many others. 
Further, the input shaft and adjuster of the present invention 
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may have other applications aside from use in connection 
With vehicle lamp assemblies. Although the invention has 
been herein shoWn and described in What is perceived to be 
the most practical and preferred embodiments, it is to be 
understood that the invention is not intended to be limited to 
the speci?c embodiments set forth above. Rather, it is 
recogniZed that modi?cations may be made by one of skill 
in the art of the invention Without departing from the spirit 
or intent of the invention and, therefore, the invention is to 
be taken as including all reasonable equivalents to the 
subject matter of the appended claims. 

What is claimed is: 
1. An input shaft for a lamp adjuster, the input shaft 

comprising: 

a top portion having an interior; 

a bottom portion having a body and supporting a gear, the 
body disposed at least partially Within the interior of the 
top portion; and 

Wherein the interior of the top portion and the body of the 
bottom portion matingly engage such that rotation of 
the top portion causes rotation of the bottom portion. 

2. The input shaft of claim 1, further comprising at least 
one clutching slot formed in the top portion such that When 
an excessive rotational force is applied to the top portion, the 
top portion slips With respect to the bottom portion. 

3. The input shaft of claim 1, Wherein the top portion is 
longitudinally moveable relative to the bottom portion such 
that the input shaft adjusts to a plurality of different lengths. 

4. The input shaft of claim 1, Wherein the interior of the 
top portion includes at least one annular ring that receives a 
notch on the body of the bottom portion. 

5. The input shaft of claim 1, Wherein the top portion 
includes a head With a recess for receiving a driver. 

6. The input shaft of claim 1, further comprising a locator 
accessory fastened to the top portion. 

7. An input shaft for a lamp adjuster, the input shaft 
comprising: 

a top portion having an interior; 

a bottom portion having a body, the body disposed at least 
partially Within the interior of the top portion; and 

at least one clutching slot formed in the top portion such 
that When an excessive rotational force is applied to the 
top portion, the top portion slips With respect to the 
bottom portion. 

8. The input shaft of claim 7, Wherein the top portion is 
longitudinally moveable relative to the bottom portion such 
that the input shaft adjusts to a plurality of different lengths. 

9. The input shaft of claim 8, Wherein the top portion and 
bottom portion snap together at a plurality of locations along 
the length of the input shaft. 

10. The adjuster of claim 7, Wherein the interior of the top 
portion and the body of the bottom portion matingly engage 
such that rotation of the top portion causes rotation of the 
bottom portion When a normal rotational force is applied to 
the top portion. 

11. The adjuster of claim 7, Wherein the bottom portion 
includes an integrally formed gear. 

12. An input shaft for a lamp adjuster, the input shaft 
comprising 

a top portion having an interior; 
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a bottom portion having a body, the body disposed at least 
partially Within the interior of the top portion; and 

Wherein the top portion is longitudinally moveable rela 
tive to the bottom portion such that the input shaft 
adjusts to a plurality of different lengths. 

13. The input shaft of claim 12, further comprising at least 
one clutching slot formed in the top portion such that When 
an excessive rotational force is applied to the top portion, the 
top portion slips With respect to the bottom portion. 

14. The input shaft of claim 12, Wherein the interior of the 
top portion and the body of the bottom portion matingly 
engage such that rotation of the top portion causes rotation 
of the bottom portion When a normal rotational force is 
applied to the top portion. 

15. The input shaft of claim 12, Wherein the bottom 
portion supports a gear. 

16. An input shaft for a lamp adjuster, the input shaft 
comprising: 

a top portion having an interior; 

a bottom portion having a body, the body disposed at least 
partially Within the interior of the top portion and 
supporting a gear; 

at least one clutching slot formed in the top portion; and 

Wherein the top portion is longitudinally moveable rela 
tive to the bottom portion such that the input shaft 
adjusts to a plurality of different lengths. 

17. The input shaft of claim 16, Wherein the interior of the 
top portion and the body of the bottom portion matingly 
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engage such that rotation of the top portion causes rotation 
of the bottom portion When a normal rotational force is 
applied to the top portion. 

18. An adjuster for a lamp assembly, the adjuster com 
prising: 

a housing; 

an output shaft disposed at least partially Within the 
housing and engaging a portion of the lamp assembly; 

an input shaft disposed at least partially Within the hous 
ing, the input shaft including a top portion having an 
interior and a bottom portion having a body and sup 
porting a gear, Wherein the interior of the top portion 
and the body of the bottom portion matingly engage 
such that rotation of the top portion causes rotation of 
the bottom portion, Wherein the top portion includes at 
least one clutching slot, and Wherein the top portion is 
longitudinally moveable relative to the bottom portion 
such that the input shaft is adjustable to a plurality of 
different lengths; and 

Wherein application of a normal rotational force to the 
input shaft results in movement of the output shaft to 
adjust the lamp assembly. 

19. The adjuster of claim 18, further comprising an 
adjusting mechanism that translates movement of the input 
shaft to movement of the output shaft. 

20. The adjuster of claim 18, Wherein application of an 
excessive rotational force to the input shaft does not result 
in movement of the output shaft. 

* * * * * 


