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(57) ABSTRACT 

A system and method for establishing a long distance call 
connection between call stations over the PSTN initiates a 
call connection request from a desktop application to operate 
locally on a user Workstation. The desktop application 
communicates call connection information to a long distance 
service provider server Without requiring a Web broWser 
When a request is initiated by a user. Call connection 
information is processed by the long distance service pro 
vider server and an information packet is sent to a call 
controller, to effect a call connection over the PSTN via a 
TDM toll sWitch. A communication connection With the 
long distance service provider server is automatically estab 
lished by the desktop application When request is initiated, 
and a subsequently released When the call connection 
request is received and processed by the long distance 
service provider. 
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SYSTEM AND METHOD FOR ESTABLISHING 
LONG DISTANCE CALL CONNECTIONS USING A 

DESKTOP APPLICATION 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application is a continuation of US. Patent 
application having Ser. No. 09/642,671 ?led on Aug. 22, 
2000. 

FIELD OF THE INVENTION 

[0002] This invention relates, in general, to a system and 
method for establishing long distance call connections from 
a computer Workstation using a packet netWork, such as the 
Internet. In particular, the invention relates to a system and 
method for establishing a long distance call connection 
betWeen designated call stations using a desktop application 
residing on a computer Workstation and adapted to commu 
nicate With a long distance service provider server. 

BACKGROUND OF THE INVENTION 

[0003] Traditional modes of communication have been 
transformed in recent years With the rapid groWth of Inter 
net-based technologies. HoWever, telephone communication 
is still generally considered the most effective mode of 
communicating because it permits parties to conduct tWo 
Way high quality voice communication in real time. 

[0004] In recent years, several systems have been invented 
for using the Internet to establish telephone connections. 
Those systems use WorldWide Web (WWW) technology to 
permit the setup of PSTN calls. A customer logs on to a 
WWW server and initiates a call by specifying an origina 
tion and a termination number Which are passed to a PSTN 
sWitch that initiates tWo calls to the respective numbers and 
bridges the calls together. Providers of such services are 
typically able to offer discount long distance rates because 
they are not obliged to maintain a great deal of infrastructure 
in order to offer the service. 

[0005] One system designed to provide long distance 
telephone connections using the Internet is described in 
Canadian Patent Application Serial No. 2,248,660 to Wiener 
et al. Which Was laid open to public inspection on Sep. 25, 
1997. It describes a system for establishing a telecommu 
nications call betWeen tWo parties over the PSTN, using the 
Internet. A customer can access a Web-enabled directory 

service from a computer using the Internet, to retrieve 
directory information. The directory service is hosted on a 
Web server and includes a directory Website, a directory 
application accessible via the Website and directory data 
base(s). The Web server provides interfaces to the user 
accessing the Website, and implements HTTP protocol to 
serve directory requests. Once a desired party is located in 
the directory, a telecommunications call can be requested 
With that party by selecting the party information. Amessage 
including the telecommunication address for the selected 
party, as Well as the telecommunication address for the 
customer, is sent via the Internet to a control platform. The 
control platform provides control signals to a sWitch located 
on the PSTN based on the information sent in the message, 
causing the PSTN to dial the respective addresses identi?ed. 
In this manner, a telephone connection may be effected 
betWeen parties residing at the identi?ed addresses. The 
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control platform also uses the data contained in the message 
to forWard charging and billing information to a charging 
and billing module. 

[0006] Another system Which employs the Internet to 
establish long distance telephone call connections through 
the PSTN is described in copending Canadian Patent Appli 
cation Serial No. 2,198,024 to Lang et al., Which Was laid 
open for public inspection on Aug. 19, 1998. A registered 
user can log on to a long distance service provider’s Website 
to initiate a long distance call request. Call initiation is 
effected by completing a call request form by providing 
appropriate calling information. The calling information is 
forWarded in a call request packet to a server operated by the 
long distance service provider. The long distance service 
provider server extracts the calling information from the call 
request packet and forWards an encrypted packet to a call 
connection control computer for processing. The call con 
nection control computer decrypts the packet and uses the 
calling information to instruct a toll sWitch to set up the call. 

[0007] A disadvantage of such systems for providing long 
distance telephone service using the Internet is that the 
services can only be accessed using a Web broWser. They are 
therefore subject to the speed and ef?ciency of the WWW, 
due to the repeated transfer of information over the Internet 
required to effect each call connection request. In addition, 
such systems require substantially continuous access to the 
WWW if they are to be used for high-volume calling. 

[0008] In a business environment Where employees rou 
tinely place long distance calls for business reasons, the 
reduced rates offered by an Intemet-based long distance 
service provider are appealing. HoWever, given the volume 
of calls, it can be extremely inef?cient to employ a system 
requiring use of a Web broWser to effect each call connection 
request. Furthermore, When a Web broWser is available to 
employees, the employees may be inclined to use the Web 
broWser for other than business purposes. Consequently, the 
systems taught by the knoWn prior art are not optimally 
adapted for use in an of?ce environment. 

[0009] There therefore exists a need for a system that can 
harness the poWer of a packet netWork, such as the Internet, 
to establish long distance telephone calls in an e?icient, 
convenient and cost effective manner Without requiring the 
use of a Web broWser. 

SUMMARY OF THE INVENTION 

[0010] It is an object of the present invention to provide a 
system and method for establishing long distance call con 
nections using a packet netWork in a time effective manner. 

[0011] It is another object of the present invention to 
provide a system and method for establishing long distance 
call connections using the packet netWork Which includes a 
pre-con?gured user Workstation capable of automatically 
connecting to a long distance service provider server and 
identifying a user associated With that Workstation. 

[0012] It is yet another object of the invention to provide 
a system and method for establishing long distance call 
connections using the packet netWork that does not require 
a Web broWser. 

[0013] It is yet another object of the invention to provide 
a system and method for establishing long distance call 
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connections using the packet network Which is adapted to 
control a user’s calling activity. 

[0014] It is a further object of the invention to provide a 
Workstation con?gured With a desktop application adapted 
to send a call connection request message to a long distance 
service provider server to establish a long distance call 
connection. 

[0015] The invention therefore provides a method of com 
pleting a call connection over the public sWitched telephone 
netWork (PSTN) from a desktop application residing on a 
computer Workstation. The method comprises a ?rst step of 
accepting call request information input by a user using an 
interface provided by the desktop application. A call con 
nection request message is then formulated based on the 
information accepted from the user, and the call connection 
request message is forWarded over a connection established 
betWeen the desktop application and a long distance service 
provider server to effect call completion. 

[0016] The invention also provides a method of complet 
ing a call connection over the public sWitched telephone 
netWork (PSTN) from a desktop application operating 
locally on a computer Workstation and having a communi 
cation connection With a long distance service provider 
server. The method comprises a ?rst step of receiving a call 
connection request message at the long distance service 
provider server, sent from said desktop application. The user 
identi?cation information contained in said message is veri 
?ed and the call connection request message is processed to 
enable a call connection based on call station information 
contained in the message. A noti?cation message is then sent 
to the desktop application, to notify the desktop application 
that said call connection is in progress. 

[0017] The invention further provides a system for a 
establishing a long distance call connection betWeen call 
stations over the PSTN. The system comprises a long 
distance service provider (LDSP) server adapted to establish 
a call connection betWeen at least tWo call stations in 
response to a call connection request message sent from a 
registered user. The system further comprises a desktop 
application adapted to operate locally on a user Workstation 
to accept input from the registered user de?ning parameters 
for establishing the call connection, and communicate the 
parameters to the long distance service provider server in the 
form of a call connection request message. The system also 
comprises a call controller adapted to receive a call connec 
tion information packet from the LDSP server, based on the 
call connection request message and instruct a time division 
multiplexed (TDM) sWitch to establish a call connection 
betWeen the at least tWo call stations. 

[0018] The invention further provides a desktop applica 
tion adapted to operate locally on a user Workstation and 
establish a communication connection With a long distance 
service provider (LDSP) server. The desktop application 
comprises means for accepting call connection information 
input by a user; means for formulating a call connection 
request message based on said call connection information; 
means for determining if an existing communication con 
nection is available through a packet netWork to the LDSP 
server; means for establishing a communication connection 
if an existing communication connection is not available; 
and means for sending the call connection request message 
to the LDSP server. 
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[0019] In accordance With the present invention, a user can 
initiate a long distance call connection betWeen call stations 
from a desktop application that resides and operates locally 
on a user Workstation. For the purpose of the present 
invention, a desktop application that resides and operates 
locally Will be understood to mean a stand-alone desktop 
application residing on a user Workstation that is capable of 
operating Without the functionality of a Web broWser appli 
cation. A desktop application may be con?gured for a 
speci?c, repeat user, or con?gured With a mandatory user 
veri?cation procedure. If the desktop application is con?g 
ured for a repeat user, user registration information is 
automatically sent to a long distance service provider server 
With each call connection request. In this manner, a user is 
not required to enter user information each time a call 
connection is requested. The desktop application may also 
be con?gured to automatically establish a connection to a 
long distance service provider server When a call connection 
request is effected from the desktop application. A time 
saving is thus realiZed by the user, because the locally 
operated desktop application automatically performs con 
nection procedures and logon messaging. The connection 
established With the long distance service provider server 
may be any packet netWork connection, such as a standard 
Internet connection. The desktop application enables a 
Workstation to effect a long distance call connection via a 
long distance service provider server (LDSP) Without the 
use of a Web broWser. Consequently, the desktop application 
in accordance With the invention may be con?gured to 
permit a user to make long distance calls Without providing 
the user With the capability for accessing the WWW. 

[0020] The desktop application of the present invention 
preferably includes call request and directory features, and 
may be enhanced With Web-enabled features provided via a 
service provider Website if the user Workstation is equipped 
With a Web broWser application. Additional long distance 
call connection features may be enabled via the Web broWser 
in conjunction With the features provided by the desktop 
application of the present invention. As such, additional 
features are accessible via a user Workstation equipped With 
a Web broWser application, Without limiting the speed and 
ef?ciency of the desktop application. 

[0021] A system of the present invention provides a desk 
top application con?gured to contact an LDSP server When 
a call connection is requested. The desktop application 
preferably includes only modules required to enable a call 
connection request to the LDSP server. Accordingly, the 
desktop application of the present invention functions effi 
ciently on a Workstation to effect a long distance call request 
betWeen designated parties having call station addresses. 

[0022] The system of the present invention is capable of 
processing call connection requests more quickly than Web 
enabled systems, as a direct connection betWeen a user’s 
Workstation and an LDSP server is established to initiate a 
call connection request. Further, if a dedicated packet net 
Work connection is not available When a request is initiated, 
the desktop application may be con?gured to automatically 
establish an appropriate connection, thus eliminating the 
need for a user to initiate a dial-up or logon procedure. In the 
case Where a Workstation is supported on an LAN or a digital 

subscriber line (DSL) link that supports a dedicated Internet 
connection, a call connection request may be enabled by 
connecting to the LDSP server via the dedicated connection 
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and automatically identifying a user request using registra 
tion information stored by the application. The desktop 
application of the present invention may be con?gured to 
automatically provide user registration information to an 
LDSP server irrespective of the type of connection estab 
lished. 

[0023] Further, if a user does not require the added func 
tionality of Web-enabled features provided by a service 
provider Web server, a Workstation supporting the applica 
tion of the present invention is preferably con?gured to 
connect With the LDSP server via the Internet Without a Web 
broWser. A user employing the Workstation is therefore 
inhibited from accessing the WWW. Accordingly, the 
present invention provides an ef?cient and controlled system 
for establishing long distance call connections over the 
PSTN via the packet netWork. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0024] Further features and advantages of the present 
invention Will become apparent from the folloWing detailed 
description, taken in combination With the appended draW 
ings, in Which: 

[0025] FIG. 1 is a schematic diagram of the arrangement 
of components in one exemplary system in accordance With 
the present invention; 

[0026] FIG. 2 is an illustration of a graphic user interface 
(GUI) of a desktop application in accordance With the 
present invention; 
[0027] FIG. 3 is a schematic diagram of the communica 
tion pathWays used by components in a system in accor 
dance With the present invention; 

[0028] FIG. 4a is a How chart illustrating an information 
processing procedure performed by a desktop application in 
accordance With the present invention; 

[0029] FIG. 4b is a How chart illustrating an information 
processing procedure performed by a long distance service 
provider server application in accordance With the present 
invention; 
[0030] FIG. 40 is a How chart illustrating another infor 
mation processing procedure performed by a desktop appli 
cation in accordance With the present invention; 

[0031] FIG. 5a is a How chart illustrating a directory 
update procedure performed by a desktop application in 
accordance With the present invention; 

[0032] FIG. 5b is a How chart illustrating a directory 
update procedure performed by a long distance service 
provider server application in accordance With the present 
invention; and 

[0033] FIG. 50 is How chart illustrating another directory 
update procedure performed by a desktop application in 
accordance With the present invention. 

[0034] It Will be noted that throughout the appended 
draWings, like features are identi?ed by like reference 
numerals. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0035] The present invention provides a system for estab 
lishing long distance call connections via a data packet 
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netWork. The long distance call connections are established 
betWeen call stations connected to the public sWitched 
telephone netWork (PSTN) by a long distance service pro 
vider (LDSP) server that receives instructions via the data 
packet netWork from a desktop application that resides and 
operates locally on a user Workstation and does not require 
an Internet connection or Web broWser functionality. 

[0036] FIG. 1 shoWs an overvieW of an exemplary system 
for completing a long distance call connection in accordance 
With one embodiment of the present invention. A call 
connection betWeen call stations 10, 20, telephones for 
example, may be initiated by a user, from a pre-con?gured 
computer Workstation 30, 31. Workstations 30, 31 are con 
?gured With a desktop application 40 adapted to connect 
With an LDSP server 60, via a packet netWork 100, such as 
the Internet, X25, asynchronous transfer mode (ATM) or 
the like. In the embodiment shoWn in FIG. 1, Workstations 
30, 31 are connected to a LAN 35, Which has access to the 
packet netWork 100. A plurality of Workstations 30, 31 may 
be con?gured to connect With LDSP server 60 to initiate 
long distance call connections over the PSTN 200. As 
evident to one skilled in the art, a single LAN 35, or a Wide 
area netWork (WAN) 39, supporting communications 
betWeen LANs 35 and 37, may be con?gured to provide 
Workstations 30, 31 With access to LDSP server 60. Alter 
natively, users may access the LDSP server 60 from stand 
alone Workstations. Thus, a company, for example, may 
register With the LDSP to provide designated employees 
With facilities for making long distance calls from the 
pre-con?gured Workstations 30, 31. In addition, the LDSP 
server 60 may be con?gured to identify speci?c users 
associated With a given organiZation, and check a corre 
sponding rule base specifying the request limitations of each 
user each time a call connection request is made. For 
example, a rule base may restrict a speci?c user’s access to 
call connection requests designating a call station having a 
particular area code, or country code. Such restrictions can 
be used to limit a user’s ability to establish call connections 
to those areas most often called for business purposes. A 
time or charge control feature may also be built using the 
rule base on LDSP server 60 for tracking the long distance 
charges incurred by a user. When a predetermined set 
amount of long distance charges have been incurred, a 
noti?cation message may be sent to an administrator advis 
ing of the activity of that user. With such a control in place, 
an indication of unusually high levels of activity can be 
provided. In this manner, client side control features may be 
built in to the system of the present invention, to control and 
track the activity of a plurality of selected subscribers. 

[0037] When a user registers With the long distance ser 
vice provider for the service enabled by the present inven 
tion, a call completion application 40 is installed on com 
puter Workstations 30, 31 for use by authoriZed users, also 
referred to as “calling parties”. Application 40 is con?gured 
at each Workstation 30, 31 to contact the LDSP server 60 
When a call connection betWeen tWo call stations, 10, 20, for 
example, is desired. Contact With LDSP server 60 may be 
made via an existing packet netWork connection, or the 
application 40 may automatically establish a packet netWork 
connection for this purpose. Call completion application 40 
provides call request capabilities that permit an application 
user to quickly and conveniently launch a call connection 
request from a con?gured Workstation 30, 31. Access to the 
LDSP 60 may be achieved through any knoWn type of 
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packet network connection, and in the instance Where com 
puter Workstations 30, 31 are supported by a local area 
netWork (LAN) 35, the packet netWork connection is com 
monly a dedicated Internet connection. 

[0038] It is a knoWn practice for a long distance service 
provider (LDSP) to provide registered users With access to 
PSTN toll services via the Internet. In doing so, a call 
controller 70 is interfaced by a signaling line With a PSTN 
toll sWitch 80 and controls connections made through the 
PSTN by the toll sWitch 80. The PSTN toll sWitch 80 is 
typically a time division multiplexed (TDM) toll sWitch. In 
response to a call connection request message, a call con 
nection information packet is dispatched by LDSP server 60 
to a call controller 70. Call controller 70 deciphers the call 
connection information packet and instructs toll sWitch 80 to 
initiate a ?rst call to the calling party telephone 10 served by 
line 84. The call controller 70 then instructs the toll sWitch 
80 to establish a second call to the called party telephone 20 
served by line 82. If the ?rst call is ansWered, the call 
controller 70 proceeds to instruct the toll sWitch 80 to 
establish a call connection betWeen the ?rst and second calls. 
It Will be understood by those skilled in the art that details 
such as the PSTN Common Channel Signaling Network 
(typically an SS7 not signaling netWork) are not illustrated 
for the purpose of clarity. It Will be further understood by 
those skilled in the art that While only one LDSP server 60 
and one call controller 70 are illustrated, a plurality of such 
servers and call controllers may be utiliZed for establishing 
long distance voice communication betWeen parties. 

[0039] As shoWn in FIG. 1, a calling party located at a 
pre-con?gured Workstations 30, 31 may use call completion 
application 40 to input information required to identify the 
parties betWeen Which a long distance call connection is to 
be established. A dial feature of application 40 may be used 
to initiate a call connection request based on the information 
input. 

[0040] When a call connection is initiated using desktop 
application 40, the desktop application 40 formulates a call 
connection request message, and the necessary communi 
cation connections betWeen Workstation 30, 31 and the 
LDSP server 60 are automatically established. A call con 
nection request message preferably includes user identi?ca 
tion information sent via the communication connection 
With the LDSP server 60. If so, a user veri?cation procedure 
is conducted, and if the user identi?cation information is 
determined to be valid a message authorizing the application 
40 to proceed With the call connection request is returned to 
the desktop application 40 via the communication connec 
tion. In response to this message, the desktop application 40 
forWards call connection request information to the LDSP 
server 60. At the LDSP server 60, information packets 
contained in the call connection request message are 
extracted and processed by various components of the LDSP 
server 60. As result of such processing, a call connection 
information packet is dispatched to the call controller 70 and 
the toll sWitch 80 is instructed to connect the designated call 
stations. Communication connections betWeen the LDSP 
server 60 and the call controller 70 may be established 
according to a number of methods knoWn in the art. For 
example, a direct connection 62 such as an Ethernet con 
nection may support communication betWeen LDSP server 
60 and call controller 70. In this case, TDM toll sWitch 80 
may also support an Ethernet connection. Alternatively, the 
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packet netWork 100 may be used to connect LDSP server 60 
and the call controller 70 for transmission of call connection 
information packets therebetWeen. 

[0041] Desktop application 40 provides a graphical user 
interface (GUI) having built-in functionality for establishing 
call connections betWeen call stations 10, 20 over the PSTN 
Without the use of an Internet broWser. The GUI 50, illus 
trated in FIG. 2, provides a calling party With convenient and 
efficient means for initiating a call connection request. In 
particular, desktop application 40 eliminates the requirement 
to logon to an LDSP Website and doWnload a call connection 
Webpage each time a call connection is desired. A calling 
party can input the necessary details pertaining to a called 
party With Whom a call connection is desired using the GUI 
50, and enable a call connection request by selecting a dial 
feature, for example a dial icon 58. Desktop application 40 
may be con?gured to include stored user identi?cation 
information Which is automatically sent to the LDSP server 
60 When a call connection request is initiated. 

[0042] As shoWn in FIG. 2, GUI 50 is adapted to accept 
call station information in call station ?elds 22, 24 for 
identifying the call stations betWeen Which a call connection 
is desired. Typically, a user Will be party to the call connec 
tion requested, and call station information pertaining to a 
call station in close proximity to a user’s Workstation Will be 
provided in a ?eld for entering the number from Which the 
call is placed, as shoWn at 22. GUI 50 may include various 
icons for enabling features of application 40, such as the dial 
icon 58. The GUI 50 of application 40 may be con?gured in 
any format adapted to provide a user With the features and 
functionality of the present invention. The features of appli 
cation 40 may be provided in any number of user interfaces, 
and may be in any suitable form knoWn in the art of GUI 
design. For example, features of application 40 may be 
provided in pull-doWn menu format or as icons Within a user 
interface. 

[0043] Application 40 may include a directory for storing 
call request information. This information may be stored in 
any number of formats, for example as called station num 
bers or called party names, as shoWn in call station ?elds 22 
and 24, respectively. If information pertaining to a desired 
called party is stored in a directory ?le of application 40, the 
required call station information may be selected for inser 
tion: into a call station ?eld 22, 24 of GUI 50. A called party 
directory may be provided as a pull doWn menu in the 
proximity of call station ?elds 22, 24, or in any other suitable 
format knoWn in the art. In addition, the GUI 50 may be 
con?gured to include default calling station information in a 
calling station ?eld 22 corresponding to a user’s call station, 
When a user is routinely requesting call connections, involv 
ing his or her designated call station. Alternatively, call 
station information may be manually entered from a corre 
sponding Workstation 30, 31 and a call connection request or 
“dial” feature 58 selected to enable a call connection request. 
Further, call station information pertaining user’s most fre 
quently requested call to a stations may be programmed into 
a speed dial directory 52 and quickly accessed from GUI 50 
for enabling an instant call connection request. 

[0044] Once the appropriate call station information is 
supplied in call station ?elds 22, 24 of application 40, dial 
feature 58 may be selected, to initiate a call connection 
request. Dial feature 58 initiates the procedure for establish 
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ing a long distance call connection between the designated 
call stations, as Will be discussed in more detail below. In 
essence, selection of the dial feature 58 prompts desktop 
application 40 to formulate a call connection request mes 
sage based on the speci?ed information input to establish a 
communication connection With the LDSP server 60. 

[0045] GUI 50 preferably includes an information display 
WindoW 26 for displaying status information associated With 
a call connection request. Information display WindoW 26 
may provide a medium for displaying a noti?cation message 
received from a LDSP server 60 via communication con 
nections, indicating the status of the call connection request 
at the server side. A tool bar 63 for initiating additional 
features provided by application 40 may also be enabled in 
the GUI 50. The features displayed in tool bar 63, as Well as 
most features available in GUI 50, may be inactivated using 
con?guration options provided by application 40. Alterna 
tively, feature icons displayed in GUI 50 may be inactivated 
by default Where the systems of a Workstation supporting 
desktop application 40 are not compatible or complete. For 
example, a feature displayed in GUI 50 may be a Web 
enabled feature, supported by the LDSP Web server 60 (FIG. 
1). If a Workstation supporting desktop application 40 is not 
equipped With a Web broWser adapted for connection to the 
LDSP Web server, then the Web-enabled features of GUI 50 
Will not be accessible to that user, from that particular 
Workstation. 

[0046] Tool bar 63 may provide access to Web-enabled 
features of the present invention compatible With desktop 
application 40. These Web-enabled features are preferably 
supported by a corresponding LDSP Web server 65, and may 
be accessed by a registered user from any Workstation 
having Internet access and a Web broWser application. When 
an icon is selected from tool bar 63, a compatible Web 
broWser is launched and a Webpage is doWnloaded to the 
user Workstation. The Webpage may include a form into 
Which the user inputs information required to enable the 
selected feature. The completed form is then uploaded from 
the user Workstation to the Web server and the Web-enabled 
feature is activated. Each Web-enabled form may require a 
user to input user identi?cation information to ensure that 
the user is authoriZed to initiate the requested Web-enabled 
feature. 

[0047] The Web-enabled features preferably support com 
plex features and data presentation capabilities of the present 
invention. For example, Web-enabled features may include 
conference calling, country code and time Zone information 
display, long distance rate searches, and account editing 
capabilities. These Web-enabled features are made available 
via the LDSP Web server 65 to registered users. Other 
commonly used features, such as directory ?les and call 
connection requests, are locally available to a user Worksta 
tion 30, 31, for fast and easy access. As a result, local system 
resource usage is kept to a minimum and call connection 
requests can be conveniently and quickly initiated from a 
user’s Workstation. 

[0048] In addition, a user may be required to input Web 
server user identi?cation to gain access to the respective 
Web-enabled features of the present invention. As a result, 
Web-enabled features of the present invention may be dis 
abled for any given user. 

[0049] User identi?cation information can be stored by 
desktop application 40 and sent to an LDSP server 60 With 
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each call connection request if the desktop application 40 is 
pre-con?gured to store logon information for connecting to 
LDSP server 60. For example, in order to use the system of 
the present invention to establish long distance call connec 
tions, a calling party must be a registered user recogniZed by 
the LDSP server 60. User speci?c identi?cation information 
sent to LDSP server 60 With each call connection request 
message identi?es the user and permits the LDSP server 60 
to validate the incoming request, determine Whether an 
associated user account is in good standing, and process and 
bill the transaction accordingly. Consequently, each regis 
tered user is assigned unique user identi?cation information 
that is stored on LDSP server 60 and used to verify each call 
connection request. Each time a registered user initiates a 
call connection request, the user identi?cation information is 
checked to determine Whether the user is still in good 
standing before the call connection request is processed. In 
this manner, user access to the LDSP server 60 can be denied 

if an account is determined to be overdue, for example. 

[0050] FIG. 3 provides a detailed overvieW of the system 
in accordance With a preferred embodiment of the present 
invention. As illustrated, the system of the present invention 
may be described as a threetier system utiliZing client-side 
and provider-side components for accessing independent 
service platforms. Starting from the bottom of FIG. 3, on the 
client side, a client Workstation 30, 31 is provided With a call 
completion application 40, and may also include a Web 
broWser application 45. On the provider side, an LDSP 
server 60 includes at least one server partitioned to provide 
a call server component 68, a Web server component 65, a 
transaction server component 75 and a user database 250. 
The provider side of the present system also includes a call 
controller 70 adapted to a control a time division multi 
plexed (TDM) toll sWitch 80, and a credit veri?cation server 
component 280 for processing credit card transactions for 
registered users. For the purpose of clarity, each component 
of the provider side of the system has been illustrated as a 
separate server, hoWever, it is possible for a single server to 
be partitioned to include one or more of the components 
illustrated to be part of the provider side of this system. In 
addition, the components of the provider side may be 
connected to an Ethernet, or otherWise interconnected using 
protocols and apparatus knoWn in the art. Service platforms 
accessed by the system include the PSTN 200 for enabling 
call connections betWeen designated call stations 10, 20 and 
communication connections With other systems supported 
thereon. Other such service platforms may include telecom 
carrier 350 and a credit card processing centre 300 for 
processing credit card transactions. For example, the LDSP 
server 60 of the present invention may connect With a credit 
card processing centre 300, via a credit veri?cation server 
280 for supporting online credit card billing. The service 
components are not part of the present invention, but are 
described in connection With the present system for the 
purpose of clarity. 

[0051] The call server component 68 is con?gured to 
communicate With the call controller 70, and Web server 
component 65, When applicable. The call server 68 is not 
necessarily con?gured to directly process client side call 
connection requests. By providing a transaction server 75 on 
the provider side, an interpretation step can be handled by 
the transaction server 75 before the request is passed to the 
call server 68 for processing. As shoWn in FIG. 3, the 
desktop application 40 is con?gured to generate call con 
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nection request messages at a user Workstation 30, 31 and 
send those messages to the LDSP server 60. Each call 
connection request message is sent from desktop application 
40 to transaction server 75 Where it is formatted for pro 
cessing by call server 68. The processing steps performed by 
call server 68 preferably include steps of user veri?cation, 
billing transactions Which may include credit card authori 
zation, and call connection. Messages exchanged betWeen 
desktop application 40 and transaction server 75 may com 
ply With any protocol compatible With desktop application 
40 and transaction server 75, for example, an object oriented 
packet messaging protocol. In accordance With a preferred 
embodiment of the invention, transaction server 75 is a 
Microsoft transaction server as provided by Microsoft 
Corp.®, and application 40 is con?gured to generate call 
connection request messages utilizing a Distributed Com 
ponent Object Model (DCOM) protocol. In accordance With 
the preferred embodiment, a neW DCOM object is created 
each time a call connection request message is formulated 
by application 40, and sent to transaction server 75, Where 
it is converted into a suitable format for processing by call 
server 68. Communications protocols used for messaging 
betWeen transaction server 75 and call server 68, as Well as, 
betWeen Web server 65 and call server 68 are a matter of 
design choice dependent principally on implementation 
details, as Will be Well understood by those skilled in the art. 

[0052] FIG. 4a illustrates the principal steps involved in 
establishing a typical long distance call connection from the 
Workstation 30 using application 40. A calling party, Who is 
a registered user of the system, prepares a call connection 
request at step 110 using desktop application 40 by inputting 
call request information. As mentioned above, desktop 
application 40 preferably includes call connection features 
such as call directory and speed dial functions. Using these 
features, a user may quickly and conveniently specify details 
required to request a call connection over the PSTN betWeen 
call stations. Alternatively, a user may input the required call 
station information in the appropriate ?elds of the GUI 50. 
When the information has been input, a call connection can 
be initiated from application 40, for example, by selecting 
the dial icon 58 (FIG. 2) available on GUI 50 (step 115). A 
call connection request message is formulated by desktop 
application 40 When the call request is initiated in step 115. 
At step 120, desktop application 40 determines Whether a 
compulsory logon feature is enabled. If compulsory logon is 
enabled, a user is required to enter user speci?c logon 
information each time a call connection request is initiated 
(step 125) in order to control unauthorized use or enforce 
user-speci?c billing. The logon information input at step 125 
is veri?ed to ensure that the user has authorization to utilize 
desktop application 40. Alternatively, compulsory logon 
may be disabled to improve convenience and ef?ciency. 

[0053] At step 130, desktop application 40 determines if a 
packet netWork connection is available for establishing a 
connection With LDSP server 60. If the packet netWork 
connection is located, application 40 proceeds to establish a 
communications connection With the LDSP server 60 via the 
packet netWork (step 140). A communications connection 
may be established using any suitable protocol for providing 
a messaging service Workstations 30, 31 running desktop 
application 40 and the LDSP server 60. For example, 
Distributed Component Object Model (DCOM) may be 
employed to enable messaging betWeen a Workstation 30, 31 
and the LDSP server 60. DCOM is designed for use across 

May 17, 2007 

multiple netWork transports, including Internet protocols 
such as TCP and HTTP, and enables Component Object 
Model (COM) softWare components to communicate 
directly over a packet netWork. If a packet netWork connec 
tion is not found, a packet netWork connection is automati 
cally established by desktop application 40 at step 135, 
before proceeding to step 140. A packet netWork connection 
may be established in step 135 in accordance With any 
knoWn method. After the appropriate connections are estab 
lished (steps 135, 140), desktop application 40 sends an 
encrypted logon information message to the LDSP server 60 
(step 145). The logon information contained in this message 
is retrieved from storage by application 40 if the compulsory 
logon feature is disabled. 

[0054] FIG. 4b illustrates the principal steps performed at 
LDSP server 60 in response to a call connection request 
initiated by desktop application 40. An encrypted logon 
information message is received from application 40 and 
subsequently decrypted and veri?ed by the LDSP server 60 
(step 150). Decryption and veri?cation of a logon informa 
tion message may be performed in any number of Ways 
knoWn in the art for maintaining a secure system accessible 
only to registered users. Veri?cation may be performed by 
LDSP server 60 by checking user identi?cation information 
contained in the logon information message against user 
identi?cation information stored in a user database 250 
(FIG. 3) associated With the LDSP server 60. A user’s 
identi?cation information is preferably also processed to 
identify a corresponding account number and the status of 
that account is determined. An account database storing 
account information corresponding to each registered user is 
preferably maintained. If the user identi?cation validation 
performed at step 150 fails, a series of retry steps may be 
initiated (steps 160-164), if the LDSP server 60 is con?gured 
to permit logon retries as determined at step 158. If so, a 
retry message is sent to desktop application 40 (step 160) 
and a retry counter is incremented (step 162). Unless a 
maximum number of retries has not been attempted (step 
164), another logon attempt is made from desktop applica 
tion 40 and LDSP server 60 returns to step 150. If a 
predetermined maximum number of retry steps are per 
formed Without success, the call connection request is 
denied (step 166), and a denied request message is sent to 
application 40 (step 168). A denied request message may 
specify Why a request Was denied, for example, “user 
identi?cation information not recognized”, “credit card not 
accepted” or “credit limit exceeded”. When a denied request 
message is generated and sent to application 40, the call 
connection processing procedure of the LDSP server is 
terminated (step 170). 
[0055] If the logon information in step 155 is determined 
to be valid, the procedure for establishing a call connection 
continues With the LDSP server 60 sending a message 
instructing application 40 proceed With the request (step 
175). In response to this message, at step 180, call request 
information is received from desktop application 40 con 
taining the call request information entered in step 110. 
Upon receipt at LDSP server 60, the call request information 
is reformatted and processed (step 185). The processed 
information is sent via a call connection information packet 
to a call controller 70 (step 190). The call controller 70 
processes the call connection information packet and sends 
instructions to a TDM sWitch 80 through Which the call 
connection Will be established (step 192). The communica 
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tions between the LDSP server 60 and the call controller 70 
are preferably e?fected using a protocol such as PPTP 
(point-to-point tunneling protocol) to increase the level of 
security. In addition, call controller 70 is preferably provided 
with software ?lters well known in the art to ensure that only 
packets originating from a recognized LDSP server are 
accepted as valid call connection packets. A noti?cation or 
call status message is generated by the LDSP server 60 and 
sent to desktop application 40 at step 194, indicating that the 
call connection is in progress. 

[0056] FIG. 40 illustrates the principal steps preferably 
performed by desktop application 40 at a user workstation in 
response to a call status message sent in step 194. The call 
status message is received by desktop application 40 and a 
call status message displayed in an information display 
window 26 (FIG. 2) provided in GUI 50 (step 195). Desktop 
application 40 then proceeds to release the communication 
connection established between the workstation and the 
LDSP server 60 (step 196) and determines (step 197) 
whether a packet network connection was established at step 
130. If a packet network connection was not established by 
the desktop application 40, no further action is taken and the 
procedure ends at step 199. Alternatively, if it is determined 
that a packet network connection was established by the 
desktop application at step 130, then that connection is 
closed (step 198), and the procedure is ended (step 199). 

[0057] After the call request information has been pro 
vided to the TDM toll switch 80 (FIG. 3) by call controller 
70, a call connection is established between call stations 10, 
20 in accordance with procedures described in applicant’s 
copending US. patent application Ser. No. 08/811,099 ?led 
on Mar. 3, 1997, the speci?cation of which is incorporated 
herein by reference. That is, once the required call station 
information has been provided, call controller 70 instructs 
the TDM toll switch 80 to place a ?rst call to the calling 
party, a second call to the called party, and to conference the 
two calls together after the ?rst call is answered. 

[0058] According to a preferred embodiment of the inven 
tion, bi-directional updates to directory ?les stored on the 
user workstation and the LDSP server, are performed to 
enable traveling users to have their directories available 
when accessing the service using a web browser interface. 
FIGS. 5a, 5b and 5c illustrate the steps involved in a 
bi-directional directory update procedure in accordance with 
the invention. Directory ?les stored on a user workstation 
are synchronized with corresponding server side directory 
?les each time either directory is updated to ensure that the 
user’s directory ?les are mirrored in each location. This 
permits a user to access the most up-to-date records from his 
or her workstation as well as from a remote access to the web 

server component 65. When a directory update is on the 
LDSP server 60 by a web user or an administrator, a 
synchronization feature is automatically enabled to ensure 
that the corresponding client side directory ?les are updated 
on next logon from the user’s workstation 30. 

[0059] FIG. 5a illustrates the principal steps in a preferred 
method for updating directory ?les from a user’s worksta 
tion. Desktop application 40 preferably includes features to 
enable editing of directory ?les locally stored on a user’s 
workstation. Updates to a user’s directory may be made by 
selecting a directory edit feature from GUI 50, and entering 
the appropriate directory information (step 405). After the 
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updated information has been entered, a synchronization 
feature may be selected from GUI 50 to initiate the directory 
update procedure (step 410). This procedure includes estab 
lishing a connection with LDSP server 60, as described 
above with respect to completing a call request, to obtain 
authorization and to synchronize the LDSP server directory 
with the desktop application directory ?les that were 
updated. At step 415, a connection with LDSP server 60 is 
initiated by determining if a compulsory logon feature is 
enabled. If enabled, a user must input his or her logon 
information to proceed (step 420). Otherwise, application 40 
proceeds to determine if a packet network connection is 
available (step 425). If a packet network connection is 
available, desktop application 40 establishes a communica 
tion connection with the LDSP server 60 (step 425). Oth 
erwise, the packet network connection is established at step 
430, before step 435 can be performed. With the required 
connections established, desktop application 40 sends 
encrypted logon information to the LDSP server (step 440). 

[0060] As shown in FIG. 5b, at step 445, logon informa 
tion message is received, decrypted and veri?ed by LDSP 
server 60. At step 450, LDSP server 60 determines if the 
logon information is valid. If not, a series of retry steps may 
be executed, as described above, and illustrated in FIG. 4b. 
If the logon information is determined to be valid, a message 
instructing the desktop application 40 to proceed is sent at 
step 455. In response to a message sent in step 455, a 
directory update request message is returned to the LDSP 
server at step 460, based on the updated information pro 
vided to desktop application 40 in step 405. At step 465, it 
is determined whether the directory update request is valid. 
This determination will be based on the level of authoriza 
tion identi?ed for the particular user, as well as the nature of 
the directory information to be updated. For example, a user 
may be restricted to requesting call connections within an 
assigned calling area or areas, having designated area codes. 
If an attempt is made to update a user’s directory ?les to 
include call station information which is outside a user’s 
assigned calling area, then the update request is denied, and 
a corresponding message is sent to desktop application 40 
(step 470). In response to a message received from LDSP 
server 60 denying an update request, a connection release 
process is performed by desktop application 40, as illus 
trated by steps 490 to 510, of FIG. 50. If an update request 
is valid, corresponding directory ?les on the LDSP server 60 
are updated and stored (step 475). When the LDSP server 
directory ?les are updated in response to an update request, 
an approval message is sent from the server to the user 
workstation (step 480). 

[0061] FIG. 50 illustrates the principal steps performed by 
desktop application 40 in response to receipt of the approval 
message sent by the LDSP server 60. On receipt of the 
message sent in step 480, the client side directory ?les are 
updated accordingly and stored on desktop application 40 
(step 485). Following the update procedure of step 485, the 
communication connection with the LDSP server 60 is 
released (step 490). It is then determined, at step 495, 
whether a packet network connection was established for the 
purpose of sending the update request (step 430). If so, the 
connection is closed (step 500) and the update procedure is 
ended (step 510). Likewise, if an update denied message is 
received at step 470 in response to the directory update 
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request, the procedure jumps to step 490 and the necessary 
connections are released and closed, to complete the proce 
dure (steps 495-510). 

[0062] With each logon procedure described above With 
reference to FIGS. 4a-c, a directory update check may be 
performed after the logon information has been veri?ed, to 
determine if directory ?les updated on the LDSP server 60 
need to be sent to the user Workstation for incorporation into 
directories used by desktop application 40. 

[0063] The system of the present invention provides a 
desktop application 40 adapted to communicate With an 
LDSP server 60 to establish long distance call connections 
betWeen call stations over the PSTN. Desktop application 40 
provides a registered LDSP user With a convenient and 
ef?cient tool for initiating a call request. The desktop appli 
cation 40 enables a call connection request to be quickly 
initiated from a user Workstation, permitting a user to 
perform other tasks While Waiting for noti?cation from a call 
station that a call connection has been established. 

[0064] The embodiments of the invention described above 
are intended to be exemplary only. The scope of the inven 
tion is therefore intended to be limited solely by the scope 
of the appended claims. 

1. A method of completing a call connection over the 
public sWitched telephone netWork (PSTN) from a desktop 
application residing on a computer Workstation, said method 
comprising: 

a) accepting call request information input by a user using 
an interface provided by the desktop application; 

b) formulating a call connection request message based on 
said information accepted from said user; and 

c) forWarding the call connection request message over a 
connection established betWeen the desktop application 
and a long distance service provider server to effect call 
completion betWeen at least tWo call stations by deter 
mining Whether a packet netWork connection is avail 
able to the Workstation and, if the packet netWork is not 
available, establishing the packet netWork connection 
prior to sending the request, and said connection estab 
lished betWeen said Workstation and said long distance 
service provider server includes the packet netWork 
connection and a server-speci?c communication con 
nection. 

2. The method as claimed in claim 1, Wherein formulating 
a call connection request message is initiated When the user 
enables an application feature available on said interface. 

3. The method as claimed in claim 1, Wherein inputting 
call request information includes selecting call station infor 
mation from a directory stored on said Workstation. 

4. The method as claimed in claim in 2, Wherein said 
application feature prompts the desktop application to 
retrieve predetermined call station information and forWard 
said call connection request message. 

5. The method as claimed in claim 3, Wherein said call 
station information is stored in said directory in association 
With a call party name. 

6. The method as claimed in claim 1, Wherein said 
server-speci?c communication connection uses Distributed 
Component Object Model (DCOM) protocol. 

7. The method as claimed in claim 1, further comprising 
a step of releasing at least the’server-speci?c connection 
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betWeen said long distance service provider server and said 
desktop application When a call status message indicating 
that the call request is being processed, is received from said 
long distance service provider server. 

8. The method as claimed in claim 7, further comprising 
a step of releasing the packet netWork connection if it is 
determined that the packet netWork connection Was estab 
lished by said desktop application. 

9. The method as claimed in claim 1, Wherein forWarding 
the call connection request message includes a step of 
forWarding a ?rst message containing user identi?cation 
information. 

10. The method as claimed in claim 9, further comprising 
steps of: 

a) receiving a con?rmation message from said long dis 
tance service provider server con?rming said user 
identi?cation information; and 

b) forWarding a call request message containing call 
station information. 

11. A method of completing a call connection over the 
public sWitched telephone netWork (PSTN) from a desktop 
application operating locally on a computer Workstation 
having a communication connection With a long distance 
service provider server, said method comprising steps of: 

a) receiving a call connection request message at said long 
distance service provider server, sent from said desktop 
application via a packet netWork connection and a 
server-speci?c communication connection established 
by said desktop application betWeen said computer 
Workstation and said long distance service provider; 

b) verifying user identi?cation information contained in 
said message; 

c) processing said call connection request message to 
enable a call connection to be established betWeen at 
least tWo call stations based on call station information 
contained in said message; and 

d) sending a noti?cation message to the desktop applica 
tion, to notify the desktop application that said call 
connection is in progress. 

12. The method as claimed in claim 11, Wherein the step 
of processing said call connection request message further 
comprises steps of: 

a) formulating a call request packet based on said call 
station information; and 

b) forWarding said call request packet to a call controller 
connected to a time division multiplexed (TDM) 
sWitch, for effecting a call connection betWeen call 
stations identi?ed in said call connection request mes 
sage. 

13. A method of completing a call connection as claimed 
in claim 11, Wherein said step of receiving a call connection 
request message further comprises steps of: 

a) receiving a ?rst message from said desktop application 
via the server-speci?c communication connection, the 
?rst message containing user identi?cation informa 
tion; 

b) sending a con?rmation message to said desktop appli 
cation via the server-speci?c communication connec 
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tion, the con?rmation message authorizing said user 
identi?cation information; and 

c) receiving a second message from said desktop appli 
cation via the server-speci?c communication connec 
tion, the second message containing call station infor 
mation identifying call station locations to be joined by 
a call connection. 

14. A system for establishing a long distance call connec 
tion betWeen call stations over the PSTN, said system 
comprising: 

a) a long distance service provider (LDSP) server for 
establishing a call connection betWeen at least tWo call 
stations in response to a call connection request mes 
sage sent from a registered user; 

b) a desktop application operating locally on a user 
Workstation to accept input from said registered user 
de?ning parameters for establishing said call connec 
tion, and communicate said parameters to said long 
distance service provider server in the form of a call 
connection request message; and 

c) a call controller for receiving a call connection infor 
mation packet from said LDSP server, based on said 
call connection request message and instruct a time 
division multiplexed (TDM) sWitch to establish a call 
connection betWeen said at least tWo call stations; 

d) means for establishing a communication connection 
With said LDSP server for communicating said call 
connection request message, said means for establish 
ing the communication connection including means for 
determining if an existing packet netWork connection is 
available, and if not, establishing a packet netWork 
connection. 

15. The system as claimed in claim 14, Wherein said 
means for establishing a communication connection further 
comprises means for establishing a communication connec 
tion compatible With said LDSP server. 

16. The system as claimed in claim 15, Wherein said 
communication connection is established using a Distrib 
uted Component Object Model (DCOM) protocols. 

17. The system as claimed in claim 14, Wherein said 
desktop application supports a call station directory. 

18. The system as claimed in claim 14, Wherein said 
desktop application supports a programmable speed dial 
feature. 

19. The system as claimed in claim 14, Wherein said 
desktop application further includes means for closing said 
packet netWork connection and communication connections 
When a message notifying that the call connection is in 
progress is received from said LDSP server. 

20. The system as claimed in claim 14, Wherein said 
desktop application further comprises means for encrypting 
call connection request messages. 

21. A system for establishing a long distance call connec 
tion betWeen call stations over the PSTN, said system 
comprising: 

a) a long distance service provider (LDSP) server for 
establishing a call connection betWeen at least tWo call 
stations in response to a call connection request mes 
sage sent from a registered user, said LDSP server 
further comprising a transaction component, a call 
connection component and a Web server component; 
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b) a desktop application operating locally on a user 
Workstation to accept input from said registered user 
de?ning parameters for establishing said call connec 
tion, and communicate said parameters to said long 
distance service provider in the form of a call connec 
tion request message; and 

c) a call controller for receiving a call connection infor 
mation packet from said LDSP server, based on said 
call connection request message and instruct a time 
division multiplexed (TDM) sWitch to establish a call 
connection betWeen said at least tWo call stations. 

22. The system as claimed in claim 21, Wherein said 
transaction component further comprises: 

a) means for receiving a call connection request message 
from said desktop application; 

b) means for decrypting said call connection request 
message; and 

c) means for formatting said call connection request 
message for processing by said call connection com 
ponent. 

23. The system as claimed in claim.22, Wherein said 
desktop application further comprises means for enabling 
call connection features on the LDSP Web server. 

24. The system as claimed in claim 23, Wherein said 
means for enabling call connection features includes 
enabling a Web broWser application on said user Worksta 
tion. 

25. A system for establishing a long distance call connec 
tion betWeen call stations over the PSTN, said system 
comprising: 

a) a long distance service provider (LDSP) server for 
establishing a call connection betWeen at least tWo call 
stations in response to a call connection request mes 
sage sent from a registered user, said LDSP server 
further comprising a user database; 

b) a user Workstation that accepts input from said regis 
tered user de?ning parameters for establishing said call 
connection, determines if a packet netWork connection 
to the LDSP server is available and establishes a packet 
netWork connection in the LDSP server if one is not 
available, and communicates said parameters to said 
long distance service provider server in the form of a 
call connection request message sent over the packet 
netWork connection to the LDSP server; and 

c) a call controller for receiving a call connection infor 
mation packet from said LDSP server, based on said 
call connection request message and instruct a time 
division multiplexed (TDM) sWitch to establish a call 
connection betWeen said at least tWo call stations. 

26. The system as claimed in claim 25, Wherein said user 
database stores user directory ?les. 

27. The system as claimed in claim 26, further comprising 
means for synchronizing directory ?les residing on the user 
Workstation With directory ?les stored in the LDSP user 
database. 

28. The system as claimed in claim 26, further comprising 
a Web broWser application used to update the user directory 
?les, and means for automatically performing a correspond 
ing update to directory ?les residing on the user Workstation 
When a communication connection With said LDSP server is 
established from said desktop application. 



US 2007/0110036 A1 

29. The system as claimed in claim 25, wherein said user 
database stores user account information. 

30. A user Workstation for establishing a communication 
connection With a long distance service provider a (LDSP) 
server comprising: 

a) means for accepting call connection information input 
by a user; 

b) means for formulating a call connection request mes 
sage based on said call connection information; 

c) means for determining if an existing packet netWork 
connection is available; 

d) means for establishing a packet netWork connection if 
an existing packet netWork connection is not available 
to support said communication connection; and 

e) means for sending said call connection request message 
to said LDSP server to establish a call connection 
betWeen at least tWo call stations. 

31. The user Workstation as claimed in claim 30, Wherein 
said means for accepting call connection information is a 
graphical user interface. 
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32. The user Workstation as claimed in claim 30, Wherein 
said means for sending said call connection request message 
further comprises means for sending user identi?cation 
information to said LDSP server for veri?cation. 

33. The user Workstation as claimed in claim 30, further 
comprising means for closing said communication connec 
tion after a call connection is initiated. 

34. A computer-readable memory storing program 
instructions for instantiating the user’s Workstation as 
claimed in claim 30. 

35. The user Workstation as claimed in claim 30 further 
comprising: 

a) means for updating a call directory supported by said 
desktop application; and 

b) means for effecting a corresponding update to a user 
directory supported by said LDSP server. 


