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VEHICLE ACTIVATED MILLIMETER-WAVE 
INTERROGATING 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application is a continuation-in-part of US. 
patent application Ser. No. 10/893,017, ?led Jul. 16, 2004. 
The content of the aforementioned application is incorpo 
rated herein by reference. 

BACKGROUND 

[0002] Millimeter Wave signals are used for radar and 
telecommunications. They are also capable of being used to 
produce data representative of a subject by directing milli 
meter-Wave signals at the subject and detecting the re?ected 
signal. Examples of such imaging systems have been 
described in US. Pat. Nos. 5,455,590; 5,557,283; 5,859, 
609; 6,507,309; 6,703,964; 6,872,322; and US. Patent 
Application Publication Numbers 2004/0090359, 2004/ 
0140924 and 2006/0066469, Which patent references are 
incorporated herein by reference. 

SUMMARY OF THE DISCLOSURE 

[0003] An interrogating system can include an interrogat 
ing apparatus con?gured to transmit toWard and receive 
from a subject in a subject position, millimeter-Wave elec 
tromagnetic radiation. A subject may include a person and 
any object or objects carried by the person. Such a system 
can also include a controller con?gured to operate the 
interrogating apparatus, and produce data representative of 
a characteristic of the subject from received radiation, 
including graphical and/or textual output data. 

[0004] Some embodiments of such an interrogating sys 
tem may include interrogating apparatus adapted to be 
mounted to a passenger vehicle or at a vehicle loading Zone, 
to interrogate passengers and/or other persons prior to 
boarding the vehicle. Such embodiments may include one or 
more controllers positioned Within the vehicle or at the 
loading Zone. Optionally, some embodiments may be con 
?gured to be Wholly or partially operated from a location 
remote from the interrogating apparatus. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0005] FIG. 1 is a general diagram shoWing an embodi 
ment of an interrogation system. 

[0006] FIGS. 2 and 3 are perspective vieWs ofa portion of 
a passenger vehicle upon Which is mounted an embodiment 
of a vehicle-activated interrogating system, shoWing 
vehicle-mounted interrogating apparatus that is foldable 
betWeen a retracted and an extended position. 

[0007] FIG. 4 is an elevation vieW of a bracket that may 
be used to mount the interrogating apparatus of FIGS. 2 and 
3 to a vehicle. 

[0008] FIG. 5 is a cross section of the bracket of FIG. 4 
taken along the line 5-5 in FIG. 4. 

[0009] FIG. 6 is a cross section of the bracket of FIG. 4, 
interlocked With a corresponding mounting element. 

[0010] FIG. 7 is a perspective vieW of a portion of another 
embodiment of a vehicle-activated interrogating system, 
shoWing a passenger vehicle adjacent an interrogating sta 
tion. 
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DETAILED DESCRIPTION OF VARIOUS 
EMBODIMENTS 

[0011] Systems used for surveillance of persons prior to 
entry into a vehicle may include interrogating patrons With 
millimeter-Wave electromagnetic radiation. Vehicle-acti 
vated interrogating systems may be mounted to, or other 
Wise associated With, passenger vehicles, and may be con 
?gured to interrogate passengers and other persons before 
alloWing them to board or otherWise access the vehicle. A 
vehicle-mounted interrogating system may be con?gured to 
be folded betWeen an extended position When used for 
interrogation and a retracted position When not in use, and 
may be adapted to be operated from Within a vehicle, such 
as by the vehicle operator. An interrogating station may 
include a vehicle-activated interrogating apparatus installed 
at a vehicle loading Zone, and may be adapted to be operated 
When a vehicle is adjacent the loading Zone. Vehicle-acti 
vated interrogating systems may include obstructing devices 
adapted to prevent or alloW boarding of the vehicle by a 
passenger or other person, and may be based at least in part 
on the results of interrogating the person. 

[0012] ShoWn generally at 10 in FIG. 1 is an exemplary 
interrogation system. System 10 may include an interrogat 
ing apparatus 12, a controller 14, and in some systems, an 
input device 16 and/or an output device 18. The system 
interrogates a subject 20 in a subject position 22 in the sense 
that the interrogating apparatus transmits electromagnetic 
radiation 24 toWard the subject, and in response, the subject 
emits or re?ects electromagnetic radiation 26 that is detected 
by the interrogating apparatus. 

[0013] Subject 20 may include all that is presented for 
interrogation in subject position 22, Whether human, animal, 
or inanimate object. For example, if a person is presented for 
interrogation, subject 20 may include the entire person or a 
speci?c portion or portions of the person. In some applica 
tions, such as a security checkpoint at a passenger vehicle 
loading Zone, subject 20 may include one or more passen 
gers, Who may be interrogated prior to or after boarding a 
vehicle as they pass through subject position 22. In some 
applications, subject 20 may optionally include one or more 
persons Who temporarily board or access a vehicle in order 
to load it (such as luggage handlers, freight delivery per 
sonnel, and so forth) to perform maintenance, or otherWise, 
Who may be interrogated prior to boarding or accessing the 
vehicle. Optionally, subject 20 may include one or more 
persons, animals, objects, or a combination of these. 

[0014] System 10 may be adapted to interrogate subject 20 
by irradiating it With electromagnetic radiation, and detect 
ing the re?ected radiation. Electromagnetic radiation may be 
selected from an appropriate frequency range, such as in the 
range of about 100 megahertz (MHZ) to 2 terahertZ (THZ), 
generally referred to herein as millimeter-Wave radiation. 
Satisfactory imaging, or the production of images from the 
detected radiation, may be obtained using electromagnetic 
radiation in the frequency range of one gigahertZ (GHZ) to 
about 300 GHZ. Radiation in the range of about 5 GHZ to 
about 110 GHZ may also be used to produce acceptable 
images. Some imaging systems use radiation in the range of 
24 GHZ to 30 GHZ. Such radiation may be either at a ?xed 
frequency or over a range or set of frequencies using several 
modulation types, eg chirp, pseudorandom frequency hop, 
pulsed, frequency modulated continuous Wave (FMCW), or 
continuous Wave (CW). 
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[0015] Certain natural and synthetic ?bers may be trans 
parent or semi-transparent to radiation of such frequencies 
and Wavelengths, permitting the detection and/or imaging of 
surfaces positioned beneath such materials. For example, 
When the subject of interrogation is an individual having 
portions of the body covered by clothing or other covering 
materials, characteristics or other information about portions 
of the subject’s body covered by such materials can be 
detected With system 10, as Well as those portions that are 
not covered. Further, information relative to objects carried, 
supported by, or otherWise With a person beneath clothing 
can be provided With system 10 for metal and non-metal 
object compositions, such as those used for Weapons, explo 
sives, and the like. Thus, system 10 may be used to detect 
objects carried by passengers and/or other persons Waiting to 
board a vehicle, such as a passenger vehicle, by determining 
Whether data based at least in part on interrogation of a 
passenger or person contains characteristics corresponding 
to an object on the person. 

[0016] Many variations of interrogating apparatus 12 are 
possible. For example, the interrogating apparatus may 
include an array 28 of one or more antenna units, each of 
Which may further include a single antenna that transmits 
and receives radiation or a plurality of antennas that collec 
tively transmit and receive radiation. Optionally, some 
embodiments may employ one or more antenna apparatuses 
as described in Us. Pat. No. 6,992,616, entitled “Millime 
ter-Wave Active Imaging System,” the disclosure of Which 
is herein incorporated by reference. 

[0017] Depending on the interrogating apparatus, an inter 
rogating system may include a support structure 30 to 
support interrogating apparatus 12 relative to a subject 
position. In some embodiments, support structure 30 may 
permanently or detachably mount interrogating apparatus 12 
to a vehicle 32. For example, interrogating apparatus 12 may 
be mounted to vehicle 32 and oriented to interrogate pas 
sengers prior to boarding the vehicle. Vehicle 32 may be any 
structure or device for transporting persons or things, includ 
ing both mobile and stationary conveyances. Exemplary, 
non-limiting examples of vehicles that are mobile convey 
ances include road vehicles such as buses, personnel cani 
ers, and taxis, rail vehicles such as surface, elevated and 
subWay trains, gondolas used in aerial tramWays, Watercraft 
such as a boats and ships, commercial and other aircraft, 
spacecraft, and so forth. Exemplary, non-limiting examples 
of vehicles that are stationary conveyances include passen 
ger transport devices such as elevators, escalators, moving 
Walkways, and other devices adapted to transport one or 
more people Within or relative to a structure. The term 
“passenger vehicle” is used herein to indicate a vehicle that 
is adapted to transport one or more persons (or passengers), 
and thus includes, but is not limited to, any of the afore 
mentioned vehicles that are adapted for mass transit. Thus, 
although the vehicles of the exemplary embodiments dis 
cussed herein are shoWn as buses, such embodiments are not 
to be interpreted in a limiting sense. 

[0018] Accordingly, the con?guration of support structure 
30 may be determined by, and/or otherWise relate to, factors 
such as the nature of the vehicle or vehicles to Which an 

interrogating apparatus is mounted, the orientation and 
location of the vehicle’s entrance and the proximity of the 
subject position relative to the entrance, and so forth. In one 
example, as shoWn in FIGS. 2 and 3 and discussed in greater 
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detail beloW, the support structure in such an example may 
include a foldable framework operable to move the interro 
gating apparatus betWeen or among a plurality of predeter 
mined positions, such as a ?rst position, in Which the 
interrogating apparatus is folded out or otherWise extended 
from the vehicle adjacent the subject position, and a second 
position, in Which the interrogating apparatus is folded in or 
otherWise retracted toWard the vehicle. 

[0019] In other embodiments, support structure 30 may 
mount interrogating apparatus 12 at a passenger vehicle 
loading Zone such as a bus stop or similar terminal, or any 
location at Which one or more passengers board a vehicle. As 
shoWn in FIG. 7 and discussed in greater detail beloW, the 
support structure in such an example may include one or 
more housings and/ or ?ttings adapted to mount interrogating 
apparatus 12 adjacent a subject position at a loading Zone 
and orient the interrogating apparatus such that passengers 
and/or other persons may be interrogated prior to boarding 
a vehicle positioned near the loading Zone. 

[0020] A moving mechanism 34 may assist or perform 
movement of all or part of interrogating apparatus 12 
relative to a subject in a subject position. For example, an 
interrogating apparatus mounted to a vehicle may be moved 
betWeen a retracted position and an extended position by 
moving mechanism 34. Optionally, a vehicle-mounted inter 
rogating apparatus in an extended position may be moved 
relative to a subject While extended from the vehicle. 

[0021] For example, array 28 may include a single antenna 
unit, Which may require that array 28 be moved along one 
or more linear dimensions of a subject position 22, to 
interrogate the entirety of a subject in the subject position. 
Alternatively, array 28 may include multiple adjacent 
antenna units arranged such that array 28 need not be moved 
With respect to subject position 22 to interrogate the entirety 
of a subject in the subject position. 

[0022] The moving mechanism may thus be any appro 
priate mechanism that moves interrogating apparatus 12 
and/or array 28, and may include one or more servo motors, 
stepper motors, and/or other suitable devices. 

[0023] Interrogating apparatus 12 may be coupled to con 
troller 14. As contemplated herein, the controller may be 
con?gured to operate the interrogating apparatus, and thus 
may include all structure and functions appropriate for 
generating, routing, processing, transmitting and receiving 
millimeter-Wave signals to and from the interrogating appa 
ratus, and thus may include one or more input and/ or output 
devices. The controller, in this comprehensive sense, may 
include multiplexed sWitching among individual compo 
nents of the interrogating apparatus, transmit and receive 
electronics, and mechanical, optical, electronic, and logic 
units. The controller thus may send to and receive from the 
interrogating apparatus signals 36, Which may include 
appropriate signals such as control signals and data signals. 

[0024] Controller 14 may control operation of moving 
mechanism 32, and coordinate the operation of interrogation 
apparatus 12 With movement of the interrogation apparatus. 
Controller 14 may include hardWare, softWare, ?rmWare, or 
a combination of these, and may be included in a computer, 
computer server, or other microprocessor-based system 
capable of performing a sequence of logic operations. In 
some embodiments, a controller may completely or partially 



US 2007/0120666 A1 

include one or more input and/or output devices, such as a 
keyboard and a monitor. In addition, processing can be 
distributed With individual portions being implemented in 
separate system components. A controller 14 may be con 
?gured to control, either locally or remotely, one or more 
interrogation apparatus 12. 

[0025] Optionally, an interrogating system may include 
one or a plurality of controllers, including a second control 
ler 14'. Second controller 14' may be con?gured to perform 
all or some of the same functions as controller 14. Second 
controller 14' may be operable for inputting control infor 
mation to, and/or receiving information from, controller 14. 
Further, one of controllers 14, 14' may be con?gured to 
operate to the exclusion of, or in combination With, the other 
controller or controllers. 

[0026] One or more controllers 14, 14' may be positioned 
remotely from interrogating apparatus 12 and/ or con?gured 
to operate, Wholly or partially, several interconnected inter 
rogating apparatus. 

[0027] Controller 14 may include a processor 38 and a 
memory 40. Components such as input and output devices, 
processors, memories and memory devices, and other com 
ponents, may be Wholly or partly co-resident in interrogation 
apparatus 12 or be Wholly or partly located remotely from 
the interrogation apparatus. In some embodiments, such 
components may be included in or With controller 14 and 
housed collectively in a console or similar assembly. 

[0028] Controller 14 may be adapted to receive instruc 
tions or other input signals from one or more input devices 
16, such as operator interface devices including keyboards, 
cursor controllers, touch-screen displays, and the like, and/ 
or other processors, netWorks, and communication links. 
Input device 16 may be Wholly or partly co-resident in 
controller 12 or be Wholly or partly located remotely from 
the controller. 

[0029] In some examples, input device 16 may include an 
activating system 42 con?gured to detect the presence of a 
vehicle relative to a loading Zone, for example by electrical 
means such as a receiver, a transmitter, an LED, a photo 
diode, a phototransistor, a transducer, and a sensor, and/or by 
mechanical, optical, magnetic, capacitive, inductive, or any 
appropriate means. In such examples, activating system 42 
may then communicate information relating to the presence 
of a vehicle to processor 38, via one or more of the means 
described above. Activating system 42 may optionally be 
con?gured to prevent the operation of controller 14 if no 
vehicle is detected to be present or if the vehicle is detected 
to be in motion. 

[0030] Processor 38 may process data signals received 
from the interrogating apparatus and/or one or more input 
devices. The processor thus may include hardWare, soft 
Ware, ?rmWare, or a combination of these, and may be 
included in a computer, computer server, or other micropro 
cessor-based system capable of performing a sequence of 
logic operations. The processor may be any analog or digital 
computational device, or combination of devices, such as a 
computer(s), microprocessor(s), or other logic unit(s) 
adapted to control interrogating a subject and receiving data 
signals 36, and to generate output representative of a 
detected characteristic of the person interrogated. Such 
output may include any data, Whether processed, partially 
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processed or unprocessed, or sub-sets of the data, such as: 
data for a portion of a person; data that is manipulated in 
order to identify one or more characteristics of a person; data 
that is manipulated in order to present, for vieWing by an 
operator or by another processor, information corresponding 
to one or more characteristics of a person; or information 

relating to an object on or With a person that is derived from 
received signals. The processor output may include graphi 
cal and/or textual information, such as one or more images 
or partial images of an interrogated person and/or any 
objects With the person. 

[0031] In some embodiments, processor 38 may be 
coupled to memory 40 for storing data, such as one or more 
data sets generated by processor 38, or operating instruc 
tions, such as instructions for processing data. Memory 40 
may be a single device or a combination of devices, and may 
be local to the processor or remote from it and accessible on 
a communication link or netWork. 

[0032] A data set may be output to one or more output 
devices 18 coupled to processor 38, for example, a storage 
device, a communication link such as a netWork hub, 
another computer or server, a printer, or directly to a display 
device, such as a video monitor. Output device 18 may be 
Wholly or partly co-resident in controller 12 or be Wholly or 
partly located remotely from the controller. 

[0033] In some applications, output device 18 may include 
an obstructing device 44 operable to obstruct the entrance of 
a vehicle coupled to interrogation system 10 and/or to 
selectively restrain movement of a person in a subject 
position. In such applications, obstructing device 44 may be 
con?gured to block or otherWise prevent entry to a vehicle 
or movement Within a vehicle by a person in a subject 
position until the person has been interrogated and a given 
characteristic has been detected. 

[0034] For example, if an interrogated passenger is deter 
mined not to be carrying a particular type of object, the 
obstructing device may unblock a vehicle entrance or pas 
sageWay and alloW the interrogated passenger to board the 
vehicle. Alternatively, obstructing device 44 may be con?g 
ured to block the entrance of a vehicle in response to output 
from processor 38 indicating that a passenger is carrying a 
particular type of object. Optionally, obstructing device 44 
may be adapted to be responsive to input provided by an 
operator of interrogating apparatus 10, for example, to 
operate or disable the obstructing device Without regard to 
the interrogation of a passenger or person in a subject 
position. 

[0035] Some embodiments may include one or more addi 
tional components, indicated generally at 46, such as addi 
tional interrogating apparatus, controllers, output devices, 
input devices, and so forth, each of Which may be either 
located separately from, or together With, other components 
of interrogating system 10. Thus, one or more interrogating 
apparatus may be interconnected With one or more control 

lers, one or more output devices, one or more input devices, 
etc. Examples of such interrogating systems may include 
embodiments in Which several vehicle-mounted interrogat 
ing apparatus are con?gured to be independently operable 
from a separately located controller, embodiments in Which 
one output device is con?gured to present data sets based on 
interrogations performed by several interrogating apparatus, 
and so forth. 
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[0036] An exemplary and non-limiting embodiment of a 
vehicle-activated interrogating system, employing several of 
the concepts and components discussed in detail above, is 
illustrated in FIG. 2, Which shoWs an example of a vehicle 
activated interrogating system, indicated generally at 110. 
Vehicle-activated interrogating system 110 is shoWn to 
include a passenger vehicle 112 upon Which an interrogating 
apparatus 114 is mounted. Vehicle 112 is depicted as a bus, 
but may be any vehicle, as described in greater detail above, 
including, but not limited to, passenger vehicles such as 
trains, taxis, commercial and other aircraft, subWay trains, 
Watercraft such as passenger ships and boats, as Well as 
submarines, ferries, and other vessels capable of movement 
across or through Water, spacecraft, and the like, passenger 
transport devices such as elevators, escalators, or moving 
WalkWays, and so forth. 

[0037] Vehicle 112 may include an entrance 116 on one 
side, Within Which may be situated a door 118, Which may 
be foldable betWeen open and closed con?gurations. Vehicle 
112 may also include an operator station 120, Which may 
further include an operator seat 122 and a steering mecha 
nism 124. lnterrogating system 110 may further include a 
controller, or console, 126, Which may be positioned or 
otherWise con?gured to accept control input from, and/or 
provide output to, an operator of the vehicle in operator seat 
122. Controller 126 may thus include one or more input 
and/or output devices as described above. Thus, interrogat 
ing system 110 may be “vehicle-activated” in the sense that 
the interrogating apparatus 112 may be adapted to be oper 
able from the vehicle, to interrogate passengers and/or other 
persons prior to boarding. 

[0038] lnterrogating apparatus 114 is shoWn in FIG. 2 to 
include tWo substantially vertically disposed housings 128, 
and a support structure 130 to mount housings 128 to vehicle 
112. Each of housings 128 may contain a portion of the 
interrogating apparatus, such as one or more antenna arrays. 

[0039] As mentioned previously, the con?guration of one 
or more components of an interrogating system, such as 
support structure 130, may be determined by or otherWise 
relate to factors such as the nature of the vehicle to Which an 
interrogating apparatus is mounted, the con?guration of the 
vehicle’s entrance and the position of the subject position 
relative to the entrance, and so forth. For example, support 
structure 130 is shoWn in the embodiment illustrated in FIG. 
2 to include a plurality of arms 132, Which may be con?g 
ured to collectively support the Weight of interrogating 
apparatus 114. Arms 132 may further be operable to enable 
movement of the interrogating apparatus, as shoWn by arroW 
134, betWeen a retracted position, in Which the interrogating 
apparatus is retracted against and substantially adjacent to 
the vehicle, and an extended position, in Which the interro 
gating apparatus is extended from the vehicle and oriented 
to interrogate a subject. For example, in the extended 
position, housings 128 may be separated by a Width corre 
sponding to the Width of entrance 116, to de?ne a subject 
position 136, Within Which a passenger or other subject may 
be interrogated. 

[0040] In FIG. 2, the retracted position is shoWn in solid 
lines and indicated by the letter “A,” and the extended 
position is shoWn in dashed lines and indicated by the letter 
“B.” Further, the interrogating apparatus in the extended 
position is shoWn at the same distance from the ground 
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surface as in the retracted position. HoWever, in some 
embodiments, the support structure may be adapted to raise 
or loWer the interrogating apparatus relative to the vehicle as 
desired. 

[0041] Support structure 130 may further be con?gured to 
selectively retain interrogating apparatus 114 in a predeter 
mined position. For example, interrogating apparatus 114 
may be retained in position “A” While the vehicle is in 
motion or When the interrogating apparatus is otherWise not 
being used, and retained in position “B” When the interro 
gating apparatus is in use, such as While the vehicle is 
positioned at a passenger vehicle loading Zone or other 
location at Which passengers and/or other persons may be 
interrogated prior to boarding the vehicle. Thus, support 
structure 130 may include mechanical elements such as 
struts, braces, hinge assemblies, biasing assemblies, reten 
tion mechanisms, and/ or other appropriate structure to fold 
interrogating apparatus 114 betWeen positions “A” and “B” 
and/or to retain interrogating apparatus 114 in a predeter 
mined position. 

[0042] Optionally, support structure 130 may be con?g 
ured to enable movement of housings 128 relative to subject 
position 136 While interrogating apparatus 114 is retained in 
a predetermined position. Such movement may be helpful if, 
for example, the interrogating apparatus is narrower than the 
subject to be interrogated and/ or the subject position. FIG. 3 
shoWs vehicle-activated interrogating system 110 in an 
extended position. Arms 132, and/or support structure 130, 
may enable movement of housings 128 back and forth in a 
predetermined range of movement relative to vehicle 112 
and subject position 136, as indicated by arroW 138. 

[0043] Support structure 130 may include a poWered mov 
ing mechanism (not separately shoWn in this vieW), such as 
a servomotor or poWered hydraulics, integrated partially or 
completely Within the support structure, the vehicle, and/or 
part of the vehicle Wall to Which the support structure is 
coupled. Such a moving mechanism may be con?gured to 
assist or perform movement of interrogating apparatus 114 
relative to vehicle 112. 

[0044] Support structure 130 and/ or interrogating appara 
tus 114 may be con?gured to be selectively detachable from 
vehicle 112, for example, for maintenance or storage of 
interrogating apparatus 114, to mount the support structure 
and interrogating apparatus on another vehicle, and so forth. 
Thus, support structure 130 may include a plurality of 
mounting devices, or brackets 140, con?gured to detachably 
secure arms 132 to a vehicle such as vehicle 112. 

[0045] FIGS. 4 and 5 depict an example ofa bracket 140. 
Bracket 140 is shoWn to include a vertically disposed, ?at 
plate 142, With a top end 144 and a bottom end 146. The 
length of plate 142 may be secured to vehicle 112 by 
fasteners 148 such as rivets, bolts, screWs, or the like. Plate 
142 may terminate on opposing sides in lip portions 150, 
Which may be spaced apart from the surface of vehicle 112 
to form side channels 152. Bottom end 146 may include a 
base portion 154. 

[0046] As illustrated in FIG. 6, bracket 140 may couple 
With a corresponding mounting element 156 that may be 
secured to an arm (not shoWn) and/or one or more other 
components of the support structure. Mounting element 156 
may include opposingly disposed clip members 158, Which 
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may slide downwardly Within side channels 152 to form an 
interlock With lip portions 150. Base portion 154 may limit 
doWnWard sliding of mounting element 156 relative to 
bracket 140, securing support structure 130 against vehicle 
112. 

[0047] Movement and/or operation of interrogating appa 
ratus 114 may be controlled through the use of controller 
126. Controller 126, as described above, may be con?gured 
to operate interrogating apparatus 114, detect a given char 
acteristic of the person interrogated, and produce an output 
representative of the detected characteristic. Controller 126 
may further include an input device such as a keyboard or 
touch-screen display, by Which an operator of the vehicle 
may provide command inputs to operate the controller, 
and/or an output device such as a monitor. 

[0048] Door 118 may be coupled to the controller and 
adapted to function as an obstructing device as described 
above. For example, door 118 may remain closed until a 
passenger has been interrogated and a given characteristic 
has been detected, such as Whether the passenger is carrying 
a particular type of object. In this example, door 118 may 
open after a passenger is determined not to be carrying such 
an object. Alternatively, door 118 may be con?gured to 
remain open unless the interrogated passenger is determined 
to be carrying a particular type of object, at Which point the 
door may close. Optionally, door 118 may be adapted to be 
responsive to input provided by an operator to controller 
126, for example, to open or close the door Without regard 
to the interrogation of a passenger. 

[0049] Some embodiments of a vehicle-mounted interro 
gating system may further include a governing device or 
other activating system con?gured to prevent operation of 
the interrogating apparatus While the vehicle is in motion, as 
a safety precaution. Optionally, a vehicle-mounted interro 
gating system may include an additional controller mounted 
aWay from the vehicle, for example at a passenger vehicle 
loading Zone, adapted to perform one or more functions of 
the controller mounted to the vehicle. Such a vehicle 
mounted interrogating system may be con?gured to be 
operated via either controller, or both controllers in combi 
nation. Further, in some embodiments, multiple vehicle 
mounted interrogating apparatus may be con?gured to be 
operated, Wholly or in part, from a controller mounted aWay 
from the vehicle. 

[0050] FIG. 7 shoWs another exemplary and non-limiting 
embodiment of a vehicle-activated interrogating system, 
indicated generally at 210. Vehicle-activated interrogating 
system 210 is shoWn to include an interrogating station 212 
mounted adjacent a passenger vehicle loading Zone 214, at 
Which passengers may board a passenger vehicle 216. For 
consistency and clarity, vehicle 216 is shoWn as a bus, but 
may be any vehicle, as explained in greater detail above. 
lnterrogating station 212 may include several components 
installed to a ground surface 218, such as an interrogating 
apparatus 220, a ?rst controller 222 including associated 
input and output devices, an obstructing device 224, and an 
activating system 226. Some or all of such components 
include and may be interconnected by a Wiring system 228 
disposed beneath ground surface 218, or by other appropri 
ate means. Also, although the various components of 
vehicle-activated interrogating system 210 are described as 
shoWn in FIG. 7, such an interrogating system may be 
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con?gured as appropriate to various factors such as the 
nature of the vehicle and/or the loading Zone, the desired 
manner of controlling and/or operating the interrogating 
system, security concerns, and so forth. 

[0051] Vehicle 216 may include an entrance 230 on one 
side, Within Which may be situated a door 232, Which may 
be foldable betWeen open and closed con?gurations. Vehicle 
216 may also include an operator station 234, Which may 
further include an operator seat 236 and a steering mecha 
nism 238. Vehicle 216 may further include a second con 
troller 240, Which may be positioned or otherWise con?g 
ured to accept control input from, and/or provide output to, 
an operator of the vehicle. 

[0052] Vehicle 216 is depicted as a bus, but may be any 
vehicle, as mentioned in greater detail above, including 
passenger vehicles such as trains, taxis, subWay trains, 
aircraft, Watercraft, and the like, passenger transport devices 
such as elevators, escalators, and moving WalkWays, and so 
forth. 

[0053] lnterrogating apparatus 220 may be partially or 
completely disposed Within a pair of vertically disposed 
housings 242. Housings 242 may be separated by a Width 
corresponding to the Width of entrance 230 to de?ne a 
subject position 244, Within Which a passenger or other 
subject may be interrogated. 

[0054] Operation of interrogating apparatus 220 may be 
controlled through the use of ?rst controller 222, disposed at 
interrogating station 212, or second controller 240, disposed 
Within vehicle 216, or both, in combination or separately. 
Either or both of controllers 222, 240, as described above, 
may be con?gured to operate interrogating apparatus 220, 
detect a given characteristic of the person interrogated, and 
produce an output representative of the detected character 
istic. Either or both of controllers 222, 240 may further 
include an input device such as a keyboard or touch-screen 
display, by Which an operator may provide command inputs 
to operate the controller, and/or an output device such as a 
monitor. 

[0055] Thus, in interrogating system 210, interrogating 
apparatus 220 may be con?gured to be operated via either 
controller. Optionally, one of controllers 222, 240 may be 
con?gured to override input commands entered through the 
other of the controllers. 

[0056] Moreover, Wiring system 228 may optionally inter 
connect the depicted components of interrogating system 
210 With one or more additional system components such as 

controllers, input and output devices, and the like, located 
separately from interrogating station 212. For example, 
Wiring system 228 may interconnect system components 
such as interrogating apparatus located at several passenger 
vehicle loading Zones With a controller con?gured to operate 
independently each interrogating apparatus, a monitor con 
?gured to present data sets based on interrogations per 
formed by several interrogating apparatus, and so forth. 

[0057] Controllers 222, 240 may be coupled to activating 
system 224. As described above, activating system 224, as 
an input device, may be con?gured to detect the presence of 
vehicle 216 relative to loading Zone 214. For example, a 
sensor 246 may be adapted to detect a Wheel 248 of vehicle 
216. HoWever, other examples may include activating sys 
tems that may operate With speci?city, such as by use of 
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RFID tags or similar devices by Which operation of a 
controller is enabled only When a predetermined passenger 
vehicle is detected relative to a loading Zone. 

[0058] Activating system 224 may communicate informa 
tion relating to the presence of a vehicle to the controllers, 
and may optionally be con?gured to prevent the operation of 
the controllers if no vehicle is detected to be present or if the 
vehicle is detected to be in motion. Thus, interrogating 
system 210 may be “vehicle-activated” in the sense that the 
controllers may be adapted to be operable When activating 
system 224 detects vehicle 216 relative to loading Zone 214. 

[0059] Obstructing device 226 may be also coupled to one 
or more of the controllers and adapted to obstruct a passen 
ger from, or alloW a passenger to, board vehicle 216. In the 
example shoWn in FIG. 7, obstructing device 226 includes a 
base 250, hingedly connected to a sWing arm 252. SWing 
arm 252 may be con?gured to sWing from a horizontal 
“closed” position, obstructing passage to entrance 230, to a 
vertical “open” position, shoWn in dashed lines, alloWing 
passage to entrance 230. 

[0060] For example, sWing arm 252 may remain closed 
until a passenger has been interrogated and a given charac 
teristic has been detected, such as Whether the passenger is 
carrying a particular type of object. In this example, sWing 
arm 252 may open after the interrogated passenger is 
determined not to be carrying such an object. Alternatively, 
sWing arm 252 may be con?gured to remain open unless the 
interrogated passenger is determined to be carrying a par 
ticular type of object, at Which time the sWing arm may 
close. Optionally, swing arm 252 may be adapted to be 
responsive to input provided by an operator to one of 
consoles 222, 240, for example, to open or close the sWing 
arm Without regard to the interrogation of a passenger. 

[0061] In addition or as an alternative to obstructing 
device 226, door 232 may be adapted to function as an 
obstructing device, as described above. Further, although a 
sWing-arm mechanism is shoWn, other embodiments of a 
vehicle-activated interrogating system may include an 
obstructing device adapted not only to obstruct the entrance 
to a passenger vehicle, but also to selectively restrain 
movement of a passenger or person. Moreover, some 
embodiments of a vehicle-activated interrogating system 
may include one controller rather than tWo, mounted either 
Within a vehicle or at an interrogating station. 

[0062] Using the interrogating systems described above, 
interrogating methods may include obstructing the entrance 
to a passenger vehicle, interrogating a passenger or person 
adjacent the entrance, detecting a given characteristic of the 
person interrogated, producing an output representative of 
the detected characteristic, and determining if the output 
includes information corresponding to an object on the 
person. In some methods, obstructing the entrance may be 
performed prior to the interrogating, and such methods may 
further include alloWing the interrogated person to enter the 
vehicle if the output does not include information corre 
sponding to an object on the person. In some methods, 
obstructing the entrance may be performed subsequent to the 
interrogating, if the output includes information correspond 
ing to an object on the person. 

[0063] Some methods may further include one or more of: 
producing data based at least in part on the determination of 
Whether the output includes information corresponding to an 
object on the person; presenting the data produced for 
revieW by an operator of the system; and alloWing the person 
to enter the vehicle upon revieW of the data by the operator 
of the system. 
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[0064] Using the vehicle-mounted interrogating systems 
as described above, interrogating methods may include 
moving the vehicle to a loading Zone, extending the inter 
rogating apparatus toWard a subject position, interrogating a 
person in the subject position, detecting a given character 
istic of the person interrogated, producing an output repre 
sentative of the detected characteristic, and determining if 
the output includes characteristics corresponding to an 
object on the person. Such methods may further include one 
or more of: alloWing the person to enter the vehicle if the 
output does not include characteristics corresponding to an 
object on the person; and retracting the interrogating appa 
ratus after alloWing the person to enter the vehicle. 

[0065] Although the present invention has been shoWn and 
described With reference to the foregoing operational prin 
ciples and preferred embodiments, it Will be apparent to 
those skilled in the art that various changes in form and 
detail may be made. The present disclosure is intended to 
embrace all such alternatives, modi?cations and variances 
that fall Within the scope of the appended claims. 

[0066] While the inventions de?ned in the folloWing 
claims have been particularly shoWn and described With 
reference to the foregoing examples, those skilled in the art 
Will understand that many variations may be made therein 
Without departing from the spirit and scope of the inven 
tions. Other combinations and sub-combinations of features, 
functions, elements, actions and/or properties may be 
claimed through amendment of the present claims or pre 
sentation of neW claims in this or a related application. Such 
amended or neW claims, Whether they are directed to dif 
ferent combinations or directed to the same combinations, 
Whether different, broader, narroWer or equal in scope to the 
original claims, are also regarded as included Within the 
subject matter of the present disclosure. 

[0067] The foregoing embodiments are illustrative, and no 
single feature, element, or action is essential to all possible 
combinations that may be claimed in this or later applica 
tions. Where the claims recite “a” or “a ?rst” element or the 
equivalent thereof, such claims should be understood to 
include one or more such elements, neither requiring nor 
excluding tWo or more such elements. Further, ordinal 
indicators, such as ?rst, second, and third, for identi?ed 
elements or actions are used to distinguish betWeen the 
elements and actions, and do not indicate a required or 
limited number of such elements or actions, nor does it 
indicate a particular position or order of such elements or 
actions unless otherWise speci?cally stated. 

INDUSTRIAL APPLICABILITY 

[0068] The methods and apparatus described in the present 
disclosure are applicable to security, monitoring and other 
industries in Which surveillance and imaging systems are 
utiliZed. 

We claim: 
1. An interrogating system, comprising: 

an interrogating apparatus adapted to be mounted to a 
vehicle and operable to interrogate a subject in a 
subject position adjacent an entrance to the vehicle With 
electromagnetic radiation in a frequency range of about 
100 MHZ to about 2 THZ; and 

a controller con?gured to operate the interrogating appa 
ratus. 
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2. The interrogating system of claim 1 wherein the vehicle 
is a passenger vehicle. 

3. The interrogating system of claim 2 Wherein the 
passenger vehicle includes one or more of a bus, a train, a 

taxi, and a subway. 
4. The interrogating system of claim 2 Wherein the 

passenger vehicle includes an aircraft. 
5. The interrogating system of claim 2 Wherein the 

passenger vehicle includes a Watercraft. 
6. The interrogating system of claim 1 Wherein the vehicle 

is a passenger transport device. 
7. The interrogating system of claim 6 Wherein the 

passenger transport device includes one or more of an 

elevator, an escalator, and a moving Walkway. 
8. The interrogating system of claim 1 Wherein the subject 

includes one or more of a human, an animal, and an 
inanimate object. 

9. The interrogating system of claim 1, further including 
a support structure adapted to mount the interrogating appa 
ratus to a vehicle in a manner supporting the interrogating 
apparatus relative to an entrance of the vehicle. 

10. The interrogating system of claim 9 Wherein the 
support structure is operable to move selectively the inter 
rogating apparatus betWeen a ?rst position, in Which the 
interrogating apparatus extends from the vehicle adjacent 
the subject position, and a second position, in Which the 
interrogating apparatus is retracted toWard the vehicle. 

11. The interrogating system of claim 10 Wherein the 
controller is further con?gured to operate the support struc 
ture. 

12. The interrogating system of claim 1 Wherein the 
controller is further con?gured to detect a given character 
istic of the subject based at least in part on the interrogation. 

13. The interrogating system of claim 12 Wherein the 
controller is further con?gured to produce an output repre 
sentative of the detected characteristic. 

14. The interrogating system of claim 13 Wherein the 
controller is further con?gured to determine if the output 
includes characteristics corresponding to an object With the 
subject. 

15. The interrogating system of claim 1, further including 
an obstructing device responsive to the controller and 
adapted to selectively obstruct the entrance to the vehicle. 

16. An interrogating system, comprising: 

an interrogating station adapted to be mounted at a 
passenger vehicle loading Zone, the interrogating sta 
tion including an interrogating apparatus operable to 
interrogate a subject in a subject position With electro 
magnetic radiation in a frequency range of about 100 
MHZ to about 2 THZ, and a controller con?gured to 
operate the interrogating apparatus; and 
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an activating system adapted to detect a passenger vehicle 
relative to the loading Zone; 

Wherein the controller is operable upon detection of the 
passenger vehicle. 

17. The interrogating system of claim 16 Wherein the 
activating system is further adapted to detect motion of the 
passenger vehicle and to prevent operation of the controller 
When the vehicle is in motion. 

18. The interrogating system of claim 16 Wherein the 
controller is further con?gured to detect a given character 
istic of the subject based at least in part on the interrogation. 

19. The interrogating system of claim 18 Wherein the 
controller is further con?gured to produce an output repre 
sentative of the detected characteristic. 

20. The interrogating system of claim 19 Wherein the 
controller is further con?gured to determine if the output 
includes characteristics corresponding to an object With the 
subject. 

21. An interrogating system, comprising: 

an interrogating station adapted to be mounted at a 
passenger vehicle loading Zone, the interrogating sta 
tion including an interrogating apparatus operable to 
interrogate a subject in a subject position With electro 
magnetic radiation in a frequency range of about 100 
MHZ to about 2 THZ, and a ?rst controller con?gured 
to operate the interrogating apparatus; and 

a second controller adapted to be mounted to a passenger 
vehicle and operable to transmit control information to 
the ?rst controller. 

22. A method, comprising: 

interrogating a subject in a subject position adjacent an 
entrance to a vehicle With electromagnetic radiation in 
a frequency range of about 100 MHZ to about 2 THZ; 
and 

detecting a given characteristic of the subject based at 
least in part on the interrogation. 

23. The method of claim 22, further comprising: 

producing an output representative of the detected char 
acteristic; and 

determining if the output includes characteristics corre 
sponding to an object on the person. 

24. The method of claim 22, further comprising obstruct 
ing the entrance to the vehicle upon detection of the char 
acteristic. 


