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(57) ABSTRACT 

Systems and methods for restricting the use and movement 
of telephone system devices are presented. The system 
includes an interface con?gured to alloW telephone calls to 
a limited set of telephone numbers or area codes. The 
interface may be con?gured to detect a number during a call 
attempt and compare the number to a stored sequence list of 
alloWed numbers. If the detected number matches one of the 
alloWed numbers, the call attempt is alloWed to continue. 
HoWever, if the detected number does not match a number 
in the stored sequence list, the call attempt is blocked. The 
interface may also be con?gured to restrict the movement of 
a cellular telephone based on received location data, con 
?gured With a physical lock to prevent removal from a 
docking station, or con?gured to generate a locking signal 
inhibiting use of the telephone after it has been moved 
greater than the predetermined distance. 
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SYSTEMS AND METHODS FOR RESTRICTING 
THE USE AND MOVEMENT OF TELEPHONY 

DEVICES 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

[0001] This patent application is a continuation of US. 
patent application Ser. No. 10/929,711, entitled “Systems 
and Methods for Restricting the Use and Movement of 
Telephony Devices,” ?led Aug. 30, 2004, which is a con 
tinuation-in-part of co-pending US. patent application Ser. 
No. 10/195,197, entitled “System and Method for Interfac 
ing Plain Old Telephone System (POTS) Devices With 
Cellular Networks,” ?led on Jul. 15, 2002, both of which are 
assigned to the same assignee as this application. 

TECHNICAL FIELD OF THE INVENTION 

[0002] The present invention relates generally to telecom 
munications and, more particularly, to a system and method 
for restricting the use and movement of plain old telephone 
system (POTS) devices and cellular telephones. 

BACKGROUND 

[0003] The telephone has greatly facilitated communica 
tions between parties, especially when great distances sepa 
rate the parties. Metropolitan cities and suburbs typically 
have su?icient access to a public switched telecommunica 
tions/telephone network (PSTN), as well as cellular net 
works. As access to PSTN and cellular networks has 
increased, a single subscriber may have several telephony 
devices, including plain old telephone system (POTS) 
devices and cellular telephones, available for use by any 
number of persons in the home. As a result of having 
multiple telephony devices in the home, many subscribers 
now ?nd it di?icult to simultaneously monitor the use and or 
location of each telephony device, especially when the 
subscriber is outside of the home. For example, a babysitter 
may often ?nd it easy to access one or more telephony 
devices when the subscriber is away from the home. Thus, 
subscribers without the ability to restrict the use and access 
to telephony devices are often confronted with the undesired 
movement and/or the unauthorized use of these devices. 

SUMMARY 

[0004] A system and method are provided for interfacing 
plain old telephone system (POTS) devices with cellular 
networks. 

[0005] Brie?y described, in architecture, one illustrative 
embodiment, among others, may be seen as a system includ 
ing an interface con?gured to only allow telephone calls to 
a limited set of telephone numbers or area codes. The 
interface is con?gured to detect a telephone number during 
a call and compare the number to a stored sequence list of 
allowed telephone numbers or area codes. If the detected 
number matches one of the allowed telephone numbers or 
area codes, the call attempt is allowed to continue. However, 
if the detected number does not match a number in the stored 
sequence list, the call attempt is blocked by the interface. 

[0006] Another illustrative embodiment, among others, 
may be seen as a system including an interface con?gured to 
restrict the movement of a mobile telephony device. The 
interface is con?gured to receive location data, such as 
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global positioning system (GPS data), from the mobile 
telephony device and generate an alert when the location of 
the mobile telephony device is greater than a predetermined 
distance from the interface. The alert may be an audible 
alarm or, alternatively, the interface may be con?gured to 
dial a predetermined telephone number to indicate the 
unauthorized movement of the mobile telephony device. 
The interface may also be con?gured to lock the mobile 
telephony device to prevent its use upon the device being 
moved greater than the predetermined distance. 

[0007] Other systems, methods, features, and advantages 
will be or become apparent to one with skill in the art upon 
examination of the following drawings and detailed descrip 
tion. It is intended that all such additional systems, methods, 
features, and advantages be included within this description, 
and be within the scope of the present invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0008] Many aspects of the invention can be better under 
stood with reference to the following drawings. The com 
ponents in the drawings are not necessarily to scale, empha 
sis instead being placed upon clearly illustrating the 
principles of the present invention. Moreover, in the draw 
ings, like reference numerals designate corresponding parts 
throughout the several views. 

[0009] FIG. 1 is a block diagram showing a conventional 
plain old telephone system (POTS) connection to a tele 
phone company through a network interface device. 

[0010] FIG. 2 is a block diagram showing one illustrative 
embodiment of the system for interfacing POTS devices 
with cellular networks. 

[0011] FIG. 3 is a block diagram showing one illustrative 
embodiment of the interface of FIG. 2. 

[0012] FIG. 4 is a block diagram showing one illustrative 
embodiment of the hardware within the interface of FIG. 3. 

[0013] FIG. 5 is a ?owchart showing one illustrative 
embodiment of the method for interfacing POTS devices 
with cellular networks. 

[0014] FIGS. 6A and 6B are ?owcharts showing one 
illustrative embodiment of the method associated with the 
conversion of cellular network compatible signals to POTS 
compatible signals. 
[0015] FIGS. 7A and 7B are ?owcharts showing another 
illustrative embodiment of the method associated with the 
conversion of cellular network compatible signals to POTS 
compatible signals. 
[0016] FIG. 8 is a ?owchart showing several steps asso 
ciated with the conversion of POTS compatible signals to 
cellular network compatible signals. 

[0017] FIGS. 9 through 12 are ?owcharts showing several 
illustrative embodiments of the method associated with the 
conversion of POTS compatible signals to cellular network 
compatible signals. 
[0018] FIG. 13 is a block diagram showing an alternative 
illustrative embodiment of the interface 240 of FIG. 2. 

[0019] FIGS. 14 through 15 are ?owcharts showing sev 
eral illustrative embodiments of the method associated with 
the restriction and use of POTS devices and cellular tele 
phones. 
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DETAILED DESCRIPTION 

[0020] Reference Will noW be made in detail to the 
description. While several illustrative embodiments of the 
invention Will be described in connection With these draW 
ings, there is no intent to limit it to the illustrative embodi 
ment or illustrative embodiments disclosed therein. On the 
contrary, the intent is to cover all alternatives, modi?cations, 
and equivalents included Within the spirit and scope of the 
invention as de?ned by the claims. 

[0021] FIG. 1 is a block diagram showing a conventional 
plain old telephone system (POTS) connection to a public 
sWitched telephone netWork (PSTN) 110 through a netWork 
interface device (NID) 140. Since such connections are Well 
knoWn, only a cursory discussion is presented here. As 
shoWn in FIG. 1, several POTS devices 140, 150 occupy a 
location 120 (e.g., home, business, etc.). Each POTS device 
140, 150 is connected to the NID) 140 by tWo-conductor pair 
Wires 130b, 1300, also knoWn as POTS pairs, or tWisted 
pairs. The NID) 140 serves as the interface betWeen the 
POTS devices 140, 150 and the PSTN 110, Wherein the ND 
140 is connected to the PSTN 110 through at least a 
tWo-conductor pair 13011 or landline 13011. As evident from 
FIG. 1, if the landline 13011 is severed, or if the landline 13011 
is unavailable due to geographical limitations, then the 
POTS devices 140, 150 Within the location 120 have no 
connection to the PSTN 110. 

[0022] FIG. 2 is a block diagram shoWing one illustrative 
embodiment of a system for interfacing POTS devices 140, 
150 With cellular netWorks. As shoWn in FIG. 2, one or more 
POTS devices 140, 150 occupy a location 120. HoWever, 
unlike FIG. 1, the POTS devices 140, 150 in FIG. 2 are 
con?gured to communicate With at least one cellular toWer 
250 through an interface 240, thereby permitting connection 
betWeen the POTS devices 140, 150 and a cellular netWork. 
In this sense, the POTS devices 140, 150 are connected to 
the interface 240, rather than an NID 140 (FIG. 1), by 
tWo-conductor pair Wires 130d, 130e. Since the interface 
240 is a bridge betWeen the POTS devices 140, 150 and the 
cellular netWork, the interface 240 is con?gured to receive 
POTS compatible signals from the POTS devices 140, 150 
and convert the POTS compatible signals to cellular netWork 
compatible signals, Which are transmitted from the interface 
240 to the cellular toWer 250. Additionally, the interface 240 
is con?gured to receive cellular netWork compatible signals 
from the cellular toWer 250 and convert the cellular netWork 
compatible signals to POTS compatible signals, Which are 
then forWarded to the POTS devices 140, 150 for use Within 
the location 120. While a speci?c PSTN netWork is noW 
shoWn in FIG. 2, it Will be clear to one of ordinary skill in 
the art that the cellular toWer 250 may be connected to a 
PSTN netWork, thereby permitting communication With 
other PSTN devices. 

[0023] FIG. 3 is a block diagram shoWing, in greater 
detail, a preferred illustrative embodiment of the interface 
240 of FIG. 2. In the preferred illustrative embodiment, the 
cellular netWork compatible signals are transmitted and 
received at the interface 240 by a cellular telephone 305 
While the POTS compatible signals are transmitted and 
received at the interface 240 through a POTS connector 380, 
such as an RJll connector 380. Thus, in the preferred 
illustrative embodiment, the interface 240 comprises a cel 
lular phone docking station 310 that is con?gured to inter 
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face With the cellular telephone 305, thereby establishing a 
communications link With the cellular telephone 305. The 
cellular phone docking station 310 may also have a tuned 
antenna 320 that is con?gured to improve transmission and 
reception by the cellular telephone 305, thereby providing a 
more robust connection to the cellular netWork through the 
cellular toWer 250 (FIG. 2). The tuned antenna 320 may be 
coupled to a cellular telephone antenna 315 in a non 
destructive, non-contact, or capacitative manner, for 
example, using capacitative coupling 325, as shoWn in FIG. 
3. In addition to interfacing With a cellular telephone 305 
through one of a variety of conventional connectors (not 
shoWn), the cellular phone docking station 310 is con?gured 
to receive signaling data through signaling line 355, Which 
may include commands associated With outgoing telephone 
calls. Thus, in one illustrative embodiment, the signaling 
data on signaling line 355 may be indicative of a telephone 
number. The received signaling data on signaling line 355 is 
conveyed to the cellular telephone 305 by the cellular phone 
docking station 310, thereby permitting control over certain 
operations of the cellular telephone 305 using the signaling 
data on signaling line 355. In conveying the signaling data 
on signaling line 355, the cellular phone docking station 305 
may modify the signaling data on signaling line 355 appro 
priately (e.g., amplify, attenuate, reformat, etc.), or, altema 
tively, the cellular phone docking station 305 may relay the 
signaling data on signaling line 355 Without modi?cation. 
Regardless of Whether or not the signaling data on signaling 
line 355 is modi?ed, several aspects of the conveyed signal 
are discussed beloW, in greater detail, With reference to other 
components 350 associated With the interface 240. 

[0024] In addition to the cellular phone docking station 
310, the interface 240 comprises an interface controller 370, 
an audio relay 365, a tone generator 375, and a poWer supply 
335. The audio relay 365 is con?gured to exchange analog 
audio signals 345 betWeen the POTS devices 140, 150 (FIG. 
2) and the cellular phone docking station 310. In this sense, 
for incoming analog-audio signals 345 (i.e., audio from the 
cellular telephone 305 to the POTS devices 140, 150 (FIG. 
2)), the audio relay 365 receives analog-audio signals 345 
from the cellular phone docking station 310 and transmits 
the analog-audio signals 345 to the POTS devices 140, 150 
(FIG. 2) through the POTS connector (e.g., RJll connector) 
380. Similarly, for outgoing analog-audio signals 345 (i.e., 
audio from the POTS devices 140, 150 (FIG. 2) to the 
cellular telephone 305), the analog audio signals 345 are 
received by the audio relay 365 through the POTS connector 
380 and transmitted to the cellular phone docking station 
310. Thus, the audio relay 365 provides a bi-directional 
communication link for the analog-audio signals 345 
betWeen the POTS devices 140, 150 (FIG. 2) and the cellular 
phone docking station 310. In a preferred illustrative 
embodiment, the audio relay 365 is also con?gured to either 
amplify or attenuate the analog-audio signals 345 in 
response to audio-control signals 385 generated by the 
interface controller 370. Thus, the behavior of the audio 
relay 365 is governed by the interface controller 370, Which 
is discussed in greater detail beloW. 

[0025] The tone generator 375 is con?gured to generate 
certain tones that are used by the POTS devices 140, 150 
(FIG. 2). For example, When there is an incoming telephone 
call, the POTS devices 140, 150 (FIG. 2) “ring” to indicate 
the presence of the incoming telephone call. The tone 
generator 375, in such instances, is con?gured to generate a 


















