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(57) ABSTRACT 

A method for seamless inter-frequency hard handover in a 
radio communication system is disclosed. The method for 
seamless inter-frequency hard handover includes the steps 
of: a) at a mobile station, blocking a ?rst uplink carrier 
frequency used for communication, transmitting a direct 
sequence spread preamble signal through a second uplink 
carrier frequency for a short time, and continuously per 
forming the communication through the ?rst uplink carrier 
frequency; and b) at a target base transceiver station, acquir 
ing an uplink synchronization of a mobile station based on 
the preamble before performing handover. 
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METHOD FOR SEAMLESS INTER-FREQUENCY 
HARD HANDOVER IN RADIO COMMUNICATION 

SYSTEM 

RELATED APPLICATIONS 

[0001] This application is a continuation of US. patent 
application Ser. No. 10/466,053 ?led on Jul. 9, 2003, pend 
ing, Which is a non-provisional application of International 
Application No. PCT/KR01/02314, ?led Dec. 31, 2001. 

TECHNICAL FIELD 

[0002] The present invention relates to a handover method 
in a radio communication system; and, more particularly, to 
a method capable of implementing a seamless inter-fre 
quency hard handover in a direct sequence code division 
multiple access (DS-CDMA) system and a computer read 
able recording medium for executing the method. 

BACKGROUND ART 

[0003] It is Widely knoWn that a soft handover, in Which a 
frequency change does not occur, can be used generally for 
handover betWeen base stations of one Wireless communi 
cation service provider in a CDMA cellular system since all 
base stations of the one Wireless communication service 
provider can use a same frequency for the soft handover. 

[0004] The soft handover is a method for maintaining a 
communication link by simultaneously transceiving com 
munication signal With both a source base station and a 
neighbor base station Without changing a communication 
frequency When a mobile station is located at a cell boundary 
of the tWo base stations, i.e., When the mobile station moves 
from a coverage of the source base station to a coverage of 
the neighbor base station, and then disconnecting the com 
munication link With the source base station, if a signal 
intensity of the source base station is Weaken beloW a 
standard signal intensity as maintaining continuously the 
communication link With the neighbor base station. The 
above-mentioned soft handover provides the unstrained han 
dover by eliminating an instant-disconnection, Which is a 
chronic problem of an analog system, decreases a probabil 
ity of call loss and maintains high quality communication. 

[0005] HoWever, the soft handover is not applicable in 
case a certain Wireless communication service provider 
allocates different number of frequencies to the neighbor 
base stations according to a call density by considering an 
economy of a netWork design and an ef?ciency of invest 
ment, i.e., the neighbor base stations use different frequen 
cies. That is, if the mobile station using a speci?c frequency 
of the source base station is moving to the cell of the 
neighbor base station, Which does not equip the speci?c 
frequency, the soft handover cannot be applicable. Further 
more, the soft handover cannot be applicable betWeen base 
stations possessed by tWo Wireless communication providers 
using different frequencies although they adopt the same 
CDMA scheme. For these cases, the hardWare handover has 
to be used. 

[0006] The hard handover needs to be performed betWeen 
frequencies in case of the handover from a Wideband 
CDMA (W-CDMA) time division duplex (TDD) to a 
W-CDMA frequency division duplex (FDD) or handover 
from global system for mobile communications (GSM) to 
the W-CDMA FDD. 
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[0007] Referring to FIG. 1, an example of the hard han 
dover betWeen a source base station 2 and a target base 
station 3 is explained as folloWs. 

[0008] As shoWn in FIG. 1, the target base station 3 does 
not support communication frequencies fl and fll of a 
current mobile station 1. 

[0009] In FIG. 1, in case of the mobile station 1 having a 
dual-mode receiver, the mobile station 1 can measure a 
signal intensity of a neW frequency f2 While demodulating 
doWnlink signals through the currently established fre 
quency f 1 and acquire synchroniZation of signals transmitted 
from the target base station 3. 

[0010] Such the dual-mode receiver needs an additional 
hardWare for radio frequency (RF) compared to a single 
mode receiver and thus the complexity of a mobile device is 
increased. 

[0011] To overcome above-mentioned problems, a com 
pressed mode is de?ned in an asynchronous W-CDMA 
(FDD) standard (Release ’99) of 3rd generation partnership 
project (3GPP), Which Was released at September 2000. 

[0012] FIG. 2 illustrates an example of compressed mode 
transmission. 

[0013] In the 3GPP standard, a frame has a length of 10 
msec and consists of 15 slots. 

[0014] For a transmission gap (TG) region 7 in a com 
pressed frame, data transmission is not permitted. Instead of 
permitting the data transmission, a rate of frame errors of the 
compressed frame is maintained identical to that of a normal 
frame 5 by keeping a transmitting poWer at a slot region 6 
in the compressed frame higher than a poWer of the normal 
frame 5. 

[0015] The mobile station 1 having the single-mode 
receiver can search the signal intensity of the neW frequency 
f2 in doWnlink on the handover situation shoWn in FIG. 1 by 
using the compressed mode of FIG. 2. That is, it is possible 
to search the signal intensity by dropping the current estab 
lished communication frequency f l, changing to a frequency 
f2 and measuring the signal intensity of f2 in the TG region 
and after the TG region is over, demodulating the call 
channel of the frequency fl. 

[0016] In the 3GPP (FDD) standard, the compressed mode 
is de?ned at not only the doWnlink but also the uplink. The 
doWnlink and uplink can be operated simultaneously as the 
compressed mode and only one of the doWnlink and the 
uplink can be operated as the compressed mode. Areason of 
de?ning the compressed mode in the uplink is for prevention 
of interference to the doWnlink When the mobile station 1 
measures a frequency of the uplink and the doWnlink of a 
neighbor system such as 3GPP TDD or GSM. Therefore, 
even though the mobile station 1 employs the dual-mode 
receiver, the uplink needs to be operated as the compressed 
mode in case that the mobile station 1 measures the doWn 
link of other system using a frequency similar to the fre 
quency of the uplink. 

[0017] In shortly, it is possible that the mobile station 1, 
Which satis?es the 3GPP (FDD) standard, monitors a neW 
frequency f2 of the doWnlink before disconnecting the cur 
rent established call channel completely in the handover 
situation in FIG. 1 and call disconnection of the doWnlink 
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can be avoided although there occurs the hard handover to 
the neW frequency f2 since the synchronization of the doWn 
link transmitted from the target base station 3 can be 
acquired by using a synchronization channel of f2 and a 
common pilot channel. 

[0018] On the other hand, in case of the uplink, since the 
target base station receives no signal before the mobile 
station 1 drops the current established frequency fl' and 
transmits signals by using a neW frequency f2‘, i.e., the hard 
handover occurs, the synchronization of the uplink needs to 
be started at the target base station 3 from a moment that the 
hard handover occurs. There occurs call disconnection since 
at least one frame is required to acquire the synchronization 
of the uplink even if an outperformed searcher is used in the 
target base station 3. 

[0019] Moreover, since, according to the 3GPP W-CDMA 
(FDD) scheme, corresponding base stations operate in asyn 
chronization, the target base station 3 cannot detect a round 
trip delay betWeen the mobile station 1 and the target base 
station 3 and therefore, a time for acquiring synchronization 
in the target base station 3 may be more than several frames 
since a search WindoW size becomes very large, Which a 
searcher has to search, in case that a coverage area of the 
base station is huge. In this case, several frame disconnec 
tion may happen and current call disconnection also may be 
happened in more serious case. Also, in this case, a poWer 
may not be controlled properly, so that a capacity of the 
uplink of the target base station 3 may be incredibly 
decreased. 

[0020] In the 3 GPP W-CDMA standard (Release ’99), it 
is possible to perform the handover only in case a difference 
betWeen a system frame number (SFN) of the target base 
station 3 and a connection frame number (CFN) of the 
mobile station 1 is knoWn to the netWork. Therefore, the 
mobile station 1 needs to detect the SEN information of the 
target base station 3 by demodulating a common channel of 
the doWnlink of the target base station 3 before performing 
the handover and transmit the SEN information and a frame 
offset, Which is the difference betWeen the CFN of the 
mobile station 1, to the base station controller 4. Thereby 
alloWing the base station controller 4 to decide an exact 
handover time, resulting in performing the handover. Above 
mentioned operations are Well performed in the soft han 
dover betWeen same frequencies. HoWever, in case of the 
hard handover betWeen different frequencies, the mobile 
station 1 should use the compressed mode of the doWnlink 
for acquiring the SEN information of the target base station 
3. 

[0021] HoWever, in the standard (Release ’99), it is impos 
sible to acquire the SEN information by using the com 
pressed mode since at least 50 msec continuous demodu 
lating time is required in the doWnlink for acquiring the SEN 
information. In case of the hard handover, since the mobile 
station 1 has to acquire the SEN information after being 
completely disconnected With the current established fre 
quency and being connected to a neW frequency, there may 
occur at least S0 msec additional call disconnection. 

[0022] The above-mentioned problems are not limited to 
the inter-frequency hard handover in the W-CDMA FDD 
and they may happen When a multimode device having the 
dual-mode receiver or the single-mode receiver such as 
GSM/WCDMA FDD multimode device or W-CDMATDD/ 
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W-CDMA FDD multimode device performs the hard han 
dover from the GSM system to the W-CDMA FDD system 
or from the W-CDMA TDD system to the W-CDMA FDD 
system. 

[0023] As mentioned above, the disconnection is inevi 
table for performing the inter-frequency hard handover 
de?ned in the 3GPP W-CDMA FDD standard. Specially, in 
case of the mobile station having the single mode receiver, 
since the compressed mode is used in the doWnlink for 
searching signals of the target base station so the frame 
offset betWeen the target base station and the mobile station 
is not knoWn to the netWork. In this case, the disconnection 
problem becomes more serious since at least 50 msec 
disconnection is generated during performing the inter 
frequency handover. This is indicated as a problem in the 
3GPP. Therefore, a handover method, Which performs the 
inter-frequency hard handover Without disconnection, is 
required for addressing the problems in the asynchronous 
W-CDMA standard. 

DISCLOSURE OF THE INVENTION 

[0024] It is, therefore, an object of the present invention to 
provide a method capable of implementing a seamless 
inter-frequency hard handover in a Wireless communication 
system such as a DS-CDMA system and a computer read 
able recording medium storing instructions for executing the 
method. 

[0025] In accordance With an aspect of the present inven 
tion, there is provided a method for performing seamless 
inter-frequency hard handover in a radio communication 
system, including the steps of: a) a mobile station, discon 
necting a ?rst uplink carrier frequency used for communi 
cation, transmitting a direct sequence spread preamble sig 
nal through a second uplink carrier frequency for a short 
time, and continuously performing the communication 
through the ?rst uplink carrier frequency; b) a target base 
station, acquiring an uplink synchronization of the mobile 
station by using the direct sequence spread preamble; and c) 
performing the hard handover by using the uplink synchro 
nization. 

[0026] In accordance With another aspect of the present 
invention, there is also provided a method for performing a 
seamless inter-frequency hard handover in a radio commu 
nication system in case that a base station controller (or a 
radio network) dose not knoW a frame offset, Which is a 
difference betWeen a connection frame number (CFN) of a 
mobile station and a system frame number (SFN) of a target 
base station, including the steps of: a) the mobile station, 
completely disconnecting a ?rst uplink carrier frequency 
used for communication, transmitting a direct sequence 
spread preamble (or pilot) through a second uplink carrier 
frequency for a short time, and continuously performing the 
communication through the ?rst uplink carrier frequency; b) 
the target base station, acquiring an uplink synchronization 
of the mobile station by using the preamble before perform 
ing the hard handover; c) the target base station, after 
acquiring the uplink synchronization, transmitting a direct 
sequence spread AI as a response for the acquisition of the 
uplink synchronization for a short time through a neW 
doWnlink frequency; d) the mobile station, detecting the 
acquisition indicator (AI); e) the base station controller, 
calculating a frame offset by using the SEN, Which is used 
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for transmitting the AI and the CFN, Which is used for 
receiving the AI, and transmitting the calculated frame offset 
to the target base station; and f) the base station controller, 
instructing the mobile station and the target base station to 
perform the handover. 

[0027] The present invention transmits a preamble (or a 
pilot) through neW frequency f2‘ in a transmission gap (TG) 
by using an uplink compressed mode before a mobile station 
completely disconnects a currently established communica 
tion in an inter-frequency hard handover situation described 
in FIG. 1. 

[0028] The present invention provides a method for seam 
less inter-frequency hard handover by acquainting a syn 
chroniZation of an uplink by using a preamble (or pilot) 
transmitted from a target base station before a currently 
established communication is completely disconnected. 

[0029] In the present invention, the target base station 
transmits an acquisition indicator (AI) through doWnlink for 
a fast response of acquisition of the preamble (or pilot) 
transmitted from a mobile station in the transmission gap 

(TG). 
[0030] The present invention also prevents an additional 
call disconnection in case a base station controller does not 
knoW a frame offset, Which is a difference betWeen SFN of 
the target base station and CFN of the mobile station, by 
providing a method that a netWork knoWs the frame offset 
before performing the hard handover. 

[0031] In a difference Way of a convention inter-frequency 
hard handover having problem of at least more than one 
frame call disconnection, the present invention provides a 
method for seamless inter-frequency hard handover by 
transmitting a preamble (or pilot) through neW frequency 
With a compressed mode, acquainting a synchronization of 
an uplink by using a preamble (or pilot) transmitted from a 
target base station before a currently established communi 
cation is completely disconnected. 

[0032] The present invention also performs the hard han 
dover quickly in a netWork by the target base station 
transmits the acquisition indicator (AI) according to a 
received preamble (or pilot) transmitted from a mobile 
station in a transmission gap (TG). 

[0033] In a difference Way of a convention inter-frequency 
hard handover having problem of at least more than 50 msec 
call disconnection in case that a base station controller dose 
not knoW a frame offset, Which is a difference betWeen SFN 
of a target base station and CFN of a mobile station, the 
present invention provides a method for seamless inter 
frequency hard handover by providing a method that a 
netWork knoWs the frame offset before performing the hard 
handover. 

[0034] The present invention can be implemented to not 
only an inter-frequency hard handover in W-CDMA FDD 
system but also a hard handover to W-CDMA FDD or from 
GSM to W-CDMA FDD in W-CDMA TDD system. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0035] The above and other objects and features of the 
present invention Will become apparent from the folloWing 
description of the preferred embodiments given in conjunc 
tion With the accompanying draWings, in Which: 
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[0036] FIG. 1 is a vieW illustrating a typical Wireless 
communication system for performing an inter-frequency 
hard handover; 

[0037] FIG. 2 is a diagram shoWing a structure of a typical 
compressed mode transmission; 

[0038] FIG. 3 is a diagram depicting an example of an 
uplink transmission, Which transmits a preamble through a 
neW frequency by using a compressed mode of a single 
frame con?guration for a seamless inter-frequency hard 
handover in accordance With an embodiment of the present 
invention; 

[0039] FIG. 4 is a diagram providing an example of an 
uplink transmission, Which transmits a preamble through a 
neW frequency by using a compressed mode of a double 
frame con?guration for a seamless inter-frequency hard 
handover in accordance With an embodiment of the present 
invention; 

[0040] FIG. 5 is a diagram representing an example of 
uplink and doWnlink transmission in case of a mobile station 
having a dual-mode receiver for a seamless inter-frequency 
hard handover in accordance With an embodiment of the 
present invention; 

[0041] FIG. 6 is a diagram illustrating an example of 
uplink and doWnlink transmission in case of a mobile station 
having single-mode receiver for a seamless inter-frequency 
hard handover in accordance With an embodiment of the 

present invention; 

[0042] FIG. 7 shoWs a signal ?oW betWeen systems in case 
a target base station does not transmit an AI through a 
doWnlink When a netWork knoWs a frame offset for a 
seamless inter-frequency hard handover in accordance With 
the present invention; 

[0043] FIG. 8 is a diagram illustrating a compressed mode 
pattern of the 3GPP W-CDMA employed in the present 
invention; 

[0044] FIG. 9 exempli?es a timing chart shoWing that a 
target base station decides a searching region for a preamble 
transmitted from a mobile station having a dual-mode 
receiver in case a frame offset is knoWn to a netWork for a 
seamless inter-frequency hard handover in accordance With 
the present invention; 

[0045] FIG. 10 presents a signal ?oW betWeen systems in 
case a target base station transmits AI through a doWnlink 
When a frame offset is knoWn to a netWork for a seamless 
inter-frequency handover in accordance With the present 
invention; 

[0046] FIG. 11 is a timing chart in case a target base 
station transmits an AI for detecting a preamble When a 
frame offset is knoWn to a netWork for a seamless inter 
frequency handover in accordance With the present inven 
tion; 
[0047] FIG. 12 illustrates a signal ?oW chart in case one 
class of AI and one class of preamble is transmitted When a 
frame offset is not knoWn to a netWork for a seamless 
inter-frequency handover in accordance With the present 
invention; 
[0048] FIG. 13 is a timing chart illustrating that a target 
base station searches a preamble in a corresponding region 




















