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(57) ABSTRACT 

A connector for a faucet is particularly a curved tube in one 
piece. The curved tube has tWo ends and a tWist section and 
further comprises a mounting base and a coupler assembly 
respectively attached to the tWo ends of the curved tube. 
Selectively, the tWist section extends between the tWo ends 
and is smoothly sWirled and bent to make the curved tube 
non-planar in curving direction. Thereby, the connector has 
a simple structure and neat appearance to reduce manufac 
turing cost and to increase aesthetic appreciation. Moreover, 
the connector directly attaches the faucet to a Wash basin in 
a convenient Way and has no leakage problem itself because 
the connector is one-piece Without any junction seam. 
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CONNECTOR FOR A FAUCET 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to a connector for a 
faucet, and more particularly to a connector that conve 
niently attaches the faucet to a Wash basin and has a loW 
manufacturing cost and a simple and graceful appearance. 

[0003] 2. Description of Related Art 

[0004] With reference to FIGS. 1 and 2, a faucet 30 is 
mounted on a Wash basin (not shoWn) by connecting tWo 
conventional connectors. Each conventional connector 
betWeen the faucet 30 and the Wash basin comprises a ?rst 
tube 10 and a second tube 20. The ?rst tube 10 has a locking 
base 101 at one end to mount on the Wash basin and a 
coupler 102 attached at the other end to connect to the 
second tube 20. The second tube 20 is perpendicularly 
attached to the ?rst tube 10 and has a threaded ?ange 201 
formed at a side near one end to engage the coupler 102 on 
the ?st tube 10. Moreover, the second tube 20 operationally 
has a coupler 202 attached to a side near the other end to 
connect to the faucet 30. Thereby, Water from the Wash basin 
?oWs through the ?rst tube 10 and the second tube 20 to 
drain out via the faucet 30. 

[0005] HoWever, the conventional connector has the fol 
loWing drawbacks: 

[0006] 1. The conventional connector is composed of tWo 
tubes 10, 20 so that the junction betWeen the ?rst tube 10 and 
the second tube 20 incurs additional attaching trouble and 
leakage possibility. Therefore, the conventional connector 
has poor utility. 

[0007] 2. Because the ?rst tube 10 and the second tube 20 
are respectively manufactured, the manufacturing cost of the 
conventional connector is correspondingly increased. 

[0008] Therefore, the present invention has arisen to miti 
gate and/or obviate the drawbacks of the conventional 
connector for the faucet. 

SUMMARY OF THE INVENTION 

[0009] The main objective of the present invention is to 
provide a connector for a faucet, Wherein the connector is a 
curved tube in one piece to simplify manufacturing pro 
cesses and reduce manufacturing costs. 

[0010] A further objective of the present invention is to 
provide a connector for a faucet, Wherein the connector has 
a neat and graceful appearance and is adapted to easily and 
stably attach the faucet to a Wash basin. 

[0011] To achieve foregoing main objectives, the connec 
tor being a curved tube in one piece having: 

[0012] 
[0013] a tWist section integrally extending betWeen the 
tWo ends, Wherein the tWist section is smoothly sWirled and 
bent to make the curved tube non-planar in curving direc 
tion; 

tWo ends; and 

[0014] Wherein, the connector further comprises: 

[0015] a mounting base attached at one end of the curved 
tube; and 
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[0016] a threaded hole de?ned in the other end of the 
curved tube. 

[0017] By making the curved tube in one piece to substi 
tute the tWo tubes in the conventional connector, structure of 
the connector is simpli?ed and thus manufacturing cost and 
material cost of the connector are reduced. 

[0018] Further bene?ts and advantages of the present 
invention Will become apparent after a careful reading of the 
detailed description With appropriate reference to the accom 
panying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0019] FIG. 1 is an exploded perspective vieW of tWo 
conventional connectors for a faucet in accordance With the 
prior art; 

[0020] FIG. 2 is an operational perspective vieW of the tWo 
conventional connectors With the faucet; 

[0021] FIG. 3 is an exploded perspective vieW of tWo 
connectors for a faucet in accordance With the present 
invention; and 

[0022] FIG. 4 is an operational perspective vieW of the tWo 
connectors With the faucet. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0023] A connector for a faucet in accordance With the 
present invention is substantially a curved tube in one piece. 
The curved tube has tWo ends and a tWist section and further 
comprises a mounting base and a coupler assembly respec 
tively attached to the tWo ends of the curved tube. Selec 
tively, the tWist section extends betWeen the tWo ends and is 
smoothly sWirled and bent to make the curved tube non 
planar in curving direction. Thereby, the connector has a 
simple structure and neat appearance to reduce manufactur 
ing cost and to increase aesthetic appreciation. Moreover, 
the connector directly attaches the faucet to a Wash basin in 
a convenient Way and has no leakage problem itself because 
the connector is one-piece Without any junction seam. 

[0024] With reference to FIGS. 3 and 4, a preferred 
embodiment of the connector for a faucet is a curved tube 1 
in one piece, Wherein tWo connectors are attached betWeen 
the faucet 3 and a Wash base (not shoWn) or a proper object. 
Each curved tube 1 has tWo ends and a tWist section 13 
extending betWeen the tWo ends and further comprises a 
mounting base 11 formed at one end and threaded hole and 
a threaded hole 12 de?ned at the other end. The mounting 
base 11 is cup-shaped and adapted to engage the Water base 
by screWing. The connector further has a coupler assembly 
2 attached to the other end to engage the faucet 3. Particu 
larly, the tWist section 13 is smoothly sWirled and bent to 
make the curved tube 1 non-planar in curving direction and 
to set the faucet 3 erected over the Wash basin. Moreover, the 
tWist section 13 also provides a special visual effect in 
design. 
[0025] The coupler assembly 2 is composed ofa nut 21, a 
cushion 22, a positioning ring 23 and an O-ring 24. The nut 
21 surrounds the end having the threaded hole 12 on the 
curved tube 1. The positioning ring 23 has a threaded 
protrusion engaged the threaded hole 12 on the curved tube 
1 and snugly combines With the nut 21 to keep the nut 21 in 



US 2007/0151021A1 

position on the curved tube 1. The cushion 22 and the O-ring 
24 are clamped betWeen the positioning ring 23 and the nut 
21 to provide an anti-leakage ef?ciency. 

[0026] When the connector is mounted betWeen the faucet 
3 and a Wash basin, Water from the Wash basin ?oWs through 
the curved tube 1 to drain out via the faucet 3. 

[0027] The connector in the present invention has the 
following advantages: 
[0028] 1. Unlike the conventional connector composed of 
tWo tubes, the single curved tube 1 is one-piece that makes 
the attachment simpli?ed and has no junction seam to 
eliminate leakage problem on itself. Therefore, the connec 
tor has excellent utility. 

[0029] 2. By making the connector in one piece to sub 
stitute the tWo tubes in the conventional connector, manu 
facturing cost and material cost of the connector are reduced. 

[0030] Although the invention has been explained in rela 
tion to its preferred embodiment, it is to be understood that 
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many other possible modi?cations and variations can be 
made Without departing from the spirit and scope of the 
invention as hereinafter claimed. 

What is claimed is: 
1. A connector being a curved tube in one piece having: 

tWo ends; and 

a tWist section integrally extending betWeen the tWo ends, 
Wherein the tWist section smoothly is sWirled and bent 
to make the curved tube non-planar in curving direc 
tion; 

Wherein, the connector further comprises: 

a mounting base attached at one end of the curved tube; 
and 

a threaded hole de?ned in the other end of the curved tube. 


