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(57) ABSTRACT 

A ?exible pouch for packaging an alcoholic beverage and a 
method of forming is provided. The ?exible pouch includes 
a panel having an inner surface and an outer surface, and an 
upper edge, an opposed loWer edge and a ?rst side edge and 
a second side edge. The upper edge is sealed by a ?rst seal 
and a second seal spaced a predetermined distance from the 
?rst seal, so that some of the beverage is trapped between the 
?rst seal and second seal. The pouch also includes an 
opening means disposed in the panel for accessing the 
beverage. The method includes the steps of forming a body 
of the pouch from a roll of laminate material, and sealing the 
loWer edge, ?rst side edge and second side edge, applying an 
opening means to the panel and ?nishing the pouch. 
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FLEXIBLE POUCH FOR AN ALCOHOLIC 
BEVERAGE AND METHOD OF FORMING 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] This Application claims priority of US. Provi 
sional Patent Application Ser. No. 60/779,796 ?led Mar. 7, 
2006, Which is incorporated herein by reference. 

FIELD OF THE INVENTION 

[0002] The present invention relates generally to a ?exible 
pouch for packaging a product and, more speci?cally, to a 
?exible pouch for packaging a beverage containing alcohol 
and a method of manufacturing the same. 

DESCRIPTION OF THE RELATED ART 

[0003] Various types of disposable, portable containers are 
knoWn in the art for storing a ?uid or dry product, such as 
a liquid, granular material, poWder or the like. Examples of 
containers include a cup, a metal can, a plastic bottle, a glass 
bottle or a ?exible pouch. Consumers prefer the convenience 
of ?exible pouches over other types of containers due to 
their shape, siZe, shelf life and storage adaptabilily. Manu 
facturers recogniZe the packaging bene?ts of a ?exible 
pouch, since the pouch can be formed and ?lled on the same 
manufacturing line. 

[0004] The ?exible pouch is made from a ?exible mate 
rial, preferably a laminate composed of sheets of plastic or 
aluminum or the like. An outer layer of the material may 
include preprinted information, such as a logo or the like, to 
provide the consumer With information regarding the con 
tents of the pouch. The pouch includes a front and a back 
Wall. Edges of the panel, such as a side edge, upper edge or 
loWer edge, are joined together using a sealing technique 
such as bonding or Welding. The pouch may be formed 
and/or ?lled using conventionally knoWn manufacturing 
techniques, such as a horiZontal form-?ll-seal machine With 
a single or multiple lanes, a ?at bed pre-made pouch 
machine, a vertical form-?ll machine, or the like. An 
example of a method and apparatus for ?lling a ?exible 
pouch With a product is disclosed in commonly assigned 
US. Pat. No. 6,199,601, Which is incorporated herein by 
reference. 

[0005] Flexible pouches have been used for some time to 
distribute non-carbonated beverages, such as fruit juice and 
the like. HoWever, their use With other types of beverages, 
including carbonated beverages or the like, has been limited. 
Materials previously used in the manufacture a ?exible 
pouch for a non-carbonated product Were someWhat perme 
able, thereby alloWing loss of the internal carbon dioxide gas 
from the pouch and its replacement With oxygen. The 
presence of oxygen in the ?lled pouch is detrimental, since 
oxygen increases the chance of bacteria forming, or may 
affect the taste. 

[0006] While the above-described pouch functions Well 
for some products, it doesn’t function satisfactorily for a 
beverage having an alcoholic content, such as Wine, beer or 
liquor or the like. Thus, there is a need in the art for a ?exible 
pouch for a beverage having an alcoholic content, and an 
improved method of making such a ?exible pouch. 

SUMMARY OF THE INVENTION 

[0007] Accordingly the present invention is an improved 
?exible pouch for a beverage having an alcoholic content 
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and a method for manufacturing the pouch. The ?exible 
pouch includes a panel having an inner surface and an outer 
surface, and an upper edge, an opposed loWer edge and a 
?rst side edge and a second side edge extending therebe 
tWeen the upper edge and the loWer edge. The upper edge is 
sealed by a ?rst seal that is an ultrasonic seal and a second 
seal spaced a predetermined distance from the ?rst seal so 
that some of the beverage having an alcoholic content is 
trapped betWeen the ?rst seal and second seal. The pouch 
also includes an opening means disposed in the panel for 
accessing the beverage having an alcoholic content con 
tained Within the pouch. 

[0008] The method of making the pouch includes the steps 
of forming a body of the pouch from a roll of laminate 
material, and sealing the loWer edge, ?rst side edge and 
second side edge. The method further includes the steps of 
applying a ?rst ultrasonic seal and a second seal spaced a 
predetermined distance from the ?rst seal, While capturing 
some of the product betWeen the ?rst and second seal. The 
method further includes the steps of applying an opening 
means to the panel and ?nishing the pouch. 

[0009] One advantage of the present invention is that a 
?exible pouch for an alcoholic beverage and an improved 
method of making the ?exible pouch is provided. Another 
advantage of the present invention is that a ?exible pouch 
and method of making a ?exible pouch is provided that 
utiliZes a laminate material that includes layers of PET, foil, 
nylon and cast polypropylene. Still another advantage of the 
present invention is that a ?exible pouch and the method of 
making a ?exible pouch is provided that includes an angled 
top seal to facilitate pouring the product from the pouch. A 
further advantage of the present invention is that a ?exible 
pouch and method of making a ?exible pouch is provided 
that is cost effective to manufacture. Yet a further advantage 
of the present invention is that the ?exible pouch retains its 
shape as the product is removed. Still yet a further advantage 
of the present invention is that a ?exible pouch and method 
of making the ?exible pouch is provided that retains its 
?avor over the shelf life of the product. Another advantage 
is that a ?exible pouch and method of making a ?exible 
pouch is provided that includes a hanging hole in an upper 
portion of the pouch. 

[0010] Other features and advantages of the present inven 
tion Will be readily appreciated, as the same becomes better 
understood after reading the sub sequent description taken in 
conjunction With the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0011] FIG. 1 is an elevational vieW of a ?exible pouch for 
an alcoholic beverage With an angled side edge and angled 
top seal, according to the present invention. 

[0012] FIG. 2 is another elevational vieW of a ?exible 
pouch for an alcoholic beverage With an angled side edge 
and angled top seal, according to the present invention. 

[0013] FIG. 3 is still another elevational vieW of a ?exible 
pouch for an alcoholic beverage With an angled side edge 
and angled top seal, according to the present invention. 

[0014] FIG. 4 is an elevational vieW of a ?exible pouch for 
an alcoholic beverage With a centrally located ?tment and an 
angled top seal, according to the present invention. 
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[0015] FIG. 5 is another elevational vieW of a shaped 
?exible pouch for an alcoholic beverage With a centrally 
located ?tment, according to the present invention. 

[0016] FIG. 6 is another elevational vieW of a shaped 
?exible pouch for an alcoholic beverage With an angled side 
edge and an opposed angled top seal, according to the 
present invention. 

[0017] FIG. 7 is still another elevational vieW of a shaped 
?exible pouch for an alcoholic beverage With an angled side 
edge and an opposed angled top seal, according to the 
present invention. 

[0018] FIG. 8 is an elevational vieW of a ?exible pouch for 
an alcoholic beverage With a tear strip opening means and an 
angled top seal, according to the present invention. 

[0019] FIG. 9 is another elevational vieW of a shaped 
?exible pouch for an alcoholic beverage With a tear strip 
opening means, according to the present invention. 

[0020] FIG. 10 is still another elevational vieW of a shaped 
?exible pouch for an alcoholic beverage With a tear strip 
opening means, according to the present invention. 

[0021] FIG. 11a is an elevational vieW of a ?exible pouch 
for an alcoholic beverage With a ?tment opening means and 
a gusseted side seam, according to the present invention. 

[0022] FIG. 11b is an enlarged vieW of the gusseted side 
seam for the ?exible pouch of FIG. 11a. 

[0023] FIG. 12a is an elevational vieW ofa ?exible pouch 
for an alcoholic beverage With a ?tment opening means and 
a center seam, according to the present invention. 

[0024] FIG. 12b is an enlarged bottom vieW of the ?exible 
pouch of FIG. 1211, according to the present invention. 

[0025] FIG. 13 is a ?oWchart of a method of forming a 
?exible pouch for an alcoholic beverage, according to the 
present invention. 

[0026] FIG. 14 is a schematic vieW of a rotary ?ll machine 
for the ?exible pouch of FIGS. 1-12, according to the present 
invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0027] Referring to FIGS. 1-12 a ?exible pouch 10 is 
illustrated. The pouch 10 may be ?lled With a product 90 and 
sealed. Various shapes are contemplated for the pouch. The 
pouch 10 may have a generally cylindrical shape, a box-like 
shape, an hourglass shape, a barrel shape or another shape. 
It is contemplated that the pouch may contain a single 
portion or multiple portions of the product. In this example, 
the product is a beverage having an alcoholic content, such 
as Wine, beer or liquor, or the like. The product may be 
carbonated, such as a sparkling Wine. An example of a pouch 
for a carbonated beverage is disclosed in commonly 
assigned PCT Patent Application No. PCT/US03/034396, 
Which is incorporated herein by reference. 

[0028] The ?exible pouch 10 is preferably formed from a 
roll of preprinted material of extruded or laminate layers. 
The material is typically a three, or four, or ?ve or more 
gauge material, or tWo laminations of material or the like. 
The outer layer is usually preprinted. Alternatively, at least 
a portion of the material may be not printed, i.e. translucent, 
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in order to vieW the product 90 contained therein, as shoWn 
in FIG. 1 at 40 as a WindoW. The clear portion could also be 
in a gusset or insert. The outer layer of material may be a 
sleeve With preprinted information. 

[0029] The choice of sheet layer material is non-limiting, 
and is in?uenced by factors such as the product contained in 
the pouch, the shape of the pouch, or the anticipated use of 
the pouch. One example of a laminate material structure 
includes at least one layer of virgin polyethylene terphalate 
(PET), at least one layer of aluminum foil and another layer 
such as EVOH, PET, polyethylene or nylon or the like. 
Another type of laminate material structure may also include 
a metaliZed foil paper layer laminated to a cast polypropy 
lene layer and another layer of PET, polyethylene or EVOH. 
There may be a fourth layer of nylon. Similarly, the laminate 
structure may include a cast polypropylene (CPP) layer, a 
polyethylene (PET) layer, a foil (AL) layer, a nylon (ONO) 
layer and another CPP layer. Another structure is the use of 
nylon, foil, nylon and cast polypropylene (ONO/AL/ONO/ 
CPP) or CPP/NY/AL/CPP. Another example of a material 
structure is ONO/AL/COEX-ONO-LDPE. Still another is 
PET/AL/NYLON/CPP. Material structures that include CPP 
are Well suited for packaging a beverage having an alcoholic 
content, such as Wine or beer or another liquor, to add 
strength to the Walls of the pouch, and to preserve the 
product. CPP and nylon protect the AL layer from cracking. 
Carbonation is bene?cial since it acts as a microbiocide and 
preserves the ?avor and aroma of the products. The use of 
cast polypropylene laminate material also assists in retaining 
the ?lled shape of the container, even as the product is 
removed from the pouch 10. A further example of a laminate 
material structure is CPP/AL/ONO/PE. This structure Works 
Well When the product has a short shelf life, and the nylon 
eliminates stretching or cracking of the AL layer. 

[0030] For White Wine, an example of a material structure 
is PET/EVOH/PE or AL/PET/NY/PE. Similarly, a material 
structure for red Wine includes PET/EVOH/PE, or AL/NY/ 
PET/PE. Still another example of a material structure is a 
7-layer structure that includes a co-extruded laminate, such 
as PET/CO-PP/AL/NY/LLDPE, or the like. It should be 
appreciated that the CO-PP layer can include multiple lay 
ers, such as three in this example. Other ?lm structures may 
also be utiliZed that offer similar protection from sunlight, as 
Well as organoleptic protection from the development of 
undesirable ?avors. 

[0031] It should be appreciated that if the ?lled carbonated 
pouch is stored at ambient temperature, the laminate Will 
start to creep after a period of time, such as ten days. The 
laminate material may include an extrusion layer to contain 
“creepage” or “stretch” of the ?lm after ?lling due to 
carbonation expansion of the carbonated product. In addi 
tion, the selected material may be organoleptic compliant in 
order to avoid the transfer of odor contaminates to the 
product, or product contamination during the shelf life 
period of the product. 

[0032] The pouch 10 is formed from at least one panel of 
material. The panel has an inner surface that is adjacent the 
product, and an outer surface. The pouch formed out of the 
panel has a front Wall 12 and a back Wall 14. Each Wall 12, 
14 is further de?ned by an upper edge 16, an opposed loWer 
edge 18, and ?rst and second side edges 20a, 20b extending 
therebetWeen the upper and loWer edges 16, 18. The side 
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edges 20a, 20b of the panel form a sealed seam. In addition, 
the side edge, such as the second side edge, may include an 
angled portion, as shoWn at 50. The pouch may include tWo 
side seams if made from tWo panels or one single seam if 
made from one panel. In an example of a pouch formed 
using a single panel of material, the side edges 20a, 20b may 
be joined along a center seam, as shoWn in FIG. 1211 at 22. 
The seam may be a ?at seam. In an example of a pouch 10 
formed using tWo panels of material, the edges are joined 
along tWo side seams. Again, the side seam may be a ?at 
seam. 

[0033] The pouch 10 may include an insert 24, sideWall or 
gusset 26. The gusset 26 may be integrally formed in the 
panel as shoWn in FIG. 11b, or a separate piece of material. 
The gusset 26 may be disposed betWeen the front and back 
Walls 12, 14, and positioned betWeen the side edges of the 
Walls, the loWer edges, the upper edges, or any desired 
combination. It should be appreciated that the shape of the 
gusset 26 is nonlimiting. For example, the gusset 26 may be 
generally Wider at one end and taper upWardly toWards the 
opposite end. The gusset 26 may also be of a uniform Width. 
The use of the gusset 26 may be functional, i.e. it may alloW 
the pouch 10 to acquire another shape, such as cylindrical, 
or to stand upright. The gusset 26 also enhances the strength 
and rigidity of the pouch 10 during ?lling and processing. A 
side gusset is advantageous since it alloWs the Walls of the 
pouch to expand as the internal pressure Within the pouch 
increases. A gusset 26 positioned betWeen the loWer edges 
18 of the pouch 10 may form a base, enabling the pouch 10 
to stand upright unsupported. 

[0034] Similarly, the pouch may include an insert, as 
shoWn in FIG. 12b. The insert 24 is a generally planar 
member that is inserted betWeen the Walls 12, 14 of the 
pouch 10. The shape of the insert 24 is non-limiting, i.e. 
square, round or oval or rectangular, and generally in?u 
ences the shape of the ?exible pouch. The insert 24 may be 
positioned internally Within the pouch or externally. Various 
materials may be utiliZed for the insert, such as foil, card 
board, plastic, nylon, laminate or the like. Further, the insert 
24 may be formed from a printed material, or it may be clear. 
In one example, the insert 24 is inserted betWeen the loWer 
edges of the panel and sealed to the Walls of the panel. The 
seal may be an ultrasonic seal or a heat Weld or a combi 
nation of both or the like. 

[0035] The pouch may contain tWo inserts as shoWn in 
FIGS. 12a and 12b. In this example, there is a ?rst insert 
positioned betWeen the loWer edges 18 of the panel, and a 
second insert positioned betWeen the upper edges 16 of the 
panel. The ?rst insert may include an integral opening 
means, such as a ?tment. The pouch of this example has a 
generally cylindrical shape. 

[0036] The pouch 10 incorporates an opening means 28 
for accessing the contents of the pouch. Various types of 
opening means 28 are knoWn in the art for this purpose, and 
is non-limiting. The position of the opening means is deter 
minable by many factors, such as type of opening means. 
The opening means may be positioned in an upper edge, a 
loWer edge or side edge, or front Wall or back Wall, or on an 
insert or gusset. It should be appreciated that the opening 
means 28 may be incorporated into the pouch 10 prior to 
?lling the pouch 10. One example of an opening means is a 
tear-off portion 30, as shoWn in FIGS. 8-10. The tear-off 
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portion 30 usually has an integral tear notch 32. The tear 
notch 32 is typically formed near an outermost edge of a 
seam, for initiating the removal of the tear-off portion, such 
as a side edge. A further example of an opening means 28 is 
a pull tab covering an opening in the pouch. Yet another 
example of an opening means 28 is a resealable Zipper, such 
as a hermetic seal. Another example of an opening means 28 
is a Weakened straW pierceable portion in the pouch for 
receiving a straW. 

[0037] Still a further example of an opening means 28 is 
a ?tment such as a removable and replaceable cap 34 
secured to a spout 36, or a tap, or the like. Various types of 
caps and spouts are available. For example, the cap 34 can 
be the traditional round shape, or have an elongated oval 
shape. An oval shape may support the pouch is that it can 
stand up on its oWn. The cap 34 and spout 36 can be made 
from a variety of materials. For example, the cap 34 may be 
made from plastic, such as reground resins. The spout may 
be made of polypropylene (PP), depending on the product. 
The spout is sealed into the upper edges of the panel using 
a sealing means, such as an ultrasonic seal or a heat Weld, or 
the like. The spout may include a removable seal 38 to 
prevent leakage of the product or evidence of tampering. 

[0038] The pouch 10 also includes an angled top seal 42 
extending betWeen a ?rst side edge 20a and a predetermined 
location on the upper edge 16 of the pouch. The siZe, 
orientation or position of the angled top seal 42 is dependent 
on factors such as the location of the opening means, type of 
opening means or product or the like. In one example, the 
angled top seal 42 extends a predetermined length betWeen 
a ?rst edge 20a and the upper edge 16. A portion of the 
pouch that is above the angled top seal 42 may be sealed, as 
shoWn at 48. The comer seal 48 may be a cosmetic seal. The 
opening means 28 is located to facilitate removal of the 
product. For example, the opening means may be located in 
the upper edge. Similarly, an upper portion of the second 
side edge may be angled as shoWn at 50. The shape and 
position of the angled top seal 42 facilitates the removal of 
product from the pouch 10 by directing the ?oW of the 
product toWards the opening means. The angled top seal 42 
may have a radius to keep the interior of the pouch rounded 
as shoWn at 52. The angled top seal 42 preferably reduces 
the headspace in the pouch. This is advantageous because it 
assists in pouring the product, reduces headspace (and 
oxygen), and in?uences the shape of the pouch. 

[0039] The pouch 10 further includes a hanging aperture 
44 located Within a portion of the pouch, such as an upper 
edge or side edge. It may be located in the comer seal 48 
portion of the pouch. Preferably, the hanging aperture is 
positioned betWeen the angled top seal and the outermost 
edge. The aperture 44 may have various shapes, such as 
round or curved. The pouch nay be supported by a support 
means such as a hook extending through the aperture, such 
as for display purposes. The positioning of the hanging 
aperture above the angle top seal 42 Within the comer seal 
48 or Within a sealed edge, prevents the contents of the 
pouch from leaking out through the aperture 44. 

[0040] It should be appreciated that the ?exible pouch 10 
may advantageously include other features that are knoWn in 
the art. For example, the ?exible pouch 10 may include a 
guide pocket formed in a Wall 14, 16 of the pouch 10 prior 
to ?lling and sealing, to facilitate the separation of the front 
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and back Walls 14, 16 prior to the ?lling of the pouch 10. An 
example of such a pouch is disclosed in commonly assigned 
U.S. patent application Ser. No. 10/310,221. The pouch may 
include an integrally formed rib 46 that adds rigidity to the 
pouch. 
[0041] The pouch may include a feature such as an ergo 
nomic shape, as shoWn in FIG. 5 or 1111. An example of an 
ergonomically shaped pouch for a carbonated beverage is 
disclosed in commonly assigned U.S. patent application Ser. 
No. 11/454,241 Which is incorporated by reference. The 
ergonomic shape may be achieved through carbonation 
since as the pouch 10 is ?lled With a carbonated product, the 
carbonation causes the pressure Within the pouch to 
increase. The increased pressure causes the front Wall 12 and 
back Wall 14 to assume a longitudinally oriented convex 
shape, and each side edge 20a, 20b assumes a longitudinally 
oriented concave shape. Thus, the Width across the pouch is 
less in the middle, than at the upper edge or loWer edge. The 
overall hourglass shape assumed by the pouch 10 due to the 
internal pressure Within the pouch facilitates holding of the 
pouch in the hand of a user. 

[0042] The ?exible pouch 10 may include a feature such 
as an outer layer or sleeve 54 covering the outer surface of 
the pouch. The sleeve 54 may be a label containing infor 
mation about the product such as a barcode or the like. The 
sleeve 54 may cover only a portion of the pouch outer 
surface. Preferably, the sleeve 54 is shrunk over the outer 
surface of the pouch 10 after the pouch 10 is formed and 
?lled With the product. The sleeve 54 is advantageous 
because it covers the side scam. It also adds one or more 
layers of material to strengthen the pouch and improve its 
durability. Various types of material may be utiliZed for the 
sleeve, such as paper or plastic including PET or PVC and 
the choice is non-limiting. 

[0043] The pouch 10 may include a feature as a result of 
a secondary process after it is ?lled With the product. For 
example, the ?lled pouch 10 may be froZen. Alternatively, 
the ?lled pouch 10 may be pasteuriZed in order to have an 
extending shelf stable life under ambient temperature. 

[0044] It is contemplated that the ?exible pouch 10 may 
incorporate any of the above-described features in any 
combination. For example, the pouch 10 may include an 
insert 24 in the bottom portion of the pouch and a tapered top 
portion, or an insert 24 in the bottom portion of the pouch 
and a spout 36 and cap 34 in the top portion of the pouch. 
In addition, the ?nished pouch may assume various shapes, 
such as cylindrical, cubical, and conical, hourglass or barrel 
shaped or the like, as in?uenced by the type of product and 
intended usage of the pouch. 

[0045] Referring to FIG. 13, a method for forming and 
?lling the ?exible pouch 10 using a high-speed machine 80, 
such as that described With respect to FIG. 14 is illustrated. 
The method begins in block 100 at a ?rst station With the 
step of forming the body of the pouch 10. For example, a roll 
of laminate material, as previously described, is unrolled 
along a horiZontally oriented plane. The initial Width of the 
roll of material is determined by the desired ?nished siZe of 
the pouch 10 and the number of pouches to be obtained from 
the Width. For example, three or four or six pouches, 
representing six to tWelve panels, can be obtained from a 
Width of the roll of material on a three-lane machine or 
four-lane machine, respectively. Each panel has an inner 
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surface and an outer surface. One layer of the material is 
preferably preprinted With information or locating indicia 
(not shoWn), such as a registration mark. The registration 
marks are located on the material to denote an edge of the 
panel. The registration marks are read by an optical reading 
device (not shoWn), such as a scanner or registration eye, to 
index the material in a predetermined position at the cutting 
station. The preprinted information may include labeling 
information that describes the product contained Within the 
pouch. In this example, the layer of preprinted information 
is located on an outer layer of the material An example of a 
high speed, multiple lane machine for forming a pouch is 
described in commonly assigned U.S. patent application Ser. 
No. 11/674,923, Which is incorporated herein by reference. 

[0046] The methodology advances to block 105 and a 
feature, such as a gusset 26 or insert 24, is optionally 
positioned betWeen the aligned ?rst and second unrolling 
sections of material. In addition, an opening means may be 
applied at this time. For example, an opening means, such as 
a press-to-close Zipper may be positioned betWeen the 
panels. Another opening means such as a straW hole, patch 
or tear notch or ?tment may be applied. 

[0047] The methodology advances to block 110 and the 
edges of the Walls are sealed together, such as the side edges 
20a, 20b, or the upper edge 16, or the loWer edge 18. One 
edge may be left open for ?lling purposes. In this example, 
the open edge is designated the upper edge, as a reference. 
Alternatively, all of the edges are sealed and the pouch is 
?lled through a ?tment. The angled top seal may also be 
applied at this time. Various sealing techniques are contem 
plated. For example, an ultrasonic sealing process may be 
used. Another technique is a heat Weld that includes the 
application of heat and compression. Advantageously, the 
seal may be shaped so as to avoid sharp radiuses at the 
interior comers of the pouch, as shoWn at 52. A rounded 
interior shape facilitates removal of the product. 

[0048] In still another example, the edges are sealed using 
a seal bar or forming plate having a plasma coating. One 
advantage of the plasma coating is that the line speed may 
increase. Another advantage is that the coating makes the 
surface of the seal bar or forming plate more resilient. When 
the seal bar is heated, the coating expands due to this 
resiliency. The shear stress on the inner edge of the seal is 
reduced; resulting in reduced creepage of the material and 
greater durability of the seal. The plasma coating reduces the 
opportunity for potential damage to the material during the 
sealing step. In this example, the plasma coating is a smooth, 
hard plastic that mimics glass. Since the outer layer of 
material is not Weakened, there is no creepage of the outer 
layer. 

[0049] In still another example of a sealing technique, the 
side seal is a tWo-step seal. An example of a tWo-step seal 
is disclosed in commonly assigned U.S. patent application 
Ser. No. 11/551,071. The tWo-step seal advantageously 
avoids the generation of keytones due to application of heat 
to the material. The ?rst or inner seal is a loW temperature 
seal. The second or outer seal is a high temperature seal. The 
second seal is spaced apart from the ?rst seal by a prede 
termined distance, to create an air gap. The ?rst seal is a tack 
seal, such as 6 mm Wide, and is of a su?icient temperature 
so as to melt the layers of material and tack the edges 
together. The predetermined distance betWeen the ?rst and 
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second seal is 1/2-1 mm. The second seal is applied at a 
higher temperature and pressure than the ?rst seal. As a 
result, any gas, such as steam, ketones, aromatics or the like 
are pushed in an outWardly direction, out through the open 
edges of the panels, and not into the pouch. Thus, the ?rst 
seal prevents entry of contaminates into the pouch to avoid 
organoleptic contamination. 

[0050] The methodology advances to block 115, and a 
section of pouches formed in the roll Width of material are 
separated from each other in a cutting operation. For 
example, each section of material may be ?rst separated 
along its Width, or the side seam of the pouches. The section 
is then separated into individual pouches. In this example, 
the Width of unrolling material represents the side seams. 
The material is cut into a pouch 10 using a knoWn cutting 
apparatus. such as a laser or punch or the like. The cutting 
apparatus forms a single cut in the material to separate the 
pouches. The siZe of the pouch 10 is controlled by the 
distance betWeen the cuts. 

[0051] Alternatively, tWo consecutive pouches 10 sepa 
rated using a double cutting process, Whereby tWo cuts are 
made at the same time to separate the upper and loWer edges 
of tWo pouches at the same time from the sheet of material. 
Advantageously, forming tWo pouches during the cutting 
operation effectively doubles the assembly line speed. 

[0052] It should be appreciated that the upper edge or 
loWer edge may be further trimmed. For example, the end of 
the pouch may be trimmed to accommodate a ?tment. In 
another example, tWo legs are formed during the trimming 
operation, in order to recess the ?tment. 

[0053] The methodology advances to block 120 and a 
feature, such as an opening means 28 may also be applied to 
the pouch 10 at this time. For example, a ?tment, as 
previously described, may be sealed Within the Walls of the 
pouch 10, such as betWeen the upper edges 16. The ?tment 
may be sealed using an ultrasonic seal, or a heat Weld, or by 
a combination of ultrasonic seal and heat Weld. An example 
of an ultrasonic seal for a ?tment is disclosed in commonly 
assigned U.S. patent application Ser. No. II/ 195,906, Which 
is incorporated herein by reference. Accordingly, the base 
portion of the ?tment is sealed betWeen the Walls of the 
pouch using an ultrasonic seal, a heat seal, and then a cool 
seal. The heat seal melts a layer of the pouch material, and 
the material ?oWs around the sealing ribs on the base 
portion, and ?lls in any void betWeen the base portion and 
the Wall of the pouch. The cool seal sets the seal and 
provides an attractive ?nish to the overall seal. Advanta 
geously, feWer stations are required to seal the ?tment 
betWeen the Walls of the pouch, since a tack seal is elimi 
nated. 

[0054] In addition, an insert 24 may be likeWise applied to 
the pouch 10 at this time. The insert 24 may be positioned 
at a loWer edge of the pouch, an upper edge, or both an upper 
and loWer edge. The methodology advances to block 125. 

[0055] In block 125, the individual pouches are ?nished. 
For example, an edge of the pouch 10 may he trimmed to 
shape, i.e. the comers may be angled or edges trimmed 
?tment. It is sometimes advantageous for the pouch corners 
to have a radius, to eliminate right angles at the comers. The 
hanging aperture may be formed at this time. This operation 
may be performed using a cutter or a die cut or the like. In 
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addition, a tear notch may be cut out of an edge of the pouch 
to facilitate opening of the pouch. 

[0056] In another example of a ?nishing operation, a 
crease or guide pocket may be formed in a top portion of 
each Wall 12, 14 in a creasing operation, in order to facilitate 
opening and ?lling of the pouch. An example of a method of 
forming a crease in a Wall to facilitate opening the pouch is 
disclosed in commonly assigned U.S. patent application Ser. 
No. 10/310,221, Which is incorporated herein by reference. 
It should be appreciated that the shape of the ?nished pouch 
is non-limiting, and may be round, square, oval, triangular or 
the like. In still another example of a ?nishing operation, the 
sleeve 54 is applied over the individual pouch and shrunk to 
?t using an application of heat to the pouch. A further 
example of a ?nishing operation is the formation of a rib 46, 
such as a thermoformed rib, to add rigidity to the pouch. 

[0057] The methodology advances to block 130 and the 
pre-made pouch 10 is discharged from the form machine. 
The pouches may be loaded into a carrier and transferred to 
a ?lling machine. It should be appreciated that the ?lling 
machine may be integral With the pouch forming machine, 
or a separate machine. This portability increases the ?ex 
ibility of the pouch and may result in a manufacturing cost 
savings. 
[0058] The methodology advances to block 135, and the 
pouch is then transported to the ?lling machine, is unloaded 
from the carrier, and placed in a holder for moving the pouch 
betWeen stations. An example of a holder is a cup-shaped 
member, as disclosed in commonly assigned U.S. patent 
application Ser. No. 10/336,601, Which is incorporated 
herein by reference. Alternatively, the pouch 10 may be held 
using grippers (not shoWn) as is knoWn in the art. The 
methodology advances to block 140. 

[0059] In block 140, the pouch 10 is opened in an opening 
operation. Various techniques are conventionally knoWn in 
the art for opening the pouch 10. For example, the guide 
pocket formed by the crease in the front Wall 12 and back 
Wall 14 facilitates opening of the pouch. A noZZle (not 
shoWn) may be mechanically loWered into the guide pocket 
to direct a stream of compressed gas into the guide pocket, 
to force the Walls of the pouch 10 aWay from each other. An 
example of a gas is carbon dioxide or nitrogen. The bloWing 
station may include a manifold, With a hood extending over 
the top of the edges of the pouch as knoWn in the art. The 
manifold has roWs of apertures (not shoWn) formed above 
the upper edges 16 of the pouch 10. The hood is placed over 
the pouch 10 to assist in maintaining the air pressure in the 
pouch 10. The supply of pressurized gas is directed through 
the aperture to form a plurality of jets of pressurized gas or 
air. The jets are directed doWnWardly at the diamond-shaped 
openings formed at the upper edges 16 to assist in over 
coming the surface tension of the pouch and assist in 
separation of the Walls 12, 14. A diving rod (not shoWn) may 
then be used to make sure the pouch 10 is fully opened. If 
the pouch has a ?tment, the gas is injected through the spout 
?tment. After the pouch is opened, it may be injected With 
super-saturated steam to eliminate any pathogens or the like. 
The methodology advances to block 145. 

[0060] In block 145, the pouch 10 is ?lled With the product 
in a ?lling operation. For example, a ?ll tube (not shoWn) is 
loWered into the opened pouch 10 and the product is 
dispensed into the open pouch 10. The pouch may be ?lled 








