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CARD SHOE FOR HOLDING PLAYING 
CARDS 

CROSS-REFERENCE TO RELATED 
APPLICATION 

[0001] This application claims the bene?t under 35 U.S.C. 
§ 119(e) of Us. Provisional Patent Application No. 60/782, 
492 ?led Mar. 15, 2006. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 
[0003] This description generally relates to the ?eld of 
table gaming, and more particularly to card holding devices, 
for example card shoes that hold a number of cards during 
a playing card game and alloW cards to be extracted from the 
card shoe one at a time. 

[0004] 2. Description of the Related Art 
[0005] Conventional card shoes are typically siZed to 
receive tWo to eight standard decks of playing cards, With 
?fty-tWo (52) playing cards per standard playing card deck. 
Such card shoes are used during professional card games 
(e.g., casino blackjack, poker, Texas Hold’em etc) so as to 
alloW a dealer to readily extract cards during a fast paced 
card game. 
[0006] Us. Pat. No. 6,402,142 shoWs one card shoe 
con?guration that includes a housing having an opening 
formed at a front of the housing from Which playing cards 
can be extracted. The housing may include a playing card 
support surface sloping at a doWnWard angle from a rear to 
the front of the housing, Which is capable of supporting 
several standard decks of playing cards. The card shoe may 
include a playing card Wedge, With a sloped face to contact 
and offset the playing cards in the housing relative one 
another. 
[0007] The Wedge may optionally include a roller that 
alloWs the Wedge to easily move doWn the playing card 
support surface. The playing cards are compressed betWeen 
the sloped face of the playing card Wedge and the front of the 
housing, Which may also be sloped. The doWnWard angle of 
the playing card support surface employs gravity to bias the 
playing cards toWard the front of the housing under their 
oWn Weight, as Well as under the Weight of the playing card 
Wedge. As playing cards are removed, the Weight biasing the 
remaining playing cards toWard the front of the housing 
decreases. Hence, there is less resistance to the ?nger 
pressure applied by the dealer as the dealer attempts to 
remove a playing card from the housing. This makes it 
di?icult for the dealer to establish su?icient friction or 
“purchase” With the playing card to remove the playing card. 
This also disadvantageously tends to push the playing cards 
into the housing. 
[0008] Another type of card shoe is similar to the above 
described card shoe, but includes one or more springs that 
couple the playing card Wedge to the housing. The springs 
operate alone, or in conjunction With the force of gravity, to 
bias the playing card Wedge toWard the opening in the 
housing. As the playing card Wedge moves closer to the 
opening, the springs contribute appreciably less to the over 
all force biasing the playing card Wedge toWard the opening. 
The biasing force of the springs becomes negligible before 
all the playing cards are removed from the card shoe. For 
example, negligible spring force may occur When there are 
less than tWo decks (i.e., 104 playing cards) remaining in the 
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card shoe. Consequently, there is little or no resistance to the 
?nger pressure applied by the dealer as the dealer attempts 
to remove a playing card from the housing. This makes it 
di?icult for the dealer to establish su?icient friction or 
“purchase” With the playing card to remove the playing card. 
This also disadvantageously tends to push the playing cards 
into the housing. 
[0009] As illustrated in Us. Pat. No. 6,402,142, the card 
shoe may include a detent mechanism that holds the card 
Wedge at the back of the housing to facilitate re?lling the 
housing With playing cards. After ?lling, the dealer must 
grab and exert force (e.g., pull, push, lift) on the Wedge to 
disengage the Wedge from the detent mechanism. The lack 
of gripping surfaces and the close proximity of the Wedge to 
the back of the housing When in the locked position such that 
?ngers cannot be inserted therebetWeen makes this task 
exceedingly di?icult and time consuming, particularly dur 
ing a fast paced card game. 
[0010] Accordingly, it Would be desirable to have a card 
shoe that provides easier and smoother removal of each card 
from the card shoe, regardless of the number of playing 
cards remaining in the card shoe, in addition to quick and 
easy re?lling of the card shoe. 
[0011] An additional problem typical of conventional card 
shoes is WithdraWal of more than one playing card at a time. 
This may be accidental, for example, due to adjacent playing 
cards becoming stuck together, or may be intentional Where 
a dealer is attempting to cheat. It Would be advantageous to 
reduce or prevent such from happening in either circum 
stance. 

BRIEF SUMMARY OF THE INVENTION 

[0012] According to one aspect, an anti-reversing clutch 
assembly locks onto the roller and may prevent the Wedge 
from rolling back into the card shoe as the dealer applies 
?nger pressure to remove the card from the Wedge. 
[0013] According to one aspect, a card shoe includes a 
housing forming a receptacle siZed to receive a plurality of 
playing cards, the housing having a sloped front face, an 
opening formed in the front face, the opening siZed to alloW 
the WithdraWal of playing cards from the receptacle, a card 
support surface proximate a bottom of the opening, and at 
least one protuberance extending upWard from the card 
support surface, the protuberance proximate the opening of 
the front face of the housing such that playing cards pass 
over the protuberance When the playing cards are WithdraWn 
from the receptacle through the opening. 
[0014] According to another aspect, the card shoe includes 
a housing forming a receptacle siZed to receive a plurality of 
playing cards, the housing having a top and a sloped front 
face, an opening formed in the front face, the opening siZed 
to alloW the WithdraWal of playing cards from the receptacle, 
and an anti-backsliding protrusion extending generally 
doWnWardly from at least proximate the top and positioned 
Within the receptacle proximate the front face of the housing, 
Wherein the anti-backsliding protrusion engages a portion of 
at least one playing card When the playing card is biased 
toWard a back of the housing under force exerted by a dealer 
removing at least one of the playing cards from the housing. 
[0015] According to another aspect, the card shoe includes 
a housing forming a receptacle siZed to receive a plurality of 
playing cards, the housing having a sloped front face, an 
opening formed in the front face, the opening siZed to alloW 
the WithdraWal of playing cards from the receptacle, a Wedge 
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block having a bottom surface and a card engagement 
surface positioned at an angle relative to the bottom surface, 
the Wedge block received in the receptacle of the housing to 
bias the playing cards toWard the front face of the housing, 
and a lever pivotally mounted to selectively bias the Wedge 
aWay from a back of the housing. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWING(S) 

[0016] In the draWings, identical reference numbers iden 
tify similar elements or acts. The siZes and relative positions 
of elements in the draWings are not necessarily draWn to 
scale. For example, the shapes of various elements and 
angles are not draWn to scale, and some of these elements are 
arbitrarily enlarged and positioned to improve draWing 
legibility. Further, the particular shapes of the elements as 
draWn, are not intended to convey any information regarding 
the actual shape of the particular elements, and have been 
solely selected for ease of recognition in the draWings. 
[0017] FIG. 1Ais an isometric vieW ofan empty card shoe 
having a single protuberance proximate an opening for 
extracting playing cards from the card shoe, according to 
one illustrated embodiment. 

[0018] FIG. 1B is an isometric vieW ofa card shoe holding 
a plurality of playing cards and having a pair of protuber 
ances proximate an opening, according to another illustrated 
embodiment. 
[0019] FIG. 2 is a top, front, left side isometric vieW of a 
Wedge assembly of FIGS. 1A and 1B mounted to a roller 
subassembly, according to one embodiment. 
[0020] FIG. 3 is a bottom, front, left side isometric vieW 
of the Wedge assembly of FIGS. 1A and 1B mounted to a 
roller subassembly, according to one embodiment. 
[0021] FIG. 4 is a cross-sectional vieW of the roller 
subassembly of the Wedge assembly, according to one 
illustrated embodiment Where the roller subassembly 
includes a shaft, an anti-reversing clutch assembly, and 
roller mounted on the shaft. 

[0022] FIG. 5A is an isometric vieW ofa card shoe having 
an anti-backsliding protrusion With only a feW cards remain 
ing in the card shoe, according to one embodiment. 
[0023] FIG. 5B is a cross-sectional vieW of the card shoe 
of FIG. 5A. 
[0024] FIG. 6A is an isometric vieW ofa card shoe having 
a lever and a track With a locking mechanism at a back end 
of the card shoe, according to one embodiment. 
[0025] FIG. 6B is a cross-sectional vieW of the card shoe 
of FIG. 6A. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0026] In the folloWing description, certain speci?c details 
are set forth in order to provide a thorough understanding of 
various embodiments of the invention. HoWever, one skilled 
in the art Will understand that the embodiments may be 
practiced Without these details. In other instances, Well 
knoWn structures associated With card shoes have not been 
shoWn or described in detail to avoid unnecessarily obscur 
ing the description. 
[0027] Unless the context requires otherWise, throughout 
the speci?cation and claims Which folloW, the Word “com 
prise” and variations thereof, such as, “comprises” and 
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“comprising” are to be construed in an open, inclusive sense, 
that is as “including, but not limited to.” 
[0028] Reference throughout this speci?cation to “one 
embodiment” or “an embodiment” means that a particular 
feature, structure or characteristic described in connection 
With the embodiment is included in at least one embodiment. 
Thus, the appearances of the phrases “in one embodiment” 
or “in an embodiment” in various places throughout this 
speci?cation are not necessarily all referring to the same 
embodiment. Furthermore, the particular features, struc 
tures, or characteristics may be combinable in any suitable 
manner in one or more embodiments. 

[0029] The headings provided herein are for convenience 
only and do not interpret the scope or meaning of the 
claimed invention. 
[0030] This description generally relates to card shoes for 
holding and distributing playing cards during a playing card 
game. Card shoes are generally used in casinos and often 
hold betWeen tWo (2) to eight (8) decks of playing cards. 
HoWever, it is understood that some card shoes may hold a 
feWer or a greater number of playing cards. Further, some 
card shoes may be automated, employing electro-mechani 
cal and/or electro-optical components to read machine 
readable and/or human readable indicia carried by the play 
ing cards, and/ or to shuf?e, randomiZe or sort playing cards. 
[0031] FIG. 1A shoWs an empty card shoe 111 having a 
housing 2, a Wedge assembly 4 and a protuberance 15 
proximate an opening 12, according to an illustrated 
embodiment. FIG. 1B shoWs a card shoe 1b holding a 
plurality of playing cards 21, the housing having more than 
one protuberances 15 formed on a metal plate proximate an 
opening 12, according to another illustrated embodiment. 
Reference is noW made to FIGS. 1A and 1B. 

[0032] The housing 2 includes a playing card support 
surface 6, sideWalls 8 and a front cover 10. The playing card 
support surface 6, the sideWalls 8, and the front cover 10 
forming a receptacle 11 con?gured to receive and support a 
number of playing cards 21. The playing card support 
surface 6 may or may not slope doWnWard from a rear 3 of 
the housing 2 toWard the front cover 10. As noted above, a 
sloped surface may take advantage of gravity as the sole or 
partial biasing force that urges the playing cards toWard the 
opening 12 of the housing 2. The card shoe 1a, 1b may 
include a cover 9 that is movably coupled to the housing 2, 
for example pivotally coupled along an edge 7 of the 
housing 2. The cover 9 can be lifted to alloW for the loading 
of the plurality of cards 21 and then closed thereafter to 
conceal the plurality of cards 21. In the event that the card 
shoe 1a, 1b is used during a blackjack game, the cover 9 may 
prevent card players from estimating the number of playing 
cards 21 remaining in the card shoe 1a, 1b. 
[0033] The front cover 10 includes the opening 12 from 
Which a dealer can extract the playing cards 21 from the card 
shoe 1a, 1b. The opening 12 is siZed to alloW the dealer to 
place one or more ?ngers onto the next (i.e., outermost) 
playing card that is to be removed from the card shoe 1a, 1b. 
The playing card support surface 6 can cooperate With the 
front cover 10 to skeW or otherWise offset the playing cards 
relative to one another, Which tends to increase the likeli 
hood that playing cards 21 are extracted one at a time from 
the card shoe 1a, 1b. 
[0034] It is understood that sometimes, hoWever, more 
than one playing card may be extracted from the card shoe 
1a, 1b, Whether done intentionally in order to cheat or 
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unintentionally because tWo playing cards become stuck 
together. The movement of the playing cards 21 over the one 
or more protuberances effectively un-sticks or separates the 
top playing card from the underlying playing card or cards 
during the extraction, thereby facilitating the extraction of 
only one playing card at a time from the card shoe 1a, 1b. 
[0035] The one or more protuberances 15 extend generally 
upWardly from the support surface 6 or metal plate, proxi 
mate a bottom of the opening 12. The protuberances 15 are 
proximate the opening 12 of the front face 10 such that the 
outermost or front most playing card 21 passes over the 
protuberance 15 and is WithdraWn from the receptacle 11 
While the underlying card(s) is separated from the outermost 
playing card 21 by the protuberances 15. Thus, the protu 
berances 15 alloW for the card dealer to extract a single card 
at a time from the plurality of playing cards 21. 
[0036] The protuberances 15 may take the form of a bump 
or any such hemispherical shape. The one or more protu 
berances 15 may be selectively arranged in the form of a ?rst 
and second protuberance (collectively referenced as 15) 
laterally spaced across the opening 12 With a spacing 
therebetWeen that is less than or equal to the length of each 
of the playing cards 21. 
[0037] The housing 2 may further include one or more 
slots or tracks 14. The track 14 can be sloped or otherWise 
con?gured to cause the Wedge assembly 4 to move forWard, 
toWard the opening 12. One or more springs 16 (only one 
illustrated) may be coupled to guides 17, 19 received in the 
track 14. The guides 17 may be ?xed to the housing 2, 
Whereas the guides 19 couple the Wedge assembly 4 to the 
spring 16 and are operable to move along the track 14. In one 
embodiment, the spring 16 is an extension spring anchored 
proximate the front of the housing 2 that biases or urges the 
Wedge assembly 4 toWard the opening 12. In another 
embodiment, the spring 16 is a compression spring anchored 
proximate the rear of the housing 2 that biases or urges the 
Wedge assembly 4 toWard the opening 12. 
[0038] FIGS. 2 and 3 shoW the Wedge assembly 4 having 
a Wedge block 5 con?gured With a sloped engagement 
surface 18 disposed betWeen ?rst and second side surfaces 
20, according to one embodiment. The Wedge assembly 4 
further includes guides 19, 22 extending from each of the 
?rst and second surfaces 20. The guides 19 are coupled to 
respective springs 16 (only one illustrated) and may also be 
supported in the track 14 of the housing 2 as mentioned 
above. The guides 22 may also be supported in the track 14 
of the housing 2 counteracting any overturning moment that 
may cause the Wedge assembly 4 to rotate about the guides 
19. 
[0039] FIG. 3 also shoWs a roller 24 ofa roller subassem 
bly 25 (FIG. 4), Which is part of the Wedge assembly 4, 
extending at least slightly beloW a bottom surface 26 of the 
Wedge block 5. 
[0040] FIG. 4 shoWs the roller subassembly 25 in detail. 
The roller subassembly 25 includes the roller 24, Which is 
rotatably ?xed to an anti-reversing clutch assembly 26, 
Which in turn is rotatably coupled to a shaft 28. In one 
embodiment, the roller 24 is made from a urethane material 
and press ?t onto the clutch assembly 26. The clutch 
assembly 26 may be an overrunning clutch or draWn cup 
roller clutch, such as or similar to those described in Us. 

Pat. Nos. 3,994,377; 3,993,177; 3,993,176; 3,990,555; 
3,972,573; 3,942,616; 3,937,312; and 3,937,311. This type 
of clutch assembly 26 permits the roller 24 to freely rotate 

Sep.20,2007 

in a ?rst direction, yet positively locks onto the shaft 28 to 
substantially prevent reverse rotation (i.e., rotation that is 
counter or opposite to the ?rst rotational direction) of the 
roller 24. 
[0041] The shaft 28 includes a tool engagement portion 30 
and a shaft centerline or axis 32. It is understood and 
appreciated that the shaft centerline 32 is to be distinguished 
from a roller rotational centerline or axis 33. The roller 
rotational axis 33 is loWer than the shaft centerline 32 since 
the roller 24 extends beloW the bottom surface 5 of the 
Wedge 4. During operation, the roller 24 and portions of the 
clutch assembly 26 rotate in unison on the shaft 28 and about 
the roller rotational axis 33. In the illustrated embodiment, 
the shaft 28 does not rotate relative to the Wedge assembly 
4. 

[0042] As the dealer removes each playing card, the 
biasing force of the spring 16, the Weight of the Wedge 
assembly 4 and/or the Weight of the playing cards 21 urges 
the Wedge 4 toWard the front cover 10. As the dealer applies 
pressure to the next card to be removed, the anti-reversing 
clutch assembly 26 positively locks onto the shaft 28 to 
substantially prevent reverse rotation of the roller 24 and 
thus prevents the Wedge assembly 4 from moving aWay from 
the front cover 4 and the opening 12 of the housing 2. 
[0043] FIG. 5A shoWs a card shoe 10 having an anti 
backsliding protrusion 35 and only a feW cards 21 remaining 
in the shoe 10, according to one illustrated embodiment. 
FIG. 5B shoWs a magni?ed cross-sectional vieW of the card 
shoe 1c and the anti-backsliding protrusion 35, according to 
the embodiment illustrated in FIG. 5A. Reference is noW 
made to FIGS. 5A and 5B. The anti-backsliding protrusion 
35 may substitute for, or may augment the anti-reversing 
clutch assembly 26. 
[0044] The card shoe 1c is similar in many respects to the 
card shoes 1a, 1b of FIGS. 1A and 1B, respectively. Hence, 
identical or similar elements or components Will be identi 
?ed by the same reference numbers. Only signi?cant dif 
ferences in structure and operation are discussed beloW. 
When feW cards remain in the shoe 10, there is a greater risk 
of the outermost playing card 21 backsliding into the hous 
ing 2 during the extraction process. As the dealer exerts 
force onto the outermost playing card 21 proximate the 
opening 12, the card 21 may slide upWards along the sloped 
surface 18 of the Wedge 4 and into a top portion of the 
housing 2. 
[0045] The anti-backsliding protrusion 35 generally 
extends doWnWard from at least proximate the top of the 
housing 2 and positioned Within the receptacle 11 proximate 
the front face 12. The anti-backsliding protrusion 35 effec 
tively prevents the card 21 from backsliding into the recep 
tacle 11 and hampering the dealer’s ability to extract the 
playing card 21. 
[0046] The anti-backsliding protrusion 35 may be of sev 
eral types of rigid or non-rigid material. The protrusion 35 
engages a portion of at least one playing card 21 When the 
playing card 21 is biased toWard a back of the housing 2. The 
anti-backsliding protrusion 35 substantially prevents the 
outermost (proximate the opening 12) playing card 21 or 
playing cards 21 from sliding rearWard toWard the back 3 of 
the housing 2 in response to an applied force by the dealer. 
The card 21 can backslide up until the point Within the 
receptacle that the protrusion 35 extends from, Which is 
positioned close enough to the opening to alloW for easy 
access during extraction. 
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[0047] FIG. 6A shows a card shoe 1d having a lever 37 and 
a track 14 With a locking mechanism 37 at the rear 3 of the 
card shoe 1d, according to one illustrated embodiment. FIG. 
6B shoWs a cross-sectional vieW of the card shoe 1d having 
the lever 37 and locking mechanism 39, according to the 
embodiment illustrated in FIG. 6A. Reference is noW made 
to FIGS. 6A and 6B. 

[0048] The card shoe 1d includes the housing 2, similar in 
some respects to that illustrated in FIGS. 1A and 1B, hence 
identical or similar structures are identi?ed by common 
reference numbers. 
[0049] When all the desired playing cards 21 are removed 
from the card shoe 1d, the Wedge 4 can be reset and retained 
toWard the rear 3 of the housing 2 so that another set of 
playing cards 21 may be readily loaded into the receptacle 
11. The Wedge 4 may be slightly lifted so that the roller 24 
does not contact the support surface 6, and then slid aWay 
from the front cover 10 toWards the rear 3 of the housing 2 
until the guides 19 are locked into position by the locking 
mechanism 39 such as a detent mechanism. In one embodi 
ment, the locking mechanism 39 is formed by a moderate 
upWard sloping portion 40 of the track 14 folloWed by a 
sharp doWnWard sloping portion 42. Once the Wedge assem 
bly 4 is locked into position, the playing cards 21 may be 
loaded into the receptacle 11 of the card shoe 1d. Locking 
the Wedge assembly 4 before loading the playing cards 21 
into the receptacle 11 frees one of the dealer’s hands from 
otherWise holding the Wedge 4 in place. Thus, the dealer is 
able to grasp the set of playing cards 21 With both hands and 
reload the playing cards 21 into the receptacle 11 With ease. 
[0050] The lever 37 has a ?rst end 44 and a second end 46 
and is pivotally mounted proximate the rear 3 of the housing 
2. The lever 37 is operable to selectively bias the Wedge 4 
aWay from the rear 3 of the housing 2 to disengage the 
locking mechanism 29. The lever 37 engages at least a 
portion of the Wedge 4, for example a back of the Wedge 4 
opposite the sloped surface 18 and forces the guide 19 
forWard. The guide 19 slides up the doWnWard sloping 
portion 42 of the track 17. The card dealer may exert force 
onto the second end 42 to cause the ?rst end 46 to provide 
enough force to overcome the locking mechanism 39. Once 
the guides 19 of the Wedge assembly 4 overcome the 
doWnWard sloping portion 42, the biasing force of the spring 
16 takes over to cause the Wedge 4 to bias the plurality of 
cards 21 loaded into the receptacle 11 toWard the front cover 
10. 

[0051] The various embodiments described above can be 
combined to provide further embodiments. All of the above 
U.S. patents, patent applications, provisional patent appli 
cations and publications referred to in this speci?cation, to 
include, but not limited to Us. Patent Application No. 
60/782,492, ?led Mar. 15, 2006; and Us. Pat. Nos. 3,994, 
377; 3,993,177; 3,993,176; 3,990,555; 3,972,573; 3,942, 
616; 3,937,312; and 3,937,311 are incorporated herein by 
reference in their entirety. Aspects of the invention can be 
modi?ed, if necessary, to employ various systems, devices 
and concepts of the various patents, applications and pub 
lications to provide yet further embodiments of the inven 
tion. 
[0052] These and other changes can be made to the 
invention in light of the above-detailed description. In 
general, in the folloWing claims, the terms used should not 
be construed to limit the invention to the speci?c embodi 
ments disclosed in the speci?cation and the claims, but 
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should be construed to include all card shoes usable in the 
aspect of gaming and methods that operate in accordance 
With the claims. Accordingly, the invention is not limited by 
the disclosure, but instead its scope is to be determined 
entirely by the folloWing claims. 

1. A card shoe, comprising: 
a housing forming a receptacle siZed to receive a plurality 

of playing cards, the housing having a sloped front 
face, an opening formed in the front face, the opening 
siZed to alloW the WithdraWal of playing cards from the 
receptacle, a card support surface proximate a bottom 
of the opening, and at least one protuberance extending 
upWard from the card support surface, the protuberance 
proximate the opening of the front face of the housing 
such that playing cards pass over the protuberance 
When the playing cards are WithdraWn from the recep 
tacle through the opening. 

2. The card shoe of claim 1 Wherein the housing has a ?rst 
and a second protuberance, spaced laterally across the 
opening With a spacing therebetWeen that is less than or 
equal to a length of each of the playing cards. 

3. The card shoe of claim 1 Wherein the ?rst and the 
second protuberances each take the form of a bump. 

4. The card shoe of claim 3 Wherein the ?rst and the 
second protuberances are each hemispherical in shape. 

5. The card shoe of claim 1 Wherein the housing includes 
a metal plate proximate the opening and the ?rst and the 
second protuberances extend from the metal plate. 

6. The card shoe of claim 1, further comprising: 
a Wedge assembly having a Wedge block and a roller 

subassembly, the Wedge block includes a bottom sur 
face and a card engagement surface positioned at an 
angle relative the bottom surface, the Wedge block is 
receivable in the receptacle of the housing of the card 
shoe, the roller subassembly includes a roller rotation 
ally coupled to the Wedge block and rotatable in a ?rst 
rotational direction and lockable to substantially resist 
rotation in a direction opposite the ?rst rotational 
direction. 

7. The card shoe of claim 6, further comprising: 
a shaft coupled to the Wedge block, Wherein the shaft 

includes a ?rst portion concentrically disposed about a 
?rst shaft axis and a second portion eccentrically dis 
posed about a second shaft axis; and 

a clutch assembly coupling the roller to the Wedge block, 
Wherein the clutch assembly is lockable onto the shaft 
When the roller is urged in the direction opposite the 
?rst rotational direction. 

8. The card shoe of claim 6, further comprising: 
a lever pivotally mounted to selectively bias the Wedge 
aWay from a back of the housing. 

9. The card shoe of claim 1, further comprising: 
an anti-backsliding protrusion extending generally doWn 

Wardly from at least proximate a top of the housing and 
positioned Within the receptacle proximate the front 
face of the housing, Wherein the anti-backsliding pro 
trusion engages a portion of at least one playing card 
When the playing card is biased toWard a back of the 
housing under force exerted by a dealer removing at 
least one of the playing cards from the housing. 

10. The card shoe of claim 1, further comprising: 
a cover that is pivotally connected to the housing to alloW 

the plurality of playing cards in the form of several 
decks of cards to access the receptacle. 
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11. A card shoe, comprising: 
a housing forming a receptacle siZed to receive a plurality 

of playing cards, the housing having a top and a sloped 
front face, an opening formed in the front face, the 
opening siZed to alloW the WithdraWal of playing cards 
from the receptacle, and an anti-backsliding protrusion 
extending generally doWnWardly from at least proxi 
mate the top and positioned Within the receptacle 
proximate the front face of the housing, Wherein the 
anti-backsliding protrusion engages a portion of at least 
one playing card When the playing card is biased 
toWard a back of the housing under force exerted by a 
dealer removing at least one of the playing cards from 
the housing. 

12. The card shoe of claim 11, further comprising: 
a card support surface proximate a bottom of the opening, 

and at least one protuberance extending upWard from 
the card support surface, the protuberance proximate 
the opening of the front face of the housing such that 
playing cards pass over the protuberance When the 
playing cards are WithdraWn from the receptacle 
through the opening. 

13. The card shoe of claim 11, further comprising: 
a Wedge block having a bottom surface and a card 

engagement surface positioned at an angle relative to 
the bottom surface, the Wedge block received in the 
receptacle of the housing to bias the playing cards 
toWard the front face of the housing. 

14. The card shoe of claim 13, further comprising: 
at least one spring physically coupled to both the housing 

and the Wedge block. 
15. The card shoe of claim 13, further comprising: 
a lever pivotally mounted to selectively bias the Wedge 
aWay from a back of the housing. 

16. The card shoe of claim 13, further comprising: 
a roller assembly having a roller rotationally coupled to 

the Wedge block and rotatable in a ?rst rotational 
direction and lockable to substantially resist rotation in 
a direction opposite the ?rst rotational direction. 

17. The card shoe of claim 16, further comprising: 
a shaft coupled to the Wedge block, Wherein the shaft 

includes a ?rst portion concentrically disposed about a 
?rst shaft axis and a second portion eccentrically dis 
posed about a second shaft axis; and 

a clutch assembly coupling the roller to the Wedge block, 
Wherein the clutch assembly is lockable onto the shaft 
When the roller is urged in the direction opposite the 
?rst rotational direction. 

18. The card shoe of claim 11, further comprising: 
a cover that is pivotally connected to the housing to alloW 

the plurality of playing cards in the form of several 
decks of cards to access the receptacle 
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19. A card shoe comprising: 
a housing forming a receptacle siZed to receive a plurality 

of playing cards, the housing having a sloped front 
face, an opening formed in the front face, the opening 
siZed to alloW the WithdraWal of playing cards from the 
receptacle, a Wedge block having a bottom surface and 
a card engagement surface positioned at an angle 
relative to the bottom surface, the Wedge block 
received in the receptacle of the housing to bias the 
playing cards toWard the front face of the housing, and 
a lever pivotally mounted and operable to selectively 
bias the Wedge aWay from a back of the housing. 

20. The card shoe of claim 19, further comprising: 
a card support surface proximate a bottom of the opening, 

and at least one protuberance extending upWard from 
the card support surface, the protuberance proximate 
the opening of the front face of the housing such that 
playing cards pass over the protuberance When the 
playing cards are WithdraWn from the receptacle 
through the opening. 

21. The card shoe of claim 19, further comprising: 
an anti-backsliding protrusion extending generally doWn 

Wardly from at least proximate a top of the housing and 
positioned Within the receptacle proximate the front 
face of the housing, Wherein the anti-backsliding pro 
trusion engages a portion of at least one playing card 
When the playing card is biased toWard the back of the 
housing under force exerted by a dealer removing at 
least one of the playing cards from the housing. 

22. The card shoe of claim 19, further comprising: 
at least one spring physically coupled to both the housing 

and the Wedge block. 
23. The card shoe of claim 19, further comprising: 
a roller assembly having a roller rotationally coupled to 

the Wedge block and rotatable in a ?rst rotational 
direction and lockable to substantially resist rotation in 
a direction opposite the ?rst rotational direction. 

24. The card shoe of claim 23, further comprising: 
a shaft coupled to the Wedge block, Wherein the shaft 

includes a ?rst portion concentrically disposed about a 
?rst shaft axis and a second portion eccentrically dis 
posed about a second shaft axis; and 

a clutch assembly coupling the roller to the Wedge block, 
Wherein the clutch assembly is lockable onto the shaft 
When the roller is urged in the direction opposite the 
?rst rotational direction. 

25. The card shoe of claim 19, further comprising: 
a cover that is pivotally connected to the housing to alloW 

the plurality of playing cards in the form of several 
decks of cards to access the receptacle. 

* * * * * 


