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TRANSPORT SYSTEM INCLUDING VERTICAL 
ROLLERS 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The current invention relates to transport systems 
and methods for conveying articles along a conveyance 
path, and in some embodiments to conveying semiconductor 
Wafers in a semiconductor fabrication facility. 

[0003] 2. RelatedArt 
[0004] Transport systems are Widely employed in indus 
trial manufacturing facilities to convey articles betWeen 
Work stations. Originally, these systems Were manual and 
Workers moved articles by hand or by cart. Modern factories 
have developed specialized equipment to convey articles 
automatically. In particular, semiconductor fabrication 
facilities currently use automated transport systems to move 
semiconductor Wafers during the manufacturing process. 
Typically, a batch of Wafers may be conveyed together in a 
container knoWn as a Front Opening Uni?ed Pod (FOUP). 
Semiconductor Wafer manufacturers have sought to increase 
manufacturing productivity by using transport systems that 
ef?ciently convey Wafers from machine to machine Without 
exposing the Wafers to excessive contamination, vibration or 
to excessive acceleration and deceleration forces. 

[0005] Existing transport systems employ vehicle-based 
devices to eliminate vibrations but the capacity of this 
system is limited by the number of vehicles available. To 
resolve this, transporters are used in Which articles are, for 
example, directly conveyed across the horizontal surface of 
a transport belt on rollers, or directly on the rollers. One such 
transport system is shoWn in FIG. 1A. A common feature of 
these existing systems is the difficulty of vibrationally 
isolating the article being conveyed from the surface across 
Which the articles travel. If the surface across Which the 
articles travel is not ?at, the articles experience vibration 
during the conveyance. This source of vibration is a knoWn 
problem in the semiconductor Wafer manufacturing industry. 
For example, as shoWn in FIG. 1A, Horizontal Rollers 110 
include Circular Surfaces 120 on Which a Horizontal Belt 
130 rests. Horizontal Belt 130 may be characterized by a 
Length 140, a Long Cross-Sectional Axis 150, and a Short 
Cross-Sectional Axis 160. The Long Cross-Sectional Axis 
150 and a Short Cross-Sectional Axis 160 are perpendicular 
to the length, and disposed in horizontal and vertical planes, 
respectively. The Weight of a FOUP 170 is transferred 
through the Short Cross-Sectional Axis 160 of Horizontal 
Belt 130 onto Circular Surfaces 120, as is shoWn in FIG. 1B. 
Because Horizontal Belt 130 is ?exible in the Short Cross 
Sectional Axis 160 in Which the Weight of FOUP 170 is 
applied and is not continuously supported by Horizontal 
Rollers 110, the level of Horizontal Belt 130 varies betWeen 
Horizontal Rollers 110. This unevenness limits the speed at 
Which FOUP 170 can be conveyed While staying Within 
vibration limits. 

[0006] Another problem With existing transport systems 
used in the semiconductor Wafer manufacturing industry is 
the dif?culty of changing or turning the direction of con 
veyance of an article, such as a FOUP, Without momentarily 
stopping its motion. 

[0007] There are, therefore, needs for improved systems 
and methods for conveying articles in manufacturing facili 
ties. 
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SUMMARY OF THE INVENTION 

[0008] The present invention includes, in various embodi 
ments, a transport system for moving articles along a con 
veyance path that includes straight, curvilinear, horizontal, 
inclined and/or declined sections. The articles are conveyed 
betWeen essentially vertical rollers that have circular sur 
faces that rotate to provide motion in a conveyance direc 
tion. Vertically-oriented belts are optionally disposed 
betWeen the vertical rollers and the articles. In some embodi 
ments, the vertical belts include a long cross-sectional axis 
approximately parallel to the vertical plane and a short 
cross-sectional axis approximately perpendicular to an axis 
of rotation of the vertical rollers. The Weight of the articles 
transported is supported in a direction parallel to the vertical 
axis. As such, the Weight is directed approximately parallel 
to a vertical rotational axis of the vertical rollers and need 
not be supported by the circular surfaces of the vertical 
rollers. This con?guration alloWs the Weight of the articles 
to be decoupled from the uneven circular surfaces. 

[0009] In those embodiments including vertical belts, the 
Weight of articles transported is optionally further supported 
through the long cross-sectional axis of the vertical belts. 
For example, the vertical belts are optionally stiffer through 
the Weight bearing long cross-sectional axis than they are 
through their short cross-sectional axis. This results in less 
variation in the height of the vertical belt betWeen support 
points (e.g., rollers), as compared to the height of a hori 
zontal belt of the prior art. Systems of the invention, 
therefore, typically included reduced unevenness in the 
conveyance path relative to the prior art. In various embodi 
ments, this reduced unevenness alloWs articles, such as 
FOUPs including semiconductor Wafers, to be transported at 
greater speeds than in the prior art While still staying Within 
vibration limits. 

[0010] In various embodiments, articles are supported 
betWeen ?rst and second vertical belts by one or more 
support protrusions extending from the ?rst vertical belt and 
second vertical belt. The Weight of the articles is transferred 
through the support protrusions to the vertical belt. In 
various embodiments, the support protrusions, vertical belts, 
and vertical rollers are con?gured to selectively engage and 
disengage the articles. In some embodiments, the support 
protrusions are speci?cally con?gured to support FOUPs 
used to transport semiconductor Wafers Within semiconduc 
tor fabrication facilities. 

[0011] A transport system optionally includes several 
transport sections each including separate vertical belts 
and/or separate sets of vertical rollers. Within an individual 
transport section, the vertical rollers are optionally con?g 
ured in a curvilinear path, alloWing an article to remain in 
motion as it is conveyed along a curved conveyance path. 
Further, Within an individual transport section, the vertical 
rollers are optionally con?gured in an inclined or declined 
path, alloWing the height of the article to be changed. In 
embodiments not including vertical belts, articles are typi 
cally transported by direct contact With vertical rollers. 

[0012] Various embodiments of the invention include a 
system comprising a ?rst belt and a second belt disposed on 
either side of a conveyance path and con?gured to convey an 
article along the conveyance path, a plurality of vertical 
rollers con?gured to guide the ?rst belt and the second belt, 
and a plurality of support protrusions extending from the 
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?rst belt and from the second belt, the plurality of support 
protrusions con?gured to support a Weight of the article. 

[0013] Various embodiments of the invention include a 
transport belt comprising a ?rst surface con?gured to be 
coupled to a vertical roller, the vertical roller being con?g 
ured to drive the transport belt in a conveyance path, a 
support protrusion con?gured to support the Weight of an 
article being conveyed along the conveyance path by the 
transport belt, and a compliant material con?gured to alloW 
the support protrusion to move in response to forces from the 
article, and thus alloW the transport belt to operate as a shock 
absorber. 

[0014] Various embodiments of the invention include a 
method comprising loading an article on a conveyance 
section, the conveyance section including a ?rst belt and a 
second belt and a plurality of vertical rollers con?gured to 
guide the ?rst vertical belt and the second vertical belt, 
conveying the article along a conveyance path using the ?rst 
vertical belt and the second vertical belt, and unloading the 
article. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0015] For a more complete understanding of the present 
invention and for further features and advantages, reference 
is made to the folloWing description taken in conjunction 
With the accompanying draWings, in Which: 

[0016] FIG. 1A is a perspective vieW of a prior art trans 
port system; 

[0017] FIG. 1B is a portion of FIG. 1A, enlarged for 
magni?cation purposes; 

[0018] FIG. 2A illustrates a transport section including a 
vertical belt, according to various embodiments of the 
invention; 
[0019] FIG. 2B is a portion of FIG. 2A, enlarged for 
magni?cation purposes; 

[0020] FIG. 2C illustrates the orientation of a vertical belt 
With respect to horiZontal and vertical axes; 

[0021] FIG. 3 illustrates a top vieW of the transport section 
of FIG. 2A, according to various embodiments of the 
invention; 
[0022] FIGS. 4A, 4B, 4C and 4D illustrate cross-sectional 
vieWs of a vertical belt and a vertical roller, according to 
various alternative embodiments of the invention; 

[0023] FIG. 5 illustrates an embodiment of a transport 
system including a transport section con?gured to form a 
curvilinear conveyance path, according to various embodi 
ments of the invention; 

[0024] FIGS. 6A and 6B illustrate embodiments of a 
transport system in tWo different dynamically interchange 
able states, according to various embodiments of the inven 
tion; 
[0025] FIGS. 7A, 7B, 7C and 7D illustrate cross-sectional 
vieWs of a vertical belt in different dynamically interchange 
able states, according to various embodiments of the inven 
tion; 
[0026] FIGS. 8A and 8B illustrate transport sections in 
Which a ?rst vertical belt and second vertical belt are moved 
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apart in order to load or unload an article, according to 
various embodiments of the invention; 

[0027] FIG. 9 illustrates methods of conveying articles, 
according to various embodiments of the invention; and 

[0028] FIG. 10 illustrates methods of dynamically chang 
ing a conveyance path, according to various embodiments of 
the invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0029] Various embodiments of the invention include 
improved systems and methods for automatically transport 
ing articles such as FOUPs. For example, some embodi 
ments include the use of vertical rollers to propel articles in 
a conveyance direction. In comparison With the prior art, the 
use of vertical rollers alloWs for more even support of 
articles and, thus, improved vibration management. In vari 
ous embodiments, the use of vertical rollers alloWs the 
transport of articles along straight, inclined, declined, cur 
vilinear (e.g., curved), and/or dynamically changing con 
veyance paths. 

[0030] Vertical belts (transport belts) are optionally dis 
posed betWeen the vertical rollers and articles to be trans 
ported. In some embodiments, the vertical belts are con?g 
ured to support the Weight of the articles through a long 
vertical cross-sectional axis, as opposed to a short cross 
sectional axis as in the prior art. By supporting the Weight 
through the long cross-sectional axis, a more rigid, and thus 
more even, support can be provided as compared to systems 
in Which support is provided through the short cross-sec 
tional axis. In some embodiments, this more even support is 
used to transport articles at greater speeds than With prior art 
systems, While staying Within vibration limits. In some 
embodiments, the vertical belts include a compliant material 
con?gured to reduce vibration of articles during transport. 

[0031] In various embodiments, articles are supported by 
protrusions extending approximately horiZontally from the 
vertical belts. In these embodiments, the Weight of articles is 
transferred from the support protrusions through a long 
cross-sectional axis of a vertical belt. The support protru 
sions are optionally con?gured for supporting speci?c types 
of articles. For example, some embodiments include support 
protrusions con?gured for supporting a FOUP. The siZe and 
spacing of the support protrusions is optionally con?gured 
such that more than one protrusion from each vertical belt 
provides support to an article. In some instances, the support 
protrusions include a loW friction material such as Te?onTM 
that Will alloW an article to move slightly on the support 
protrusions. In some embodiments, the support protrusions 
include a high friction material that reduces slippage during 
high acceleration and/or deceleration. 

[0032] In various embodiments, the vertical belts include 
a compliant material con?gured to ?ex, deform, bend or 
otherWise change shape When an article is placed on the 
support protrusions. This compliant material may have 
shock absorbing properties and may act to reduce the effects 
of irregularity of the surfaces of the article being conveyed. 
For example, in some embodiments the compliant materials 
are con?gured to alloW a support protrusion to move verti 
cally When supporting the Weight of a FOUP. 

[0033] In various embodiments, the vertical belts are sup 
ported by a loW friction sliding surface, an array of ?nely 
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spaced horizontal rollers, a support lip of a vertical roller, or 
the like. In some embodiments, the vertical belts are con 
?gured to ?t partially Within a v-groove or notch Within a 
vertical roller and are supported by surfaces Within this 
v-groove or notch. 

[0034] Some embodiments include a retaining lip con?g 
ured to restrain movement of articles relative to the transport 
system. This retaining lip may be part of a support protru 
sion, be a separate protrusion coupled to a vertical belt, or be 
attached to a stationary supporting structure. The retaining 
lip is optionally con?gured to restrain a FOUP and, thus, 
prevent tipping during acceleration and deceleration. 

[0035] Conveyance paths determined by the location of 
vertical rollers and/or vertical belts may be straight, curvi 
linear, inclined, declined, and/or dynamically variable. For 
example, in some embodiments, vertical rollers are coupled 
to movable mounts and are con?gured to move betWeen 
various different positions in order to change a conveyance 
path. In some embodiments, vertical rollers are con?gured to 
move While conveying articles. 

[0036] FIG. 2A illustrates a Transport Section generally 
designated 240 and including a First Vertical Belt 210, a 
Second Vertical Belt 220, and optional Support Protrusions 
230. Transport Section 240 is con?gured to convey an article 
such as FOUP 170 and may be con?gured With multiple 
instances of separate Transport Sections 240. First Vertical 
Belt 210 and Second Vertical Belt 220 are optional in some 
embodiments. 

[0037] First Vertical Belt 210 and Second Vertical Belt 220 
optionally include a material that is stiff along a Vertical 
Axis 260 and less stilf in a Horizontal Axis 270. Vertical 
Axis 260 is parallel to a long cross-sectional axis of First 
Vertical Belt 210 and Horizontal Axis 270 is parallel to a 
short cross-sectional axis of First Vertical Belt 210. The long 
cross-sectional axis and short cross-sectional axis are per 
pendicular to a length of First Vertical Belt 210, Which is, in 
turn, parallel to a Conveyance Direction 280. In typical 
embodiments, the Weight of FOUP 170 is supported in the 
direction of Vertical Axis 260 and, thus, through the stilfer 
long cross-sectional axis of First Vertical Belt 210. 

[0038] First Vertical Belt 210 and Second Vertical Belt 220 
are each driven separately or jointly in the Conveyance 
Direction 280 by a plurality of Vertical Rollers 290A and a 
plurality of Vertical Rollers 290B, respectively. Vertical 
Rollers 290A are spaced apart from Vertical Rollers 290B 
such that FOUP 170 may be supported betWeen that First 
Vertical Belt 210 and Second Vertical Belt 220. The paths 
along Which Vertical Rollers 290A and Vertical Rollers 290B 
are disposed de?ne a conveyance path through Which FOUP 
170 Will travel. Through selective placement of Vertical 
Rollers 290A and Vertical Rollers 290B, straight or curvi 
linear conveyance paths may be de?ned. Using a variety of 
transport sections, such as a multiplicity of Transport Sec 
tion 240, a FOUP 170 can be transported along a complex 
variety of conveyance paths. Typically, at each end of a 
transport section, First Vertical Belt 210 and Second Vertical 
Belt 220 Wrap around an instance of Vertical Rollers 290A 
and Vertical Rollers 290B, respectively. This is possible 
because First Vertical Belt 210 and Second Vertical Belt 220 
are ?exible in Horizontal Axis 270. 

[0039] In typical embodiments, one or more Support Pro 
trusions 230 are attached to each of First Vertical Belt 210 
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and to Second Vertical Belt 220. Support Protrusions 230 
extend from First Vertical Belt 210 and from Second Vertical 
Belt 220, and are optionally con?gured such that the Weight 
of conveyed articles is supported through the long cross 
sectional axes of First Vertical Belt 210 and Second Vertical 
Belt 220. FIG. 2B is a portion of FIG. 2A, enlarged to shoW 
further detail of FOUP 170, Second Vertical Belt 220, 
Support Protrusions 230 and one of Vertical Rollers 290B. 
As First Vertical Belt 210 and Second Vertical Belt 220 are 
driven (moved) by Vertical Rollers 290A and Vertical Roll 
ers 290B, articles resting on Support Protrusions 230 are 
carried along Transport Section 240 in Conveyance Direc 
tion 280. 

[0040] FIG. 2C illustrates, in further detail, the relation 
ship betWeen First Vertical Belt 210 and Vertical Axis 260, 
Horizontal Axis 270, and Conveyance Direction 280. 

[0041] FIG. 3 illustrates a top vieW of Transport Section 
240. This vieW illustrates hoW FOUP 170, illustrated by 
Outline 310, is laterally con?ned (in Horizontal Axis 270) by 
First Vertical Belt 210 and Second Vertical Belt 220, and 
Vertical Rollers 290A and Vertical Rollers 290B. In various 
embodiments, Vertical Surfaces 320 of First Vertical Belt 
210 and Second Vertical Belt 220 are separated by a Dis 
tance 330 equal to or less than 390, 415, or 500 millimeter 
(mm). Thus, an instance of FOUP 170 that is, for example, 
390 mm Wide has less than zero, 25, or 110 mm of lateral 
freedom of movement, or greater than zero, 25, or 110 mm 
of lateral freedom of movement. Some embodiments of the 
invention include a three-point kinematic interface (not 
shoWn) con?gured for locating a FOUP Within this freedom 
of movement When the FOUP is unloaded from Transport 
Section 240. 

[0042] FIG. 3 also illustrates hoW FOUP 170, illustrated 
by Outline 310, rests on Support Protrusions 230. In various 
embodiments, Support Protrusions 230 extend a Distance 
340 equal to or less than 10, 50, or 100 mm from Vertical 
Surfaces 320. In various embodiments, Support Protrusions 
230 extend under FOUP 170 by distances equal to or greater 
than 10, 50, or 100 mm. 

[0043] Support Protrusions 230 attached to First Vertical 
Belt 210 may be separated from each other by a variety of 
distances. For example, in instances of Transport Section 
240 con?gured to transport FOUP 170 along a straight 
conveyance path, Support Protrusions 230 may be further 
apart than in an instance of Transport Section 240 con?gured 
to transport FOUP 170 in a curvilinear conveyance path. In 
various embodiments, instances of Support Protrusions 230 
attached to First Vertical Belt 210 are disposed equal to or 
less than 10, 30, or 100 mm from each other. In one 
embodiment, Support Protrusions 230 are in contact With 
each other. In this embodiment, Support Protrusions 230 
form an essentially continuous support. 

[0044] FIGS. 4A, 4B, 4C and 4D illustrate cross-sectional 
vieWs of alternative embodiments of First Vertical Belt 210, 
Support Protrusions 230 and Vertical Rollers 290A. It Will 
be appreciated from the embodiments illustrated herein that 
many variations from the illustrated embodiments of First 
Vertical Belt 210, Support Protrusion 230 and Vertical 
Rollers 290A-290B are Within the scope of this disclosure. 
In addition, Second Vertical Belt 220 and Vertical Rollers 
290B are optionally con?gured identically to First Vertical 
Belt 210 and Vertical Rollers 290A. 
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[0045] FIG. 4A illustrates an instance of Vertical Rollers 
290A including a Circular Surface 410 and a Support 
Surface 420. This instance of Vertical Rollers 290A is 
con?gured to rotate around a Vertical Rotation Axis 430 and 
to support First Vertical Belt 210 on Support Surface 420. 
Support Surface 420 is optionally tapered doWnWard or 
upWard toWard an Outside Edge 440 of Vertical Rollers 
290A, and optionally comprised of a loW friction material 
such as Te?onTM. Support Surface 420 carries the Weight of 
First Vertical Belt 410 and, through Support Protrusions 230, 
the Weight of FOUP 170. Vertical Rollers 290A may be 
con?gured to support First Vertical Belt 210 on tWo sides, as 
illustrated in FIG. 4A, or on a single side. For example, if 
different instances of Vertical Rollers 290A are used to 
support First Vertical Belt 210 as it returns in its looping 
path, then only one side of an instance of Vertical Rollers 
290A may be used to support First Vertical Belt 210. 

[0046] In typical embodiments, Support Protrusions 230 
are con?gured for a FOUP 170 to rest on a Support Surface 
450. Support Surface 450 is optionally curved in directions 
perpendicular and/or parallel to Vertical Surfaces 320. Sup 
port Surface 450 optionally includes a loW friction coating 
(not shoWn). In some embodiments, Support Surface 450 is 
disposed a Distance 460 beloW an Upper Edge 465 of First 
Vertical Belt 210. As such, part of an article transported may 
be beloW part of First Vertical Belt 210. In various embodi 
ments, Distance 460 is equal to or greater than zero, 10, 20, 
or 50 mm. 

[0047] FIG. 4B illustrates a cross-sectional vieW of alter 
native embodiments of First Vertical Belt 210 and a member 
of Vertical Rollers 290A. In these embodiments, Vertical 
Rollers 290A include a notch or groove, such as a V-Groove 
470, con?gured to receive a Part 475 of First Vertical Belt 
210. V-Groove 470 includes a combined Circular/Support 
Surface 480 con?gured to support First Vertical Belt 210. In 
these embodiments, Support Surface 420 may not be 
required. 
[0048] FIG. 4C illustrates a cross-sectional vieW of an 
alternative embodiment of First Vertical Belt 210 and Ver 
tical Rollers 290A. These embodiments include an optional 
Capture Lip 485 and a Support 490. Typically, Capture Lip 
485 is optionally included in other embodiments, such as 
those illustrated by FIGS. 4A and 4B. Capture Lip 485 is 
attached to First Vertical Belt 210 and is con?gured to 
restrict the vertical movement of FOUP 170. Capture Lip 
485 is optionally connected to Support Protrusions 230. In 
alternative embodiments, Capture Lip 485 is attached to a 
separate, optionally stationary, support (not shoWn). 

[0049] Support 490 is con?gured to support the Weight of 
FOUP 170 through First Vertical Belt 210. In some embodi 
ments, Support 490 includes a stationary loW friction surface 
on Which First Vertical Belt 210 is con?gured to slide. In 
some embodiments, Support 490 includes rolling elements 
such as ball bearings, or horizontally disposed rollers (not 
shoWn). These horizontally disposed rollers are optionally 
smaller and more closely spaced than Vertical Rollers 290A. 

[0050] FIG. 4D illustrates a cross-sectional vieW of a Belt 
415 and a member of Vertical Roller 290A. Belt 415 is an 
alternative embodiment of Vertical Belt 210. In these 
embodiments, Belt 415 has a rounded (e.g., circular or 
elliptical) cross-section and Vertical Rollers 290A includes a 
Groove 425 con?gured to receive Belt 415. Because Belt 
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415 is round, long and short cross-sectional axes are not 
apparent. HoWever, When Belt 415 is placed on Vertical 
Rollers 290A, Belt 415 still has vertical and horizontal axes 
that can be de?ned relative to the vertical and horizontal 
planes of the cross-section. 

[0051] Belt 415, as Well as First Vertical Belt 210 and 
Second Vertical Belts 220, optionally include a compliant 
material con?gured to reduce vibrations of an article being 
transported. In various embodiments, this compliant mate 
rial can include urethane With a durometer hardness ranging 
betWeen 25A and 75D, silicone, PVC (polyvinyl chloride), 
rubber or the like. The compliant material reduces vibration 
by, for example, alloWing vertical movement of an Edge 435 
of Support Protrusions 230 distal to Belt 415. This move 
ment may occur When an article is loaded or unloaded from 
Belt 415, When the force (e.g., Weight) of an article on 
Support Surface 450 changes, or When Belt 415 is disposed 
in a curvilinear, inclined or declined path. For example, if 
there is unevenness in the height of Belt 415 the force of an 
article on Support Surface 450 may change as an article is 
transported. In this instance, movement of Edge 435 or 
Surface 450 absorbs some of this change in force and Belt 
415 acts as a shock absorber. 

[0052] First Vertical Belt 210 and Second Vertical Belt 220 
are optionally con?gured to reduce vibrations in a manner 
similar to that of Belt 415. For example, referring to FIG. 
4A, First Vertical Belt 210 may include a compliant material 
that is con?gured to alloW Upper Edge 465 to move aWay 
from First Vertical Rollers 290A When a FOUP 170 is loaded 
onto First Vertical Belt 210. This movement results in a 
movement of Support Surface 450. As FOUP 170 is trans 
ported, forces that may cause vibration may be absorbed by 
First Vertical Belt 210. The freedom of movement available 
to Upper edge 465 alloWs First Vertical Belt 210 to act as a 
shock absorber. 

[0053] FIG. 5 illustrates an embodiment of Transport 
System 500 including a Transport Section 510 con?gured to 
form a curvilinear conveyance path. Transport Section 510 
is optionally an embodiment of Transport Section 240. In 
various embodiments, an inner Vertical Surface 320 of First 
Vertical Belt 210 of Transport Section 510 is disposed in a 
Radius of Curvature 520 equal to, or less than, 2.0, 1.5 or 1.0 
meters. In some embodiments, Transport Section 510 is 
banked. This may alloW tighter radii of curvature. Within 
Transport Section 510, First Vertical Belt 210 is typically 
con?gured to run at a different speed than Second Vertical 
Belt 220. For example, in one embodiment, First Vertical 
Belt 210 is con?gured to move at a sloWer linear velocity 
than Second Vertical Belt 220. Thus, Transport Section 510 
may include belts and rollers that run at different speeds 
While transporting FOUP 170. 

[0054] Using Transport Section 510, FOUP 170 can be 
turned Without sloWing or Without momentarily stopping. 
Thus, the direction of motion of FOUP 170 can be changed 
Without sloWing or Without stopping. Further, more than one 
instance of FOUP 170 can be turned by Transport Section 
510 at the same time. By arranging several Transport Section 
510 and Transport Section 240 together, a complex variety 
of curvilinear and straight conveyance paths can be con?g 
ured. In some embodiments, Transport Section 510 and/or 
Transport Section 240 are con?gured to change the elevation 
of FOUP 170 above the ground as FOUP 170 moves along 
a conveyance path. 
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[0055] FIGS. 6A and 6B illustrate embodiments of Trans 
port System 500 in tWo different dynamically interchange 
able states. These embodiments include a Dynamic Trans 
port Section 610 con?gured to change shape and, thus, 
convey FOUP 170 along alternative conveyance paths. FIG. 
6A illustrates a ?rst state in Which Dynamic Transport 
Section 610 is disposed to convey FOUP 170 along a linear 
conveyance path from a ?rst instance of Transport Section 
240 to a second instance of Transport Section 240. FIG. 6B 
illustrates a second state in Which Dynamic Transport Sec 
tion 610 is disposed to convey FOUP 170 along a curvilinear 
conveyance path from the ?rst instance of Transport Section 
240 to a third instance of Transport Section 240. The 
transition betWeen the ?rst state and the second state may be 
performed automatically and is optionally performed While 
Dynamic Transport Section 610 is being used to transport 
FOUP 170. Thus, the change in state can be performed 
Without stopping the transport of FOUP 170. 

[0056] As shoWn in FIGS. 6A and 6B, the length of 
Dynamic Transport Section 610 can be different in the ?rst 
state and the second state. Dynamic Transport Section 610 
optionally includes one or more Tension Rollers 620 con 
?gured to maintain tension of First Vertical Belt 210 and 
Second Vertical Belt 220 as Dynamic Transport Section 610 
changes length from the ?rst state to the second state. 
Tension Rollers 620 are typically an embodiment of Vertical 
Rollers 290A. The change in shape of Dynamic Transport 
Section 610 shoWn in FIGS. 6A and 6B is possible, in part, 
because the required motion is in the Horizontal Axis 270 
Where First Vertical Belt 660 and Second Vertical Belt 670 
are less stilf. 

[0057] The change of Dynamic Transport Section 610 
from the ?rst state to the second state optionally includes 
concerted motion of Tension Rollers 620 and various 
instances of vertical rollers. For example, the state change 
may include the movement in the horizontal plane of Ver 
tical Rollers 290C and 290D. If the movement occurs during 
transport of FOUP 170, the spacing betWeen Vertical Rollers 
290C and 290C may be appropriately maintained during 
movement. Likewise, the spacing betWeen Vertical Rollers 
290E and 290F may be appropriately maintained as they are 
moved to neW positions. In order to create the curvilinear 
path illustrated in FIG. 6B, Vertical Rollers 290E and 290F 
are move a greater distance than Vertical Rollers 290C and 
290D from their original position in FIG. 6A. Typically, 
movement of Vertical Rollers 290A-290F are managed by a 
computer controlled translation system (not shoWn). Vertical 
Rollers 290A-290F are embodiments of Vertical Rollers 
290A and 290B. 

[0058] While FIGS. 6A and 6B illustrate the conveyance 
of instances of FOUP 170 from right to left, alternative 
embodiments may be con?gured for conveyance from left to 
right. Thus, Dynamic Transport Section 610 may be used to 
direct FOUP 170 to a selected member of a plurality of 
alternative destinations, or to receive FOUP 170 from a 
selected member of a plurality of alternative sources. 

[0059] In some embodiments, Dynamic Transport Section 
610 is con?gured to reorder the instances of FOUP 170 
Within Transport System 500. For example, Dynamic Trans 
port Section 610 may be used to shift a front ?rst FOUP 170 
from a primary conveyance path to a secondary conveyance 
path that alloWs the ?rst FOUP 170 to be passed by a second 

Oct. 18, 2007 

FOUP 170. The ?rst FOUP 170 is then returned to the 
primary conveyance path using a second instance of 
Dynamic Transport Section 610 behind the second FOUP 
170. This exchange of position can be performed While 
continuously moving both the ?rst FOUP 170 and the 
second FOUP 170. 

[0060] Transport Section 240 and Dynamic Conveyance 
Section 610 optionally include mechanisms con?gured to 
facilitate loading or unloading of FOUP 170. These mecha 
nisms include, for example, a region in Which Capture Lip 
485 is absent, a region in Which Capture Lip 485 is moved, 
a region in Which First Vertical Belt 210 is bent or tilted, or 
a region in Which First Vertical Belt 210 and/or Second 
Vertical Belt 220 are moved apart. 

[0061] FIGS. 7A and 7B illustrate embodiments in Which 
First Vertical Belt 210 is bent in Vertical Axis 260 in order 
to facilitate loading and/or unloading of FOUP 170. FIG. 7A 
illustrates First Vertical Belt 210 in a loading/unloading 
position. In this position, an Upper End 725 of First Vertical 
Belt 210 is bent toWard Vertical Rotational Axis 430 of a 
Vertical Roller 710. Vertical Roller 710 is an embodiment of 
Vertical Roller 290A or 290B and is optionally convexly 
shaped in order to promote the bending of First Vertical Belt 
210. When First Vertical Belt 210 is bent as illustrated in 
FIG. 7A, FOUP 170 is separated from a Capture Element 
730. 

[0062] Capture Element 730 is con?gured to apply pres 
sure against a side of FOUP 170 in order to hold FOUP 170 
securely betWeen First Vertical Belt 210 and Second Vertical 
Belt 220. Capture Element 730 is typically a compliant 
material such as urethane. When Capture Element 730 is 
separated from FOUP 170, FOUP 170 can be loaded or 
unloaded from Transport System 500. 

[0063] FIG. 7B illustrates First Vertical Belt 210 in a 
transport position. In this position, First Vertical Belt 210 is 
held straight by a Vertical Roller 720 and Capture Element 
730 is applied to an edge of FOUP 170. Vertical Roller 710 
and Vertical Roller 720 are optionally included in the same 
instance of Transport Section 240. Thus, First Vertical Belt 
210 may be bent at some points Within Transport Section 
240 and be held straight at other points Within Transport 
Section 240. Those points at Which First Vertical Belt 210 is 
bent may be used for loading or unloading, While FOUP 170 
is held securely betWeen First Vertical Belt 210 and Second 
Vertical Belt 220 at those points at Which First Vertical Belt 
210 (and Second Vertical Belt 220) are held straight. 

[0064] FIGS. 7C and 7D illustrate embodiments in Which 
Vertical Rollers 290A and 290B are tilted in Vertical Axis 
260 in order to facilitate loading and unloading of FOUP 
170. FIG. 7C illustrates First Vertical Belt 210 and Vertical 
Roller 290A in a transport position, While FIG. 7D illustrates 
First Vertical Belt 210 and Vertical Roller 290A in a load/ 
unload position. In the load/unload position, Vertical Roller 
290A and Vertical Rotational Axis 430 is tilted relative to 
Horizontal Axis 270. This tilting shifts Capture Element 730 
aWay from FOUP 170 and alloWs loading or unloading of 
FOUP 170. Tilting of Vertical Roller 290A or 290B is 
controlled by a mechanical or electromechanical Tilt Control 
Element 740. Typically, both Vertical Rollers 290A and 
Vertical Rollers 290B are tilted as illustrate in FIG. 7D in 
order to load or unload FOUP 170. These tilts are optionally 
in opposing directions. 
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[0065] While those embodiments illustrated by FIGS. 
7A-7D include the use of Capture Element 730, in alterna 
tive embodiments, Capture Element 730 is replaced by 
Capture Lip 485. As With Capture Element 730, Capture Lip 
485 is con?gured to limit movement of FOUP 170, e.g., 
preventing FOUP 170 from inadvertently disengaging from 
Transport Section 240. HoWever, Capture Lip 485 is con 
?gured to limit primarily vertical movement and need not 
make physical contact With FOUP 170 during normal trans 
port. 

[0066] FIGS. 8A and 8B illustrate embodiments of Trans 
port Sections 240 and 850 in Which First Vertical Belt 210 
and Second Vertical Belt 220 are moved apart in order to 
load or unload FOUP 170. FIG. 8A illustrates Transport 
Sections 240 and 850 in a normal transport mode used for 
conveying FOUP 170. In this mode, First Vertical Belt 210 
and Second Vertical Belt 220 of Transport Section 850 are 
approximately a uniform Distance 810 from each other. 

[0067] FIG. 8B illustrates Transport Sections 240 and 850 
in a load/unload mode in Which Vertical Rollers 830A and 
Vertical Rollers 830B and, thus, First Vertical Belt 210 and 
Second Vertical Belt 220 have been moved apart in Trans 
port Section 850. Vertical Rollers 830A and 830B are 
embodiments of Vertical Rollers 290A and 290B, respec 
tively. In the load/unload mode all or part of those instances 
of First Vertical Belt 210 and Second Vertical Belt 220 are 
a Distance 820 from each other. Distance 820 is typically 
greater than Distance 810. Distance 820 is su?‘icient to 
disengage Capture Element 730 from FOUP 170 or to alloW 
FOUP 170 to clear Capture Lip 485. HoWever, Distance 820 
is optionally not so large that FOUP 170 is no longer 
supported by Support Protrusions 230. In various embodi 
ments, Vertical Rollers 830A and 830B are disposed toWard 
one end of Transport Section 850 or disposed elseWhere 
Within Transport Section 850. Vertical Rollers 830A and 
830B are moved from the positions shoWn in FIG. 8A to the 
positions shoWn in FIG. 8B by a mechanical or electrome 
chanical control element. 

[0068] FIG. 9 illustrates methods of conveying articles, 
according to various embodiments. In these methods, an 
article is loaded onto a transport system such as those 
describe elseWhere herein, transported and unloaded. In a 
Load Article Step 910, articles to be conveyed are placed on 
a transport section such as Transport Sections 240 or 850. 
The articles are optionally placed at a section of Transport 
Section 240 speci?cally con?gured for loading and unload 
ing articles. For example, a FOUP 170 including semicon 
ductor Wafers may be loaded at a loading point discussed in 
relation to FIG. 7A-7D, 8A or 8B. The transport section on 
Which articles are placed includes Vertical Rollers 290A and 
290B, and optionally First Vertical Belt 210 and Second 
Vertical Belt 220. The Weight of the placed article is not 
necessarily supported by Circular Surface 410, or Vertical 
Rollers 290A or 290B. The Weight of the placed article is, 
therefore, optionally decoupled from Vertical Rollers 290A 
and 290B. 

[0069] In a Transport Article Step 920, the article loaded 
in Load Article Step 910 is conveyed in a conveyance 
direction using Vertical Rollers 290A and 290B. This con 
veyance is optionally performed at a greater speed and/or a 
loWer vibration rate than is possible in systems of the prior 
art. Transport Article Step 920 optionally includes directing 
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the article along a curvilinear path such as that illustrated in 
FIG. 5. The curvilinear path is optionally traversed Without 
sloWing or Without momentarily stopping the article. 

[0070] In an Unload Article Step 930, the article is 
removed from the transport system. This removal optionally 
occurs at a location con?gured for loading and/ or unloading 
of the article, as discussed elseWhere herein. Load Article 
Step 910 and/or Unload Article Step 930 optionally include 
changing the shape of First Vertical Belt 210 as illustrated in 
FIGS. 7A and 7B, tilting Vertical Rollers 290A or 290B as 
illustrated in FIGS. 7C and 7D, or moving Vertical Rollers 
290A and 290B apart as illustrated in FIGS. 8A and 8B. 

[0071] FIG. 10 illustrates methods of dynamically chang 
ing a conveyance path, according to various embodiments of 
the invention. The methods illustrated in FIG. 10 are option 
ally performed using the systems illustrated in FIGS. 6A and 
6B during Transport Article Step 920 (FIG. 9). 

[0072] In a Transport Article Step 1010, an article, such as 
FOUP 170, is transported as in Transport Article Step 920. 
In an Adjust Conveyance Path Step 1020, a conveyance path 
for the article is changed by moving Vertical Rollers 290A 
or 290B. This movement may be in the horizontal or vertical 
plane. In some embodiments, a Tension Roller 620 is used 
to adjust tension of a vertical belt coupled to Vertical Rollers 
290A or 290B. The tension adjustment may be made before, 
during or after moving Vertical Rollers 290A or 290B. In 
some embodiments, the movement of Vertical Rollers 290A 
or 290B is performed While these rollers are conveying a 
FOUP. In a Transport Article Step 1030, the article is again 
conveyed, as in Transport Article Step 920 or Transport 
Article Step 1010. 

[0073] Several embodiments are speci?cally illustrated 
and/or described herein. HoWever, it Will be appreciated that 
modi?cations and variations are covered by the above 
teachings and Within the scope of the appended claims 
Without departing from the spirit and intended scope thereof. 
For example, While the transportation of FOUPs in semi 
conductor manufacturing have been used herein as an illus 
trative example, systems and methods of the invention may 
be con?gured for transporting alternative materials, such as 
for example, substrates for the manufacture of liquid crystal, 
organic light emitting diode or other types of display 
devices. Further, the vertical rollers and vertical belts dis 
cussed herein need not be perfectly vertical. The spacing of 
vertical rollers as illustrated herein is for illustrative pur 
poses only. In various embodiments, vertical rollers may be 
disposed in a Wide variety of spacings, from closely packed 
to Widely dispersed including a single roller or rollers 
located only at each end of a belt. 

[0074] The embodiments discussed herein are illustrative 
of the present invention. As these embodiments of the 
present invention are described With reference to illustra 
tions, various modi?cations or adaptations of the methods 
and or speci?c structures described may become apparent to 
those skilled in the art. All such modi?cations, adaptations, 
or variations that rely upon the teachings of the present 
invention, and through Which these teachings have advanced 
the art, are considered to be Within the spirit and scope of the 
present invention. Hence, these descriptions and draWings 
should not be considered in a limiting sense, as it is 
understood that the present invention is in no Way limited to 
only the embodiments illustrated. 
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1-2. (canceled) 
3. A system comprising: 

an article including a substrate used for manufacturing a 
display device; 

a ?rst belt and a second belt disposed on either side of a 
conveyance path and con?gured to convey the article 
along the conveyance path, the ?rst belt and the second 
belt separated by a distance con?gured for placement of 
the article betWeen the ?rst belt and the second belt; a 
plurality of approximately vertical rollers con?gured to 
guide the ?rst belt and the second belt; and 

a plurality of support protrusions extending from the ?rst 
belt and from the second belt, the plurality of support 
protrusions con?gured to support a Weight of the 
article. 

4. The system of claim 40 Wherein the ?rst belt and the 
second belt are a ?rst vertical belt and a second vertical belt 
respectively, and are stilf along a vertical cross-sectional 
axis and less stilf in a horiZontal cross-sectional axis. 

5. The system of claim 40, Wherein the ?rst belt and the 
second belt include a compliant material con?gured to 
reduce vibration of the article as the article is conveyed 
along the conveyance path. 

6. The system of claim 40, Wherein the ?rst belt and the 
second belt include a compliant material con?gured to alloW 
movement of a member of the plurality of support protru 
sions responsive to the Weight of the article. 

7. The system of claim 40, Wherein the ?rst belt and the 
second belt are con?gured to move at different speeds. 

8. The system of claim 40, Wherein the plurality of 
vertical rollers are disposed such that the conveyance path is 
curvilinear. 

9. The system of claim 40, Wherein the plurality of 
vertical rollers are disposed such that the conveyance path is 
declined or inclined. 

10-11. (canceled) 
12. The system of claim 40, Wherein the plurality of 

support protrusions includes an essentially continuous sup 
port protrusion along a length of the ?rst belt or the second 
belt. 

13. The system of claim 40, Wherein the vertical rollers 
have circular surfaces that rotate to provide motion in the 
conveyance direction and the Weight of the article is 
decoupled from the circular surfaces of the vertical rollers. 

14. The system of claim 40, Wherein the ?rst belt or the 
second belt includes a part that extends above a bottom of 
the article. 

15. The system of claim 40, Wherein the ?rst belt is 
coupled to a capture lip, the capture lip con?gured to restrict 
vertical movement of the article. 

16. The system of claim 40, further including a capture lip 
positioned above the ?rst belt, the capture lip con?gured to 
restrict vertical movement of the article. 

17. The system of claim 40, Wherein the plurality of 
vertical rollers are con?gured to move horiZontally in order 
to change the conveyance path of the article. 

18. (canceled) 
19. A system comprising: 

a ?rst belt and a second belt disposed on either side of a 
conveyance path and con?gured to convey an article 
along the conveyance path, the ?rst belt and the second 
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belt separated by a distance con?gured for placement of 
a Front Opening Uni?ed Pod (FOUP) betWeen the ?rst 
belt and the second belt; 

a plurality of approximately vertical rollers con?gured to 
guide the ?rst belt and the second belt; 

a plurality of support protrusions extending from the ?rst 
belt and from the second belt, the plurality of support 
protrusions con?gured to support a Weight of the 
article; and 

a three-point kinematic interface con?gured to manipulate 
the article betWeen the ?rst belt and the second belt. 

20. A system comprising: 

a ?rst belt and a second belt disposed on either side of a 
conveyance path and con?gured to convey an article 
along the conveyance path, the ?rst belt and the second 
belt separated by a distance con?gured for placement of 
a Front Opening Uni?ed Pod (FOUP) betWeen the ?rst 
belt and the second belt; 

a plurality of approximately vertical rollers con?gured to 
guide the ?rst belt and the second belt; 

a plurality of support protrusions extending from the ?rst 
belt and from the second belt, the plurality of support 
protrusions con?gured to support a Weight of the 
article; and 

a three-point kinematic interface con?gured to unload the 
article from the ?rst belt and the second belt, and 
con?gured to locate the article betWeen the ?rst belt 
and the second belt, the distance betWeen the ?rst belt 
and the second belt being greater than the Width of the 
article. 

21-34. (canceled) 
35. A method comprising: 

loading an article on a transport section, the transport 
section including 

a ?rst vertical belt and a second vertical belt, the ?rst 
vertical belt and the second vertical belt separated by 
a distance con?gured for placement of a Front Open 
ing Uni?ed Pod (FOUP) betWeen the ?rst vertical 
belt and the second vertical belt; 

a plurality of vertical rollers con?gured to guide the 
?rst vertical belt and the second vertical belt; 

conveying the article along a conveyance path using the 
?rst vertical belt and the second vertical belt; and 

unloading the article using a three-point kinematic inter 
face con?gured to locate the article betWeen the ?rst 
vertical belt and the second vertical belt, the distance 
betWeen the ?rst vertical belt and the second vertical 
belt being greater than the Width of the article. 

36. (canceled) 
37. A method comprising: 

loading an article on a transport section, the transport 
section including 

a ?rst vertical belt and a second vertical belt, the ?rst 
vertical belt and the second vertical belt separated by 
a distance con?gured for placement of the article 
betWeen the ?rst vertical belt and the second vertical 
belt; 
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a plurality of vertical rollers con?gured to guide the 
?rst vertical belt and the second vertical belt; 

conveying the article along a conveyance path using the 
?rst vertical belt and the second vertical belt; and 

unloading the article, Wherein the article includes the 
FOUP, a semiconductor Wafer, or a substrate used for 
manufacturing a display device. 

38-39. (canceled) 
40. A system comprising: 

a ?rst belt and a second belt disposed on either side of a 
conveyance path and con?gured to convey an article 
along the conveyance path, the ?rst belt and the second 
belt separated by a distance con?gured for placement of 
a Front Opening Uni?ed Pod (FOUP) betWeen the ?rst 
belt and the second belt; 

a plurality of approximately vertical rollers con?gured to 
guide the ?rst belt and the second belt, Wherein the 
FOUP has a lateral freedom of movement of 110 
millimeters or less betWeen the ?rst belt and the second 
belt; and 

a plurality of support protrusions extending from the ?rst 
belt and from the second belt, the plurality of support 
protrusions con?gured to support a Weight of the 
article. 

41. The system of claim 40, Wherein the ?rst belt and the 
second belt are each supported by more than tWo vertical 
rollers. 

42. The system of claim 40, Wherein a member of the 
plurality of support protrusions includes an article support 
ing surface that is disposed beloW a part of the ?rst belt. 

43. The system of claim 40, further including the article, 
the article including a Front Opening Uni?ed Pod (FOUP) 
and at least one or more semiconductor Wafer. 

44. The system of claim 40, further including a three-point 
kinematic interface con?gured to manipulate the article. 

45. The system of claim 40, Wherein the ?rst belt is 
con?gured to ?t into a groove or notch Within a member of 
the plurality of vertical rollers. 

46-47. (canceled) 
48. A method comprising: 

loading an article on a transport section using a three 
point kinematic interface, 

the transport section including 

a ?rst vertical belt and a second vertical belt, the ?rst 
vertical belt and the second vertical belt separated by 
a distance con?gured for placement of a Front Open 
ing Uni?ed Pod (FOUP) betWeen the ?rst vertical 
belt and the second vertical belt; 

a plurality of vertical rollers con?gured to guide the 
?rst vertical belt and the second vertical belt; 

conveying the article along a conveyance path using the 
?rst vertical belt and the second vertical belt; and 

unloading the article. 
49. A system comprising: 

means for loading an article on a transport section, the 
transport section including 

a ?rst vertical belt and a second vertical belt, the ?rst 
vertical belt and the second vertical belt separated by 
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a distance con?gured for placement of the article 
betWeen the ?rst vertical belt and the second vertical 
belt; 

a plurality of vertical rollers con?gured to guide the 
?rst vertical belt and the second vertical belt; 

means for conveying the article along a conveyance path 
using the ?rst vertical belt and the second vertical belt; 
and 

means for unloading the article, Wherein the article 
includes the FOUP, a semiconductor Wafer, or a sub 
strate used for manufacturing a display device. 

50. The system of claim 49, Wherein the means for 
unloading the article comprises a three-point kinematic 
interface. 

51. The system of claim 3, Wherein the ?rst belt and the 
second belt include a compliant material con?gured to alloW 
movement of a member of the plurality of support protru 
sions responsive to the Weight of the article. 

52. The system of claim 3, Wherein the ?rst belt or the 
second belt includes a part that extends above a bottom of 
the article. 

53. The system of claim 3, Wherein the plurality of 
vertical rollers are disposed such that the conveyance path is 
curvilinear. 

54. The system of claim 3, Wherein the ?rst belt is coupled 
to a capture lip, the capture lip con?gured to restrict vertical 
movement of the article. 

55. (canceled) 
56. A system comprising: 

a ?rst belt and a second belt disposed on either side of a 
conveyance path and con?gured to convey an article 
along the conveyance path, the ?rst belt and the second 
belt separated by a distance con?gured for placement of 
a Front Opening Uni?ed Pod (FOUP) betWeen the ?rst 
belt and the second belt, Wherein the FOUP has a lateral 
freedom of movement of 110 millimeters or less 
betWeen the ?rst belt and the second belt; 

a plurality of approximately vertical rollers con?gured to 
guide the ?rst belt and the second belt; and 

a plurality of support protrusions extending from the ?rst 
belt and from the second belt, the plurality of support 
protrusions con?gured to support a Weight of the 
article, Wherein a member of the plurality of support 
protrusions includes an article supporting surface that is 
disposed beloW a part of the ?rst belt. 

57. A system comprising: 

a ?rst belt and a second belt disposed on either side of a 
conveyance path and con?gured to convey an article 
along the conveyance path, the ?rst belt and the second 
belt separated by a distance con?gured for placement of 
a Front Opening Uni?ed Pod (FOUP) betWeen the ?rst 
belt and the second belt; 

a plurality of approximately vertical rollers con?gured to 
guide the ?rst belt and the second belt; 

a plurality of support protrusions extending from the ?rst 
belt and from the second belt, the plurality of support 
protrusions con?gured to support a Weight of the 
article, Wherein a member of the plurality of support 
protrusions includes an article supporting surface that is 
disposed beloW a part of the ?rst belt; and 




