
US 20070254778Al 

(12) Patent Application Publication (10) Pub. No.: US 2007/0254778 A1 
(19) United States 

Ashby (43) Pub. Date: NOV. 1, 2007 

(54) EXERCISE APPARATUSES, COMPONENTS 
FOR EXERCISE APPARATUSES AND 
RELATED METHODS 

(76) Inventor: Darren C. Ashby, Richmond, UT (US) 

Correspondence Address: 
TRASK BRITT 
P.O. BOX 2550 
SALT LAKE CITY, UT 84110 (US) 

(21) Appl. No.: 11/787,145 

(22) Filed: Apr. 13, 2007 

Related US. Application Data 

(60) Provisional application No. 60/792,029, ?led on Apr. 
14, 2006. 

Publication Classi?cation 

(51) Int. Cl. 
A63B 22/04 (2006.01) 

(52) US. Cl. ................................................... .. 482/5; 482/4 

(57) ABSTRACT 

Exercise apparatuses, components for exercise apparatuses 
and related systems and methods are provided. In accor 
dance With one embodiment, an exercise apparatus includes 
a frame, structure associated With the frame that is moveable 
relative to the frame in a prede?ned pattern, a console and 
at least one display associated With the console. A processor 
is in communication With the at least one display and 
controls both an operational parameter of the exercise appa 
ratus and an interactive game. The game may be manipu 
lated, at least in part, based on selective actuation of an input 
device by a user and, at least in part, by an aspect of an 
operational parameter of the exercise apparatus. Thus, for 
example, if an individual is exercising at a high level, as may 
be exhibited by a speed measurement, the game play may be 
altered to make the interactive game easier in some manner. 
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EXERCISE APPARATUSES, COMPONENTS FOR 
EXERCISE APPARATUSES AND RELATED 

METHODS 

CROSS-REFERENCE TO RELATED 
APPLICATION 

[0001] The present application claims the bene?t of US. 
Provisional Application Ser. No. 60/792,029 entitled CON 
SOLE FOR EXERCISE APPARATUS AND APPARATUS 
INCORPORATING SAME ?led on Apr. 14, 2006, the 
disclosure of Which is incorporated by reference herein in its 
entirety. 

FIELD OF THE INVENTION 

[0002] The present invention is directed generally to exer 
cise apparatuses and, more speci?cally, to exercise appara 
tuses incorporating an interactive game or some other enter 
tainment system or device, as Well as to related systems, 
components and methods. 

BACKGROUND OF THE INVENTION 

[0003] Various types of equipment and apparatuses are 
used to help individuals exercise in their efforts to maintain 
good health and ?tness. While the folloWing is not an 
exhaustive list of such types of exercise equipment, 
examples of some conventional apparatuses include tread 
mills, elliptical trainers, stationary bicycles, recumbent 
bicycles and stair climbers. Conventionally, When a person 
utiliZes these types of exercise equipment, the equipment 
remains in a de?ned location and, therefore, a person using 
the machine, While exhibiting physical movements, also 
remains generally at the same location. For example, a 
person using a treadmill, While exhibiting physical move 
ments associated With Walking or running, essentially stays 
in the same general location While Walking or running due 
to the nature and operation of the treadmill. 

[0004] For some users, training and exercising on a “sta 
tionary” exercise apparatus may become tedious or boring 
due to the fact that they do not change locations and their 
mind is preoccupied by the act of exercising. Many users 
may need to have a diversion to take their mind off of the 
exercise activity in Which they are participating. In fact, 
numerous exercise facilities have placed televisions in areas 
Where, for example, treadmills or elliptical trainers are being 
used by their patrons in an effort to help those individuals 
focus their minds on something other than the exercise 
activities in Which they are participating. Additionally, or 
alternatively, some individuals have utiliZed music devices 
to help divert their minds during exercise activities. HoW 
ever, television and music are not alWays su?icient diver 
sions for one’s mind as the television or music may be easily 
“tuned out” and simply become background noise. In other 
Words, television and music may often lack the ability to 
effectively divert one’s focus on something other than the 
exercise activity in Which they are participating. 

[0005] Some efforts have been made to incorporate other 
activities that may be participated in simultaneously With 
use of an exercise apparatus. For example, simulation 
devices have been used Where one or more display screens 
or monitors are positioned around the exercise apparatus in 
an effort to provide a simulated environment during use of 
the exercise equipment. Thus, for example, as one rides a 
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stationary bicycle, the displays or screens positioned around 
the bicycle may play video images in an effort to simulate 
the movement of a bicycle through a selected environment. 
Such a selected environment might attempt to emulate, for 
example, a solitude bicycle ride along a mountain trail or a 
beachfront highWay, or it might try to emulate a competitive 
environment such as a Well knoWn bicycle race. 

[0006] Another attempt at diverting one’s mind during 
exercise includes the use of an electronic game system (e. g., 
a Playstation® type game system) While simultaneously 
exercising. This may include simply locating the exercise 
equipment near the game system (and an associated televi 
sion to Which the game system is connected) and attempting 
to simultaneously play a selected game While also trying to 
utiliZe the exercise apparatus. In some instances, the simul 
taneous operation of a game system and an exercise appa 
ratus has even contemplated the measuring of a person’s 
heart rate While exercising and then altering some aspect of 
the game play presented by the game system based on the 
level of measured heart rate. 

[0007] Such efforts at providing a diversion While exer 
cising have been met With varying levels of success. In many 
instances, the equipment associated With a simulation device 
has been cost prohibitive, siZe prohibitive, or both, making 
it di?icult for the average user to take advantage of such a 
device or system. 

[0008] Use of a game system While simultaneously exer 
cising has also introduced various problems and issues. For 
example, operation of game system While simultaneously 
exercising on an exercise apparatus conventionally requires 
Wiring that extends from a game controller being operated or 
manipulated by a user While the exercise equipment is 
simultaneously being operated. Such Wires are often 
exposed to moving components of the exercise equipment 
and may easily get tangled or caught in the moving com 
ponents. Additionally, and perhaps more importantly, the 
Wires may get caught or tangled in the legs or arms of a 
person using the exercise equipment causing potential injury 
to the person. 

[0009] Therefore, it Would be advantageous to provide an 
exercise apparatus having integral features that Would create 
a diversion for a user during the use of such equipment. For 
example, it Would be advantageous to provide an exercise 
apparatus With a game device or game system integrated 
thereWith. Such integration may include physical integration 
of the game device or system With the exercise apparatus, 
electrical integration of the game device or system With the 
exercise apparatus of the game device or system With the 
exercise apparatus, or both. 

[0010] It Would also be advantageous to provide a diver 
sion for a person exercising, Wherein the diversion requires 
substantial focus of a person’s mind making it di?icult for 
the person to ignore the diversion or distraction. Moreover, 
it Would be advantageous to provide a diversion Which is 
functionally integral With, and affected by, a change in an 
operational parameter of the exercise equipment. 

BRIEF SUMMARY OF THE INVENTION 

[0011] The present invention provides exercise appara 
tuses, components for exercise apparatuses, related systems 
and methods. For example, the present invention provides 
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embodiments wherein an interactive game is integrated With 
the exercise apparatus. The game may be integrated physi 
cally, electronically, functionally or some combination 
thereof. 

[0012] In accordance With one embodiment of the present 
invention, an exercise apparatus is provided. The exercise 
apparatus comprises a frame and structure associated With 
the frame that is moveable relative to the frame in a 
prede?ned pattern. The apparatus also includes a console 
and at least one display associated With the console. A 
primary processor is con?gured to both control at least one 
operational parameter of the exercise apparatus and to 
conduct an interactive game using the at least one display. It 
is noted that such a prede?ned pattern may include, for 
example foot pads associated With an elliptical trainer, 
pedals associated With a stationary bicycle, a circuitous belt 
associated With a treadmill, crank arms, structural linkages, 
?y Wheels, or other resistance structures associated With a 
variety of apparatuses (e.g., elliptical trainers, stationary 
bicycles, treadmills, steppers or stair climbers, striding appa 
ratuses, roWing apparatuses, and skiing apparatuses). 

[0013] In accordance With another embodiment of the 
present invention, another exercise apparatus is provided. 
The exercise apparatus comprises a frame and structure 
associated With the frame that is moveable relative to the 
frame in a prede?ned pattern. The apparatus also includes a 
console and at least one display associated With the console. 
A single processor is con?gured to both control at least one 
operational parameter of the exercise apparatus and to 
conduct an interactive game using the at least one display. 

[0014] In accordance With a further embodiment of the 
present invention, another exercise apparatus is provided. 
The exercise apparatus comprises a frame and structure 
associated With the frame that is moveable relative to the 
frame in a prede?ned pattern. The apparatus also includes a 
console and at least one display associated With the console. 
A single primary processor is con?gured to both control at 
least one operational parameter of the exercise apparatus and 
to conduct an interactive game using the at least one display. 
A secondary processor may be con?gured to assist the 
primary processor With one or more speci?c tasks such a 
video processing. 

[0015] In accordance With yet another embodiment of the 
present invention, another exercise apparatus is provided. 
The exercise apparatus comprises a frame and structure 
associated With the frame that is moveable relative to the 
frame in a prede?ned pattern. The apparatus also includes a 
console and at least one display associated With the console. 
At least one processor is in communication With the at least 
one display. At least one sensor is in communication With the 
at least one processor and con?gured to determine an aspect 
of at least one operational parameter of the exercise appa 
ratus. The at least one sensor is further con?gured to provide 
an input signal to the at least one processor that is repre 
sentative of the aspect of the at least one operational 
parameter. At least one game input device is selectively 
actuatable by a user of the exercise apparatus. The at least 
one game input device is in communication With the at least 
one processor and con?gured to provide an input signal to 
the at least one processor When actuated by a user. The at 
least one processor is con?gured to conduct an interactive 
game using the at least one display based at least in part on 
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the input signal from the at least one sensor and at least in 
part on the input signal from the at least one game input 
device. 

[0016] In accordance With another embodiment of the 
present invention, a method of operating an exercise appa 
ratus is provided. The method includes determining an 
aspect of at least one operational parameter of the at least 
one exercise apparatus and providing a signal to a processor 
representative of the aspect of the at least one operational 
parameter. At least one input device is selectively actuated 
and a signal representative of the actuation of the at least one 
input device is provided to the processor. An interactive 
game is conducted on at least one display of the exercise 
apparatus based in part on the signal representative of the 
aspect of the at least one operational parameter and based in 
part on the signal representative of the actuation of the at 
least one input device. 

[0017] In accordance With one aspect of the present inven 
tion, a console is provided for an exercise apparatus. The 
console includes at least one function key con?gured to 
control an operational feature of an exercise apparatus and 
at least one display to shoW data related to the exercise 
apparatus. The console further includes at least one proces 
sor in communication With the at least one function key and 
the at least one display, Wherein the at least one processor is 
con?gured to conduct an interactive game using the at least 
one display. 

[0018] In accordance With another aspect of the present 
invention, yet another exercise apparatus is provided. The 
exercise apparatus includes a frame and structure associated 
With the frame that is moveable relative to the frame in a 
cyclical or repeating pattern. A console is coupled With the 
frame Which may include at least one function key con?g 
ured to control an operational feature of an exercise appa 
ratus and at least one display. At least one processor is 
associated With the console, Wherein the at least one pro 
cessor is in communication With the at least one function key 
and the at least one display, and Wherein the at least one 
processor is con?gured to conduct an interactive game using 
the at least one display. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

[0019] The foregoing and other advantages of the inven 
tion Will become apparent upon reading the folloWing 
detailed description and upon reference to the draWings in 
Which: 

[0020] FIG. 1 is a perspective vieW of an exercise appa 
ratus in accordance With one aspect of the present invention; 

[0021] FIG. 2 is a front vieW of a console associated With 
the exercise apparatus shoWn in FIG. 1; 

[0022] FIGS. 3A through 3D are enlarged vieWs of a 
display associated With the exercise apparatus of FIG. 1 in 
accordance With certain embodiments of the present inven 
tion; 
[0023] FIG. 4 is a perspective vieW of a component of the 
exercise apparatus shoWn in FIG. 1; 

[0024] FIG. 5 is a perspective vieW of an exercise appa 
ratus in accordance With another embodiment of the present 
invention; 
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[0025] FIG. 6 is a front vieW ofa console associated With 
the exercise apparatus shoWn in FIG. 4; 

[0026] FIG. 7 is a perspective vieW of an exercise appa 
ratus in accordance With yet another embodiment of the 
present invention; 

[0027] FIG. 8 is a block diagram showing a con?guration 
of various components associated With a game system 
integrated into an exercise apparatus in accordance With 
another embodiment of the present invention; 

[0028] FIG. 9 is a block diagram shoWing another con 
?guration of various components associated With a game 
system integrated into an exercise apparatus in accordance 
With one embodiment of the present invention; and 

[0029] FIG. 10 is a softWare system diagram illustrating 
softWare modules according to an embodiment of the 
present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0030] In accordance With various embodiments of the 
present invention, exercise apparatuses are con?gured to 
include a game device or a game system that is integrated in 
one or more Ways With the exercise apparatus. For example, 
an exercise apparatus may include a console having keys, 
buttons, sWitches or other input devices (Which may also be 
referred to herein as function keys) associated With control 
ling an operational parameter or feature of the exercise 
apparatus. The exercise apparatus may be con?gured, for 
example, as a treadmill, a stationary or recumbent bicycle, 
an elliptical trainer, a stair climber or some other apparatus 
used for exercise, ?tness or training purposes. The function 
keys may be con?gured, for example, to control an opera 
tional parameter of the exercise apparatus such as speed, 
inclination, resistance or some other function or parameter 
of the exercise apparatus during the operation thereof. 

[0031] For example, referring to FIG. 1, an exercise appa 
ratus is shoWn Which is con?gured as an elliptical trainer 
100. The elliptical trainer 100 includes a frame 102 having 
a base 104 and a support structure 106 coupled With, and 
extending upWard from, the base 104. Also coupled With the 
base is a pair of spaced apart, elongated tracks 108. A pair 
of elongate structural components, referred to herein as a 
crank arms 110, extend betWeen a rotational mechanism 112, 
Which may include a Wheel con?gured to rotate about a 
speci?ed axis, and respective ones of the pair of elongated 
tracks 108. A ?rst end of each crank arm 110 is coupled With 
the rotational mechanism 112 such that the ?rst end travels 
along a circuitous path, such as in a substantially circular 
motion. A second end of each crank arm 110 has a roller 114, 
a slide mechanism or some other device that engages the 
elongated tracks 108 and enables displacement of the crank 
arm 110 relative to the elongated track 108. In the case of a 
roller 114, the roller 114 is con?gured to roll along the length 
of the track 108 in a reciprocating motion as the ?rst end of 
the crank arm 110 travels along its de?ned path. 

[0032] A pair of elongated structures, referred to herein as 
foot rails 116, are pivotally coupled With the crank arms 110. 
The foot rails 116 have one end coupled to an end of a 
pivoting handle bar 118. Each handle bar 118 is pivotally 
coupled With the support structure 106. A platform, referred 
to herein as a foot pad 120, is also coupled With each foot 
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rail 116. Each foot pad 120 is siZed and con?gured for a user 
place one of their feet thereon during use of the elliptical 
trainer 100. 

[0033] During use of the elliptical trainer 100, a user 
places each foot on a foot pad 120, grasps an upper end of 
each handle bar 118, and then exerts force through the foot 
pads 120 and, optionally, through the handle bars 118, to 
cause the rollers 114 to roll along their associated elongated 
track 118. The pivotal connection betWeen the foot rails 116 
and the crank arms 110 cause the foot pads 120 to folloW a 
generally elliptical circuitous path, While the upper ends of 
the handle bars 118 reciprocate in an alternating back-and 
forth motion. The rotational mechanism 112 may also 
include a resistance mechanism to alter the level of resis 
tance experienced by a user as they exert a force on the crank 
arms 110 via the foot rails 116 and foot pads 120. Such a 
resistance mechanism may include, for example, a mechani 
cal resistance mechanism or a mechanical resistance mecha 
nism (such as so-called eddy current brake systems). The 
resistance mechanism may also be con?gured to be selec 
tively altered according to the parameters of a selected 
exercise program or according to an input command of a 
user. 

[0034] Thus, it is seen that a variety of structures or 
components are moveable relative to the frame 102 of the 
elliptical trainer 100 in a prede?ned pattern. For example, 
the foot pads 120, the handle bars 118, the foot rails 116, the 
rollers 114, the rotational mechanism 112 and the crank arms 
are each movable relative to the frame 102 in a prede?ned 
pattern. Even in embodiments Where, for example, the foot 
pads 120 or associated foot rails 116 are adjustable With 
respect to Width, stride length or other similar parameters, 
such components are still movable relative to the frame 102 
in a prede?ned pattern during operation of the apparatus. 

[0035] Similarly, as Will become apparent upon reading 
the additional disclosure beloW, other apparatuses, such as a 
stationary bicycle 200 or a treadmill 300, include structures, 
Which may include any of a variety of components that are 
movable relative to the frame. Besides those that are spe 
ci?cally depicted in the draWing ?gures, other exercise 
apparatuses, including, but not limited to, roWing appara 
tuses (roWers), striding apparatuses (striders), stair climbers 
or steppers, and skiing apparatuses (skiers) also include 
structure that is movable relative to an associated frame in 
a prede?ned pattern. 

[0036] It is noted that the embodiment described With 
respect to FIG. 1 is illustrative and that the present invention 
may be used With a variety of differently con?gured ellip 
tical trainers and that a variety of different features (for 
example, adjustable incline of the elongated tracks, an 
adjustable stride, heart rate monitoring devices to name a 
feW) may be incorporated into such an apparatus. It Will be 
apparent to those of ordinary skill in the art that the present 
invention is applicable to variety of con?gurations of ellip 
tical trainers as Well as to other types of exercise equipment. 
LikeWise, various other embodiments described beloW are 
merely examples and one of ordinary skill in the art Will 
recogniZe that various con?gurations of exercise appara 
tuses may be utiliZed in conjunction With the present inven 
tion. 

[0037] Still referring to FIG. 1, the elliptical trainer 100 
also includes a console 120 coupled to the support structure 
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106. The console 120 may be con?gured to house one or 
more electronic components associated With the elliptical 
trainer 100 as Well as act as a control or communications 

center for the elliptical trainer 100. For example, referring to 
FIG. 2 Which shoWs an enlarged front vieW of the console 
120 in accordance With one embodiment of the present 
invention, the console 120 may include one or more input 
devices 122 (and Which may be referred to herein as function 
keys), such as buttons or sWitches, that are con?gured to 
alter an operational parameter of the elliptical trainer 100. 
Additionally, the console 120 may include one or more 
output devices, such as a display 124, to communicate 
certain information to a user of the elliptical trainer 100. In 
one embodiment, the display may include a color or a 
monochrome liquid crystal display (LCD), although other 
types of displays are contemplated as being used in con 
junction With the present invention. 

[0038] Thus, for example, one or more input devices 122 
or function keys may be used to alter the level of resistance 
applied to the rotational mechanism 112. Additionally, one 
or more input devices 122 may be used to selectively actuate 
some other mechanism (e.g., an incline actuator) associated 
With operation of the elliptical trainer 100. One or more of 
the input devices 122 may be used to navigate a user 
interface exhibited by the display 124 for selection of a 
desired exercise program or regimen or for selection of 
information to be shoWn on the display (e.g., time elapsed, 
calories burned, heart rate, etc.). In another embodiment, an 
input device may be used for direct and immediate selection 
of an exercise program Without resorting to the user inter 
face associated With the display 124. 

[0039] It is noted that the display 124 may also be con 
?gured to include a touch screen 126 such that the touch 
screen is used as an input device instead of, or in addition to, 
the previously described input devices 122 or function keys. 

[0040] The display 124, or at least a portion of the display 
124, may also be used to facilitate a diversion for the user 
of the elliptical trainer 100. For example, the display 124 
may be used to display animation or video associated With 
an electronic game. Referring brie?y to FIG. 3A, an 
enlarged vieW of a display 124 is shoWn Wherein an anima 
tion associated With an electronic game is depicted. In one 
embodiment, the game may include a game similar to that 
Which is knoWn as TETRIS Wherein a plurality of differently 
shaped blocks 128 drop from an upper part of the animation 
to a loWer part of the animation Where they are stacked 
together. A person playing the game may reorient the blocks 
and position them as they fall in an attempt to stack the 
blocks economically Without any spaces betWeen individual 
blocks. When a horizontal roW is completely ?lled With 
blocks (i.e., no spaces remaining), that roW may disappear 
and any blocks stacked thereabove Will shift doWnWard. 
Depending a person’s skill level and their success in stack 
ing the blocks properly, the game may speed up such that the 
blocks 128 fall at a faster pace requiring the user’s reaction 
to be quicker in orienting and placing the blocks 128 as they 
fall. 

[0041] Referring brie?y to FIGS. 1 and 4, in order to 
selectively control the orientation and placement of the 
blocks 128, a game input device 130 may be integrated into 
the elliptical trainer 100. For example, an input device 130 
may include one or more buttons located in either, or both, 
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of the handle bars 118. In one embodiment, the game input 
devices 130 may include, for example a directional button 
130A (such as a rocker sWitch) as Well as another input 
device such as a push button 130B. 

[0042] If each of the handlebars 118 has such input 
devices 130 associated thereWith, and considering the 
example of a TETRIS style game being played, a directional 
button 130A on one of the handle bars 118 may be used to 
reorient the blocks 128 of the game, While the directional 
button 130A on the other of the handle bars 118 may be used 
to horiZontally position the blocks 129 as they move doWn 
the display 124. The push buttons 130B may be used, for 
example, to accelerate the rate at Which the blocks 128 drop 
once a player is satis?ed With their orientation and position. 

[0043] In another embodiment, the directional buttons 
130A and push buttons 130B may have different functions 
from the example described With respect to a TETRIS style 
game. For example, as depicted in FIG. 3B, a SPACE 
INVADERS type game may be shoWn on the display 124 
Wherein a ?rst space ship 132 (or other animated structure or 
character) is selectively maneuvered by the player and ?res 
missiles 134 or bullets at oncoming space ships 136 (or other 
animated structures or characters). In such an example, a 
directional button 130A may be used to selectively maneu 
ver the ?rst space ship 132 While the push button 130B may 
be used to selectively ?re the missiles or bullets 134. 

[0044] A variety of other games may also be played on the 
display 124 including electronic versions of card games, 
such as black jack or poker, or other popular arcade style 
games such as games similar to PAC-MAN, ASTEROIDS or 
pinball. Of course, such games are merely examples and are 
not to be considered limiting in any sense. 

[0045] Additionally, in one embodiment of the present 
invention, the console 120 may be con?gured for receipt of 
a memory card or for connection to another apparatus, 
including connection by Wireless means (e.g., using IEEE 
802.11 or Bluetooth protocols) so as to enable a user to 

doWnload additional selected games to the console. In other 
embodiments, the console 120 may be con?gured for receipt 
of a memory card or for connection to another apparatus 
enabling a user to read or access selected games directly 
from the memory card or apparatus via the display 124 in the 
console 120. 

[0046] Referring brie?y to FIG. 3C, another vieW of the 
display 124 is shoWn Wherein the display is in a “hybrid” 
mode shoWing a game on a portion of the display While 
shoWing information regarding the operation of the elliptical 
trainer 100 (or other exercise apparatus) in another part of 
the display 124. 

[0047] A variety of con?gurations could be implemented 
in such a hybrid or mixed display mode. In one embodiment 
the display could be “split” Wherein, for example half of the 
display 124 shoWs information or animation associated With 
the game While the other half of the display 124 shoWs 
information or data related to the operation of the elliptical 
trainer 100 (of course such a split could be at speci?ed 
percentages other than 50/50 if so desired). In another 
con?guration, the display could be con?gured to exhibit a 
“picture-in-picture” mode such as is used in various televi 
sions to display multiple channels at a given time. 

[0048] Referring brie?y to FIG. 3D, the display is shoWn 
Wherein only information and data (Which may include, for 
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example, a user interface) relating to the operation of the 
elliptical trainer 100 is shown. Thus, in one embodiment, the 
display 124 may be con?gured to selectively exhibit opera 
tional information (as shoWn in FIG. 3D), game animation 
(as shoWn in FIGS. 3A and 3B), or a mixture of both 
operational information and game animation (as shoWn in 
FIG. 3C). As discussed beloW, in another embodiment, 
multiple displays may be used such as, for example, Where 
one display exhibits game play While another display exhib 
its a user interface or other information and data associated 
With operation of the elliptical trainer 100 or other apparatus. 

[0049] Referring noW to FIG. 5, an exercise apparatus 
con?gured as a stationary bicycle 200 is shoWn. The sta 
tionary bike 200 may include a frame 202 having a base 204 
and a structural member 206 extending from the base 204. 
Aresistance mechanism 208 is coupled to the base and a pair 
of pedals 210 and associated crank arms 212 (only one of 
each shoWn) are coupled to the resistance mechanism 208. 
The resistance mechanism 208 may include a mechanical, 
electromechanical, magnetic, electromagnetic or other simi 
lar mechanism, as Will be appreciated by those of ordinary 
skill in the art, to provide a desired resistance to the actuation 
of the pedals 210 and crank arms 212 by a user. 

[0050] A seat 214 is coupled With the frame 202 by Way 
of an appropriate support 216 or structural member and 
enables a user to sit While actuating the pedals 210 and crank 
arms 212. Handle bars 218 may be coupled With the struc 
tural member 206 for a user to hold on to and stabilize 
themselves While using the stationary bicycle 200. 

[0051] The stationary bicycle also includes a console 220 
coupled to the support structure 206. The console 220 may 
be con?gured to house one or more electronic components 
associated With the stationary bicycle 200 as Well as act as 
a control or communications center for the stationary bicycle 
200. For example, referring to FIG. 6 Which shoWs an 
enlarged front vieW of the console 220 and handle bars 218 
in accordance With one embodiment of the present inven 
tion, the console 220 may include one or more input devices 
222, such as buttons or sWitches, that are con?gured to alter 
an operational parameter of the stationary bicycle 200. 

[0052] Additionally, the console 220 may include one or 
more output devices, such as a display 224, to communicate 
certain information to a user of the stationary bicycle 200. In 
one embodiment, the display may include a color or a 
monochrome liquid crystal display (LCD), although other 
types of displays are contemplated as being used in con 
junction With the present invention. As also seen in FIG. 6, 
the handle bars 218, located to the sides of the console 220, 
may include game input devices 230 for selectively altering 
an aspect of game play When a user is using the stationary 
bicycle 200 and playing a game displayed on the associated 
display 224. The game input devices 230 shoWn in FIGS. 5 
and 6 include multi-directional buttons or sWitches that 
enable a user to directionally control an animated character 
or feature in a plurality of directions, or that may be 
programmed such that actuating a speci?c sWitch or button 
230A-230D effects a speci?c action associated With game 
play (e.g., jump, shoot, run, hold cards, place bet, etc.). It is 
noted that, When not in game play mode, the game input 
devices 230 may also be utiliZed to navigate a user interface 
or effect operational commands associated With the station 
ary bicycle 200. 
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[0053] Referring brie?y to FIG. 7, another exercise appa 
ratus in the form of a treadmill 300 is shoWn. The treadmill 
300 includes a frame 302 including a base 304. A platform 
or deck 308 is disposed betWeen the ?rst and second sides 
of the base 304 and a continuous or circuitous belt 310 is 
disposed about the deck 108. The belt 310 may also be 
disposed about a ?rst roller 312 extending betWeen the sides 
of the base 304 at one end of the frame 302 and a second 

roller (not speci?cally shoWn) extending betWeen the sides 
ofthe base 306 at an opposing end ofthe frame 302. A drive, 
Which may include an AC or a DC motor, may be coupled 
to one of the rollers to drive the belt 310 about the rollers and 
the deck 308. In one embodiment, such a drive may be 
housed betWeen the tWo sides of the base 304 and, if desired, 
beneath a hood or faring 314 or other structure. 

[0054] Columnar members 316, or other structural mem 
bers, are coupled With the base 306 and extend upWardly 
from the frame 302 to a console 320. The columnar members 
316 may also be structurally coupled to each other such as 
by one or more cross members 318 or by Way of the console 
320. 

[0055] The console 320 may include various input and 
output devices. For example, one or more control buttons or 
function keys 322 may be used to control various aspects of 
operating the treadmill 300 such as on/olf buttons or 
sWitches, speed control keys, incline control keys, keys for 
implementing Workout programs or other input devices as 
Will be appreciated by those of ordinary skill in the art. 
Additionally, the console 320 may include one or more 
displays 324 to provide a variety of information including, 
for example, information about the status of one or more 
operational characteristics of the treadmill 300 (e.g., speed, 
incline, programmed Workout regimes, etc.) or information 
regarding a users Workout (e.g., distance traveled, calories 
burned, etc.). In one embodiment, the display 324 may also 
be con?gured as a touch screen 326 acting as an input device 
as Well as an output device. 

[0056] The display 324 may also be con?gured to exhibit 
animation or video associated With an electronic game that 
can be played by a user of the treadmill 300 in a manner 
similar to that Which is described above With respect to the 
elliptical trainer 100 and the stationary bicycle 200. To 
facilitate play of such a game, game input devices 330 
integrated, for example, With the hand grips, supports 332 or 
other components of the treadmill 300, may be selectively 
actuated by a user of the treadmill 300 in a manner similar 
to the embodiments described hereinabove. Again, as noted 
previously, a variety of types and con?gurations of exercise 
apparatuses may be used in conjunction With the present 
invention and the previously described apparatuses (e.g., 
elliptical trainer 100, stationary bicycle 200, and treadmill 
300) are merely examples and should not be considered 
limiting. 

[0057] It is noted that the draWings and description herein, 
such as in the subsequent description, may refer to and 
illustrate signals as a single signal for clarity of presentation 
and description. It Will be understood by a person of 
ordinary skill in the art that the signal may represent a bus 
of signals, Wherein the bus may have a variety of bit Widths 
and the present invention may be implemented on any 
number of data signals including a single data signal. 
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Furthermore, the signal may be implemented as a physical 
connection betWeen to elements or a Wireless connection 
betWeen tWo elements. 

[0058] Referring noW to FIG. 8 in conjunction With FIGS. 
1 through 7, a block diagram is shoWn of various hardware 
components associated With operating an exercise apparatus 
100, 200, 300 including the interactive game play aspect 
associated thereWith. A processor or processing element, 
such as a microcontroller unit (MCU) 400, is in communi 
cation With a variety of components. In one embodiment, the 
MCU 400 may include an 8-bit microcontroller unit having, 
for example, 64K ?ash memory and 4K random access 
memory (RAM) such as may be available from ZiLOG of 
San Jose, California. Of course other types and con?gura 
tions of MCUs are contemplated and other types of proces 
sors may be utiliZed With the present invention. 

[0059] The MCU may receive signals from the apparatus 
input devices 122, 222, 322 such as When a user of the 
exercise apparatus 100, 200, 300 actuates such input devices 
122, 222, 322, for example, to select an exercise program or 
selectively alter the resistance of the apparatus (it is noted 
that, depending on the speci?c con?guration, such an input 
signal could similarly be provided by actuation of a touch 
screen 126). The MCU 400 may then send a signal to an 
actuator 402 to carry out the instructions provided by the 
user. 

[0060] For example, ifan input device 122, 222, 322 sends 
a signal to the MCU indicating that the resistance provided 
by a resistance mechanism should be altered, the MCU 400 
receives that signal, transmits a neW signal (or, in another 
embodiment, relays the original signal) to an actuator asso 
ciated With a resistance mechanism such that the resistance 
mechanism noW provides the level of resistance selected by 
the user. The MCU 400 may also send an appropriate signal 
to the display 124, 224, 334 With instructions to exhibit the 
selected level of resistance on the display 124, 224, 334 so 
that the user is apprised of the current level of resistance. 
Other operational parameters of the exercise apparatus 100, 
200, 300 (e.g., speed, incline, etc.) may also be controlled in 
a similar manner. 

[0061] It is noted that, as indicated by FIG. 8, multiple 
displays 124, 224, 324 may be used in a single exercise 
apparatus 100, 200, 300 so that, for example, in one embodi 
ment, a ?rst display may used primarily for exhibiting 
animation or video associated With game play, While a 
second display may be used for primarily exhibiting data or 
operational information associated With use of the exercise 
apparatus 100, 200, 300. 

[0062] The MCU 400 may also send appropriate signals to 
other output devices 410 associated With the exercise appa 
ratus such as, for example, speakers, headphone jacks or 
other auditory or visual indicators as Will be appreciated by 
those of ordinary skill in the art. 

[0063] One or more sensors 404 may be incorporated into 
the exercise apparatus 100, 200, 300 to assist in determining 
the operational status of the exercise apparatus 100, 200, 300 
or for other desired purposes. For example, sensors 404 may 
be used to determine a speed (e.g., rotations per minute 
(RPM), miles per hour (MPH) or kilometers per hour 
(KPH)) associated With the operation of the apparatus, to 
determine a level of incline, to determine a level of resis 
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tance, or to determine other operational parameters associ 
ated With the exercise apparatus 100, 200, 300. The sensors 
404 provide a signal to the MCU 400 so that the MCU 
knoWs Whether the actual operational parameters of the 
exercise apparatus 100, 200, 300 match those that have been 
selected by a user based on the user’s selective actuation of 
input devices 122, 222, 322 or by Way of user selected 
exercise programs. The sensors 404 may also include sen 
sors that monitor, for example, the heart rate of the person 
using the exercise apparatus 100, 200, 300. Such informa 
tion may be communicated to the MCU 400 and used in 
accordance With desired exercise programs as Will be appre 
ciated by those of ordinary skill in the art. 

[0064] Game input devices 122, 222, 322 are also in 
communication With the MCU and provide signals to the 
MCU 400 When actuated by a user in an effort to control 
game play being implemented by the MCU 400 and exhib 
ited as video or animation on the display 124, 224, 324. In 
one embodiment, a program for the game may be stored on 
internal memory, such as on the ?ash memory of the MCU 
400 for example, or it may be stored on a removable media 
406 such, for example, a removable ?ash drive. 

[0065] In one embodiment of the present invention, the 
various components shoWn and described With respect to 
FIG. 8 are integrated into the exercise apparatus 100, 200, 
300. For example, as already described, the display 124, 
224, 324 and apparatus input devices 122, 222, 322 (includ 
ing the touch screen 126, 226, 326, if provided) may be 
formed as a part of the console 120, 220, 320. The game 
input devices 130, 230, 330 may be integrated into handle 
bars, 118, 218 or other components of the exercise apparatus 
100, 200, 300. The sensors 404 and actuators 402 are 
integrated into the exercise apparatus 100, 200, 300 for 
operational control thereof as has been described herein and 
as Will be appreciated by those of ordinary skill in the art. 
The MCU 400 or other processor may be located Within an 
internal space de?ned by the console 120, 220, 320 or Within 
some other housing associated With exercise device 100, 
200, 300. Additionally, the console 120, 220, 320 (or some 
other structure) may house an appropriately con?gured 
socket or other connection to facilitate communication 
betWeen removable media 406 and the MCU 400. 

[0066] Such a con?guration provides a variety of novel 
features including, for example, integrating the control of an 
electronic game With the control of the exercise apparatus. 
In other Words, the same primary processor (e.g., the MCU 
400) controls the operation of the exercise apparatus 100, 
200, 300 (such as carrying on/olf, speed, resistance, incline 
and exercise program commands) While also controlling the 
game play Which is exhibited on the display 124, 224, 324 
and altered or controlled in some manner by the game input 
devices 130, 230, 330. This enables the game play and the 
operation of the exercise apparatus to become interactive 
and integrated as Will be discussed in further detail beloW. 
Thus, the exercise apparatus and game system may be 
physically, electronically and functionally integrated With 
each other. 

[0067] Additionally, such physical integration of the vari 
ous components described With respect to FIG. 8 eliminates 
the various external components of a gaming system in 
con?gurations Where individuals have tried to use, for 
example, their Playstation® or similar gaming system While 










