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(57) ABSTRACT 

A cryoprotectant for use With a treatment device for 
improved removal of heat from subcutaneous lipid-rich cells 
of a subject having skin is provided. The cryoprotectant is a 
non-freezing liquid, gel, or paste for allowing pre-cooling of 
the treatment device beloW 0° C. While preventing the 
formation of ice thereon. The cryoprotectant may also 
prevent freezing of the treatment device to the skin or ice 
from forming from moisture seeping out from the skin. The 
cryoprotectant may further be hygroscopic, thermally con 
ductive, and biocompatible. 

I 080 



Nov. 1, 2007 Sheet 1 0f 11 US 2007/0255362 A1 

1/@ 

Patent Application Publication 



Patent Application Publication Nov. 1, 2007 Sheet 2 0f 11 US 2007/0255362 Al 

N .3 

\5 

9% 

Q a“ 

\ 

I .. ..-.. 4 - I . \ 5 \ . 1...... . _H...... u.....,..... . ..H\.. 

: _.\ .i 1%“ as 
J. . 

Em 

‘m 

E i) 
92 

/§ 



Patent Application Publication Nov. 1, 2007 Sheet 3 0f 11 US 2007/0255362 A1 



Patent Application Publication Nov. 1, 2007 Sheet 4 0f 11 US 2007/0255362 A1 

r70 
APPLY CRYOPROTECTANT 

TO HEAT 
EXCHANGING ELEMENT 

V /'/Z 
REDUCE TEMPERATURE OF 
HEAT EXCHANGING‘ ELEMENT 
TO DESIRED TEMPERATURE 

v K74 
PLACE HEAT EXCHANGING 

,5 ELEMENT ADJACENT TO 
K SKIN OF A SUBJECT 

FURTHER REDUCE / 
TEMPERATURE OF HEAT 
EXCHANGING ELEMENT 

A 

v [I5 

AFFECT LIPID RICH CELLS I 

24 18 
f V f K26 

PLACE HEAT EXCHANGING REMOVE HEAT 
ELEMENT ADJACENT TO EXCHANGING ELEMENT REPEAT 
ANOTHER REGION OF FROM SKIN OF SUBJECT 

SUBJECT’S SKIN / \ /' II A 

REAPPLY NON-FREEZING 
END COUPLING AGENT TO HEAT 

EXCHANGING ELEMENT 

v MAINTAIN DESIRED 
TEMPERATURE OF HEAT 
EXCHANGING ELEMENT 

Fly. 4 



Patent Application Publication Nov. 1, 2007 Sheet 5 0f 11 US 2007/0255362 A1 

/50 
PLACE CRYOPROTECTANT ON 
HEAT EXCHANGING ELEMENT 

TO PREVENT ICING 

T r52 
PRE-COOL HEAT 

EXCHANGING ELEMENT BY 
DECREASING TEMPERATURE 
TO AT 0R BELOW O'C 

l [54 
APPLY HEAT EXCHANGING 
ELEMENT TO SUBJECT'S 

} SKIN IN A FIRST = 
58 TREATMENT REGION 

‘T f l FURTHER DECREASE 7 
: TEMPERATURE OF HEAT : SELECTIVELY AFFECT 

EXCHANGING ELEMENT TO “ LIPID RICH CELLS 
A TARGET TEMPERATURE 

. l [55 
mm HEAT 

EXCHANGING ELEMENT 
FROM TREATMENT REGION 

I, K55 \ ALLOW / K50 F64 I, F70 
TEMPERATURE MAINTAIN 

OF HEAT MA'NTA'N TEMPERATURE OF 
TEMPERATURE OF 

EXCHANGING _ HEAT EXCHANGING 
HEAT EXCHANGING END —> 

ELEMENT T0 ELEMENT AT ELEMENT AT 
RETURN TO OR BELOW 0°C TARGET 
AMBIENT TEMPERATURE 

TEMPERATURE / 
r62 r72 

= APPLY HEAT EXCHANGING APPLY HEAT EXCHANGING 
ELEMENT TO A SECOND ELEMENT To A SECOND 
TREATMENT REGION TREATMENT REGION 

Hg. 5 



Patent Application Publication Nov. 1, 2007 Sheet 6 0f 11 US 2007/0255362 A1 

APPLY CRYOPROTECTANT 
T0 SKIN OF A SUBJECT 

v 

PLACE HEAT EXCHANGING 
ELEMENT ADJACENT 

TO SKIN 

AFFECT LIPID RICH CELLS <—— 

l W55 
CONTINUE SUPPLYING 

CRYOPROTECTANT T0 SKIN 

CONTINUE 
TREATMENT? 

END 



Patent Application Publication Nov. 1, 2007 Sheet 7 0f 11 US 2007/0255362 A1 



§ .3 

US 2007/0255362 A1 

9% 

\gw 35w \ \ 

w 

3% QEN 

#3 NE. 
A @Q 

umsw 

, _\ \ x 

w \@\J. f 

\ _ / I] 
l 4 

Nov. 1, 2007 Sheet 8 0f 11 Patent Application Publication 

\ \ , 

EN QNN 



Patent Application Publication Nov. 1, 2007 Sheet 9 0f 11 US 2007/0255362 A1 



Patent Application Publication Nov. 1, 2007 Sheet 10 0f 11 US 2007/0255362 A1 

mam 



Patent Application Publication Nov. 1, 2007 Sheet 11 0f 11 US 2007/0255362 A1 



US 2007/0255362 A1 

CRYOPROTECTANT FOR USE WITH A 
COOLING DEVICE FOR IMPROVED 

COOLING OF SUBCUTANEOUS LIPID-RICH 
CELLS 

CROSS-REFERENCE TO RELATED 

APPLICATION(S) 
[0001] This application claims priority to US. Provisional 
Application No. 60/795,799, ?led on Apr. 28, 2006, the 
disclosure of Which is incorporated herein by reference in its 
entirety. This application is also related to US. patent 
application Ser. No. , entitled “METHOD OF 
ENHANCED REMOVAL OF HEAT FROM SUBCUTA 
NEOUS LIPID-RICH CELLS AND COOLING APPARA 
TUS HAVING AN ACTUATOR,” Attorney Docket No. 
57968-8017US, the disclosure of Which is incorporated 
herein by reference in its entirety. 

TECHNICAL FIELD 

[0002] The present application relates to a cryoprotectant 
for use With treatment devices, systems, and methods for 
removing heat from subcutaneous lipid-rich cells. 

BACKGROUND 

[0003] Excess body fat, or adipose tissue, can detract from 
personal appearance and athletic performance. Excess adi 
pose tissue may be present in various locations of the body, 
including, for example, the thigh, buttocks, abdomen, knees, 
back, face, arms, and other areas. Moreover, excess adipose 
tissue is thought to magnify the unattractive appearance of 
cellulite, Which forms When subcutaneous fat protrudes into 
the dermis and creates dimples Where the skin is attached to 
underlying structural ?brous strands. Cellulite and excessive 
amounts of adipose tissue are often considered to be unap 
pealing. Moreover, signi?cant health risks may be associ 
ated With higher amounts of excess body fat. An effective 
Way of controlling or removing excess body fat therefore is 
needed. 
[0004] Liposuction is a method for selectively removing 
adipose tissue to “sculpt” a person’s body. Liposuction 
typically is performed by plastic surgeons or dermatologists 
using specialiZed surgical equipment that invasively 
removes subcutaneous adipose tissue via suction. One draW 
back of liposuction is that it is a surgical procedure, and the 
recovery may be painful and lengthy. Moreover, the proce 
dure typically requires the injection of tumescent anesthet 
ics, Which is often associated temporary bruising. Liposuc 
tion can also have serious and occasionally even fatal 
complications. In addition, the cost for liposuction is usually 
substantial. Other emerging techniques for removal of sub 
cutaneous adipose tissue include mesotherapy, laser-assisted 
liposuction, and high intensity focused ultrasound. 
[0005] Conventional non-invasive treatments for remov 
ing excess body fat typically include topical agents, Weight 
loss drugs, regular exercise, dieting, or a combination of 
these treatments. One draWback of these treatments is that 
they may not be effective or even possible under certain 
circumstances. For example, When a person is physically 
injured or ill, regular exercise may not be an option. Simi 
larly, Weight-loss drugs or topical agents are not an option 
When they cause an allergic or negative reaction. Further 
more, fat loss in selective areas of a person’s body cannot be 
achieved using general or systemic Weight-loss methods. 
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[0006] Other non-invasive treatment methods include 
applying heat to a Zone of subcutaneous lipid-rich cells. US. 
Pat. No. 5,948,011 discloses altering subcutaneous body fat 
and/or collagen by heating the subcutaneous fat layer With 
radiant energy While cooling the surface of the skin. The 
applied heat denatures ?brous septae made of collagen tissue 
and may destroy fat cells beloW the skin, and the cooling 
protects the epidermis from thermal damage. This method is 
less invasive than liposuction, but it still may cause thermal 
damage to adjacent tissue, and can also be painful and 
unpredictable. 
[0007] Another promising method of reducing subcutane 
ous fat cells is to cool the target cells as disclosed in US. 
Patent Publication No. 2003/0220674, the entire disclosure 
of Which is incorporated herein. This publication discloses, 
among other things, reducing the temperature of lipid-rich 
subcutaneous fat cells to selectively affect the fat cells 
Without damaging the cells in the epidermis. Although this 
publication provides promising methods and devices, sev 
eral improvements for enhancing the implementation of 
these methods and devices Would be desirable. 

[0008] US. Patent Publication No. 2003/0220674 also 
discloses methods for selective removal of lipid-rich cells, 
and avoidance of damage to other structures including 
dermal and epidermal cells. A method for inducing collagen 
compaction, remodeling, and formation is also needed for 
treatment of loose or sagging skin, age- or sun-damaged 
skin, or a variety of other skin disorders. Therefore, a 
method for simultaneously removing lipid-rich cells While 
providing bene?cial collagen effects is also needed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0009] FIG. 1 is an isometric vieW of a system for remov 
ing heat from subcutaneous lipid-rich cells in accordance 
With an embodiment of the invention. 

[0010] FIG. 2 is a side elevation vieW of a coupling device 
in accordance With an embodiment of the invention. 

[0011] FIG. 3 is an isometric vieW of a coupling device in 
accordance With another embodiment of the invention. 

[0012] FIG. 4 is a How chart illustrating a method for 
pre-cooling a treatment device in accordance With embodi 
ments of the invention. 

[0013] FIG. 5 is a How chart illustrating a method for 
pre-cooling a treatment device in accordance With further 
embodiments of the invention. 

[0014] FIG. 6 is a How chart illustrating a method for 
protecting the skin of a subject With a cryoprotectant in 
accordance With further embodiments of the invention. 

[0015] FIG. 7 is an isometric vieW of a treatment device 
for removing heat from subcutaneous lipid-rich cells in 
accordance With an embodiment of the invention. 

[0016] FIGS. 8A-B are isometric vieWs of a treatment 
device for removing heat from subcutaneous lipid-rich cells 
in accordance With a further embodiment of the invention. 

[0017] FIG. 9 is an isometric and exploded vieW of a 
treatment device for removing heat from subcutaneous lipid 
rich cells in accordance With a further embodiment of the 
invention. 

[0018] FIG. 10 is an isometric and exploded vieW of a 
vibrator disposed in the treatment device for removing heat 
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from subcutaneous lipid-rich cells in accordance With yet 
another embodiment of the invention. 

DETAILED DESCRIPTION 

A. Overview 

[0019] The present disclosure describes devices, systems, 
and methods for cooling subcutaneous lipid-rich cells With 
a heat exchanging element and a thermally conductive 
cryoprotectant. The term “subcutaneous tissue” means tissue 
lying beneath the dermis and includes subcutaneous fat, or 
adipose tissue, Which primarily is composed of lipid-rich 
cells, or adipocytes. It may be appreciated that several of the 
details set forth beloW are provided to describe the folloWing 
embodiments in a manner su?icient to enable a person 
skilled in the relevant art to make and use the disclosed 
embodiments. Several of the details and advantages 
described beloW, hoWever, may not be necessary to practice 
certain embodiments of the invention. Additionally, the 
invention may include other embodiments that are Within the 
scope of the claims but are not described in detail With 
respect to the Figures. 

B. System for Selectively Reducing Lipid-Rich 
Cells 

[0020] FIG. 1 is an isometric vieW of a treatment system 
100 for exchanging heat from subcutaneous lipid-rich cells 
of a subject 101 in accordance With an embodiment of the 
invention. The treatment system 100 may include a treat 
ment device 104 placed at an abdominal area 102 of the 
subject 101 or another area Where reduction of the subcu 
taneous fat, or fat layer, is desired. The treatment device 104 
may be fastened to the subject 101 using, for example, a 
mechanical fastener (e.g., a belt 105), an adhesive (e.g., an 
epoxy), suction (e. g., a vacuum or reduced pressure), or any 
other mechanisms. The treatment device 104 may be con 
?gured to heat and/or cool the subject 101. In certain 
embodiments, the treatment device 104 may contain a 
non-freeZing cryoprotectant to, among other advantages, 
alloW pre-cooling of the treatment device 104 to a tempera 
ture around or beloW the freeZing point of Water (0° C.) 
While preventing ice from forming. Various embodiments of 
the treatment device 104 are described in more detail beloW 
With reference to FIGS. 7-10. In other embodiments, the 
treatment system 100 may also include a coupling device 
(not shoWn in FIG. 1) for supplying the cryoprotectant to the 
treatment device 104 or the skin of the subject 101, as 
described in more detail beloW With reference to FIG. 2 and 
FIG. 3. 
[0021] In one embodiment, the treatment device 104 is 
con?gured to cool subcutaneous lipid-rich cells of the sub 
ject 101. In such cases, the treatment system 100 may further 
include a ?uid source 106 and ?uid lines 108a-b connecting 
the treatment device 104 to the ?uid source 106. The ?uid 
source 106 may remove heat from a coolant to a heat sink 
and provide the chilled coolant to the treatment device 104 
via the ?uid lines 108a-b. Examples of the circulating 
coolant include Water, glycol, synthetic heat transfer ?uid, 
oil, a refrigerant, and any other suitable heat conducting 
?uids. The ?uid lines 108a-b may be hoses or other conduits 
constructed from polyethylene, polyvinyl chloride, polyure 
thane, steel, aluminum, copper and other materials that may 
accommodate the particular circulating coolant. The ?uid 
source 106 may be a refrigeration unit, a cooling toWer, a 
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thermoelectric chiller, or any other device capable of remov 
ing heat from a coolant or municipal Water supply. 
[0022] The treatment device 104 may also include one or 
more thermoelectric elements, such as Peltier-type thermo 
electric elements. In such cases, the treatment system 100 
may further include a poWer supply 110 and a processing 
unit 114 operatively coupled to the treatment device 104 via 
electrical cables 112, 116. In one embodiment, the poWer 
supply 110 may provide a direct current voltage to the 
treatment device 104 remove heat from the subject 101. The 
processing unit 114 may monitor process parameters via 
sensors (not shoWn in FIG. 1) placed proximate to the 
treatment device 104 and adjust the heat removal rate based 
on the process parameters. The processing unit 114 may 
include any processor, Programmable Logic Controller, Dis 
tributed Control System, and the like. 
[0023] The processing unit 114 may be in electrical com 
munication With an input device 118, an output device 120, 
and/or a control panel 122. The input device 118 may 
include a keyboard, a mouse, a touch screen, a push button, 
a sWitch, a potentiometer, and any other device suitable for 
accepting user input. The output device 120 may include a 
display screen, a printer, a medium reader, an audio device, 
and any other device suitable for providing user feedback. 
The control panel 122 may include indicator lights, numeri 
cal displays, and audio devices. In the embodiment shoWn in 
FIG. 1, the processing unit 114, poWer supply 110, control 
panel 122, ?uid source 106, input device 118, and output 
device 120 are carried by a rack 124 With Wheels 126 for 
portability. In another embodiment, the various components 
may be ?xedly installed at a treatment site. 
[0024] As explained in more detail beloW, a cryoprotectant 
applied to the treatment device 104 may alloW the treatment 
device 104 to be pre-cooled prior to being applied to the 
subject 101 for more e?icient treatment. Further, the cryo 
protectant can also enable the treatment device 104 to be 
maintained at a desired temperature While preventing ice 
from forming on a surface of the treatment device 104, and 
thus reduces the delay in reapplying the treatment device 
104 to the subject. Yet another advantage is that the cryo 
protectant may prevent the treatment device 104 from freeZ 
ing to the skin of the subject. If the cryoprotectant is 
hygroscopic, it can adsorb moisture from the atmosphere 
and/or from the skin, Which might otherWise form ice. 
[0025] The treatment device 104, the cryoprotectant, and/ 
or other components of the treatment system 100 can be 
included in a kit (not shoWn) for removing heat from 
subcutaneous lipid rich cells of the subject 101. The cryo 
protectant can have a freeZing point in the range of about 
—400 C. to about 00 C. and be con?gured to be applied to an 
interface betWeen the treatment device 104 and the skin of 
the subject 101. The kit can also include instruction docu 
mentation containing information regarding hoW to (a) apply 
the cryoprotectant to a target region and/or a heat exchang 
ing surface of the treatment device 104 and (b) reduce a 
temperature of the target region such that lipid rich cells in 
the region are affected While preserving non-lipid rich cells 
proximate to the heat exchanging surface. 

C. Coupling Device 

[0026] FIG. 2 is a side elevation vieW illustrating a cou 
pling device 502 suitable to be used in the treatment system 
100 of FIG. 1 and con?gured in accordance With an embodi 
ment of the invention. The coupling device 502 may be 
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placed adjacent to a treatment region 501 of the subject 101. 
The coupling device 502 may include attachment features 
510 for releasably or ?xedly attaching the coupling device 
502 to a heat exchanging element 130 of the treatment 
device 104 (FIG. 1). In the illustrated embodiment, the 
attachment features 510 include tensioning clips. During 
assembly, the coupling device 502 may be snapped onto the 
heat exchanging element 130 With the backside portion 504 
facing the treatment device 104. In other embodiments, the 
attachment features 510 may include screWs, pins, hinges, 
and/or any other suitable attachment devices. 

[0027] The coupling device 502 may include a backside 
portion 504 proximate to the heat exchanging element 130, 
a front side portion 508 spaced apart from the backside 
portion 504, and an intermediate portion 506 betWeen the 
backside portion 504 and the front side portion 508. In 
certain embodiments, the coupling device 502 optionally 
may include a protective layer (e.g., a polymeric ?lm, not 
shoWn) attached to the front side portion 508. The protective 
layer may isolate the front side portion 508 from the 
environment and may be peeled off to expose the front side 
portion 508 before treatment. 
[0028] The backside portion 504 may be a ?lm, a plate, a 
sheet, or other structure constructed from a metal, a metal 
alloy, ceramics, a polymeric material, or other suitable 
conductive material. The backside portion 504 may transfer 
heat betWeen the heat exchanging element 130 and the 
treatment region 501. The backside portion 504 may also 
isolate the heat exchanging element 130 from the treatment 
region 501 for sanitation purposes. 
[0029] The intermediate portion 506 may be a reservoir 
constructed from a mesh, a foam material, a porous plastic 
and/ or metal, or other materials that may at least temporarily 
contain a ?uid and/or a gel. In one embodiment, the inter 
mediate portion 506 contains, or is loaded With, a cryopro 
tectant before a treatment process begins. In another 
embodiment, the intermediate portion 506 may be generally 
empty before a treatment process begins and only loaded 
With cryoprotectant immediately before and/or during the 
treatment process. In any of these embodiments, the inter 
mediate portion 506 may be pressuriZed With the cryopro 
tectant or may be at a generally atmospheric pressure during 
treatment. 

[0030] The front side portion 508 may be a ?lm con 
structed from a polymeric material, a plastic material, or 
other material that is at least partially ?exible. The front side 
portion 508 may include one or more apertures 516 in ?uid 
communication With the intermediate portion 506. During 
treatment, the aperture or apertures 516 may alloW the 
cryoprotectant contained in the intermediate portion 506 to 
escape to the treatment region 501 of the subject 101 through 
capillary actions or other mechanisms. For example, the 
intermediate portion 506 may continually supply the cryo 
protectant to the treatment region 501 during treatment. In 
certain embodiments, the intermediate portion 506 is pre 
loaded With excess cryoprotectant. As a portion of the 
cryoprotectant escapes from the apertures 516, additional 
cryoprotectant may be supplied from the intermediate por 
tion 506 to the skin of the subject during treatment. In other 
embodiments, the intermediate portion 506 may be con 
stantly replenished to provide a continuous supply of the 
cryoprotectant. The cryoprotectant can be absorbed by the 
skin in the treatment region 501. The degree of cryopro 
tectant absorption by the skin depends on a number of 
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factors, the most important of Which are cryoprotectant 
concentration, duration of contact, solubility, and the physi 
cal condition of the skin. 
[0031] The coupling device 502 optionally may include at 
least one sensor 514 proximate to the front side portion 508 
to measure at least one parameter of the treatment process. 
The sensor 514 may be a temperature sensor, a pressure 
sensor, a transmissivity sensor, a bio-resistance sensor, an 
ultrasound sensor, an optical sensor, an infrared sensor, a 
heat ?ux sensor, any other desired sensors, or any combi 
nation thereof. An operator may adjust the treatment process 
based on the measured parameter. 

[0032] In the illustrated embodiment, the treatment device 
104 optionally may include a supply device 520 connected 
to a port 515 of the coupling device 502 by a conduit 522 for 
supplying and/or replenishing the cryoprotectant in the 
intermediate portion 506. In the illustrated embodiment, the 
supply device 520 is a syringe holding a volume of the 
cryoprotectant. In other embodiments, the supply device 520 
may include a pump coupled to a cryoprotectant storage (not 
shoWn), or other suitable supply con?gurations. 
[0033] Optionally, a pressure sensor 524 (shoWn schemati 
cally) may be used for monitoring a cryoprotectant pressure 
in the intermediate portion 506. The pressure sensor 524 
may be operatively coupled to the conduit 522, the inter 
mediate portion 506, or the supply device 520. During 
treatment, the pressure sensor 524 may provide an electric, 
visual, or other signal indicating the cryoprotectant pressure 
in the intermediate portion 506. In one embodiment, an 
operator may manually adjust the output of the supply 
device 520 based on the indicated pressure. In another 
embodiment, the signal from the pressure sensor 524 may be 
used as a process variable to automatically control the output 
of the supply device 520. 
[0034] Several embodiments of the treatment system 100 
may continually protect the skin of the subject against 
freeZing damage. According to conventional techniques, a 
cryoprotectant may be topically applied to the skin before a 
treatment begins. The skin then absorbs the applied cryo 
protectant, Which dissipates over a period of time. After the 
cryoprotectant dissipates, in conventional techniques, the 
skin may be subject to freeZing damage. As a result, by 
continually replenishing the dissipated cryoprotectant from 
the intermediate portion 506, the treatment system 100 may 
at least reduce the risk of freeZing damage, or even prevent 
such freeZing damage, during treatment. 
[0035] Several embodiments of the treatment system 100 
may also reduce the risk of air pockets that can reduce the 
heat transfer e?iciency betWeen the treatment region 501 
and the treatment device 104. As the cryoprotectant escapes 
through the aperture or apertures 516 during treatment, the 
pressure in the intermediate portion 506 decreases, and air 
pockets may form. The air pockets may interfere With the 
heat transfer e?iciency betWeen the treatment region 501 
and the treatment device 104. As a result, maintaining the 
intermediate portion 506 at a constant pressure may at least 
reduce the risk of air pocket formation, and thus improve the 
e?iciency of such heat transfer. 
[0036] Even though the coupling device 502 is illustrated 
as having the attachment features 510, in certain embodi 
ments, the attachment features 510 may be omitted, and the 
coupling device 502 may be con?gured and/or incorporated 
into other structures. For example, FIG. 3 illustrates another 
embodiment, in Which the coupling device 502 is incorpo 
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rated into a sleeve 162 that attaches to the heat exchanging 
element 130. The coupling device 502 can de?ne a ?rst 
sleeve portion 164, and the sleeve 162 can also have a 
second sleeve portion 166. For example, the ?rst sleeve 
portion 164 may include the backside portion 504, the front 
side portion 508, and the intermediate portion 506 (FIG. 3). 
The second sleeve portion 166 may be an isolation layer 
extending from the ?rst sleeve portion 164. For example, the 
second sleeve portion 166 may be constructed from latex, 
rubber, nylon, polyimide, polyethylene, Kevlar®, or other 
substantially impermeable or semi-permeable material. The 
second sleeve portion 166 may prevent any contact betWeen 
the skin of the subject and the heat exchanging element 130. 
In one embodiment, the sleeve 162 may be reusable. In other 
embodiments, the sleeve 162 may be disposable. The sleeve 
162 may be provided sterile or non-sterile. In one embodi 
ment, the sleeve is fabricated from a ?ex circuit material 
such as polyimide or polyethylene, With etched traces to 
connect sensors to electronics resident in, e.g., the process 
ing unit 114. 
[0037] The second sleeve portion 166 may also include 
attachment features to af?x the sleeve 162 to the treatment 
device 104. In the illustrated embodiment, the second sleeve 
portion 166 includes four brackets 172 (identi?ed individu 
ally as 172a-d), each located at a comer of the second sleeve 
portion 166. Individual brackets 172 include an aperture 174 
(identi?ed individually as 174a-d) that corresponds to an 
attachment point 170 of the treatment device 104. During 
assembly, the apertures 174 of the brackets 172 may ?t over 
the attachment point 170 such that the second sleeve portion 
166 at least partially encloses the heat exchanging element 
130. 

[0038] In another embodiment, the second sleeve portion 
166 may include brackets that may engage each other. For 
example, the bracket 172a may include a pin that may 
engage the aperture 174d of the bracket 172d. During 
assembly, the second sleeve portion 166 may Wrap around 
the treatment device 104 and be held in place by engaging 
the brackets 172 With each other. In a further embodiment, 
the second sleeve portion 166 may include a ?exible mem 
ber (not shoWn, e.g., an elastic band) at an outer edge 176 of 
the second sleeve portion 166 that may hold the sleeve 162 
over the treatment device 104 during assembly. In a further 
embodiment, the second sleeve portion 166 may include a 
releasable attachment member (not shoWn, e.g., Velcro® or 
snaps) at the outer edge 176 of the second sleeve portion 166 
that may hold the sleeve 162 over the treatment device 104 
during assembly. In yet another embodiment, adhesive may 
hold the second sleeve portion 166 to the treatment device 
104. 

[0039] In addition to the expected advantages described 
above, one expected advantage of using the sleeve 162 is the 
improved sanitation of using the treatment device 104. The 
sleeve 162 may prevent cross-contamination betWeen the 
skin of the subject and the heat exchanging element 130 
because the sleeve 162 is substantially impermeable. Also, 
operating expense of the treatment device 104 may be 
reduced because the heat exchanging element 130 does not 
need to be sanitiZed after each use. 

[0040] The sleeve 162 may have many additional embodi 
ments With different and/ or additional features Without 
detracting from its operation. For example, the ?rst and 
second sleeve portions 164, 166 may be constructed from 
the same material (e.g., polyimide) or different materials. 
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The sleeve 162 may include an adhesive layer (not shoWn) 
that binds the sleeve 162 to the treatment device 104. 

D. Method of Pre-Cooling a Treatment Device 
Using a Cryoprotectant 

[0041] FIG. 4 is a How chart illustrating a method suitable 
to be performed in the treatment system 100 of FIG. 1 and 
in accordance With an embodiment of the invention. The 
method may include applying a cryoprotectant to a heat 
exchanging element contained in a treatment device (block 
10). In certain embodiments, the cryoprotectant may be 
applied to the skin of a subject or both the skin and the heat 
exchanging element. The temperature of the heat exchang 
ing element may be reduced to a desired temperature (block 
12). Once the temperature of the heat exchanging element is 
reduced to a desired temperature, for example, around or 
beloW the freeZing point of Water (0° C.), the heat exchang 
ing element may be placed adjacent to the skin of a subject 
(block 14). Placing the heat exchanging element adjacent to 
the skin of a subject reduces the temperature of a region such 
that lipid-rich cells in the region are selectively affected 
While non-lipid-rich cells in the epidermis and/or dermis are 
not generally affected (block 16). In certain embodiments, 
the temperature of the treatment device optionally may be 
further reduced to a treatment temperature once the heat 
exchanging element is placed adjacent to the skin of a 
subject (block 15). 
[0042] After a selected period of time, the treatment 
device may then be removed from the skin of the subject 
(block 18), and the process may then end (block 20). Once 
the treatment device is removed from the skin of the subject, 
the reduced temperature of the heat exchanging element 
optionally may be maintained at a desired temperature 
(block 22). In certain embodiments, the heat exchanging 
element optionally may be placed adjacent to another region 
of the skin of the subject to selectively a?fect lipid-rich cells 
in a different region of the skin of the subject (block 24). 
Once the heat exchanging element is placed adjacent to 
another region of the skin of the subject, the lipid-rich cells 
are affected (block 16). The treatment device may then be 
removed from the skin of the subject (block 18) and then the 
process may end (block 20). Optionally, the cryoprotectant 
may be reapplied to the heat exchanging element, the skin of 
the subject, or to an interface betWeen the treatment device 
and the skin of the subject (block 28) prior to placing the 
heat exchanging element on another region of the skin of the 
subject. 
[0043] In another embodiment, a cryoprotectant may be 
applied to the heat exchanging element, the skin of the 
subject, or an interface betWeen the treatment device and the 
skin of the subject to prevent the formation of ice (block 10) 
as the temperature of the heat exchanging element is reduced 
to a desired temperature. The heat exchanging element is 
placed adjacent to the skin of the subject in a desired region 
(block 14), and the lipid-rich cells are selectively affected 
(block 16). After a selected period of time, the heat exchang 
ing element may then be removed from the skin of the 
subject (block 18). Optionally, the cryoprotectant is reap 
plied to the heat exchanging element, the skin of the subject, 
and/or an interface betWeen the treatment device and the 
skin of the subject (block 28), and the temperature of the 
heat exchanging element is maintained at a desired tempera 
ture (block 22). The process of treating the selected region 
of the skin of the subject optionally may be repeated to 
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selectively affect the lipid-rich cells in a region of the subject 
While non-lipid-rich cells in the epidermis and/or dermis are 
not generally affected (block 26). 
[0044] FIG. 5 illustrates another method for pre-cooling 
the heat exchanging element by applying a cryoprotectant on 
the heat exchanging element prior to decreasing the tem 
perature of the heat exchanging element to prevent icing. In 
one embodiment, a cryoprotectant is placed on the heat 
exchanging element to prevent the heat exchanging element 
from icing (block 50). The heat exchanging element is then 
pre-cooled by decreasing the temperature to at or beloW 0° 
C. (block 52). The heat exchanging element is applied to the 
skin of the subject in a ?rst treatment region (block 54), to 
selectively affect lipid-rich cells in the treatment region 
(block 56). In certain embodiments, the temperature of the 
heat exchanging element may be further decreased (block 
68). The heat exchanging element is then removed from the 
treatment region (block 58) and the treatment may then end 
(block 64). In certain embodiments, the temperature of the 
heat exchanging element may be maintained at a target 
temperature (block 60), and the heat exchanging element 
may be applied to a second treatment region on the skin of 
the subject (block 62), to selectively affect the lipid-rich 
cells. Once the heat exchanging element is removed from the 
treatment region (block 58), the temperature of the heat 
exchanging element may be alloWed to return to an ambient 
temperature (block 66), or the temperature of the heat 
exchanging element may be maintained at or beloW 0° C. 
(block 60). In yet another embodiment, the temperature of 
the heat exchanging element may be maintained at a target 
temperature (block 70). The heat exchanging element may 
then be applied to a second treatment region on the skin of 
the subject (block 72), or may be reapplied to the ?rst 
treatment region on the skin of the subject to selectively 
affect the lipid-rich cells (block 54). 
[0045] By cooling the subcutaneous tissues to a tempera 
ture loWer than 37° C., subcutaneous lipid-rich cells may be 
selectively affected. In general, the epidermis and dermis of 
a subject have loWer amounts of unsaturated fatty acids 
compared to the underlying lipid-rich cells forming the 
subcutaneous tissues. Because non-lipid-rich cells usually 
Withstand colder temperatures better than lipid-rich cells, the 
subcutaneous lipid-rich cells may be selectively affected 
While maintaining the non-lipid-rich cells in the dermis and 
epidermis. For example, a range for the heat exchanging 
elements may be from about —20° C. to about 20° C., 
preferably from about —20° C. to about 10° C., more 
preferably from about —15° C. to about 5° C., more prefer 
ably from about —10° C. to about 0° C. 

[0046] The lipid-rich cells may be affected by affecting, 
shrinking, disabling, destroying, removing, killing, or oth 
erWise being altered. Without being bound by theory, selec 
tively affecting lipid-rich cells is believed to result from 
localized crystallization of highly saturated fatty acids at 
temperatures that do not induce crystallization in non-lipid 
rich cells. The crystals may rupture the bi-lipid membrane of 
lipid-rich cells to selectively necrose these cells. Thus, 
damage of non-lipid-rich cells, such as dermal cells, may be 
avoided at temperatures that induce crystal formation in 
lipid-rich cells. Cooling is also believed to induce lipolysis 
(e.g., fat metabolism) of lipid-rich cells to further enhance 
the reduction in subcutaneous lipid-rich cells. Lipolysis may 
be enhanced by local cold exposure, inducing stimulation of 
the sympathetic nervous system. 
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[0047] One expected advantage of several of the embodi 
ments described above is that the treatment device may 
selectively reduce subcutaneous lipid-rich cells Without 
unacceptably affecting the dermis, epidermis, and/or other 
tissues. Another expected advantage is that the treatment 
device may simultaneously selectively reduce subcutaneous 
lipid-rich cells While providing bene?cial effects to the 
dermis and/or epidermis. These effects may include: ?bro 
plasias, neocollagenesis, collagen contraction, collagen 
compaction, collagen density increase, collagen remodeling, 
and acanthosis (epidermal thickening). 
[0048] Another expected advantage of several of the 
embodiments described above is that the heat exchanging 
element may be pre-cooled in advance of treatment to more 
ef?ciently treat the skin of the subject. Further, the embodi 
ments alloW the treatment device to be maintained at a 
temperature at or beloW 0° C. or at a target temperature 
because the cryoprotectant may prevent icing on the heat 
exchanging element and/or on the skin of the subject. 

E. Method of Protecting the Skin of a Subject 
Using Cryoprotectant 

[0049] FIG. 6 is a How chart illustrating another method 
suitable to be performed in the treatment system 100 of FIG. 
1 and in accordance With an embodiment of the invention. 
The method 80 of FIG. 6 may be applied separately or in 
combination With the methods shoWn in FIG. 4 and/or FIG. 
5. For example, a cryoprotectant may be applied to both the 
skin of the subject for protecting the skin from freezing 
damage and the heat exchanging surface of the treatment 
device for pre-cooling the treatment device. 
[0050] In the illustrated embodiment, the method 80 may 
include applying a cryoprotectant to a treatment region of 
the skin of the subject (block 82). For example, applying the 
cryoprotectant may include spraying or smearing the cryo 
protectant onto the skin using an instrument including, e.g., 
a spatula, a spray bottle, and/or a coupling device as shoWn 
in FIG. 2. In another embodiment, the cryoprotectant may be 
injected into the skin of the subject using, e.g., a syringe. 
[0051] A heat exchanging element is subsequently placed 
adjacent to the skin of the subject (block 84). The heat 
exchanging element may cool the treatment region that is in 
contact With the cryoprotectant to selectively affect lipid 
rich cells in the region (block 86). During treatment, the 
cryoprotectant may be continually supplied to the skin of the 
subject (block 88). The continually supplied cryoprotectant 
may maintain a su?icient concentration of absorbed cryo 
protectant in the epidermis and/or dermis of the subject for 
reducing the risk of freezing damage. The cryoprotectant 
may be continually supplied using an absorbent (e.g., a 
cotton pad, a gauze, or other absorbents) pre-loaded With the 
cryoprotectant, or using a coupling device releasably 
attached to the treatment device. 
[0052] A decision is made to determine Whether the treat 
ment should be continued (block 90). The determination 
may be based on time, skin temperatures, and/or other 
parameters of the treatment process. If the treatment is 
continued, then the process returns to block 86; otherWise, 
the process ends. 
[0053] The applied cryoprotectant may at least reduce the 
risk of freezing damage in the epidermis and/ or dermis of the 
subject during treatment and may even prevent such freezing 
damage. Without being bound by theory, it is believed that 
loW temperatures may potentially cause damage in the 
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epidermis and/or dermis via at least intracellular and/or 
extracellular ice formation. Intracellular ice formation 
occurs When ice forms inside a cell. The ice may expand and 
rupture the cell as the ice groWs through the cellular Wall, 
thus causing cell death. When extracellular ice formation 
occurs, extracellular Water freeZes to form ice. As a result, 
the remaining extracellular ?uid becomes concentrated With 
solutes. The high concentration of the extracellular ?uid may 
cause intracellular ?uid to permeate through the semi 
permeable cellular Wall and eventually cause cell dehydra 
tion and death. The high concentration of the extracellular 
?uid may also interrupt electrical and/or ionic interactions 
among neighboring cells to cause irreversible protein dam 
age. 
[0054] Applying a cryoprotectant may at least reduce the 
risk of intracellular and/or extracellular ice formation, or 
even prevent such ice formation, by reducing the freeZing 
point of Water in the body ?uid affected by the cryopro 
tectant. It is believed that after the cryoprotectant is absorbed 
into the epidermis and/or dermis, the cryoprotectant dis 
solves in or otherWise combines With Water of the intracel 
lular and/or extracellular ?uid to delay the onset of ice 
formation by loWering the freeZing point of the solution in 
Which it resides. For example, the cryoprotectant may 
reduce the freeZing point of the body ?uid from, e.g., about 
—20 C. to about —50 C., —100 C., —160 C., or other tempera 
tures suitable for a particular treatment. In some embodi 
ments, the cryoprotectant may have a su?icient concentra 
tion in the body ?uid such that Water in the body ?uid does 
not freeZe but instead vitri?es under loW temperature con 
ditions. As a result, the onset of intracellular and/or extra 
cellular ice formation may be prevented in these embodi 
ments. 

[0055] One expected advantage of several of the embodi 
ments of the method 80 is that an operator may use loWer 
treatment temperatures for selectively a?‘ecting lipid-rich 
cells of the subject Without causing freeZing damage to the 
epidermis and/or dermis of the subject. The applied cryo 
protectant may loWer the freeZing point of the skin of the 
subject or body ?uid in the target region to at least reduce the 
risk of intracellular and/or extracellular ice formation at such 
loW treatment temperatures. 
[0056] Another expected advantage is that the epidermis 
and/or dermis of the subject may be continually protected 
against freeZing damage. It is believed that a topically 
administered cryoprotectant may protect the treatment 
region of the skin of the subject. After the cryoprotectant is 
applied to the skin of the subject, the cryoprotectant is 
believed to enter the epidermis, the dermis, and eventually 
the blood stream of the subject. The subject’s blood stream 
then may carry the cryoprotectant aWay from the treatment 
region. As a result, the cryoprotectant concentration in the 
treatment region drops, and the freeZing point of the sub 
ject’s a?‘ected body ?uid increases to heighten the risk of 
freeZing damage. Accordingly, continually supplying the 
cryoprotectant to the skin of the subject may at least reduce 
or even prevent such a risk. 

[0057] Another expected advantage of several of the 
embodiments is that cooling the skin of the subject may 
increase the residence time of the cryoprotectant and may 
reduce local and/or systemic side effects of the cryopro 
tectant. It is believed that the skin of the subject absorbs the 
cryoprotectant at a sloWer rate under loW temperature con 
ditions than under normal temperature (e.g., body tempera 
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ture) conditions. Thus, the reduced absorption rate may 
increase the amount of time it takes for the subject’s blood 
stream to remove the cryoprotectant, and thus prolong the 
e?icacy of the cryoprotectant. It is also believed that certain 
cryoprotectants at certain concentration levels may be toxic 
to the subject by causing, for example, denaturation of 
proteins (e.g., enZymes). Thus, reducing the absorption rate 
of the cryoprotectant may reduce the cryoprotectant con 
centration in deeper tissues, and thus may reduce the asso 
ciated local or systemic side effects. 

F. Cryoprotectants 

[0058] A cryoprotectant suitable to be used in the treat 
ment system 100 of FIG. 1 is a substance that may protect 
biological tissues of a subject from freeZing damage (e.g., 
damage due to ice formation). The cryoprotectant may 
contain a temperature depressant along With a thickening 
agent, a pH buffer, a humectant, a surfactant, and/or other 
additives. The cryoprotectant may be formulated as a liquid 
(e.g., an aqueous solution or a non-aqueous solution), a gel, 
a hydrogel, or a paste. The cryoprotectant may be hygro 
scopic, thermally conductive, and is ideally biocompatible. 
In certain embodiments, the cryoprotectant may be formu 
lated to be ultrasonically acoustic to alloW ultrasound to pass 
through the cryoprotectant, such as a Water-based gel 
described in Us. Pat. No. 4,002,221 issued to Buchalter and 
Us. Pat. No. 4,459,854 issued to Richardson et al., the 
entire disclosures of Which are incorporated herein by ref 
erence. 

[0059] The temperature depressant may include polypro 
pylene glycol (PPG), polyethylene glycol (PEG), propylene 
glycol, ethylene glycol, dimethyl sulfoxide (DMSO), or 
other glycols. The temperature depressant may also include 
ethanol, propanol, iso-propanol, butanol, and/or other suit 
able alcohol compounds. The temperature depressant may 
loWer the freeZing point of a solution (e.g., body ?uid) to 
about 0° C. to —400 C., and more preferably to about —100 
C. to —160 C. Certain temperature depressants (e.g., PPG, 
PEG, etc.) may also be used to improve smoothness of the 
cryoprotectant and to provide lubrication. 
[0060] The thickening agent may include carboxyl poly 
ethylene polymer, hydroxyethyl xylose polymer, and/or 
other viscosity modi?ers to provide a viscosity in the range 
of about 1 cP to about 10,000 cP, more preferably in the 
range of about 4,000 cP to about 8,000 cP, and most 
preferably from about 5,000 cP to about 7,000 cP. The 
cryoprotectant With a viscosity in this range may readily 
adhere to the treatment device, the skin of the subject, and/or 
the interface betWeen the treatment device and the skin of 
the subject during treatment. 
[0061] The pH buffer may include cholamine chloride, 
cetamidoglycine, tricine, glycinamide, bicine, and/or other 
suitable pH buffers. The pH buffer may help the cryopro 
tectant to have a consistent pH of about 3.5 to about 11.5, 
more preferably about 5 to about 9.5, and most preferably 
about 6 to about 7.5. In certain embodiments, the pH of the 
cryoprotectant may be close to the pH of the skin of the 
subject. 
[0062] The humectant may include glycerin, alkylene gly 
col, polyalkylene glycol, propylene glycol, glyceryl triac 
etate, polyols (e.g., sorbitol and/or maltitol), polymeric 
polyols (e.g., polydextrose), quillaia, lactic acid, and/ or urea. 
The humectant may promote the retention of Water to 
prevent the cryoprotectant from drying out. 
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[0063] The surfactant may include sodium dodecyl sul 
fate, ammonium lauryl sulfate, sodium lauryl sulfate, alkyl 
benzene sulfonate, sodium lauryl ether sulfate, and other 
suitable surfactants. The surfactant may promote easy 
spreading of the cryoprotectant When an operator applies the 
cryoprotectant to the treatment device, the skin of the 
subject, and/or the interface betWeen the treatment device 
and the skin of the subject during treatment. 
[0064] The cryoprotectant may also include other addi 
tives in addition to or in lieu of the ingredients described 
above. For example, the cryoprotectant may also include a 
coloring agent, perfume, emulsi?er, an anesthetic agent, 
and/ or other ingredient. 
[0065] In a particular embodiment, the cryoprotectant may 
include about 30% polypropylene glycol, about 30% glyc 
erin, and about 40% ethanol. In another embodiment, the 
cryoprotectant may include about 40% propylene glycol, 
about 0.8% hydroxyethylcellulose, and about 59.2% Water. 
In a further embodiment, the cryoprotectant may include 
about 50% polypropylene glycol, about 40% glycerin, and 
about 10% ethanol. 

G. Treatment Devices With Rotatable Heat 
Exchanging Elements 

[0066] FIG. 7 is an isometric vieW of a treatment device 
104 in accordance With one embodiment of the invention 
suitable for use in the treatment system 100. In this embodi 
ment, the treatment device 104 includes a support 128 
having a ?rst portion 129a and a second portion 129b, a ?rst 
heat exchanging element 130a located at the ?rst portion 
129a, and a second heat exchanging element 130!) located at 
the second portion 12919. The treatment device 104 is 
generally con?gured to be a handheld unit for manual 
operation, and/ or it may be strapped or otherWise con?gured 
to be releasably attached to the subject. The ?rst heat 
exchanging element 130a and/ or the second heat exchanging 
element 130!) may be con?gured to move along the support 
128 and/or rotate to position the heat exchanging elements 
130a-b for applying pressure to the treatment region during 
operation. 
[0067] The ?rst and second heat exchanging elements 
130a-b may have many similar features. As such, the 
features of the ?rst heat exchanging element 13011 are 
described beloW With reference symbols folloWed by an “a”, 
and corresponding features of the second heat exchanging 
element 130!) are shoWn and noted by the same reference 
symbol folloWed by a “b.” The ?rst heat exchanging element 
130a may include a housing 139a and ?uid ports 13811-19 
coupled to the ?uid lines 108a-b. The housing 139a may be 
constructed from polymeric materials, metals, ceramics, 
Woods, and/or other suitable materials. The housing 139a 
shoWn in FIG. 7 is generally rectangular, but it may have any 
other desired shape. 
[0068] The ?rst heat exchanging element 130a may fur 
ther include a ?rst interface member 13211 having a ?rst heat 
exchanging surface 13111 for transferring heat to/from the 
subject 101. A cryoprotectant (not shoWn) may be applied to 
the heat exchanging surface 13111 to prevent ice from 
forming thereon When the temperature is reduced to a 
temperature around or beloW the freeZing point of Water (0° 
C.). In one embodiment, the ?rst heat exchanging surface 
13111 is generally planar, but in other embodiments, the ?rst 
heat exchanging surface 13111 is non-planar (e.g., curved, 
faceted, etc.) The ?rst interface member 13211 may be 
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constructed from any suitable material With a thermal con 
ductivity greater than 0.05 Watts/Meter ° Kelvin, and in 
many embodiments, the thermal conductivity is more than 
0.1 Watts/Meter ° Kelvin. Examples of suitable materials 
include aluminum, other metals, metal alloys, graphite, 
ceramics, some polymeric materials, composites, or ?uids 
contained in a ?exible membrane. Portions of the ?rst heat 
exchanging surface 131a may be an insulating material With 
a thermal conductivity less than 0.05 Watts/Meter ° Kelvin. 

[0069] The ?rst heat exchanging element 130a may also 
include at least one sensing element 135a proximate to the 
?rst heat exchanging surface 13111. The sensing element 
13511, for example, may be generally ?ush With the heat 
exchanging surface 131a. Alternatively, it may be recessed 
or protrude from the surface. The sensing element 135a may 
include a temperature sensor, a pressure sensor, a transmis 
sivity sensor, a bio-resistance sensor, an ultrasound sensor, 
an optical sensor, an infrared sensor, a sensor for measuring 
blood ?oW, or any other desired sensor. In one embodiment, 
the sensing element 135a may be a temperature sensor 
con?gured to measure the temperature of the ?rst heat 
exchanging surface 131a and/or the temperature of the skin 
of the subject. For example, the temperature sensor may be 
con?gured as a probe or as a needle that penetrates the skin 
during measurement. Examples of suitable temperature sen 
sors include thermocouples, resistance temperature devices, 
thermistors (e.g., neutron-transmutation-doped germanium 
thermistors), and infrared radiation temperature sensors. In 
another embodiment, the sensing element 135a may be an 
ultrasound sensor con?gured to measure the thickness of a 
fat layer in the subject or crystallization of subcutaneous fat 
in the treatment region of a subject. In yet another embodi 
ment, the sensing element 135a may be an optical or infrared 
sensor con?gured to monitor an image of the treatment 
region to detect, for example, epidermal physiological reac 
tions to the treatment. In yet another embodiment, the 
sensing element 135a may be a device to measure blood 
?oW. The sensing element 135a may be in electrical com 
munication With the processing unit 114 via, for example, a 
direct Wired connection, a netWorked connection, and/or a 
Wireless connection. 

[0070] The treatment device 104 may further include a 
mounting element 13611 that couples the ?rst heat exchang 
ing element 13011 to the ?rst portion 12911 of the support 128. 
The mounting element 13611, for example, may be a pin, a 
ball joint, a bearing, or other types of rotatable joints. 
Suitable bearings include, but are not limited to, ball bear 
ings, roller bearings, thrust bearings, and journal bearings. 
The mounting element 136a may accordingly be con?gured 
to rotatably couple the ?rst heat exchanging element 13011 to 
the support 128. In certain embodiments, the ?rst heat 
exchanging element 130a may rotate relative to the support 
128 in tWo dimensions (indicated by arroW A) such that the 
angle betWeen the ?rst and second heat exchanging surfaces 
131a-b may be adjusted. In another embodiment, the ?rst 
heat exchanging element 130a may rotate in three dimen 
sions relative to the support 128 (as indicated by arroWs A 
and B). 
[0071] A speci?c embodiment of the mounting element 
136a includes a ?rst mounting base 134a and a ?ange 137a 
coupled to the base 13411 by a rotatable or pivotable joint. By 
rotatably mounting at least one of the ?rst and second heat 
exchanging elements 130a-b to the support 128, the angle 
betWeen the ?rst and second heat exchanging surfaces 
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131a-b may be adjusted. For example, the ?rst and second 
heat exchanging elements 130a-b may be generally parallel 
to each other, i.e., have an angle of generally 0° betWeen the 
?rst and second heat exchanging surfaces 131a-b. The ?rst 
and second heat exchanging elements 130a-b may also be 
generally co-planar, i.e., have an angle of generally 180° 
betWeen the ?rst and second heat exchanging surfaces 
131a-b. With the rotatable mounting elements 136a-b, any 
angle of about 0° to about 180° betWeen the ?rst and second 
heat exchanging surfaces 131a-b may be achieved. 

[0072] The treatment device 104 may further include a 
shaft 133, and the ?rst mounting base 134a may be attached 
to the shaft 133. As explained in more detail beloW, at least 
one of the heat exchanging elements 130a-b moves along 
the shaft 133 and/or the shaft 133 moves relative to the 
support 128 to adjust the distance betWeen the ?rst and 
second heat exchanging elements 130a-b (shoWn by arroW 
C). The shaft 133, more speci?cally, extends betWeen the 
?rst and second heat exchanging elements 130a-b to enable 
movement of at least one of the heat exchanging elements 
130a-b relative to the support 128. In certain embodiments, 
the ?rst mounting base 134a may be ?xedly attached to the 
shaft 133, and a second mounting base 134!) of the second 
heat exchanging element 130!) is con?gured such that the 
second mounting base 134!) may slide along the shaft 133. 
In other embodiments, both the ?rst mounting base 134a and 
the second mounting base 134!) may be con?gured to slide 
along the shaft 133. The shaft 133 is generally constructed 
from polymeric materials, metals, ceramics, Woods, or other 
suitable materials. 

[0073] The treatment device 104 further includes a handle 
140 slidably coupled to the shaft 133 or formed as a part of 
the shaft 133. The handle 140 is con?gured to be held by a 
hand of an operator. For example, the handle 140 may have 
a grip With grooves to improve stability of the treatment 
device 104 When held by the operator. The handle 140 
further includes an actuator 142 that operates With the shaft 
133 to move the second heat exchanging element 130!) 
relative to the shaft 133. The actuator 142 may be a lever that 
engages the shaft 133 to incrementally advance the second 
heat exchanging element 130!) in an axial motion (arroW C) 
along the shaft 133. 
[0074] In operation, an operator may hold the treatment 
device 104 in one hand by grasping the handle 140. Then, 
the heat exchanging elements 130a-b may be rotated via the 
mounting elements 136a-b to achieve a desired orientation. 
The operator may place the treatment device 104 having the 
heat exchanging elements 130a-b in the desired orientation 
proximate to the skin of the subject to remove heat from a 
subcutaneous region of the subject 101. In one embodiment, 
the operator may clamp a portion of the skin of the subject 
betWeen the heat exchanging surfaces 131a-b When the 
surfaces 131a-b are generally parallel to each other. In 
another embodiment, the operator may press the heat 
exchanging surfaces 131a-b against the skin of the subject 
When the surfaces 131a-b are generally co-planar. In certain 
embodiments, the operator may use thermoelectric coolers 
to remove heat from the subcutaneous region as described 
beloW With reference to FIG. 8. The operator may also 
monitor and control the treatment process by collecting 
measurements, such as skin temperatures, from the sensing 
element 13511. By cooling the subcutaneous tissues to a 
temperature loWer than 37° C., subcutaneous lipid-rich cells 
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may be selectively affected. The affected cells are then 
reabsorbed into the subject through natural processes. 
[0075] One expected advantage of using the treatment 
device 104 is that the treatment device may be applied to 
various regions of the subject’s body because the tWo heat 
exchanging elements 130a-b may be adjusted to conform to 
any body contour. Another expected advantage is that by 
pressing the treatment device 104 against the skin of the 
subject, blood ?oW through the treatment region may be 
reduced to achieve ef?cient cooling. Yet another expected 
advantage is that by applying the cryoprotectant to prevent 
icing and to alloW pre-cooling of the heat exchanging 
elements, the treatment duration may be shortened. Yet 
another expected advantage is that maintaining the tempera 
ture of the heat exchanging elements may reduce the poWer 
consumption of the device. Still another expected advantage 
is that the poWer requirement is reduced for each of the heat 
exchanging elements 130a-b because heat is removed from 
the skin through the tWo heat exchanging surfaces 131a-b 
instead of a single heat exchanging element. 
[0076] The ?rst and second heat exchanging elements 
130a-b may have many additional embodiments With dif 
ferent and/or additional features Without detracting from the 
operation of both elements. For example, the second heat 
exchanging element 130!) may or may not have a sensing 
element proximate to the second heat exchanging surface 
13119. The second heat exchanging element 130!) may be 
constructed from a material that is different from that of the 
?rst heat exchanging element 13011. The second mounting 
base 134!) may have a shape and/or a surface con?guration 
different from that of the ?rst mounting base 13411. The ?rst 
heat exchanging element 130a may be rotatable, but the 
second heat exchanging element 130!) may be non-rotatable. 
[0077] The ?rst and second heat exchanging elements 
130a-b may further include a thermoelectric cooler (not 
shoWn), such as a Peltier-type element, proximate to the 
interface members 132a-b. The thermoelectric cooler may 
be a single Peltier-type element or an array of Peltier-type 
elements. One suitable thermoelectric cooler is a Peltier 
type heat exchanging element (model # CP-2895) produced 
by TE Technologies, Inc. in Traverse City, Mich. 

H. Treatment Device having a Plurality of Cooling 
Elements 

[0078] FIGS. 8A-B are isometric vieWs of a treatment 
device 104 in accordance With embodiments of the invention 
suitable for use in the treatment system 100. In this embodi 
ment, the treatment device 104 includes a control system 
housing 202 and cooling element housings 204a-g. The 
cooling element housings 204a-g are connected to the heat 
exchanging elements (not shoWn) by attachment means 206. 
The attachment means may be any mechanical attachment 
device such as a screW or pin as is knoWn in the art. The 
plurality of cooling element housings 204a-g may have 
many similar features. As such, the features of the ?rst 
cooling element housing 20411 are described beloW With 
reference symbols folloWed by an “a,” corresponding fea 
tures of the second cooling element housing 204!) are shoWn 
and noted by the same reference symbol folloWed by a “b,” 
and so forth. The cooling element housing 204a may be 
constructed from polymeric materials, metals, ceramics, 
Woods, and/or other suitable materials. The cooling element 
housing 204a shoWn in FIGS. 8A-B is generally rectangular, 
but it may have any other desired shape. 










