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SYSTEM AND METHOD FOR RELAYING 
DATA 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates generally to systems 
and methods for data communications, and more particu 
larly, to systems and methods for relaying data in a multihop 
relay netWork architecture. 
[0002] The demand for quality of service (“QoS”) in 
Wireless networking systems has been addressed by the 
IEEE (Institute of Electrical and Electronics Engineers) 
802.16 standard. The IEEE 802.16 standard adopts a poll 
ing-based media access control (“MAC”), Which is more 
deterministic than the contention-based MAC used by the 
802.11 standard. The 802.16’s MAC layer enables classi? 
cation of QoS and non-QoS dependant application ?oWs and 
maps them to connections With distinct scheduling services, 
enabling both guaranteed handling and traf?c enforcement. 
In the point-to-multipoint (“PMP”) architecture speci?ed in 
the IEEE 802.16 standard, data are directly transmitted 
betWeen a base station (BS) and a mobile station (MS). 
HoWever, to improve throughput and amplify the service 
range of a BS, the Mobile Multihop Relay (“MMR”) Task 
Group has revised the IEEE 802.16 standard such that an 
MS is able to communicate in both uplink and doWnlink 
connections With a BS through a relay station (“RS”). 
Imagine that a BS sends data to or receives data from plural 
MS’s through plural RS’s, Which is sure to happen in the 
MMR network architecture. An issue may arise regarding 
hoW to transmit data in a simple and efficient manner. 
Another issue may arise as to hoW a BS maps data With one 
MS of a plurality of MS’s. 
[0003] FIG. 1 is a schematic diagram a system 10 using a 
conventional tunneling approach in an MMR netWork. 
Referring to FIG. 1, the system 10 includes a base station 
labeled BS, a ?rst relay station labeled RS1, a second relay 
station labeled RS2 and a mobile station labeled MS. The BS 
assigns connection identi?ers (“CID”s) CID1, CID3 and 
CID5 to the RS1, RS2 and MS, respectively, and allocates 
time intervals t1, t2 and t3 for the connections CID1, CID3 
and CID5, respectively. In a doWnlink transmission, a pay 
load is to be transmitted from the BS to the MS through the 
RS 1 and RS2. In operation, during the time interval tl 
corresponding to CID1, the BS sends a ?rst protocol data 
unit (“PDU”) including the payload pre?xed With CID1, 
CID3 and CID5 as headers for control the transfer of the 
payload. MeanWhile, RS 1 receives the ?rst PDU sent from 
the BS. RSl then prepares a second PDU by removing the 
header CID1 from the ?rst PDU. During the time interval t2 
corresponding to CID3, RS 1 sends the second PDU includ 
ing the payload pre?xed With CID3 and CID5 as headers to 
RS2. Similarly, RS2 then prepares a third PDU by removing 
the header CID3 from the second PDU sent from RS1. 
During the time t3 corresponding to CID5, RS2 sends the 
third PDU including the payload pre?xed With CID5 as 
header to the MS. The above-described tunneling approach 
may be simple in operation but requires more headers as the 
transmission path is longer, Which adversely affects the 
throughput. Moreover, adding the headers at the BS before 
transmission and removing the headers at the relay stations 
during transmission may further deteriorate the throughput. 
Consequently, the tunneling approach may not be a desired 
method for data relay in the MMR netWork architecture. It 
is desirable to have a system and a method that is able to 
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transmit data in a simple and efficient manner, and ensure 
correct transmission betWeen a BS and an MS through at 
least one RS. 

BRIEF SUMMARY OF THE INVENTION 

[0004] Examples of the invention may provide a system 
and a method for relaying data in a mobile multihop relay 
(“MMR”) netWork architecture. 
[0005] Examples of the invention may provide a data 
communication system that comprises a mobile station 
capable of receiving data communications directed to the 
mobile station, at least one relay station capable of relaying 
data betWeen a base station and the mobile station, and the 
base station capable of assigning a connection identi?er to 
the mobile station and each of the at least one relay station 
and sending a protocol data unit through the at least one 
relay station to the mobile station, the protocol data unit 
being capable of identifying the connection identi?er 
assigned to the mobile station Without identifying the con 
nection identi?er assigned to the at least one relay station. 
[0006] Examples of the invention may also provide a data 
communication system that comprises a mobile station 
capable of receiving data communications directed to the 
mobile station, at least one relay station capable of relaying 
data betWeen a base station and the mobile station, and the 
base station capable of assigning at least one connection 
identi?er to the mobile station and allocating a time interval 
to the mobile station and each of the at least one relay 
station, Wherein the mobile station sends at least one pro 
tocol data unit toWards the base station during the time 
interval allocated to the mobile station, each of the at least 
one protocol data unit being capable of identifying one of the 
at least one connection identi?er assigned to the mobile 
station Without identifying a connection identi?er assigned 
to the at least one relay station. 
[0007] Some examples of the invention may also provide 
a system for relaying data in a multihop relay netWork that 
comprises at least one relay station capable of relaying a 
protocol data unit (PDU) in a doWnlink transmission 
toWards a mobile station, the PDU including a header 
composed of a connection identi?er (CID) assigned to the 
mobile station, and relaying at least one PDU in an uplink 
transmission toWards a base station, each of the at least one 
PDU including a header composed of one of at least one CID 
assigned to the mobile station. 
[0008] Examples of the invention may also provide a data 
communication method that comprises establishing a com 
munication channel, assigning a connection identi?er to a 
mobile station capable of receiving data communications 
directed to the mobile station through the communication 
channel, and providing a protocol data unit capable of 
identifying only the connection identi?er assigned to the 
mobile station, and sending the protocol data unit through at 
least one relay station to the mobile station. 
[0009] Examples of the invention may also provide a 
method for relaying data in a multihop relay netWork that 
comprises assigning at least one connection identi?er to a 
mobile station capable of receiving data communications 
directed to the mobile station, allocating a time interval to 
the mobile station and each of at least one relay station, 
preparing at least one protocol data unit each capable of 
identifying one of the at least one connection identi?er 
assigned to the mobile station Without identifying a connec 
tion identi?er assigned to the at least one relay station, and 
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sending the at least one protocol data unit towards the base 
station during the time interval allocated to the mobile 
station. 

[0010] Examples of the invention may also provide a 
method for relaying data in a multihop relay netWork that 
comprises providing at least one relay station, relaying a 
protocol data unit in a doWnlink transmission toWards a 
mobile station, the protocol data unit including a header 
composed of a connection identi?er assigned to the mobile 
station, and relaying at least one protocol data unit in an 
uplink transmission toWards a base station, each of the at 
least one protocol data unit including a header composed of 
one of at least one connection identi?er assigned to the 
mobile station. 

[0011] It is to be understood that both the foregoing 
general description and the folloWing detailed description 
are exemplary and explanatory only and are not restrictive of 
the invention, as claimed. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

[0012] The foregoing summary, as Well as the folloWing 
detailed description of the invention, Will be better under 
stood When read in conjunction With the appended draWings. 
For the purpose of illustrating the invention, there are shoWn 
in the draWings examples consistent With the invention. It 
should be understood, hoWever, that the invention is not 
limited to the precise arrangements and instrumentalities 
shoWn. 

[0013] In the draWings: 
[0014] FIG. 1 is a schematic diagram of a system using a 
conventional tunneling approach in a mobile multihop relay 
(“MMR”) network; 
[0015] FIG. 2A is a schematic diagram of a system capable 
of relaying data in an MMR netWork consistent With an 
example of the present invention; 
[0016] FIG. 2B is a chart illustrating a method for doWn 
link transmission in the system of FIG. 2A; 
[0017] FIG. 3A is a schematic diagram of a system capable 
of relaying data in an MMR netWork consistent With another 
example of the present invention; 
[0018] FIG. 3B is a chart illustrating a method for uplink 
transmission in the system of FIG. 3A; 
[0019] FIG. 4A is a frame format of a relay-request 
(RLY-REQ) message consistent With an example of the 
present invention; 
[0020] FIG. 4B is a frame format of a relay-response 
(RLY-RSP) message consistent With an example of the 
present invention; 
[0021] FIG. 4C is a mapping table for doWnlink transmis 
sion consistent With an example of the present invention; 
[0022] FIG. 4D is a mapping table for uplink transmission 
consistent With an example of the present invention; 
[0023] FIG. 5A is a schematic diagram of a system capable 
of relaying data in an MMR netWork consistent With still 
another example of the present invention; 
[0024] FIG. 5B is a chart illustrating a method for doWn 
link transmission in the system of FIG. 5A; 
[0025] FIG. 6A is a schematic diagram of a system capable 
of relaying data in an MMR netWork consistent With yet 
another example of the present invention; and 
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[0026] FIG. 6B is a chart illustrating a method for uplink 
transmission in the system of FIG. 6A. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0027] Reference Will noW be made in detail to the present 
embodiments of the invention, examples of Which are illus 
trated in the accompanying draWings. Wherever possible, 
the same reference numbers Will be used throughout the 
draWings to refer to the same or like portions. 
[0028] FIG. 2A is a schematic diagram of a system 20 
capable of relaying data in an MMR netWork consistent With 
an example of the present invention. Referring to FIG. 2A, 
the system 20 includes a base station labeled BS, a relay 
station labeled RS and a mobile station labeled MS. The BS 
includes but is not limited to a central hub or concentrator, 
Which is connected to a Wide area netWork (“WAN”) access 
point. The BS manages transmission scheduling and assigns 
connection identi?ers (“CIDs”) to at least one such RS and 
MS in the system 20. An RS or MS assigned With a speci?c 
CID Will receive a message broadcast from the BS at a 
speci?c time corresponding to the speci?c CID. A CID 
represents, for example, a ?le transfer protocol (“FTP”) 
connection for exchanging ?les over a communication net 
Work. The RS includes but is not limited to a repeater or any 
other devices capable of relaying data communications. The 
MS refers to a subscriber station, Which may be connected 
to a remote Ethernet netWork and establishes a bi-directional 
data link With a reachable authorized base station. Examples 
of the MS include a cell phone, a personal digital assistant 
(“PDA”) and a notebook. 
[0029] FIG. 2B is a chart illustrating a method for doWn 
link transmission in the system 20 of FIG. 2A. Prior to 
transmitting a payload from the BS doWn to the MS, a 
resource announcing process is initiated by the BS to inform 
the RS of the resource such as the bandWidth managed by 
the BS. Referring to FIG. 2B, the BS sends a dynamic 
service addition request (DSA-REQ) message to the RS, 
Which replies With a dynamic service addition response 
(DSA-RSP) message. The BS then sends a dynamic service 
addition acknoWledge (DSA-ACK) message to the RS to 
complete the resource announcing process. These messages, 
i.e., DSA-REQ, DSA-RSP and DSA-ACK, are speci?ed in 
the IEEE 802.16 standard and need not be farther discussed. 
[0030] The BS also establishes connections for the RS and 
MS, schedules the connections and assigns CIDs to the RS 
and MS. In the doWnlink mode, each of the CIDs, as an 
example, may correspond to a time interval in the time 
division multiple access (“TDMA”) system 20. In the 
present example, a CID1 corresponding to a time interval T 1 
is assigned to the RS, and a CID5 corresponding to a time 
interval T2 is assigned to the MS. A doWnlink map managed 
by the BS for the connection scheduling keeps records of the 
CIDs and the corresponding time intervals. 
[0031] A negotiation process is then performed betWeen 
the BS and RS. The BS sends a relay request (RLY-REQ) 
message to the RS, Which replies With a relay response 
(RLY-RSP) message to complete the negotiation process. 
The messages RLY-REQ and RLY-RSP for doWnlink trans 
mission are not de?ned in the IEEE 802.16 standard and Will 
be discussed later. After the negotiation process, the RS 
recogniZes that the connection interval corresponding to 
CID1 is used to transmit the payload With a header CID5. 
That is, the RS recogniZes that at the beginning of the time 
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interval T1, a protocol data unit (“PDU”) including the 
payload pre?xed With CID5 as header Will be sent from the 
BS. Skilled persons in the art Will understand that a ?le to 
be sent to the MS may be divided into plural PDUs, Which 
in turn may be sent in different time frames under the same 
CID. Unlike the tunneling approach illustrated With respect 
to FIG. 1 Wherein a PDU may include plural headers, the 
PDU in the present example identi?es only the destination 
CID Without identifying the CID or CIDs of one or more 
RSs. For example, the PDU may include only the destination 
CID as header, i.e., CID5 that is assigned to the MS. 
[0032] Next, the BS broadcast a doWnlink map (DL-MAP) 
message in the system 20, Which indicates the assigned 
CID1 and CID5 and the time intervals T l and T2 correspond 
ing thereto, respectively. Also referring to FIG. 2A, the RS, 
assigned With the CID1, receives the PDU sent from the BS 
in response to the time interval T1, and sends the same PDU 
to the MS in response to the time interval T2. The MS, 
assigned With the CID5, receives the PDU sent from the RS 
in response to the time interval T2. 
[0033] FIG. 3A is a schematic diagram of a system 30 
capable of relaying data in an MMR netWork consistent With 
another example of the present invention. Referring to FIG. 
3A, the system 30 is similar to the system 20 illustrated in 
FIG. 2A except that system 30 operates in an uplink mode. 
In the uplink transmission from MS to BS, a time interval 
corresponds to one of a plurality of mobile stations in the 
system 30. That is, a mobile station may send at least one 
PDU to the BS during a time interval scheduled for the 
mobile station. In the present example, assuming that CIDs 
4 and 6 have been assigned to the MS, a ?rst PDU headed 
by CID 4 and a second PDU headed by CID 6 are sent from 
the MS to the RS during a ?rst time interval. The RS sends 
the ?rst and second PDUs to the BS during a second time 
interval. 
[0034] FIG. 3B is a chart illustrating a method for uplink 
transmission in the system 30 of FIG. 3A. Referring to FIG. 
3B, a negotiation process is performed betWeen the BS and 
RS. The BS sends a relay request (RLY-REQ) message to the 
RS, Which replies With a relay response (RLY-RSP) message 
to complete the negotiation process. The messages RLY 
REQ and RLY-RSP for uplink transmission are not de?ned 
in the IEEE 802.16 standard and Will be discussed later. 
After the negotiation process, the RS recogniZes that the 
connection interval corresponding to the MS is used to 
transmit a ?rst payload With a header CID4 and a second 
PDU With a header CID6. The RS recogniZes that at the 
beginning of a ?rst time interval T1, the ?rst PDU including 
the ?rst payload and the CID4 header and the second PDU 
including the second payload and the CID6 header Will be 
sent from the MS. 

[0035] Next, the BS broadcast an uplink map (UL-MAP) 
message in the system 30, Which indicates that the ?rst time 
interval T1 is allocated to the MS and the second time 
interval T2 is allocated to the RS. Also referring to FIG. 3A, 
the MS sends and the RS receives the ?rst and second PDUs 
in response to the time interval T1. The RS then sends and 
the BS receives the ?rst and second PDUs in response to the 
time interval T2. 
[0036] FIG. 4A is a frame format of a relay-request 
(RLY-REQ) message consistent With an example of the 
present invention. Referring to FIG. 4A, the RLY-REQ 
message for doWnlink/uplink transmission includes an 8-bit 
message type, a 4-bit action type, a 16-bit MSCID/MSID, an 
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8-bit length 1, and an (I-RCID, O-RCID) list/(I-RMSID, 
O-RMSID) list. The RLY-REQ message further includes an 
8-bit length 2 and an uplink MSCID list for the uplink 
transmission. The bit siZe of each of the entries of the 
RLY-REQ message may vary as applications vary. The 
message-type entry includes M1 and M2, Which correspond 
to the RLY-REQ message and the RLY-RSP message, 
respectively. The action-type entry is de?ned as folloWs. 

[0037] OHEX: DL-create, creating a mapping in a doWnlink 
transmission, 
[0038] Wherein OHEX refers to a hexadecimal Zero (0), and 
the mapping refers to a relaying path betWeen a mobile 
station and at least one relay station during data transmis 
sion; 
[0039] IHEX: DL-delete, deleting a mapping in a doWnlink 
transmission; 
[0040] 2 HEX: DL-update, updating a mapping in a doWn 
link transmission by replacing an old (I-MSCID, O-RCID) 
list With a neW one When, for example, a mobile station 
moves from one relay station to another; 

[0041] 3 HEX: UL-create, creating a mapping in an uplink 
transmission; 
[0042] 4 HEX: UL-delete, deleting a mapping in an uplink 
transmission; 
[0043] 5 HEX: UL-update, updating a mapping in an uplink 
transmission by replacing an old (I-RMSID, O-RMSID) list 
With a neW one When, for example, a mobile station moves 

from one relay station to another; and 

[0044] 6~15HEX: reserve, being reserved for future use. 
[0045] The MSCID entry for doWnlink transmission indi 
cates a CID assigned to a mobile station by a base station. 
The MSID entry for uplink transmission indicates an iden 
tity (ID) number of a mobile station, Which distinguishes the 
mobile station from any other mobile stations. The Length-1 
entry indicates the number of the (I-RCID, O-RCID) list in 
the doWnlink transmission or the (I-RMSID, O-RMSID) list 
in the uplink transmission. The (I-RCID, O-RCID) refers to 
a pair of CIDs assigned to a mobile station and a relay 
station, or a pair of CIDs assigned to a pair of relay stations 
that relay in a doWnlink transmission, Where I-RCID refers 
to the CID of an input relay station, Which receives data 
during a time interval, and O-RCID refers to the CID of an 
output relay station, Which sends the data during the time 
interval. The (I-RMSID, O-RMSID) refers to a pair of IDs 
of a pair of stations for an uplink transmission, Wherein the 
pair of stations includes a mobile station and a relay station 
and a pair of relay stations. The Length-2 entry indicates the 
number of an uplink MSCID list, Which lists the CIDs of a 
mobile station. The Length 2 and the uplink MSCID list are 
only available for an uplink transmission. 
[0046] As an example of the doWnlink transmission illus 
trated With respect to FIGS. 2A and 2B, the frame format of 
the doWnlink RLY-REQ message is given beloW. 

M1 0 CID5 1 (CID1, CIDS) 

[0047] As an example of the uplink transmission illus 
trated With respect to FIGS. 3A and 3B, the frame format of 
the uplink RLY-REQ message is given beloW, assuming that 
the IDs of the MS and RS are MS1 and RS1, respectively. 
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M1 3 MS1 1 (MS1, RS1) 2 CID4, CID6 

[0048] FIG. 4B is a frame format of a relay-response 
(RLY-RSP) message consistent With an example of the 
present invention. Referring to FIG. 4B, the RLY-RSP 
message for doWnlink/uplink transmission includes an 8-bit 
message type, a 4-bit action type and a 16-bit MSCID/ 
MSID. The de?nitions of the entries, i.e., message type, 
action type and MSCID/MSID, are the same as those 
previously discussed in relation to the RLY-REQ message. 
Generally, a relay station duplicates the contents of the 
message type, action type and MSCID/MSID included in the 
RLY-REQ message in preparing the RLY-RSP message. 
Since the action-type entry and the MSCID/MSID entry 
enables a base station to determine Which RLY-RSP message 
corresponds to Which RLY-REQ message, the base station is 
able to send one RLY-REQ message after another Without 
any responding RLY-RSP message. As an example of the 
doWnlink transmission illustrated With respect to FIGS. 2A 
and 2B, the frame format of the doWnlink RLY-RSP message 
is given beloW. 

M2 0 CID5 

[0049] As an example of the uplink transmission illus 
trated With respect to FIGS. 3A and 3B, the frame format of 
the uplink RLY-RSP message is given beloW. 

M2 3 MS1 

[0050] FIG. 4C is a mapping table for doWnlink transmis 
sion consistent With an example of the present invention. 
The table stores the mapping betWeen each of plural mobile 
stations and at least one of plural relay stations. Referring to 
FIG. 4C, in the doWnlink transmission a base station sends 
a ?rst PDU to a ?rst mobile station With a CID n1 through 
a ?rst relay station With a CID p1 and a second relay station 
With a CID p2. Similarly, the base station sends a second 
PDU to a second mobile station With a CID n2 through a 
third relay station With a CID ql and a fourth relay station 
With a CID q2. As an example of the doWnlink transmission 
illustrated With respect to FIGS. 2A and 2B, the mapping 
table in the RS is given beloW. 

CID5 CID1 CID5 

[0051] FIG. 4D is a mapping table for uplink transmission 
consistent With an example of the present invention. Refer 
ring to FIG. 4D, in the uplink transmission a mobile station 
having an ID 01 sends a ?rst PDU headed by a CID n1 to 
a base station in a time interval through a ?rst relay station 
having an ID p1 and a second relay station having an ID p2. 
The mobile station ID01 also sends a second PDU headed by 
a CID n2 to the base station in the time interval through the 
?rst relay station p1 and the second relay station p2. Fur 
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thermore, a second mobile station having an ID 02 sends a 
third PDU headed by a CID n3 to the base station through 
a third relay station having an ID ql and a fourth relay 
station having an ID q2. 
[0052] As an example of the uplink transmission illus 
trated With respect to FIGS. 3A and 3B, the mapping table 
is given beloW. 

CID4 M81 M81 RS1 
CID6 M81 M81 RS1 

[0053] FIG. 5A is a schematic diagram of a system 50 
capable of relaying data in an MMR netWork consistent With 
still another example of the present invention. Referring to 
FIG. 5A, the system 50 includes a base station labeled BS, 
a ?rst relay station labeled RS1, a second relay station 
labeled RS2 and a mobile station labeled MS. In the doWn 
link transmission, having assigned a CID5 to the MS, the BS 
sends a PDU headed by CID5 to the RS 1 during a ?rst time 
interval. The RS 1 receives the PDU in response to the ?rst 
time interval and sends the PDU to the RS2 during a second 
time interval. The RS2 receives the PDU in response to the 
second time interval and sends the PDU to the MS during a 
third time interval. 
[0054] FIG. 5B is a chart illustrating a method for doWn 
link transmission in the system 50 of FIG. 5A. Referring to 
FIG. 5B, a ?rst resource announcing process is performed 
betWeen the BS and the RS 1, and a second resource 
announcing process is performed betWeen the BS and the 
RS2. A negotiation process is then performed as folloWs. The 
BS sends a ?rst RLY-REQ message to the RS1, indicating 
that the time interval allocated to the RS 1 is able to be used 
to relay the PDU With the CID5 header. In response to the 
?rst RLY-REQ message, the RSl creates a ?rst mapping 
table, and prepares a second RLY-REQ message by reducing 
the number in the Length 1 by 1 and removing the ?rst pair 
in the (I-RCID, O-RCID) list in the ?rst RLY-REQ message. 
The second RLY-REQ message is then sent to the RS2. In 
response to the second RLY-REQ message, the RS2 creates 
a second mapping table, and prepares a RLY-RSP message. 
The RLY-RSP message is sent from the RS2 to the RS 1 and 
then from the RS 1 to the BS. It is assumed that CID1, CID3 
and CID5 have been assigned to the RS1, RS2 and MS, 
respectively. After the negotiation process, RSl and RS2 
recogniZe that they Will relay a PDU including the CID5 as 
header. The BS broadcasts a doWnlink map (DL-MAP) 
message, Which indicates the assigned CID1, CID3 and 
CID5 and the time intervals T1, T2 and T3 corresponding 
thereto, respectively. Also referring to FIG. 5A, the RS1, 
assigned With the CID1, receives the PDU sent from the BS 
in response to the time interval T1, and sends the same PDU 
to the RS2 in response to the time interval T2. The RS2, 
assigned With the CID3, sends the PDU to the MS in 
response to the time interval T3. 
[0055] The frame format of the RLY-REQ message for the 
doWnlink transmission is given beloW. 
[0056] (1) the format sent from the BS to the RS1: 

M1 0 CID5 2 (CID1, CID3); (CID3, CID5) 
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[0057] (2) the format sent from the RS 1 to the RS2: 

M1 0 CID5 1 (C1D3, C1D5) 

[0058] The frame format of the RLY-RSP message for the 
doWnlink transmission is given below. 
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and second PDUs in response to the time interval T1. The 
RS2 then sends and the RSl receives the ?rst and second 
PDUs in response to the time interval T2. Subsequently, the 
RS 1 sends the ?rst and second PDUs to the BS in response 
to the time interval T3. 
[0067] The frame format of the RLY-REQ message for the 
uplink transmission is given beloW, assuming that the RS 1, 
RS2 and MS have IDs RS01, RS02 and MS01, respectively. 

[0059] (l) the format sent from the RS2 to the RS1: [0068] (1) the fOI'mat Sent frOm the BS t0 the RS1: 

M2 0 @1135 M1 3 M801 2 (R802, R801); (MS01, R802) 2 CID4, CID6 

[0060] (2) the format sent from the RS 1 to the BS: [0069] (2) the format Seht from the RS1 t0 the RS2? 
[0061] [0070] 

M2 0 CD35 M1 3 M801 1 (MS01, R802) 2 CID4, CID6 

[0062] The mapping tables in the RSl and RS2 for the [00:71] The hahle ferhtat of the RLY'RSP message for the 
doWnlink transmission is given beloW. uphnk transm1ss1on 1S glven belOW' 
[0063] (1) RS1. [0072] (l) the format sent from the RS1 to the BS: 

CIDS CIDl CID3 M2 3 M501 

[0064] (2) RS _ [0073] (2) the format sent from the RS2 to the BS: 
2. 

CID5 CID3 CID5 M2 3 M801 

[0065] FIG‘ 6A is a Schematic diagram of a System 60 [0074] The mapping tables for the upl1nk transm1ss1on are 
capable of relaying data in an MMR netWork consistent With glven belOW' . . 
yet another example of the present invention. Referring to [0075] (1) the mappmg table In the RS2' 
FIG. 6A, the system 60 is similar to the system 50 illustrated 
in FIG. 5A except that system 60 operates in an uplink mode. 
In the uplink transmission from MS to BS, a time interval is CID4 M801 M801 RS02 
allocated to one of a plurality of mobile stations. A mobile CID6 M501 M801 RS02 
station is alloWed to send at least one PDU to the BS during 

the time interval allocated. In the present example, assuming [0076] (2) the mapping table in the RS1. 
that CIDs 4 and 6 have been assigned to the MS, a ?rst PDU 
headed by CID 4 and a second PDU headed by CID 6 are 
sent from the MS to the RS2 during a ?rst time interval. The 
RS2 sends the ?rst and second PDUs to the RSl during a CID4 M501 RS02 R801 
second time interval. The RSl sends the ?rst and second CID6 M501 RS02 R501 
PDUs to the BS during a third time interval. 
[0066] FIG. 6B is a chart illustrating a method for uplink [0077] It Will be appreciated by those skilled in the art that 
transmission in the system 60 of FIG. 6A. Referring to FIG. 
6B, a negotiation process similar to that illustrated by 
reference to FIG. 5B is performed in relation to the BS, RS 1 
and RS2. It is assumed that CID4 and CID6 have been 
assigned to the MS, and RS1, RS2 and MS have IDs RS01, 
RS02 and MS01, respectively. After the negotiation process, 
RS2 and RS1 recogniZe that they Will relay the ?rst PDU 
including a CID4 header and the second PDU including a 
CID6 header. The BS broadcasts an uplink map (UL-MAP) 
message, Which indicates that a ?rst time interval T1, a 
second time interval T2 and a third time interval T3 are 
allocated to the MS, RS2 and RS1, respectively. Also refer 
ring to FIG. 6A, the MS sends and the RS2 receives the ?rst 

changes could be made to one or more of the examples 
described above Without departing from the broad inventive 
concept thereof. It is understood, therefore, that this inven 
tion is not limited to the particular examples disclosed, but 
it is intended to cover modi?cations Within the scope of the 
present invention as de?ned by the appended claims. 
[0078] Further, in describing certain illustrative examples 
of the present invention, the speci?cation may have pre 
sented the method and/or process of the present invention as 
a particular sequence of steps. HoWever, to the extent that 
the method or process does not rely on the particular order 
of steps set forth herein, the method or process should not be 
limited to the particular sequence of steps described. As one 
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of ordinary skill in the art Would appreciate, other sequences 
of steps may be possible. Therefore, the particular order of 
the steps set forth in the speci?cation should not be con 
strued as limitations on the claims. In addition, the claims 
directed to the method and/or process of the present inven 
tion should not be limited to the performance of their steps 
in the order Written, and one skilled in the art can readily 
appreciate that the sequences may be varied and still remain 
Within the spirit and scope of the present invention. 

We claim: 
1. A data communication system comprising: 
a mobile station capable of receiving data communica 

tions directed to the mobile station; 
at least one relay station capable of relaying data betWeen 

a base station and the mobile station; and 
the base station capable of assigning a connection iden 

ti?er to the mobile station and each of the at least one 
relay station and sending a protocol data unit through 
the at least one relay station to the mobile station, the 
protocol data unit being capable of identifying the 
connection identi?er assigned to the mobile station 
Without identifying the connection identi?er assigned 
to the at least one relay station. 

2. The system of claim 1, Wherein the connection iden 
ti?er corresponds to a time interval allocated by the base 
station to the mobile station. 

3. The system of claim 1, Wherein the connection iden 
ti?er corresponds to a time interval allocated by the base 
station to one of the at least one relay station. 

4. The system of claim 1, Wherein the base station sends 
a message to each of the at least one relay station indicating 
that a time interval allocated to the each of the at least one 
station is used to relay the protocol data unit. 

5. The system of claim 1, Wherein the base station sends 
a message to each of the at least one relay station indicating 
that a time interval corresponding to a connection identi?er 
assigned to the each of the at least one station is used to relay 
the protocol data unit. 

6. A data communication system comprising: 
a mobile station capable of receiving data communica 

tions directed to the mobile station; 
at least one relay station capable of relaying data betWeen 

a base station and the mobile station; and 
the base station capable of assigning at least one connec 

tion identi?er to the mobile station and allocating a 
time interval to the mobile station and each of the at 
least one relay station, 

Wherein the mobile station sends at least one protocol data 
unit toWards the base station during the time interval 
allocated to the mobile station, each of the at least one 
protocol data unit being capable of identifying one of 
the at least one connection identi?er assigned to the 
mobile station Without identifying a connection iden 
ti?er assigned to the at least one relay station. 

7. The system of claim 6, Wherein the mobile station 
includes an identity number corresponding to the time 
interval allocated to the mobile station. 

8. The system of claim 6, Wherein each of the at least one 
relay station includes an identity number corresponding to 
the time interval allocated to the each of the at least one relay 
station. 

9. The system of claim 6, Wherein the base station sends 
a message to each of the at least one relay station indicating 
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that a time interval allocated to the each of the at least one 
station is used to relay the at least one protocol data unit. 

10. The system of claim 6, Wherein the base station sends 
a message to each of the at least one relay station indicating 
that a time interval corresponding to an identity number of 
the each of the at least one station is used to relay the at least 
one protocol data unit. 

11. The system of claim 6, Wherein one of the at least one 
relay station sends the at least one protocol data unit toWards 
the base station. 

12. A data communication system comprising at least one 
relay station capable of relaying a protocol data unit in a 
doWnlink transmission toWards a mobile station capable of 
receiving data communications, the protocol data unit 
capable of identifying a connection identi?er assigned to the 
mobile station and capable of relaying at least one protocol 
data unit in an uplink transmission toWards a base station, 
each of the at least one protocol data unit including a header 
identifying at least one connection identi?er assigned to the 
mobile station. 

13. The system of claim 12, Wherein each of the at least 
one relay station relays the protocol data unit in the doWn 
link transmission in a time interval allocated to the each of 
the at least one relay station. 

14. The system of claim 12, Wherein each of the at least 
one relay station relays the at least one protocol data unit in 
the uplink transmission in a time interval allocated to the 
each of the at least one relay station. 

15. The system of claim 12, Wherein the base station sends 
a message to the at least one relay station indicating a pair 
of connection identi?ers of the mobile station and one of the 
at least one relay station. 

16. A data communication method comprising: 
establishing a communication channel; 
assigning a connection identi?er to a mobile station 

capable of receiving data communications directed to 
the mobile station through the communication channel; 
and 

providing a protocol data unit capable of identifying only 
the connection identi?er assigned to the mobile station; 
and 

sending the protocol data unit through at least one relay 
station to the mobile station. 

17. The method of claim 16, further comprising sending 
a message to each of the at least one relay station indicating 
that a time interval allocated to the each of the at least one 
station is used to relay the protocol data unit. 

18. The method of claim 16, further comprising: 
assigning a connection identi?er to each of the at least one 

relay station; and 
sending a message to each of the at least one relay station 

indicating that a time interval corresponding to the 
connection identi?er assigned to the each of the at least 
one station is used to relay the protocol data unit. 

19. The method of claim 16, further comprising: 
assigning a connection identi?er to each of the at least one 

relay station; and 
storing the connection identi?ers assigned to the mobile 

station and the at least one relay station in a table. 
20. The method of claim 19, further comprising pairing 

the connection identi?ers of the mobile station and the at 
least one relay station. 

* * * * * 


