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(57) ABSTRACT 

A method for controlling the synthesis gas composition 
obtained from a steam methane reformer (SMR) that obtains 
its feedstock as product gas directly from a steam hydro 
gasi?cation reactor SHR). The method alloWs control of the 
H2/CO syngas ratio by adjusting the hydrogen feed and the 
Water content of feedstock into a steam hydro-gasi?cation 
reactor that supplies the SMR. The steam and methane rich 
product gas of the SHR is generated by means of hydro 
gasi?cation of a slurry of carbonaceous material and Water. 
The mass percentages of the product stream at each stage of 
the process are calculated using a modeling program, such 
as the ASPEN PLUSTM equilibrium process. By varying the 
parameters of solid to Water ratio and hydrogen to carbon 
ratio, a sensitivity analysis can be performed that enables 
one determine the optimum composition of the slurry feed 
stock to the SHR to obtain a desired syngas ratio output of 
the SMR. Thus one can adjust the hydrogen feed and the 
Water content of feedstock into the SHR that supplies the 
SMR to determine the syngas ratio output of the SMR. 
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CONTROLLING THE SYNTHESIS GAS 
COMPOSITION OF A STEAM METHANE 

REFORMER 

FIELD OF THE INVENTION 

[0001] The ?eld of the invention is the production of 
synthesis gas. 

BACKGROUND OF THE INVENTION 

[0002] There is a need to identify neW sources of chemical 
energy and methods for its conversion into alternative trans 
portation fuels, driven by many concerns including environ 
mental, health, safety issues, and the inevitable future scar 
city of petroleum-based fuel supplies. The number of 
internal combustion engine fueled vehicles WorldWide con 
tinues to groW, particularly in the midrange of developing 
countries. The WorldWide vehicle population outside the 
US, Which mainly uses diesel fuel, is groWing faster than 
inside the US. This situation may change as more fuel 
ef?cient vehicles, using hybrid and/or diesel engine tech 
nologies, are introduced to reduce both fuel consumption 
and overall emissions. Since the resources for the production 
of petroleum-based fuels are being depleted, dependency on 
petroleum Will become a major problem unless non-petro 
leum alternative fuels, in particular clean-burning synthetic 
diesel fuels, are developed. Moreover, normal combustion of 
petroleum-based fuels in conventional engines can cause 
serious environmental pollution unless strict methods of 
exhaust emission control are used. A clean burning synthetic 
diesel fuel can help reduce the emissions from diesel 
engines. 
[0003] The production of clean-burning transportation 
fuels requires either the reformulation of existing petroleum 
based fuels or the discovery of neW methods for poWer 
production or fuel synthesis from unused materials. There 
are many sources available, derived from either reneWable 
organic or Waste carbonaceous materials. UtiliZing carbon 
aceous Waste to produce synthetic fuels is an economically 
viable method since the input feed stock is already consid 
ered of little value, discarded as Waste, and disposal is often 
polluting. Alternatively, one can use coal as a feedstock to 
upgrade loW grade dirty solid fuel to a value added conve 
nient clean liquid fuel, such as high quality, environment 
friendly synthetic diesel or other hydrocarbon fuels. 
[0004] Liquid transportation fuels have inherent advan 
tages over gaseous fuels, having higher energy densities than 
gaseous fuels at the same pressure and temperature. Liquid 
fuels can be stored at atmospheric or loW pressures Whereas 
to achieve liquid fuel energy densities, a gaseous fuel Would 
have to be stored in a tank on a vehicle at high pressures that 
can be a safety concern in the case of leaks or sudden 
rupture. The distribution of liquid fuels is much easier than 
gaseous fuels, using simple pumps and pipelines. The liquid 
fueling infrastructure of the existing transportation sector 
ensures easy integration into the existing market of any 
production of clean-burning synthetic liquid transportation 
fuels. 
[0005] The availability of clean-burning liquid transpor 
tation fuels is a national priority. Producing synthesis gas (a 
mixture of hydrogen and carbon monoxide, also referred to 
as “syngas”) cleanly and efficiently from carbonaceous 
sources, that can be subjected to a Fischer-Tropsch process 
to produce clean and valuable synthetic gasoline and diesel 
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fuels, Will bene?t both the transportation sector and the 
health of society. Such a process alloWs for the application 
of current state-of-art engine exhaust after-treatment meth 
ods for NO,C reduction, removal of toxic particulates present 
in diesel engine exhaust, and the reduction of normal com 
bustion product pollutants, currently accomplished by cata 
lysts that are poisoned quickly by any sulfur present, as is the 
case in ordinary stocks of petroleum derived diesel fuel, 
reducing the catalyst ef?ciency. Typically, Fischer-Tropsch 
liquid fuels, produced from synthesis gas, are sulfur-free, 
aromatic free, and in the case of synthetic diesel fuel have 
an ultrahigh cetane value. 

[0006] Biomass material is the most commonly processed 
carbonaceous Waste feed stock used to produce reneWable 
fuels. Waste plastic, rubber, manure, crop residues, forestry, 
tree and grass cuttings and biosolids from Waste Water 
(seWage) treatment are also candidate feed stocks for con 
version processes. Biomass feed stocks can be converted to 
produce electricity, heat, valuable chemicals or fuels. Cali 
fornia tops the nation in the use and development of several 
biomass utiliZation technologies. Each year in California, 
more than 45 million tons of municipal solid Waste is 
discarded for treatment by Waste management facilities. 
Approximately half this Waste ends up in land?lls. For 
example, in just the Riverside County, California area, it is 
estimated that about 4000 tons of Waste Wood are disposed 
of per day. According to other estimates, over 100,000 tons 
of biomass per day are dumped into land?lls in the Riverside 
County collection area. This municipal Waste comprises 
about 30% Waste paper or cardboard, 40% organic (green 
and food) Waste, and 30% combinations of Wood, paper, 
plastic and metal Waste. The carbonaceous components of 
this Waste material have chemical energy that could be used 
to reduce the need for other energy sources if it can be 
converted into a clean-burning fuel. These Waste sources of 
carbonaceous material are not the only sources available. 
While many existing carbonaceous Waste materials, such as 
paper, can be sorted, reused and recycled, for other materi 
als, the Waste producer Would not need to pay a tipping fee, 
if the Waste Were to be delivered directly to a conversion 
facility. A tipping fee, presently at $30-$35 per ton, is 
usually charged by the Waste management agency to offset 
disposal costs. Consequently not only can disposal costs be 
reduced by transporting the Waste to a Waste-to-synthetic 
fuels processing plant, but additional Waste Would be made 
available because of the loWered cost of disposal. 

[0007] The burning of Wood in a Wood stove is a simple 
example of using biomass to produce heat energy. Unfortu 
nately, open burning of biomass Waste to obtain energy and 
heat is not a clean and ef?cient method to utiliZe the calori?c 
value. Today, many neW Ways of utiliZing carbonaceous 
Waste are being discovered. For example, one Way is to 
produce synthetic liquid transportation fuels, and another 
Way is to produce energetic gas for conversion into elec 
tricity. 
[0008] Using fuels from reneWable biomass sources can 
actually decrease the net accumulation of greenhouse gases, 
such as carbon dioxide, While providing clean, ef?cient 
energy for transportation. One of the principal bene?ts of 
co-production of synthetic liquid fuels from biomass sources 
is that it can provide a storable transportation fuel While 
reducing the effects of greenhouse gases contributing to 
global Warming. In the future, these co-production processes 
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could provide clean-buming fuels for a renewable fuel 
economy that could be sustained continuously. 
[0009] A number of processes exist to convert biomass 
and other carbonaceous materials to clean-buming transpor 
tation fuels, but they tend to be too expensive to compete on 
the market With petroleum-based fuels, or they produce 
volatile fuels, such as methanol and ethanol that have vapor 
pressure values too high for use in high pollution areas, such 
as the Southern California air-basin, Without legislative 
exemption from clean air regulations. An example of the 
latter process is the Hynol Methanol Process, Which uses 
hydro-gasi?cation and steam reformer reactors to synthesiZe 
methanol using a co-feed of solid carbonaceous materials 
and natural gas, and Which has a demonstrated carbon 
conversion ef?ciency of >85% in bench-scale demonstra 
tions. 
[0010] Synthesis gas can be produced through one of tWo 
major chemical processes, steam reforming and partial oxi 
dation. Steam reforming is used When the feed consists of 
light hydrocarbons such as natural gas, and When hydrogen 
is the main product. Partial oxidation is used With heavier 
feeds, or When a relatively high yield of carbon monoxide is 
desired. Table 1 summarizes various commercial processes 
under operation for the production of synthesis gas [1]. 

TABLE 1 

Syngas Ratio 
Chemical Process Feedstock (HZ/Co, mole) 

Steam Reforming Natural gas, steam 4.76 
Steam Reforming Methane, steam 3 
Steam Reforming Naptha, steam 2 
Steam Reforming Natural gas, CO2, steam 2 
Partial Oxidation Coal, steam, O2 0.68 
Partial Oxidation Coal, steam, O2 0.46 
Partial Oxidation Coal, steam, O2 2.07 

[0011] The ratio of hydrogen to carbon monoxide in the 
synthesis gas is called the syngas ratio and is strongly 
dependent on the process used and the nature of the feed 
stock. 
[0012] Syngas is used as a feedstock in the manufacture of 
various chemicals and also in the gas-to-liquid processes, 
Which use the Fischer-Tropsch synthesis (FTS) to produce 
liquid fuels. Alternatively, syngas can be used in the so 
called integrated gasi?cation combined cycle, Where it is 
directly burned With air to produce the heat necessary to 
operate steam turbines used in electricity generation. 
Depending on the desired usage, the H2/Co ratio of syngas 
needs to be adjusted. Table 2 summarizes the optimum 
syngas ratios required for different processes [2]. 

TABLE 2 

Syngas Ratio 
Required 

Desired Product Chemical Process (HZ/Co, mole) 

Synthetic fuels FTS — Co catalyst 2.05*2.15 
Synthetic fuels FTS — Fe catalyst 1.65 
Methanol 2 
Ethylene glycol 1.5 
Acetic acid 1 
Benzene-toluene-xylene 1.5 

[0013] In general, the syngas ratio can be loWered by using 
the pressure sWing adsorption process or by using hydrogen 

Feb. 7, 2008 

membrane systems. Alternatively, adding a doWnstream 
Water-gas shift reactor can increase the syngas ratio. 
[0014] A process Was developed in our laboratories to 
produce synthesis gas in Which a slurry of particles of 
carbonaceous material in Water, and hydrogen from an 
internal source, are fed into a hydro-gasi?cation reactor 
under conditions to generate rich producer gas. This is fed 
along With steam into a steam pyrolytic reformer under 
conditions to generate synthesis gas. This process is 
described in detail in Norbeck et al. US. patent application 
Ser. No. 10/503,435 (published as US 2005/0256212), 
entitled: “Production Of Synthetic Transportation Fuels 
From Carbonaceous Material Using Self-Sustained Hydro 
Gasi?cation.” In a further version of the process, using a 
steam hydro-gasi?cation reactor (SHR) the carbonaceous 
material is heated simultaneously in the presence of both 
hydrogen and steam to undergo steam pyrolysis and hydro 
gasi?cation in a single step. This process is described in 
detail in Norbeck et al. US. patent application Ser. No. 
10/911,348 (published as US 2005/0032920), entitled: 
“Steam Pyrolysis As A Process to Enhance The Hydro 
Gasi?cation of Carbonaceous Material.” The disclosures of 
US. patent application Ser. Nos. 10/503,435 and 10/911,348 
are incorporated herein by reference. 
[0015] Producing synthesis gas via gasi?cation and pro 
ducing a liquid fuel from synthesis gas are totally different 
processes. Of particular interest to the present invention is 
the production of synthesis gas using a steam methane 
reformer (SMR), a reactor that is Widely used to produce 
synthesis gas for the production of liquid fuels and other 
chemicals. The reactions taking place in the SMR can be 
Written as folloWs. 

Carbon monoxide and hydrogen are produced in the SMR 
by using steam and methane as the feed. Heating process 
Water in a steam generator produces the required steam. The 
methane is usually supplied in the form of compressed 
natural gas, or by means of a light molecular Weight off-gas 
stream from a chemical or re?nery process. 

BRIEF SUMMARY OF THE INVENTION 

[0016] This invention provides an improved, economical 
method to control the synthesis gas composition obtained 
from a steam methane reformer that obtains its feedstock as 
product gas directly from a steam hydro-gasi?cation reactor. 
The method alloWs control of the H2/CO ratio by adjusting 
the hydrogen feed and the Water content of feedstock into the 
SHR that supplies the SMR. 
[0017] As described above, the steam and methane rich 
product gas of the SHR is generated by means of hydro 
gasi?cation of the slurry, Which is a mixture of carbonaceous 
material and Water. This product gas, a mixture of methane 
rich gas and steam, Where the steam is present as a result of 
the superheating the Water in the feedstock, serves as an 
ideal feed stream for the SMR. Impurities are removed from 
the SHR product stream, such as ?ne particles of ash & char, 
hydrogen sul?de and other inorganic components. 
[0018] The mass percentages of the product stream at each 
stage of the process are calculated using a modeling pro 
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gram, such as the ASPEN PLUSTM equilibrium process that 
can relate the synthesis gas ratio of hydrogen to carbon 
monoxide to conversion ratios of the carbon content of the 
carbonaceous material. In accordance With the invention, by 
varying the parameters of solid to Water ratio and hydrogen 
to carbon ratio, a sensitivity analysis can be performed that 
enables one determine the optimum composition of the 
slurry feedstock to the SHR to obtain a desired syngas ratio 
output of the SMR. Thus, the ratio of hydrogen to slurry 
Water is determined by analysis of the effect on the synthesis 
gas ratio of (a) the ratio of solid content of the carbonaceous 
material to the slurry Water and (b) the ratio of the hydrogen 
to carbon content of the carbonaceous material. This enables 
one to adjust the hydrogen feed and the Water content of 
feedstock into the SHR that supplies the SMR to provide the 
desired ratio of hydrogen to carbon monoxide in the syn 
thesis gas output of the SMR. 
[0019] More particularly, a process is provided for con 
verting carbonaceous material to synthesis gas, comprising 
simultaneously heating carbonaceous material in an SHR in 
the presence of a predetermined ratio of hydrogen and Water 
in the form of steam, at a temperature and pressure su?icient 
to generate a stream of methane and carbon monoxide rich 
gas product, Which can be called a producer gas. Impurities 
are removed from the producer gas stream substantially at 
the process temperature and pressure, and the resultant 
producer gas is subjected to steam methane reforming in an 
SMR under conditions Whereby synthesis gas comprising 
hydrogen and carbon monoxide is generated having a hydro 
gen/ carbon monoxide ratio determined by the ratio of hydro 
gen and Water in the SHR. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0020] For a more complete understanding of the present 
invention, reference is noW made to the folloWing descrip 
tions taken in conjunction With the accompanying draWing, 
in Which: 
[0021] FIG. 1 is a How diagram of the process of this 
invention; 
[0022] FIG. 2 is a How diagram ofthe mass balance ofthe 
process; and 
[0023] FIG. 3 is a sensitivity analysis using the ASPEN 
PLUSTM modeling program shoWing various conversions 
and the syngas ratio When parameters of solid to Water ratio 
and hydrogen to carbon ratio are varied. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0024] This invention enables one to control of the H2/CO 
ratio output of an SMR by adjusting the hydrogen feed and 
the Water content of feedstock into the SHR that supplies the 
SMR. The steam and methane rich product gas of the SHR 
is generated by means of hydro-gasi?cation of the slurry, 
Which is a mixture of carbonaceous material and Water. This 
product gas, a mixture of methane rich gas and steam, Where 
the steam is present as a result of the superheating the Water 
in the feedstock, serves as an ideal feed stream for the SMR. 

[0025] The mass percentages of the product stream at each 
stage of the process are calculated using a modeling pro 
gram, such as the ASPEN PLUSTM equilibrium process. By 
varying the parameters of solid to Water ratio and hydrogen 
to carbon ratio, a sensitivity analysis can be performed that 
enables one determine the optimum composition of the 
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slurry feedstock to the SHR to obtain a desired syngas ratio 
output of the SMR. Thus one can adjust the hydrogen feed 
and the Water content of feedstock into the SHR that supplies 
the SMR to determine the syngas ratio output of the SMR. 

[0026] Impurities are removed from the SHR product 
stream, such as ?ne particles of ash & char, hydrogen sul?de 
and other inorganic components. These impurities must be 
removed in order to prevent poisoning of the catalyst used 
in the SMR. Conventionally, a combination of particulate 
?lters, a solvent Wash (amines, SelexolTM, RectisolTM), and 
hydro-desulphuriZation by means of the Claus process are 
used for this purpose. In the Claus process, H2S is partially 
oxidiZed With air in a reaction furnace at high temperatures 
(1000-14000 C.). Sulfur is formed, but some H2S remains 
unreacted, and some SO2 is made requiring that the remain 
ing H2S be reacted With the SO2 at loWer temperatures 
(about ZOO-350° C.) over a catalyst to make more sulfur. To 
maintain the SMR feed stream at high temperatures, a gas 
cleanup unit is provided that operates at process pressures 
and at a temperature above the steam condensation point. 
The unit is located betWeen the SHR and SMR. 

[0027] More particularly, a process is provided for con 
verting carbonaceous material to synthesis gas of a desired 
H2/CO ratio, comprising simultaneously heating carbon 
aceous material in an SHR in the presence of a predeter 
mined ratio of hydrogen and Water in the form of steam, at 
a temperature and pressure su?icient to generate a stream of 
methane and carbon monoxide rich gas product, Which can 
be called a producer gas, the ratio of hydrogen and Water 
being determined by a modeling program, such as the 
ASPEN PLUSTM equilibrium process. In accordance With 
the invention, by varying the parameters of solid to Water 
ratio and hydrogen to carbon ratio, a sensitivity analysis is 
performed that enables one determine the optimum compo 
sition of the slurry feedstock to the SHR to obtain a desired 
syngas ratio output of the SMR. Impurities are removed 
from the producer gas stream substantially at the process 
temperature and pressure, and the resultant producer gas is 
subjected to steam methane reforming in an SMR under 
conditions Whereby synthesis gas comprising hydrogen and 
carbon monoxide is generated having a hydrogen/carbon 
monoxide ratio determined by the ratio of hydrogen and 
Water in the SHR. 

[0028] In a speci?c process, for converting municipal 
Waste, biomass, Wood, coal, or a natural or synthetic poly 
mer to synthesis gas, the carbonaceous material is simulta 
neously heated in the presence of both hydrogen and steam, 
at a temperature of about 790° C. to about 850° C. and 
pressure about 132 psi to 560 psi Whereby to generate a 
stream of methane and carbon monoxide rich producer gas. 
Impurities are removed from the producer gas stream sub 
stantially at the process temperature and pressure, folloWing 
Which the resultant producer gas is subjected to steam 
methane reforming under conditions Whereby to generate 
the desired synthesis gas ratio of hydrogen and carbon 
monoxide. For example, the required H2:CO mole ratio of a 
Fischer-Tropsch reactor With a cobalt based catalyst is 2.1 : 1. 
By appropriate adjustment, as described beloW, of the 
H2/H2O ratio, a H2/CO mole ratio range of about 3 to 1 can 
be achieved to provide an excess of hydrogen, Which can be 
separated and fed into the SHR to make a self-sustainable 
process, i.e., Without requiring any external hydrogen feed. 
The synthesis gas generated by the steam methane reforming 
can be fed into a Fischer-Tropsch reactor under conditions 
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whereby a liquid fuel is produced. Exothermic heat from the 
Fischer-Tropsch reaction can be transferred to the hydro 
gasi?cation reaction and/or steam methane reforming reac 
tion. 
[0029] FIG. 1 is a How diagram ofa SHR to SMR process 
in Which a desired H2/CO ratio output of an SMR is obtained 
by adjusting the hydrogen feed and the Water content of 
feedstock into the SHR that supplies the SMR. An internally 
generated hydrogen feed 10 is fed into an SHR 12 along With 
a carbonaceous feedstock 14 and Water 16, Which are heated 
to 750° C. at 400 psi in the SHR 12. The resulting producer 
gas is directed to a gas clean up ?lter 18, eg a candle ?lter 
assembly, at about 350° C. at about 400 psi. From there, after 
removal of sulfur and ash, the e?luent is directed to an SMR 
20 Where synthesis gas is generated and fed to a Fischer 
Tropsch reactor 22., from Which pure Water 24, and diesel 
fuel and/or Wax 26 is obtained. A portion of hydrogen is 
diverted from the SMR 20, at 28 to be fed back to the HGR 
12. Heat 30 from the Fischer-Tropsch reactor 22 is used to 
supplement the heat at the SMR. 
[0030] Operating the unit above the bubbling temperature 
of the Water alloWs the Water to be present as steam in the 
gaseous product stream from the SHR, thereby enabling the 
process to retain most of the sensible heat in the e?luent 
stream. The folloWing example Will illustrate the invention. 

EXAMPLE 

[0031] A mass balance process How diagram is shoWn in 
FIG. 2. The mass percentages of the product stream at each 
stage of the process are provided in the ?gure. ASPEN 
PLUSTM equilibrium process modeling Was used to calculate 
these values. ASPEN PLUSTM is a commercial computer 
modeling program that alloWs a process model to be created 
by specifying the chemical components and operating con 
ditions. The program takes all of the speci?cations and 
simulates the model, executing all necessary calculations 
needed to solve the outcome of the system, hence predicting 
its behavior. When the calculations are complete, ASPEN 
PLUSTM lists the results, stream by stream and unit by unit, 
and can present the data in graphical form With determining 
ordinate and abscissa 
[0032] As shoWn in FIG. 2, an SHR feedstock of hydrogen 
and 41% coal slurry results in the production of synthesis 
gas With a 34:1 mole ratio of hydrogen to carbon monoxide 
in the SMR. The required feed hydrogen for the SHR can be 
supplied through external means or by internal feedback of 
a portion of the hydrogen produced in the SMR. In a 
particular example, a slurry of 41% coal, 52% Water and 7% 
hydrogen is used, obtained folloWing the procedures of 
Norbeck et al. US. Ser. No. 10/911,348. This results in an 
output from the SHR to the cleanup ?lter of a gaseous 
mixture containing 32 Wt % CH4, 2 Wt % H2, 2 Wt % CO, 
3 Wt % CO2, 51 Wt % H20, 4 Wt % ash, 5 Wt % char, and 
1 Wt % other impurities. 
[0033] In this example, the ?lter is operating at 300° C. 
and 28 atmospheres of pressure. Any ?lter capable of 
operating at the process temperature can be used at the gas 
cleanup station. One such commercially available ?lter is a 
candle ?lter, Which is Well knoWn to the art. See, for 
example US. Pat. No. 5,474,586, the disclosure of Which is 
incorporated herein by reference. An available gas cleanup 
unit that can be used in this invention is What is knoWn as 
a candle ?lter in Which a series of candle-shaped ?lters are 
carried in a ?lter vessel. The candle ?lters are made of 
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stainless steel metal frit to remove ?ne particulate matter 
(ash, inorganic salts and unreacted char) from the gas 
stream. The slurry is fed into the vessel at a bottom inlet and 
?ltrate is taken out at a top outlet. Particulate matter is taken 
from another outlet as cake. Sulfur impurities existing in the 
SHR product gas, mostly in the form of hydrogen sul?de, are 
removed by passing the product gas through a packed bed of 
metal oxide sorbents in the gas cleanup unit, particulate 
matter being taken from a cake outlet. 

[0034] Active sorbents include, but are not limited to, Zn 
based oxides such as Zinc oxide, sold by Sud-Chemie, 
Louisville, Ky. Porous metal ?lter elements are available 
from Bekaert in Marietta, Ga. in the appropriate forms and 
siZes, such as Bekpor® Porous Media-Which is made from 
stainless steel sintered ?ber matrix With a pore siZe of 1. 
These sorbents and ?lter elements alloW the e?fects of 
pressure drop and gas-solid mass transfer limitations to be 
minimiZed. At a pressure of 28 atm., temperatures in the 
range of 300° C. to 500° C. and space velocities up to 
2000/hr have been used in the desulphuriZation of SHR 
product gas. The hydrogen sul?de content of the gas is 
diminished by means of sul?dation of the sorbents to levels 
loW enough to avoid the deactivation of the SMR catalyst. 
The used sorbents in the gas cleanup unit can either be 
replaced With fresh sorbents or regenerated in-situ With 
diluted air in parallel multiple sorbent beds. 
[0035] The output of the SHR-cleanup unit is a methane 
rich, producer gas containing 36 Wt % CH4, 2 Wt % H2, 2 Wt 
% CO, 3 Wt % CO2, and 57 Wt % H2O, having a steam to 
methane mole ratio of 1:4. The output of the SHR is fed to 
the SMR, Which is operating at 800° C. and 28 atmospheres 
to yield synthesis gas having a mole ratio of H2 to CO of 3.4, 
and containing 4 Wt % CH4, 14 Wt % H2, 58 Wt % CO, 3 Wt 
% CO2, and 21 Wt % H20. 
[0036] The syngas ratio obtained from the SMR can be 
adjusted by varying the solid to Water ratio and hydrogen to 
carbon ratio in the SHR feedstock. Sensitivity analysis Was 
performed using the ASPEN PLUSTM equilibrium modeling 
tool by varying these parameters. The results are in FIG. 3, 
shoWing various conversions and the syngas ratio When 
parameters of solid to Water ratio and hydrogen to carbon 
ratio are varied. The solid lines ( ) represent the 
percentage of carbon converted to CH4 (mole CH4/mole 
Cin). The long dashed lines (— — —) represent the percent 
age of carbon converted to CO (mole CO/mole Cin). The 
dotted lines ( --------- --) represent the percentage of carbon 
converted to CO2 (mole CO2/mole Cin). The dash-dot-dot 
dash lines (— - - —) represent sustainable H2, and the short 
dashed lines ( - - - - - -) represent the syngas ratio of H2/CO 

(mole HZ/mole CO). 
[0037] The last parameter is of key interest in this inven 
tion. FIG. 3 clearly demonstrates that the ?nal syngas ratio 
can be adjusted by adjusting the Water to solid ratio (repre 
sented as H2O/ Cin mass ratio in FIG. 3) and the hydrogen 
to carbon ratio of the feedstock. Thus, an optimum compo 
sition of the slurry to obtain a sustainable hydrogen feedback 
and the desired syngas ratio for the Fischer-Tropsch synthe 
sis (2.1:1) Was found to be 3.1 When the mole ratio of 
hydrogen to carbon in the feed Was set to one. 

[0038] More generally, the process of this invention can 
produce composition of synthesis gas having a H2:CO mole 
ratio range of 1:1 to 6:1. The resulting e?luent is a synthesis 
of gases rich in hydrogen, carbon monoxide, and steam. 
Hydrogen produced in the SMR is recycled back to the 
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HGR. Consequently, no outside source of hydrogen is 
needed to maintain steady state operation. The HGR and 
SMR processes, therefore, may be considered to be chemi 
cally self-sustaining. The remaining synthesis gas is then 
available for the production of fuels and process heat. 
[0039] In an embodiment of the invention, the synthesis 
gas is fed to a Fischer-Tropsch reactor in a process that can 
produce a Zero-sulfur, ultrahigh cetane value diesel-like fuel 
and valuable para?in Wax products. The absence of sulfur 
enables loW pollutant and particle emitting diesel fuels to be 
realiZed. Useful by-products can be produced, foe example, 
puri?ed Water, Which can be re-cycled to create the slurry 
feed into the process. The Fischer-Tropsch reactions also 
produce tail gas that contains hydrogen, CO, CO2, and some 
light hydrocarbon gases. Hydrogen can be stripped out of the 
tail gas and recycled either to the HGR or the Fischer 
Tropsch reactor. Any small amounts of other gases such as 
CO and CO may be ?ared off. 
[0040] Although the present invention and its advantages 
have been described in detail, it should be understood that 
various changes, substitutions and alterations can be made 
herein Without departing from the spirit and scope of the 
invention as de?ned by the appended claims. Moreover, the 
scope of the present application is not intended to be limited 
to the particular embodiments of the process and apparatus 
described in the speci?cation. As one of ordinary skill in the 
art Will readily appreciate from the disclosure of the present 
invention, processes and apparatuses, presently existing or 
later to be developed that perform substantially the same 
function or achieve substantially the same result as the 
corresponding embodiments described herein may be uti 
liZed according to the present invention. Accordingly, the 
appended claims are intended to include such processes and 
use of such apparatuses Within their scope. 
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1. A process for converting carbonaceous material in a 

Water containing slurry to synthesis gas having a desired 
ratio of hydrogen to carbon monoxide in the synthesis gas, 
comprising: 

providing a predetermined ratio of hydrogen to slurry 
Water to a steam hydro-gasi?cation reactor; 

simultaneously heating the carbonaceous material in the 
presence of both said hydrogen and steam, at a tem 
perature and pressure su?icient to generate a stream of 
methane and carbon monoxide rich gas product; 

removing impurities from the producer gas stream; and 
subjecting the resultant producer gas to steam methane 

reforming under conditions Whereby synthesis gas 
comprising said desired ratio of hydrogen and carbon 
monoxide is generated. 

2. The process of claim 1 Wherein at least part of said 
slurry Water is provided in the form of steam. 

3. The process of claim 1 Wherein the ratio of hydrogen 
to slurry Water is determined by analysis of the effect on the 
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synthesis gas ratio of (a) the ratio of solid content of the 
carbonaceous material to the slurry Water and (b) the ratio of 
the hydrogen to carbon content of the carbonaceous mate 
rial. 

4. The process of claim 3 Wherein said analysis is a 
sensitivity analysis using a modeling computer program that 
relates the synthesis gas ratio of hydrogen to carbon mon 
oxide to conversion ratios of the carbon content of the 
carbonaceous material. 

5. The process of claim 4 Wherein the computer program 
is a modeling program. 

6. The process of claim 5 Wherein the computer program 
uses the ASPEN PLUSTM equilibrium process. 

7. The process of claim 1 Wherein the steam methane 
reforming is conducted under conditions Whereby the com 
position of synthesis gas produced has a H2: CO mole ratio 
range of 1.1 to 6.1. 

8. The process of claim 1 Wherein steam methane reform 
ing is conducted under conditions Whereby the composition 
of synthesis gas produced has a H2: CO mole ratio of 3:1. 

9. The process of claim 1 Wherein the carbonaceous 
material comprises municipal Waste, biomass, Wood, coal, or 
a natural or synthetic polymer. 

10. The process of claim 1 in Which synthesis gas gen 
erated by the steam methane reforming is fed into a Fischer 
Tropsch reactor under conditions Whereby a liquid fuel is 
produced. 

11. A process for converting municipal Waste, biomass, 
Wood, coal, or a natural or synthetic polymer, in a Water 
containing slurry to synthesis gas, comprising: 

providing a predetermined ratio of hydrogen to slurry 
Water to a steam hydro-gasi?cation reactor, the ratio of 
hydrogen to slurry Water being determined by analysis 
of the effect on the synthesis gas ratio of (a) the ratio of 
solid content of the carbonaceous material to the slurry 
Water and (b) the ratio of the hydrogen to carbon 
content of the carbonaceous material that Would pro 
duce synthesis gas comprising hydrogen and carbon 
monoxide at a H2:CO mole ratio range of 1:1 to 6:1; 

simultaneously heating carbonaceous material in the pres 
ence of both said hydrogen and steam, at a temperature 
of about 7900 C. to about 850° C. and pressure about 
132 psi to 560 psi Whereby to generate a stream of 
methane and carbon monoxide rich gas product; 

removing impurities from the producer gas stream sub 
stantially at said temperature and pressure; 

subjecting the resultant producer gas to steam methane 
reforming under conditions Whereby to generate syn 
thesis gas comprising hydrogen and carbon monoxide 
at a H2:CO mole ratio range of 1:1 to 6:1; and 

feeding synthesis gas generated by the steam methane 
reforming into a Fischer-Tropsch reactor under condi 
tions Whereby a liquid fuel is produced. 

12. The process of claim 11 comprising transferring 
exothermic heat from the Fischer-Tropsch reaction to the 
hydro-gasi?cation reaction and/ or steam methane reforming 
reaction. 


