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MEDICAL IMPLANT DEVICE WITH RFID TAG 
AND METHOD OF IDENTIFICATION OF DEVICE 

RELATED APPLICATIONS 

[0001] There is no related application. 

FIELD OF INVENTION 

[0002] The present invention relates generally to a method 
of determining the manufacturer and model of a medical 
implant device after implantation and to construction of a 
medical implant device employing an RFID tag on a surface 
of the medical implant. 

BACKGROUND OF THE INVENTION 

[0003] Radiofrequency identi?cation (RFID) is a type of 
automatic identi?cation technology that uses loW Wattage 
radio frequency transmission for identi?cation and data 
cataloguing. Radiofrequency identi?cation (RFID) acceler 
ates and facilitates the collection of data and eliminates the 
need for human operations in the process. Radiofrequency 
identi?cation (RFID) uses a reader and antenna array Which 
generates an EM-?eld from 850 MHZ and 2 GHZ and special 
tags Which respond to the EM-?eld With the emission of data 
are attached or embedded to an object. There are no moving 

parts in radiofrequency identi?cation (RFID) tags and read 
ers and the systems are able to operate effectively for 
extended periods Without maintenance. The broadcasted 
radio frequency Waves do not require a direct line of sight 
and locate objects in a three dimensional orientation and Will 
travel through non-metallic materials. 

[0004] Radiofrequency identi?cation tags can be manu 
factured in various shapes, siZes and con?gurations to suit an 
intended purpose. The no contact, non-line-of-sight nature 
of the technology and its speed are important advantages of 
radiofrequency identi?cation (RFID) systems. A tag and 
reader communicate in most cases With a response in less 
than 100 milliseconds and radiofrequency identi?cation 
(RFID) tags can be read through environmentally challeng 
ing conditions. The tags can Work in a temperature range 
from —400 C. to +2000 C. and are very durable and resistant 
to Wear. 

[0005] Passive radiofrequency identi?cation (RFID) tags 
are typically read-only tags programmed With a unique set of 
data that cannot be modi?ed. This aWards a high level of 
security. Passive radiofrequency identi?cation (RFID) tags 
operate Without a separate external poWer source and obtain 
operating poWer generated from the exciter/reader. Passive 
tags are small, inexpensive, currently ranging from 25¢ to 
50¢, and are expected to rapidly drop in price to Sgt or less, 
and offer a theoretically unlimited operational lifetime. The 
tags Will usually last longer than the object to Which they are 
attached. A passive radiofrequency tag does not add to any 
radiofrequency energy already in the environment. 

[0006] The development of radio frequency identi?cation, 
called RFID, integrated circuitry and the adoption of a 
standardiZed EPC (electronics product code) in late 2003 has 
permitted use of RFID tags in a Wide range of applications. 
Use of such arrangements in a product package has a Wide 
variety of applications, including inventory, product pro 
cessing, and tamper-indication, by monitoring the unique tag 
of the product package. 
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[0007] Radiofrequency identi?cation tags are currently 
used for identifying and locating animals. The application 
created for animal identi?cation is invaluable for farmers 
and pet oWners. Animal tracking tags, inserted under the 
skin of an animal, are only a feW millimeters in siZe. The 
speci?c identi?cation coded in tag is recorded in a database. 
This system can monitor the animal’s identity, location, type 
of diet, and living conditions. 

[0008] The microelectronics assembly is con?gured for 
radio frequency interaction by the provision of a suitable 
radio frequency identi?cation (RFID) integrated circuit cur 
rently placed on a silicon chip the siZe of a grain of sand, an 
antenna, and one or more interconnections operatively con 
necting the circuit and the antenna. The resulting assembly 
is commonly referred to as an RFID tag. 

[0009] A radiofrequency identi?cation system consists of 
three major components; comprising a reader (or interroga 
tor), its associated antenna and the transponders (radio 
frequency tags,/RFID Cards) that carry the unique pro 
grammed data and a computer or other system for process 
ing data Which is read by a reader. 

[0010] The reader transmits a loW-poWer radio signal 
generally, under 3 Watts, through its antenna, that the tag 
receives via its oWn antenna to poWer an integrated circuit 
(chip). Using the energy it gets from the signal When it enters 
the radio ?eld, the tag Will brie?y converse With the reader 
for veri?cation and the exchange of data. Once that data is 
received by the reader it can be sent to a controlling 
computer for processing and management. 

[0011] A radiofrequency identi?cation tag contains an 
electronic chip as a principal element, Which is controlling 
the communication With the reader. This contains a section 
of memory functioning to store the identi?cation codes or 
other data; the memory being accessed at the communica 
tion time. The RFID tags can be attached or integrated in the 
objects for identi?cation. 

[0012] The present invention is directed to a RFID tag 
embedded or mounted into an implantable medical device 
for the identi?cation of the medical device as to manufac 
turer and model, for determination of global positioning of 
the device and identifying the instruments used to insert and 
remove the medical device. For example in total joint 
replacement, if the medical implant device is embedded With 
a radiofrequency identi?cation tag (RFID) the surgical 
implantation of the device could be monitored by a global 
positioning navigational system. The implanted device 
could be serially monitored for any change in alignment, 
Wear or loosening during the lifetime of the implant. Radiof 
requency identi?cation tags (RFID) are virtually impossible 
to copy. Radiofrequency identi?cation technology can easily 
be adopted for medical con?dentiality. 

SUMMARY OF THE INVENTION 

[0013] The present invention is directed toWard a method 
for integrating labeling of implantable medical devices and 
management of medical information comprising the steps 
of: labeling the medical device With a radiofrequency iden 
ti?cation device (RFID) and maintaining a medical product 
database Which associates the information, including manu 
facturer, type of implant, composition of implant, dimen 
sions and measurements of implant, date of implantation, 
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expiration date if applicable, type of instruments required for 
removal of implant and any other type of data that may be 
bene?cial, With the speci?c tag identi?cation for use by the 
physician or surgeon. The invention is also directed toWard 
a medical implant With an RFID tag and/or patient infor 
mation database including patient name, address, medical 
history, treating physicians and institution, implanted device 
history. 
[0014] It is an object of the invention to integrate radiof 
requency identi?cation (RFID) tags With implantable medi 
cal devices for automatic device identi?cation, monitoring 
and patient information. 

[0015] It is another object of the invention to use radiof 
requency identi?cation (RFID) to provide more, exact 
implant information and improved data acquisition regard 
ing the implant. 

[0016] It is still another object of the invention to use 
radiofrequency identi?cation (RFID) of implantable medical 
devices to improve the access and control of critical medical 
information. 

[0017] It is yet another object of the invention to specify 
and accurately identify medical implants by using radiofre 
quency identi?cation (RFID) tags placed upon the medical 
implant. 
[0018] It is another object of the invention to provide 
radiofrequency identi?cation (RFID) tags on implants that 
are substantially maintenance and error free. 

[0019] It is another object of the invention to use radiof 
requency identi?cation (RFID) tags can be read through 
aqueous environment of the human body. 

[0020] It is yet another object of invention to use radiof 
requency identi?cation (RFID) tags for monitoring of the 
implanted device. 

[0021] It is another object of the invention to utiliZe 
radiofrequency identi?cation (RFID) tags to control electri 
cal stimulation, magnetic stimulation, and administration of 
pharmaceutical or other therapeutic modalities. 

[0022] It is also an object of the invention to utiliZe 
radiofrequency identi?cation (RFID) tags on medical 
implants to prevent counterfeiting of the implants or reusing 
the same in other patients. 

[0023] It is yet another object of the invention to utiliZe 
radiofrequency identi?cation (RFID) of implantable medical 
devices to facilitate increased ef?ciency and productivity 
and of related patient information. 

[0024] These and other objects, advantages and novel 
features of the present invention Will become apparent When 
considered With the teaching contained in the detailed dis 
closure along With the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0025] FIG. 1 is a perspective vieW of a medical implant 
With an RFID tag placed thereon; 

[0026] FIG. 2 is the medical implant of FIG. 1 implanted 
in the knee of a human patient; 

[0027] FIG. 3 is a schematic representation of a medical 
implant RFID tag being excited by a reader and the identi 
?cation information of the tag being received; and 
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[0028] FIG. 4 is a schematic representation of a medical 
implant RFID tag being excited by a reader antenna With the 
speci?c implant information going to data base and con 
nected With product information and/or patient medical 
information. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0029] While the present invention is susceptible of 
embodiment in various forms as is shoWn in the draWings, 
and Will hereinafter be described, a presently preferred 
embodiment, With the understanding that the present disclo 
sure is to be considered as an exempli?cation of the inven 
tion, and is not intended to limit the invention to the speci?c 
embodiments disclosed herein. 

[0030] The present invention is directed to a medical 
implant With an associated RFID tag and a method of 
making an interactive medical implant Which is sealed 
against liquid engagement With a radio frequency identi? 
cation integrated circuit and associated antenna disposed on 
or Within the implant. It is envisioned that the medical 
implants Which Will be used are those implants currently 
used in orthopaedics and cardiac procedures. Orthopaedic 
implants can consist of implants for joint replacement, 
implants for hip replacement, implants for knee replace 
ment, implantable spinal cages, implantable spinal plates, 
implantable bone plates and bone screWs; implantable rods, 
implantable nails, implantable bone screWs, and implantable 
bone stents. Cardiac implants can consist of cardiac and 
vascular stents, pacemakers and de?brillation devices. One 
problem Which occurs With pacemakers in addition to the 
insertion and operation of same is a problem of selling used 
pacemakers or recalled pacemakers for reinsertion into neW 
patients. The tagged medical implant facilitates its use for a 
variety of applications, including product identi?cation after 
implantation, recipient medical identi?cation, storage and 
dissemination of product processing information, and prod 
uct quality assurance, including veri?cation of manufactur 
ers and original equipment. Use of medical implants formed 
in accordance With the present invention permits ef?cient 
inventory control. 

[0031] As illustrated in FIG. 2, the implant 10 Which can 
be formed in accordance With the present invention com 
prises seal or pouch 12 of a Waterproofbiocompatible plastic 
and an associated RFID tag 14 having an integrated circuit 
16 and antenna 18. 

[0032] The RFID tag 14 includes a radio frequency iden 
ti?cation integrated circuit 16 in semiconductor chip form 
Which is about the siZe of a grain of sand electrically 
connected to an antenna 18 placed in contrast With the 
semiconductor circuit and mounted on a substrate 15. The 
RFID tag When placed on medical implant 10 is covered by 
a plastic seal or closure 12 Which acts as a moisture 
impermeable barrier protecting the circuit against body 
?uids and damage. The chip is of standard construction and 
can be obtained from Alien Inc. or Matrix, Inc. Which are 
several of many chip manufacturers in the RFID chip 
industry. The antenna 18 is operatively connected to the 
integrated circuit 16, With the antenna cooperating With the 
integrated circuit to permit the integrated circuit to be 
externally poWered Without physical connection of a poWer 
supply thereto. The antenna 18 provides the desired radio 
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frequency interface With an associated radio frequency 
input/output device 20 (FIG. 3) Which can be con?gured to 
provide remote RF to the tag 14 and/or reading and retrieval 
of electronic information carried by the integrated circuit 16 
by the reader 22. 

[0033] In accordance With the present disclosure, it is 
contemplated that the integrated circuit 16 and antenna 18, 
and any associated components, including interconnections 
With the integrated circuit, be positioned Within the seal 12 
by disposition of the electronic components on a substrate or 
liner 15 Which is inserted into or covered by the seal 12. 

[0034] External poWering of the integrated circuit 16 
precludes the need for an internal poWer supply operatively 
connected to the integrated circuit for providing electrical 
poWer thereto. HoWever, for some con?gurations of the 
present package (such as providing for capturing continuous 
historical data such as pressure and/or temperature), it may 
be desirable to provide an alternate compact poWer supply 
24, such as diagrammatically illustrated in FIG. 3, Which is 
operatively connected to the integrated circuit 16. 

[0035] The microelectronics assembly of the package can 
be con?gured to include one or more different types of 
compact-siZe (i.e., micro) sensing or medical treatment 
devices. Such sensing devices are in the form of a microchip 
circuit and may include, by Way of example, a pressure 
sensor 26, a temperature sensor 28, a chemical sensor 30 for 
sensing the presence of chemicals such as oxygen, and/or a 
biological sensor 32 for sensing the presence of microor 
ganisms or a micro Wave form generator 34 for generating 
electronic energy in the range of 20-50 microamps to heal 
the area in the patient surrounding the implant 10. While the 
above noted sensors (26-32) are knoWn in the art, the use of 
same With RFID tags has not been used. The con?guration 
of the circuit 16 and antenna 18 With one or more of the 
internal sensor devices noted above greatly enhances ver 
satile use of the medical implant, including determination of 
the manufacturer of the implant, years after implantation, 
alloWing the medical history of the patient to be displayed 
after reading the implant identi?cation code, anti-counter 
feiting and preventing the use of used medical implants. An 
array of sensors can be provided for certain applications, 
With the array preferably integrated With radio frequency 
integrated circuit 16 as is schematically shoWn in FIG. 3. 

[0036] It is contemplated that the microelectronics assem 
bly used in practicing the present invention can be posi 
tioned on a mounting substrate 15 inserted into the seal or 
pouch 12 made of durable biocompatible plastic With the 
seal 12 in turn being secured by biocompatible cements, 
adhesives or glue to the sterile medical implant device. The 
RFID tag is positioned in an area Which is not subject to 
Wear by engagement With surrounding various body parts. 
The present invention particularly contemplates that the 
mounting substrate for the microelectronics be provided in 
the form of a substrate or liner 15 for insertion into the seal 
or pouch 12. The RFID tags 14 are preferably are inserted 
into pre-molded closures or seals 12 (as opposed to in situ 
molding of a liner). Closure manufacturers typically use thin 
sheet material ranging from 0.015 to 0.030 inches thick, 
depending upon the particular closure design. This material 
is supplied in large rolls, and is typically fed into punching 
machines that punch circular discs from the lining material, 
and substantially simultaneously insert the punched discs 
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into closure shells. The remaining “skeleton” is typically 
re-ground and returned to the material supplier for recycling 
and inclusion in future rolls of lining material. 

[0037] In such an arrangement, the sealing liner thus acts 
to provide the desired sealing engagement betWeen the 
closure assembly and the medical implant devices, With the 
microelectronics assembly thus securely positioned Within 
the closure, yet isolated from the ?uids of the body after 
implantation, in accordance With FDA requirements. 

[0038] The present invention contemplates that various 
techniques can be employed for providing the antenna 18, 
and associated interconnections, on the mounting substrate 
15 for the electronics assembly. In one form, the antenna and 
interconnections are printed on the substrate 15 With elec 
trically conductive inks, With the printing steps selected 
from the group consisting of ink jet printing, silk screen 
printing, and offset printing. Alternatively, the antenna and 
interconnections can be formed by thin ?lm deposition 
utiliZing evaporation or sputtering on the mounting sub 
strate, With etching or laser machining of the thin ?lm 
effected to form the antenna and interconnections. 

[0039] Other techniques can be employed in accordance 
With the present invention for formation of the antenna and 
interconnections of the microelectronics assembly. The 
antenna and interconnections can be formed by lamination 
on the mounting substrate, With the lamination etched or 
laser machined for formation of the antenna and intercon 
nections. Laser “Writing” can be employed through the use 
of organo-metallic gas Which forms metal deposits When 
subjected to laser light. 

[0040] Mounting of the integrated circuit 16 on the mount 
ing substrate can also be effected in various Ways. As is 
knoWn by those skilled in the art, the integrated circuit can 
be positioned active-side-doWn on the mounting substrate 
With connection from the pads on the integrated circuit made 
directly to the antenna or interconnection by soldering, 
stud-bump bonding or With a conductive adhesive, or active 
side-up on the substrate With connection from the pads on 
the integrated circuit made directly to the antenna or inter 
connection With Wire bonds. Formation of the microelec 
tronics assembly can include the steps of ?rst positioning the 
integrated circuit on the mounting substrate, and forming a 
planariZation layer over the integrated circuit. One or more 
openings are then formed in the planariZation layer, such as 
by photolithography or laser machining. The antenna is then 
formed on the planariZation layer, and interconnections 
formed through the openings in the layer. The antenna and 
interconnections can be formed by metal deposition fol 
loWed by photolithography. 

[0041] It is Within the purvieW of the present invention 
that the microelectronics assembly can be positioned on the 
mounting substrate by printing the integrated circuit With 
semi-conductor inks as Well as the associated antenna and 
interconnections With electrically-conductive inks directly 
on the. 

[0042] To facilitate ef?cient use of the present interactive 
information package, it is contemplated that the apparatus 
employed for insertion of the microelectronics and mounting 
substrate into the associated closure be a so-called “smart 
machine”, that is, capable of reading information from, and 
Writing information onto, the microelectronics assembly. It 
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is particularly contemplated that this apparatus be con?g 
ured for testing the installed microelectronics prior to ship 
ment of the RFID tags. 

[0043] In operation as shoWn in FIG. 4 the sterile medical 
implant 10 is implanted into a patient 11 With an RFID tag 
af?xed thereto Which has a speci?c identifying code. The tag 
14 is accessed by exciting the same in a ?eld ranging from 
870 MhtZ to 990 MhtZ at a poWer of up to three Watts 
generated by an outside poWered antenna 20. The RFID tag 
14 emits a binary code Which is read by a reader 22 and the 
reader 22 transmits the code to a computer 40 Which 
accesses a data base 50 by the internet 44 to link the code 
generated speci?c to the medical implant to a speci?c 
manufacturer. Upon determination of the manufacturer of 
the medical implant and model of the medical implant, the 
surgeon or physician can then click up the diagrams and 
schematics for the medical implant or alternatively link the 
code of the medical implant to a database 60 of a speci?c 
patient in Which the device has been implanted and pull up 
the ?le history for the patient including records and/or 
pictures of the implant operation as Well as the medical 
history of the patient so that the data is stored and displayed 
on terminal 70 of the user or physician. 

[0044] The principles, preferred embodiments and modes 
of operation of the present invention have been described in 
the foregoing speci?cation. However, the invention should 
not be construed as limited to the particular embodiments 
Which have been described above. Instead, the embodiments 
described here should be regarded as illustrative rather than 
restrictive. Variations and changes may be made by others 
Without departing from the scope of the present invention as 
de?ned by the folloWing claims: 

1. A method of making an interactive information medical 
implant taken from a group consisting of orthopaedic and 
cardiac implants, comprising the steps of: a) placing a ?uid 
sealed microelectronics assembly, including an RFID inte 
grated circuit chip, an antenna, and one or more intercon 
nections operatively connecting said circuit and said 
antenna; 

b) exciting said RFID integrated circuit With energy 
emitted outside of a patient in Which the implant has 
been implanted causing said RFID integrated circuit to 
transmit binary code to a receiver connected to a 
computer; 

c) matching said received binary code With an identical 
code in a database indicating a manufacturer of said 
medical implant to identify said medical implant; and 

d) obtaining information about the physical characteris 
tics of said medical implant. 

2. A method of making an interactive information medical 
implant in accordance With claim 1, Wherein: said micro 
electronics assembly is mounted on a substrate and a sealing 
liner for sealing said microelectronics assembly on said 
implant is placed over said substrate protecting the same 
from ?uid engagement. 

3. (canceled) 
4. A method of making an interactive information medical 

implant in accordance With claim 1, Wherein said ortho 
paedic implants consist of implants for joint replacement, 
implants for hip replacement, implants for knee replace 
ment, implantable spinal cages, implantable spinal plates, 
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implantable bone plates, implantable rods, implantable nails, 
implantable bone screWs, and implantable bone stents. 

5. A method of making an interactive information medical 
implant in accordance With claim 1, Wherein said cardiac 
implants consist of vascular stents, pacemakers and de?bril 
lation devices. 

6. (canceled) 
7. A method of making an interactive information medical 

implant in accordance With claim 1, including a step c), of 
transmitting schematics and part dimensions of said medical 
implant corresponding to the matched received binary code 
from a computer to a physician upon identi?cation of the 
implant from the RFID binary code. 

8. A method of making an interactive information medical 
implant in accordance With claim 1, including: forming said 
antenna and said RFID integrated circuit chip in electrical 
connection With independently energiZed temperature sens 
ing means. 

9. A method of making an interactive information medical 
implant in accordance With claim 1, including: forming said 
antenna and said RFID integrated circuit chip in electrical 
connection With independently energiZed pressure sensing 
means. 

10. A method of making an interactive information medi 
cal implant in accordance With claim 1, including: forming 
said antenna and said RFID integrated circuit chip in elec 
trical connection With independently energiZed chemical 
sensing means. 

11. A method of making an interactive information medi 
cal implant in accordance With claim 1, including: forming 
said antenna and said RFID integrated circuit chip in elec 
trical connection With independently energiZed microorgan 
ism sensing means. 

12. A method of making an interactive information medi 
cal implant in accordance With claim 1, Wherein said micro 
electronics assembly includes Wave form generating means 
Which generates electronic energy in the range of about 20 
to about 50 microamps. 

13. Amethod for identi?cation of medical implant devices 
and management and storage of medical information relat 
ing to same comprising the steps of: a) labeling said medical 
implant device With a radiofrequency identi?cation tag 
(RFID) having an identi?cation code speci?c to that speci?c 
implant, b) searching a medical implant product and patient 
information database for implants using said medical 
implant device identi?cation to obtain a treating physician 
correlating to the speci?c implant RFID number, c) search 
ing a medical implant database device history using said 
medical implant device identi?cation to obtain information 
taken from a group consisting of name of the manufacturer 
of the implant, type of implant, composition of implant, 
dimensions and measurements of implant, date of implan 
tation, expiration date of implant if applicable, type of 
instruments required for removal of implant; and d) doWn 
loading desired information about said implant device 
obtained in step c) for use by a physician. 

14. A method for identifying implanted medical devices 
and management and storage of medical information com 
prising the steps of: 

a) labeling an implantable medical device With a radiof 
requency identi?cation tag (RFID) having an identi? 
cation code speci?c to that speci?c implant, 
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b) maintaining a patient information database speci?c to 
said speci?c RFID tag taken from a group consisting of 
patient name, address, medical history, and treating 
physicians, and 

c) reading said identi?cation code of said medical implant 
device and matching said identi?cation code With the 
patient information database relating to said speci?c 
RFID tag. 

15. A method for identifying implanted medical devices 
and management and storage of medical information com 
prising the steps of: 

a) labeling said implanted medical device With a radiof 
requency identi?cation device (RFID) tag having With 
an identi?cation code speci?c to that speci?c medical 
implant, 

b) maintaining a medical implant device history for the 
speci?c medicine implant including manufacturer, type 
of implant, composition of implant, dimensions and 
measurements of implant, date of implantation, type of 
instruments required for removal of implant, and 

c) reading said identi?cation code of said medical implant 
device and matching said identi?cation code With said 
speci?c medical implant device history database; 
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d) transmitting said implant device history to a medical 
requestor. 

16. (canceled) 
17. (canceled) 
18. (canceled) 
19. (canceled) 
20. (canceled) 
21. (canceled) 
22. (canceled) 
23. A method of making an interactive information medi 

cal implant taken from a group consisting of orthopaedic and 
cardiac implants, comprising the steps of: 

a) attaching an RFID integrated circuit chip, an antenna, 
and one or more interconnections operatively connect 
ing said circuit and said antenna in a ?uid sealed 
microelectronics assembly on a medical implant; 

b) inserting said medical implant into a patient; and 

c) reading the global positioning of said medical implant 
in said patient With the use of a navigational system 


