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ABSTRACT 

Systems, methods, apparatus and devices for performing 
improved gynecologic and urologic procedures are dis 
closed. An intrauterine access and procedure system 
includes a laterally de?ectable sheath. The various embodi 
ments enable procedures to be performed outside the hos 
pital setting, such as in a doctor’s of?ce or clinic. 
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Fig. 5A 
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INTRAUTERINE ACCESS AND PROCEDURE 
SYSTEM WITH LATERALLY DEFLECTABLE 

SHEATH 

PRIORITY INFORMATION 

[0001] This application claims priority under 35 U.S.C. § 
119 to US. Provisional Patent Application Ser. No. 60/852, 
842, ?led Oct. 18, 2006, the disclosure of Which is incor 
porated in its entirety herein by reference. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 
[0003] The present invention relates to systems, methods, 
apparatus and devices for performing one or more gyneco 
logic and urologic procedures. More particularly, devices 
and combinations of devices provide simpli?ed use and 
enhanced safety to support performance of various diagnos 
tic and therapeutic procedures in the doctor’s o?ice setting. 
[0004] 2. Description of the Related Art 
[0005] Currently available gynecologic products are dif 
?cult to use and often have limited use and functionality. 
Treatment of gynecologic disorders and ailments is most 
often performed in a hospital and bears a large cost due to 
the setting and the support personnel required. Treatment 
options and modalities are also limited, such that the patient 
may not be offered the best option for her particular condi 
tion. 
[0006] There is therefore a need for improved gynecologic 
systems, methods and devices that simplify use, offer 
improved functionality and enhanced safety. 

SUMMARY OF THE INVENTION 

[0007] There is provided in accordance With one aspect of 
the present invention, an intrauterine access and procedure 
system. The system comprises an elongate tubular sheath, 
having a proximal end, a distal end, and at least one lumen 
extending therethrough. The sheath is adapted for transcer 
vical access to the uterus. A visualiZation element is adapted 
to extend through the sheath, for visualiZing a site Within the 
uterus. A tissue removal element is adapted to extend 
through the sheath, for removing tissue from the site. At least 
one ?uid port is provided, for permitting introduction of 
?uid through the sheath and into the uterus. A distal section 
of the sheath is laterally de?ectable. 
[0008] The outside diameter of the sheath is less than 
about 9 mm, and preferably less than about 7 mm. 
[0009] The distal section of the sheath may be laterally 
de?ected in response to actuation of a pull Wire. Alterna 
tively, the distal section of the sheath is laterally de?ectable 
in response to movement of a shaping Wire. 
[0010] The visualiZation element may comprise a lens, or 
an ultrasound transducer. The sheath may comprise at least 
one radiopaque marker. 
[0011] The tissue removal element may comprise a tissue 
cutter such as an oscillating cutter or a rotating cutter. The 
tissue removal element may alternatively comprise an 
acoustic generator, a tissue morcellator, or an ablation ele 
ment. 

[0012] The system may additionally comprise a pull Wire, 
for de?ecting the distal end of the sheath. An in?atable 
balloon may be carried by the sheath. The system may 
additionally include a tissue penetrating assembly, a stabi 
liZation device, a drug delivery assembly, or a volume 
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occupying device. The system may additionally include a 
distension element, such as an expandable basket. 
[0013] Further features and advantages of the present 
invention Will become apparent to those of skill in the art in 
vieW of the detailed description of preferred embodiments 
Which folloWs, When considered together With the attached 
draWings and claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] The accompanying draWings, Which are incorpo 
rated in and constitute a part of this speci?cation, illustrate 
various embodiments of the present invention, and, together 
With the description, serve to explain the principles of the 
invention. In the draWings: 
[0015] FIG. 1 illustrates a perspective vieW of an exem 
plary embodiment of an introducer consistent With the 
present invention; 
[0016] FIG. 1A illustrates a side sectional vieW of another 
exemplary embodiment of an introducer consistent With the 
present invention, Wherein the introducer includes a pre 
dilating balloon and is shoWn being deployed in the cervix 
of a patient; 
[0017] FIG. 1B illustrates a side sectional vieW of another 
exemplary embodiment of an introducer consistent With the 
present invention, Wherein the introducer includes a drug 
delivery element and a strain gauge and is shoWn deployed 
in the cervix of a patient; 
[0018] FIG. 2 illustrates a side sectional vieW of an 
exemplary embodiment of a system of the present invention, 
Wherein an introducer includes a radiopaque ring and is 
shoWn deployed in the cervix, and a tissue removal device 
With a side-saddle camera has been advanced through the 
introducer and into the uterus of a patient; 
[0019] FIG. 2A illustrates a side sectional vieW of the 
distal end of a tissue removal device consistent With the 
present invention, Wherein the device includes an oscillating 
cutter; 
[0020] FIG. 2B illustrates a side sectional vieW of the 
distal end of another tissue removal device consistent With 
the present invention, Wherein the device includes a rotating 
cutter; 
[0021] FIG. 2C illustrates a side sectional vieW of the 
distal end of a tissue removal device and side-saddle camera, 
consistent With the present invention; 
[0022] FIG. 3 illustrates a side sectional vieW of another 
exemplary embodiment of a system consistent With the 
present invention, Wherein an introducer is shoWn deployed 
in the cervix of a patient, and a subsonic treatment device 
has been advanced through the introducer and into the 
uterus; 
[0023] FIG. 3A illustrates a side vieW of the distal end of 
the subsonic treatment device of FIG. 3; 
[0024] FIG. 4 illustrates a side vieW of another exemplary 
embodiment of an introducer consistent With the present 
invention, Wherein the introducer includes a removable 
needle assembly and an in?atable balloon near its distal end; 
[0025] FIG. 5 illustrates a side sectional vieW of another 
exemplary embodiment of a system consistent With the 
present invention, Wherein an introducer is shoWn deployed 
through the vaginal Wall of a patient and a treatment device 
has been advanced through the introducer to a location 
outside the uterus and proximate a ?broid in the uteral Wall; 
[0026] FIG. 5A illustrates a side sectional vieW of another 
exemplary embodiment of a system consistent With the 
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present invention, Wherein an introducer is shown deployed 
through the vaginal Wall of a patient, a treatment device 
including a magnet in its distal portion has been advanced 
through the introducer to a location outside the uterus and a 
stabilizing magnetic device has been advanced into the 
uterus proximate a ?broid; 
[0027] FIG. 6 illustrates a side sectional vieW of an 
exemplary method consistent With the present invention, 
Wherein a ?rst treatment device has been advanced through 
the cervix and a fallopian tube and is accessing the outside 
of a fallopian tube, and a second treatment device has been 
advanced through the cervix and a fallopian tube and is 
accessing the outside of the uterus proximate a ?broid; 
[0028] FIG. 7 illustrates a side sectional vieW of an 
exemplary drug delivery device consistent With the present 
invention, Wherein the device is deployed in the cervix of the 
patient and integral needles are deployed into the cervical 
Wall; 
[0029] FIG. 7A illustrates a side sectional vieW of the drug 
delivery device of FIG. 7, Wherein the needles are in the 
retracted position; 
[0030] FIG. 7B illustrates a side sectional vieW of the drug 
delivery device of FIG. 7, Wherein the needles are in an 
deployed position; 
[0031] FIG. 7C illustrates a side sectional vieW of another 
exemplary drug delivery device consistent With the present 
invention, Wherein the device includes a vacuum source and 
suction ports for attracting tissue toWard a drug delivery 
element; 
[0032] FIG. 8 illustrates a side sectional vieW of another 
exemplary drug delivery device consistent With the present 
invention, Wherein the device is deployed in the cervix of the 
patient and integral exit holes alloW ?uid to pass into the 
cervical Wall; 
[0033] FIG. 8A illustrates a side vieW of the distal end of 
the drug delivery device of FIG. 8, Wherein the device is 
deployed over an occluding guideWire; 
[0034] FIG. 8B illustrates a side vieW of the proximal end 
of the drug delivery device of FIG. 8A. 
[0035] FIG. 9 illustrates a side sectional vieW of another 
exemplary drug delivery device consistent With the present 
invention, Wherein the device is deployed in the cervix of the 
patient, an integral balloon has been in?ated and integral exit 
holes in the balloon alloW ?uid to pass into the cervical Wall; 
[0036] FIG. 9A illustrates a side vieW of the distal end of 
the drug delivery device of FIG. 9, Wherein the device is 
deployed over a guideWire and the balloon is in?ated; 
[0037] FIG. 9B illustrates a side vieW of the proximal end 
of the drug delivery device of FIG. 9A. 
[0038] FIG. 10 illustrates a side sectional vieW of an 
exemplary scaffolding device consistent With the present 
invention, Wherein the device has been deployed in the 
uterus of a patient; 
[0039] FIG. 10A illustrates a side sectional vieW of the 
scaffolding device of FIG. 10, Wherein a control shaft has 
been near fully extended and a scaffold is partially deployed; 
[0040] FIG. 10B illustrates a perspective vieW of an exem 
plary scaffolding device consistent With the present inven 
tion, Wherein the scaffolding assembly comprises tWo resil 
iently biased arms; 
[0041] FIG. 10C illustrates a perspective vieW of an exem 
plary scaffolding device consistent With the present inven 
tion, Wherein the scaffolding assembly includes three resil 
iently biased arms; 
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[0042] FIG. 10D illustrates a side sectional vieW of the 
scaffolding device of FIG. 10B, Wherein the scaffolding 
device has been inserted through an introducer of the present 
invention and has its distal portion in the uterus of a patient; 
[0043] FIG. 11 illustrates a side sectional vieW of an 
exemplary visualiZation apparatus consistent With the 
present invention, Wherein a camera device, a ?rst light 
source and a second light source have been advanced into 
the uterus of a patient; 
[0044] FIG. 12 illustrates a side sectional vieW of another 
exemplary system consistent With the present invention, 
Wherein a uteral volume occupying device and a treatment 
device have each been advanced into the uterus of a patient; 
[0045] FIG. 12A illustrates a side vieW of an exemplary 
Wire shaping device consistent With the present invention; 
[0046] FIG. 13 illustrates a ?oW chart of an exemplary 
method of dilation, consistent With the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

[0047] To facilitate an understanding of the invention, a 
number of terms are de?ned immediately herebeloW. 
[0048] As used herein, the term “trans-vaginal-Wall” 
refers to devices or procedures Which enter the vaginal 
opening, travel doWn the vaginal canal, and exit through the 
vaginal Wall proximal to the cervix. 
[0049] As used herein, the term “trans-cervical” refers to 
devices or procedures Which enter the vaginal opening, 
travel doWn the vaginal canal, pass through the cervical 
canal and enter the uterus. 
[0050] As used herein, the term “trans-uteral” refers to 
devices or procedures Which pass through the Wall of the 
uterus. 

[0051] As used herein, the term “drug” refers to all drugs 
and other agents that may be included in the systems, 
methods apparatus and devices of the present invention; 
either by including the drug into a coating or an integral 
reservoir of a component; or by provided to the patient 
through other means such as via a lumen and exit port Which 
is in ?uid communication With a supply of the drug such as 
an infusion pump or syringe. Drugs shall include not only 
pharmaceutical compounds such as anesthetics, anti-throm 
botics, thrombotics, anti-bacterial drugs and chemothera 
peutics, but also other agents such as ionic solutions, hor 
mones, genes, vitamins, clotting agents, naturally occurring 
substances such as extracts from plants, and any other 
compound or agent applicable to the procedures contained 
herein. 
[0052] As used herein, “patient” refers to any animal, such 
as a mammal and preferably a human. Speci?c examples of 
“patients” include but are not limited to: individuals requir 
ing medical assistance and healthy individuals. 
[0053] Systems, methods, apparatus and devices consis 
tent With the invention provide improved diagnostic and 
therapeutic gynecologic and urologic procedures and out 
comes. The simpli?ed, safer use provided alloWs these 
procedures to be performed in locations such as a doctor’s 
o?ice or health clinic, eliminating the high costs associated 
With a hospital setting. Speci?c devices of the present 
invention reduce the pain encountered by the patient during 
and after the associated diagnostic or therapeutic procedure. 
The devices and apparatus provide to the clinician operator 
precision in both manipulation and device actions, and often 
alloW reversibility of one or more steps of the procedure 


































