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Luggage is disclosed that includes a mainbody that de?nes an 
interior compartment bounded by a top Wall, a bottom Wall, a 
front Wall, a rear Wall, and side Walls. The front Wall is 
hingeably connected With one of the side Walls and includes 
a closing mechanism for sealing or unsealing the interior 
compartment. An accessory compartment is formed Within 
one of the front Wall, the rear Wall, or one of the side Walls. 
The accessory pocket includes a ?rst sealable access mecha 
nism to permit access to the accessory pocket from an exterior 
of the main body. It also includes a second access mechanism 
to permit access to the accessory pocket from the interior of 
the main body. Wheels are positioned along the bottom Wall, 
and handle assembly is attached With the main body and 
deployable from a stoWed position. 
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LUGGAGE 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

[0001] This application is related to concurrently ?led, 
commonly assigned U.S. Des. patent application Ser. No. 

entitled “LUGGAGE,” by Katherine R. Coughlin, 
the entire disclosure of Which is incorporated herein by 
reference for all purposes. 

BACKGROUND OF THE INVENTION 

[0002] This application relates generally to luggage. More 
speci?cally, this application relates to luggage suitable for 
business travelers to carry onto commercial aircraft. 
[0003] The concerns of business travelers differ in a 
number of respects from the concerns of vacationers and 
other travelers. For example, business travelers are usually 
subject to greater time constraints during their travel, result 
ing in a general reluctance to check baggage because of the 
delays that then result from the need to retrieve the baggage 
after arrival at a destination. Business travelers are thus 
motivated to pack their belongings for travel in luggage that 
can not only be accommodated on commercial aircraft but is 
also structured to carry both personal and business items for 
their trips. The greater time constraints on business travelers 
also manifest themselves in a greater desire on the part of 
business travelers to be able to navigate through airports 
quickly. Luggage that is dif?cult to maneuver can sometimes 
impede these efforts. 
[0004] Many of these concerns are greater for Women 
travelers than they are for men travelers. For example, 
Woman tend to travel With a purse or pocketbook, resulting 
in a greater number of articles to carry than men. The 
footWear Worn by Women also tends to increase their con 
cerns about the maneuverability of luggage through airports. 
And the generally smaller frame of Women tends to make 
luggage designed for male travelers more dif?cult to maneu 
ver e?iciently. 
[0005] Furthermore, prompted by a variety of security 
concerns, the last several years have seen the introduction of 
a number of unexpected limitations on the content, siZe, and 
number of pieces of carry-on luggage that are permitted. 
Some airports have sometimes limited the number of pieces 
to one, making it more dif?cult to accommodate travelers 
Who Would otherWise prefer to use multiple pieces. Restric 
tions have also been imposed on carrying liquids, including 
thixotropic liquids like toothpastes, gels, and similar sub 
stances. Certain of these restrictions require removal and 
separate presentation of such liquid substances, causing an 
inconvenience for a number of travelers. 
[0006] All of these various considerations result in there 
being a general need in the art for improved luggage 
structures. 

BRIEF SUMMARY OF THE INVENTION 

[0007] Embodiments of the invention provide improved 
luggage structures. Such luggage includes a main body that 
de?nes an interior compartment bounded by a top Wall, a 
bottom Wall, a front Wall, a rear Wall, and a plurality of side 
Walls. The front Wall is hingeably connected With one of the 
side Walls and includes a closing mechanism for sealing or 
unsealing the interior compartment. An accessory compart 
ment is formed Within one of the front Wall, the rear Wall, or 
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one of the side Walls. The accessory pocket includes a ?rst 
sealable access mechanism to permit access to the accessory 
pocket from an exterior of the main body. It also includes a 
second access mechanism to permit access to the accessory 
pocket from the interior of the main body. A plurality of 
Wheels are positioned along the bottom Wall. A handle 
assembly is attached With the main body and deployable 
from a stoWed position. 
[0008] In some embodiments, the second access mecha 
nism is sealable. The accessory pocket may also advanta 
geously be lined With a nonabsorbent material. The handle 
may be deployable into a plurality of distinct locked posi 
tions. 
[0009] A second access pocket may also sometimes be 
formed Within one of the front Wall, the rear Wall, or one of 
the side Walls. The second accessory pocket is sealable and 
is shaped and siZed to hold a laptop computer. In a particular 
embodiment, both the accessory pocket and the second 
accessory pocket are formed Within the front Wall. 
[0010] Embodiments of the invention also include differ 
ent shapes for the luggage. For example, in some instances, 
each of the side Walls tapered from a Wider portion at a 
bottom of each side Wall to a narroWer portion at a top of 
each side Wall. 
[0011] In some instances, one or more removable shelves 
are disposed Within the interior compartment and substan 
tially parallel to the bottom side. Each of the plurality of 
Wheels may be rotatable 360° about an axis orthogonal to the 
bottom Wall. The front Wall may be connected With the main 
body by an expandable portion having a plurality of states 
that provide distinct interior volumes of the interior com 
partment When the interior compartment is sealed. 
[0012] Different embodiments also provide a secondary 
handle a?ixed to the top Wall. The secondary handle has a 
plurality of states. A ?rst of the states provides a space 
betWeen the secondary handle and the top Wall su?icient for 
the secondary handle to be gripped by a human hand. A 
second of the states provides the secondary handle in a 
substantially ?at con?guration against the top Wall. In one 
embodiment, a second secondary handle is af?xed to one of 
the side Wall. The second secondary handle also has a 
plurality of states. A ?rst of the states provides a space 
betWeen the second secondary handle and the one of the side 
Walls su?icient for the second secondary handle to be 
gripped by a human hand. A second of the states provides the 
second secondary handle in a substantially ?at con?guration 
against the one of the side Walls. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0013] A further understanding of the nature and advan 
tages of the present invention may be realiZed by reference 
to the remaining portions of the speci?cation and the draW 
ings Wherein like reference numerals are used throughout 
the several draWings to refer to similar components. In some 
instances, a sublabel is associated With a reference numeral 
and folloWs a hyphen to denote one of multiple similar 
components. When reference is made to a reference numeral 
Without speci?cation to an existing sublabel, it is intended to 
refer to all such multiple similar components. 
[0014] FIG. 1 is a front perspective vieW of carry-on 
luggage in one embodiment of the invention; 
[0015] FIG. 2 is a front elevational vieW of the carry-on 
luggage of FIG. 1; 
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[0016] FIG. 3 is a rear elevational vieW of the carry-on 
luggage of FIG. 1; 
[0017] FIG. 4 is a right side vieW of the carry-on luggage 
of FIG. 1; 
[0018] FIG. 5 is a left side vieW ofthe carry-on luggage of 
FIG. 1; 
[0019] FIG. 6 is a top elevational vieW of the carry-on 
luggage of FIG. 1; 
[0020] FIG. 7 is a bottom elevational vieW of the carry-on 
luggage of Fig.; 
[0021] FIG. 8 is a front perspective vieW of the carry-on 
luggage of FIG. 1 shoWing the accessory pocket in an open 
position; 
[0022] FIG. 9 is a front vieW of the carry-on luggage of 
FIG. 1 With the front side open to shoW features of the 
interior compartment of the luggage; 
[0023] FIG. 10 provides a detailed vieW of the handle 
assembly of the carry-on luggage of FIG. 1, illustrating the 
con?guration of the handle assembly to be deployed into a 
plurality of distinct locked positions; and 
[0024] FIG. 11 illustrates a structure that may be used to 
provide lie-?at handles in an embodiment of the invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0025] Embodiments of the invention provide articles of 
luggage that are especially suited for business travelers and 
for Women travelers, although their various features provide 
certain advantages for a Wide range of travelers that includes 
nonbusiness travelers, men, and people having a Wide range 
of heights. 
[0026] A general overvieW of the structure of the luggage 
in speci?c embodiments is provided With FIGS. 1-7, Which 
provide different vieWs of an exemplary embodiment for 
purposes of illustration. The luggage de?nes an interior 
compartment that is used for carrying articles and may have 
both open and closed positions. In addition, the luggage may 
include one or more accessory pockets, some of Which are 
also shoWn in the draWings and access to such accessory 
pockets may be provided With structures that seal the 
accessory pockets as described beloW. The draWings of 
FIGS. 1-7 shoW the luggage in its closed position so that the 
interior compartment is sealed, With FIG. 1 providing a front 
perspective vieW of the overall structure of the luggage. FIG. 
2 shoWs a front elevational vieW; FIG. 3 shoWs a rear 
elevational vieW; FIG. 4 shoWs a right side vieW; FIG. 5 
shoWs a left side vieW; FIG. 6 shoWs a top elevational vieW; 
and FIG. 7 shoWs a bottom elevational vieW. 
[0027] The interior compartment of the luggage 100 is 
de?ned by a body 104 that bounds the interior compartment 
With a top Wall 108, a bottom Wall 120, a front Wall 128, a 
rear Wall 124, and tWo side Walls 112 and 116. The front Wall 
128 is hingeably connected With one of the side Walls 116 
and includes a closing mechanism 165 that alloWs the 
interior compartment to be sealed or unsealed. In the illus 
trative embodiment, the closing mechanism comprises a 
Zipper structure, although other closing mechanisms may be 
used in alternative embodiments. 
[0028] The luggage may be maneuvered through a com 
bination of a handle assembly 140 and a plurality of Wheels 
160 that are positioned along the bottom Wall. Each of the 
Wheels is 160 is con?gured to be rotatable through a full 
360° about respective axes 170. Such ?exibility permits the 
handle assembly 140 to be gripped by a person and for the 
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luggage 100 thereby to be rolled smoothly in any direction. 
For example, the combination permits the luggage easily to 
be rolled to the side of a Walking person, not requiring that 
it be pulled along from behind, although it is also possible 
for the luggage to be moved in that conventional fashion 
also. 
[0029] Additional handles 166 may also be provided to 
permit the luggage 100 to be picked up by a person and 
carried. In some instances, as in the illustration provided, a 
plurality of such handles 166 may be provided on different 
ones of the Walls so that the luggage 100 may be carried in 
different orientations. For example, a handle 166-2 on the 
top Wall permits the luggage 100 to be carried in a vertical 
position, While a handle 166-1 on one of the side Walls 112 
permits the luggage 100 to be carried in a horiZontal 
position. Resting feet 156 may accordingly be provided on 
the side Wall 116 opposite the handle side Wall so that the 
luggage may be rested on the ground or other surface When 
in such a horiZontal position. 
[0030] In certain embodiments, the side Walls 112 and 116 
have a generally trapeZoidal shape With a narroWer section 
at the top than at the bottom. This provides the body 104 
With a narroWing shape that alloWs the luggage 100 to be 
stored easily in the overhead compartments of aircraft. The 
overall siZe of the luggage may thus be of a siZe appropriate 
as a carry-on bag in some embodiments, although similar 
structures may be used in different siZes. In some instances, 
a set of luggage may be provided, With the set comprising 
individual pieces having features like those illustrated but 
With different overall siZes. 
[0031] The luggage may also advantageously include an 
expansion section 164 that permits the volume of the interior 
compartment to be varied depending on the contents to be 
carried Within the luggage. Such an expansion section 164 
includes a sealing mechanism such as a Zipper to hold 
material connecting the front Wall 128 to the remainder of 
the body 104 in a compact con?guration When sealed, but to 
release the material and thereby alloW the front Wall 128 to 
adopt a farther position When unsealed. 
[0032] The different accessory pockets may generally be 
provided in any of the front Wall 128, the rear Wall 124, or 
one of the side Walls 112 or 116, With the illustrated 
embodiment having tWo accessory pockets 132 and 136 
provided in the front Wall 128. One of the accessory pockets 
136 may advantageously be shaped and siZed to hold a 
laptop computer, With access to the accessory pocket 136 
being provided With a sealing mechanism 178 shoWn in the 
illustration to comprise a Zipper structure. 
[0033] Another of the accessory pockets 132 may be 
adapted especially for holding articles that contain liquids, 
With a similar sealing mechanism 175 being provided in the 
form of a Zipper structure. To accommodate such articles, 
Which are susceptible to leakage, the interior of this acces 
sory pocket 132 may be lined With a nonabsorbent material 
such as a plastic. Segregation of the liquid-containing 
articles in this pocket from other articles stored in the 
primary interior compartment thus advantageously avoids 
damage to other articles carried Within the luggage 100 in 
the event of leakage. 
[0034] Certain security restrictions for carrying luggage 
require that examination of laptop computers and/or of 
liquid articles by security personnel be performed separately 
from examination of the luggage as a Whole. The combina 
tion of accessory pockets 132 and 136 permits such items to 
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be removed easily from the luggage 100 for production to 
security personnel. In a typical airport security con?gura 
tion, the luggage 100 may be placed With its back Wall 124 
on a conveyor structure for routing through an x-ray device, 
With the accessory pockets 132 and 136 then being readily 
available in the top Wall 128 to extract the articles requiring 
separate examination and then to replace them after the 
security check. 
[0035] FIG. 8 provides an illustration of the luggage 100 
With the lined accessory pocket 132 in an open con?guration 
and FIG. 9 provides an illustration of the luggage With the 
front Wall 128 opened to shoW the interior compartment of 
the luggage. These draWings also shoW a con?guration in 
Which access to the lined accessory pocket 132 is addition 
ally provided from an interior face of the front Wall 128. A 
separate access structure 184 With a sealing mechanism 186 
shoWn in the form of a Zipper structure permits the accessory 
pocket 132 to be accessed When the luggage 100 is opened. 
Because liquid-containing articles are most commonly 
expected to be toiletries, this provides a convenient mecha 
nism for accessing the majority of the personal articles 
contained Within the luggage 100 after arrival at a destina 
tion. For example, When the luggage 100 is used to store 
clothing Within the interior compartment and to store toi 
letries Within the lined accessory pocket 132, ready access is 
provided to all such articles simultaneously When the lug 
gage 100 is opened. 
[0036] The interior compartment may also include one or 
more removable shelves 180 supported by brackets af?xed 
to interior faces of the side Walls 112 and 116. These shelves 
180 are arranged substantially parallel to the bottom Wall 
120 so that articles may be stored on the shelves 180 When 
the luggage 100 is in a vertical position. The shelves 180 
permit articles Within the luggage 100 to be separated and 
organiZed as desired, depending on the speci?c nature of the 
articles. For example, shoes, Which tend to have soiled 
undersides, may thus be stored separately from clothing 
Within the interior compartment. The ability to remove the 
shelves 180 permits the space of the interior compartment to 
be divided in an adaptable fashion for the most effective 
organiZation of the stored articles. In some embodiments, 
there may be more support brackets provided on the interior 
faces of the side Walls 112 and 116 than there are shelves. 
This permits even further adjustment of the separated areas 
Within the interior compartment by alloWing the shelves to 
be positioned differently for different uses of the luggage 
100 even if the number of shelves 180 in those different uses 
is the same. 

[0037] A more detailed illustration of the handle assembly 
140 in one embodiment is shoWn in FIG. 10. The handle 
assembly 140 generally comprises a stoWable structure, so 
that most of the handle assembly 140 may be stoWed Within 
the rear Wall 124 When not in use. This permits the luggage 
100 to assume a compact con?guration for storage in an 
overhead compartment of an aircraft or elseWhere. In the 
illustrated embodiment, a handle-assembly housing 189 is 
provided Within the rear Wall 124. The housing 189 is 
coupled With a pair of chutes (not shoWn) that hold a 
telescoping-column assembly that is connected With a 
handle 144. 

[0038] The chutes may be provided in different locations 
in different embodiments. For example, in one embodiment, 
the chutes are disposed Within the interior compartment. 
Such an embodiment has the advantage that the outside face 
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of the rear Wall 124 remains ?at, permitting the luggage 100 
to be stored more easily on its rear surface. In another 
embodiment, the chutes are disposed on the outside face of 
the rear Wall 124. Such an embodiment has the advantage 
that the inside face of the rear Wall 124 remains ?at, avoiding 
the presence of structures Within the interior compartment 
that might interfere With the ability to distribute articles as 
desired Within the interior compartment. In still another 
embodiment, the rear Wall 124 comprises a su?icient thick 
ness to hold the chutes, Which are disposed Within the rear 
Wall 124. Such an embodiment enjoys the advantages of 
both other embodiments by not only having the outside face 
of the rear Wall 124 remain ?at, but also having the inside 
face of the rear Wall 124 remain ?at, but sacri?ces some 
volume of the interior compartment in doing so. 

[0039] The telescoping-column assembly may comprise 
?rst columns 152 that are deployable Within the chutes and 
second columns 148 that are deployable Within the ?rst 
columns 152. In other instances, a greater number of col 
umns in a telescoping arrangement might be provided. The 
second columns 148 are a?ixed to a handle 144 suitable for 
gripping by a person. Retractable protrusions 188 are pro 
vided on the second columns 148 and may engage With pairs 
of correspondingly shaped bores in the ?rst columns 152 to 
lock the handle assembly in a speci?c position. The protru 
sions 188 may be retracted by operation of a button 145 
formed Within the handle 144 through a mechanical con 
nection betWeen the button 145 and the protrusions 188. In 
certain embodiments, a plurality of bore pairs are provided 
to enable the handle assembly to be deployed into a plurality 
of distinct locked positions. The availability of a plural 
number of distinct locked positions alloWs the handle assem 
bly to be adjusted to accommodate different heights of users 
of the luggage 100. The illustration in FIG. 10 demonstrates 
the ability of the arrangement to provide a plurality of 
distinct locked positions by shoWing the columns 148 and 
152 in a ?rst locked position that results in a ?rst position for 
the handle 144 and button 145 shoWn in solid line, and by 
shoWing the columns 148 and 152 in a second locked 
position that results in a second position for the handle 144 
and button shoWn in shadoW line. 

[0040] In some embodiments, the additional handle(s) 166 
may be provided in a lie-?at con?guration. Such a con?gu 
ration alloWs each additional handle 166 to have a substan 
tially ?at orientation against one of the Walls of the body 104 
When not in use, but easily to be pulled aWay from the Wall 
With su?icient space to be gripped by a human hand When 
in use. One mechanism by Which such a lie-?at con?gura 
tion may be provided is illustrated in FIG. 11. In embodi 
ments that use this con?guration, the additional handle 166 
is provided as a strap having a plurality of elongated notches 
174. A fastener 190 such as a rivet protrudes through each 
of the notches 174 to hold the strap, but the ability to move 
the strap to different positions as constrained by the fastener 
notch assembly alloWs the handle to adopt the different 
orientations. In some instances, as evident from FIG. 1, for 
example, the strap may have ends that are disposed under a 
Wall covering to hide the notches 174, With the fasteners 190 
protruding through the covering, providing a more aesthetic 
appearance to the additional handles 166. 

[0041] Thus, having described several embodiments, it 
Will be recogniZed by those of skill in the art that various 
modi?cations, alternative constructions, and equivalents 
may be used Without departing from the spirit of the inven 
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tion. Accordingly, the above description should not be taken 
as limiting the scope of the invention, Which is de?ned in the 
following claims. 
What is claimed is: 
1. Luggage comprising: 
a main body de?ning an interior compartment bounded by 

a top Wall, a bottom Wall, a front Wall, a rear Wall, and 
a plurality of side Walls, Wherein the front Wall is 
hingeably connected With one of the side Walls and 
includes a closing mechanism for sealing or unsealing 
the interior compartment; 

an accessory pocket formed Within one of the front Wall, 
the rear Wall, or one of the side Walls, Wherein the 
accessory pocket includes a ?rst sealable access mecha 
nism to permit access to the accessory pocket from an 
exterior of the main body and includes a second access 
mechanism to permit access to the accessory pocket 
from the interior of the main body; 

a plurality of Wheels positioned along the bottom Wall; 
and 

a handle assembly attached With the main body and 
deployable from a stoWed position. 

2. The luggage recited in claim 1 Wherein the second 
access mechanism is sealable. 

3. The luggage recited in claim 1 Wherein the accessory 
pocket is lined With a nonabsorbent material. 

4. The luggage recited in claim 1 Wherein the handle is 
deployable into a plurality of distinct locked positions. 

5. The luggage recited in claim 1 further comprising a 
second accessory pocket formed Within one of the front Wall, 
the rear Wall, or one of the side Walls, Wherein the second 
accessory pocket is sealable and is shaped and siZed to hold 
a laptop computer. 

6. The luggage recited in claim 5 Wherein the accessory 
pocket and the second accessory pocket are both formed 
Within the front Wall. 

7. The luggage recited in claim 1 Wherein the accessory 
pocket is formed Within the front Wall. 

8. The luggage recited in claim 1 Wherein each of the side 
Walls is tapered from a Wider portion at a bottom of each side 
Wall to a narroWer portion at a top of each side Wall. 

9. The luggage recited in claim 1 further comprising one 
or more removable shelves disposed Within the interior 
compartment and substantially parallel to the bottom side. 

10. The luggage recited in claim 1 Wherein each of the 
plurality of Wheels is rotatable 360° about an axis orthogonal 
to the bottom Wall. 

11. The luggage recited in claim 1 Wherein the front Wall 
is connected With the main body by an expandable portion 
having a plurality of states that provide distinct interior 
volumes of the interior compartment When the interior 
compartment is sealed. 

12. The luggage recited in claim 1 further comprising a 
secondary handle af?xed to the top Wall, Wherein the sec 
ondary handle has a plurality of states, a ?rst of the states 
providing a space betWeen the secondary handle and the top 
Wall suf?cient for the secondary handle to be gripped by a 
human hand and a second of the states providing the 
secondary handle in a substantially ?at con?guration against 
the top Wall. 

13. The luggage recited in claim 12 further comprising a 
second secondary handle af?xed to one of the side Walls, 
Wherein the second secondary handle has a plurality of 
states, a ?rst of the states providing a space betWeen the 
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second secondary handle and the one of the side Walls 
suf?cient for the second secondary handle to be gripped by 
a human hand and a second of the states providing the 
second secondary handle in a substantially ?at con?guration 
against the one of the side Walls. 

14. Luggage comprising: 
a main body de?ning an interior compartment bounded by 

a top Wall, a bottom Wall, a front Wall, a rear Wall, and 
tWo opposing side Walls, Wherein the front Wall is 
hingeably connected With one of the side Walls and 
includes a closing mechanism for sealing or unsealing 
the interior compartment; 

an accessory pocket lined With a nonabsorbent material 
and formed Within the front Wall, Wherein the accessory 
pocket includes a ?rst sealable access mechanism to 
permit access to the accessory pocket from an exterior 
of the main body and includes a second sealable access 
pocket to permit access to the accessory pocket from 
the interior of the main body; 

a plurality of Wheels position along the bottom Wall, each 
such Wheel rotatable 360° about an axis orthogonal to 
the bottom Wall; and 

a handle assembly attached With the main body and 
deployable from a stoWed position into a plurality of 
distinct locked positions. 

15. The luggage recited in claim 14 further comprising a 
second accessory pocket formed Within the front Wall, 
Wherein the second accessory pocket is sealable and is 
shaped and sized to hold a laptop computer. 

16. The luggage recited in claim 14 Wherein each of the 
side Walls is tapered from a Wider portion at a bottom of each 
side Wall to a narroWer portion at a top of each side Wall. 

17. The luggage recited in claim 14 further comprising 
one or more removable shelves disposed Within the interior 
compartment and substantially parallel to the bottom Wall. 

18. The luggage recited in claim 14 Wherein the front Wall 
is connected With the main body by an expandable portion 
having a plurality of states that provide distinct interior 
volumes of the interior compartment When the interior 
compartment is sealed. 

19. The luggage recited in claim 14 further comprising a 
secondary handle af?xed to the top Wall, Wherein the sec 
ondary handle has a plurality of states, a ?rst of the states 
providing a space betWeen the secondary handle and the top 
Wall suf?cient for the secondary handle to be gripped by a 
human hand and a second of the states providing the 
secondary handle in a substantially ?at con?guration against 
the top Wall. 

20. Luggage comprising: 
a main body de?ning an interior compartment bounded by 

a top Wall, a bottom Wall, a front Wall, a rear Wall, and 
tWo opposing side Walls, Wherein: 
the front Wall is hingeably connected With one of the 

side Walls and includes a closing mechanism for 
sealing or unsealing the interior compartment; and 

each of the side Walls is tapered from a Wider portion 
at a bottom of each side Wall to a narroWer portion 
at a top of each side Wall; 

an ?rst accessory pocket lined With a nonabsorbent mate 
rial and formed Within the front Wall, Wherein the ?rst 
accessory pocket includes a ?rst sealable access mecha 
nism to permit access to the ?rst accessory pocket from 
an exterior of the main body and includes a second 
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sealable access pocket to permit access to the ?rst a handle assembly attached With the main body and 
accessory pocket from the interior of the main body; deployable from a stoWed position into a plurality of 

distinct locked positions; and 
a secondary handle a?ixed to the top Wall, Wherein the 

secondary handle has a plurality of states, a ?rst of the 
states providing a space betWeen the secondary handle 
and the top Wall su?icient for the secondary handle to 
be gripped by a human hand and a second of the states 
providing the secondary handle in a substantially ?at 
con?guration against the top Wall. 

a second accessory pocket formed Within the front Wall, 
Wherein the second accessory pocket is sealable and is 
shaped and siZed to hold a laptop computer; 

a plurality of Wheels position along the bottom Wall, each 
such Wheel rotatable 360° about an axis orthogonal to 
the bottom Wall; 

one or more removable shelves disposed Within the inte 
rior compartment and substantially parallel to the bot 
tomWall; * * * * * 


