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CASE 

[0001] The present invention relates to a case comprising at 
least one partition Wall. 

PRIOR ART 

[0002] US, Al, 2002/0162842 shoWs a storage container 
comprising a base part, a cover part, a ?rst lid part and a 
second lid part, each one of all parts being equipped With a set 
of hinge parts. The parts are jointed to each other in such a 
Way that the cover part and the base part may be folded against 
each other and be closed, the lid parts forming partition Walls 
betWeen spaces de?ned in, on one hand, the cover part and on 
the other hand the lid part. The storage container is not, 
Without further ado, useful as a case and the cover parts are 
not dismountable and useful as sitting and/or knee cushions. 

SUMMARY OF THE INVENTION 

[0003] An object of the invention is to provide a partition 
Wall in a case, Which Wall is dismountable and useful as a 
sitting and/or knee cushion. Hence, the invention embodies a 
case comprising at least one partition Wall, said at least one 
partition Wall being dismountable and useful as a sitting and/ 
or knee cushion. 

[0004] The case may comprise at least one bottom part and 
at least one lid part, Wherein said at least one partition Wall, 
When the case is closed, may be positioned principally 
betWeen said at least one bottom part and said at least one lid 
part. Said at least one bottom part may comprise at least one 
?rst space for articles to be stored and/or transported in the 
case. Said at least one lid part may comprise at least one 
second space for articles to be stored and/or transported in the 
case. 

[0005] Said at least one ?rst space and said at least one 
second space may be arranged to accommodate at least one 
tool. Said at least one partition Wall may, When the case is 
closed, prevent any article from moving from said at least one 
?rst space to said at least one second space and/ or vice versa. 

[0006] Said at least one bottom part may bejointed to said 
at least one lid part along a ?rst side. Said partition Wall may, 
in a ?rst end, be releasably jointed With at least one joint 
device in said at least one bottom part and/or said at least one 
lid part and/or in at least one hinge device that connects said 
at least one bottom part With said at least one lid part. 

[0007] Said partition Wall may, at a distance from said ?rst 
end, be releasably attached With at least one fastening device 
in said bottom part and said lid part, respectively, Wherein said 
partition Wall, if required and When the case is open, can be 
released from said at least one fastening device and be sWung 
out from the case in order to release said at least one ?rst space 
and said at least one second space, respectively. Said partition 
Wall may function as a carrier of Written information or the 
like. 

[0008] Said partition Wall may be built up by a ?rst, prin 
cipally interior, material and a second, principally exterior, 
material, Wherein said second material may cover at least the 
greater part of a main extension surface of said partition Wall. 
Said ?rst material may be the same as said second material. 
Said ?rst material may be harder than said second material. 
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Said ?rst material may consist of rigid plastic or the like and 
said second material may consist of non-rigid plastic or the 
like. 

LIST OF DRAWINGS 

[0009] FIG. 1 shoWs, in a perspective vieW, a case accord 
ing to the invention. 
[0010] FIG. 2 shoWs, in a front vieW, a partition Wall in the 
case of FIG. 1. 

[0011] FIG. 3 shoWs, in a side vieW, a locking device on the 
case of FIG. 1 in the locked state. 

[0012] FIG. 4 shoWs, in a front vieW, the locking device of 
FIG. 3. 
[0013] FIG. 5 shoWs, in a partly sectioned side vieW, the 
locking device of FIG. 3 in the unlocked state. 
[0014] FIG. 6 shoWs, in a partly sectioned side vieW, the 
locking device of FIG. 3 in a semi-locked state. 
[0015] FIG. 7 shoWs, in a partly sectioned side vieW, the 
locking device of FIG. 3 in the locked state. 

DESCRIPTION OF EMBODIMENTS 

[0016] From FIG. 1, it is seen hoW a case of the type in 
question looks in the open state. The case comprises a bottom 
part 1, a lid part 2 and a partition Wall 3. In the bottom part 1, 
spaces 4a are present and in the lidpart 2 spaces 4b are present 
for hand tools of different types. The bottom part 1 is jointed 
to the lid part 2 along a hinge device 5. The partition Wall 3 is 
releasably jointed in the lid part 2 via ?rst joint devices 6, 7 in 
the form of tWo pins 6, 7, Which are held by snap action by a 
?rst and a second fastening device, respectively, in the lid part 
2. At a distance from the pins 6, 7, locking devices 8, 9 are 
present in the form of tongues 8, 9, Which as Well are held by 
snap action by a third and a fourth fastening device, respec 
tively, in the lid part 2. 
[0017] The partition Wall 3 may, if required, be released 
from said third and fourth fastening devices and be sWung out 
from the case, around the pins 6, 7, in order to release said 
spaces 4b for hand tools in the lid part 2. The partition Wall 3 
may also, if desired, simultaneously be released from said 
?rst and second fastening devices and accordingly be entirely 
dismounted from the case, see FIG. 2, Wherein the partition 
Wall 3 may be used as a sitting and/or knee cushion upon the 
use of hand tools in the case and/or in other relevant circum 
stances. 

[0018] The partition Wall 3 may, after separate use, again be 
mounted in the lid part 2 by applicable parts of the partition 
Wall 3 being snapped into place in said ?rst, second, third and 
fourth fastening devices, respectively. NoW, the partition Wall 
3 keeps hand tools, occurring in the spaces 4 in the lid part 2, 
in place. The case may then be closed by the lid part 2 being 
turned around the hinge device 5 and simultaneously being 
loWered doWn toWards the bottom part 1 until the lid part 2 
abuts against the bottom part 1 and the parts 1, 2 can be locked 
to each other by means of at least one of tWo occurring locking 
devices 10. 
[0019] Instead of being releasably jointed and ?xed in the 
lid part 2, the partition Wall 3 may, in an analogous Way, be 
releasably jointed and ?xed in the bottom part 1. It is also 
conceivable to have a case Where the partition Wall 3 is releas 
ably jointed and ?xed in an optional part 1, 2 so that a user of 
the case is given the possibility of choosing. There may also 
be a case Where tWo partition Walls 3 are present, a ?rst 
partition Wall 3 being releasably jointed and ?xed in the lid 
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part 2 and a second partition Wall 3 being releasably jointed 
and ?xed in the bottom part 1. 
[0020] Here, it should also be explained hoW an additional 
alternative embodiment (not shown) of a case according to the 
invention looks. In this case, the partition Wall 3 is releasably 
jointed in the hinge device 5 via second joint devices (not 
shoWn). At a distance from the second joint devices, second 
locking devices (not shoWn) are present, Which can co-oper 
ate With a ?fth and a sixth fastening device (not shoWn), 
respectively, in each one of the bottom part 1 and/or the lid 
part 2. The partition Wall 3 may, if required, be released from 
said ?fth and sixth fastening devices and be sWung out from 
the case, around the hinge device 5, in order to release said 
spaces 4a, 4b for hand tools in the bottom part 1 and/or the lid 
part 2. The partition Wall 3 may also, if desired, simulta 
neously be released from the hinge device 5 and accordingly 
be entirely dismounted from the case, Wherein the partition 
Wall 3, as has been noted above, may be used as a sitting 
and/or knee cushion upon the use of hand tools in the case 
and/or in other relevant circumstances. Thus, a great advan 
tage of the present alternative embodiment is that a user of the 
case is given the possibility of choosing if the partition Wall 3 
should be attached to the bottom part 1 or the lid part 2 or not 
attached to any part 1, 2 at all When the case is open and this 
Without needing to provide fastening devices in the parts 1, 2 
for joint devices and Without the need of tWo partition Walls 3. 
HoWever, also according to the present alternative embodi 
ment, it is conceivable to use tWo partition Walls 3. It is also 
conceivable to have a case that also in other respects com 
bines the features according to the present alternative 
embodiment With the ones according to one or more of the 
embodiments described above. 
[0021] The partition Wall 3 may Work as a carrier of Written 
information or the like. For instance, a list of the tools nor 
mally stored in the case may be present on the partition Wall 
3. 
[0022] The partition Wall 3 is constructed from a ?rst, 
harder, principally interior, material and a second, softer, 
principally exterior, material. The ?rst material may be rigid 
plastic or the like and the second material may be non-rigid 
plastic or the like, but also any other knoWn expedient mate 
rials or combinations of such materials may be possible, for 
instance different metals, Woods and/or textiles. 
[0023] The other parts of the case, such as, for instance, the 
bottom part 1 and the lid part 2, are constructed from any 
knoWn expedient material, such as plastic or the like, or 
combinations of such suitable materials. The case neither 
needs to be intended for hand tools or even tools at all, but 
may be intended for any other suitable purpose. 
[0024] Each one of said tWo locking devices 10 has an 
appearance and a function in accordance With the FIGS. 3-7. 
Each one of the locking devices 10 is mounted on the bottom 
part 1 and comprises at least one grip part 11, at least one 
movable arm 12, at least one ?xed arm 13 and at least one 
spring 14. Said at least one grip part 11 is articulately attached 
to said at least one movable arm 12, Which in turn is articu 
lately attached to said at least one ?xed arm 13, Which is 
attached to the bottom part 1. Said at least one spring 14 holds, 
in the unlocked state, said at least one grip part 11 at a certain 
distance from not only the bottom part 1 but also the lid part 
2. 
[0025] Upon closure of the case including subsequent lock 
ing, an upper part of the grip part 11 can be forced over a fold 
15 present on the lid part 2, after Which the locking device 10 
can be brought to lock together the lid part 2 and the bottom 
part 1 by snap action by the fact that a loWer part of the grip 
part 11 is pressed against the bottom part 1. Upon unlocking, 
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said loWer part of the grip part 11 can instead be retreated 
from the bottom part 1, after Which said upper part of the grip 
part 11 can be removed from the fold 15 present on the lid part 
2. 
[0026] The locking device 10 is particularly suitable for a 
tool case of plastic, but a number of other application areas are 
feasible. The number of locking devices 10 may also vary and 
the case according to the invention is conceivable having one 
or more locking devices 10 and/or having one or more locking 
devices of any expedient knoWn type. Distances betWeen 
occurring locking devices and their placement on the case or 
the like may also vary. 
[0027] The invention is not limited to the embodiments 
shoWn here but may be varied Within the scope of the subse 
quent claims. 

1. Case comprising at least one partition Wall, Which is 
dismountable and useful as a sitting and/or knee cushion, 
characterized in that said partition Wall is constructed from a 
?rst, principally interior, material and a second principally 
exterior, material. 

2. Case according to claim 1, comprising at least one bot 
tom part and at least one lid part, said at least one partition 
Wall, When the case is closed, being principally betWeen said 
at least one bottom part and said at least one lid part. 

3. Case according to claim 2, Wherein said at least one 
bottom part comprises at least one ?rst space for articles to be 
stored and/or transported in the case. 

4. Case according to claim 2 or 3, Wherein said at least one 
lid part comprises at least one second space for articles to be 
stored and/or transported in the case. 

5. Case according to claim 4, Wherein at least one of said at 
least one ?rst space and said at least one second space is 
arranged to accommodate at least one tool. 

6. Case according to claim 4, Wherein said at least one 
partition Wall, When the case is closed, prevents any article 
from moving from said at lest one ?rst space (411) to said at 
least one second space and/or vice-versa. 

7. Case according to claim 2 or 3, Wherein said at least one 
bottom part (1) is jointed to said at least one lid part (2) along 
a ?rst side. 

8. Case according to claim 2 or 3, Wherein said partition 
Wall, in a ?rst end, is releasably jointed to at least one joint 
device in said at least one bottom part and/or said at least one 
lid part and/or in at least one hinge device that connects said 
at least one bottom part With said at least one lid part. 

9. Case according to claim 8, Wherein said partition Wall, at 
a distance from said ?rst end, is releasably attached With at 
least one fastening device in said bottom part and said lid part, 
respectively, Wherein said partition Wall, if required and When 
the case is open, can be released from said at least one fas 
tening device and be sWung out from the case in order to 
release said at least one ?rst space and said at least one second 
space, respectively. 

10. Case according to claim 1, 2 or 3, Wherein said partition 
Wall Works as a carrier of Written information or the like. 

11. Case according to claim 1, 2 or 3, Wherein said second 
material covering at least the greater part of a main extension 
surface of said partition Wall. 

12. Case according to claim 11, Wherein said ?rst material 
is harder than said second material. 

13. (canceled) 
14. Case according to claim 12, Wherein said ?rst material 

consists of rigid plastic or the like and said second material 
consists of non-rigid plastic or the like. 

* * * * * 


