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COrreSpOndenCe AddreSSI An outlet cover With barrier Wall, the cover for an outlet box 
CARDINAL LAW GROUP mounted in a building Wall including an outer Wall With an 
suite 2000 outer opening formed in the outer Wall; a surrounding Wall 
1603 OrringtOIl AVeIllle integrally joined to an outer periphery of the outer Wall and 
EVaHStOH, IL 60201 extending substantially normal to the outer Wall; a barrier 

Wall integrally joined to an inner periphery of the outer Wall at 
(21) APP1- NOJ 11/670,872 an edge of the outer opening and extending substantially 

_ normal to the outer Wall, the barrier Wall forming an inner 
(22) Flled: Feb‘ 2’ 2007 opening opposite the outer opening to meet the outlet box; 

_ _ _ _ and an attaching ?ange integrally j oined to an inner end of the 
Pubhcatlon Classl?catlon surrounding Wall for being placed against the building Wall, 

(51) Int, C], the attaching ?ange being a continuous ?ange about an exte 
H05K 5/03 (200601) rior periphery of the surrounding Wall. 
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OUTLET COVER WITH BARRIER WALL 

BACKGROUND OF THE INVENTION 

[0001] This invention relates generally to outlet covers, and 
more speci?cally to outlet covers With a barrier Wall. 
[0002] Electric outlet boxes are provided in buildings to 
permit connection of decorative light ?xtures and exterior 
outlets on the outside of the buildings. The outlet boxes are 
often installed in the building Wall before siding or other 
exterior covering is installed. The electrician typically installs 
the outlet box With its outer edge ?ush With the building Wall 
and the decorative light ?xture is installed later, usually after 
the siding has been installed. An outlet cover is required to 
make the transition betWeen the decorative light ?xture and 
the outlet box and to seal around the outlet box. 
[0003] The present designs of outlet covers fail to solve a 
number of problems. The outlet cover must provide a Weather 
seal around the outlet box to avoid Water leakage into the 
building and energy loss from the building. The outlet cover 
must provide electrical isolation for the Wiring passing 
through the outlet box to the decorative light ?xture or exte 
rior outlet, so that a spark or hot Wire is contained. The outlet 
cover must be suitable for the shape of the outlet box, i.e., the 
outlet cover must be tailored for or suitable for use With 
rectangular or round outlet boxes. The outlet cover must 
provide a secure platform for mounting the decorative light 
?xture or exterior outlet, so that the decorative light ?xture or 
exterior outlet does not shift or tWist. 

[0004] It Would be desirable to have an outlet cover With a 
barrier Wall that overcomes the above disadvantages. 

SUMMARY OF THE INVENTION 

[0005] One aspect of the invention provides a cover for an 
outlet box mounted in a building Wall, including an outer Wall 
With an outer opening formed in the outer Wall; a surrounding 
Wall integrally joined to an outer periphery of the outer Wall 
and extending substantially normal to the outer Wall; a barrier 
Wall integrally j oined to an inner periphery of the outer Wall at 
an edge of the outer opening and extending substantially 
normal to the outer Wall, the barrier Wall forming an inner 
opening opposite the outer opening to meet the outlet box; 
and an attaching ?ange integrally j oined to an inner end of the 
surrounding Wall for being placed against the building Wall, 
the attaching ?ange being a continuous ?ange about an exte 
rior periphery of the surrounding Wall. 
[0006] Another aspect of the invention provides a system of 
an outlet box mounted in a building Wall, the outlet box 
having a front opening and the building Wall being covered 
With siding, including an outer Wall With an outer opening 
formed in the outer Wall; a surrounding Wall integrally joined 
to an outer periphery of the outer Wall and extending sub stan 
tially normal to the outer Wall; a barrier Wall integrally joined 
to an inner periphery of the outer Wall at an edge of the outer 
opening and extending sub stantially normal to the outer Wall, 
the barrier Wall forming an inner opening opposite the outer 
opening to meet the outlet box; and an attaching ?ange inte 
grally joined to an inner end of the surrounding Wall for being 
placed against the building Wall, the attaching ?ange being a 
continuous ?ange about an exterior periphery of the sur 
rounding Wall; Wherein the siding overlaps the attaching 
?ange. 
[0007] Yet another aspect of the invention provides a cover 
for an outlet box having a front opening mounted in a building 
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Wall, including an outer Wall With an outer opening formed in 
the outer Wall; a surrounding Wall integrally joined to an outer 
periphery of the outer Wall and extending substantially nor 
mal to the outer Wall; means for connecting a circumference 
of the front opening of the outlet box With a circumference of 
the outer opening; and an attaching ?ange integrally joined to 
an inner end of the surrounding Wall for being placed against 
the building Wall, the attaching ?ange being a continuous 
?ange about an exterior periphery of the surrounding Wall. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0008] FIG. 1 is a perspective vieW of an exterior building 
Wall With a decorative light ?xture mounted over the outlet 
box cover made in accordance With the present invention; 
[0009] FIG. 2 is an enlarged perspective vieW of the assem 
bly of FIG. 1, With the light ?xture removed and With part of 
the exterior siding broken aWay, each for clarity of disclosure; 
[0010] FIG. 3 is a sectional vieW as seen generally from line 
3-3 in FIG. 2; 
[0011] FIG. 4 is a sectional vieW of the outlet box cover 
made in accordance With the present invention as seen gen 
erally from line 3-3 in FIG. 2; 
[0012] FIGS. 5-8 are back vieWs of embodiments of outlet 
box covers made in accordance With the present invention; 
[0013] FIG. 9 is a fragmentary perspective vieW of an outlet 
box cover made in accordance With the present invention With 
a trim ring; 
[0014] FIG. 10 is an enlarged fragmentary sectional detail 
vieW taken substantially along the line II-II in FIG. 9; 
[0015] FIG. 11 is a perspective vieW of a trim ring for an 
outlet box cover made in accordance With the present inven 
tion; and 
[0016] FIG. 12 is a side vieW ofa trim ring and an outlet box 
cover made in accordance With the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

[0017] FIGS. 1-4, in Which like elements share like refer 
ence numbers, shoW various vieWs of an outlet box cover 
made in accordance With the present invention. FIG. 1 illus 
trates a building Wall 10 having exterior siding 12 and an 
electric light ?xture 14 mounted on the Wall 10 over an outlet 
box cover 16. The outlet box cover 16 overlies and hides an 
electric outlet box 18, (FIG. 3), in part underlies the adjacent 
siding 12, and also underlies the mounting ?ange 1411 on the 
lighting ?xture 14. 
[0018] As is illustrated in FIG. 3, the Wall 10 includes “tWo 
by four” studs or other structural elements (only one at 19 
being shoWn) Which run vertically and Which are spaced apart 
horiZontally. Exterior Wall board 20 is secured, as by nails 
(only one at 22 being shoWn) or the like, to the outside of the 
spaced studs 19; interior Wall panel 24 is secured, by nails 
(only one at 25 being shoWn) or the like, to the inside of the 
studs 19; and insulation 26 is located betWeen the studs 19 and 
the exterior Wall board 20 and interior Wall panel 24. 
[0019] The outlet box 18 generally includes opposed pairs 
of parallel Walls 28 and 30 and a rear Wall 32 forming a rigid 
structure With one front opening 35. Flanges 34 intumed from 
the forWard edges of the Walls 28 and/or 30 and having 
threaded taps to receive screWs or bolts provide for the ready 
securement of an electric outlet and/ or a cover plate (neither 
being shoWn) or the ?xture ?ange 14a. The outlet box 18 itself 
is secured by a bracket 36 and nail 38 to the stud 19 in a 
manner so that the exterior ?anges 34 are generally parallel to 
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the Wall board 20. Power is brought to the outlet box 18 via 
conductors 40 housed in a conduit or cable 41 secured by an 
elboW connector 42 to the box. In its mounted position, the 
outlet box 18 ?ts Within a larger opening 44 in the exterior 
Wall board 20 With a gap 45 around the outlet box 18. Those 
skilled in the art Will appreciate that the pro?le of the outlet 
box 18 is not limited to the rectangular con?guration 
described: the pro?le of the outlet box 18 can be rectangular, 
round, square, or any other pro?le desirable for a particular 
application. 
[0020] The siding 12 typically includes separate elongated 
sheets or boards 1211],‘ as illustrated in FIG. 1, Which extend 
horizontally and are lapped over one another With the loWer 
edge of each board overlapping the upper edge of the board 
immediately beloW it. This provides that Water on the exterior 
face of the siding 12 runs doWn the Wall and does not pass the 
inner?tting sheets or boards 12a-f into the Wall 10. 
[0021] The outlet box cover 16 can be formed as a single 
piece of plastic so that it is continuous across all corners. The 
outlet box cover 16 is designed to ?t With an attaching ?ange 
52 ?ush against the Wall board 20 and under the siding 12, and 
encloses and covers the outlet box 18. This not only encloses 
the outlet box 18 and presents an attractive appearance, but 
also provides a ?at exterior face against Which the ?ange of 
the ?xture can be secured. This establishes sound mechanical 
joints betWeen the Wall 10 and outlet box cover 16 and 
betWeen the lighting ?xture 14 and outlet box cover 16. The 
exterior face of the outlet box cover 16 can be provided With 
Woodgrain impressions and/or in various colors for added 
beauty. 
[0022] The outlet box cover 16 includes an outer Wall 54 
With an outer opening 62, a barrier Wall 70 With an inner 
opening 72, a surrounding Wall 50, and an attaching ?ange 52. 
The attaching ?ange 52 and the outer Wall 54 are formed 
integrally With the surrounding Wall 50 at its opposite ends, 
respectively, and each is disposed transversely to the sur 
rounding Wall 50. The surrounding Wall 50 is continuous 
circumferentially, formed of tWo pairs of opposed Wall sec 
tions 56 and 58 respectively interconnected at generally right 
angled comers 59. Moreover, the attaching ?ange 52 extends 
radially outWard from the surrounding Wall 50 and is periph 
erally continuous about the surrounding Wall 50. In one 
embodiment, the attaching ?ange 52 projects betWeen one 
and tWo inches aWay from the surrounding Wall 50. The outer 
Wall 54 has an outer opening 62 formed therein Which is 
designed to line up generally With the front opening 35 of the 
underlying outlet box 18. The barrier Wall 70 extends from the 
outer Wall 54 and surrounds the outer opening 62. The barrier 
Wall 70 is substantially normal to the outer Wall 54. In one 
embodiment, the height of the surrounding Wall 50 and the 
barrier Wall 70 are substantially equal, so that the barrier Wall 
70 extends from the outer Wall 54 to the outlet box 18 When 
the front of the outlet box 18 is mounted ?ush With the 
Wallboard 20. The barrier Wall 70 provides an electrically 
isolated path for the Wires passing through the outlet box 
cover 16 betWeen the outlet box 18 and the electric light 
?xture 14. The barrier Wall 70 also provides a compression 
member, bracing betWeen the electric light ?xture 14 and the 
outlet box 18 When the bolts connecting the electric light 
?xture 14 to the outlet box 18 are tightened doWn to secure the 
electric light ?xture 14. 
[0023] In use, the attaching ?ange 52 butts against the exte 
rior face of the Wall board 20 and nails 64 or the like used for 
securing the attaching ?ange 52 directly against the Wall 
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board 20. In this secured position, the outer opening 62 in the 
outer Wall 54 lines up With the inner opening 72 of the barrier 
Wall 70 and the front opening 35 of the outlet box 18. As 
secured in place, the outlet box cover 16 encloses and virtu 
ally hides the outlet box 18. 

[0024] In one use of this invention, the siding sheets 12b-e 
overlap the attaching ?ange 52 and butt or almost butt against 
the surrounding Wall 50. This directs Water along the exterior 
face of the siding 12 past and over the exterior of the outlet 
box cover 16 to minimiZe Water migration to behind the 
attaching ?ange 52.Also, since the attaching ?ange 52 is ?ush 
against the Wallboard 20, this juncture can be adequately 
sealed by caulking and/or compression ?t against the Wall 
board 20 to minimiZe leakage to the interior of the outlet box 
cover 16. 

[0025] The particular interior dimension across the holloW 
Within the surrounding Wall 50 from the one Wall section 56 to 
the opposite Wall section 58 is of the order of 4 to 7 inches, for 
example. This alloWs for the outlet box cover 16 to be posi 
tioned over most conventionally siZed electric outlet boxes 18 
While yet providing clearance radially of the box to the sur 
rounding Wall 50. In one embodiment, the outer opening 62 in 
the outer Wall 54 is rectangular in shape and is siZed to 
correspond to the front opening 35 provided in the underlying 
outlet box 18. In another embodiment, the outer opening 62 in 
the outer Wall 54 is round in shape and is siZed to correspond 
to the front opening 35 provided in the underlying outlet box 
18. The electric outlet box 18 can be mounted so that its front 
opening 35 is ?ush With the exterior of the Wallboard 20, so 
that the barrier Wall 70 butts or nearly butts against the exte 
rior ?anges 34 of the outlet box 18. The front opening 35 of 
the outlet box 18 and the inner opening 72 of the outlet box 
cover 16 line up. The light ?xture ?ange 1411 can be mounted 
directly ?ush against the outer Wall 54 Which in turn is 
strengthened by contact With the underlying outlet box 18 
through the barrier Wall 70. The lighting ?xture 14 is secured 
to the outlet box 18 after the leads from the ?xture are elec 
trically connected by screW caps or the like to the conductors 
40 in the outlet box 18. 

[0026] The outlet box cover 16 can be formed by injection 
molding. It is possible to emboss the exterior face of the cover 
during injection molding With Woodgrained impressions. 
This can be used to match the outlet box cover 16 With 
Woodgrained siding. It is further possible to precolor the 
outlet box cover 16 by tinting the plastic before it is molded 
into the outlet box cover 16, alloWing matching With the 
siding color and/or the lighting ?xture color. For example, 
black might be a primary color of the outlet box cover 16 since 
many typical light ?xtures 14 as illustrated are colored in a 
gloss black enamel; but other colors Would of course be 
possible. 
[0027] The plastic outlet box cover 16 forms an insulator 
enclosing the electric outlet box 18, protecting against shocks 
that might occur because of loose or defective Wiring Within 
the outlet box 18 and isolating sparks that can occur Within the 
outlet box 18 and/ or the barrier Wall 70. The plastic outlet box 
cover 16 is also durable and does not scratch, dent or rust, and 
is maintenance free in use. As noted, the color selection can 
match the color of siding used, and further the Woodgrain 
exterior can blend in With the typical Woodgrain texture of the 
siding. The outlet box cover 16 also WeatheriZes the Wall 
structure against air and/or Water leakage as might be possible 
past the gap around the outlet box 18 and into the Wall 10. 
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[0028] Those skilled in that art Will appreciate that the 
outlet box cover 16 can be used With any electrical or non 
electrical device that can be mounted to an electrical box. 
While a light ?xture 14 has been illustrated as secured against 
the outlet box cover 16, it Would be possible to install an 
electrical outlet (not shoWn) in the outlet box cover 16. Such 
an electrical outlet could be secured mechanically to the 
outlet box 18 by bolts passing through the outlet box cover 16 
to the exterior ?anges 34, and a closure plate could span and 
close the open outer opening 62 of the outlet box cover 16. 
With proper seals betWeen the closure plate and the electrical 
outlet back and/ or cover face 54, this butted connection Would 
preclude leakage into the interior space Within the outlet box 
cover 16. The electrical outlet receptacles could be covered 
With a hinged plate to keep them clean When not being used. 
[0029] While the exemplary use of the outlet box cover 16 
as described above is use in connection With a sided exterior 
Wall, the outlet box cover 16 can be used to cover an electric 
outlet box 18 located in a Wall that is not sided. Again, the 
outlet box cover 16 provides a durable Watertight closure 
arrangement to minimiZe leakage into the Wall structure and 
to minimiZe electrical shorts, any of Which might be damag 
ing and/ or energy inef?cient. 
[0030] FIGS. 5-8, in Which like elements share like refer 
ence numbers With FIGS. 1-4, are back vieWs of embodi 
ments of outlet box covers made in accordance With the 
present invention. The outlet box covers are suited for various 
front openings shapes in the outlet box. The vieWs are looking 
from the attaching ?ange 52 toWard the outer Wall 54, i.e., 
from the outlet box toWard the outlet box cover. Those skilled 
in the art Will appreciate that the openings shapes described 
are exemplary and that other shapes can be used as desired. 
[0031] FIGS. 5 and 6 shoWs electrical box covers 16 for use 
With an outlet box having a rectangular and a round front 
opening, respectively. The barrier Wall 70 is the shape of the 
front opening of the outlet box so that the barrier Wall 70 can 
butt against the outlet box and continue the electrical isolation 
of the electrical box through the electrical box cover 16. 

[0032] FIG. 7 shoWs an electrical box cover 16 for use With 
an outlet box having either a rectangular or a round front 
opening. The barrier Wall 70 includes a rectangular portion 74 
and a round portion 76. When the electrical box cover 16 is 
used With an outlet box having a rectangular front opening, 
the rectangular portion 74 of the barrier Wall 70 butts against 
the rectangular outlet box. When the electrical box cover 16 is 
used With an outlet box having a round front opening, the 
round portion 76 of the barrier Wall 70 butts against the round 
outlet box. Thus, the electrical box cover 16 can be used for 
more than one shape of electrical box. 

[0033] FIG. 8 shoWs an electrical box cover 16 having a 
removable opening panel 78. The removable opening panel 
78 continues the plane of the outer Wall 54 into the outer 
opening of the outer Wall 54. The removable opening panel 78 
can be trimmed out to a desired shape or removed completely 
at the installation site. In one embodiment, the removable 
opening panel 78 can be perforated With one or more patterns 
to alloW easy removal to a particular shape. In another 
embodiment, the removable opening panel 78 can be the same 
thickness and uniformity as the outer Wall 54, and the remov 
able opening panel 78 can be cut to the desired opening With 
scissors, side cutters, a utility knife, or the like. In yet another 
embodiment, the removable opening panel 78 can form a 
cutting aperture 80 Which provides an opening in the remov 
able opening panel 78 to start the cut. 
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[0034] FIGS. 9-11, in Which like elements share like refer 
ence numbers With each other and With FIGS. 1-4, shoW 
various vieWs of an outlet box cover made in accordance With 
the present invention With an trim ring. The trim ring encircles 
the surrounding Wall of the outlet box cover to provide an 
additional seal around the siding. 
[0035] The trim ring 114 includes a ring Wall 115 and ring 
extending ?ange 117 substantially normal to the ring Wall 
115. In one embodiment, the trim ring 114 is one-piece, 
continuous, and joint-free. The ring Wall 115 closely engages 
the surrounding Wall 50 of the outlet box cover 16 When the 
trim ring 114 is installed on the outlet box cover 16. The ring 
Wall 115 and the ring extending ?ange 117 de?ne a generally 
L-shaped channel 118 about the ring Wall 115 for receiving 
and concealing siding edges 113 Which are located adjacent 
to the outlet box outer Wall 54. The ring extending ?ange 117 
overlies the attaching ?ange 52. The trim ring 114 avoids the 
need to caulk around the siding edges 113 and provides oma 
mental concealment of the siding edges 113. Complementary 
ridges and grooves on the ring Wall 115 and the surrounding 
Wall 50 can be used to retain the ring Wall 115 on the outlet 
box cover 16. The complementary ridges and grooves can 
extend continuously, partially, or locally around the ring Wall 
115 and the surrounding Wall 50. In one embodiment, a linear 
ridge is provided on the surrounding Wall 50 and one or more 
linear grooves are provided in the ring Wall 115. Parallel 
spacing of the linear grooves alloWs the trim ring 114 to 
accommodate different thicknesses of siding 12, With the 
linear ridge residing in the linear groove appropriate to the 
thickness. 
[0036] The trim ring 114 can be attached to the outlet box 
cover 16 before or after the siding 12 is installed. When the 
trim ring 114 is attached before the siding 12 is installed, the 
siding edges 113 can be slipped into the generally L-shaped 
channel 118 about the ring Wall 115. When the trim ring 114 
is attached after the siding 12 is installed, the ring Wall 115 
can be slipped betWeen the siding edges 113 and the sur 
rounding Wall 50. 
[0037] The trim ring 114 can be made of any suitable mate 
rial, such as metal, plastic, or any other material as desired for 
a particular application. In one embodiment, the trim ring 1 14 
is molded of a lightWeight durable plastic, such as polypro 
pylene or the like. In one embodiment, the trim ring 114 has 
a ring Wall 115 and ring extending ?ange 117 of about 0.040 
inches thickness, With the ring Wall 115 of about 3A" straight 
Width Which is the same as the Width of the surrounding Wall 
50, and With the ring extending ?ange 117 of about 5/8" Width. 
Similarly, the trim ring 114 can be provided in various colors 
and ?nishes, such as Wood grain ?nishes, as desired. 
[0038] Those skilled in the art Will appreciate that the trim 
ring is not limited to the exemplary L-shape cross section 
described above and can have other cross sections as desired. 
In another embodiment, the cross section can be U-shaped as 
described in Us. Pat. No. 5,133,165 to Wimberly, incorpo 
rated herein in its entirety by reference. To form a U-shaped 
cross section, a second ring extending ?ange can be added to 
the trim ring of FIGS. 9-11 substantially normal to the ring 
Wall and on an end of the ring Wall opposite the ?rst ring 
extending ?ange 
[0039] FIG. 12, in Which like elements share like reference 
numbers With FIGS. 1-4 and 9-11, is a side vieW of a trim ring 
and an outlet box cover made in accordance With the present 
invention. The ring Wall 115 and the surrounding Wall 50 have 
complementary ridges and grooves to retain the trim ring 114 
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on the outlet box cover 16. In one embodiment, the ring Wall 
115 includes grooves 90 and the surrounding Wall 50 includes 
ridges 92. The ridges 92 ?t into the grooves 90 When the trim 
ring 114 is slid over the outlet box cover 16. The pro?le of the 
ridges 92 can be selected so that the ridges 92 spring the ring 
Wall 115 away from the surrounding Wall 50 until the ridges 
92 ?t into the grooves 90, thus locking the ridges 92 into the 
grooves 90. In one embodiment, the ridges 92 increase in 
height from the outer Wall 54 toWard the attaching ?ange 52 
so that the tapered pro?le of the ridge 92 eases the groove 90 
over the ridge 92 until the complementary ridge 92 and 
groove 90 lock in place. In another embodiment, the grooves 
90 associated With a particular ridge 92 are spaced apart from 
each other so that the distance betWeen the ring extending 
?ange 117 and the attaching ?ange 52 are adapted for par 
ticular applications. For example, the grooves 90 can be 
spaced apart so that the distance betWeen the ring extending 
?ange 117 and the attaching ?ange 52 provides a ?rst distance 
to ?t insulated siding When a ?rst groove is locked on the 
associated ridge and a second distance to ?t uninsulated sid 
ing When a second groove is locked on the associated ridge. 
Those skilled in the art Will appreciate that the grooves 90 
associated With a particular ridge 92 can spaced apart from 
each other as desired for a particular application. A number of 
grooves can be associated With a particular ridge, With uni 
form or non-uniform spacing betWeen adjacent grooves. 
[0040] While the embodiments of the invention disclosed 
herein are presently considered to be preferred, various 
changes and modi?cations can be made Without departing 
from the scope of the invention. Those skilled in the art Will 
appreciate that the embodiments described are exemplary and 
that alternative circuits can be used as desired for particular 
applications. The scope of the invention is indicated in the 
appended claims, and all changes that come Within the mean 
ing and range of equivalents are intended to be embraced 
therein. 

1. A cover for an outlet box mounted in a building Wall, 
comprising: 

an outer Wall With an outer opening formed in the outer 

Wall; 
a surrounding Wall integrally joined to an outer periphery 

of the outer Wall and extending substantially normal to 
the outer Wall; 

a barrier Wall integrally joined to an inner periphery of the 
outer Wall at an edge of the outer opening and extending 
substantially normal to the outer Wall, the barrier Wall 
forming an inner opening opposite the outer opening to 
meet the outlet box; and 

an attaching ?ange integrally joined to an inner end of the 
surrounding Wall for being placed against the building 
Wall, the attaching ?ange being a continuous ?ange 
about an exterior periphery of the surrounding Wall. 

2. The cover of claim 1 Wherein the cover is unitary and 
made of plastic. 

3. The cover of claim 1 Wherein the surrounding Wall and 
the barrier Wall are of substantially equal height. 

4. The cover of claim 1 Wherein the outer Wall and the 
attaching ?ange are parallel. 
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5. The cover of claim 1 Wherein the shape of the inner 
opening is selected from the group of shapes consisting of 
round, rectangular, and square. 

6. The cover of claim 1 Wherein the barrier Wall comprises 
a round portion and a rectangular portion. 

7. The cover of claim 1 Wherein the outer Wall has a remov 
able opening panel across the outer opening. 

8. The cover of claim 7 Wherein the removable opening 
panel forms a cutting aperture. 

9. The cover of claim 1 further comprising a trim ring, the 
trim ring having a ring Wall and ring extending ?ange sub 
stantially normal to the ring Wall, Wherein the ring Wall is 
slideable about the surrounding Wall. 

10. The cover of claim 9 Wherein the ring Wall and the 
surrounding Wall have complementary ridges and grooves. 

11. The cover of claim 10 Wherein the grooves associated 
With one of the ridges are spaced apart to provide a ?rst 
distance betWeen the ring extending ?ange and the attaching 
?ange When a ?rst groove is locked on the one of the ridges 
and a second distance betWeen the ring extending ?ange and 
the attaching ?ange When a second groove is locked on the 
one of the ridges. 

12. The cover of claim 9 Wherein the ring extending ?ange 
is a ?rst ring extending ?ange, and the trim ring further 
comprises a second ring extending ?ange substantially nor 
mal to the ring Wall and on an end of the ring Wall opposite the 
?rst ring extending ?ange. 

13. A system of an outlet box mounted in a building Wall, 
the outlet box having a front opening and the building Wall 
being covered With siding, comprising: 

an outer Wall With an outer opening formed in the outer 

Wall; 
a surrounding Wall integrally joined to an outer periphery 

of the outer Wall and extending substantially normal to 
the outer Wall; 

a barrier Wall integrally joined to an inner periphery of the 
outer Wall at an edge of the outer opening and extending 
substantially normal to the outer Wall, the barrier Wall 
forming an inner opening opposite the outer opening to 
meet the outlet box; and 

an attaching ?ange integrally joined to an inner end of the 
surrounding Wall for being placed against the building 
Wall, the attaching ?ange being a continuous ?ange 
about an exterior periphery of the surrounding Wall; 

Wherein the siding overlaps the attaching ?ange. 
14. The system of claim 13 Wherein the barrier Wall com 

prises a round portion and a rectangular portion. 
15. The system of claim 13 Wherein the outer Wall has a 

removable opening panel across the outer opening. 
16. The system of claim 15 Wherein the removable opening 

panel forms a cutting aperture. 
17. The system of claim 13 further comprising a trim ring, 

the trim ring having a ring Wall and ring extending ?ange 
substantially normal to the ring Wall, Wherein the ring Wall is 
slideable about the surrounding Wall, Wherein the siding is 
disposed betWeen the ring extending ?ange and the attaching 
?ange. 

18-21. (canceled) 


