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(57) ABSTRACT 
Correspondence Address: 
Francis C. Hand, Esq, The microbial scrub brush employs an insert of foam material 
c/o Carella, Byme, Bain, Gil?llan, Cecchi, that is impregnated With an anti-bacterial disinfectant that is 
Stewart & Olstein, 5 Becker Farm Road housed Within a housing of alcohol compatible material and 
Roseland, NJ 07068 (US) sealed over by a removable lid. The insert is maintained in 

sterile condition until ready for use. After the removal of the 
(21) App1,No,; 11/732,075 lid, the insert of foam material is moved over the end of a 

female luer and rotated in order to clean the outer surface of 
(22) Filed; Apr, 2, 2007 the luer as Well as the interior of the luer. 
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MICROBIAL SCRUB BRUSH 

[0001] This invention relates to a microbial scrub brush. 
More particularly, this invention relates to a microbial scrub 
brush for a female luer and any female luer type connector 
including a sWabable valve connector. 
[0002] As is known, in a normal hospital atmosphere, 
female luers are used on catheters and extension line sets for 
drug delivery and IV infusions. Many times, a catheter Will be 
placed in a patient and an extension line attached to the 
catheter for the delivery of ?uids to the patient via the cath 
eter. Generally, over time, the extension line set requires 
replacement With a fresh extension line set. When this is 
required, a current procedure is to ?rst remove the extension 
line set from the catheter. Next, the existing female catheter 
hub on the catheter is Wiped With an alcohol prep pad to clean 
the contact surfaces of the female luer. Thereafter, a fresh 
extension line set is connected to the female luer. 
[0003] If the female luer is not fully cleaned, the rate of 
infection increases. The same is true for connecting and dis 
connecting on the extension line set at different points of 
entry, for example, a connection at a needle-less connector. 
[0004] At the present time, there is no knoWn product on the 
market that speci?cally addresses the cleaning of the female 
luer prior to reconnection of a neW sterile extension line set. 
[0005] Accordingly, it is an object of the invention to pro 
vide a simple economical device for disinfecting a female luer 
to receive an extension set. 

[0006] It is another object of the invention to provide a 
sterile device to clean a female luer or any similar sWabable 
luer. 
[0007] It is another object of the invention to provide a 
relatively simple sterile single use device to disinfect a female 
luer during connection of an extension set. 
[0008] Brie?y, the invention employs a sWab in the form of 
a piece of foam material that is impregnated With an anti 
bacterial disinfectant and into Which a female luer or the like 
may be inserted for cleaning upon rotation of the piece of 
foam material about the luer. 
[0009] In addition, the sWab is disposed Within a housing 
that alloWs a user to manipulate the sWab using the ?ngers of 
a hand. In this respect, the sWab is secured, for example, by an 
adhesive, Within the housing so that after insertion of a female 
luer into the sWab, the housing and, thus, the sWab can be 
rotated by the user about the surfaces of the luer. The housing 
is also provided With indicia to indicate to the user the number 
of full turns of the housing about a luer When in use. 
[0010] After securement of the sWab in the housing, a 
removable lid is placed on the housing in order to maintain the 
sterility of the sWab prior to use. 
[0011] In particular, the invention provides a microbial 
scrub brush that is comprised of a housing that de?nes a 
cavity, an insert of foam material that is disposed in the cavity 
and an anti-bacterial disinfectant in the insert. 
[0012] The housing is siZed to be readily handled using tWo 
or three ?ngers of a hand. Further, the housing is siZed so that 
a female luer may be readily inserted into the insert Within the 
housing cavity. 
[0013] In one embodiment, the insert is provided With an 
annular portion for enveloping an outer surface of the female 
luer as Well as a central portion for insertion Within a central 
passage of the female luer for steriliZing an interior of the 
female luer. 
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[0014] The insert of foam material may be of any suitable 
material such as a semi-closed hydrophilic polyurethane 
medical grade foam. The foam material may also be a closed 
foam, an open foam or a semi-closed foam. 
[0015] The anti-bacterial disinfectant may be of any suit 
able type and is in any suitable amount depending upon the 
siZe of the insert of foam material. For example, use is made 
of an aqueous solution containing 2% chlorhexidine glucon 
ate (chlorhexidine Solution) in an amount of from 0.20 cc to 
0.75 cc, and preferably 0.50 cc. 
[0016] The scrub brush is also provided With a lidto seal the 
cavity and insert from the surrounding environment and to 
maintain the insert Within the housing in a sterile condition 
and to keep the insert from drying out. The lid may also be 
provided With a pull tab to facilitate removal of the lid from 
the housing When the brush is to be used. 
[0017] In normal operations, the lid is removed from the 
brush in order to expose the end of the insert Within the 
housing. The brush is then placed over an exposed female 
luer, i.e. a needle-less connector, and rotated, for example for 
tWo complete revolutions. While rotating, the brush Will self 
thread onto the female luer until the luer bottoms out. After 
completion, for example, of tWo full rotations, the brush can 
be removed from the luer by sliding the brush off the luer and 
discarded according to standard hospital protocol. 
[0018] These and other objects and advantages of the inven 
tion Will become more apparent from the folloWing detailed 
description taken in conjunction With the accompanying 
draWings Wherein: 
[0019] FIG. 1 illustrates a perspective vieW of microbial 
scrub brush in accordance With the invention. 
[0020] FIG. 2 illustrates an exploded vieW of the scrub 
brush of FIG. 1; 
[0021] FIG. 3 illustrates a perspective vieW of the housing 
ofthe scrub brush of FIG. 2; 
[0022] FIG. 4 illustrates a cross-sectional vieW of the scrub 
brush of FIG. 1; 
[0023] FIG. 5 illustrates a detailed vieW of a surface of the 
housing of FIG. 4; 
[0024] FIG. 6 illustrates a cross-sectional vieW of a modi 
?ed housing in accordance With the invention; 
[0025] FIG. 7 illustrates a perspective vieW of the insert of 
the scrub brush of FIG. 2; 
[0026] FIG. 8 illustrates a vieW of a female luer being 
inserted into the insert of the scrub brush in accordance With 
the invention; 
[0027] FIG. 9 illustrates a cross-sectional vieW of a modi 
?ed insert in accordance With the invention; 
[0028] FIG. 10 illustrates a cross-sectional vieW of a further 
modi?ed insert in accordance With the invention; 
[0029] FIG. 11 illustrates a cross-sectional vieW of a further 
modi?ed insert in accordance With the invention; 
[0030] FIG. 12 illustrates a cross-sectional vieW of an insert 
that is die cut in accordance With the invention; 
[0031] FIG. 13 illustrates a cross-sectional vieW of a modi 
?ed die-cut insert in accordance With the invention; 
[0032] FIG. 14 illustrates a cross-sectional vieW of a further 
modi?ed die-cut insert in accordance With the invention; 
[0033] FIG. 15 illustrates a modi?ed surface on the housing 
for receiving a closure lid; 
[0034] FIG. 16 illustrates a side vieW of a modi?ed housing 
in accordance With the invention; 
[0035] FIG. 17 illustrates a rear closed end vieW of the 
housing of FIG. 16; and 
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[0036] FIG. 18 illustrates a front open end vieW of the 
housing of FIG. 16. 
[0037] Referring to FIGS. 1 and 2, the microbial scrub 
brush 20 is comprised ofa housing 21, a sWab in the form of 
an insert 22 and a lid 23. 

[0038] Referring to FIGS. 3 and 4, the housing 21 is of one 
piece in a cup shape and is formed of a base 24 and a ring 25 
integral With the base 24 to de?ne a cavity 26 of cylindrical 
shape With an open end. The housing 21 is made by injection 
molding and is made of an alcohol compatible material, such 
as polypropylene. 
[0039] As indicated in FIG. 4, the cavity 26 is coaxial of the 
longitudinal axis of the housing 21. The overall dimensions of 
the housing 21 are such that the housing 21 may be readily 
handled and rotated using tWo or three ?ngers of a hand. For 
example, the housing 21 may have an outside diameter of 
0.725 inches and a length of 0.650 inches. 
[0040] Referring to FIG. 3, the housing 21 has a plurality of 
ribs 27 of the exterior surface of the ring 25 to provide a 
gripping surface. Any other suitable type of knurling may also 
be used. The housing 21 may also contain a plurality of ribs 28 
on the interior surface of the ring 25 that extend into the cavity 
26 in order to engage the insert 22 (not shoWn) to prevent the 
insert 22 from rotating Within the cavity 17. 
[0041] Alternatively, the insert 22 may be adhesively 
secured against rotation Within the housing 21. 
[0042] Referring to FIG. 4, the housing 21 is provided With 
an indicia, for example in a form of a projecting index bar 29, 
on the exterior surface in order to indicate a degree of rotation 
of the housing 21 When in use and, particularly, the number of 
rotations that the brush 20 is turned during use. 
[0043] Referring to FIG. 5, the housing 21 has an annular 
boss 30 at one end concentric to the cavity 26 for heat sealing 
of the lid 23 thereon. In this respect, the lid 23 is a die-cut foil 
lid that is coated With a material that readily heat seals to the 
polypropylene housing 21 via the boss 30. As indicated in 
FIG. 1, the lid 23 is provided With a pull tab 31 that extends 
therefrom and from the housing 21 in order to facilitate 
manual removal of the lid 23 from the housing 21. 
[0044] Referring to FIG. 6, Wherein like reference charac 
ter indicate like parts as above, the housing 21' may also be 
made in a tWo-piece construction. For example, the housing 
21' includes a base 24' that receives a ring 25' in a ?xed 
relation. As indicated, the base 24' has a shouldered annular 
portion 32 that receives the ring 25' in a recessed manner so 
that a smooth outer surface is presented by the base 24' and 
ring 25'. 
[0045] In addition, the ring 25' is provided With an inWardly 
directed lip 33 at an end opposite the base 24' in order to retain 
an insert 22 (not shoWn) therein. 
[0046] Referring to FIGS. 4 and 7, the insert 22 is a foam 
material, for example, of inj ection molded construction or the 
insert 22 may be die-cut from a foam sheet. The insert 22 is 
mounted in the housing 21 to be exposed to the open end of 
the housing 21. 
[0047] The distal end 34 of the insert 22 is ?at and slightly 
recessed Within the open end of the housing 21 and the proxi 
mal end of the insert 22 is ?at and can be secured by Way of a 
suitable adhesive onto the base 24 of the housing 21. Typi 
cally, the insert 22 has an outer diameter of 9/16 inch (0.5625 
inches). 
[0048] The insert 22 includes an annular portion 35 and a 
central portion 36 With a ?at end Within the annular portion 
35. The ?at end of the central portion 36 may be co-planar 
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With the end of the annular portion 35 as indicated in FIG. 7 
or may be recessed Within the annular portion 35 as indicated 
in FIGS. 4 and 8. 
[0049] As illustrated in FIG. 8, the insert tWo portions 35, 
36 are circumferentially spaced apart to de?ne an annular gap 
37 therebetWeen. In addition, the annular portion 35 has a 
conical inWardly directed surface 38 that provides a narroW 
ing entrance to the gap 37 for a female luer 40 While the 
central portion 36 has an outer conical surface 39 that is 
formed With a 6% taper for engagement With the taper of the 
female luer 40. 
[0050] The exterior of the insert 22 may be formed to match 
and interlock With the internal ribs 28 of the housing 21 (see 
FIG. 3) to prevent rotation of the insert 22 Within the housing 
21. 
[0051] The insert 22 is made of a semi-closed cell, hydro 
philic polyurethane medical grade foam With a moderate 
absorption rate. The foam con?guration and siZe is such as to 
hold 0.5 cc of an anti-bacterial solution With no solution 
leak-out. 
[0052] During assembly of the scrub brush 20, the insert 22 
is ?rst secured Within the housing 21 and then impregnated 
With the anti-bacterial solution. Thereafter, the lid 23 is 
secured to the housing 21. 
[0053] Referring to FIG. 8, the insert 22 is siZed to be used 
With a female luer 40 having an outer peripheral surface 41, a 
central passage 42 and a ?ange 43 about the passage 42. As 
indicated, the annular portion 35 of the insert 22 is siZed to 
envelope and Wipe the outer surface 41 of the female luer 40 
and the central portion 36 is siZed to move into the passage 42 
of the female luer 40 for Wiping the passage 42. 
[0054] In normal operation, the lid 23 is removed to expose 
the insert 22 and the brush 20 is placed over the female luer 40 
With the luer 40 inserted into the gap 37 betWeen the tWo 
portions 35, 36 of the insert 22. The conical entrance portion 
38 of the insert 22 facilitates centering of the brush 20 on the 
luer 40. 
[0055] Next, the brush 20 is rotated. The rotation of the 
brush 20 causes a self-threading of the insert 22 into the 
passage 42 of the luer 40 until the luer 40 bottoms at the base 
of the gap 37 de?ned by the annular portion 35 and the central 
portion 36 of the insert 22. Typically, the brush 20 is rotated 
360o tWice. Upon completion of tWo full rotations, the brush 
20 can be removed by sliding the brush 20 off the luer 40 and 
discarded. 
[0056] The housing 21 of the scrub brush 20, When sealed 
by the lid 23, protects against drying out of the insert 22 and 
after removal of the lid 23 serves as a convenient holder for 
Wiping of the insert 22 about a female luer or the like. 
[0057] Referring to FIG. 9, Wherein like reference charac 
ters indicate like parts as above, the central portion 36 of the 
insert 22' may be provided With a rounded end or croWn 44 
rather than a ?at surface as indicated in FIG. 8. The rounded 
croWn 44 is particularly useful Where the scrub brush 20 is 
used to clean a sWabable luer having a ?at end or the like (not 
shoWn). In this case, the peak of the croWn 44 Would ?rst 
contact the ?at end of the sWabable luer in a point-to-point 
manner. Then, as the brush 20 is further pushed against the 
luer, the croWn 44 Would compress thereby compressing the 
central portion 36 of the insert 22'. As the brush is then 
rotated, a scrubbing action takes place betWeen the surface of 
the noW compressed central portion 36 and the luer surface. 
[0058] Referring to FIG. 10, Wherein like reference char 
acters indicate like parts as above, the insert 22" may be 
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constructed Without a gap between the annular portion 35 and 
central portion 36. In this embodiment, the tWo portions 35, 
36 are contiguous to each other and de?ne a slit 45 rather than 
a gap for receiving a luer. Further, the central portion 36 is 
co-extensive With the annular portion 35, ie the central por 
tion 36 is not recessed, and is provided With a conically 
tapered surface 46 at the entrance end to the slit 45 to provide 
a small gap With the annular portion 35. 
[0059] Referring to FIG. 11, Wherein like reference char 
acters indicate like parts as above, the insert 22"' may be 
constructed With an annular gap 37 betWeen the annular por 
tion 35 and central portion 36 that extends for the full depth of 
the central portion 36 Without a conical entrance portion as in 
FIG. 8. 
[0060] Referring to FIG. 12, Wherein like reference char 
acters indicate like parts as above, the insert 47 is die cut to 
form a slit 45 With the tWo portions 35, 36 contiguous to each 
other. As illustrated, the slit 45 extends from the face of the 
insert 47 and terminates short of the rear end of the insert 47. 
Alternatively, the slit 45 may extend completely through the 
insert 47' as shoWn in FIG. 13. Also, the central portion 36 
may be pushed relative to the annular portion 35 so as to 
extend beyond the annular portion 36 as shoWn in FIG. 14. In 
this latter case, the exposed rear end 48 of the central portion 
36 may extend into a recess 49 formed in the base 24 of the 
housing 21 (see FIG. 4) andbe secured therein by an adhesive. 
[0061] Referring to FIG. 15, Wherein like reference char 
acters indicate like parts as above, the housing ring 25 may be 
formed With a ?at surface 50 that is textured in order to receive 
an adhesive for securing the lid 23 (see FIG. 4) in place or the 
lid 23 may be heat sealed in place. 
[0062] Referring to FIGS. 16 to 18, Wherein like reference 
characters indicate like parts as above, the housing 51 may be 
made With a polygonal outer cross-section, such as a hexago 
nal cross-section, to provide a plurality of contiguous ?at 
surfaces 52 for easier gripping by the ?ngers of a user’s hand. 
These surfaces 52 may be textured or roughened to facilitate 
gripping. Also, one or more of the ?at surfaces may be pro 
vided With indicia, such as a logo of the manufacturer or the 
like. 
[0063] The housing 51 has a short ?ange 53 at the open end 
that is also provided to form a surface 50 for receiving a lid 23 
as described above. 

[0064] In addition, the housing 51 has a cavity 26 that is of 
a polygonal shape complementary to the outer cross-section 
to provide a plurality of ?at Walls 54. The cavity 26 and Walls 
54 are siZed to receive the insert 22 in a compressed condition. 
That is, for a cylindrical insert 22 of 9/16 inch diameter, the 
oppositely disposed Walls 54 are spaced apart by 0.500 inches 
and the oppositely disposed comers 55 formed by the Walls 54 
are spaced apart 0.553 inches. The insert 22 is, thus, circum 
ferentially compressed Within the cavity 26. 
[0065] When a luer is inserted into the insert 22 in the 
housing 51, the degree of compression imposed upon the 
insert 22 When placed in the housing 51 causes the insert to 
Wipe the surfaces of the luer With a scrubbing action. 
[0066] The scrub brush 20 may be modi?ed in various 
manners. For example, Where the device being cleaned does 
not have a central passage, the insert 22 of the scrub brush 20 
may be made Without a central portion 36. In this embodi 
ment, the scrub brush Would be placed over the end of the 
device and then rotated so as to thread the scrub brush onto the 
end of the device for disinfecting purposes. Also, in this 
embodiment, having the insert mounted in the housing in a 
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circumferentially compressed manner Would facilitate the 
disinfecting action of the scrub brush on the device. 
[0067] The invention thus provides a device that is easily 
handled and that is able to disinfect a female luer in an easy 
manner. Further, invention provides a device that is able to 
disinfect the interior of a female luer. This is a particular 
advantage over a cloth type Wipe that cannot be readily 
inserted into the passage of a female luer. 
[0068] The invention further provides an insert that is 
impregnated With an anti -bacterial solution for decontamina 
tion of a luer site that is contained in a sterile condition until 
ready for use and that can be readily manipulated When in use. 

What is claimed is: 
1. A microbial scrub brush comprising 
a cup-shaped housing de?ning a cavity and having an open 

end; 
a sWab of foam material disposed in said cavity and 

exposed to said open end of said housing; and 
an anti-bacterial disinfectant in said sWab. 
2. A microbial scrub brush as set forth in claim 1 Wherein 

said housing is of cylindrical shape about a longitudinal axis 
and said cavity is of cylindrical shape and coaxial of said axis. 

3. A microbial scrub brush as set forth in claim 2 Wherein 
said housing is of one-piece. 

4. A microbial scrub brush as set forth in claim 2 Wherein 
said housing includes a base and a ring secured to and extend 
ing from said base to de?ne said cavity. 

5. A microbial scrub brush as set forth in claim 2 Wherein 
said housing has a plurality of ribs radially directed into said 
cavity and engaging said insert to prevent said insert from 
rotating Within said cavity. 

6. A microbial scrub brush as set forth in claim 1 further 
comprising a lid removably mounted on said housing for 
sealing over said cavity and said insert. 

7. A microbial scrub brush as set forth in claim 1 Wherein 
said sWab includes an annular portion for enveloping an outer 
surface of a female luer 

8. A microbial scrub brush as set forth in claim 7 Wherein 
said sWab has a central portion concentrically Within said 
annular portion for insertion Within a central passage of the 
female luer. 

9. A microbial scrub brush as set forth in claim 8 Wherein 
said central portion is circumferentially spaced from said 
annular portion. 

10. A microbial scrub brush as set forth in claim 8 Wherein 
said central portion is circumferentially contiguous to said 
annular portion. 

11. A microbial scrub brush as set forth in claim 8 Wherein 
said central portion has an outer conical surface. 

12. A microbial scrub brush as set forth in claim 1 Wherein 
said sWab is made in one-piece. 

13. A microbial scrub brush as set forth in claim 1 Wherein 
said sWab is a semi-closed hydrophilic polyurethane medical 
grade foam. 

14. A microbial scrub brush as set forth in claim 1 Wherein 
said disinfectant is in an amount of 0.5 cc. 

15. A microbial scrub brush as set forth in claim 1 Wherein 
said cavity of saidhousing is of polygonal cross-section shape 
and said sWab is circumferentially compressed Within said 
cavity. 

16.A microbial scrub brush as set forth in claim 15 Wherein 
said housing has on outer polygonal cross-sectional shape to 
de?ne a plurality of ?at surfaces. 
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17. A microbial scrub brush as set forth in claim 16 wherein 
each of said ?at surfaces has a textured surface for gripping. 

18. A microbial scrub brush for a female luer comprising 
a housing de?ning a cavity; 
a sWab of foam material disposed in said cavity, said sWab 

including an annular portion for enveloping an outer 
surface of a female luer and a central portion concentri 
cally Within said annular portion for insertion Within an 
interior of the female luer; and 

an anti-bacterial disinfectant impregnated in said insert for 
disinfecting the outside surface and the interior of the 
female luer. 

19.A microbial scrub brush as set forth in claim 18 Wherein 
said housing includes indicia on an exterior surface thereof to 
indicate a degree of rotation of said housing relative to a 
female luer. 

20. A microbial scrub brush as set forth in claim 18 further 
comprising a lid sealing over said cavity and said insert, said 
lid having a pull tab extending therefrom and from said hous 
ing to facilitate removal of said lid from said housing. 
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21. In combination 
a female luer having an outer peripheral surface and a 

central passage; and 
a microbial scrub brush for disinfecting said female luer, 

said brush including a housing for receiving said female 
luer therein, an sWab of foam material disposed in said 
housing for Wiping said outer peripheral surface and said 
central passage and an anti-bacterial disinfectant in said 
sWab. 

22. The combination as set forth in claim 21 Wherein said 
sWab includes an annular portion for enveloping and Wiping 
said outer peripheral surface of said female luer and a central 
portion concentrically Within said annular portion for inser 
tion Within said central passage for Wiping said internal 
thread. 

23. The combination as set forth in claim 21 Wherein said 
sWab is a semi-closed hydrophilic polyurethane medical 
grade foam. 


