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TOUCH SENSOR CONTROL DEVICES 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application is a continuation of application Ser. 
No. 09/670,610, ?led Sep. 26, 2000, for Which priority is 
claimed. 

FEDERALLY SPONSORED RESEARCH 

[0002] Not applicable. 

SEQUENCE LISTING, ETC ON CD 

[0003] Not applicable. 

BACKGROUND OF THE INVENTION 

[0004] 1. Field of the Invention 
[0005] This invention relates to touch screen input devices 
and, more particularly, to mechanical enhancements to touch 
screens. 

[0006] 2. Description of RelatedArt 
[0007] Touch screen devices have become a commonplace 
user interface for electronic devices, computers, and the like. 
Touch screens are typically combined With a display screen 
Which is in close proximity to the touch screen or Which 
projects images through the touch screen. Under softWare 
control, the display may present images, video, alphanumeric 
information, and various combinations thereof. Moreover, 
the display may de?ne corresponding areas of the touch 
screen as control input areas, through the presentation of 
control command Words, iconic or graphic representations of 
controls, or the like. Thereafter, an operator touch at an appro 
priate portion of the touch screen causes the softWare to 
correlate the touch position With the control command 
de?ned by the display at that position, and to act on that 
command. 
[0008] Touch screen sensor devices use many different 
operating principles, including infrared, capacitive sensor or 
resistive sensor techniques. Resistive sensor screens typically 
establish voltage gradients across orthogonal axes, and sense 
the touch point based on the voltage detected at a touch point 
as a ratio of the gradient. Capacitive sensor screens detect a 
signal input at a touch point, based on the capacitive coupling 
of a body through the tip of the ?nger impinging on the screen, 
or based on a signal transmitted from the tip of an input stylus. 
Some capacitive touch screens are designed to be placed 
behind a ?at panel display, With a cover glass over the display. 
Others must be mounted over the top surface of a ?at panel 
display. These latter devices may require touch sensing means 
on both the top and bottom surfaces of the touch screen, 
Whereas others may require sensing means on only one sur 
face, either front or back. Some touch sensor screens are 
capable of operation With a cover plate (superstrate) placed 
over the touch screen. 

[0009] Touch screen technology is Well adapted to eliciting 
operator inputs that are binary in nature: On/Off, Yes/No, 
Up/DoWn, Start/ Stop, and like commands, that may be indi 
cated With a single touch. There are other types of inputs, such 
as continuously variable values or functions, that many indi 
viduals prefer to control With real, palpable mechanical 
devices that permit a ?ne touch to be associated With a pre 
cisely selected level. For these inputs, a touch screen has not 
been Well suited. Although a continuous gradient may be 
displayed as an image on a monitor or a ?at panel display, and 
detected by a touch on a touch screen, it is necessary to slide 
the touch ?nger (or a stylus) along a graphic representation of 
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a track or gradient that is displayed but lacks any physical 
structure or boundary. This action is di?icult or aWkWard for 
many individuals, and requires that the user look at the dis 
played graphics in order to guide the controlling touch. In 
addition, many touch screens present an outer surface that is 
not Well suited to sliding contact; e.g., the glass or plastic 
outer surface may lack su?icient lubricity. 
[0010] The prior art reveals a lack of devices that may be 
used to make inputs to a system using a touch screen. On the 
other hand, the concept of combining electronic image dis 
play screens With operator input sensor apparatus correlated 
to the images presented on the display screen is Well knoWn in 
the prior art, as exempli?ed by the US. patents issued to the 
present inventor: 
[0011] US. Pat. No. 5,572,239 
[0012] US. Pat. No. 5,977,955 
[0013] US. Pat. No. 5,805,146 
[0014] US. Pat. No. 5,805,145 
[0015] US. Pat. No. 5,936,613 
[0016] US. Pat. No. 5,774,115 

BRIEF SUMMARY OF THE INVENTION 

[0017] The present invention generally provides mechani 
cal devices to enhance the input process for touch screen 
devices. A salient feature of the invention is the inputting of 
continuously variable functions or data using mechanical 
devices that provide the touch and feel of prior art mecha 
nisms, such as rotary knobs, fader (slider) devices, joysticks, 
sWitches, and the like. 
[0018] In one aspect, the invention provides a fader track 
that is adapted to be releasably secured to the outer surface of 
a touch screen device. The fader track may comprise a longi 
tudinally extending rib adapted to be releasably secured to a 
touch screen device. The bottom surface of the rib may be 
provided With a releasable adhesive that enables temporary 
adhesion and many cycles of removal and placement. The rib 
may serve as a guide for a sliding ?nger touch on the top 
surface thereof, and the material forming the fader track may 
provide the lubricity that is often lacking in the touch surface 
of touch screen devices. 
[0019] The fader track may also serve as a mounting for a 
fader cap. In this embodiment the rib is provided With a pair 
of ?anges disposed in lateral opposition and extending lon 
gitudinally therealong. The fader cap comprises an ergonomi 
cally shaped object designed for manual engagement, and 
includes a portion disposed to engage the ?anges in freely 
sliding fashion therealong. For a capacitive touch screen, the 
fader cap incorporates a touch signal transmitting circuit con 
nected to a poWer supply, and a stylus point extending from 
the cap adjacent to the rib to contact the touch screen surface 
and deliver the touch signal thereto. The poWer supply may 
comprise a battery, and/or a photovoltaic cell deriving poWer 
from the associated display or other light sources, or may 
comprise an RF or IR or other radiant energy source trans 
mitted to a receiver in the fader cap. The fader track may also 
be placed in a grooved recess formed in the outer surface of 
the touch screen, or in a cover plate (superstrate) placed over 
the touch screen. 

[0020] In a further embodiment, the fader track may be 
provided With one or more poWer rails extending longitudi 
nally along the ?anges thereof. The fader cap includes brush 
contacts that connect to the poWer rails, Whereby the poWer 
rails may deliver a poWer signal or a touch signal to the fader 
cap. The poWer rails may be connected by a plug connector or 
the like to a poWer supply or signal generator, or may include 
connecting pads that electrically engage complementary pads 
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on the surface of the touch screen, an adjacent circuit board, 
or a superstrate on the touch screen. 

[0021] For a resistive touch screen device, the fader track 
transmits pressure from a ?nger touch sliding on the upper 
surface thereof to contact the touch screen and provoke a 
series of touch detections. The bottom surface of the rib that 
contacts the touch screen is substantially narroWer than the 
upper surface thereof, Whereby the touch pressure applied to 
the touch screen is ampli?ed by the fact that the touch force is 
applied to the smaller area of the rib impinging on the touch 
screen. The bottom surface of the rib may be provided With a 
plurality of doWnWard projections to further de?ne the touch 
detection points. 
[0022] In another aspect, the invention provides a knob 
controller that is adapted to be secured to the outer surface of 
a touch screen device, or on a cover plate or superstrate over 
the display. The knob may comprise a base member having a 
self-adhesive component for releasably engaging a touch 
screen surface. A knob cap is joined to the base in freely 
rotating fashion, and a sensor tip extends from the knob cap 
toWard the touch screen, so that rotation of the knob cap 
causes the sensor tip to move through an arcuate path on the 
touch screen surface. A compression spring component may 
be interposedbetWeen the knob and its base, so that the sensor 
tip may be urged by manual pressure to impinge on the touch 
screen. 

[0023] For capacitive touch sensor screens, the knob cap 
may house a poWer supply for driving a touch signal gener 
ating circuit to deliver the signal to the sensor tip. The poWer 
supply may comprise a battery, and/or a photovoltaic cell for 
generating poWer from the light received from the display or 
other extrinsic sources, or RF or IR or other radiant energy 
transmitted to a receiver in the knob cap. 

[0024] For resistive touch sensor screens, the knob base 
may include a post extending outWardly therefrom and pro 
vided With an outer surface for engaging a ?nger tip. The 
?nger tip is used to rock the post in a shalloW circular motion, 
causing the outer edge of the knob base to impinge on and 
provoke a series of touch detections by the touch screen. 
These touch detections folloW the angle of the rocking motion 
of the post to trace an arcuate path about the post on the touch 
screen, even though the post is not actually rotating. A joy 
stick device for touch screens is constructed in similar fash 
ion, With the base diameter and post length selected to opti 
miZe angular selectivity and radial vector inputs. 
[0025] In a further aspect, the invention provides a sWitch 
mechanism that is removably secured to a capacitive touch 
screen surface. A sWitch base supports a sWitch cap that 
houses a touch signal generator, and a spring interposed 
betWeen the cap and base enables the user to push on the cap 
and urge a sensor tip to touch the screen and deliver the touch 
signal to the screen for detection of the touchpoint. As before, 
the poWer supply may comprise a battery, a photovoltaic cell, 
external poWer rails extending to the sWitch, or any RF or IR 
or other radiant energy transmitted to the sWitch mechanism. 
Software interaction With the touch point results in a sWitch 
function being carried out. 
[0026] In an additional embodiment, the invention provides 
a joystick input device that is securable to a touch screen 
surface. A joystick base includes a surface de?ning a bottom 
opening, and a self-adhesive component on the surface 
secures the base to the touch screen. A rod extends outWardly 
from the joystick base, and a membrane extending from the 
base engages the rod and supports it in limited angular move 
ment through a circular locus. The outer end of the rod 
includes a knob for manual engagement, and the inner end of 
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the rod includes a stylus tip for engaging the touch screen. A 
bearing may be provided to support the rod adjacent to the 
stylus tip. 
[0027] For capacitive touch sensing screens, the joystick 
base may house a touch signal generating circuit and associ 
ated poWer supply, as described previously. 
[0028] A further aspect of the invention is the provision of 
a touch screen device having a resistive or capacitive sensing 
surface that is divided into a plurality of discrete areas. Any 
one of the mechanical control devices described above may 
be secured to respective discrete areas of the touch screen 
device, Whereby a plurality of mechanical control devices 
may operate simultaneously through interaction With the 
touch screen device. 

[0029] A further aspect of the invention is the use of mul 
tiple mechanical control devices described herein used simul 
taneously With a capacitive sensor touch screen device. The 
touch signal generator of each controller device is assigned a 
predetermined frequency that is unique among all the devices 
being used With a touch screen device. The sensing circuitry 
of the touch screen is adapted to receive the discrete signals of 
the plurality of mechanical controllers, and to evaluate the 
discrete signals to determine the touch point of each mechani 
cal controller. 
[0030] In a related aspect, the invention provides a touch 
sensor fader track that incorporates a touch sensor device 
therein, and may be used in conjunction With a display that 
lacks any other touch screen capability, or may be added to a 
touch screen device. The fader track is formed as a longitu 
dinally extending Web, and a pair of sensor electrodes are 
embedded in the Web at longitudinally opposed ends and 
connected to a conductive layer or grid incorporated in the 
Web. A longitudinally extending poWer rail is connected to a 
sensor signal generator, and the sensor electrodes are con 
nected to electronic devices that detect a touch position on the 
Web as a signal ratio from the electrodes. This device may be 
self-adhered to the surface of a display screen, or may be 
placed in a groove that is formed in the surface of a display 
screen, cover plate, superstrate, or touch screen. In an asso 
ciated embodiment, the longitudinal axis of the device may be 
curved into a closed loop to form a fader track that mimics the 
progressive angular input of a mechanical knob. In either 
case, the Web may include a longitudinally extending groove 
or ridge to guide a ?nger touch therealong. 
[0031] In a further aspect related to external touch sensor 
devices, the invention provides a fader control for a touch 
screen device that includes a ?exible, ribbon-like track mem 
ber secured to a structure such as a beZel or frame at or outside 
the margin of a touch screen device. The ?exible track is 
extendable along an axis that that is directed inWardly With 
respect to the touch screen margin, and a sensor tip is mounted 
in the distal end of the ?exible track to impart a detectable 
touch to the touch screen device. For a capacitive touch 
screen, the sensor tip is connected to a touch signal generator. 
[0032] As an extension of this further aspect of the inven 
tion, the proximal end portion of the ?exible track may pass 
about a drive Wheel or sprocket Which is operatively con 
nected to a drive motor. Under softWare control, the motor 
may be driven to rotate the Wheel or sprocket to extend or 
retract the ?exible track to a preset length. Thereafter, the 
operator may use ?ngertip pressure applied to the distal end of 
the ?exible track to further extend or retract the track, the 
sensor tip traversing the touch screen and imparting a moving 
touch point thereto. 
[0033] Any of the devices described above may be placed 
on the active surface of a resistive or capacitive touch screen. 
Thereafter, the device is operated; i.e., the knob or joystick is 
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rotated, the fader controller is slidably actuated. The system 
softWare receives the resulting touch inputs and analyZes 
them to determine the location and type of device that has 
been operated. The invention includes softWare modules that 
receive and interpret control inputs from the devices 
described herein, and initiate speci?c controller functions in 
response to the inputs. For example, the knob controller for 
resistive touch screen use may be rotated to evoke a rotary 
knob function response, or actuated along an orthogonal axis 
to evoke a fader controller response, or actuated along an 
oblique axis to evoke a joystick function or mouse function 
response. 
[0034] The various embodiments of the invention provide 
the folloWing advantages over the prior art: 
[0035] 1. Much loWer cost. The controller devices of the 
invention cost much less that existing mechanical controllers 
for electronic use. The embodiments designed for use With 
resistive touch screens have no electronics at all and are 
therefore very inexpensive. They are mechanical components 
Which accomplish the equivalent of very complex and much 
more expensive knobs, faders and joysticks. The controllers 
for resistive touch screen use can cost pennies per unit to 
produce. The devices adapted for capacitive touch screen use 
incorporate only minimal electronics, and are also very inex 
pensive compared to comparable stand-alone controllers 
knoWn in the prior art. 
[0036] 2. Reduced electronic components: All of the elec 
tronics required to detect and transmit individually the move 
ment and position of each discrete knob, fader, joystick, and 
the like in the prior art is replaced by one touch screen. Thus 
a great amount of discrete, high resolution, expensive elec 
tronics are obviated. For use With resistive touch screens, no 
electronics are required in the devices of the invention. For 
use With capacitive touch screens, only minimal electronics 
that generate a touch signal at a speci?c frequency from the 
various knob, fader, or joystick controllers are required. The 
poWer consumption for these devices is minimal, far less than 
the comparable discrete devices of the prior art. 
[0037] 3. Removable devices: The controller devices of the 
invention (both resistive and capacitive) are removable, and 
may be placed on a touch screen (or cover glass) and removed 
many times. This aspect provides several bene?ts: device 
re-use is economical, and removable devices enable the setup 
of custom controller con?gurations in a feW simple steps. 
Moreover, the devices may be removed at any time to clear the 
entire expanse of the touch screen for typical prior art touch 
screen functions. 

[0038] 4. Self activating devices: The controller devices of 
the invention (both resistive and capacitive) are self-activat 
ing under softWare control. When one of these devices is 
placed on a touch screen, the system softWare determines the 
location of the device on the touch screen, and the softWare 
creates a parameter WindoW that enables the user to see the 
rotation (knob), fader position, or joystick envelope as a 
changing graphic on the display immediately beloW the 
device. The parameter WindoW may be positioned anyWhere 
on the display associated With the touch screen, or may be 
located on the display at positions related to the placement of 
the respective controller devices on the touch screen. 

[0039] 5. Economy of scale: The use of softWare to emulate 
a Wide range of control functions takes advantage of a micro 
processor’s ability to perform repetitive tasks reliably and 
cheaply, and obviates the need for prior art mechanical con 
trollers that can be very expensive, require maintenance, and 
may be dif?cult to connect. 

[0040] 6. The various devices described herein may be 
placed anyWhere in the vieWing area of a display or Within the 
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active surface of a touch screen, and operated, and likeWise 
may be moved or removed by the user. 

BRIEF DESCRIPTION OF THE DRAWING 

[0041] FIG. 1 is an end vieW of a fader track controller for 
use With a touch screen in accordance With the present inven 
tion. 
[0042] FIG. 2 is an end vieW of a further embodiment of a 
fader track controller for use With a touch screen in accor 
dance With the present invention. 
[0043] FIG. 3 is an end vieW ofa further embodiment ofa 
fader track controller for use With a touch screen in accor 
dance With the present invention. 
[0044] FIG. 4 is a cross-sectional end elevation of fader 
track mechanical control With fader cap for use in conjunction 
With a capacitive touch sensor device. 
[0045] FIG. 5 is a cross-sectional end elevation of fader 
track mechanical control With fader cap as in FIG. 4, With a 
photovoltaic cell poWer source. 
[0046] FIG. 6 is a cross-sectional end elevation of fader 
track mechanical control With fader cap as in FIGS. 4 and 5, 
installed in a groove formed in a touch screen device. 

[0047] FIG. 7 is an end vieW of the fader cap and fader track 
devices of FIGS. 8-10. 
[0048] FIG. 8 is a plan vieW of a fader track mechanical 
control for use With a touch screen and including poWer rails 
and plug connectors for driving a touch signal generator. 
[0049] FIG. 9 is a plan vieW of a fader track mechanical 
control as in FIG. 8, With pad connectors for signal connec 
tion to the fader track. 
[0050] FIG. 10 is a cross-sectional end elevation of fader 
track mechanical control With fader cap for use in conjunction 
With a capacitive touch sensor device and a cover glass (super 
strate). 
[0051] FIG. 11 is a plan vieW ofa knob controller for use 
With a resistive touch screen device. 

[0052] FIGS. 12A-12D are side elevations various embodi 
ments of a knob controller for use With a resistive touch screen 
device. 

[0053] FIG. 13 is a cross-sectional elevation shoWing a 
knob controller for use in conjunction With a capacitive touch 
sensor device. 

[0054] FIG. 14 is a cross-sectional vieW of the knob con 
troller shoWn in FIG. 13. 
[0055] FIG. 15 is a cross-sectional elevation of a sWitch 
controller for use in conjunction With a capacitive touch 
screen device. 

[0056] FIG. 16 is a cross-sectional elevation of a fader track 
controller for use in conjunction With a resistive touch screen 
device. 

[0057] FIG. 17 is a cross-sectional end elevation of a fader 
controller for use in conjunction With a touch screen device. 

[0058] FIG. 18 is a cross-sectional elevation of a joystick 
controller for use in conjunction With a capacitive touch 
screen device. 

[0059] FIG. 19 is a cross-sectional elevation of a further 
embodiment of a joystick controller for use in conjunction 
With a capacitive touch screen device. 

[0060] FIG. 20 is a cross-sectional end elevation of fader 
track mechanical control With fader cap for use in conjunction 
With a capacitive touch sensor device and an OLEP or LEP 
display or the equivalent. 
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[0061] FIG. 21 is a cross-sectional end elevation of knob 
mechanical control With fader cap for use in conjunction With 
a capacitive touch sensor device and an OLEP or LEP display 
or the equivalent. 
[0062] FIG. 22 is a plan vieW of a capacitive touch sensor 
fader controller. 
[0063] FIG. 23 is a plan vieW of a resistive touch sensor 
fader controller. 
[0064] FIG. 24 is an end vieW of the controllers shoWn in 
FIGS. 22 and 23. 
[0065] FIG. 25 is a cross-sectional end vieW of a resistive 
touch sensor fader controller incorporating a sliding fader 
cap. 
[0066] FIG. 26 is a plan vieW of a touch sensor controller 
formed in a closed curved loop to emulate a rotating knob 
function. 
[0067] FIG. 27 is an exploded perspective vieW of a ?exible 
track fader controller for use With a capacitive touch screen 
device. 
[0068] FIG. 28 is a side elevation of the ?exible track fader 
controller of FIG. 27. 
[0069] FIG. 29 is a plan vieW of a resistive touch screen 
device having discrete sensing areas for simultaneous detec 
tion of multiple touches. 
[0070] FIG. 30 is a schematic vieW of the resistive touch 
screen device of FIG. 29. 
[0071] FIGS. 31-34 are plan vieWs depicting various con 
troller emulations for controller devices of the invention 
evoked under softWare control. 
[0072] FIG. 35 is an end vieW of a plurality of controller 
devices for a touch screen in accordance With the invention, 
provided as components on a crack-and-peel sheet. 

DETAILED DESCRIPTION OF THE INVENTION 

[0073] The present invention generally provides mechani 
cal devices to enhance the input process for touch screen 
devices. 
[0074] With regard to FIG. 1, one embodiment of the inven 
tion comprises a fader track controller 41 including a longi 
tudinally extending rib 42 having a bottom surface 43 formed 
longitudinally therein provided With a releasable adhesive 
that enables temporary adhesion and many cycles of removal 
and placement With respect to a touch screen or its cover glass 
or superstrate. The rib 42 acts as a guide for a gliding ?nger 
touch to emulate the smooth longitudinal motion of a 
mechanical fader controller knoWn in the prior art. The rib 42 
may be formed of a lubricious plastic or polymer material that 
facilitates a sliding touch. The rib 42 may be placed anyWhere 
on the touch screen surface 44, and the associated display of 
an electronic device may be programmed to present labeling 
and indicia appropriate for the desired function and range of 
the controller 41. The rib 42 may be removed and reused 
repeatedly. Note that the rib may be formed of transparent or 
translucent material to permit visualiZation of an underlying 
graphic display, or may be opaque, as is appropriate for the 
situation. 
[0075] With regard to FIG. 2, the fader track controller 41 
may alternatively provide a base panel 40 that supports a rail 
39 having a smoothly curved cross-sectional surface 38. The 
surface 38 described an angle of more than 180°, forming a 
smooth contour that accepts a ?nger touch. In addition, the 
cap embodiment (beloW) may gain purchase on the rail 39 to 
prevent cap removal While permitting free sliding translation 
therealong. LikeWise, in FIG. 3 a fader track controller may 
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provide a base panel 37 extending longitudinally, With a rib 36 
extending outWardly therefrom. A pair of ?anges 35 are dis 
posed in lateral opposition and extend laterally along the rib 
36. The embodiments of FIGS. 1-3 illustrate a feW possible 
track con?gurations, although many equivalent formations 
are possible 
[0076] With regard to FIG. 4, the fader track controller 41 
may be modi?ed by the addition of a sliding fader cap 53 to 
provide the tactile sensation of a moving object to control an 
input variable to a touch screen device. The cap 53 includes a 
pair of opposed tabs 48 extending laterally toWard each other 
to engage therebetWeen the ?anges 35 or 47 (or the rail 39) 
and retain the cap 53 in a sliding relationship on the track 41. 
The cap 53 incorporates a touch signal transmitting circuit 51 
connected to a battery 49, and a stylus point 52 extends from 
the cap adjacent to the track 41 to contact the touch screen 
surface 46 and deliver the touch signal thereto. The cap 53 
may be urged by ?ngertip pressure to slide along the track 41, 
the stylus point (also knoW as a sensor tip) 52 imparting the 
touch signal to the touch screen to provoke touch detection 
thereof along the track 41. (This touch detection technique is 
Well knoWn in the prior art.) This action provides a smooth, 
continuously variable control function closely akin to a 
mechanical fader controller device knoWn in the prior art. 
[0077] With regard to FIG. 5, the device of FIG. 4 may be 
modi?ed by replacing the battery poWer supply With a pho 
tovoltaic cell 54 Within the cap 53. The photovoltaic cell 54 is 
supported closely adjacent to the surface 44 to receive light 
from the display 55 associated With the touch screen device. 
The cell 54 poWers the signal generator 51 so that the device 
operates Without external poWer connections and Without the 
need for battery replacement. In both the embodiment of 
FIGS. 4 and 5, the touch screen device 56 is connected to 
touch screen circuitry common in the art that detects the touch 
signal and its location, and transfers this data to a computer 
processor connected to graphic display 55 to carry out a 
control, command, or input function. (Note that the track 41 
may be fabricated of light-transmitting material, and also the 
relative Widths of the track 41 and photovoltaic cell 54 are not 
necessarily to scale.) 
[0078] In all the embodiments of the invention in Which 
adhesive or self-adhesive materials are mentioned, it is pre 
sumed that the adhesive is preferentially more adherent to the 
device of the invention rather than the touch screen, display 
screen, cover glass, or the like. 

[0079] With reference to FIG. 6, the embodiment of FIG. 5 
(and FIG. 4) may be installed in a grooved recess 57 in the 
surface 44 of the touch screen device 56 that is associated With 
a graphic display 55. LikeWise, these embodiments may be in 
a grooved recess of a cover plate or superstrate placed over the 
touch screen device 56. LikeWise, as shoWn in FIG. 10, the 
embodiments of FIGS. 4 and 5 may be secured on the outer 
surface of a cover glass (superstrate) 58 Which is placed over 
the touch screen device 56 and an associated graphic display 
55. Also, any knob embodiment described herein may be 
installed in a grooved recess similar to that shoWn in FIG. 6. 

[0080] With regard to FIGS. 7-9, the invention also 
includes a fader track controller 61 having a longitudinally 
extending Web track 41. A pair of poWer rails (conductors) 62 
extend longitudinally in the upper surface of the track 41, and 
a fader cap 53 assembled to the track 41 includes a pair of 
contacts 63 for electrically engaging the poWer rails 62 and 
providing poWer to the touch signal generator 51. (The poWer 
rails may be placed in any surfaces of the track 41.) Other 
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aspects of this embodiment remain as described previously. 
As shown in FIG. 8, a pair of connector pins 64 joined to the 
poWer rails may extend from one end of the rib 41 to connect 
to a poWer cable or the like. 

[0081] Alternatively, as shoWn in FIG. 9, a pair of connec 
tor pads 66 joined to the poWer rails may be formed at one end 
of the track 41. For some embodiments more than tWo poWer 
rails may be provided. The connector pads 66 may connect to 
a plurality of poWer conductors disposed on a circuit board 
located at or proximate to the periphery of the touch screen. 
The electrical engagement of the pads 66 With the conductors 
permits the device of FIG. 9 to be placed at any location along 
the conductors. Furthermore, multiple devices may be placed 
on the touch screen at any desired spacing and poWered by the 
conductors. Alternatively, conductors may be placed on the 
surface of a touch screen device or on a superstrate placed 
over a touch screen device. The use of poWer rails and con 

nector pins or pads may be combined Where appropriate With 
any of the embodiments described in this application. 
[0082] With regard to FIGS. 11 and 12A-12D, the invention 
provides a knob controller 71 for operation With a resistive 
touch screen device. The knob controller 71 includes a gen 
erally cylindrical component 72 (in FIGS. 12A-12D) having 
a releasable adhesive 73 on the ?at bottom surface thereof that 
is adapted to removably secure the knob on the surface 74 of 
a resistive touch screen device. The upper surface 76 of the 
component 72 is designed to invite ?nger touch, and may be 
slightly roughened to prevent the ?nger from slipping. The 
adhesion of the base to the touch screen does not provoke a 
touch response. 
[0083] As shoWn in FIG. 12A, ?ngertip pressure P applied 
eccentrically at the upper surface 76 causes the corresponding 
loWer edge of the member 72 to impinge sharply on the touch 
screen surface 74 and provoke a touch detection T. LikeWise, 
as shoWn in FIG. 11, ?ngertip pressure P applied along a 
peripheral edge portion of the upper surface results in the 
corresponding loWer edge provoking touch responses 
throughout the angular span A, Which may be easily associ 
ated by softWare With the rotation of a mechanical knob 
controller knoWn in the prior art. The peripheral edge touch in 
a circular ?ngertip motion is a natural gesture, and an operator 
may input an angular excursion ranging from a small angle to 
several rotations about the axis of the knob. Note that the knob 
itself does not rotate, but the touch it provokes on the touch 
screen device appears to rotate. The scale associated With one 
rotation of the knob may be selected so that the device 71 may 
be used to input Within a Wide range (several rotations), or 
With extreme precision Within a de?ned range. 

[0084] With regard to FIG. 12B, an alternative embodiment 
of FIG. 12A includes similar components having the same 
reference numeral With a prime (') designation. The loWer 
surface of the knob 72' is provided With a cylindrical recess 77 
in Which an adhesive layer 78 is secured. The adhesive layer 
is preferably slightly greater in height than the depth of the 
recess 77, so that the loWer peripheral edge portion of the 
knob 72' is spaced minimally from the surface 74 of the 
resistive touch screen device. The top surface 76' is dished to 
accommodate the convex curvature of a ?ngertip. Fingertip 
pressure as described above drives the thin loWer peripheral 
edge of the knob 72' into the touch screen to provoke a touch 
detection that may have a smaller, sharper detection area. 

[0085] With regard to FIG. 12C, an alternative embodiment 
of FIG. 12A-12B includes similar components having the 
same reference numeral With a prime (') designation. The 
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loWer surface of the knob 72' is provided With a cylindrical 
recess 77 in Which an adhesive layer 78 is secured, as before. 
In addition, the dished upper surface 76' is provided With a 
soft cushion layer 79 for enhanced tactile sensation and to 
protect the ?nger by providing a yielding surface for tactile 
engagement. 
[0086] With regard to FIG. 12D, an alternative embodiment 
of FIG. 12A-12C includes similar components having the 
same reference numeral With a prime (') designation. The 
upper surface of the knob is provided With a rocker plate 70, 
a disk-like structure having a central post 75 snap-engaged in 
a central opening in the top of the knob 72'. The disk is spaced 
slightly above the top surface 76' of the knob, and the snap 
engagement permits free angular movement of the rocker 
plate. Thus ?ngertip pressure applied to the top of the rocker 
plate 70 causes it to Wobble about the axis of the central post 
75. The Wobble motion enhances the effectiveness of an off 
center ?nger touch to drive the loWer peripheral edge of the 
knob into the touch screen. 

[0087] With regard to FIGS. 13 and 14, the invention also 
provides a knob controller 81 for use With a capacitive touch 
screen. The knob controller 81 includes a base 83 secured to 
the outer surface of a touch screen 82 (or a cover plate) by a 
suction cup device 84, although releasable adhesive may be 
used equally effectively. A knob cap 86 is rotatably secured to 
the base 83, and includes a sensor tip (stylus tip) 85 extending 
from the cap 86 toWard the touch screen. A compression 
spring 89 may be interposed betWeen the cap and the sensor 
tip to bias the tip to impinge on the touch screen 82. A touch 
signal generator 87 is disposed Within the cap 86, as Well as a 
battery poWer supply 88. 
[0088] The sensor tip 85 transmits the touch signal from 
generator 87 to the screen 82 to provoke a touch detection. 
Angular movement of the knob 86 causes the sensor tip 85 to 
move over the touch screen in an arcuate path Which is 
detected and converted to angular excursion and speed of 
movement for control input purposes. As in previous embodi 
ments, the knob poWer supply may comprise a photovoltaic 
cell to derive poWer from the associated display, RF, IR, or 
equivalent radiant poWer transmission, or conductors extend 
ing to the knob controller 81. The system softWare may rec 
ogniZe the loop traced by the tip 85, determine the center, and 
cause the associated display to present a knob graphic, or 
other representation of the rotary knob controller. Movement 
of the touch detection along an arcuate path is interpreted by 
the softWare as a change in the variable or function associated 
With the knob, and that changing variable may be displayed 
alphanumerically or graphically at any location on the asso 
ciated display, or at a location proximate to the graphic rep 
resentation of the knob on the display. 

[0089] With regard to FIG. 15, the invention further pro 
vides a sWitch controller 91 for use With a capacitive touch 
screen 92. The controller 91 includes a base 93 adhered (by 
any means disclosed herein) to the outer surface of the touch 
screen 92, and a sWitch cap 94 secured to the base in vertically 
translatable fashion. A touch signal generator 96 and poWer 
supply 97 are disposed Within the cap 94, the signal generator 
being connected to a stylus tip 99 that extends from the cap 
toWard the touch screen 92. A spring 98 resiliently biases the 
cap aWay from the touch screen and maintains the stylus tip 
out of contact With the touch screen. Fingertip pressure on the 
knob cap overcomes the spring force and urges the stylus tip 
to impinge on the touch screen and provoke a touch detection. 
SoftWare interaction With the touch point results in a sWitch 
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function being carried out. Although a touch screen may be 
tapped directly With a ?ngertip to mimic a sWitch function, 
the embodiment of FIG. 15 may have utility in situations 
Where an individual is Wearing gloves (in a laboratory or 
industrial setting, for example) and touch detection is prob 
lematic, or Where manual contact With the screen Would soil 
the screen surface. 

[0090] With regard to FIG. 16, a fader controller 111 for a 
resistive touch screen includes a longitudinally extending 
track 112 having a con?guration functionally similar to the 
embodiments of FIGS. 1-3. A releasable adhesive is applied 
to the bottom surface of the track 112 to removably secure the 
device 111 to the outer surface 114 of a touch screen assem 
bly. The bottom surface of the track 112 may further includes 
a plurality of doWnWardly projecting feet 113 that impinge on 
the touch screen surface. The feet tend to increase the pres sure 
(force per unit area) Within a small footprint on the touch 
screen, enhancing the touch detection on resistive touch 
screens. 

[0091] With reference to FIG. 17, any of the track con?gu 
rations 41 of FIGS. 1-3 may be applied to surface 114 of a 
resistive touch screen. Fingertip pressure P on the top surface 
tends to rock the track 41 about its longitudinal axis, driving 
one edge of the loWer rib into the screen and amplifying the 
touch pressure by applying it to a small screen area. This 
effect is also operative in conjunction With those capacitive 
sensing touch screen devices that respond differentially to 
applied pressure. 
[0092] With regard to FIG. 18, the invention also provides 
a j oystick controller 122 for use With a capacitive touch screen 
123 associated With a graphic display 120. A base 124 is 
adhered to the surface of the screen 123 (by any means dis 
closed herein), and de?nes a bottom opening adjacent to the 
screen 123. A control rod 126 includes an outer end having a 
knob for manual engagement, and an inner end having a 
telescoping tip 127 that is spring biased to contact the screen 
123. The rod 126 is secured in a universal bearing 128, and a 
membrane 125 extends radially from an upper portion of the 
rod 126 to the base 124 to permit limited angular excursions 
of the knob and complementary angular excursions of the tip 
127 on the touch screen 123. A touch signal generator 129 is 
secured in the base and is connected to the tip 127, and a 
battery poWer source 131 is connected to the signal generator. 
The telescoping tip 127 maintains contact With the touch 
screen as the knob end is moved through angular excursions 
about the bearing axis. 
[0093] With regard to FIG. 19, a further embodiment of the 
joystick controller 122' includes similar components simi 
larly numbered. The bearing is replaced by another mem 
brane 132 extending radially from a loWer end portion of the 
rod 126, and the telescoping tip is likeWise eliminated. The 
tWo membranes permit angular movement of the rod 126, and 
also permit doWnWard force applied manually to urge, the 
?xed tip to impinge on the touch screen and impart a touch 
point or a touch path thereto. 

[0094] Both embodiments described in FIGS. 18 and 19 
provide a high resolution joystick input function for a capaci 
tive touch screen, a function that may be only crudely emu 
lated by a moving ?ngertip touch on the touch screen. More 
over, the device 122 creates a joystick input Without requiring 
the user to look at the display 120, Whereas any (prior art) 
virtual joystick portrayed on the display 120 demands visu 
aliZation by the user for accurate use. This requirement is akin 
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to an automobile driver being required to Watch the steering 
Wheel rather than the road and oncoming tra?ic. 
[0095] In any of the embodiments described herein in 
Which a touch signal generator feeds a signal to a stylus tip to 
provoke a touch detection, it is noted that the stylus tip need 
be only in close proximity to the surface of the touch screen 
device, and may not actually impinge on the surface. This 
aspect reduces Wear on the touch screen, and reduces the 
potential for scratching the surface of the touch screen. 
[0096] The devices described herein may also be used With 
OLED and LEP and equivalent displays, Which are typically 
very thin. With reference to FIG. 20, an OLED or LEP display 
133 is secured adjacent to the outer surface of a capacitive 
touch screen device 134. (A layer of protective material may 
be disposed on the display.) A fader track controller as shoWn 
and described in FIG. 4 or elseWhere is removably secured to 
the outer surface of the display 133, With the stylus tip 52 
thereof extending to the surface of the display 133. The touch 
signal from the stylus tip 52 is transmitted through the display 
133 to the touch screen 134 to provoke a touch detection. One 
advantage of this arrangement is that the parallax associated 
With the thickness of a touch screen that is placed on top of a 
display, as knoWn in the prior art, is eliminated by having the 
display on top of the sensing screen. 
[0097] OLED and LEP displays and the like can have their 
bus bars printed on a plastic substrate by a special ink jet 
printing process. This same printing process may be used to 
print conductor traces directly on the top surface or bottom 
surface of the display Web. With reference to FIG. 21, a 
display 133 is secured to a touch screen device 134 as 
described With reference to FIG. 20. A knob controller 136 
includes a base 137 releasably adhered to the outer surface of 
display 133. A knob cap 138 is rotatably secured to the base, 
and a touch signal generator 139 Within the cap is connected 
to a stylus tip 141 extending toWard the display 133. A plu 
rality of conductors 142 are printed on the display 133, and 
contacts on the bottom surface of the base 137 engage the 
conductors to poWer the signal generator 139. The traces may 
be coated With a thin protective polymer or equivalent as is 
common in the construction of touch screens. As described 
above, rotation of the cap 138 With the stylus 141 provokes a 
touch detection along the arcuate path of the stylus, and 
softWare interprets the arc length and velocity to form an 
input function for an associated computer or electronic 
device. The conductors 142 may be printed in discrete areas 
of the display 133, or may extend over the entire surface. The 
conductors may be placed at predetermined spacings to 
enable the connection of multiple devices 136 or other 
devices described herein. Note that no onboard battery or 
photovoltaic poWer supply is required for these devices. 
[0098] With regard to FIG. 22, the invention provides a 
fader controller 143 that employs a capacitive touch sensing 
technique. Controller 143 includes a longitudinally extending 
Web 144 formed of a material such as plastic, glass, metal, 
polymer, and the like. (“Web” is used herein to indicate a ?at, 
thin, generally bendable sheet.) A pair of sensor electrodes 
146 and 147 are secured to opposed ends of the Web 144, and 
a coating 148 of transparent conductive material such as 
indium tin oxide (ITO) may be applied to the Web 144 on the 
top surface, bottom surface, or Within the Web. Alternatively, 
a touch grid can be embedded in the Web or applied to its 
surface, extending betWeen the sensor electrodes. One or 
more poWer rails 149 (Which may comprise thin conductors) 
extend longitudinally in the Web and connect to the sensor 
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electrodes. The sensor electrodes are connected to touch sen 

sor circuitry and thence to a microprocessor. The touch sensor 
circuitry may be disposed adjacent to a graphic display on 
Which the device 143 is placed, such as the display frame or 
bezel, or merely connected at the periphery of the display to 
touch sensor circuitry mounted elseWhere. 

[0099] A ?nger touch at any point along the Web 144 causes 
signals to be imparted to the sensors 146 and 147, and the ratio 
of these signals is interpreted by the softWare running on the 
microprocessor to detect the longitudinal position of the 
touch. A sliding touch along the Web generates many touch 
points in sequence, and the extent and movement of the touch 
points may be interpreted as input commands to the micro 
processor. Thus the controller 143 comprises a fader control 
ler, With a sliding ?nger touch providing the control input. 
This sliding ?nger touch replaces the fader cap in mechanical 
faders knoWn in the prior art. 

[0100] The device 143 is fabricated of transparent materi 
als, and may be adhered to the surface of a display, such as a 
?at panel display, CRT, OLED or LEP, Active Matrix, STN, 
or electroluminescent display. Thus touch sensor devices may 
be applied to a computer display that is otherWise devoid of 
touch input technology. Likewise, device 143 may be adhered 
to a cover glass, a superstrate surface, or the surface of a touch 
screen device. It may be installed in a groove in any of these 
named devices or surfaces. The advantages of this device 
include the folloWing: 
[0101] l) the device 143 eliminates the need for a fader cap, 
While at the same time providing a physical tactile device for 
operating a fader. There is no fader cap to Wear out, nor to 
in?ict Wear on a fader track. It is easy to use a material that is 
much harder than human skin, so that Wear on the Web 144 is 

minimal; 
[0102] 2) the device 143 eliminates the need for a motor 
iZed fader. The fader cap is eliminated, and likeWise the need 
to move a fader cap is obviated. A graphic representation of 
the fader position may be visualiZed through the transparent 
material of the Web 144, and softWare may be used to move 
the representation to a preset value as Well as changing the 
position in accordance With any ?nger touch. Thus the need 
for service and repair of motorized faders is eliminated; 
[0103] 3) the device 143 enables the user to operate the 
fader controller by touch alone, freeing the vision of the user 
for other tasks. 

[0104] With regard to FIG. 23, the invention further pro 
vides a fader controller 152 that employs a resistive touch 
sensor technique. A longitudinally extending Web 154 is 
formed of a material such as plastic, glass, metal, polymer, 
and the like. A pair of contacts 156 and 157 are secured to 
opposed ends of the Web 144, and a resistive/conductive grid 
158 is embedded in the Web and extending betWeen the sensor 
electrodes. The contacts are each connected to touch sensor 
circuitry and thence to a microprocessor. A ?nger touch at any 
point along the Web 154 causes a voltage signal to be detected 
by sensors located external to controller 152 and electrically 
connected to contacts 156 and 157. The ratio of these signals 
is interpreted by the softWare running on the microprocessor 
to detect the longitudinal position of the touch. A sliding 
touch along the Web generates many touch points in 
sequence, and the extent and movement of the touch points 
may be interpreted as input commands to the microprocessor. 
The advantages enumerated previously With respect to the 
embodiment of FIG. 22 also pertain to this embodiment. 
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[0105] To guide the sliding touch along the longitudinal 
extent of the Web 144 or 154, the device may provide a ridge 
149 protruding upWardly from the Web 144 (or indented into 
the Web) and extending longitudinally thereon, as shoWn in 
FIG. 24. The ridge 149 may include a shalloW V shaped 
groove 151 extending longitudinally therealong. The ridge 
149 serves as a ?nger guide to permit an individual to slide a 
?ngertip along the axis of the Web 144 Without requiring 
visual guidance to orient the sliding touch. The groove 151 
serves as a guide for the tip of a stylus or pen for the same 
purpose. 
[0106] With regard to FIG. 26, any of the embodiments of 
FIGS. 22-24 may be con?gured in a closed curved loop 161 to 
de?ne a touch sensor controller that emulates the circular 
rotation of a knob controller. A ?nger touch may describe a 
small angular excursion about the central axis, or may encom 
pass many rotations about the central axis, and the relation 
ship of the angular increment to the input variable may be set 
by a softWare function to provide any degree of resolution or 
range of a variable. 

[0107] With reference to FIG. 25, a further embodiment 
159 of the invention includes a fader cap 160, constructed as 
described previously, to engage a track 41 secured to the outer 
surface of a display 161. A device 152 is secured to the upper 
surface of the display 161. A stylus tip 162 extends from an 
edge portion of the cap 160 to impinge on the top of the device 
152 to provoke a touch response from the device. The user 
may place one or more ?ngers on the cap 160 and slide the cap 
along the track 41 to perform a control function, and the feel 
of the controller is very similar to a mechanical fader control 
ler knoWn in the prior art. The device may be applied to a 
graphic display or to a touch screen associated With a graphic 
display. 
[0108] With regard to FIGS. 27 and 28, the invention fur 
ther provides a fader controller 163 for a generaliZed touch 
screen device 164 that is mounted at the periphery of the 
touch screen device 164. A ?exible track 166 includes a 
proximal end having a conductor 167 supported therein, the 
conductor extending the length of the track to a cap end 168. 
A stylus tip 169 extends from the cap 168 toWard the touch 
screen 164. The track 166 extends through a half-loop bend 
Within a housing 171 at the margin of the screen 164, and a 
keeper 172 Within the housing serves as a guide to maintain 
the axial alignment of the track 166 as it is extended or 
retracted in the housing 171. The conductor may carry a touch 
signal to the tip 169, Which in turn provokes a touch response 
from the touch screen 164. The keeper may also in?uence the 
angle at Which the track 166 engages the screen 164 to assure 
that the tip 169 impinges on the touch screen. 

[0109] The track 166 may be provided With a smooth, 
toothed or ribbed surface 173 that is passed about a drive 
sprocket 174. A motor 176 connected to the drive sprocket is 
controlled by a softWare function to rotate and drive the 
?exible track 166 to extend or retract to any preset length 
representing any given value. Thereafter, the operator may 
use ?ngertip pressure applied to the end cap of the ?exible 
track to further extend or retract the track, the stylus tip 
traversing the touch screen and imparting a moving touch 
point thereto. For use With electronic display devices that 
have no touch screen associated thereWith, the extension and 
retraction of the track 166 may be sensed by a shaft encoder 
or the equivalent coupled to the motor output 176, and soft 
Ware may convert the shaft movement and position into a 
display graphic that tracks the position of the cap end 168. 










