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A decimal ?oating point ?nite number in a decimal ?oating 
point format is composed from the number in a different 
format. A decimal ?oating point format includes ?elds to hold 
information relating to the sign, exponent and signi?cand of 
the decimal ?oating point ?nite number. Other decimal ?oat 
ing point data, including in?nities and NaNs (not a number), 
are also composed. Decimal ?oating point data are also 
decomposed from the decimal ?oating point format to a dif 
ferent format. For composition and decomposition, one or 
more instructions may be employed, including an insert 
biased exponent or extract biased exponent instruction. 
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INSERT/EXTRACT BIASED EXPONENT OF 
DECIMAL FLOATING POINT DATA 

TECHNICAL FIELD 

[0001] This invention relates, in general, to employing 
decimal ?oating point data in processing Within a processing 
environment, and in particular, to composing decimal ?oating 
point data in a decimal ?oating point format from data that are 
not represented in a decimal ?oating point format. Moreover, 
aspects of the invention relate to decomposing decimal ?oat 
ing point data. 

BACKGROUND OF THE INVENTION 

[0002] Floating point is used to represent real numbers on 
computers. There are different types of ?oating point arith 
metic, including binary ?oating point and decimal ?oating 
point, as examples. Floating point numbers are discussed in 
IEEE Std 854-1987, IEEE Standard for Radix-Independent 
Floating-Point Arithmetic; and in IEEE Std 754-1985, IEEE 
Standard For Binary Floating-Point Arithmetic, Which are 
hereby incorporated herein by reference in their entirety. 
[0003] Binary ?oating point numbers are represented in 
computer hardWare as base tWo (binary) fractions. While 
binary ?oating point has been very valuable over the years, 
there are some limitations With binary ?oating point opera 
tions. For instance, binary ?oating point cannot represent 
some decimal fractions, such as 0.1; and the scaling of binary 
?oating point requires rounding. Due to the limitations of 
binary ?oating point, decimal ?oating point has evolved for 
use in computational processing in computers and other pro 
cessing environments. 
[0004] Decimal ?oating point is easier to comprehend, 
since decimal data is the most common of all numeric data. A 
decimal ?oating point ?nite number includes a sign bit, an 
exponent and a signi?cand. The sign bit is Zero for plus and 
one for minus. The exponent, a signed value, is represented as 
an unsigned binary value by adding a bias, resulting in a 
biased exponent. The signi?cand includes a string of decimal 
digits, Where each digit is an integral value betWeen Zero and 
one less than the radix (i.e., 10 is the radix for decimal). The 
number of digit positions in the signi?cand is called the 
precision of the ?oating point number. 

SUMMARY OF THE INVENTION 

[0005] Typically, data that is input to a processing environ 
ment is in a format other than a decimal ?oating point format. 
For instance, a human-readable format of numerical data that 
is, for instance, in decimal character strings, may be input to 
the processing environment. Thus, if decimal ?oating point 
data is to be used in processing, the data is ?rst converted from 
the human-readable format to an intermediate format, and 
then the data in the intermediate format is used to compose 
data in the decimal ?oating point format. Each decimal ?oat 
ing point format includes ?elds to hold information on the 
sign, the exponent, and the signi?cand of a decimal ?oating 
point ?nite number. 
[0006] In one example, to convert a decimal ?oating point 
?nite number in human-readable format into a decimal ?oat 
ing point format, the human-readable data is ?rst converted 
into an intermediate data type, and then from the intermediate 
data type to a decimal ?oating point format. The intermediate 
datatype is to be able to support the conversion Without loss of 
accuracy. One example of an intermediate data type that 
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meets this criteria is signed packed decimal for the sign and 
the signi?cand, and signed binary integer for the exponent. 
Thus, in this example, the sign and the signi?cand of the 
human-readable input are converted to signed packed deci 
mal and the exponent of the human-readable input is con 
ver‘ted to a signed binary integer, then from signed packed 
decimal and signed binary integer to a decimal ?oating point 
format. 
[0007] Therefore, a need exists for a capability that pro 
vides data conversion from an intermediate data type, like 
signed packed decimal and signedbinary integer, to a decimal 
?oating point format. Further, a need exists for a capability 
that provides data conversion from the decimal ?oating point 
format to an intermediate data type. A need exists for one or 
more instructions to facilitate the conversion. 

[0008] The shortcomings of the prior art are overcome and 
additional advantages are provided through the provision of 
an article of manufacture that includes at least one computer 
usable medium having computer readable program code 
logic to execute a machine instruction in a central processing 
unit. The computer readable program code logic When 
executing performing, for instance, the folloWing: obtaining a 
machine instruction for execution, the machine instruction 
being de?ned for computer execution according to a com 
puter architecture, the machine instruction including an 
opcode, a ?rst register ?eld, a second register ?eld and a third 
register ?eld; and performing an insert function of an expo 
nent as de?ned by the opcode of the machine instruction, the 
exponent stored in a location designated by the second regis 
ter ?eld, said insert function including, for instance, combin 
ing the exponent With data stored in a location designated by 
the third register ?eld to produce a datum in a decimal ?oating 
point format, the combining comprising, for instance, 
expanding a value stored in a location designated by the third 
register ?eld from a decimal ?oating point format to a Work 
ing format different from the decimal ?oating point format; 
combining the exponent With one or more of a sign stored at 
a location designated by the third register ?eld and the value 
in the Working format; and in response to the combining, 
converting the Working format to the decimal ?oating point 
format; and placing a result of the combining in a location 
designated by the ?rst register ?eld, the result including a 
datum in decimal ?oating point format. 
[0009] Methods and systems relating to one or more 
aspects of the present invention are also described and 
claimed herein. 
[0010] Additional features and advantages are realiZed 
through the techniques of the present invention. Other 
embodiments and aspects of the invention are described in 
detail herein and are considered a part of the claimed inven 
tion. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0011] One or more aspects of the present invention are 
particularly pointed out and distinctly claimed as examples in 
the claims at the conclusion of the speci?cation. The forego 
ing and other objects, features, and advantages of the inven 
tion are apparent from the folloWing detailed description 
taken in conjunction With the accompanying draWings in 
Which: 

[0012] FIG. 1A depicts one embodiment of a short data 
format of a decimal ?oating point datum in accordance With 
an aspect of the present invention; 
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[0013] FIG. 1B depicts one embodiment of a long data 
format of a decimal ?oating point datum in accordance With 
an aspect of the present invention; 
[0014] FIG. 1C depicts one embodiment of an extended 
data format of a decimal ?oating point datum, in accordance 
With an aspect of the present invention; 
[0015] FIG. 1D pictorially depicts an encoding of a decimal 
?oating point datum, in accordance With an aspect of the 
present invention; 
[0016] FIGS. 2A-2B depict one example of the encoding 
and layout of the combination ?eld of FIGS. 1A-1C, in accor 
dance With an aspect of the present invention; 
[0017] FIG. 3 depicts examples of values of ?nite numbers 
in the various formats of FIGS. 1A-1C, in accordance With an 
aspect of the present invention; 
[0018] FIG. 4 depicts one example of various properties of 
the three decimal ?oating point formats of FIGS. 1A-1C, in 
accordance With an aspect of the present invention; 
[0019] FIG. 5 depicts one embodiment of value ranges for 
?nite number data classes of decimal ?oating point data, in 
accordance With an aspect of the present invention; 
[0020] FIG. 6 depicts one example of the encoding of not a 
number (NaNs) and in?nity data classes of decimal ?oating 
point data, in accordance With an aspect of the present inven 
tion; 
[0021] FIG. 7 depicts one embodiment of an overvieW of 
the logic associated With importing a decimal ?oating point 
datum from a non-decimal ?oating point format, in accor 
dance With an aspect of the present invention; 
[0022] FIG. 8 depicts further details of one embodiment of 
the logic associated With composing a decimal ?oating point 
datum, in accordance With an aspect of the present invention; 
[0023] FIG. 9 depicts one example of a format of a Convert 
From Unsigned Packed instruction used in accordance With 
an aspect of the present invention; 
[0024] FIG. 10A depicts one embodiment ofthe logic asso 
ciated With a compress function used in accordance With an 
aspect of the present invention; 
[0025] FIG. 10B depicts one embodiment of the logic asso 
ciated With an expand function used in accordance With an 
aspect of the present invention; 
[0026] FIG. 11 depicts one example of a format of a Con 
vert From Signed Packed instruction used in accordance With 
an aspect of the present invention; 
[0027] FIG. 12 depicts one embodiment of a format of a 
Shift Signi?cand Left instruction used in accordance With an 
aspect of the present invention; 
[0028] FIG. 13 depicts one example of a format of an Add 
instruction used in accordance With an aspect of the present 
invention; 
[0029] FIG. 14 depicts one example ofa format ofa Sub 
tract instruction used in accordance With an aspect of the 
present invention; 
[0030] FIG. 15 depicts one example of a format of an Insert 
Biased Exponent instruction used in accordance With an 
aspect of the present invention; 
[0031] FIG. 16 depicts one embodiment of an overvieW of 
the logic associated With exporting a decimal ?oating point 
datum, in accordance With an aspect of the present invention; 
[0032] FIG. 17 depicts further details of one embodiment of 
the logic associated With decomposing a decimal ?oating 
point datum, in accordance With an aspect of the present 
invention; 
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[0033] FIG. 18 depicts one example of a format of an 
Extract Biased Exponent instruction used in accordance With 
an aspect of the present invention; 
[0034] FIG. 19 depicts one example of a format of a Con 
vert To Signed Packed instruction used in accordance With an 
aspect of the present invention; 
[0035] FIG. 20 depicts one example of a format of a Shift 
Signi?cand Right instruction used in accordance With an 
aspect of the present invention; 
[0036] FIG. 21 depicts one example of a format of a Con 
vert To Unsigned Packed instruction used in accordance With 
an aspect of the present invention; 
[0037] FIG. 22 depicts one embodiment of a processing 
environment to incorporate and use one or more aspects of the 

present invention; 
[0038] FIG. 23 depicts another embodiment of a processing 
environment to incorporate and use one or more aspects of the 

present invention; 
[0039] FIG. 24 depicts further details of the memory of 
FIG. 23, in accordance With an aspect of the present inven 
tion; and 
[0040] FIG. 25 depicts one example of a computer program 
product to incorporate one or more aspects of the present 
invention. 

DETAILED DESCRIPTION OF THE INVENTION 

[0041] In accordance With an aspect of the present inven 
tion, a capability is provided for composing decimal ?oating 
point (DFP) data. For instance, a datum in a format other than 
a decimal ?oating point format is converted to a decimal 
?oating point format. This conversion converts the exponent 
and signi?cand separately, in one example. The capability 
employs, in one embodiment, a plurality of instructions or 
logic that facilitate the conversion and composition. 
[0042] As a further aspect of the present invention, a capa 
bility is provided for decomposing the decimal ?oating point 
data. For instance, a decimal ?oating point datum is converted 
to a format other than a decimal ?oating point format. This 
capability also employs, in one embodiment, a plurality of 
instructions or logic that facilitate the conversion and decom 
position. 
[0043] A decimal ?oating point ?nite number includes 
three components: a sign bit, an exponent, and a signi?cand. 
The magnitude (an unsigned value) of the number is the 
product of the signi?cand and the radix (10 for DFP) raised to 
the poWer of the exponent. The number is positive or negative 
depending on Whether the sign bit is Zero or one, respectively. 
[0044] The signi?cand has an implied radix point, and its 
position depends on Which interpretation of the ?oating point 
datum is being applied. This interpretation is called a vieW. 
There are multiple vieWs that can be applied to a ?oating point 
format, and each vieW is an interpretation of the meaning of 
the ?elds in a ?oating point datum, and an implied radix point. 
Examples of the multiple vieWs include a fraction vieW, a left 
units vieW and a right units vieW. With the fraction vieW, the 
radix point is implied to be to the left of the leftmost digit of 
the signi?cand. With the left units vieW, the leftmost digit of 
the signi?cand is assumed to be the units digit and the radix 
point is implied to be immediately to the right of this digit. 
With the right units vieW, the rightmost digit of the signi?cand 
is assumed to be the units digit and the radix point is implied 
to be immediately to the right of the entire signi?cand. 
Although all three vieWs can be applied to a ?oating point 
format, in the examples described herein, the right units vieW 
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is applied to DFP, unless otherwise noted. Thus, for the sig 
ni?cand, the implied radix point is immediately to the right of 
the signi?cand. 
[0045] The use of different vieWs has an affect on the de? 
nition of unbiased exponent and the bias. The value of the 
?oating point number is de?ned to be the product of the 
signi?cand times the base raised to the poWer of the unbiased 
exponent. Since different vieWs place the assumed radix point 
at different positions in the signi?cand, to keep the value the 
same, the unbiased exponent is to change by a corresponding 
amount, and the bias to convert betWeen the biased exponent 
and the unbiased exponent is to change. This results in dif 
ferent exponent and bias terms including: fraction vieW expo 
nent, left units vieW (LUV) exponent, right units vieW (RUV) 
exponent, fraction vieW bias, left units vieW bias and right 
units vieW bias. 
[0046] The representation of decimal ?oating point ?nite 
numbers alloWs leading Zeros and trailing Zeros in the signi? 
cand. This alloWs some numbers to have multiple represen 
tations. Each representation has a different combination of 
signi?lcoand and exponent. For example, l000000><l05 and 
10x10 are tWo different representations of the same number. 
This number representation carries information about both 
the numerical value and the quantum of a decimal ?oating 
point ?nite number. The set of different representations of a 
decimal ?oating point number using the same sign is called a 
cohort. Each of these multiple representations is called a 
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cohort member. A plus Zero and a minus Zero have the same 
value, but are in different cohorts. 
[0047] For a DFP ?nite number, the magnitude of a value of 
one in the rightmost digit position of the signi?cand is called 
the quantum. Each cohort member of a cohort uses a different 
quantum to represent the same value. The quantum of a cohort 
member is the same, regardless of Whether the left units vieW 
or right units vieW is taken. 
[0048] For operations that produce a DFP result, a quan 
tum, called the preferred quantum, is de?ned to select a cohort 
member to represent the delivered value, if it is a ?nite num 
ber. The preferred quanta for these operations are depicted in 
the beloW table. When the delivered value is exact, the pre 
ferred quantum depends on the operation. When the delivered 
value is inexact, the preferred quantum is the smallest quan 
tum, unless otherWise stated. 
[0049] In the absence of an over?oW or under?oW interrup 
tion, if the delivered value is a ?nite number, the cohort 
member With the quantum closest to the preferred quantum is 
selected. 
[0050] In the case of an over?oW or under?oW interruption, 
the cohort member With the quantum closest to the scaled 
preferred quantum is selected. The scaled preferred quantum 
is obtained by scaling the preferred quantum using the same 
scale factor that Was used to obtain the delivered value. 
[0051] Examples of preferred quantum for various opera 
tions are depicted beloW. 

Operations Delivered Value Preferred Quanta 

ADD Exact The smaller quantum of the tWo source 
operands] 

Inexact The smallest quantum 
CONVERT FROM FIXED Exact One] 

Inexact The smallest quantum 
CONVERT FROM SIGNED i One 

PACKED 
CONVERT FROM i One 

UNSIGNED PACKED 
DIVIDE Exact The quantum of the dividend divided by the 

quantum of the divisor] 
Inexact The smallest quantum 

INSERT BIASED i The quantum corresponds to the requested 
EXPONENT biased exponent 
LOAD AND TEST i The quantum of the source operand 

LOAD FP INTEGER Exact The larger value of one and the quantum of 
the source operand 

Inexact One 

LOAD LENGTHENED Exact The quantum of the source operand] 
Inexact The smallest quantum 

LOAD ROUNDED Exact The quantum of the source operand] 
Inexact The smallest quantum 

PERFORM FLOATING Exact The largest quantum] 
POINT OPERATION Inexact The smallest quantum 

(DPQC = 0) 
PERFORM FLOATING Exact One] 
POINT OPERATION Inexact The smallest quantum 

(DPQC = 1) 
MULTIPLY Exact The product of the quanta of the tWo source 

operands] 
Inexact The smallest quantum 

QUANTIZE Exact The requested quantum 
Inexact The requested quantum 

REROUND Exact The larger value of the quantum that 
corresponds to the requested signi?cance 
and the quantum of the source operand 

Inexact The quantum that corresponds to the 
requested signi?cance 
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-continued 
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Operations Delivered Value Preferred Quanta 

SHIFT SIGNIFICAND LEFT i 

SHIFT SIGNIFICAND i 

The quantum of the source operand 
The quantum of the source operand 

RIGHT 
SUBTRACT Exact The smaller quantum of the two source 

operandsT 
Inexact The smallest quantum 

Explanation: 
i For these operations, the concept of exact result or inexact result does not apply. 
J[If the delivered value cannot be represented with the preferred quantum, it is represented with the 
quantum closest to the preferred quantum. 
DPQC DFP preferred quantum control. 

[0052] Decimal ?oating point numbers may be represented 
in any of three data formats: short, long, or extended. As 
examples, the short format includes 32 bits, the long format 
64 bits, and the extended format 128 bits. 
[0053] NaNs (Not a Number) and other symbols, such as 
in?nity, may also be represented in any of the three data 
formats. A NaN is a value or symbol that is usually produced 
as a result of an operation on invalid operands. There are quiet 
NaNs and signaling NaNs. A quiet NaN, in most instances, 
does not raise any additional exceptions as it propagates 
through operations, such as decimal ?oating point operations. 
On the other hand, a signaling NaN does raise additional 
exceptions. 
[0054] The contents of each data format represent encoded 
information. Special codes are assigned to NaNs and in?ni 
ties. Examples of the formats are described with reference to 
FIGS. 1A-1C. For instance, FIG. 1A depicts one example of 
a short data format representation 100 of a decimal ?oating 
point datum; FIG. 1B depicts one example of a long data 
format representation 102 of a decimal ?oating point datum; 
and FIG. 1C depicts one embodiment of an extended data 
format representation 104 of a decimal ?oating point datum. 
[0055] Each data format is of a different length, but has the 
same ?elds. The ?elds include, for instance, the following: 

[0056] A sign ?eld (S) 106 represents the sign bit of the 
decimal ?oating point datum. In one example, it is bit 0 
in each format, and is set to zero for plus and one for 
minus; 

[0057] A combination ?eld 108: For ?nite numbers, this 
?eld includes the biased exponent and the leftmost digit 
of the signi?cand; for NaNs and in?nities, this ?eld 
includes codes to identify them. 
When bits 1-5 of the format are in the range of 00000 
11101, the operand is a ?nite number. The two leftmost 
bits of the biased exponent and the leftmost digit of the 
signi?cand are encoded in bits 1-5 of the format. Bit 6 
through the end of the combination ?eld includes the rest 
of the biased exponent. 
When bits 1-5 of the format ?eld are 11 1 10, the operand 
is an in?nity. All bits in the combination ?eld to the right 
of bit 5 of the format constitute the reserved ?eld for 
in?nity. A nonzero value in the reserved ?eld is accepted 
in a source in?nity; the reserved ?eld is set to zero in a 
resultant in?nity. 
When bits 1-5 of the format are 11111, the operand is a 
NaN and bit 6, called the SNaN bit, further distinguishes 
QNaN from SNaN. If bit 6 is zero, then it is QNaN; 
otherwise, it is SNaN. All bits in the combination ?eld to 
the right of bit 6 of the format constitute the reserved 

?eld for NaN. A nonzero value in the reserved ?eld is 
accepted in a source NaN; the reserved ?eld is set to zero 
in a resultant NaN. 
FIGS. 2A-2B summarize the encoding and layout of the 
combination ?eld. In the ?gures, the biased exponent of 
a ?nite number is the concatenation of two parts: (1) two 
leftmost bits are derived from bits 1-5 of the format, and 
(2) the remaining bits in the combination ?eld. For 
example, if the combination ?eld of the DFP short for 
mat includes 10101010101 binary, it represents a biased 
exponent of 10010101 binary and a leftmost signi?cand 
digit of 5. 

[0058] An encoded trailing signi?cand 110 (FIGS. 
1A-1C): This ?eld includes an encoded decimal number, 
which represents digits in the trailing signi?cand. The 
trailing signi?cand includes all signi?cand digits, except 
the leftmost digit. For in?nities, nonzero trailing signi? 
cand digits are accepted in a source in?nity; all trailing 
signi?cand digits in a resultant in?nity are set to zeros, 
unless otherwise stated. For NaNs, this ?eld includes 
diagnostic information called the payload. 
In one example, the trailing signi?cand digits in a DFP 
data format are encoded by representing three decimal 
digits with a l0-bit declet. The digits in the trailing 
signi?cand are encoded using densely packed decimal 
encoding. Examples of densely packed decimal encod 
ing are described in “A Summary of Densely Packed 
Decimal Encoding,” Mike Cowlishaw, Jul. 16, 2005, 
www2.hursley.ibm.com/decimal/DPDecimal.html, and 
“Densely Packed Decimal Encoding,” Mike Cowlishaw, 
IEEE Proceedings4Computers and Digital Tech 
niques, ISSN 1350-2387, Vol. 149, No. 3, pp. 102-104, 
IEEE, May 2002, each of which is hereby incorporated 
herein by reference in its entirety. 

[0059] Each of the three data formats has different values of 
?nite numbers. Examples of these values in the various for 
mats are shown in FIG. 3 . As depicted, values are provided for 
both the left units view 300 and right units view 302 for each 
format, including the short format 304, long format 306 and 
extended format 308. 
[0060] As described above, in one example, a decimal 
?oating point number includes a sign, an exponent, and a 
signi?cand. The sign is encoded, for instance, as a one bit 
binary value and is represented in sign ?eld 106. The signi? 
cand is encoded, for instance, as an unsigned decimal integer 
in two distinct parts: the leftmost digit (LMD) of the signi? 
cand is encoded as part of combination ?eld 108; and the 
remaining digits of the signi?cand are encoded in encoded 
trailing signi?cand 110. Similarly, the exponent is repre 
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sented in tWo parts, as an example. However, prior to encod 
ing the exponent, the exponent is converted to an unsigned 
binary value, called the biased exponent, by adding a bias 
value, Which is a constant for each format. The tWo leftmost 
bits of the biased exponent, as Well as the remaining 6, 8, or 12 
bits (depending on the format) are also encoded in combina 
tion ?eld 108. This encoding is pictorially depicted in FIG. 
1D. 

[0061] As shoWn in FIG. 1D, an encoding 150 ofa decimal 
?oating point number includes a sign 152 in sign ?eld 106; the 
leftmost digit of the signi?cand 154, the tWo leftmost bits of 
the biased exponent 156 and the remaining bits of the biased 
exponent 158 in combination ?eld 108; and the remaining 
digits of the signi?cand 160 in encoded trailing signi?cand 
110. 

[0062] Each of the three data formats for decimal ?oating 
point numbers has properties associated thereWith. These 
properties are summarized in FIG. 4. As depicted, properties 
400 include for each format 402 the folloWing, as examples: 
format length 404, combination length 406, encoded trailing 
signi?cand length 408, precision 410, maximum left units 
vieW (LUV) exponent (Emax) 412, minimum left units vieW 
exponent (Em-n) 414, left units vieW bias 416, maximum right 
units vieW (RUV) exponent (Qmax) 418, minimum right units 
vieW exponent (Qml-n) 420, right units vieW bias 422, maxi 
mum biased exponent 424, largest (in magnitude) normal 
number (Nmax) 426, smallest (in magnitude) normal number 
(NW-n) 428, and smallest (in magnitude) subnormal number 
(DMZ-n) 430. 
[0063] In addition to the above, decimal ?oating point data 
is categoriZed into six classes of data, including Zero, subnor 
mal number, normal number, in?nity, signaling NaN and 
quiet NaN data classes. The value of a decimal ?oating point 
?nite number, including Zero, subnormal number, and normal 
number, is a quantization of the real number based on the data 
format. The value ranges for ?nite number data classes are 
depicted in FIG. 5, and the codes for NaNs and in?nity are 
depicted in FIG. 6. 
[0064] For instance, FIG. 5 shoWs a sign 502 and a magni 
tude 504 for each data class 500, including Zero data class 
506, subnormal data class 508, and normal data class 510. As 
shoWn, a subnormal number has a value smaller than Nml-n 
(smallest normal number) and greater than Zero in magnitude. 
A normal number is a nonZero ?nite number Whose magni 
tude is betWeen Nml-n and Nmax (largest normal number) inclu 
sively. 
[0065] Similarly, FIG. 6 shoWs, in one embodiment, a sign 
602, an encoding of bits 1-5 of the combination ?eld 604, and 
an encoding of the remaining bits of the combination ?eld 606 
of the data format for each data class 600, including in?nity 
data class 610, quiet NaN data class 612, and signaling NaN 
data class 614. 

[0066] As part of a decimal ?oating point operation, in 
Which the source operands are ?nite numbers, a precise inter 
mediate value is ?rst produced, Which is the value that Would 
have been computed if both the precision and exponent range 
Were unbounded. Then, a rounded intermediate value is pro 
duced. That is, except When otherWise speci?ed, the precise 
intermediate value is rounded to the precision of the target 
format, but With unbounded exponent range. This process is 
called target precision constrained rounding, and the value 
selected by this type of rounding is called the precision 
rounded value. 
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[0067] For IEEE targets, When the IEEE under?oW inter 
ruption is disabled and the tininess condition exists, the pre 
cise intermediate value is rounded to ?t in the destination 
format. That is, With both precision and exponent range of the 
target format. This process is called denormaliZation round 
ing and the value selected by this type of rounding is called the 
denormaliZed value. 

[0068] In other examples, a source operand is taken and 
modi?ed to ?t in a subset of the destination format. This 
process is called functionally constrained rounding and the 
value selected by this type of rounding is called the function 
ally rounded value. 
[0069] In any particular instance, only one of the three 
rounding processes is performed and the value selected (pre 
cision rounded value, denormaliZed value, or functionally 
rounded value) is generically referred to as the rounded inter 
mediate value. 

[0070] In the absence of over?oW and under?oW interrup 
tions, the rounded intermediate value is used as the delivered 
value. For over?oW and under?oW interruptions, the rounded 
intermediate value is divided by a scale factor to produce a 
scaled value, Which is used as the delivered value. 

[0071] As described above, a decimal ?oating point datum 
is highly encoded in that more information is packed into less 
space. For instance, for a decimal ?oating point ?nite number, 
the combination ?eld includes a portion of the signi?cand, as 
Well as the exponent. Since the decimal ?oating point data is 
highly encoded, composition of decimal ?oating point data is 
not trivial. 

[0072] One embodiment of an overvieW of the logic asso 
ciated With importing a decimal ?oating point data from a 
non-decimal ?oating point format is described With reference 
to FIG. 7. In this particular example, the non-decimal ?oating 
point format is a human readable format. 

[0073] Referring to FIG. 7, in one embodiment, a human 
readable data value, such as a decimal numerical value, is 
obtained by a processor of a processing environment, STEP 
700. In one example, the value is input by a user. The inputted 
value is converted from its human readable form to an inter 
mediate form, such as packed decimal and signed binary 
integer, STEP 702. 
[0074] There are tWo packed decimal formats, in one 
example: signed packed and unsigned packed. In the signed 
packed decimal format, each byte includes, for instance, tWo 
decimal digits (D), except for the rightmost byte, Which 
includes a sign (S) to the right of a decimal digit. 
[0075] In the unsigned packed decimal format, each byte 
includes, for instance, tWo decimal digits (D) and there is no 
sign. 
[0076] Techniques to convert from human-readable format 
to packed decimal and binary integer are knoWn in the art. 
Many processing environments, including an environment 
based on the Z/Architecture® offered by International Busi 
ness Machines Corporation, include functions to convert to 
packed decimal and binary integer. Z/Architecture® is a reg 
istered trademark of International Business Machines Corpo 
ration, Arrnonk, NY. 
[0077] Referring to STEP 704, at least a portion of the 
signi?cand in the intermediate form is then converted to a 
decimal ?oating point value, and the exponent in the inter 
mediate form is converted to a biased exponent in unsigned 
binary integer, STEP 705. The converted values are then used 
in composing the decimal ?oating point datum STEP 706. 






























