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(57) ABSTRACT 

An architecture allows individual system components to be 
developed and tested individually, i.e., as distinct modules, 
and to be subsequently combined through standardized elec 
trical and communication interfaces. Any combination of 
these modules can be implemented to form different products 
that provide any number of functions, such as an integrated 
system for monitoring a health condition and/or delivering a 
medication. The architecture also provides an approach for 
dynamically updating the product and offering its users the 
latest generation of technology even after the users have 
already purchased the product. In particular, the embodi 
ments employ the communication interfaces to also provide 
connection to a remote network that can update or upgrade the 
product’s software when the product is out in the ?eld. 
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ARCHITECTURE FOR HEALTH 
MONITORING SYSTEMS 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application claims priority to US. Provisional 
Application No. 60/932,286, ?led May 30, 2007, US. Provi 
sional Application No. 61/012,721, ?led Dec. 10, 2007, and 
US. Provisional No. 61/012,718, ?led Dec. 10, 2007, the 
contents of Which are incorporated entirely herein by refer 
ence. 

FIELD OF THE INVENTION 

[0002] The present invention relates generally to a method 
and system for developing healthcare devices. More speci? 
cally, the method and system of the present invention pro 
vides an architecture that alloWs any combination of modules 
With different functions to be easily assembled to form an 
integrated system for monitoring a health condition and/or 
delivering a medication. In addition, the method and system 
provides an architecture that alloWs the modules to be 
updated dynamically during operation in the ?eld. 

BACKGROUND OF THE INVENTION 

[0003] The quantitative determination of analytes in body 
?uids is of great importance in the diagnoses and mainte 
nance of certain physiological conditions. For example, indi 
viduals With diabetes frequently check the glucose level in 
their bodily ?uids. The results of such tests can be used to 
regulate the glucose intake in their diets and/ or to determine 
Whether insulin or other medication needs to be administered. 
[0004] Diagnostic systems, such as blood-glucose systems, 
may employ a meter or instrument to calculate the glucose 
value in a blood sample from an individual. Such instruments 
operate by measuring an output, such as current or color, from 
a reaction With the glucose in the sample. The test results 
typically are displayed and stored by the meter. Basic systems 
alloW the user to access the test results directly from the meter 
via a keypad or other interactive component. 
[0005] Other diagnostic systems, hoWever, provide more 
advanced functionality to alloW a user to process and manage 
test results. For example, some systems alloW a user to load 
test results from a blood-glucose meter onto a processing 
device, such as a conventional desktop personal computer 
(PC), and to process and display the results With a data 
management application. HoWever, using the processing 
poWer of PC technology to organize results from a blood 
glucose meter is just one example of hoW diagnostic systems 
provide more functionality by incorporating different tech 
nologies into a diagnostic process. 
[0006] Although integrating different technologies and 
functions may yield highly sophisticated and extremely use 
ful diagnostic systems, the introduction of such systems into 
the marketplace is sloWed by current approaches to product 
design and development in the industry. For example, current 
approaches to the design of multi-function products employ 
complicated system architectures that interconnect the vari 
ety of functional elements via distinct and non-standard tech 
niques. Accordingly, a functional element must be developed 
With the speci?c ?nal product and the other functional ele 
ments in mind. In other Words, the complex architecture 
results in dependencies betWeen functional elements, and 
thus does not alloW each element to be developed indepen 
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dently and/or in parallel. As such, the development process 
requires more time as more components are added and com 
plexity is increased. 
[0007] In addition, although the ?nal integrated product 
may provide the features and advantages of a variety of tech 
nologies, the rapid pace of change in these technologies may 
outdate the ?nal product before the ?nal product is introduced 
to the market, particularly because product development 
takes such a long time. In other Words, current approaches to 
product development make it dif?cult to ensure that the users 
of the product have the latest generation of technology. Where 
the cost of integrated products may be relatively high due to 
the greater amount of functionality, consumers may ?nd less 
justi?cation in purchasing such products When their technol 
ogy may become quickly outdated. 
[0008] In vieW of the foregoing, there is a need for design 
and development approaches that simplify the process of 
combining different technological components into a single 
product While meeting the high quality standards for medical 
devices. In particular, there is a need for an approach that 
simpli?es interfaces betWeen components and therefore per 
mits different combinations of components to be easily and 
reliably integrated regardless of the number of components. 
Moreover, there is a need for an approach that alloWs the ?nal 
product to be dynamically and continuously updated to offer 
its users the most current technology. 

SUMMARY OF THE INVENTION 

[0009] The embodiments described herein address the 
needs identi?ed above by providing an architecture that 
alloWs individual system components to be developed and 
tested individually, i.e., as distinct modules, and to be subse 
quently combined through standardized electrical and com 
munication interfaces. Any combination of these modules can 
be implemented to form different products that provide any 
number of functions, such as an integrated system for moni 
toring a health condition and/ or delivering a medication. 
[0010] Although the architecture makes it more feasible to 
shorten a product’s development cycle and to introduce the 
product to consumers more quickly, the embodiments also 
provide an approach for dynamically updating the product 
and offering its users the latest generation of technology even 
after the users have already purchased the product. In particu 
lar, the embodiments employ the communication interfaces 
to also provide connection to a remote netWork that can 
update or upgrade the product’s softWare When the product is 
out in the ?eld. This process is knoWn as a ?eld upgrade. 
[0011] Because the interfaces and communication proto 
cols are designed to facilitate connection betWeen different 
components and the rest of the system, the embodiments also 
provide functionality that ensures that unauthorized individu 
als or devices cannot connect With the system and compro 
mise the security of data, such as personal medical informa 
tion, Which may be collected, stored, and handled by the 
system. With this underlying security functionality, particular 
technologies, such as Wireless communication, can be imple 
mented as components of medical diagnostic systems Without 
concern over unauthorized access to personal information. 

[0012] In addition, due to the important medical functions 
associated With the assembled product, embodiments employ 
validation procedures to ensure that any data transferred to 
the product, for example, during ?eld upgrade, does not cor 
rupt the data or the softWare stored by the product and that the 
product continues to operate as expected. 
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[0013] Still other aspects, features, and advantages of the 
present invention are readily apparent from the following 
detailed description, by illustrating a number of exemplary 
embodiments and implementations, including the best mode 
contemplated for carrying out the present invention. The 
present invention is also capable of other and different 
embodiments, and its several details can be modi?ed in vari 
ous respects, all Without departing from the spirit and scope of 
the present invention. Accordingly, the draWings and descrip 
tions are to be regarded as illustrative in nature, and not as 
restrictive. The invention is to cover all modi?cations, equiva 
lents, and alternatives falling Within the spirit and scope of the 
invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] FIG. 1A illustrates a diagram of an architecture 
according to aspects of the present invention. 
[0015] FIG. 1B illustrates a diagram of another architecture 
according to aspects of the present invention. 
[001 6] FIG. 2A illustrates an example security measure that 
can be employed by an architecture according to aspects of 
the present invention. 
[0017] FIG. 2B illustrates another example security mea 
sure that can be employed by an architecture according to 
aspects of the present invention. 
[0018] FIG. 2C illustrates a further example security mea 
sure that can be employed by an architecture according to 
aspects of the present invention. 
[0019] FIG. 2D illustrates yet another example security 
measure that can be employed by an architecture according to 
aspects of the present invention. 
[0020] FIG. 3 illustrates an example diabetes-management 
system employing an architecture according to aspects of the 
present invention. 
[0021] FIG. 4 illustrates another diagram of an architecture 
according to aspects of the present invention. 
[0022] FIG. 5 illustrates an example of a diagnostic system 
employing an architecture according to aspects of the present 
invention. 
[0023] FIG. 6 illustrates another example of a diagnostic 
system employing an architecture according to aspects of the 
present invention. 
[0024] FIG. 7 illustrates yet another example of a diagnos 
tic system employing an architecture according to aspects of 
the present invention. 
[0025] FIG. 8 illustrates a ?eld-upgradeable architecture 
according to aspects of the present invention. 
[0026] FIG. 9 illustrates an example for employing a ?eld 
upgrade according to aspects of the present invention. 

DESCRIPTION OF ILLUSTRATED 
EMBODIMENTS 

[0027] The embodiments described herein provide a sys 
tem architecture that alloWs individual system components, 
or modules, to be developed and validated independently (as 
distinct modules) and subsequently combined through stan 
dardiZed electrical and communication interfaces. The stan 
dardiZed interfaces facilitate the combination and con?gura 
tion of these modules to form different products that provide 
any number of functions. While the architecture can be used 
to form a ?xed combination of components, the approach also 
permits recon?gurable or expandable combinations Where 
different components may be easily removed or added to the 
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system. In addition, as described further beloW, the architec 
ture provides an approach for dynamically updating the mod 
ules after they have been integrated into the product. 
[0028] FIG. 1A illustrates a conceptual diagram of a modu 
lar architecture according to aspects of the present invention. 
As shoWn in FIG. 1A, a modular architecture system 1 
includes central engine 10 that is connected to a plurality of 
modules 30A, 30B, 30C, and 30D, each of Which provides a 
functionality for a health monitoring and delivery system. 
The central engine 10 enables the modules 30A, 30B, 30C, 
and 30D to Work as an effective system. For example, the 
central engine 10 alloWs information to be communicated 
betWeen the modules 30A, 30B, 30C, and 30D. For example, 
module 30D may be a computing device With softWare that 
processes data received from the other modules 30A, 30B, 
and 30C via the central engine 10. As FIG. 1A further illus 
trates, interface elements 22A, 22B, 22C, and 22D of the 
central engine 10 connect With respective interface elements 
24A, 24B, 24C, and 24D to establish communications 
betWeen the central engine 10 and the modules 30A, 30B, 
30C, and 30D. The interfaces may provide Wired, i.e. physi 
cal, and/or Wireless communications. Advantageously, the 
centraliZed organization of the interface architecture facili 
tates the integration of modules 30A, 30B, 30C, and 30D, 
Which can be developed and tested separately from each 
other. Moreover, although the interface elements 22A, 22B, 
22C, and 22D of the central engine 10 do not have to folloW 
the same communications protocol, the interface elements 
22A, 22B, 22C, and 22D can employ the most Widely-used 
standard protocols so that the central engine 10 is more likely 
to be compatible With a given module. 

[0029] Although the modules 30A, 30B, 30C, and 30D of 
FIG. 1A may all communicate information With each other, it 
is contemplated that a module connected to the central engine 
10 does not have to communicate With all of the other mod 
ules. Indeed, a module may be communicatively isolated 
from any, including all, of the other modules. For example, 
the nature of data and/or softWare on a particular module may 
be highly sensitive, so the module may be isolated from the 
other modules to enhance the security and/or integrity of the 
data. 

[0030] In one embodiment, the central engine 10 is imple 
mented on a mother board, While each module is separately 
implemented on a daughter board. The daughter boards are 
standardiZed so that they may connect to a single mother 
board to be integrated With the system. In other Words, spe 
ci?c interfaces With boards corresponding to other modules 
do not have to be developed each time a neW module is 
implemented. Due to this standardized approach, using com 
mercial off-the-shelf (COTS) hardWare for the mother and 
daughter boards becomes more feasible. Advantageously, 
using COTS hardWare requires less development time than an 
application-speci?c integrated circuit (ASIC) approach. 
[0031] In some embodiments, the mother board and the 
daughter boards may physically reside on separate circuit 
boards. In other embodiments, the mother board and the 
daughter boards may all be physically integrated onto the 
same circuit board. In further embodiments, the mother board 
and a combination of daughter boards may be physically 
integrated onto the same circuit board, While other daughter 
boards reside on separate circuit boards. Moreover, in some 
embodiments, the mother board and the daughter boards, 
Whether on the same circuit boards or not, may all be disposed 
in the same housing, or casing. MeanWhile, in other embodi 
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ments, some or all of the daughter boards may be disposed in 
one or more housings separate from the mother board’s hous 
ing. In general, the components of embodiments may be 
subject to varying degrees of physical integration regarding 
assembly on different circuit boards or Within different hous 
ings, etc. To accommodate this variation in physical con?gu 
ration, more than one interface type may be required to con 
nect the daughter boards to the motherboard, but as discussed 
previously, the interfaces betWeen the central engine and the 
modules do not have to folloW the same communications 
protocol. The interface elements associated With the mother 
board can employ the mo st Widely-used standard protocols so 
that the central engine is more likely to be compatible With a 
given module. 
[0032] The centraliZed architecture using standardized 
interfaces facilitates the development of compatible modules. 
When adding functionality to the system, integration With the 
architecture is easily achieved by employing a compatible 
interface element. Moreover, the neW module can be devel 
oped independently of the other modules, because only a 
single interface With the central engine 1 0 is required. In other 
Words, even if the neW module must communicate With other 
modules in the system, the neW module does not have to be 
designed for a direct connection With the other modules, so 
the communications con?guration of the other modules is not 
a signi?cant design consideration for the neW module. 
Accordingly, the ability to independently develop additional 
modules that easily connect With the central engine 10 
enables systems employing this architecture to be ?exible and 
recon?gurable. For example, such a system can be expanded 
With neW modules or upgraded With neW versions of existing 
modules. 

[0033] Although FIG. 1A illustrates an embodiment With 
the single central engine 10 connected to modules 30A, 30B, 
30C, and 30D, the central engine 10 in some embodiments 
may also connect to a secondary central engine 40 as illus 
trated in FIG. 1B. As shoWn in FIG. 1B, the central engine 10 
is connected to modules 30A, 30B, and 30C via correspond 
ing interface elements 22A/24A, 22B/24B, and 22C/24C. 
MeanWhile, the central engine 40 is connected to modules 
60A, 60B, and 60C via corresponding interface elements 
52A/54A, 52B/54B, and 52C/54C. As With the modules 30A, 
30B, and 30C, the modules 60A, 60B, and 60C may be 
developed independently of the other modules according to a 
modular architecture that only requires a single interface With 
the central engine 40. As further illustrated in FIG. 1B, the 
central engine 10 may be connected to the central engine 40 
via interface elements 22D and 52D. Like the other interface 
elements, the interface elements 22D and 52D may provide 
Wired, i.e. physical, or Wireless communications. In some 
embodiments, the central engine 10 assumes a host function 
for the central engine 40. For example, if the central engine 1 0 
connects to the central engine 40 according to universal serial 
bus (U SB) communication protocol, standard USB requires a 
host-slave relationship betWeen the tWo systems. 
[0034] In the embodiment of FIG. 1B, the central engine 10 
may access the functionalities provided by the modules 60A, 
60B, and 60C, and conversely, the central engine 40 may 
access the functionalities provided by the modules 30A, 30B, 
and 30C. Even though the resulting combination may func 
tion like a single central engine connected to all six modules 
30A, 30B, 30C, 60A, 60B, and 60C, the central engines 10 
and 40 may be developed separately. As such, the develop 
ment of a set of modules can be advantageously organiZed 
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into separate subsets. For example, medical diagnostic sys 
tems may include critical medical devices, such as a blood 
glucose meter, as Well as other types of devices, such as a 
heart rate monitor. The critical medical devices may require 
very rigorous product validation during development and 
may be subject to government regulations. Meanwhile, the 
other types of devices may not require the same type or same 
level of validation. As such, modules involving critical medi 
cal devices may have very different timelines and guidelines 
for product development compared to the other types of 
health care devices. Thus, in this case, it may be advantageous 
to organiZe the modules into tWo product development 
groups. In addition, every time a product involving critical 
medical devices is redeveloped or updated to include neW 
features, government regulations may require revalidation of 
the product even if the neW features may be relatively minor. 
For example, if a heart rate monitor is added to a central 
engine that is already connected to a blood-glucose meter, the 
entire system may have to be revalidated at great cost and 
effort, even though the neW modules is a less critical health 
care device. HoWever, the central engine connected to the 
blood-glucose meter can remain unchanged if the central 
engine already has the capability to connect to a secondary 
central engine that in turn is connected to the heart rate moni 
tor. In other Words, deploying neW modules involving other 
health care devices and other features through the secondary 
central engine provides a Way to expand the overall product 
Without changing the architecture associated With the primary 
central engine. Moreover, any validation of the architecture 
associated With the secondary central engine may be con 
ducted Without affecting the architecture associated With the 
primary central engine. 
[0035] Although an advantage of the architectures 
described herein is the ease by Which neW modules can inter 
face With the system and establish communications and data 
exchange, issues relating to the security of personal medical 
data have discouraged using highly compatible communica 
tion technologies With medical devices, such as personal test 
ing devices that measure and store health data. To address 
these issues, embodiments according to aspects of the present 
invention provide functionality that helps to ensure that unau 
thoriZed individuals or devices cannot connect With the sys 
tem and compromise the security of any personal medical 
information. The central engine 10 may be responsible for 
providing security measures. Alternatively or additionally, a 
component or module With special security functions may be 
employed to promote system security. With such security 
functionality, particular technologies, such as Wireless com 
munication, can be implemented as components of medical 
diagnostic systems Without heightened concern over unau 
thoriZed access to personal information. 

[0036] FIGS. 2A-D illustrate examples of security tech 
niques that may be employed by an architecture according to 
aspects of the present invention. As shoWn in FIG. 2A, the 
central engine 10 may prompt the user for a user ID and 
passWord, personal identi?cation number (PIN), or other 
authentication information, When a module 30 attempts to 
interface With the central engine 10 or to access data through 
the system. The module 30 is only alloWed connection or data 
access if the response to the security prompt corresponds With 
authentication information stored at the system. For example, 
the module 30 may be a PC executing a data-management 
program that uploads test data from a blood-glucose meter 
connected to the central engine 10. When the program 
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attempts to communicate through an interface connection or 
tries to access data, the user must submit a user ID and 

password. The authentication information may be entered 
through a user interface, eg a keypad or keyboard, on the PC 
or the central engine 10. If the module 30 is used frequently to 
access data through the central engine 10, the user may ?nd it 
inconvenient to enter authentication information repeatedly. 
Thus, some embodiments may alloW a user to set a time 

period (from Zero to in?nity) betWeen authentications from 
the particular module 30. The central engine 10 records a 
unique identi?er, e.g. device ID, for module 30 to keep track 
of the time period. For instance, a security prompt may be 
required if the speci?ed time, eg one day, has passed since 
the last authentication. Alternatively, the user may stop all 
further security prompts from occurring after the ?rst authen 
tication. In this alternative case, the ?rst authentication acts as 
a registration With the central engine 10 to permit all future 
access from the module 30. 

[0037] As shoWn in FIG. 2B, a unique identi?er, e.g. device 
ID, for module 30 may be registered With the central engine 
10. This unique identi?er may be entered by the user or 
recorded When the authentication process shoWn in FIG. 2A 
is completed for the ?rst time. Alternatively, registration of 
the module 3 0 may be achieved through an initial, e. g. factory, 
set-up process. In this alternative case, registration of addi 
tional modules may be prohibited after the initial set-up, 
thereby ?xing the number of modules in the system. When the 
module 30 subsequently attempts to connect or access data, 
the central engine 10 automatically recogniZes the module 30 
and permits access. 

[0038] In the embodiments of FIGS. 2A and 2B, the mod 
ule 30 is authenticated or registered in a one-Way process. In 
other Words, the central engine 1 0 is not required to be authen 
ticated or registered With the module 30. In contrast, as shoWn 
in FIG. 2C, both the central engine 10 and the module 30 are 
required to be registered With each other. Matching of unique 
identi?ers for the pair is required before any communication 
takes place betWeen the central engine 10 and the module 30. 
This pair matching is particularly applicable to Wireless com 
munication betWeen tWo devices. The process prevents inten 
tional unauthorized access, and also prevents interference 
betWeen tWo different systems. For example, if a user is in a 
setting, such as a hospital or clinic, Where others are using 
similar Wireless analyte-testing devices, such as blood-glu 
cose meters, pair matching prevents another person’s blood 
glucose meter from accidentally communicating With the 
user’s diagnostic system and providing the Wrong data. 
[0039] Data security may also be enhanced by using 
encrypted data during communications, as shoWn in FIG. 2D. 
This is also particularly applicable to Wireless communica 
tions, so that any intercepted data Will be unreadable. The data 
encryption may be achieved by using private encryption keys. 
[0040] Data security may be further enhanced by ensuring 
that all data is stored by the central engine 10 Within memory 
in the architecture and is not transferred to any connected 
modules. Thus, a user may, for example, use a public com 
puter to interface With the system and no data Will be trans 
ferred to the public computer for others to access. 

[0041] FIG. 3 provides a non-limiting example of a diabe 
tes-management system 100 that can be formed from the 
architecture approach described herein. The diabetes-man 
agement system 100 is advantageous to those individuals Who 
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are actively involved in monitoring and recording measure 
ments of their blood glucose concentrations and/or other ana 
lytes of interest. 
[0042] As shoWn in FIG. 3, the diabetes-management sys 
tem 100 includes a blood-glucose meter (BGM) 310, a con 
tinuous glucose monitoring (CGM) module 320, an insulin 
delivery device 330, and a computing device 370, Which may 
include diabetes data management softWare 375. The mod 
ules 310, 320, 330, and 370 are combined, as described fur 
ther beloW, using the architecture approaches described 
herein to provide health monitoring and delivery functions for 
the diabetes-management system 100. In particular, the BGM 
310 provides point-in-time measurements of blood-glucose 
concentrations in blood samples; the CGM module 320 pro 
vides continuous measurements of blood-glucose concentra 
tion; and the insulin-delivery device 330 delivers insulin to 
the user. 

[0043] In addition, the computing device 370 executes the 
softWare 375 to receive data from the modules 310, 320, and 
330 and provides advanced data processing and management 
capabilities. The computing device 370 may be selected from 
a variety of processing devices, such as desktop or laptop 
personal computers (PCs), handheld or pocket personal com 
puters (HPCs), compatible personal digital assistants 
(PDAs), and smart cellular phones. The processing devices 
may employ a variety of operating systems and con?gura 
tions. For example, if the computing device 370 is a desktop 
or laptop personal computer, the operating system may be a 
version of Microsoft® WindoWs®. Alternatively, if the com 
puting device 370 is a PDA, the operating system may corre 
spond With those of PALM® handhelds from Palm, Inc., or 
Blackberry® devices from Research in Motion Limited. In 
general, computing device 370 includes a processor that is 
capable of receiving and executing any number of pro 
grammed instructions. 
[0044] The data-management softWare 375 on the comput 
ing device 370 may be a collection of programs or computer 
code that receives and processes data measured by the mod 
ules 310 and 320, for example. The softWare 375 processes 
and/or displays this input in a manner that is desired by the 
user. This information may be used by, for example, a user, 
home care provider (HCP), and/or a physician. The measured 
data from the modules 310 and 320 may include, for example, 
the concentration of glucose and/or other analytes in a per 
son’s blood or other bodily ?uid. Advantageously, the soft 
Ware 375 can provide the advanced displays and data process 
ing that may be required by a user Who tests multiple times a 
day (e. g., about six to about ten times a day). For example, the 
softWare 375 may include a product similar to WINGLUCO 
FACTS® Diabetes Management Software available from 
Bayer HealthCare LLC (TarrytoWn, N.Y.). As such, the soft 
Ware 375 may provide a complete tool kit that receives and 
stores test results from a blood-glucose measurement system, 
receives and stores other testing information such as test 
times and meal markers, tracks test results in an electronic 
logbook, calculates averages and provides statistical analysis 
of outlier test results, summarizes and provides feedback on 
the test results, provides a customiZable graphical user inter 
face, displays user-friendly charts and graphs of the test 
results, tracks test results against user-speci?c target ranges, 
provides predictive analysis, and/or sends data to healthcare 
professionals via fax, email, etc. As described previously, 
data security is enhanced if the softWare 375 does not upload 
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data from the modules 310 and 320 to the computing device 
370 and the data is always stored Within a single central 
storage device. 
[0045] As described further below, the use of software or 
programmed instructions is not limited to the computing 
device 370. Moreover, the use of embodiments of the present 
invention are not using the particular modules 310, 320, 330, 
and 370. FIG. 4 illustrates a broader system diagram With 
other modules 300. For instance, as FIG. 4 illustrates, anAl C 
module 340, Which monitors glucose control over time, may 
also be used in a diabetes-management system. The modules 
300 also include other health monitor modules 350, such as 
blood pressure and heart rate monitors. Indeed, modules 300 
may measure and/or record health data that do not require 
analyte testing, such as temperature measurements, blood 
pressure measurements, heart rate measurements, breathing 
measurements for chronic obstructive pulmonary disease 
(COPD) analysis, Weight measurements for analyZing Lasix 
use, and the like. In further systems, other utility device 
modules 360 may include training modules, connectivity 
modules providing further connection to other systems, and 
other modules that improve or enhance a user’s experience 
With the system. For example, it is contemplated that enter 
tainment or media modules such as game modules or music 
player modules may be combined With the systems described 
herein. Providing entertainment features, for example, may 
encourage patients, particularly young patients, to keep the 
diagnostic systems With them Wherever they go, so that health 
conditions, such as diabetes, can be monitored regularly. Fur 
thermore, in some systems, the architecture may also employ 
open source code so that additional custom or specialiZed 
modules may be developed by users or third parties for inte 
gration With the architecture described herein. Accordingly, 
an endless variety of modules providing any type of function 
ality may be employed. 
[0046] As shoWn in FIG. 3, the system 100 includes a 
central engine 110, such as a digital engine, for the architec 
ture and enables the modules 300 to be easily and effectively 
combined. For example, the central engine 110, the BGM 
310, the CGM module 320, and the insulin-delivery device 
330 can be effectively combined to create an arti?cial pan 
creas. Alternatively, the central engine 110, the BGM 310, 
and the CGM 320 can be combined to form a CGM With an 
embedded BGM unit. Or as a further example, the central 
engine 110, the BGM 310, and the insulin-delivery device 
330 can be combined to form a pump controller With an 
embedded BGM unit. 

[0047] Referring again to FIG. 4, the central engine 110 
may include a processor 112 and a poWer management ele 
ment 114. The processor 112 is capable of receiving and 
executing any number of programmed instructions, and may 
be a microcontroller, microprocessor, digital signal proces 
sor, or the like. The programmed instructions to be executed 
by the processor 112 may be embedded or may be retrievable 
from a storage device 250, a connected module 300, or 
another source such as an Internet Website. The processor 112 
centrally manages communications With the modules 300. In 
some cases, the processor 112 may also execute softWare that 
handles the operation of some modules 300. Moreover, the 
processor 112 may give the modules 300 access to common 
resources or features such as the user interfaces 220 described 
further beloW. 

[0048] PoWer management element 120 distributes poWer 
from a poWer supply to the processor 112 as Well as modules 
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300 that do not have their oWn poWer source. The poWer 
management system 114, for example, may be con?gured to 
enter a standby mode to minimize poWer use When the system 
is idle. Additionally, if a rechargeable battery is employed, the 
poWer management system 114 may also handle the recharg 
ing of the battery. 
[0049] As also shoWn in FIG. 4, the central engine 110 is 
connected to input/output interfaces 200, Which can be 
divided into tWo different categories: communication inter 
faces 210 and user interfaces 220. The communication inter 
faces 210 govern the exchange of data betWeen the central 
engine 110 and the modules 300. In general, the communi 
cation interfaces 210 can accommodate Wired and/or Wireless 
communications. Wired communications include, for 
example, communications by universal serial bus (USB) con 
nection. Wireless communications include, for example, 
radio-frequency (RF) links (e.g., a short-range RF telemetry), 
infrared (IR) links, and/ or Wi-Fi. Some knoWn RF technolo 
gies, for example, include Bluetooth® Wireless technologies, 
Zigbee, Z-SenseTM technology, FitSense, and BodyLANTM 
system. It is understood that other communication technolo 
gies, or protocols, may be employed. 
[0050] Referring again to FIG. 3, a Wired, or physical, 
connection 212 exists betWeen the central engine 110 and the 
computing device 370 While a Wireless connection 214 exists 
betWeen the central engine 110 and each of the CGM module 
320 and the insulin-delivery device 330. It is noted that the 
BGM 310 is assembled With the central engine 110 in the 
housing 101. As such, the interface betWeen the central 
engine 110 and the BGM 310 involves a Wired connection 
(not shoWn). Indeed, as FIG. 3 illustrates, the modules 300 
may be combined in any suitable arrangement in relation to 
the central engine 110 and to other modules 300. Like the 
BGM 310, some modules 300 may be assembled With the 
central engine 110 Within the same housing, While other 
modules 300 may be provided in separate housings and 
arranged remotely from the central engine 110. It is also 
contemplated that in addition to other con?gurations 
described herein, some modules 300, having the form of 
circuit components, for example, may be assembled on the 
same printed circuit board assembly (PCBA) as circuit com 
ponents for the central engine 110 With a circuit connection 
providing the interface 210. 
[0051] FIG. 5 illustrates a further example of a connection 
betWeen the central engine 110 and a module 300, namely the 
BGM 310. Unlike FIG. 3, the BGM 310 of FIG. 5 is not 
disposed in a housing 101 With the central engine 110, but the 
description provided With reference to FIG. 5 is equally appli 
cable to the con?guration in FIG. 3. 
[0052] Referring to FIG. 5, the BGM 310 With a test sensor 
316 is illustrated. The test sensor 316 is con?gured to receive 
a ?uid sample Which is analyZed using the BGM 310. Ana 
lytes that may be analyZed include glucose, lipid pro?les 
(e.g., cholesterol, triglycerides, LDL and HDL), microalbu 
min, hemoglobinAl C fructose, lactate, or bilirubin. It is con 
templated that other analyte information may be determined 
(e.g., analyte concentrations). The analytes may be in, for 
example, a Whole blood sample, a blood serum sample, a 
blood plasma sample, other body ?uids like ISF (interstitial 
?uid) and urine, and non-body ?uids. 
[0053] The test sensor 316 includes a ?uid-receiving area 
for receiving a sample of body ?uid. For example, a user may 
employ a lancet or a lancing device to pierce a ?nger or other 
area of the body to produce the blood sample at the skin 
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surface. The user may then collect this blood sample by 
placing the test sensor 316 into contact With the sample. The 
?uid-receiving area may contain a reagent Which reacts With 
the sample to indicate the concentration of an analyte in the 
sample. 
[0054] The test sensor 316 may be an electrochemical test 
sensor. An electrochemical test sensor typically includes a 
plurality of electrodes and a ?uid-receiving area that contains 
an enZyme. The ?uid-receiving area includes a reagent for 
converting an analyte of interest (e.g., glucose) in a ?uid 
sample (e.g., blood) into a chemical species that is electro 
chemically measurable, in terms of the electrical current it 
produces, by the components of the electrode pattern. The 
reagent typically contains an enZyme such as, for example, 
glucose oxidase, Which reacts With the analyte and With an 
electron acceptor such as a ferricyanide salt to produce an 
electrochemically measurable species that can be detected by 
the electrodes. It is contemplated that other enZymes may be 
used to react With glucose such as glucose dehydrogenase. In 
general, the enZyme is selected to react With the desired 
analyte or analytes to be tested so as to assist in determining 
an information related to an analyte (e.g. analyte concentra 
tion) of a ?uid sample. If the concentration of another analyte 
is to be determined, an appropriate enZyme is selected to react 
With the analyte. 
[0055] Alternatively, the test sensor 316 may be an optical 
test sensor. Optical test sensor systems may use techniques 
such as, for example, transmission spectroscopy, diffuse 
re?ectance, or ?uorescence spectroscopy for measuring the 
analyte concentration. An indicator reagent system and an 
analyte in a sample of body ?uid are reacted to produce a 
chromatic reaction, as the reaction betWeen the reagent and 
analyte causes the sample to change color. The degree of color 
change is indicative of the analyte concentration in the body 
?uid. The color change of the sample is evaluated to measure 
the absorbance level of the transmitted light. 
[0056] Some commercially available test sensors that may 
be used by the embodiments described herein include those 
that are available commercially from Bayer HealthCare LLC 
(TarrytoWn, N.Y.). These test sensors include, but are not 
limited to, those used in the Ascensia® CONTOUR® blood 
glucose monitoring system, the Ascensia® BREEZE® and 
BREEZE®2 blood glucose monitoring system, and the 
Ascensia® Elite® and Elite® XL blood glucose monitoring 
system. It is contemplated that other test sensors, in addition 
to the ones listed above, may be incorporated into the methods 
and systems of the present invention. 
[0057] As illustrated in FIG. 5, the BGM 310 receives and 
engages the test sensor 316. The BGM 310 includes a reac 
tion-detection system for measuring the concentration of ana 
lyte for the sample collected by the test sensor 316. For 
example, the reaction-detection system may include contacts 
for the electrodes to detect the electrochemical reaction for an 
electrochemical test sensor. Alternatively, the reaction-detec 
tion system may include an optical detector to detect the 
chromatic reaction for an optical test sensor. To calculate the 
actual concentration of analyte from the electrochemical or 
chromatic reaction measured by the reaction-detection sys 
tem and to generally control the procedure for testing the 
sample, the BGM 310 employs at least one processor 312, 
Which may execute programmed instructions according to a 
measurement algorithm. Data processed by the processor 3 12 
may be stored in a memory 313. Furthermore, the BGM 310 
may have a user interface 315 that includes a display, Which, 
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for example, may be a liquid-crystal display. Pushbuttons, a 
scroll Wheel, touch screens, or any combination thereof, may 
also be provided as a part of the user interface 315 to alloW a 
user to interact With the BGM 310. The display typically 
shoWs information regarding the test results, the testing pro 
cedure and/or information in response to signals input by the 
user. 

[0058] Although the BGM 310 can store test results and 
provide a user interface 315 to display test results, the data 
management softWare 375 on the computing device 400 pro 
vides more advanced functionality for managing, processing, 
and displaying test results and related information. Therefore, 
the test-related data collected by the BGM 310 can be com 
municated via the central engine 110 to the computing device 
370 for use With the data-management softWare 375. As 
shoWn in FIG. 5, the BGM 310 includes a BGM interface 
element 311 that enables the BGM 310 to connect With the 
central engine 110 via the engine interface element 111. Fur 
thermore, the central engine 110 is connected to the engine 
interface element 116 Which in turn is connected to computer 
interface element 376 of computing device 370. The BGM 
interface element 311, the computer interface element 376, 
and the engine interface elements 111 and 116 may employ 
the interface technologies described above to make the 
devices compatible and enable the appropriate data connec 
tions. For example, engine interface 111 and BGM interface 
311 may connect via Bluetooth® Wireless, While the engine 
interface 111 may connect to the computer interface 376 
through a connection to a USB port. Thus, it is readily seen 
that although the BGM 310 and the computing device 370 
may not have compatible interfaces, the architecture of FIG. 
5 enables data to be exchanged betWeen them. Moreover, it is 
also readily contemplated that the development of the BGM 
310 can be accomplished Without regard to direct compatibil 
ity With USB interface of the computing device 370. 
[0059] As discussed previously, the central engine 110 has 
the poWer management 114 Which may include a poWer sup 
ply that is rechargeable via the connection With the computing 
device 370 or some other poWer source. When the central 
engine 110 and the BGM 310 are connected, a rechargeable 
battery can be recharged via poWer management 314. 
[0060] As described previously, the BGM 310 in FIG. 5 
employs at least one processor 312, Which may execute pro 
grammed instructions. Moreover, the BGM 310 may have a 
user interface 315, Which includes a display to present infor 
mation to the user, as Well as pushbuttons, a scroll Wheel, 
touch screens, or any combination thereof to enable interac 
tion by the user. With such components, the BGM 310 gen 
erally controls the Whole procedure for testing the sample and 
calculates the test results. Indeed, the description provided 
With reference to FIG. 5 generally explains hoW the test 
results already calculated by the BGM 310 may be subse 
quently shared With other modules such as the computing 
device 370. HoWever, it is contemplated that the processor 
112 of the central engine 110 can also provide a Wider range 
of functions. In fact, it is further contemplated that the pro 
cessing in a health monitoring and delivery system can be 
distributed among the components, including the central 
engine 110, in varying manners. 
[0061] For example, FIG. 6 illustrates a sensor-receiving 
module 380 that requires other components to handle sub 
stantially all of the processing. Like the BGM 310, the sensor 
receiving module 380 is con?gured to receive a test sensor 
316. HoWever, the sensor-receiving module 380 does not 
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have a processor to manage the testing procedure or to calcu 
late test results. In addition, the sensor-receiving module 380 
has no user interface to communicate With the user. In gen 
eral, the sensor-receiving module 380 is designed to merely 
receive a test sensor 316 and to provide an interface element 
381 for physical connection to the rest of the diagnostic 
system. As a result, analysis of the test sample on the test 
sensor 316 is only possible When the sensor-receiving module 
380 connects With a device that has a processor to analyZe the 
sample via the interface element 381. 
[0062] As shoWn in FIG. 6, the interface element 381 of the 
sensor-receiving module 380 is connected to the interface 
element 111, Which in turn is connected to the digital sensor 
1 1 0. It is noted that the connection betWeen the sensor-receiv 
ing module 380 and the central engine 110 may require a host 
function, such as the USB host function, to be employed by 
the central engine 110. In one embodiment, the digital sensor 
110 is also connected to the interface element 376 of the 
computing device 370. The interfaces betWeen the sensor 
receiving module 380, the central engine 110, and the com 
puting device 370 may employ any of the interface technolo 
gies, such as USB or Bluetooth® technology, described 
above. Accordingly, the computing device 370 can execute 
softWare 377 to control the procedure for testing a sample and 
calculating the test results in a manner similar to the processor 
312 on BGM 310 in FIG. 5. In operation, the sensor-receiving 
module 380, the central engine 110, and the computing device 
370 are connected as shoWn in FIG. 6. The test sensor 316 is 
used to collect a ?uid sample, such as a blood sample. If, for 
example, the test sensor 316 is an electrochemical test sensor, 
the sensor-receiving module 380 system may include electri 
cal contacts to receive the electrical signal from the electro 
chemical reaction that occurs betWeen the sample and the 
reagent on the test sensor 316. The connection betWeen the 
sensor-receiving element 380 and the central engine 110 is 
connected to the circuit containing the electrical sensors so 
that the central engine 110 receives the electrical signal from 
the electrochemical reaction. This signal can then be passed 
to the computing device 370 to process the signal and deter 
mine the test results using a measurement algorithm. The user 
interface on the computing device 370 can be used to display 
the test results or to receive instructions from the user. 

[0063] It is understood that other techniques may be 
employed to communicate a signal from the sensor-receiving 
module 380. For example, a test sensor 316 may be an optical 
test sensor and the sensor-receiving system 380 may include 
an optical detector to detect a chromatic reaction. If the sen 
sor-receiving module 380 requires any poWer to receive or 
process a signal from the test sensor 316, the poWer can be 
draWn through its connection With the central engine 110. 
[0064] Alternatively, in another embodiment, the comput 
ing device 370 is not employed in the system, so that the 
sensor-receiving module 380 is only connected to the central 
engine 110 as shoWn in FIG. 7. As such, the test result calcu 
lations are completed by the processor 112 of the central 
engine 110 and the test results are displayed on a user inter 
face connected to the central engine 110. As shoWn in FIG. 7, 
a user interface 115 may be incorporated into the housing 
101. 

[0065] The measurement softWare 253 for controlling the 
test process and determining the results may be available 
through the storage device 250 as illustrated in FIG. 7. As 
illustrated in FIG. 4, the storage device 250 corresponds With 
another type of input/ output interface 200. The storage device 
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250 may be a ?ash memory device, such as a universal serial 
bus (USB) ?ash drive or a memory card. USB ?ash drives are 
also knoWn as thumb drives, handy drives, ?ash sticks, or 
jump drives. Memory cards may have a variety of formats, 
including PC Card (PCMCIA), CompactFlash (CF), Smart 
Media (SM/SMC), Memory Stick (MS), Multimedia Card 
(MMC), Secure Digital Card (SD), xD-Picture Card (xD), 
Intelligent Stick (iStick), ExpressCard, or some variation 
thereof. Flash memory devices may employ non-volatile 
memory so that the softWare associated With the measure 
ment softWare 253 may be retained in the storage device 250 
even When the storage device 250 receives no poWer. In some 
embodiments, the memory in the storage device 250 may 
include execute-in-place @(IP) memory, such as NOR ?ash 
memory, so that the measurement softWare 253 stored on the 
memory can be executed directly. It is also contemplated that 
the storage device 250 may employ other storage media, such 
as ?oppy disk or optical disc (CD, DVD, Blu-ray disc). 
[0066] The storage device 250 may be assembled With the 
central engine 110 in the housing 101, as shoWn in FIG. 7, or 
it may be connected to the central engine 110 in a manner 
similar to an external module (e.g., module 300). Particularly 
in the latter case, the storage device 250 may interface With a 
communications interface 210 and connect to the central 
engine 110. The interface enables data communications 
betWeen the storage device 250 and the central engine 110 
and permits the measurement softWare 253, or any other 
softWare, to be used With central engine 110. In particular, the 
storage device 250 has an interface element that is compatible 
With an interface element 210. In some embodiments, the 
storage-device interface element physically engages the 
interface element 210 to form a serial hardWare interface. For 
example, the storage device 250 may be a USB ?ash drive, 
and the storage-device interface element may be a USB con 
nector that is received into a USB port, Which acts as the 
communications interface element 210 for the central engine 
110. 

[0067] As a further example, the storage device 250 may be 
a Secure Digital (SD) memory card With a series of contacts 
that act as the interface element, and the communication 
interface 210 may be an expansion slot that receives the 
contacts of the memory card. In this example, the central 
engine 110 and the storage device 200 may comply With 
SDIO (Secure Digital Input Output) interface speci?cations. 
It is contemplated that other memory card formats having 
different interface speci?cations may be employed. HoWever, 
having an SDIO is advantageous because many hosts such as 
PDAs, HPCs and smart cellular phones include an expansion 
slot that is SDIO compatible. 
[0068] As the central engine 110 in FIG. 7 is ?lling the role 
of the computing device 370 in the example of FIG. 6, higher 
poWered processing devices may be required. For example, 
some embodiments may employ handheld or pocket personal 
computers (HPCs), compatible personal digital assistants 
(PDAs), or smart cellular phones. As discussed above, these 
processing devices may employ a variety of operating sys 
tems and con?gurations. For example, if the computing 
device 370 is a PDA, the operating system may correspond 
With those of PALM® handhelds from Palm, Inc., or Black 
berry® devices from Research in Motion Limited. Advanta 
geously, PALM® handhelds and Blackberry® devices pro 
vide a portable device With enough processing poWer to 
reliably execute advanced data management softWare for 
results collected from the sensor-receiving module 380. 
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Moreover, such devices provide rich user interfaces that pro 
vide advanced graphical display capabilities. In addition, 
because these handheld devices connect to external networks, 
such as the Internet, neW software or softWare upgrades/ 
patches can be readily installed. Furthermore, the connection 
to the telecommunications netWork enables test results to be 
easily transmitted to doctors and other healthcare profession 
als for monitoring or evaluation. Because many consumers 
already carry these or similar devices, many users of a diag 
nostics system, such as a diabetes-management system, 
Would conveniently incorporate the system in devices they 
already oWn and carry regularly. 
[0069] Because embodiments may employ many different 
types of modules 300 that may be situated on different types 
of hardWare, the communication interfaces 210 generally 
have to accommodate more than one type of communication 
technology, or protocol. HoWever, to minimize the number of 
communication interfaces 210 While providing the Widest 
range of compatibility betWeen the central engine 1 10 and the 
various modules 300, the communication interfaces 210 can 
employ Widely-used and standardized interface technologies, 
such as USB or Bluetooth® technology. Preferably, the com 
munication interfaces 210 employ technologies that mini 
mize the amount of con?guration required to establish com 
municationbetWeen a module 300 and the central engine 110. 
Indeed, some communication technologies, such as USB 
connectivity, provide plug-n-play (PnP) capability. In these 
embodiments, the module 300 is physically connected, for 
example, through a conventional USB port. Then in response, 
the central engine 110 immediately recognizes the module 
3 00 and establishes immediate communication With the mod 
ule 300, 
[0070] The communication interfaces 210 not only provide 
communication betWeen modules 300, but they also enable 
secure communication With external netWorks. As such, 
embodiments may employ a connection to an external net 
Work to doWnload updates, upgrades, or additions to the 
softWare in the central engine and/or the modules 300 When 
the product is out in the ?eld. In other Words, the embodi 
ments may provide ?eld upgradeable softWare functions. 
Advantageously, embodiments alloW the user to update any 
softWare/?rmWare in the integrated system, e.g., softWare for 
the central engine 110 and/or the modules 300, by using 
program ?les provided by, or purchased from, the manufac 
turer or an authorized third party. Existing system softWare 
can be updated or patched With neWer versions, or neW soft 
Ware may be added to the system, Without requiring the user 
to contact the manufacturer or third party for direct assis 
tance. The neW softWare alloWs the user to customize and/or 
expand the functionality of the system. In some cases, a 
product may be essentially converted to a neW product. Field 
upgrades make the latest product features available to users 
Who have already purchased a product. Moreover, ?eld 
upgrades making existing product compatible With other 
neWly released accessories or devices. For example, in a 
diabetes-management system, if the BGM 310 uses a test 
sensor to test blood for blood glucose concentration, and the 
BGM manufacturer develops a neW test sensor that improves 
accuracy or test time, embodiments Would alloW the user to 
upgrade the ?rmWare in the device so that the BGM 310 is 
capable of reading the neW test sensor. 

[0071] The central engine may manage aspects of the ?eld 
upgrade validation in combination With a doWnload engine. 
The doWnload engine, described further beloW, can receive 
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system components from a server, e.g., the ?eld upgrade 
server, the external netWork via a communication interface 
and deliver the system components for validation and deploy 
ment. Additionally or alternatively, the server on the external 
netWork can manage aspects of the ?eld upgrade process. 

[0072] In addition, due to the important medical functions 
associated With the modules 300, embodiments employ vali 
dation procedures before employing the neW softWare or con 
?guration information to ensure that any ?eld upgrade does 
not corrupt the data or the softWare stored by the product and 
that the product continues to operate as expected. For 
example, check-sum routines may be employed to con?rm 
that data or softWare has been successfully doWnloaded in its 
entirety. For example, the central engine 110 may validate 
doWnloads according to an associated data update ?le (DUF) 
or other component that ensures that the softWare has been 
successfully doWnloaded. For additional data security, the 
?eld upgrade process may employ data encryption/decryp 
tion. 

[0073] In an example embodiment illustrated in FIG. 9, 
once a connection is established With a ?eld upgrade server in 
an appropriate external netWork (act 502), an available ?eld 
upgrade is identi?ed for an existing system component, e. g., 
neW softWare or con?guration information, (act 504). The 
connection to the server may be triggered automatically When 
a connection to the netWork may be established, or a user may 
manually initiate communication With the ?eld upgrade 
server. To identify an available ?eld upgrade, the central 
engine or the server may employ a version management pro 
gram to determine Which system components in the architec 
ture are compatible With, and can be replaced by, neWer or 
different versions stored on the ?eld upgrade server. The neW 
system component is then doWnloaded from the ?eld upgrade 
server to a memory, i.e., data storage area, that is separate 
from the memory area storing the existing system component. 
An area of memory may be speci?cally dedicated for ?eld 
upgrade operations. In other Words, the existing system com 
ponent is retained, rather than deleted or Written over at least 
until validation is complete. The neW system component is 
validated With a system check (act 508), and if the doWnload 
has been successful and the system operates properly, the neW 
system component is deployed for regular system operation. 
Thus, if the ?eld upgrade fails, the previous version of the 
system component is still available and provides a recovery or 
restore option. The neW system component is removed With a 
failed ?eld upgrade. In some embodiments, the neW version 
may replace the previous version in memory after the neW 
version is validated. In other embodiments, the one or more 
previous versions are retained even after validation and users 
may have the option to restore one or more previous versions 
of a system component if an older version is preferred. 

[0074] An example embodiment is described With refer 
ence to FIG. 8. In the embodiment of FIG. 8. the diabetes 
management system 400 may include modules 402, 403, 404, 
and 405 Which collect ?uid samples. The digital engine 406 
controls each module, user interface 413, memory 407, and 
the doWnload engine 408. DoWnload engine 408 provides an 
interface betWeen one of the communication modules, digital 
engine 406, and memory 407. The communications modules 
may include USB interface 409 Which provides, for example, 
communication betWeen a computing device USB port and 
the system 401. The communication module may also include 
a Bluetooth interface 410 Which provides Wireless commu 
nication betWeen the system 400 and a computing device, cell 






