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(57) ABSTRACT 

The present solution relates to a system and method of an 
optical connector assembly for interconnecting tWo optical 
?bers. The optical connector assembly has a splice With a 
?ber conduit for holding bare ends of the tWo optical ?bers 
together. Additionally, the optical connector has tWo corre 
sponding ferrules. The tWo corresponding ferrules are for 
securing optical ?bers and for aligning the bare end of an 
optical ?ber into the splice Without catching an edge. The 
method includes compressing along the longitudinal axis a 
?rst ferrule against the splice to force a guiding member of the 
?rst ferrule into a ?rst aperture of the splice, thus opening a 
conduit of the splice at the ?rst aperture. Once the optic ?ber 
is inserted, the method includes releasing the compression 
along the longitudinal axis of the ?rst ferrule against the 
splice to alloW the splice to apply radial retention forces on 
?bers. A sheath to form a connector body of the optical 
connector assembly interconnects the ferrules. 
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OPTICAL CONNECTOR ASSEMBLY 

FIELD OF THE INVENTION 

[0001] The present invention relates to the ?eld of optical 
?ber connectors and in particular, to reusable optical ?ber 
connectors. 

BACKGROUND OF THE INVENTION 

[0002] The current state of the art technology in the ?eld of 
optical ?ber connectors does not make it easy for technicians 
Working in the ?eld to install or repair optical connections. 
There are generally tWo types of connectors, namely fusion 
connectors and mechanical connectors. 

[0003] In the case of fusion connectors, the tWo ?ber ends 
to be coupled are mounted in an instrument that alloWs for the 
precision alignment of the tWo ?bers adjacent to one another 
With their respective cores in alignment. At this point, su?i 
cient heat is provided to melt and fuse the cores together. 
During the fusion process, a number of problems can arise 
that Will result in poor optical connection betWeen the ?bers, 
such as misalignment betWeen the ?ber cores as a result of the 
heating process or even a failure of joining of the tWo cores 
during the heating process. The failure rate of making a ?ber 
connection using fusion in the ?eld is often greater than 50%. 
[0004] In the case of mechanical connectors, it is common 
in many types of connectors to place the ?ber ends in a single 
“V” groove on a substrate in end-to-end abutment and then to 
build a packaging around the ?bers With the use of optical gels 
and/ or adhesives to complete the connection. When the ?bers 
are not of the same diameter, the alignment of ?bers in a 
groove in a substrate is not good. With conventional mechani 
cal splicing technology, the chances of assembling a success 
ful connection in the ?eld can be about 1 in 3. 

[0005] A mechanical splice for optical ?bers that provides 
an easier Way to connect ?bers With greater rates of success 
than the rate of success associated With the previous state of 
the art has been developed by the Applicants of the present 
invention. In US. patent application publication 2005/ 
0220418 published on Oct. 6, 2005, based on PCT/CA03/ 
00232 published as WO 2003/071328, there is disclosed a 
mechanical splice made of shape memory alloy construction 
having an axial passageWay or conduit that is expandable to 
receive an optical ?ber end. The splice can then exert a mod 
erate radial pressure to retain the optical ?ber securely cen 
tered in the axial passageWay and ensure an end-to-end cou 
pling betWeen tWo optical ?ber ends. 
[0006] Such technology hoWever requires special tooling 
for opening and closing the axial passageWay in order to 
controllably secure and release the optical ?ber ends to pro 
vide the desired optical coupling. Examples of instruments 
adapted to alloW the controlled expansion and contraction of 
the axial passageWay in the mechanical splice is knoWn from 
Applicant’s oWn previous PCT publications, WO 2004/ 
015473 published Feb. 19, 2004 and WO 2005/040876 pub 
lished May 6, 2005. 

SUMMARY OF THE INVENTION 

[0007] It is an object of the present invention to provide a 
system and a method for an optical connector assembly using 
a mechanical splice of the type having an axial conduit 
adapted to exert a radial retention and alignment force on ?ber 
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optic ends in Which a special tool or device for controllably 
causing the axial conduit to expand and contract is not 
required. 
[0008] It is a further object of the present invention to 
provide a system and a method for an optical connector 
assembly in Which precision alignment betWeen the optical 
?ber and the axial passageWay of the mechanical splice is not 
required. 
[0009] In accordance With some embodiments of the 
present invention, there is provided an optical connector 
assembly for interconnecting tWo optical ?bers and having a 
splice for holding bare ends of said ?bers together While 
optically coupled, and tWo corresponding ferrules for secur 
ing the ?bers to lead into the splice, the ferrules being inter 
connected by a sheath to form a connector body. In these 
embodiments, the splice has a ?rst ?ber conduit or axial 
passageWay With a ?rst extremity for receiving a ?rst one of 
the ?ber ends and a second extremity for receiving a second 
one of the ?ber ends. The ?rst ?ber conduit holds and con?nes 
the ?ber ends to be in an end-to -end alignment in the ?rst ?ber 
conduit, and the ?rst extremity has at least one aperture. At 
least one of the ferrules has one or more ?ber guiding mem 
bers adapted to ?t Within the aperture of the ?rst extremity of 
the ?rst ?ber conduit for aligning the ?rst and second ?ber 
conduits and for guiding the ?rst ?ber end into the ?rst ?ber 
conduit Without catching an edge. 
[0010] In other embodiments, the optical connector assem 
bly is provided for interconnecting tWo optical ?bers and has 
a splice for holding bare ends of the ?bers together While 
optically coupled, and tWo corresponding ferrules for secur 
ing the ?bers to lead into the splice. The tWo ferrules are 
interconnected by a sheath to form a connector body. In these 
embodiments, at least one of the ferrules is adapted to engage 
the mechanical splice With inter-engaging members that 
alloW for mechanical expansion and contraction of a ?rst ?ber 
conduit of the splice by adjusting the position of the ferrule 
With respect to the splice by a suitable mechanism such as an 
adjustment nut acting betWeen the sheath. 
[0011] In another embodiment, once a ?rst ?ber optic is 
placed in the ?rst ?ber conduit of the splice, the ?rst ferrule 
releases exerted compression against the splice forming a ?rst 
gap betWeen the ?rst ferrule and the splice. To maintain the 
?rst gap a spacer is placed betWeen the ?rst ferrule and the 
splice. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0012] These and other objects of the present invention Will 
be better understood by Way of the folloWing detailed descrip 
tion of a preferred embodiment With reference to the 
appended draWings in Which: 
[0013] FIG. 1 shoWs a perspective vieW of a mechanical 
splice according to some embodiments of the invention hav 
ing expansion slots at opposite ends that are at right angles to 
one another; 
[0014] FIG. 2 illustrates a sectional side vieW of an inter 
connection of the splice and the tWo ferrules in Which one 
ferrule is a cylindrical plug While the other ferrule is of the 
type adapted to terminate an optical ?ber cable; 
[0015] FIG. 3 is a side sectional vieW of an optical connec 
tor assembly having the components of FIG. 2 and including 
a sheath and axial positioning nut ?xing the tWo ferrules in 
contact With splice to force all three parts in axial alignment; 
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[0016] FIG. 4a is a perspective vieW of a connector Without 
its sheath in Which the ferrules mate With the splice using tabs 
and slots; 
[0017] FIG. 4b is a perspective vieW of the splice of the 
embodiment of FIG. 4a; 
[0018] FIG. 5a is a perspective vieW of a connector Without 
its sheath in Which the ferrules mate With the splice using 
cross shaped tabs and corresponding slots; 
[0019] FIG. 5b is a perspective vieW of the splice of the 
embodiment of FIG. 5a; 
[0020] FIG. 50 is a perspective vieW of the ferrule of the 
embodiment of FIG. 5a; 
[0021] FIG. 6a is a perspective vieW of a connector Without 
its sheath in Which the ferrules mate With the splice using 
protruding center portions and corresponding channels; 
[0022] FIG. 6b is a perspective vieW of the splice of the 
embodiment of FIG. 6a; 
[0023] FIG. 60 is a perspective vieW of the ferrule of the 
embodiment of FIG. 6a; 
[0024] FIG. 7a is a perspective vieW of a connector Without 
its sheath in Which the ferrules mate With the splice using 
v-shaped channels and corresponding v-shaped tabs; 
[0025] FIG. 7b is a perspective vieW of the splice of the 
embodiment of FIG. 7a and a perspective vieW of the ferrule 
of the embodiment of FIG. 7a; 
[0026] FIG. 8 is a perspective vieW of a spacer to secure the 
splice in place and a side sectional vieW of an optical connec 
tor assembly having the spacer slipped over the splice; 
[0027] FIG. 9 is a side sectional vieW of an optical connec 
tor assembly having the spacer moved into position to secure 
the splice in place; 
[0028] FIG. 10a is a perspective vieW of an optical connec 
tor With a pin placed through the body of the sheath, in 
betWeen the splice and the ferrule; 
[0029] FIG. 10b is a side sectional vieW ofa portion of an 
optical connector having a pin betWeen the splice and the 
ferrule; 
[0030] FIG. 11 is a side sectional vieW of an optical con 
nector assembly having a clamp With ?ange abutment to 
secure the ferrule; and 
[0031] FIG. 12 is a side sectional vieW ofan adaptor con 
necting tWo optical connectors. 

DETAILED DESCRIPTION OF EMBODIMENTS 
OF THE INVENTION 

[0032] With reference to FIG. 1, a mechanical splice (20) 
has a ?ber conduit (22) that is an axial passageWay. The splice 
(20) is made of a shape memory material and has a generally 
cylindrical construction. The splice (20) may hoWever have 
other suitable polygonal shapes that may have curved, linear 
or a combination of curved and linear surfaces. Additionally, 
the shape of the splice (20) may change along a length of the 
splice (20). Shape memory materials provide high levels of 
elasticity, While at the same time, provide the desired levels of 
rigidity suitable for optic ?ber coupling. 
[0033] It Will be appreciated by a person skilled in the art of 
such materials that a shape memory material suitable for 
making such a splice can be polymer based, an alloy of copper 
and aluminum along With a Wide variety of other shape 
memory materials. The essential property for a suitable mate 
rial to make a mechanical splice that retains ?ber ends in a 
?ber conduit in optical alignment is the ability for the material 
to expand and contract. With some shape memory materials, 
it Will be appreciated that up to 8-10% deformation can be 
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achieved. When deformations exceed approximately 5%, as 
is the case for many shape memory alloys, it is possible to use 
such materials to be controllably expanded and contracted to 
alloW for positioning and securing of ?bers in axial alignment 
in the ?ber conduit. Applicants have found that the holding 
force of such a mechanical splice on a ?ber is better than any 
adhesive and can alloW for a ?ber to be held and released 
Without damage. Thus, the mechanical splice, as illustrated in 
FIG. 1, alloWs for the optical connector assembly to be reus 
able. 
[0034] The conical enlargements (26) of the splice (20) as 
shoWn in FIG. 1 serve a dual purpose. On the one hand, they 
alloW the splice (20) to receive ?ber-guiding members (27) 
that are cylindrical collar extensions of the ferrules (3011) or 
(30b) for the purposes of centering the splice (20) vis-a-vis 
the ferrules and thus guiding the ?bers being inserted into the 
splice (20) from the respective ferrules (30). 
[0035] The other purpose of the interaction betWeen the 
conical enlargement (26) and the guiding members (27) is 
that relative axial displacement betWeen the splice (20) and 
one of the ferrules (3011) or (30b) Will cause an outWard radial 
expansion force to be exerted on the splice (20). The splice 
(20) is provided With suitable expansion slots (24) or (25), and 
the displacement action causes the splice (20) to expand 
under the mechanical force alloWing for the ?ber to be 
inserted into the conduit (22). 
[0036] It Will be appreciated that the interacting members 
betWeen the ferrule (30a, 30b) and the splice (20) can take 
different shapes. As shoWn in FIGS. 4a and 4b, tabs (44) can 
?t into corresponding channels (42). In this embodiment, the 
channels (42) provided at the ends of the splice (20) are 
aligned With the expansion slots (24, 25). The channels (42), 
hoWever, have a greater opening but are not as deep as the 
expansion slots (24, 25). The corresponding tabs (44) of the 
ferrules (30a, 30b) act as ?ber guiding members, While the 
channels (42) of the splice (20) receive the corresponding tabs 
(44). 
[0037] In another embodiment of the system, as presented 
in FIGS. 5a and 5b, additional slots (52) are provided at the 
ends of the splice (20) for receiving corresponding tabs of the 
ferrules (30a, 30b). On each end of the splice (20), the slot 
(52) having a limited depth and extending across the end 
surface by passing through its center is provided. The pro 
vided slot (52) is at a right angle With the expansion slot (24) 
or the expansion slot (25). It Will be appreciated by a person 
skilled in the art that the slot (52) may Well be at any other 
suitable angle from the expansion slot (24) and expansion slot 
(25). In FIG. 50, the ferrules (30a, 30b) are presented With 
corresponding tabs (54) to the slots (52) on the splice (20). 
The corresponding tabs (54) are shaped in a cross and do no 
fully extend across the surface of the end. HoWever, a person 
skilled in the art Will acknoWledge that such tabs (54) may 
fully extend across the end surface of the ferrule (30a, 30b) 
also. The corresponding tabs (54) of the ferrules (30a, 30b) 
act as ?ber guiding members, While the slots (52) receive the 
corresponding tabs (54). 
[0038] Moreover, in another embodiment of the system, as 
presented in FIGS. 6a and 6b, a protruding center portion (62) 
along the expansion slot (24, 25) axis is provided at each end 
of the splice (20). In FIG. 60, the ferrules (30a, 30b) are 
presented With corresponding channels (64) to the protruding 
center portions (62) of the splice (20). 
[0039] Illustrated in FIG. 7a is another embodiment of the 
system. In this embodiment, a v-shaped channel (72) along 
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the expansion slot (24, 25) axis is provided at each end of the 
splice (20). In FIG. 7b, the ferrules (30a, 30b) are presented 
With corresponding v-shaped tabs (74) to the corresponding 
v-shaped channels (72) of the splice (20). 
[0040] In the embodiment illustrated in FIGS. 1, 2 and 3, 
the axial compression force betWeen the ferrules (3 0) and the 
splice (20) is symmetrical With the intent to either expand or 
contract the ?ber conduit (22) symmetrically. HoWever, it Will 
be appreciated that in some cases it may be desirable to 
expand the splice at one end only With the effect of leaving an 
optical ?ber at an opposite end secured in the ?ber conduit 
While the ?ber may be freely inserted up to a point of abut 
ment and optical alignment from the end at Which the expan 
sion force is generated. 
[0041] It Will also be appreciated that in the case of some 
shape memory materials, the application of certain tempera 
tures may cause the material to expand or contract as desired 
in order to alloW the ?ber ends to be positioned into optical 
alignment and then held in the ?ber conduit With suf?cient 
radial force to retain the ?bers in optical alignment. 
[0042] FIG. 3 illustrates one common type of connector, 
namely a cable to optical plug. It Will be appreciated that the 
connector can be for connecting in a variety of con?gurations, 
such as cable to cable, an optical device to a cable, an optical 
plug to a socket, etc. 
[0043] As shoWn in FIG. 3, a sheath (32) interconnects the 
ferrule (30b) and the ferrule (3 0a). The sheath has adaptations 
for connecting to the ferrule (3 0b), namely a ?ange abutment 
(35), While at its end near ferrule (3 011), an outWardly extend 
ing ?ange (36) is provided that forms a limit abutment for the 
cylindrical optical connector plug provided by ferrule (3011). 
It Will be appreciated that the plug (3 0a) may include a further 
larger circumference shroud or other type of mating member 
that forms part of an optical plug-in socket arrangement. The 
axial retention nut (34) may be mounted onto the sleeve of 
ferrule (30b) by threads (not shoWn) that alloW rotation of the 
nut (34) to exert or secure the ferrule (30b) in the position 
illustrated in FIG. 3. 
[0044] To assemble the optical connector assembly as illus 
trated in FIG. 3, a user places ferrule (30b) into sheath (32) 
until ?anges (31) and ?ange abutment (35) meet. Then splice 
(20) is positioned on the ferrule (30b) With the conical 
enlargement (26) ?tting over the ?ber guiding member (27). 
The ferrule (3 0a) is inserted into the sheath (32) to engage the 
splice (20). By pressing the ferrule (3011) against the sheath 
(32), the splice (20) is caused to open. In this position, a ?ber 
piece can be inserted into the conduit of the ferrule (3011) into 
the middle of the splice (20). The pressing action is then 
released. This piece of ?ber is then held in the conduit of the 
ferrule (3 0a) and its exposed end is polished to be ?ush With 
the outside surface of the ferrule (30a). 
[0045] By loosening the retention nut (34), the ferrule (30b) 
can be used to exert an axial force on the splice (20), and cause 
the conduit (22) to open. A ?ber cable With a short length of 
its ?ber exposed is inserted into the ferrule (30b) until the 
?ber end from the cable abuts in the splice (20) the end of the 
piece of ?ber noW solid With the ferrule (30a). The axial force 
is released and the optical coupling can be tested. If the optical 
coupling betWeen the cable and the ferrule (30a) is sound, 
then the retention nut (34) can be tightened. 
[0046] It Will be appreciated that the assembly shoWn in 
FIG. 3 may be pre-assembled With the optical ?ber secured 
and polished in ferrule (3 0a) leaving only the ?ber cable to be 
inserted in ferrule (30b). In the ?eld, the ?ber cable is pre 
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pared and inserted into the assembly as described above. 
Should the ?ber cable ever need to be repaired or replaced, the 
nut (34) can be released and then axial pressure can be exerted 
on the splice (20) using the ferrule (30b), and the ?ber cable 
can be released from the ferrule (3 0b) and replaced With a neW 
cable. 
[0047] In another embodiment, a space (82) is provided to 
secure the splice (20) in place, once the optical connector is 
assembled, as illustrated in FIGS. 8 and 9. The spacer (82) is 
made of a collar (84) With extending ?ngers (86) that have 
spacing ends (88). Although the spacer (82) requires at least 
one extending ?nger (86), a person skilled in the art Will 
understand that additional extending ?ngers (86) can be pro 
vided. The spacer (82) has a shorter length and has a slightly 
larger collar (84) opening then the splice (20) as to be slipped 
over the splice (20) When placed in the sheath (30) as shoWn 
in FIG. 8. 
[0048] During the assembly of the optical connector, When 
the ferrule (30a) is inserted into the sheath (32) to engage the 
splice (20). By pressing the ferrule (30a) against the sheath 
(30), the splice (20) is caused to open. The extending ?ngers 
(86) of the spacer (82) open up as Well. Once the ?ber piece is 
inserted into the conduit of the ferrule (3011) up to the middle 
of the splice (20), the compression action against the splice 
(20) is released. The spacer (82) is moved along the splice 
(20) toWards the ferrule (3011) as so the spacing ends (88) clip 
betWeen the end of the splice (20) and the end of the ferrule 
(3011) as presented in FIG. 9. The spacer (82) is moved into 
position With rods from the outside passing through the 
sheath (32). The rods are removed once the spacer (82) is 
placed in position. 
[0049] The spacer (82), once in place, prevents the ferrule 
(3011) from causing the conduit of the splice (20) to open. 
Similarly, to prevent the ferrule (3 0b) from causing the con 
duit of the slice (20) to open, presented in FIGS. 10a and 10b 
is a pin 102. The pin 102 is placed through the body of the 
sheath (32) betWeen the splice (20) and the ferrule (30b). 
[0050] In another embodiment of the system, as presented 
in FIG. 11, to secure the ferrule (30b) in place, a clamp (112) 
With a ?ber conduit (113) is provided as an interface betWeen 
the ferrule (30b) and the splice (20). The clamp (112) has 
?anges (114) that hold the clamp (112) in place Within the 
?ange abutment (35) of the sheath (32). Moreover, the clamp 
(112) has a ?ber guiding member (116) that ?ts into the 
conical enlargement (26) of the splice (20). 
[0051] Presented in FIG. 12, is an illustration of hoW tWo 
optical connectors (10) are connected together in an adapter 
(122). The ?ber conduit of both ferules (30b) are aligned to 
alloW ?ber optic signals to pass. 

1. An optical connector assembly for interconnecting tWo 
optical ?bers and having a splice for holding bare ends of said 
?bers together While optically coupled, and tWo correspond 
ing ferrules for securing said ?bers to lead into said splice, 
said ferrules being interconnected by a sheath to form a con 
nector body, Wherein: 

said splice comprises a ?rst ?ber conduit With a ?rst 
extremity for receiving a ?rst one of said ?ber ends and 
a second extremity for receiving a second one of said 
?ber ends, Where said ?rst ?ber conduit holds and con 
?nes said ?ber ends to be in end to end alignment in said 
?rst ?ber conduit, Where said ?rst extremity comprises 
at least one aperture; and 

a ?rst one of said ferrules comprising at least one ?ber 
guiding member adapted to ?t Within said at least one 
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aperture of said ?rst extremity of said ?rst ?ber conduit 
for aligning said ?rst and second ?ber conduits and for 
guiding said ?rst ?ber end into said ?rst ?ber conduit 
Without catching an edge, 

Wherein said at least one ?ber guiding member comprises 
a projection, and said at least one aperture comprises an 
enlargement of said ?rst ?ber conduit. 

2. (canceled) 
3. The optical connector assembly as claimed in claim 1, 

Wherein said projection and said aperture cooperate to exert a 
separation force on said ?rst extremity, said splice comprising 
a slot to alloW for expansion of said ?rst ?ber conduit at said 
?rst extremity through axial displacement betWeen said pro 
jection and said aperture. 

4. The optical connector assembly as claimed in claim 1, 
Wherein said projection is an annular projection. 

5. The optical connector assembly as claimed in claim 3, 
further comprises at least one spacer betWeen said splice and 
said opposing ferrule for preventing said axial displacement. 

6. The optical connector assembly as claimed in claim 5, 
Wherein said spacer is supported by said splice. 

7. The optical connector assembly as claimed in claim 5, 
Wherein said spacer is supported by said sheath. 

8. The optical connector assembly as claimed in claim 6, 
Wherein said spacer is a collar With extending ?ngers With 
spacing ends that is slipped along the splice and clipped 
betWeen said ferrule and said splice. 

9. The optical connector assembly as claimed in claim 7, 
Wherein said spacer is a pin that is slipped through from an 
outer side along a radial of said sheath and lodged betWeen 
said ferrule and splice. 

10. The optical connector assembly as claimed in claim 1, 
Wherein said ferrule is secured to said sheath With at least one 
attachment. 

11. The optical connector assembly as claimed in claim 10, 
Wherein said at least one attachment is an axial positioning 
nut that is displaced along the ferrule against an outer side of 
said sheath. 

12. The optical connector assembly as claimed in claim 1, 
Wherein said splice is made of shape memory alloy. 
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13. A method for assembling an optical connector com 
prising: 

aligning a ?rst aperture of a splice over corresponding 
projection of a ?rst ferrule; 

compressing along a longitudinal axis said ?rst ferrule 
against said splice to force projection of said ?rst ferrule 
into said ?rst aperture of said splice, thus opening a 
conduit of said splice at said ?rst aperture; 

inserting an optic ?ber through a conduit of said ?rst fer 
rule, through said ?rst aperture of said splice and into 
said conduit of said splice; 

releasing compression along a longitudinal axis of said ?rst 
ferrule against said splice to alloW said splice to apply 
radial retention forces on said ?ber; 

aligning a projection of a second ferrule With correspond 
ing second aperture of said splice; 

compressing along a longitudinal axis said second ferrule 
against said splice to force said projection of said second 
ferrule into said second aperture of said splice, thus 
opening said conduit of said splice at said second aper 
ture; 

inserting an optic ?ber through a conduit of said second 
ferrule, through said second aperture of said splice and 
into said conduit of said splice; and 

releasing compression along a longitudinal axis of said 
second ferrule against said splice to alloW said splice to 
apply radial retention forces on said ?ber, 

Wherein said releasing provides a ?rst gap betWeen said 
splice and said ?rst ferrule, a spacer is placed betWeen 
said ?rst ferrule and said splice to maintain said ?rst gap 
When compressing said second ferrule against said 
splice. 

14. (canceled) 
15. The method of claim 13 Wherein said aligning is done 

once said splice is placed in a sheath to Which said ?rst ferrule 
is attached. 

16. (canceled) 


