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953 EMBARCADERO ROAD A ?oWer arranging vase for displaying a single stem ?oWer 
PALO ALTO, CA 94303 (US) extending out one direction of the vase, or by turning the vase 

over one-hundred-and-eighty degrees displaying multiple 
(21) Appl, No.1 11/841,392 stems of an entire bunch of ?owers extending out the other 

end of the vase. The tWo-sided reversible vase is achieved 
(22) Filed; Aug, 20, 2007 through tWo separate compartments for containing Water. 
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TWO SIDED REVERSIBLE VASE 

[0001] This invention relates generally to containers for 
displaying fresh cut ?owers and dried ?oral arrangements. 
More speci?cally it relates to vases used for holding one or 
more cut ?oWers. 

BACKGROUND OF THE INVENTION 

[0002] There are many different pro?les or shapes of vases 
that provide a method of retaining the ?oWers in a body of 
Water. Typically there are tWo general types of vases. First are 
those vases that are made to hold one single stem of a ?oWer 
such as a long stem rose, French tulip, or sun?oWer for 
example. The second are those vases that are made to hold a 
group, or commonly called a bunch of ?oWers. A bunch of 
?oWers, of one type of plant, typically contains 12 stems or a 
doZen, a doZen roses for example. 
[0003] There are many ?oWer holders or vases that are 
made With narroW openings to display one stem of a ?oWer. 
Conversely there are many ?oWer holders or vases that are 
made With Wide openings to display multiple stems. 

SUMMARY OF THE INVENTION 

[0004] The primary object of the invention is to alloW the 
displaying of either a single stem ?oWer, in the appropriate 
volume of Water and standing upright, or to alloW the display 
ing of a bouquet of ?owers With multiple stems, in the appro 
priate volume of Water and standing upright, Within the same 
vase. 

[0005] Another object accordingly is to provide a vase, 
Which noW serves the functions of tWo separate vases Within 
one vase, thus eliminating the need for the vieWer to have tWo 
separate vases. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

[0006] The key component of the design is the con?gura 
tion of the tWo different Water volume compartments in con 
junction With a shape that alloWs for having tWo usable sides 
to display ?oWers. 
[0007] Referring to the draWings in greater detail the refer 
ence number 12 represents the vase in the present invention. 
The vase being made ofglass FIG. 7 and FIGS. 8, 13, ceramic, 
plastic, metal, Wood, elastomeric rubber or other materials 
used to hold ?oWers and Water. 
[0008] The vessel includes a center tube 14 With a bottom 
Wall 15 Which is accessible from an opening 16 on one side 
formed by a lip 17 that is connected to the outer tube 18, 
Which leads to the opening on the other end of the vase 19. 
[0009] When the vase is used to display a single stem 20, as 
in FIG. 1, the top contains the small opening 16, Where Water 
is added 21, and the bottom has the large opening 19. 
[0010] When the vase is used to display multiple stems of 
?oWers 22, as in FIG. 2, the top contains the large opening 19, 
Where Water is added 23, and the bottom has the small open 
ing 16. 
[0011] The curved side, as in FIG. 4, provides a smaller 
diameter middle area 24 than the opposing ends 25. The 
narroWer middle provides for a circumference that a person 
can Wrap there hand around to turn the vase over to sWitch 
betWeen displaying a single stem FIG. 1 or multiple stems 
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FIG. 2. The narroW middle also provides for Well balanced 
Weight distribution When Water is in the vase FIGS. 1, 21 and 
FIGS. 2, 23. 
[0012] When displaying multiple stems of ?oWers, as in 
FIG. 2, the curved side 18, narroW in the middle 24 and Wide 
on the top and bottom 25, in combination With the center tube 
14 pushes the multiple stems of ?oWers 22 outWard from the 
center and apart from each other creating more distance 
betWeen the blossoms. The effect is a larger more open, less 
croWded, appearance for displaying multiple ?oWer blos 
soms. 

[0013] FIG. 8 is a photograph of tWo samples of the inven 
tion embodied in borosilicate glass material With ?oWers. On 
the right portion of the image is the invention in the single 
stem 20 use position and one the left is the invention in the 
multiple stem 22 use position. 
[0014] While certain features of this invention have been 
shoWn and described there are tWo alternate examples that 
embody the spirit of the invention as shoWn in FIG. 9 through 
FIG. 14. 
[0015] FIG. 9 and FIG. 10 describe the ?rst alternate shape. 
The shape includes a tapered center tube 26 With a bottom 
Wall 27 Which is accessible from an opening 28 on one side 
formed by a lip 29 that is connected to the outer tube 30, 
Which leads to the opening on the other end of the vase 31. 
[0016] FIG. 11 is a side elevation of the ?rst alternate shape 
shoWing the outer Wall 30 or tube in this embodiment is 
straight and tapered. FIG. 12 is a section draWing detailing the 
shape including a tapered center tube 26 With a bottom Wall 
27 Which is accessible from an opening 28 on one side formed 
by a lip 29 that is connected to the outer tube 30, Which leads 
to the opening on the other end of the vase 31. The outer Wall 
30 and tapered center 26 in this embodiment are straight and 
tapered to alloW for the stacking FIGS. 13, 32. 
[0017] Stacking or nesting the invention FIGS. 13, 32 
reduces the space required for storage and subsequently 
reduces the shipping costs in this embodiment of the revers 
ible vase. 

[0018] FIG. 14 is a section draWing of the invention embod 
ied in second alternate shape Whereas both the freshWater 
containment areas remain separate, one for a single stem 
?oWer 33 and the other for multiple stems of ?oWers 34. Both 
Water areas are open and facing in the same top direction 35. 

BRIEF DESCRIPTION OF THE DRAWING 
FIGURES 

[0019] FIG. 1 is a perspective vieW of the invention in use 
With a single stem ?oWer. 
[0020] FIG. 2 is a perspective vieW of the invention in use 
With multiple stems of ?oWers. 
[0021] FIG. 3 is a side elevation vieW of the invention. 
[0022] FIG. 4 is a side cross sectional vieW taken on line 
A-A of FIG. 3 With the multiple stem compartments facing 
up. 
[0023] FIG. 5 is a top vieW of the invention vieWing the 
opening for a single stem ?oWer. 
[0024] FIG. 6 is a top vieW of the invention vieWing the 
opening for multiple stems of ?oWers. 
[0025] FIG. 7 is a photograph of the invention embodied in 
borosilicate glass material Without ?oWers, on the right is the 
invention in the single stem use position and one the left is the 
invention in the multiple stem use position. 
[0026] FIG. 8 is a photograph of the invention embodied in 
borosilicate glass material With ?oWers. 
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[0027] FIG. 9 is a perspective drawing of the invention, 
embodied in an alternate shape, viewing the opening for 
multiple stems of ?owers. 
[0028] FIG. 10 is a perspective drawing of the invention, 
embodied in an alternate shape, viewing the opening for a 
single stem ?ower. 
[0029] FIG. 11 is a side elevation view, embodied in an 
alternate shape, of the invention. 
[0030] FIG. 12 is a side cross sectional view taken on line 
A-A of FIG. 11. 
[0031] FIG. 13 is a perspective drawing of the invention, 
embodied in an alternate shape, as shown in FIG. 9, whereas 
the vase can be stacked for reduced shipping costs. 
[0032] FIG. 14 is a side cross sectional view taken on line 
A-A of FIG. 11, embodied in an alternate shape, whereas both 
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the freshwater containment areas are still separate, one for a 
single stem ?ower and the other for multiple stems of ?owers, 
but are facing in the same direction. 
What is claimed is: 
1 . A ?ower arranging vase, comprising in combination, two 

compartments for containing freshwater, whereas one com 
partment is smaller and in the center with an opening facing 
one direction and a second compartment around the said 
smaller compartment with a larger opening facing the oppo 
site direction of the smaller opening, whereby a single stem 
?ower can be located in the said center, or by turning the vase 
over one-hundred-and-eighty degrees, displaying multiple 
stems of ?owers. 


