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(57) ABSTRACT 

A guideWire straightener assembly (50,200,300,400) includ 
ing a guideWire (52,202,402), a guideWire tube (56,250,450) 
With a tubular passage therethrough and a distal end including 
a collar (58,260,462). The assembly also includes a guideWire 
straightener (10,210,410) having a distal end, a proximal end, 
and a longitudinal passageway siZed to accept the guideWire 
and extending between the proximal end and the distal end. 
The guideWire straightener maintains the guideWire distal tip 
in a linear orientation until inserted into the patient and 
includes at least one portion permitting manual advancement 
or retraction of the guideWire. Methods are disclosed for 
moving the guideWire straightener distally With respect to the 
guideWire distal end. 
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FIGURE 1 
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FIGURE 4 
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METHOD FOR USING A GUIDEWIRE 
STRAIGHTENER 

CROSS-REFERENCE TO RELATED 
APPLICATION 

[0001] The present application is a Divisional of US. 
patent application Ser. No. 10/960,737, ?led on Oct. 7, 2004, 
in turn a Continuation-in-Part of US. patent application Ser. 
No. 10/366,247, ?led on Feb. 13, 2003, Which claims priority 
from US. Provisional Patent Application Ser. No. 60/434, 
262, ?led on Dec. 18, 2002. 

FIELD OF THE INVENTION 

[0002] The present invention relates to a catheter guideWire 
and a method of retaining a catheter guideWire in a guideWire 
tube. 

BACKGROUND OF THE INVENTION 

[0003] Catheter guideWires are used to facilitate introduc 
tion of a catheter into a patient. In a typical catheter installa 
tion, an insertion site is located, and an incision is made by the 
inserting physician at the insertion site. A syringe is inserted 
into the patient through the incision to locate the blood vessel, 
such as a vein, to be catheteriZed. A ?exible metal guideWire 
is typically inserted through the syringe and into the blood 
vessel to further enable the inserting physician to insert the 
catheter into the patient. The guideWire typically has a 
“J-shaped” distal end, so as not to tear into the patient’s blood 
vessel during insertion. The guideWire is quite ?exible so that 
it can bend With the contours of the blood vessel, but the 
?exibility of the guideWire, along With the “J-shape”, can 
make it dif?cult for the physician to insert the distal end of the 
guideWire into the syringe. GuideWire straighteners are used 
to straighten out the “J-shape” and to assist the physician in 
inserting the distal tip of the guideWire into the syringe for 
advancement into the blood vessel. 
[0004] A guideWire is typically stored in a coiled plastic 
tube, both for ease of physician use and for sterility. HoWever, 
during shipping, the guideWire can Work its Way out of the 
tube, making the guideWire more dif?cult to handle and 
potentially compromising the sterility of the guideWire. 
[0005] A knoWn guideWire straightener is disclosed in US. 
Pat. No. 5,125,905. This guideWire straightener utiliZes a 
cantilevered extension at the proximal end of the straightener 
to grasp a guideWire and retain the guideWire in its tube. It is 
believed by the inventors that the prior art design does not 
provide su?icient gripping betWeen the straightener and the 
guideWire. It is also believed by the inventors that the prior art 
design may be prone to breakage from fatigue. 
[0006] It Would be bene?cial to provide a guideWire 
straightener that provides increased gripping betWeen the 
straightener and the guideWire so that the guideWire does not 
Work its Way out of the tube, as Well as a guideWire straight 
ener that is less prone to breakage from fatigue. 

BRIEF SUMMARY OF THE INVENTION 

[0007] Brie?y, the present invention provides a guideWire 
straightener assembly. The assembly comprises a guideWire 
tube including a tubular passage having a ?rst diameter and a 
distal end including a collar having a second diameter, larger 
than the ?rst diameter. The assembly also includes a 
guideWire straightener having a distal end, a proximal end 
having an exterior surface With a diameter siZed to ?t Within 
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the guideWire tube, and a longitudinal passageWay siZed to 
accept the guideWire, the passageWay extending betWeen the 
proximal end and the distal end. The assembly further 
includes a guideWire having a third diameter, smaller than the 
?rst diameter, Wherein the guideWire is disposed Within the 
tubular passage and the longitudinal passageWay. The proxi 
mal end of the guideWire straightener further includes at least 
one ?nger extending therefrom such that, When the guideWire 
straightener is disposed Within the guideWire tube in a ?rst 
position in the tubular passage, the at least one ?nger is biased 
by the tubular passage into frictional engagement With the 
guideWire. When the guideWire straightener is disposed 
Within the guideWire tube in a second position in the collar, 
the at least one ?nger is disposed aWay from frictional 
engagement With the guideWire. 
[0008] The present invention also provides a catheter 
guideWire tube comprising a body having a distal end, a 
proximal end, and a tube passageWay extending betWeen the 
distal end and the proximal end, Wherein the tube has a ?rst 
diameter. The assembly also includes a collar ?xedly con 
nected to the distal end, Wherein the collar comprises a lon 
gitudinal passage having a second diameter, larger than the 
?rst diameter, and Wherein the collar further comprises a 
distal opening having a third diameter, smaller than the sec 
ond diameter. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0009] The accompanying draWings, Which are incorpo 
rated herein and constitute part of this speci?cation, illustrate 
the presently preferred embodiments of the invention, and, 
together With the general description given above and the 
detailed description given beloW, serve to explain the features 
of the invention. In the draWings: 
[0010] FIG. 1 is a perspective vieW of a catheter guideWire 
straightener according to an embodiment of the present 
invention. 
[0011] FIG. 2 is a side elevational vieW of the catheter 
guideWire straightener shoWn in FIG. 1. 
[0012] FIG. 3 is a sectional vieW of the catheter guideWire 
straightener taken along line 3-3 of FIG. 2. 
[0013] FIG. 4 is a plan vieW ofa catheter guideWire assem 
bly incorporating the catheter guideWire straightener shoWn 
in FIGS. 1-3. 

[0014] FIG. 5 is a sectional vieW of the catheter guideWire 
assembly taken along line 5-5 of FIG. 4. 
[0015] FIG. 6 is a schematic vieW shoWing operation of the 
catheter guideWire assembly during insertion of a guideWire 
into a patient. 
[0016] FIG. 7 is a side pro?le vieW of a catheter guideWire 
straightener assembly according to a second embodiment of 
the present invention. 
[0017] FIG. 8 is an enlarged sectional vieW of the guideWire 
straightener assembly of FIG. 7, taken along lines 8-8 of FIG. 
9. 

[0018] FIG. 9 is an enlarged sectional vieW of the guideWire 
straightener assembly of FIG. 7, taken along lines 9-9 thereof. 
[0019] FIG. 10 is an enlarged sectional vieW of the 
guideWire straightener assembly of FIG. 7, With the 
guideWire straightener removed from the guideWire tube. 
[0020] FIG. 11 is a sectional vieW of a catheter guideWire 
straightener assembly according to a third embodiment of the 
present invention. 
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[0021] FIG. 12 is a sectional vieW of the catheter guideWire 
straightener assembly shown in FIG. 11, With the guideWire 
straightener removed from the guideWire tube. 
[0022] FIG. 13 is a sectional vieW of a guideWire straight 
ener assembly according to a fourth embodiment of the 
present invention. 
[0023] FIG. 14 is a sectional vieW of the guideWire straight 
ener assembly of FIG. 13, With the guideWire straightener 
disconnected from the guideWire tube. 

DETAILED DESCRIPTION OF THE INVENTION 

[0024] In the draWings, like numerals indicate like ele 
ments throughout. Certain terminology is used herein for 
convenience only and is not to be taken as a limitation on the 
present invention. The Words “proximal” and “distal” refer to 
directions aWay from and closer to, respectively, the insertion 
tip of the guideWire in the guideWire assembly according to 
the present invention. The terminology includes the Words 
above speci?cally mentioned, derivatives thereof, and Words 
of similar import. The folloWing describes a preferred 
embodiment of the invention. HoWever, it should be under 
stood based on this disclosure, that the invention is not limited 
by the preferred embodiment described herein. 
[0025] A catheter guideWire straightener 10 according to an 
embodiment of the present invention is shoWn in FIGS. 1-3. 
The guideWire straightener 10 is comprised of a generally 
frusto-conically shaped distal end 12 and a generally cylin 
drically shaped proximal end 14. A stop collar 16 is disposed 
betWeen the distal end 12 and the proximal end 14.A straight 
ener passageWay 18 extends through the guideWire straight 
ener 10 betWeen the distal end 12 and the proximal end 14. 
The straightener passageWay 18 is siZed to alloW a guideWire 
52, shoWn in a guideWire assembly 50 in FIG. 4, to pass 
through the straightener passageWay 18 With little or no inter 
ference. A standard guideWire has a diameter of approxi 
mately 0.038 inches (approximately 0.97 mm), and the 
straightener passageWay 18 has a diameter of approximately 
0.05 inches (approximately 1.27 mm). Therefore, When the 
guideWire 52 is inserted into the straightener passageWay 18, 
a clearance of approximately 0.012 inches (approximately 
0.30 mm) is provided betWeen the guideWire 52 and the 
guideWire straightener 10. 
[0026] Referring back to FIGS. 1-3, the proximal end 14 of 
the straightener 10 includes ?rst and second diametrically 
opposed biasing assemblies 20, 22, Which are each comprised 
ofa lug 24 disposed on a biasing member 26, such as a leaf 
spring. A distance betWeen free ends of each lug 24 on the 
biasing assemblies 20, 22, as shoWn in FIG. 2, is de?ned as a 
diameter “D”. 
[0027] Each biasing assembly 20, 22, extends longitudi 
nally along the proximal end 14 of the straightener 10, With 
channels 28, 30 disposed on either side of the biasing assem 
blies 20, 22. The channels 28, 30 alloW the lugs 24 and the 
biasing members 26 to de?ect toWard the straightener pas 
sageWay 18 When force is applied on the lugs 24 toWard the 
straightener passageWay 18. The biasing members 26 resist 
such force and bias the lugs 24 aWay from the straightener 
passageWay 18. 
[0028] Preferably, the guideWire straightener 10 is con 
structed from a polymer, such as polypropylene, although 
those skilled in the art Will recogniZe that other, suitable 
materials may be used. 
[0029] A guideWire assembly 50 incorporating the 
guideWire straightener 10 of the present invention is shoWn in 
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FIGS. 4 and 5. The guideWire assembly 50 is comprised of a 
guideWire 52 disposed Within a tube passageWay 54 of a 
guideWire tube 56. The guideWire 52 has a “J-shaped” distal 
end 53. The tube passageWay 54 has an inner diameter “d”. 
The guideWire tube 56 is connected to the proximal end 14 of 
the guideWire straightener 10. 
[0030] The guideWire tube 56 is preferably coiled as shoWn 
for the ease of the user. The guideWire 52 is typically approxi 
mately 24 inches (61 cm) long and, by coiling the guideWire 
52 along With the guideWire tube 56, the user can more readily 
handle the guideWire 52 and advance the guideWire 52 into 
the patient. 
[0031] The guideWire tube 56 includes an open distal end 
58, through Which the guideWire 52 is advanced, the distal end 
58 having a collar With an inner diameter larger than tube 
passageWay diameter “d”. The distal end 58 of the guideWire 
tube 56 is inserted over the proximal end 14 of the guideWire 
straightener 10, so that the distal end 58 of the guideWire tube 
56 and the proximal end of the guideWire straightener 10 
engage each other With a press ?t. 
[0032] The diameter “D” of the lugs 24 is larger than the 
diameter “d” of the tube passageWay 54 so that, as is seen in 
FIG. 5, the distal end collar of guideWire tube 56 biases the 
lugs 24 and the biasing members 26 into the straightener 
passageWay 18. Each lug 24 biases its respective biasing 
member 26 against the guideWire 52 so that the guideWire 52 
is longitudinally engaged along a length of the guideWire 52 
by the biasing members 26. The biasing members 26, in turn, 
bias the lugs 24 against the tube’s collar to releasably retain 
the straightener 10 in the tube 56. 
[0033] Referring noW to the guideWire insertion procedure 
of FIG. 6 during a catheter insertion procedure, an incision 
110 is initially made near an insertion site 112 Which is to be 
aspirated With a syringe or other introducer apparatus near or 
proximate the area to be catheteriZed. If the catheter is used 
for hemodialysis and the area to be catheteriZed is the internal 
jugular vein 116, the incision 110 is made in the clavicular 
triangle region, as shoWn for example, in FIG. 6. The exact 
location of the incision 110 can be varied by the physician. In 
accordance With the Seldinger technique, a narroW needle 
114 connected to the syringe is inserted through the incision 
110 and into the vein 116, and the vein 116 is aspirated. The 
syringe is disconnected from the needle 114, leaving the 
needle 114 in the vein 116. 
[0034] The guideWire 52 is next inserted into the vein 116 
through the needle 114. To insert the guideWire 52 into the 
vein 116, the proximal end 14 of the straightener 10 is 
removed from the tube 56. The biasing members 26 bias aWay 
from the straightener passageWay 18, releasing the guideWire 
52 from betWeen the biasing members 26. The distal end 53 
(see FIGS. 4 and 5) of the guideWire 52 is then retracted into 
the straightener 10 so that the “J-shaped” distal end 53 of the 
guideWire 52 is disposed Within the straightener 10. The distal 
end 12 of the straightener 10 is then inserted into the proximal 
end of the needle 114. The preferably frusto-conical shape of 
the distal end 12 facilitates insertion of the distal end 12 into 
the needle 114. 
[0035] Using thumb 118 and fore?nger 120 on the 
guideWire 52 betWeen the straightener 10 and the tube 56, the 
physician advances the guideWire 52 through the needle 114 
and into the vein 116. Once the guideWire 52 is in place, the 
tube 56 and the straightener 10 are removed by advancing 
each of the tube 56 and the straightener 10 along the 
guideWire 52 aWay from the distal end 53 of the guideWire 52 
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and then off the proximal end of the guideWire 52. Next, the 
needle 114 is removed by advancing the needle 114 along the 
guideWire 52 aWay from the distal end 53 of the guideWire 52 
and then off the proximal end of the guideWire 52. A dilator 
(not shoWn) and a tearable sheath (not shoWn) are introduced 
over the guideWire 52 and partially into the vein 116. The 
insertion site 112 is noW ready to accept a catheter assembly 
(not shoWn). At least one catheter lumen is disposed over the 
proximal end of the guideWire 52 and advanced toWard the 
distal end 53 of the guideWire 52 and into the vein. 
[0036] An alternate embodiment of a guideWire straight 
ener assembly 200 is shoWn in FIG. 7. The assembly 200 
includes a straightener 210 and a guideWire tube 250. The 
straightener 210 is partially disposed in the tube 250 and is 
used to assist the inserting physician in advancing a guideWire 
202 from the tube 250 during catheter insertion. 
[0037] Referring to FIG. 8, the straightener 210 includes a 
distal end 212 that is generally conically or frusto-conically 
shaped. The distal end 212 is shaped to facilitate insertion of 
the distal end 212 into an introducer device, such as an intro 
ducer needle (not shoWn). The straightener 210 also includes 
a proximal end 214 that includes a biasing member 216. A 
longitudinal axis 217 extends through the straightener 210. A 
straightener passageWay 218 extends along the longitudinal 
axis 217 through the straightener 210 betWeen the distal end 
212 and the proximal end 214. The passageWay 218 has a 
diameter D 1 that is siZed to alloW the guideWire 202 to be able 
to be translated therethrough With a minimal force during 
insertion of the guideWire 202 into the patient. 
[0038] The biasing member 216 includes a plurality of 
?ngers 220 that extend in a proximal direction. While eight 
?ngers 220 are shoWn in FIG. 9, those skilled in the art Will 
recogniZe that more or less than eight ?ngers 220 may be 
used. Each ?nger 220 has a connected end 222 that is con 
nected to the proximal end 214 and a free end 224 that freely 
extends aWay from the proximal end 214. Each ?nger 220 has 
a body portion 226 betWeen the connected end 222 and the 
free end 224 that is biased aWay from the longitudinal axis 
217. The biasing member 216 is dimensioned such that, When 
the biasing member 216 is disposed Within the guideWire tube 
250, the interior Wall of the guideWire tube 250 biases the 
biasing member 216 against the guideWire 202. 
[0039] The guideWire advancer 210 also includes a gener 
ally elongated portion 230 that extends betWeen the distal end 
212 and the proximal end 214. The generally elongated por 
tion 230 extends beloW the guideWire 202 and is open so that 
the guideWire 202 is accessible. A generally convex raised 
portion 232 extends from the generally elongated portion 230 
and provides a thumb rest for advancing the guideWire 202 
distally through the advancer 210. 
[0040] The guideWire tube 250 includes a distal end 252 
that engages the straightener 210. The guideWire tube 250 has 
an inner diameter D2 that is siZed to alloW the proximal end 
214 of the straightener 210 to be inserted into the guideWire 
tube 250. The guideWire tube 250 also has an outer diameter 
D3. A cylindrical collar 260 is ?xedly connected to the distal 
end 252 ofthe tube 250. 
[0041] The collar 260 is preferably constructed from a 
polymer, such as polypropylene, or some other suitable mate 
rial. Those skilled in the art Will recogniZe that the collar 260 
may be a separate piece from the tube 250, or the collar 260 
may be integrally formed With the tube 250. If the collar 260 
is a separate piece from the tube 250, the collar 260 is ?xedly 
connected to the tube 250 by knoWn methods, such as by an 
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adhesive, by ultrasonic Welding, or other means knoWn in the 
art for connecting the collar 260 to the tube 250. 
[0042] The collar 260 includes a proximal collar end 262 
that ?ts over the exterior of the distal end 252 of the tube 250. 
The collar 260 also includes a distal collar end 264 that has an 
inner diameter D4 that is larger than the outer diameter D3 of 
the tube 250. The distal collar end 264 includes an opening 
265 along the longitudinal axis 217 that is siZed to alloW the 
proximal end 214 of the straightener 210 to be inserted into 
the opening 265. The inner diameter D4 of the distal collar end 
264 is suf?ciently large to alloW the biasing member 216 to 
expand Within the interior of the distal collar end 264 to alloW 
the biasing member 216 to expand and release the guideWire 
202. HoWever, it is preferred that the distal opening 265 is 
suf?ciently small such that the biasing member 21 6 cannot be 
easily pulled through the distal opening 265 and out of the 
collar 260. 
[0043] The collar 260 also includes a tapered portion 266 
that tapers from the proximal collar end 262, outWard to the 
distal collar end 264. Preferably, the tapered portion 266 
begins at the distal end 252 of the tube 250, although those 
skilled in the art Will recogniZe that the tapered portion 266 
may begin either proximally or distally of the distal end 252 
ofthe tube 250. 
[0044] The assembly 200 is provided With the straightener 
210 fully inserted into the tube 250, as shoWn in FIGS. 7 and 
8. In use, the straightener 210 is partially removed from the 
tube 250 by advancing the straightener 210 in a distal direc 
tion relative to the tube 250. The biasing means 216 moves 
distally from the interior of the tube 250 to the interior of the 
collar 260 to the position shoWn in FIG. 10. When the plural 
ity of ?ngers 220 enter the interior of the collar 260, the 
?ngers 220 spring aWay from the guideWire 202, alloWing the 
guideWire 202 to be freely advanced from the distal end 212 
of the straightener 210 according to knoWn methods. The 
straightener 210, hoWever, is not suf?ciently moved relative 
to the tube 250 so as to pull the proximal end 214 of the 
straightener 210 through the distal opening 265 of the collar 
260. 
[0045] After the guideWire 202 is inserted a desired dis 
tance into the patient, the guideWire straightener assembly 
200 is removed from the guideWire 202 by sliding the assem 
bly 200 proximally along the guideWire 202 until the 
guideWire 202 exits the assembly 200. The assembly 200 is 
discarded and the catheter insertion procedure continues 
according to steps and processes Well knoWn in the art. 
[0046] While the guideWire assembly 200 With the collar 
260 ?xed to the distal end 252 of the tube 250 is preferred, 
those skilled in the art Will recogniZe that a guideWire assem 
bly 300, shoWn in FIG. 11, that omits the collar may be used. 
The straightener 210 is inserted into the tube 250 as shoWn in 
FIG. 11, With the ?ngers 220 biased against the guideWire 
202. 

[0047] In use, the straightener 210 is advanced distally With 
respect to the tube 250 until the proximal end 214 of the 
straightener 21 0 is removed from the tube, as shoW in FIG. 12. 
The ?ngers 220 spring aWay from the guideWire 202, alloW 
ing the guideWire 202 to be freely advanced from the distal 
end 212 of the straightener 210. The user biases the guideWire 
202 against the generally convex raised portion 232 and 
advances his/her thumb in a distal direction, using friction to 
distally advance the guideWire 202 as Well. 
[0048] After the guideWire 202 is inserted a desired dis 
tance into the patient, the guideWire straightener assembly 
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300 is removed from the guideWire 202 by sliding the assem 
bly 300 proximally along the guideWire 202 until the 
guideWire 202 exits the assembly 200. The assembly 300 is 
discarded and the catheter insertion procedure continues 
according to steps and processes Well knoWn in the art. 
[0049] Yet another embodiment of the present invention is 
shoWn in FIGS. 13 and 14. A guideWire straightener assembly 
400 includes a guideWire straightener 410 and a guideWire 
tube 450 that are used to retain and dispense a guideWire 402. 
A sWivel lock assembly 460 releasably connects the straight 
ener 410 and the tube 450 to each other. 

[0050] The straightener 410 includes a distal end 412 that is 
generally conically or frusto-conically shaped. The distal end 
412 is shaped to facilitate insertion of the distal end 412 into 
an introducer device, such as an introducer needle (not 
shoWn). The straightener 410 also includes a proximal end 
414 that includes a biasing member 416. A longitudinal axis 
417 extends through the straightener 410. A straightener pas 
sageWay 418 extends along the longitudinal axis 417 through 
the straightener 410 betWeen the distal end 412 and the proxi 
mal end 414. The passageWay 418 has a diameter Dl that is 
siZed to alloW the guideWire 402 to be able to be translated 
therethrough With a minimal force during insertion of the 
guideWire 402 into the patient. 
[0051] The biasing member 416 includes a plurality of 
?ngers 420 that extend in a proximal direction. Similar to the 
biasing member 216 described above and shoWn in FIG. 9, the 
biasing member 416 preferably includes six ?ngers 420. 
While six ?ngers 420 are preferred, those skilled in the art Will 
recogniZe that more or less than six ?ngers 420 may be used. 
Each ?nger 420 has a proximal end 422 that is connected to 
the proximal end 414 and a distal end 424 that extends aWay 
from the proximal end 414. Each ?nger 420 has a body 
portion 426 betWeen the proximal end 422 and the distal end 
424 that is biased aWay from the longitudinal axis 417. The 
biasing member 416 is dimensioned such that, When the 
biasing member 416 is disposed Within the guideWire tube 
450, the interior Wall of the guideWire tube 450 biases the 
biasing member 416 against the guideWire 402, restricting the 
movement of the guideWire 402 Within the tube 450. 
[0052] The straightener 410 includes an annular groove 
430 disposedbetWeen the distal end 412 and the proximal end 
414. The groove 430 is siZed and shaped to alloW the distal 
end of the sWivel lock assembly 460 to be rotatably attached 
to the straightener 410, as Will be described more in detail 
later herein. 
[0053] The guideWire tube 450 includes a distal end 452 
that engages the straightener 410. The guideWire tube 450 has 
an inner diameter D2 that is siZed to alloW the proximal end 
414 of the straightener 410 to be inserted into the guideWire 
tube 450. The guideWire tube 450 also has an outer diameter 
D3. The sWivel lock assembly 460 includes a cylindrical 
collar 462 that is ?xedly connected to the distal end 452 of the 
tube 450 and a sWivel lock 470 that is rotatably connected to 
the straightener 410. 
[0054] The collar 462 is preferably constructed from a 
polymer, such as polypropylene, or some other suitable mate 
rial. Those skilled in the art Will recogniZe that the collar 462 
may be a separate piece from the tube 450, or the collar 462 
may be integrally formed With the tube 450. If the collar is a 
separate piece from the tube 450, the collar 462 is ?xedly 
connected to the tube 450 by knoWn methods, such as by an 
adhesive, by ultrasonic Welding, or other means knoWn in the 
art for connecting the collar 462 to the tube 450. Preferably, 
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the collar 462 includes a stop 461 that limits the distance that 
the collar 462 may be advanced over the distal end 452 of the 
tube 450. 
[0055] The collar 462 includes a distal collar end 464 that 
includes male threads 466. The sWivel lock 470 includes 
female threads 472 that threadingly engage With the male 
threads 466. A distal end of the sWivel lock 470 includes a lip 
474 that rotates Within the groove 430 in the straightener 410 
to alloW the sWivel lock 470 to rotate about the longitudinal 
axis 417 With respect to the straightener 410. 
[0056] The assembly 400 is provided With the straightener 
410 fully inserted into the tube 450 and the sWivel lock 470 
connected to the collar 462, as shoWn in FIG. 13. In use, the 
straightener 410 is removed from the tube 450 by rotating the 
sWivel lock 470 relative to the collar 462 and unthreading the 
female threads 472 from the male threads 466. When the 
sWivel lock 470 is unthreaded from the collar 462, the 
straightener 410 is advanced in a distal direction relative to 
the tube 450. The biasing means 416 moves distally from the 
interior of the tube 450 to the position shoWn in FIG. 14. 
When the plurality of ?ngers 420 exits the distal end 452 of 
the tube 450, the ?ngers 420 spring aWay from the guideWire 
402, alloWing the guideWire 402 to be freely advanced from 
the distal end 412 of the straightener 410 according to knoWn 
methods. 
[0057] After the guideWire 402 is inserted a desired dis 
tance into the patient, the guideWire straightener assembly 
400 is removed from the guideWire 402 by sliding the assem 
bly 400 proximally along the guideWire 402 until the 
guideWire 402 exits the assembly 400. The assembly 400 is 
discarded and the catheter insertion procedure continues 
according to steps and processes Well knoWn in the art. 
[0058] It Will be appreciated by those skilled in the art that 
changes could be made to the embodiments described above 
Without departing from the broad inventive concept thereof. It 
is understood, therefore, that this invention is not limited to 
the particular embodiments disclosed, but it is intended to 
cover modi?cations Within the spirit and scope of the present 
invention as de?ned by the appended claims. 

1-14. (canceled) 
15. A method of inserting a guideWire into a patient com 

prising: 
providing a guideWire straightener assembly comprising a 

guideWire tube containing a guideWire and having a 
collar at the distal end and having a tubular passage 
proximally thereof, and a guideWire straightener that 
includes a passageWay extending therethrough for the 
guideWire, a portion facilitating advancement or retrac 
tion of the guideWire, and a proximal end having at least 
one ?nger thereat for selective engagement With the 
guideWire When Within the guideWire tube distal end to 
prevent axial movement of the guideWire When engaged 
thereWith; 

distally disposing the guideWire straightener from the dis 
tal end of the tube such that the at least one ?nger is 
translated from the tubular passage to the collar such that 
the at least one ?nger is biased aWay from the guideWire 
to permit guideWire axial movement; 

inserting the proximal end of the guideWire straightener 
into an introducer device; and 

advancing the guideWire distally through the introducer 
device and into the patient. 

16. The method according to claim 15, further comprising, 
after inserting the guideWire into the patient a desired length, 
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removing the guideWire straightener and the guideWire tube 
from the guideWire by sliding the guideWire straightener and 
the guideWire tube proximally along the guideWire. 

17. A method of inserting a guideWire into a patient com 
prising: 

providing a guideWire straightener assembly comprising a 
guideWire tube containing a guideWire and having a 
collar at the distal end and having a tubular passage 
proximally thereof, and a guideWire straightener that 
includes a passageWay extending therethrough for the 
guideWire, a portion facilitating advancement or retrac 
tion of the guideWire, and a proximal end having at least 
one ?nger thereat for selective engagement With the 
guideWire When Within the guideWire tube distal end to 
prevent axial movement of the guideWire When engaged 
thereWith; 
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distally disposing the guideWire straightener from the dis 
tal end of the tube With a force su?icient to move the at 
least one ?nger from the tubular passage and into the 
collar to disengage from the guideWire and permit 
guideWire axial movement, but not su?icient so as to 
remove the at least one ?nger from Within the collar; 

inserting the proximal end of the guideWire straightener 
into an introducer device; and 

advancing the guideWire distally through the introducer 
device and into the patient. 

18. The method according to claim 17, further comprising, 
after inserting the guideWire into the patient a desired length, 
removing the guideWire straightener and the guideWire tube 
from the guideWire by sliding the guideWire straightener and 
the guideWire tube proximally along the guideWire. 

* * * * * 


